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<start of modification>
8.3.3
UTRAN mobility information
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Figure 8.3.3-1: UTRAN mobility information procedure, normal flow
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Figure 8.3.3-2: UTRAN mobility information procedure, failure case

8.3.3.1
General
The purpose of this procedure is to allocate any one or a combination of the following to a UE in connected mode:

-
a new C-RNTI;

-
a new U-RNTI;

-
a new H-RNTI (FDD, CELL_FACH state and 1.28 Mcps TDD only);

-
a new E-RNTI (FDD, CELL_FACH state and 1.28 Mcps TDD only);

-
other mobility related information;
-
DSAC and/or PPAC related information.
8.3.3.2
Initiation
To initiate the procedure UTRAN transmits a UTRAN MOBILITY INFORMATION message to the UE on the downlink DCCH using AM or UM RLC. In case of SRNS relocation, the message is sent using UM RLC only.

8.3.3.3
Reception of UTRAN MOBILITY INFORMATION message by the UE
When the UE receives a UTRAN MOBILITY INFORMATION message, it shall:

1>
act on received information elements as specified in subclause 8.6;

1>
if the IE "Dedicated Priority Information" is present:

2>
act upon the received IE as described in subclause 8.6.7.23.

1>
if the IE "UE Timers and constants in connected mode" is present:

2>
store the values of the IE "UE Timers and constants in connected mode" in the variable TIMERS_AND_CONSTANTS, replacing any previously stored value for each timer and constant; and

2>
if the IE "T323" is not present:

3>
clear any value of the timer T323 stored in the IE "UE Timers and constants in connected mode" in the variable TIMERS_AND_CONSTANTS; and
2>
for each updated timer value:

3>
start using the new value next time the timer is started;

NOTE:
If a new value of timer T305 is included in the IE "UE Timers and constants in connected mode", and the old value of timer T305 is "infinity", the new value may not be used immediately.
2>
for each updated constant value:

3>
start using the new value directly;

1>
if the IE "CN domain specific DRX cycle length coefficient" is present:

2>
store the value of the IE "CN domain specific DRX cycle length coefficient" for that CN domain, replacing any previously stored value; and

2>
use the value to determine the connected mode paging occasions according to [4].
1>
set the IE "RRC transaction identifier" in the UTRAN MOBILITY INFORMATION CONFIRM message to the value of "RRC transaction identifier" in the entry for the UTRAN MOBILITY INFORMATION message in the table "Accepted transactions" in the variable TRANSACTIONS; and

1>
clear that entry;

1>
if the UTRAN MOBILITY INFORMATION message contained the IE "Ciphering mode info" or contained the IE "Integrity protection mode info":

2>
set the IE "Status" in the variable SECURITY_MODIFICATION for all the CN domains in the variable SECURITY_MODIFICATION to "Affected".

1>
if the variable PDCP_SN_INFO is non-empty:

2>
include the IE "RB with PDCP information list" in the UTRAN MOBILITY INFORMATION CONFIRM message and set it to the value of the variable PDCP_SN_INFO.

1>
if the received UTRAN MOBILITY INFORMATION message included the IE "Downlink counter synchronisation info":

2>
if the variable PDCP_SN_INFO is empty:

3>
configure the corresponding RLC entity for all AM and UM radio bearers and AM and UM signalling radio bearers except RB2 to "stop".
2>
else:

3>
configure the RLC entity for signalling radio bearers RB1, RB3 and RB4 to "stop";

3>
configure the RLC entity for UM and AM radio bearers for which the IE "PDCP SN Info" is not included to "stop".
2>
re-establish the RLC entity for RB2;

2>
clear all entries in the table "Processed transactions" in the variable TRANSACTIONS;

2>
for the downlink and the uplink, apply the ciphering configuration as follows:

3> if the received re-configuration message included the IE "Ciphering Mode Info":

4> use the ciphering configuration in the received message when transmitting the response message.

3>
if the ciphering configuration for RB2 from a previously received SECURITY MODE COMMAND has not yet been applied because the activation times not having been reached:

4>
if the previous SECURITY MODE COMMAND was received due to new keys being received:

5>
consider the new ciphering configuration to include the received new keys;

5>
initialise the HFN component of the uplink COUNT-C and downlink COUNT-C of SRB2 as indicated in subclause 8.1.12.3.1.

4>
else if the ciphering configuration for RB2 from a previously received SECURITY MODE COMMAND has not yet been applied because of the corresponding activation times not having been reached and the previous SECURITY MODE COMMAND caused a change in LATEST_CONFIGURED_CN_DOMAIN:

5>
consider the new ciphering configuration to include the keys associated with the LATEST_CONFIGURED_CN_DOMAIN;

5>
initialise the HFN component of the uplink COUNT-C and downlink COUNT-C of SRB2 to the most recently transmitted IE "START list" or IE "START" for the LATEST_CONFIGURED_CN_DOMAIN at the reception of the previous SECURITY MODE COMMAND.

4>
apply the new ciphering configuration immediately following RLC re-establishment.

3>
else:

4>
continue using the current ciphering configuration.
2>
set the new uplink and downlink HFN component of COUNT-C of RB2 to MAX(uplink HFN component of COUNT-C of RB2, downlink HFN component of COUNT-C of RB2);

2>
increment by one the downlink and uplink values of the HFN component of COUNT-C for RB2;

2>
calculate the START value according to subclause 8.5.9;

2>
include the calculated START values for each CN domain in the IE "START list" in the IE "Uplink counter synchronisation info" in the UTRAN MOBILITY INFORMATION CONFIRM message.

2>
if an IE "Logged Measurement Info-FDD" or "Logged Measurement Info-TDD" in variable LOGGED_MEAS_REPORT_VARIABLE is present and registered PLMN is present in the IE "PLMN Identity List" stored in variable LOGGED_MEAS_REPORT_VARIABLE:

3>
include IE "Logged Meas Available".

2>

for any measurement of type CSG Proximity detection or any measurement associated with CELL_INFO_CSG_LIST (i.e. CSG Proximity detection, CSG intra-frequency measurement, CSG inter-frequency measurement and/or SI acquisition):

3>
stop all measurements of type CSG Proximity detection and all measurements associated with CELL_INFO_CSG_LIST (i.e. CSG Proximity detection, CSG intra-frequency measurement, CSG inter-frequency measurement and/or SI acquisition);

3>
delete measurement control information for all measurements of type CSG Proximity detection and all measurements associated with CELL_INFO_CSG_LIST (i.e. CSG Proximity detection, CSG intra-frequency measurement, CSG inter-frequency measurement and/or SI acquisition);

3>
clear the variable CELL_INFO_CSG_LIST.
2>
if the UE is in CELL_DCH state:

3>
clear the variable DSAC_PARAM, the variable PPAC_PARAM, the variable EAB_PARAM, the variable DSAC_PARAM_2, the variable PPAC_PARAM_2 and the stored IE "Access Class Barred List" if stored.
1>
if the UE is in CELL_DCH state:
2>
if the received UTRAN MOBILITY INFORMATION message included the IE "Domain Specific Access Restriction Parameters Update":
3>
for the variable "DSAC_PARAM_2":

4>
if the variable "DSAC_PARAM_2" is not set, the UE shall:

5>
store that Domain Specific Access Restriction Parameters to the variable "DSAC_PARAM_2" and maintain the variable until it is cleared or the PLMN is changed.
4>
else (DSAC_PARAM_2 is stored), the UE shall:

5>
update the variable "DSAC_PARAM_2" with that Domain Specific Access Restriction Parameters.
2>
if the received UTRAN MOBILITY INFORMATION message included the IE "Paging Permission with Access Control Parameters Update":
3>
for the variable "PPAC_PARAM_2":

4> if the variable "PPAC_PARAM_2" is not set, the UE shall:

5>
store that Paging Permission with Access Control Parameters to the variable "PPAC_PARAM_2" and maintain the variable until it is cleared or the PLMN is changed.

4>
else (PPAC_PARAM_2 is stored) UE shall:

5>
update the variable "PPAC_PARAM_2" with that Paging Permission with Access Control Parameters.
2>
the UE shall:

3>
if the variable "DSAC_PARAM_2" is set:

4>
if the variable "PPAC_PARAM_2" is set:

5>
act on the stored IE "Paging Response Restriction Indication" when sending a response to any PAGING TYPE 2 message, Paging message specified in [67] or CS SERVICE NOTIFICATION message specifed in [79]; 

5>
act on the stored IE "Location/Registration Access Class Barred List" if the IE "Location/Registration Restriction Indicator" is set to "All" or "CS", when initiating a Location/Registration procedure to the CS domain, as specified in [4];

5>
act on the stored IE "Location/Registration Access Class Barred List" if the IE "Location/Registration Restriction Indicator" is set to "All" or "PS", when initiating a Location/Registration procedure to the PS domain, as specified in [4];

5>
act on the stored IE "Domain Specific Access Class Barred List" if indicated in the IE "CS Domain Specific Access Restriction" when initiating an INITIAL DIRECT TRANSFER message to the CS domain for any other reason, as specified in [4];

5>
act on the stored IE "Domain Specific Access Class Barred List" if indicated in the IE "PS Domain Specific Access Restriction" when initiating an INITIAL DIRECT TRANSFER message to the PS domain, for any other reason ,as specified in [4].

4>
if the variable "PPAC_PARAM_2" is not set:

5>
act on the stored IE "Domain Specific Access Class Barred List" if indicated in the IE "CS Domain Specific Access Restriction" when initiating an INITIAL DIRECT TRANSFER message to the CS domain, as specified in [4];

5>
act on the stored IE "Domain Specific Access Class Barred List" if indicated in the IE "PS Domain Specific Access Restriction" when initiating an INITIAL DIRECT TRANSFER message to the PS domain, as specified in [4].

3>
else:

4>
act as if no DSAC/PPAC restriction applies.
1>
transmit a UTRAN MOBILITY INFORMATION CONFIRM message on the uplink DCCH using AM RLC;

<next modification>
10.2.62
UTRAN MOBILITY INFORMATION
This message is used by UTRAN to allocate a new RNTI and to convey other UTRAN mobility related information to a UE.


RLC-SAP: AM or UM


Logical channel: DCCH


Direction: UTRAN(UE

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	UE Information Elements
	
	
	
	
	

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	
	

	RRC transaction identifier
	MP
	
	RRC transaction identifier 10.3.3.36
	
	

	Integrity protection mode info
	OP
	
	Integrity protection mode info 10.3.3.19
	The UTRAN should not include this IE unless it is performing an SRNS relocation
	

	Ciphering mode info
	OP
	
	Ciphering mode info 10.3.3.5
	The UTRAN should not include this IE unless it is performing an SRNS relocation and a change in ciphering algorithm
	

	New U-RNTI
	OP
	
	U-RNTI 10.3.3.47
	
	

	New C-RNTI
	OP
	
	C-RNTI 10.3.3.8
	
	

	New H-RNTI
	OP
	
	H-RNTI 10.3.3.14a
	
	REL-7

	New Primary E-RNTI
	OP
	
	E-RNTI 10.3.3.10a
	
	REL-8

	UE Timers and constants in connected mode
	OP
	
	UE Timers and constants in connected mode 10.3.3.43
	
	

	Dedicated priority information
	OP
	
	Dedicated priority information 10.3.2.7
	
	REL-8

	CN Information Elements
	
	
	
	
	

	CN Information info
	OP
	
	CN Information info full 10.3.1.3a
	
	

	Domain Specific Access Restriction Parameters Update
	CV-Cell_DCH
	
	Domain Specific Access Restriction Parameters Update10.3.1.3c
	
	REL-12

	Paging Permission with Access Control Parameters Update
	CV-Cell_DCH
	
	Paging Permission with Access Control Parameters Update
10.3.1.10a
	
	REL-12

	UTRAN Information Elements
	
	
	
	
	

	URA identity
	OP
	
	URA identity 10.3.2.6
	
	

	RNC support for change of UE capability
	OP
	
	Boolean
	Should be included if the message is used to perform an SRNS relocation
	REL-7

	RB Information elements
	
	
	
	
	

	Downlink counter synchronisation info
	OP
	
	
	
	

	>RB with PDCP information list
	OP
	1 to <maxRBallRABs>
	
	
	

	>>RB with PDCP information
	MP
	
	RB with PDCP information

10.3.4.22
	This IE is needed for each RB having PDCP in the case of lossless SRNS relocation
	

	
	OP
	
	
	
	REL-5

	>>PDCP context relocation info
	OP
	
	PDCP context relocation info 10.3.4.1a
	This IE is needed for each RB having PDCP and performing PDCP context relocation
	REL-5


	Condition
	Explanation

	Cell_DCH
	This IE is optionally present when UE is in CELL_DCH state and not needed otherwise.


<next modification>
10.3.3.42
UE radio access capability
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Access stratum release indicator
	MP
	
	Enumerated(R99)
	Indicates the release of the UE according to [35]. The IE also indicates the release of the RRC transfer syntax supported by the UE.
	

	
	CV-not_rrc_connectionSetupComplete
	
	Enumerated(REL-4,
	7 spare values are needed.
	REL-4

	
	
	
	REL-5,
	
	REL-5

	
	
	
	REL-6,
	
	REL-6

	
	
	
	REL-7,
	
	REL-7

	
	
	
	REL-8,
	
	REL-8

	
	
	
	REL-9,
	
	REL-9

	
	
	
	REL-10,
	
	REL-10

	
	
	
	REL-11,
	
	REL-11

	
	
	
	REL-12)
	
	REL-12

	<partially omitted>
	
	
	
	
	

	Support of STTD on DL Control Channels when Multiflow operation is active
	CV-not_iRAT_HoInfo
	
	Enumerated (TRUE)
	The absence of this IE indicates that a Multiflow capable UE does not support STTD on DL Control Channels (HS-SCCH, F-DPCH, E-AGCH, E-HICH, E-RGCH, F-TPICH) when Multiflow operation is active. 
	REL-11

	Support of non-rectangular resource allocation
	CV-not_iRAT_HoInfo
	
	Enumerated (TRUE)
	For 1.28 Mcps TDD only.The absence of this IE indicates that the UE does not support the non-rectangular resource allocation.
	REL-12

	Support of DSAC and PPAC update in CELL_DCH
	CV-not_iRAT_HoInfo
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support DSAC and PPAC update in CELL_DCH.
	REL-12

	Note 1:
The second entity of the "RF capability TDD" is not needed in the INTER RAT HANDOVER INFO message: if both TDD 3.84/7.68 Mcps and TDD 1.28 Mcps are supported, the "RF capability TDD 1.28 Mcps" entity shall be used for TDD 1.28 Mcps; the "UE power class" in the "RF capability TDD" entity shall apply for both chip rates.

	Note 2:
For 1.28 Mcps TDD, UE supporting E-DCH enhanced random access in CELL_FACH state and Idle mode always supports HS-PDSCH reception in CELL_FACH, CELL_PCH and URA_PCH state and CELL_FACH HS-DSCH DRX operation.

	Note 3:
Two non-adjacent carriers can be in the same band or in two different bands.

	Note 4:
This IE should always be set to “TRUE” in this version of the specification.


<next modification>
10.3.3.42oa
UE radio access capability comp 2
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	FDD physical channel capability for HS-PDSCH/E-DCH
	OP
	
	
	Absent if HS-PDSCH and E-DCH are not supported
	REL-6

	>DL capability with simultaneous HS-DSCH configuration
	OP
	
	Enumerated (32, 64, 128, 384)
	Unit: kbps.

This IE is always required, but the need is set to OP to align with ASN.1
	REL-6

	>HS-DSCH physical layer category
	MP
	
	Integer (1..64)
	As defined in [35]

Values 13...64 are spare.
	REL-6

	>HS-DSCH physical layer category extension
	OP
	
	Integer (1..20)
	As defined in [35].
See Note 1.
	REL-7

	>HS-DSCH physical layer category extension 2
	OP
	
	Integer (21..24)
	As defined in [35].
See Note 2.
	REL-8

	>HS-DSCH physical layer category extension 3
	OP
	
	Integer (25..28)
	As defined in [35].

See Note 3.
	REL-9

	>HS-DSCH physical layer category extension 4
	OP
	
	Integer (29,30)
	As defined in [35].

See Note 4.
	REL-10

	>HS-DSCH physical layer category extension 5
	OP
	
	Integer (31,32)
	As defined in [35].

See Note 5.
	REL-10

	>HS-DSCH physical layer category extension 6
	OP
	
	Integer (33,34)
	As defined in [35].

See Note 6.
	REL-11

	>HS-DSCH physical layer category extension 7
	OP
	
	Integer (35,36)
	As defined in [35].

See Note 7.
	REL-11

	>HS-DSCH physical layer category extension 8
	OP
	
	Integer (37,38)
	As defined in [35].

See Note 8.
	REL-11

	>CHOICE Support of E-DCH
	MP
	
	
	
	REL-6

	>>Supported
	
	
	
	
	REL-6

	>>>E-DCH physical layer category
	MP
	
	Integer (1..16)
	As defined in [35]
	REL-6

	>>>E-DCH physical layer category extension
	OP
	
	Integer (7)
	As defined in [35].
	REL-7

	>>>E-DCH physical layer category extension 2
	OP
	
	Integer

(8..9)
	As defined in [35].
	REL-9

	>>>E-DCH physical layer category extension 3
	OP
	
	Integer(10..12)
	As defined in [35].
	REL-11

	>>Unsupported
	
	
	
	(no data)
	REL-6

	Support for F-DPCH
	OP
	
	Enumerated (TRUE)
	
	REL-6

	
	
	
	
	The IE shall be set to TRUE when F-DPCH is fully supported by the UE.

Absence of this information element indicates that F-DPCH is not fully supported
	REL-7

	HS-SCCHless HS-DSCH operation support
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support HS-SCCHless HS-DSCH operation.
	REL-7

	Enhanced F-DPCH support
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support enhanced F-DPCH
	REL-7

	HS-PDSCH in CELL_FACH
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support HS-PDSCH reception in CELL_FACH
	REL-7

	HS-PDSCH in CELL_PCH and URA_PCH
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support HS-PDSCH in neither CELL_PCH nor URA_PCH states.
	REL-7

	DPCCH Discontinuous Transmission support
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support DPCCH Discontinuous Transmission
	REL-7

	Slot Format #4 support
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support Slot Format #4
	REL-7

	Support for CS Voice over HSPA
	OP
	
	Enumerated (TRUE)
	The IE indicates the UE’s support for CS Voice over HSPA, if set.
	REL-8

	Support for E-DPCCH Power Boosting
	OP
	
	Enumerated

(TRUE)
	The

absence of this IE indicates that the E-DPCCH Power Boosting is not supported. The presence of this IE indicates that the E-DPCCH Power Boosting is supported by the UE.
	REL-7

	Support of MAC-i/is
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support MAC-i/is operation. 
	REL-8

	Support of TX Diversity on DL Control Channels by MIMO Capable UE when MIMO operation is active
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the MIMO capable UE does not support TX diversity on DL Control Channels (HS-SCCH, F-DPCH, E-AGCH, E-HICH, E-RGCH) when MIMO is active, P-CPICH is configured on antenna 1, and S-CPICH on antenna 2.
	REL-7

	
	
	
	
	The absence of this IE indicates that the MIMO capable UE does not support TX diversity on DL Control Channels (HS-SCCH, F-DPCH, E-AGCH, E-HICH, E-RGCH, F-TPICH) when MIMO is active, P-CPICH is configured on antenna 1, and S-CPICH on antenna 2.
	REL-11

	Support of HS-DPCCH power offset extension
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support the HS-DPCCH power offset extension.
	REL-11

	Support of DSAC and PPAC update in CELL_DCH
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support DSAC and PPAC update in CELL_DCH.
	REL-12


NOTE 1:
This IE corresponds to the HS-DSCH category supported by the UE when MAC-ehs is configured.

NOTE 2:
This IE corresponds to the HS-DSCH category supported by the UE when dual cell operation is configured.

NOTE 3:
This IE corresponds to the HS-DSCH category supported by the UE when dual cell operation with MIMO on adjacent frequencies or in different bands is configured.

NOTE 4:
This IE corresponds to the HS-DSCH category supported by the UE when it is configured with multi-cell operation on three cells.

NOTE 5:
This IE corresponds to the HS-DSCH category supported by the UE when it is configured with multi-cell operation on four cells.

NOTE 6:
This IE corresponds to the HS-DSCH category supported by the UE when it is configured with multi-cell operation on five or six cells.

NOTE 7:
This IE corresponds to the HS-DSCH category supported by the UE when it is configured with multi-cell operation on seven or eight cells.

NOTE 8:
This IE corresponds to the HS-DSCH category supported by the UE when MIMO mode with four transmit antennas operation is configured.
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13.4.3d
DSAC_PARAM

This variable contains Domain Specific Access Restriction Parameters during the connected mode.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	CS Domain Specific Access Restriction
	MP
	
	Domain Access Restriction 10.3.1.3b
	This IE contains CS Domain Specific Access Restriction Parameters

Cleared when leaving UTRA RRC connected mode.
	REL-6

	
	
	
	
	Cleared upon successful SRNS relocation.
	REL-11

	PS Domain Specific Access Restriction
	MP
	
	Domain Access Restriction 10.3.1.3b
	This IE contains PS Domain Specific Access Restriction Parameters

Cleared when leaving UTRA RRC connected mode.
	REL-6

	
	
	
	
	Cleared upon successful SRNS relocation.
	REL-11


13.4.3e
DSCH_RNTI
In TDD this variable stores the assigned DSCH-RNTI for this UE when in CELL_DCH state.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	DSCH-RNTI
	OP
	
	DSCH-RNTI
10.3.3.9a
	Cleared when entering UTRA RRC connected mode when not otherwise stated in the procedure.

Cleared when leaving UTRA RRC connected mode.


13.4.3f
DOWNLINK_SECONDARY_CELL_INFO

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Downlink secondary cell info FDD
	OP
	1 to 7
	Downlink secondary cell info FDD 10.3.6.31a
	
	REL-11


13.4.3g
EAB_PARAM

This variable contains EAB Parameters during the connected mode.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Domain Specific EAB Parameters
	MP
	
	Domain Specific EAB Parameters
10.3.1.3d
	Cleared when leaving UTRA RRC connected mode and cleared upon successful SRNS relocation.
	REL-11


13.4.3x
DSAC_PARAM_2
This variable contains Domain Specific Access Restriction Parameters during CELL_DCH state.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	CS Domain Specific Access Restriction
	MP
	
	Domain Access Restriction 10.3.1.3b
	This IE contains CS Domain Specific Access Restriction Parameters.
Cleared when leaving CELL_DCH state or upon successful SRNS relocation.
	REL-12

	PS Domain Specific Access Restriction
	MP
	
	Domain Access Restriction 10.3.1.3b
	This IE contains PS Domain Specific Access Restriction Parameters.
Cleared when leaving CELL_DCH state or upon successful SRNS relocation.
	REL-12


13.4.4
Void
<next modification>
13.4.15b
PPAC_PARAM

This variable contains Paging Permission with Access Control Parameters during the connected mode.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Paging Response Restriction Indication
	MP
	
	Enumerated(All, CS, PS, None)
	Cleared when leaving UTRA RRC connected mode.
	REL-8

	
	
	
	
	Cleared upon successful SRNS relocation.
	REL-11

	Location/Registration Restriction Indicator
	MP
	
	Enumerated(All, CS, PS)
	Cleared when leaving UTRA RRC connected mode.
	REL-8

	
	
	
	
	Cleared upon successful SRNS relocation.
	REL-11

	Location/Registration
	MP
	
	Location /Registration Parameters

10.3.1.7oa
	Cleared when leaving UTRA RRC connected mode.
	REL-8

	
	
	
	
	Cleared upon successful SRNS relocation.
	REL-11


13.4.15c
PRIORITY_INFO_LIST
This variable contains cell information on UTRA and inter-RAT priorities to be applied to neighbour cells stored in CELL_INFO_LIST and EUTRA_FREQUENCY_INFO_LIST, as received in messages System Information Block Type 19 and UTRAN MOBILITY INFORMATION.

The contents of this variable are inherited at inter-RAT cell (re)selection, including the remaining validity time (i.e., T320 in E-UTRAN, T322 in UTRAN, and T3230 in GERAN), if configured.

This variable can be configured in CELL_DCH, CELL_FACH, CELL_PCH, URA_PCH and Idle states. However, it is only used in CELL_FACH, CELL_PCH, URA_PCH and Idle states.

In Camped on any cell in [4], the UE implicitly takes actions as described in subclause 8.1.1.6.19 assuming the IE "Priority status" equals "sys_info_priority" using stored System information Block type 19. In Camped normally in [4], if the UE assumes it has valid UE specific priorities according to [4], the UE implicitly takes actions as described in subclause 8.6.7.23 without stopping T322 using stored IE "Dedicated Priority Information".
For UTRA and E-UTRA frequencies, a UE that supports multi-band cells for the concerned RAT considers the dedicated priorities to be common for all overlapping bands (i.e. independent of the ARFCN that is used).

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Priority status
	MP
	
	Enumerated (sys_info_priority, dedicated_priority)
	
	REL-8

	UTRA Serving Cell
	OP
	
	
	
	REL-8

	>priority
	OP
	
	Integer (0..<maxPrio–1>)
	Absence of this IE indicates that the lowest priority is assigned to the serving frequency (lower than any assigned priority)
	REL-8

	>Sprioritysearch1
	MP
	
	Integer (0..62 by step of 2)
	RSCP, dB
	REL-8

	>Sprioritysearch2
	MD
	
	Integer (0..7 by step of 1)
	dB, default value is 0
	REL-8

	>Threshserving,low
	MP
	
	Integer (0..62 by step of 2)
	RSCP, dB
	REL-8

	>Threshserving,low2
	MD
	
	Integer (0..31)
	Ec/N0, [dB], default value is 0
	REL-9

	Priority Info List
	OP
	1 to <maxNumPrio>
	
	
	REL-8

	>priority
	OP
	
	Integer (0..<maxPrio–1>)
	Absence of this IE indicates that no priority is assigned to the indicated  frequencies 
	REL-8

	>CHOICE Radio Access Technology
	MP
	
	
	
	REL-8

	>>UTRA FDD
	
	
	
	
	REL-8

	>>>Frequency List
	
	1 to <maxNumFDDFreqs>
	
	
	

	>>>>UARFCN
	MP
	
	Integer (0.. 16383)
	
	REL-8

	>>>>QqualminFDD
	MD
	
	Integer (-24..0)
	Ec/N0, [dB]

Default value is -24.


	REL-8

	>>>>QrxlevminFDD
	MD
	
	Integer (-119..-25 by step of 2)
	RSCP, dBm

Default value is -119.


	REL-8

	>>>>Threshx, high
	OP
	
	Integer (0..62 by step of 2)
	RSCP, dB


	REL-8

	>>>>Threshx, low
	OP
	
	Integer (0..62 by step of 2)
	RSCP, dB


	REL-8

	>>UTRA TDD
	
	
	
	
	REL-8

	>>>Frequency List
	
	1 to <maxNumTDDFreqs>
	
	
	

	>>>>UARFCN
	MP
	
	Integer (0.. 16383)
	
	REL-8

	>>>>QrxlevminTDD
	MD
	
	Integer (-119..-25 by step of 2)
	RSCP, dBm

Default value is -119.


	REL-8

	>>>>Threshx, high
	OP
	
	Integer (0..62 by step of 2)
	RSCP, dB


	REL-8

	>>>>Threshx, low
	OP
	
	Integer (0..62 by step of 2)
	RSCP, dB


	REL-8

	>>E-UTRA
	
	
	
	
	REL-8

	>>>Frequency List
	
	1 to <maxNumEUTRAFreqs>
	
	
	

	>>>>EARFCN
	MP
	
	Integer(0 .. 65535)
	EARFCN of the downlink carrier frequency [64]
	REL-8

	
	
	
	Integer(0..262143)
	
	REL-11

	>>>>QrxlevminEUTRA
	MD
	
	Integer (-140..-44 by step of 2)
	RSRP, dBm

Default value is -140.


	REL-8

	>>>> Threshx, high
	OP
	
	Integer (0..62 by step of 2)  
	RSRP, dB


	REL-8

	>>>>Threshx, low
	OP
	
	Integer (0..62 by step of 2)
	RSRP, dB


	REL-8

	>>>>QqualminEUTRA
	MD
	
	Integer (-34..-3)
	RSRQ, dB

default value is negative infinity
	REL-9

	>>>>Threshx, high2
	OP
	
	Integer (0..31)
	RSRQ, dB 
	REL-9

	>>>>Threshx, low2
	OP
	
	Integer (0..31)
	RSRQ, dB
	REL-9

	>>>>EUTRA-RSRQ-offsetWB
	OP
	
	Integer (-31.. 31)
	Offset in dB used for Measured results on RACH
	REL-11

	>>GSM
	
	
	
	
	REL-8

	>>>NCC permitted
	MD
	
	Bit string (8) {NCC 0 to 7}
	Bitmap indicating NCC values; 
reselection of GERAN cells is permitted when the corresponding NCC bit = "1". Default is “11111111”
	

	>>>Frequency List
	MP
	1 to < maxCellMeas>
	
	
	REL-8

	>>>>Band indicator
	MP
	
	Enumerated (DCS 1800 band used, PCS 1900 band used)
	Indicates how to interpret the BCCH ARFCN
	REL-8

	>>>>BCCH ARFCN
	MP
	
	Integer (0..1023) 
	[45]
	REL-8

	>>>>QrxlevminGSM
	MD
	
	Integer (-115..-56 by step of 2)
	GSM RSSI, dBm

Default value is -115.


	REL-8

	>>>>Threshx, high
	OP
	
	Integer (0..62 by step of 2)
	GSM RSSI, dB
	REL-8

	>>>>Threshx, low
	OP
	
	Integer (0..62 by step of 2)
	GSM RSSI, dB
	REL-8

	E-UTRA detection
	OP
	
	Boolean
	‘TRUE’ means that the UE may detect the presence of a E-UTRA cell and report to NAS
	REL-8


13.4.15x
PPAC_PARAM_2
This variable contains Paging Permission with Access Control Parameters during CELL_DCH state.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Paging Response Restriction Indication
	MP
	
	Enumerated(All, CS, PS, None)
	Cleared when leaving CELL_DCH state or upon successful SRNS relocation.
	REL-12

	Location/Registration Restriction Indicator
	MP
	
	Enumerated(All, CS, PS)
	Cleared when leaving CELL_DCH state or upon successful SRNS relocation.
	REL-12

	Location/Registration
	MP
	
	Location /Registration Parameters

10.3.1.7oa
	Cleared when leaving CELL_DCH state or upon successful SRNS relocation.
	REL-12


13.4.16
PROTOCOL_ERROR_INDICATOR
This variable indicates whether there exist a protocol error that is to be reported to UTRAN.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Protocol error indicator
	MP
	
	Protocol error indicator 10.3.3.27
	Set to FALSE when entering UTRA RRC connected mode.

Set to FALSE when leaving UTRA RRC connected mode.


<next modification>
11.2
PDU definitions

--**************************************************************

--

-- TABULAR: The message type and integrity check info are not

-- visible in this module as they are defined in the class module. 

-- Also, all FDD/TDD specific choices have the FDD option first 

-- and TDD second, just for consistency.

--

--**************************************************************

PDU-definitions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

--**************************************************************

--

-- IE parameter types from other modules

--

--**************************************************************

IMPORTS

-- Core Network IEs :


CN-DomainIdentity,


CN-InformationInfo,


CN-InformationInfo-r6,


CN-InformationInfoFull,

DomainSpecificAccessRestrictionParam-v670ext,

NAS-Message,


PagingRecordTypeID,

PagingPermissionWithAccessControlParameters,

PLMN-Identity,

-- UTRAN Mobility IEs :


CellIdentity,


CellIdentity-PerRL-List,


DedicatedPriorityInformation,


DedicatedPriorityInformation-r11,


URA-Identity,

-- User Equipment IEs :


AccessStratumReleaseIndicator,


ActivationTime,


C-RNTI,


CapabilityUpdateRequirement,


CapabilityUpdateRequirement-r4,


CapabilityUpdateRequirement-r4-ext,


CapabilityUpdateRequirement-r5,


CapabilityUpdateRequirement-v770ext,


CapabilityUpdateRequirement-v860ext,


CapabilityUpdateRequirement-r7,


CapabilityUpdateRequirement-r8,


CellUpdateCause,


CellUpdateCause-ext,


CipheringAlgorithm,


CipheringAlgorithm-r7,


CipheringModeInfo,


CipheringModeInfo-r7,


DelayRestrictionFlag,


DL-PhysChCapabilityFDD-v380ext,


DSCH-RNTI,


E-RNTI,


EstablishmentCause,


ExtendedWaitTime,


FailureCauseWithProtErr,


FailureCauseWithProtErrTrId,


FrequencyBandsIndicatorSupport,


GroupReleaseInformation,


H-RNTI,


High-MobilityDetected,

InitialUE-Identity,


IntegrityProtActivationInfo,


IntegrityProtectionModeInfo,


IntegrityProtectionModeInfo-r7,


N-308,


PagingCause,


PagingRecordList,


PagingRecord2List-r5,


PDCP-Capability-r4-ext,


PDCP-Capability-v770ext,

Pre-RedirectionInfo,


ProtocolErrorIndicator,


ProtocolErrorIndicatorWithMoreInfo,


RadioFrequencyBandTDDList,


Rb-timer-indicator,


RedirectionInfo,


RedirectionInfo-r6,


RedirectionInfo-v860ext,


RejectionCause,


ReleaseCause,


RF-CapabBandListFDDComp-ext2,


RF-CapabilityComp,


RRC-StateIndicator,


RRC-TransactionIdentifier,


RSR-VCC-Info,


SecurityCapability,


SR-VCC-Info,


SR-VCC-SecurityRABInfo-v860ext,


START-Value,


STARTList,


SystemSpecificCapUpdateReq-v590ext,


U-RNTI,


U-RNTI-Short,


UESpecificBehaviourInformation1idle,


UESpecificBehaviourInformation1interRAT,


UE-CapabilityContainer-IEs,


UE-ConnTimersAndConstants,


UE-ConnTimersAndConstants-v3a0ext,


UE-ConnTimersAndConstants-v860ext,


UE-ConnTimersAndConstants-r5,


UE-ConnTimersAndConstants-r11,


UE-HSPA-Identities-r6,

UE-RadioAccessCapabBandFDDList2,


UE-RadioAccessCapabBandFDDList-ext,


UE-RadioAccessCapabBand-va40ext,

UE-RadioAccessCapability,


UE-RadioAccessCapability-v370ext,


UE-RadioAccessCapability-v380ext,


UE-RadioAccessCapability-v3a0ext,


UE-RadioAccessCapability-v3g0ext,

UE-RadioAccessCapability-v4b0ext,

UE-RadioAccessCapability-v590ext,

UE-RadioAccessCapability-v5c0ext,

UE-RadioAccessCapability-v650ext,


UE-RadioAccessCapability-v680ext,


UE-RadioAccessCapability-v7e0ext,

UE-RadioAccessCapability-v7f0ext,


UE-RadioAccessCapability-v860ext,


UE-RadioAccessCapability-v880ext,


UE-RadioAccessCapability-v890ext,


UE-RadioAccessCapability-v920ext,


UE-RadioAccessCapability-va40ext,


UE-RadioAccessCapability-va80ext,


UE-RadioAccessCapability-va60ext,

UE-RadioAccessCapability-vb50ext,


UE-RadioAccessCapability-vb70ext,

UE-RadioAccessCapability-vcxyext,

UE-RadioAccessCapabilityComp,


UE-RadioAccessCapabilityComp-ext,

UE-RadioAccessCapabilityComp-v770ext,

UE-RadioAccessCapabilityComp2,

UE-RadioAccessCapabilityComp2-v770ext,


UE-RadioAccessCapabilityComp2-v7f0ext,


UE-RadioAccessCapabilityComp2-v860ext,


UE-RadioAccessCapabilityComp2-v920ext,


UE-RadioAccessCapabilityComp2-va40ext, 


UE-RadioAccessCapabilityComp2-vb50ext,

UE-RadioAccessCapabilityComp2-vcxyext,

UE-RadioAccessCapabilityComp-TDD128,


UE-RadioAccessCapabilityInfo-v770ext,


UE-RadioAccessCapabilityInfo-TDD128-v8b0ext,

UE-RadioAccessCapabilityInfo-TDD128-vb50ext,


UE-SecurityInformation,


UE-SecurityInformation2,

UE-SpecificCapabilityInformation-LCRTDD,

URA-UpdateCause,


UTRAN-DRX-CycleLengthCoefficient,


UTRAN-DRX-CycleLengthCoefficient-r7,

<partially omitted>
-- ***************************************************

--

-- INTER RAT HANDOVER INFO

--

-- ***************************************************

InterRATHandoverInfo ::= SEQUENCE {


-- This structure is defined for historical reasons, backward compatibility with 44.018


predefinedConfigStatusList

CHOICE {



absent






NULL,



present






PredefinedConfigStatusList


},


uE-SecurityInformation


CHOICE {



absent






NULL,



present






UE-SecurityInformation


},


ue-CapabilityContainer


CHOICE {



absent






NULL,



-- present is an octet aligned string containing Ie UE-RadioAccessCapabilityInfo


present






OCTET STRING (SIZE (0..63))


},


-- Non critical extensions


v390NonCriticalExtensions

CHOICE {



absent






NULL,



present






SEQUENCE {




interRATHandoverInfo-v390ext
InterRATHandoverInfo-v390ext-IEs,




v3a0NonCriticalExtensions

SEQUENCE  {





interRATHandoverInfo-v3a0ext
InterRATHandoverInfo-v3a0ext-IEs,





laterNonCriticalExtensions

SEQUENCE {






interRATHandoverInfo-v3d0ext 
InterRATHandoverInfo-v3d0ext-IEs,





-- Container for additional R99 extensions






interRATHandoverInfo-r3-add-ext

BIT STRING









(CONTAINING InterRATHandoverInfo-r3-add-ext-IEs)
OPTIONAL,






v3g0NonCriticalExtensions


SEQUENCE {







interRATHandoverInfo-v3g0ext
InterRATHandoverInfo-v3g0ext-IEs,







v4b0NonCriticalExtensions

SEQUENCE {








interRATHandoverInfo-v4b0ext
InterRATHandoverInfo-v4b0ext-IEs,







v4d0NonCriticalExtensions

SEQUENCE {









interRATHandoverInfo-v4d0ext
InterRATHandoverInfo-v4d0ext-IEs,








-- Reserved for future non critical extension









v590NonCriticalExtensions

SEQUENCE {










interRATHandoverInfo-v590ext

















InterRATHandoverInfo-v590ext-IEs,










v690NonCriticalExtensions

SEQUENCE {











interRATHandoverInfo-v690ext

















InterRATHandoverInfo-v690ext-IEs,











v6b0NonCriticalExtensions













InterRATHandoverInfo-NonCriticalExtension-v6b0-IEs
OPTIONAL










}
OPTIONAL









}
OPTIONAL








}
OPTIONAL







}
OPTIONAL






}
OPTIONAL





}
OPTIONAL




}
OPTIONAL



}


}
}

InterRATHandoverInfo-v390ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v380ext
UE-RadioAccessCapability-v380ext

OPTIONAL,



dl-PhysChCapabilityFDD-v380ext

DL-PhysChCapabilityFDD-v380ext
}

InterRATHandoverInfo-v3a0ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v3a0ext
UE-RadioAccessCapability-v3a0ext

OPTIONAL

}

InterRATHandoverInfo-v3d0ext-IEs ::= SEQUENCE {


-- User equipment IEs



uESpecificBehaviourInformation1interRAT
UESpecificBehaviourInformation1interRAT
OPTIONAL

}

InterRATHandoverInfo-v3g0ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v3g0ext
UE-RadioAccessCapability-v3g0ext

OPTIONAL

}

InterRATHandoverInfo-r3-add-ext-IEs ::= SEQUENCE {



interRATHandoverInfo-v690ext1

InterRATHandoverInfo-v690ext1-IEs,



v7e0NonCriticalExtensions


SEQUENCE {




interRATHandoverInfo-v7e0ext

InterRATHandoverInfo-v7e0ext-IEs,




v7f0NonCriticalExtensions


SEQUENCE {





interRATHandoverInfo-v7f0ext

InterRATHandoverInfo-v7f0ext-IEs,





va40NonCriticalExtensions


SEQUENCE {






interRATHandoverInfo-va40ext

InterRATHandoverInfoBand-va40ext-IEs,






nonCriticalExtensions



SEQUENCE {}

OPTIONAL





}

OPTIONAL




}

OPTIONAL



}

OPTIONAL

}

InterRATHandoverInfo-v4b0ext-IEs ::= SEQUENCE {


-- User equipment IEs



accessStratumReleaseIndicator

AccessStratumReleaseIndicator

}

InterRATHandoverInfo-v4d0ext-IEs ::= SEQUENCE {


-- User equipment IEs


tdd128-RF-Capability



RadioFrequencyBandTDDList

OPTIONAL

}

InterRATHandoverInfo-v590ext-IEs ::= SEQUENCE {


-- User equipment IEs



predefinedConfigStatusListComp

PredefinedConfigStatusListComp


OPTIONAL,



ue-RadioAccessCapabilityComp

UE-RadioAccessCapabilityComp


OPTIONAL
}

InterRATHandoverInfo-v690ext1-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v650ext

UE-RadioAccessCapability-v650ext
OPTIONAL

}
InterRATHandoverInfo-v690ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-SecurityInformation2



UE-SecurityInformation2




OPTIONAL,


ue-RadioAccessCapabilityComp

UE-RadioAccessCapabilityComp-ext

OPTIONAL,


ue-RadioAccessCapabilityComp2

UE-RadioAccessCapabilityComp2

}

InterRATHandoverInfo-NonCriticalExtension-v6b0-IEs ::=
SEQUENCE {


interRATHandoverInfo-v6b0ext

InterRATHandoverInfo-v6b0ext-IEs,


v6e0NonCriticalExtensions


SEQUENCE {



interRATHandoverInfo-v6e0ext

InterRATHandoverInfo-v6e0ext-IEs,



v770NonCriticalExtensions


SEQUENCE {




interRATHandoverInfo-v770ext

InterRATHandoverInfo-v770ext-IEs,




v790nonCriticalExtensions


SEQUENCE {





interRATHandoverInfo-v790ext

InterRATHandoverInfo-v790ext-IEs,





v860NonCriticalExtensions


SEQUENCE {






interRATHandoverInfo-v860ext

InterRATHandoverInfo-v860ext-IEs,






v880NonCriticalExtensions


SEQUENCE {







interRATHandoverInfo-v880ext

InterRATHandoverInfo-v880ext-IEs,







v920NonCriticalExtensions


SEQUENCE {








interRATHandoverInfo-v920ext

InterRATHandoverInfo-v920ext-IEs,








v8b0NonCriticalExtensions


SEQUENCE {









interRATHandoverInfo-v8b0ext
















InterRATHandoverInfo-v8b0ext-IEs,









v950NonCriticalExtensions


SEQUENCE {










interRATHandoverInfo-v950ext

















InterRATHandoverInfo-v950ext-IEs,










va40NonCriticalExtensions


SEQUENCE {











interRATHandoverInfo-va40ext
















InterRATHandoverInfo-va40ext-IEs,











va80NonCriticalExtensions


SEQUENCE {












interRATHandoverInfo-va80ext

















InterRATHandoverInfo-va80ext-IEs,












vb50NonCriticalExtensions


SEQUENCE {













interRATHandoverInfo-vb50ext
















InterRATHandoverInfo-vb50ext-IEs,













vb70NonCriticalExtensions


SEQUENCE {














interRATHandoverInfo-vb70ext

















InterRATHandoverInfo-vb70ext-IEs,













vcxyNonCriticalExtensions


SEQUENCE {















interRATHandoverInfo-vcxyext


















InterRATHandoverInfo-vcxyext-IEs,














nonCriticalExtensions


SEQUENCE {} OPTIONAL













}
OPTIONAL












}
OPTIONAL












}
OPTIONAL











}
OPTIONAL










}
OPTIONAL









}
OPTIONAL








}
OPTIONAL







}
OPTIONAL






}
OPTIONAL





}
OPTIONAL




}
OPTIONAL



}
OPTIONAL


}
OPTIONAL

}

InterRATHandoverInfo-v6b0ext-IEs ::= SEQUENCE {


-- User equipment IEs



supportForSIB11bis




ENUMERATED { true }


OPTIONAL

}

InterRATHandoverInfo-v6e0ext-IEs ::= SEQUENCE {


-- User equipment IEs



supportForFDPCH





ENUMERATED { true }


OPTIONAL

}

InterRATHandoverInfo-v770ext-IEs ::= SEQUENCE {



ue-RadioAccessCapabilityInfo

UE-RadioAccessCapabilityInfo-v770ext
OPTIONAL,



ue-RadioAccessCapabilityComp

UE-RadioAccessCapabilityComp-v770ext
OPTIONAL,


ue-RadioAccessCapabilityComp2

UE-RadioAccessCapabilityComp2-v770ext
OPTIONAL
}

InterRATHandoverInfo-v790ext-IEs ::= SEQUENCE {


-- User equipment IEs



supportForEDPCCHPowerBoosting

ENUMERATED { true }





OPTIONAL

}

InterRATHandoverInfo-v7e0ext-IEs ::=
SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability


UE-RadioAccessCapability-v7e0ext

OPTIONAL

}

InterRATHandoverInfo-v7f0ext-IEs ::=
SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability


UE-RadioAccessCapability-v7f0ext

OPTIONAL,



ue-RadioAccessCapabilityComp2

UE-RadioAccessCapabilityComp2-v7f0ext
OPTIONAL

}

InterRATHandoverInfo-v860ext-IEs ::=
SEQUENCE {



ue-RadioAccessCapabilityInfo

UE-RadioAccessCapability-v860ext

OPTIONAL,



ue-RadioAccessCapabilityComp2

UE-RadioAccessCapabilityComp2-v860ext
OPTIONAL

}

InterRATHandoverInfo-v880ext-IEs ::=
SEQUENCE {


-- UE radio access capability



ue-RadioAccessCapabilityInfo


UE-RadioAccessCapability-v880ext

OPTIONAL,



ue-RadioAccessCapabilityInfo-TDD128

UE-RadioAccessCapabilityComp-TDD128

OPTIONAL

}

InterRATHandoverInfo-v920ext-IEs ::=
SEQUENCE {



ue-RadioAccessCapabilityInfo

UE-RadioAccessCapability-v920ext

OPTIONAL,



ue-RadioAccessCapabilityComp2

UE-RadioAccessCapabilityComp2-v920ext
OPTIONAL

}

InterRATHandoverInfo-v8b0ext-IEs ::=
SEQUENCE {


-- UE radio access capability



ue-RadioAccessCapabilityInfo

UE-RadioAccessCapabilityInfo-TDD128-v8b0ext
OPTIONAL
}

InterRATHandoverInfo-v950ext-IEs ::=
SEQUENCE {


-- User equipment IEs



pdcp-Capability





PDCP-Capability-r4-ext




OPTIONAL

}

InterRATHandoverInfo-va40ext-IEs ::=
SEQUENCE {



ue-RadioAccessCapabilityInfo

UE-RadioAccessCapability-va40ext

OPTIONAL,



ue-RadioAccessCapabilityComp2

UE-RadioAccessCapabilityComp2-va40ext
OPTIONAL

}

InterRATHandoverInfoBand-va40ext-IEs ::=
SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapabBand



UE-RadioAccessCapabBand-va40ext 

OPTIONAL,



rf-CapabilityFDDComp



RF-CapabBandListFDDComp-ext2 


OPTIONAL

}

InterRATHandoverInfo-va80ext-IEs ::=
SEQUENCE {



ue-RadioAccessCapabilityInfo-va80ext
UE-RadioAccessCapability-va80ext
OPTIONAL

}

InterRATHandoverInfo-vb50ext-IEs ::=
SEQUENCE {



ue-RadioAccessCapabilityInfo-vb50ext
UE-RadioAccessCapability-vb50ext
OPTIONAL,



ue-RadioAccessCapabilityComp2

UE-RadioAccessCapabilityComp2-vb50ext
OPTIONAL,



ue-RadioAccessCapabilityInfo-TDD128
UE-RadioAccessCapabilityInfo-TDD128-vb50ext
OPTIONAL

}
InterRATHandoverInfo-vb70ext-IEs ::=
SEQUENCE {



ue-RadioAccessCapabilityInfo-vb70ext
UE-RadioAccessCapability-vb70ext
OPTIONAL

}

InterRATHandoverInfo-vcxyext-IEs ::=
SEQUENCE {


ue-RadioAccessCapabilityComp2

UE-RadioAccessCapabilityComp2-vcxyext
OPTIONAL
}
<partially omitted>
-- ***************************************************

--

-- UTRAN MOBILITY INFORMATION

--

-- ***************************************************

UTRANMobilityInformation ::= CHOICE {


r3







SEQUENCE {



utranMobilityInformation-r3

UTRANMobilityInformation-r3-IEs,



v3a0NonCriticalExtensions

SEQUENCE {




utranMobilityInformation-v3a0ext
UTRANMobilityInformation-v3a0ext-IEs,




laterNonCriticalExtensions


SEQUENCE {





-- Container for additional R99 extensions





utranMobilityInformation-r3-add-ext

BIT STRING

OPTIONAL,





v690NonCriticalExtensions


SEQUENCE {





utranMobilityInformation-v690ext
UtranMobilityInformation-v690ext-IEs,






v860NonCriticalExtentions


SEQUENCE {







utranMobilityInformation-v860ext
UTRANMobilityInformation-v860ext1-IEs,







nonCriticalExtensions



SEQUENCE {}

OPTIONAL






}

OPTIONAL





}

OPTIONAL




}

OPTIONAL



}

OPTIONAL


},


later-than-r3




SEQUENCE {



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



CHOICE {




r5







SEQUENCE {





utranMobilityInformation-r5

UTRANMobilityInformation-r5-IEs,





v690NonCriticalExtensions

SEQUENCE {





utranMobilityInformation-v690ext
UtranMobilityInformation-v690ext-IEs,






v860NonCriticalExtentions


SEQUENCE {







utranMobilityInformation-v860ext
UTRANMobilityInformation-v860ext1-IEs,







nonCriticalExtensions


SEQUENCE {}

OPTIONAL






}

OPTIONAL





}
OPTIONAL




},




criticalExtensions




CHOICE {





r7








SEQUENCE{






utranMobilityInformation-r7


UTRANMobilityInformation-r7-IEs,






-- Container for adding non critical extensions after freezing REL-8






utranMobilityInformation-r7-add-ext
BIT STRING

OPTIONAL,






v860NonCriticalExtensions


SEQUENCE {







utranMobilityInformation-v860ext
UTRANMobilityInformation-v860ext2-IEs,






vb50NonCriticalExtentions


SEQUENCE {








utranMobilityInformation-vb50ext












UTRANMobilityInformation-vb50ext-IEs,








nonCriticalExtensions



SEQUENCE {}

OPTIONAL







}

OPTIONAL






}

OPTIONAL





},





criticalExtensions




CHOICE {






r11








SEQUENCE{







utranMobilityInformation-r11

UTRANMobilityInformation-r11-IEs,







-- Container for adding non critical extensions after freezing REL-12







utranMobilityInformation-r11-add-ext
BIT STRING

OPTIONAL,







nonCriticalExtensions



SEQUENCE {}

OPTIONAL






},





criticalExtensions




CHOICE {







r12








SEQUENCE{








utranMobilityInformation-r12

UTRANMobilityInformation-r12-IEs,








-- Container for adding non critical extensions after freezing REL-13







utranMobilityInformation-r12-add-ext
BIT STRING

OPTIONAL,








nonCriticalExtensions



SEQUENCE {}

OPTIONAL







},





criticalExtensions



SEQUENCE {}






}





}




}



}

}

}

UTRANMobilityInformation-r3-IEs ::= SEQUENCE {


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier, 



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



ue-ConnTimersAndConstants

UE-ConnTimersAndConstants


OPTIONAL,


-- CN information elements



cn-InformationInfo



CN-InformationInfoFull



OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo

OPTIONAL,


-- Extension mechanism for non- release99 information



nonCriticalExtensions


SEQUENCE {}

OPTIONAL

}

UTRANMobilityInformation-v3a0ext-IEs ::= SEQUENCE {


ue-ConnTimersAndConstants-v3a0ext

UE-ConnTimersAndConstants-v3a0ext

}

UTRANMobilityInformation-r5-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



ue-ConnTimersAndConstants

UE-ConnTimersAndConstants-r5

OPTIONAL,


-- CN information elements



cn-InformationInfo



CN-InformationInfoFull



OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL

}

UtranMobilityInformation-v690ext-IEs ::= SEQUENCE {


-- Core network IEs


primary-plmn-Identity



PLMN-Identity





OPTIONAL

}

UTRANMobilityInformation-r7-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo-r7

OPTIONAL,



cipheringModeInfo



CipheringModeInfo-r7



OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



ue-ConnTimersAndConstants

UE-ConnTimersAndConstants-r5

OPTIONAL,


-- CN information elements



cn-InformationInfo



CN-InformationInfoFull



OPTIONAL,



primary-plmn-Identity


PLMN-Identity





OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,



supportForChangeOfUE-Capability
BOOLEAN







OPTIONAL,


-- Radio bearer IEs



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL

}
UTRANMobilityInformation-v860ext1-IEs ::= SEQUENCE {


-- User equipment IEs


-- UE shall take into account the following ue-ConnTimersAndConstants


-- only when ue-ConnTimersAndConstants IE is present in


-- UTRANMobilityInformation-r3-IEs or UTRANMobilityInformation-r5-IEs.


-- Otherwise, UE shall discard it.



ue-ConnTimersAndConstants

UE-ConnTimersAndConstants-v860ext

}

UTRANMobilityInformation-v860ext2-IEs ::= SEQUENCE {


-- User equipment IEs



newPrimary-E-RNTI



E-RNTI







OPTIONAL,


-- UE shall take into account the following ue-ConnTimersAndConstants


-- only when ue-ConnTimersAndConstants IE is present in


-- UTRANMobilityInformation-r7-IEs. Otherwise, UE shall discard it.



ue-ConnTimersAndConstants

UE-ConnTimersAndConstants-v860ext,


-- UTRAN Mobility IEs



dedicatedPriorityInformation
DedicatedPriorityInformation

OPTIONAL

}

UTRANMobilityInformation-vb50ext-IEs ::= SEQUENCE {


-- UTRAN Mobility IEs



dedicatedPriorityInformation
DedicatedPriorityInformation-r11
OPTIONAL

}

UTRANMobilityInformation-r11-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo-r7

OPTIONAL,



cipheringModeInfo



CipheringModeInfo-r7



OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



ue-ConnTimersAndConstants

UE-ConnTimersAndConstants-r11

OPTIONAL,


-- CN information elements



cn-InformationInfo



CN-InformationInfoFull



OPTIONAL,



primary-plmn-Identity


PLMN-Identity





OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,



supportForChangeOfUE-Capability
BOOLEAN







OPTIONAL,



dedicatedPriorityInformation
DedicatedPriorityInformation-r11
OPTIONAL,


-- Radio bearer IEs



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL

}
UTRANMobilityInformation-r12-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo-r7

OPTIONAL,



cipheringModeInfo



CipheringModeInfo-r7



OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



ue-ConnTimersAndConstants

UE-ConnTimersAndConstants-r11

OPTIONAL,


-- CN information elements



cn-InformationInfo



CN-InformationInfoFull



OPTIONAL,



primary-plmn-Identity


PLMN-Identity





OPTIONAL,


domainSpecificAccessRestrictionParametersUpdate







DomainSpecificAccessRestrictionParam-v670ext
OPTIONAL,



pagingPermissionWithAccessControlParametersUpdate







PagingPermissionWithAccessControlParameters

OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,



supportForChangeOfUE-Capability
BOOLEAN







OPTIONAL,



dedicatedPriorityInformation
DedicatedPriorityInformation-r11
OPTIONAL,


-- Radio bearer IEs



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL

}
-- ***************************************************

--

-- UTRAN MOBILITY INFORMATION CONFIRM

--

-- ***************************************************

<next modification>
11.3
Information element definitions

<partially omitted>
UE-RadioAccessCapability-vb80ext-IEs ::= SEQUENCE {


-- UE physical channel capability


physicalChannelCapability



PhysicalChannelCapability-vb80ext

}

UE-RadioAccessCapability-vcxyext-IEs ::= SEQUENCE {


--the capability is for 1.28Mcps TDD only


supportofNon-rectResourceAllocation



ENUMERATED { true }



OPTIONAL,


--the capability is for FDD only


measurementCapability






MeasurementCapability-vcxyext
OPTIONAL,


supportofEnhancedServingCellChangeForEvent1C
ENUMERATED { true }



OPTIONAL,


supportofCellReselectionIndicationReporting

ENUMERATED { true }



OPTIONAL,


supportofDsacAndPpacInCellDch




ENUMERATED { true }



OPTIONAL
}
UE-ConnTimersAndConstants ::=

SEQUENCE {

-- Optional is used also for parameters for which the default value is the last one read in SIB1

-- t-301 and n-301 should not be used by the UE in this version of the specification


t-301







T-301







DEFAULT ms2000,


n-301







N-301







DEFAULT 2,


t-302







T-302







DEFAULT ms4000,


n-302







N-302







DEFAULT 3,


t-304







T-304







DEFAULT ms2000,


n-304







N-304







DEFAULT 2,


t-305







T-305







DEFAULT m30,


t-307







T-307







DEFAULT s30,


t-308







T-308







DEFAULT ms160,


t-309







T-309







DEFAULT 5,


t-310







T-310







DEFAULT ms160,


n-310







N-310







DEFAULT 4,


t-311







T-311







DEFAULT ms2000,


t-312







T-312







DEFAULT 1,


-- n-312 shall be ignored if n-312 in UE-ConnTimersAndConstants-v3a0ext is present, and the


-- value of that element shall be used instead.


n-312







N-312







DEFAULT s1,


t-313







T-313







DEFAULT 3,


n-313







N-313







DEFAULT s20,


t-314







T-314







DEFAULT s12,


t-315







T-315







DEFAULT s180,


-- n-315 shall be ignored if n-315 in UE-ConnTimersAndConstants-v3a0ext is present, and the


-- value of that element shall be used instead.


n-315







N-315







DEFAULT s1,


t-316







T-316







DEFAULT s30,


t-317







T-317







DEFAULT infinity4
}

UE-ConnTimersAndConstants-v3a0ext ::=

SEQUENCE {


n-312







N-312ext







OPTIONAL,


n-315







N-315ext







OPTIONAL

}

<partially omitted>
UE-RadioAccessCapability-v860ext ::=
SEQUENCE {


ue-RadioAccessCapabBandFDDList3


UE-RadioAccessCapabBandFDDList3

}

UE-RadioAccessCapability-v880ext ::=
SEQUENCE {


-- INTER RAT HANDOVER INFO


supportForPriorityReselectionInUTRAN 
ENUMERATED { true }




OPTIONAL

}
UE-RadioAccessCapability-v890ext ::= SEQUENCE {


-- UE radio access capability



supportCellSpecificTxDiversityinDC-Operation 
ENUMERATED { true }


OPTIONAL

}

UE-RadioAccessCapability-v920ext ::=
SEQUENCE {


supportOfenhancedTS0



ENUMERATED { true }





OPTIONAL
}

UE-RadioAccessCapability-va40ext ::= SEQUENCE {



ue-RadioAccessCapabBandFDDList4


UE-RadioAccessCapabBandFDDList4

}

UE-RadioAccessCapability-va60ext ::= SEQUENCE {


ue-RadioAccessCapabBandFDDList4


UE-RadioAccessCapabBandFDDList4-va60ext


OPTIONAL

}
UE-RadioAccessCapability-va80ext ::= SEQUENCE {



ue-RadioAccessCapabBandFDDList4-va60ext
UE-RadioAccessCapabBandFDDList4-va60ext
OPTIONAL,



ue-RadioAccessCapabBandFDDList4-va80ext
UE-RadioAccessCapabBandFDDList4-va80ext
OPTIONAL

}

UE-RadioAccessCapability-vb50ext ::= SEQUENCE {


ue-RadioAccessCapabBandFDDList6

UE-RadioAccessCapabBandFDDList6

OPTIONAL

}

UE-RadioAccessCapability-vb70ext ::= SEQUENCE {


ue-RadioAccessCapabBandFDDList7

UE-RadioAccessCapabBandFDDList7

OPTIONAL

}
UE-RadioAccessCapability-vcxyext ::= SEQUENCE {


supportofDsacAndPpacInCellDch

ENUMERATED { true }



OPTIONAL
}
UE-RadioAccessCapabBand-va40ext ::= SEQUENCE {


ue-RadioAccessCapabBandFDDList5



UE-RadioAccessCapabBandFDDList5,


-- This IE shall be included if the UE also supports Band I – Band XXII

ue-RadioAccessCapabBandFDDList-ext2


UE-RadioAccessCapabBandFDDList-ext2

OPTIONAL

}

<partially omitted>
UE-RadioAccessCapabilityComp2-v770ext ::= SEQUENCE {

hsdsch-physical-layer-category-ext

HSDSCH-physical-layer-category-ext

OPTIONAL,


edch-PhysicalLayerCategory-extension
INTEGER (7)







OPTIONAL,


hsscchlessHsdschOperation



ENUMERATED { true }





OPTIONAL,


enhancedFdpch






ENUMERATED { true }





OPTIONAL,


hsdschReception-CellFach



ENUMERATED { true }





OPTIONAL,


hsdschReception-CellUraPch



ENUMERATED { true }





OPTIONAL,


discontinuousDpcchTransmission


ENUMERATED { true }





OPTIONAL,


slotFormat4







ENUMERATED { true }





OPTIONAL,


pdcp-Capability






PDCP-Capability-v770ext




OPTIONAL

}

UE-RadioAccessCapabilityComp2-v7f0ext ::= SEQUENCE {



supportofTxDivOnNonMIMOChannel

ENUMERATED { true }





OPTIONAL

}

UE-RadioAccessCapabilityComp2-v860ext ::= SEQUENCE {

hsdsch-physical-layer-category-ext2

HSDSCH-physical-layer-category-ext2

OPTIONAL,


supportOfMACiis






ENUMERATED { true }





OPTIONAL

}

UE-RadioAccessCapabilityComp2-v920ext ::= SEQUENCE {

hsdsch-physical-layer-category-ext3

HSDSCH-physical-layer-category-ext3

OPTIONAL,


edch-PhysicalLayerCategory-extension2
INTEGER (8..9)






OPTIONAL

}

UE-RadioAccessCapabilityComp2-va40ext ::= SEQUENCE {

hsdsch-physical-layer-category-ext4

HSDSCH-physical-layer-category-ext4

OPTIONAL,


hsdsch-physical-layer-category-ext5

HSDSCH-physical-layer-category-ext5

OPTIONAL

}

UE-RadioAccessCapabilityComp2-vb50ext ::= SEQUENCE {

hsdsch-physical-layer-category-ext6

HSDSCH-physical-layer-category-ext6

OPTIONAL,


hsdsch-physical-layer-category-ext7

HSDSCH-physical-layer-category-ext7

OPTIONAL,


hsdsch-physical-layer-category-ext8

HSDSCH-physical-layer-category-ext8

OPTIONAL,


edch-PhysicalLayerCategory-extension3
INTEGER (10..12)





OPTIONAL,


supportOfHSDPCCHPowerOffsetExtension
ENUMERATED { true }





OPTIONAL

}

UE-RadioAccessCapabilityComp2-vcxyext ::= SEQUENCE {


supportofDsacAndPpacInCellDch




ENUMERATED { true }



OPTIONAL
}

UE-RadioAccessCapabilityComp-TDD128 ::=

SEQUENCE {


tdd128RF-Capability





RadioFrequencyBandTDDextList


OPTIONAL,


supportOfSFModeForHSPDSCHDualStream

ENUMERATED { sf1, sf1sf16 }



OPTIONAL,


supportOfCommonEDCH





ENUMERATED { true }





OPTIONAL,


supportOfMACiis






ENUMERATED { true }





OPTIONAL,


supportOfSPSOperation




ENUMERATED { true }





OPTIONAL,


supportOfControlChannelDRXOperation

ENUMERATED { true }





OPTIONAL

}

RF-CapabilityComp ::= SEQUENCE {


fdd 




CHOICE {



notSupported




NULL,



supported





RF-CapabBandListFDDComp


},

tdd384-RF-Capability
CHOICE {



notSupported




NULL,



supported





RadioFrequencyBandTDDList

},

tdd128-RF-Capability
CHOICE {



notSupported




NULL,



supported





RadioFrequencyBandTDDList


}
}

RF-CapabilityComp-v770ext ::=

SEQUENCE {

-- If support of TDD384 and/or TDD128 RF capability is indicated in IEs 'RF-CapabilityComp',


-- the corresponding IE 'RadioFrequencyBandTDDList-r7' shall be included in this IE.


tdd384-RF-Capability



RadioFrequencyBandTDDList-r7


OPTIONAL,


tdd768-RF-Capability



CHOICE {



notSupported





NULL,



supported






RadioFrequencyBandTDDList-r7

},


tdd128-RF-Capability



RadioFrequencyBandTDDList-r7


OPTIONAL

}

<end of modification>
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