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3.2
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

1xRTT
CDMA2000 1x Radio Transmission Technology

ACK
Acknowledgement

AM
Acknowledged Mode

ARQ
Automatic Repeat Request

AS
Access Stratum

ASN.1
Abstract Syntax Notation One

BCCH
Broadcast Control Channel

BCD
Binary Coded Decimal

BCH
Broadcast Channel

CA
Carrier Aggregation

CCCH
Common Control Channel

CCO
Cell Change Order

CMAS
Commercial Mobile Alert Service

CP
Control Plane

C-RNTI
Cell RNTI

CRS
Cell-specific Reference Signal

CSFB
CS fallback

CSG
Closed Subscriber Group

CSI
Channel State Information

DCCH
Dedicated Control Channel

DCI
Downlink Control Information

DL
Downlink

DL-SCH
Downlink Shared Channel

DRB
(user) Data Radio Bearer

DRX
Discontinuous Reception

DTCH
Dedicated Traffic Channel

EAB
Extended Access Barring

EHPLMN
Equivalent Home Public Land Mobile Network

eIMTA
Enhanced Interference Management and Traffic Adaptation
ENB
Evolved Node B

EPC
Evolved Packet Core

EPDCCH
Enhanced Physical Downlink Control Channel

EPS
Evolved Packet System

ETWS
Earthquake and Tsunami Warning System

E-UTRA
Evolved Universal Terrestrial Radio Access

E-UTRAN
Evolved Universal Terrestrial Radio Access Network

FDD
Frequency Division Duplex

FFS
For Further Study

GERAN
GSM/EDGE Radio Access Network

GNSS
Global Navigation Satellite System
GSM
Global System for Mobile Communications

HARQ
Hybrid Automatic Repeat Request

HPLMN
Home Public Land Mobile Network

HRPD
CDMA2000 High Rate Packet Data

IDC
In-Device Coexistence

IE
Information element

IMEI
International Mobile Equipment Identity

IMSI
International Mobile Subscriber Identity

ISM
Industrial, Scientific and Medical

kB
Kilobyte (1000 bytes)

L1
Layer 1

L2
Layer 2

L3
Layer 3

MAC
Medium Access Control

MBMS
Multimedia Broadcast Multicast Service

MBSFN
Multimedia Broadcast multicast service Single Frequency Network

MDT
Minimization of Drive Tests

MIB
Master Information Block

MO
Mobile Originating

MRB
MBMS Point to Multipoint Radio Bearer

MRO
Mobility Robustness Optimisation

MSI
MCH Scheduling Information

MT
Mobile Terminating

N/A
Not Applicable

NACC
Network Assisted Cell Change

NAS
Non Access Stratum

PCCH
Paging Control Channel

PCell
Primary Cell

PDCCH
Physical Downlink Control Channel

PDCP
Packet Data Convergence Protocol

PDU
Protocol Data Unit

PLMN
Public Land Mobile Network

PTAG
Primary Timing Advance Group

PUCCH
Physical Uplink Control Channel

QoS
Quality of Service

RACH
Random Access CHannel

RAT
Radio Access Technology

RB
Radio Bearer

RLC
Radio Link Control

RN
Relay Node

RNTI
Radio Network Temporary Identifier

ROHC
RObust Header Compression

RPLMN
Registered Public Land Mobile Network

RRC
Radio Resource Control

RSCP
Received Signal Code Power

RSRP
Reference Signal Received Power

RSRQ
Reference Signal Received Quality

RSSI
Received Signal Strength Indicator

SAE
System Architecture Evolution

SAP
Service Access Point

SCell
Secondary Cell

SFN
System Frame Number

SI
System Information

SIB
System Information Block

SI-RNTI
System Information RNTI

SPS
Semi-Persistent Scheduling

SR
Scheduling Request

SRB
Signalling Radio Bearer

SSAC
Service Specific Access Control

STAG
Secondary Timing Advance Group

S-TMSI
SAE Temporary Mobile Station Identifier

TA
Tracking Area

TAG
Timing Advance Group

TDD
Time Division Duplex
TDM
Time Division Multiplexing

TM
Transparent Mode

TPC-RNTI
Transmit Power Control RNTI

UE
User Equipment

UICC
Universal Integrated Circuit Card

UL
Uplink

UL-SCH
Uplink Shared Channel

UM
Unacknowledged Mode

UP
User Plane

UTC
Coordinated Universal Time

UTRAN
Universal Terrestrial Radio Access Network

VoLTE
Voice over Long Term Evolution
WLAN
Wireless Local Area Network
In the ASN.1, lower case may be used for some (parts) of the above abbreviations e.g. c-RNTI
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5.2.2.3
System information required by the UE

The UE shall:

1>
ensure having a valid version, as defined below, of (at least) the following system information, also referred to as the 'required' system information:

2>
if in RRC_IDLE:

3>
the MasterInformationBlock and SystemInformationBlockType1 as well as SystemInformationBlockType2 through SystemInformationBlockType8 (depending on support of the concerned RATs) , SystemInformationBlockType17 (depending on support of RAN-assisted WLAN interworking);

2>
if in RRC_CONNECTED:

3>
the MasterInformationBlock, SystemInformationBlockType1 and SystemInformationBlockType2 as well as SystemInformationBlockType8 (depending on support of CDMA2000) , SystemInformationBlockType17 (depending on support of RAN-assisted WLAN interworking);

1>
delete any stored system information after 3 hours from the moment it was confirmed to be valid as defined in 5.2.1.3, unless specified otherwise;

1>
consider any stored system information except SystemInformationBlockType10, SystemInformationBlockType11, systemInformationBlockType12 and systemInformationBlockType14 to be invalid if systemInfoValueTag included in the SystemInformationBlockType1 is different from the one of the stored system information;
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5.2.2
System information acquisition

<<Text omitted>>
5.2.2.2x
Actions upon reception of SystemInformationBlockType17
The UE shall:

1> if wlan-OffloadConfig
Common corresponding to the RPLMN is included:
2> apply the wlan-Id-List corresponding to the RPLMN;

2> if not configured with the wlan-OffloadDedicated;

3> apply the wlan-OffloadConfigCommon corresponding to the RPLMN and forward it to upper layers.
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5.3.3.4
Reception of the RRCConnectionSetup by the UE

NOTE:
Prior to this, lower layer signalling is used to allocate a C-RNTI. For further details see TS 36.321 [6];

The UE shall:

1>
perform the radio resource configuration procedure in accordance with the received radioResourceConfigDedicated and as specified in 5.3.10;

1>
if stored, discard the cell reselection priority information provided by the idleModeMobilityControlInfo or inherited from another RAT;

1>
stop timer T300;

1>
stop timer T302, if running;

1>
stop timer T303, if running;

1>
stop timer T305, if running;

1>
stop timer T306, if running;

1>
perform the actions as specified in 5.3.3.7;

1>
stop timer T320, if running;
1>
stop timer T350, if running;
1>
enter RRC_CONNECTED;

1>
stop the cell re-selection procedure;

1>
consider the current cell to be the PCell;

1>
set the content of RRCConnectionSetupComplete message as follows:

2>
set the selectedPLMN-Identity to the PLMN selected by upper layers (see TS 23.122 [11], TS 24.301 [35]) from the PLMN(s) included in the plmn-IdentityList in SystemInformationBlockType1;

2>

if upper layers provide the 'Registered MME', include and set the registeredMME as follows:

3>
if the PLMN identity of the 'Registered MME' is different from the PLMN selected by the upper layers:

4>
include the plmnIdentity in the registeredMME and set it to the value of the PLMN identity in the 'Registered MME' received from upper layers;

3> set the mmegi and the mmec to the value received from upper layers;

2>

if upper layers provided the 'Registered MME': 

3>
include and set the gummei-Type to the value provided by the upper layers;

2>
if connecting as an RN:

3>
include the rn-SubframeConfigReq;

2>
set the dedicatedInfoNAS to include the information received from upper layers;

2>
if the UE has radio link failure or handover failure information available in VarRLF-Report and if the RPLMN is included in plmn-IdentityList stored in VarRLF-Report:

3>
include rlf-InfoAvailable;

2>
if the UE has logged measurements available for E-UTRA and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:

3>
include logMeasAvailable;

2>
if the UE has connection establishment failure information available in VarConnEstFailReport and if the RPLMN is equal to plmn-Identity stored in VarConnEstFailReport:

3>
include connEstFailInfoAvailable;
2>
if the UE supports mobility state reporting, include the mobilityState and set it to the mobility state (as specified in TS 36.304 [4]) of the UE just prior to entering RRC_CONNECTED state;

2>
if the UE supports storage of mobility history information and the UE has mobility history information available in VarMobilityHistoryReport:

3>
include the mobilityHistoryAvail;
2>
submit the RRCConnectionSetupComplete message to lower layers for transmission, upon which the procedure ends;
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5.3.5.3
Reception of an RRCConnectionReconfiguration not including the mobilityControlInfo by the UE

If the RRCConnectionReconfiguration message does not include the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:

1>
if this is the first RRCConnectionReconfiguration message after successful completion of the RRC Connection Re-establishment procedure:

2>
re-establish PDCP for SRB2 and for all DRBs that are established, if any;

2>
re-establish RLC for SRB2 and for all DRBs that are established, if any;

2>
if the RRCConnectionReconfiguration message includes the fullConfig:

3>
perform the radio configuration procedure as specified in section 5.3.5.8;

2>
if the RRCConnectionReconfiguration message includes the radioResourceConfigDedicated:

3>
perform the radio resource configuration procedure as specified in 5.3.10;

2> resume SRB2 and all DRBs that are suspended, if any;

NOTE 1:
The handling of the radio bearers after the successful completion of the PDCP re-establishment, e.g. the re-transmission of unacknowledged PDCP SDUs (as well as the associated status reporting), the handling of the SN and the HFN, is specified in TS 36.323 [8].

NOTE 2:
The UE may discard SRB2 messages and data that it receives prior to completing the reconfiguration used to resume these bearers.

1>
else:

2>
if the RRCConnectionReconfiguration message includes the radioResourceConfigDedicated:

3>
perform the radio resource configuration procedure as specified in 5.3.10;

NOTE 3:
If the RRCConnectionReconfiguration message includes the establishment of radio bearers other than SRB1, the UE may start using these radio bearers immediately, i.e. there is no need to wait for an outstanding acknowledgment of the SecurityModeComplete message.

1>
if the received RRCConnectionReconfiguration includes the sCellToReleaseList:

2>
perform SCell release as specified in 5.3.10.3a;

1>
if the received RRCConnectionReconfiguration includes the sCellToAddModList:

2>
perform SCell addition or modification as specified in 5.3.10.3b;

1>
if the received RRCConnectionReconfiguration includes the systemInformationBlockType1Dedicated:

2>
perfom the actions upon reception of the SystemInformationBlockType1 message as specified in 5.2.2.7;

1>
if the RRCConnectionReconfiguration message includes the dedicatedInfoNASList:

2>
forward each element of the dedicatedInfoNASList to upper layers in the same order as listed;

1>
if the RRCConnectionReconfiguration message includes the measConfig:

2>
perform the measurement configuration procedure as specified in 5.5.2;

1>
perform the measurement identity autonomous removal as specified in 5.5.2.2a;

1>
if the RRCConnectionReconfiguration message includes the otherConfig:

2>
perform the other configuration procedure as specified in 5.3.10.9;
1>
if the RRCConnectionReconfiguration message includes wlan-OffloadDedicated:
2>
perform the dedicated WLAN offload configuration procedure as specified in 5.6.X.2;
1>
submit the RRCConnectionReconfigurationComplete message to lower layers for transmission using the new configuration, upon which the procedure ends;

5.3.5.4
Reception of an RRCConnectionReconfiguration including the mobilityControlInfo by the UE (handover)

If the RRCConnectionReconfiguration message includes the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:

1>
stop timer T310, if running;
1>
stop timer T312, if running;
1> 


1>
start timer T304 with the timer value set to t304, as included in the mobilityControlInfo;

1>
if the carrierFreq is included:

2>
consider the target PCell to be one on the frequency indicated by the carrierFreq with a physical cell identity indicated by the targetPhysCellId;

1>
else:

2>
consider the target PCell to be one on the frequency of the source PCell with a physical cell identity indicated by the targetPhysCellId;

1>
start synchronising to the DL of the target PCell;

NOTE 1:
The UE should perform the handover as soon as possible following the reception of the RRC message triggering the handover, which could be before confirming successful reception (HARQ and ARQ) of this message.

1>
reset MAC;

1>
re-establish PDCP for all RBs that are established;

NOTE 2:
The handling of the radio bearers after the successful completion of the PDCP re-establishment, e.g. the re-transmission of unacknowledged PDCP SDUs (as well as the associated status reporting), the handling of the SN and the HFN, is specified in TS 36.323 [8].

1>
re-establish RLC for all RBs that are established;

1>
configure lower layers to consider the SCell(s), if configured, to be in deactivated state;

1>
apply the value of the newUE-Identity as the C-RNTI;

1>
if the RRCConnectionReconfiguration message includes the fullConfig:

2>
perform the radio configuration procedure as specified in section 5.3.5.8;

1>
configure lower layers in accordance with the received radioResourceConfigCommon;

1>
configure lower layers in accordance with any additional fields, not covered in the previous, if included in the received mobilityControlInfo;

1>
if the RRCConnectionReconfiguration message includes the radioResourceConfigDedicated:

2>
perform the radio resource configuration procedure as specified in 5.3.10;

1>
if the keyChangeIndicator received in the securityConfigHO is set to TRUE:

2>
update the KeNB key based on the KASME key taken into use with the latest successful NAS SMC procedure, as specified in TS 33.401 [32];

1>
else:

2>
update the KeNB key based on the current KeNB or the NH, using the nextHopChainingCount value indicated in the securityConfigHO, as specified in TS 33.401 [32];

1>
store the nextHopChainingCount value;

1>
if the securityAlgorithmConfig is included in the securityConfigHO:

2>
derive the KRRCint key associated with the integrityProtAlgorithm, as specified in TS 33.401 [32];

2>
if connected as an RN:

3>
derive the KUPint key associated with the integrityProtAlgorithm, as specified in TS 33.401 [32];

2>
derive the KRRCenc key and the KUPenc key associated with the cipheringAlgorithm, as specified in TS 33.401 [32];
1>
else:

2>
derive the KRRCint key associated with the current integrity algorithm, as specified in TS 33.401 [32];

2>
if connected as an RN:

3>
derive the KUPint key associated with the current integrity algorithm, as specified in TS 33.401 [32];

2>
derive the KRRCenc key and the KUPenc key associated with the current ciphering algorithm, as specified in TS 33.401 [32];

1>
configure lower layers to apply the integrity protection algorithm and the KRRCint key, i.e. the integrity protection configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
configure lower layers to apply the ciphering algorithm, the KRRCenc key and the KUPenc key, i.e. the ciphering configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
if connected as an RN:

2>
configure lower layers to apply the integrity protection algorithm and the KUPint key, for current or subsequently established DRBs that are configured to apply integrity protection, if any;

1>
if the received RRCConnectionReconfiguration includes the sCellToReleaseList:

2>
perform SCell release as specified in 5.3.10.3a;

1>
if the received RRCConnectionReconfiguration includes the sCellToAddModList:

2>
perform SCell addition or modification as specified in 5.3.10.3b;

1>
if the received RRCConnectionReconfiguration includes the systemInformationBlockType1Dedicated:

2>
perfom the actions upon reception of the SystemInformationBlockType1 message as specified in 5.2.2.7;

1>
perform the measurement related actions as specified in 5.5.6.1;

1>
if the RRCConnectionReconfiguration message includes the measConfig:

2>
perform the measurement configuration procedure as specified in 5.5.2;

1>
perform the measurement identity autonomous removal as specified in 5.5.2.2a;

1>
release reportProximityConfig and clear any associated proximity status reporting timer;

1>
if the RRCConnectionReconfiguration message includes the otherConfig:

2>
perform the other configuration procedure as specified in 5.3.10.9;
1>
if the RRCConnectionReconfiguration message includes wlan-OffloadDedicated:
2>
perform the dedicated WLAN offload configuration procedure as specified in 5.6.X.2
1>
set the content of RRCConnectionReconfigurationComplete message as follows:

2>
if the UE has radio link failure or handover failure information available in VarRLF-Report and if the RPLMN is included in plmn-IdentityList stored in VarRLF-Report:

3>
include rlf-InfoAvailable;

2>
if the UE has logged measurements available for E-UTRA and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:

3>
include the logMeasAvailable;

2>
if the UE has connection establishment failure information available in VarConnEstFailReport and if the RPLMN is equal to plmn-Identity stored in VarConnEstFailReport:

3>
include connEstFailInfoAvailable;

1>
submit the RRCConnectionReconfigurationComplete message to lower layers for transmission;

1>
if MAC successfully completes the random access procedure:

2>
stop timer T304;

2>
apply the parts of the CQI reporting configuration, the scheduling request configuration and the sounding RS configuration that do not require the UE to know the SFN of the target PCell, if any;
2>
apply the parts of the measurement and the radio resource configuration that require the UE to know the SFN of the target PCell (e.g. measurement gaps, periodic CQI reporting, scheduling request configuration, sounding RS configuration), if any, upon acquiring the SFN of the target PCell;

NOTE 3:
Whenever the UE shall setup or reconfigure a configuration in accordance with a field that is received it applies the new configuration, except for the cases addressed by the above statements.

2>
if the UE is configured to provide IDC indications:

3>
if the UE has transmitted an InDeviceCoexIndication message during the last 1 second preceding reception of the RRCConnectionReconfiguration message including mobilityControlInfo:

4>
initiate transmission of the InDeviceCoexIndication message in accordance with 5.6.9.3;

2>
if the UE is configured to provide power preference indications:

3>
if the UE has transmitted a UEAssistanceInformation message during the last 1 second preceding reception of the RRCConnectionReconfiguration message including mobilityControlInfo:

4>
initiate transmission of the UEAssistanceInformation message in accordance with 5.6.10.3;

2>
if SystemInformationBlockType15 is broadcast by the PCell:

3>
if the UE has transmitted a MBMSInterestIndication message during the last 1 second preceding reception of the RRCConnectionReconfiguration message including mobilityControlInfo:

4>
ensure having a valid version of SystemInformationBlockType15 for the PCell;
4>
determine the set of MBMS frequencies of interest in accordance with 5.8.5.3;

4>
initiate transmission of the MBMSInterestIndication message in accordance with 5.8.5.4;

2>
the procedure ends;
NOTE 4:
The UE is not required to determine the SFN of the target PCell by acquiring system information from that cell before performing RACH access in the target PCell.
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5.3.7.3
Actions following cell selection while T311 is running

Upon selecting a suitable E-UTRA cell, the UE shall:

1>
stop timer T311;
1> release wlan-OffloadDedicated, if received and inform upper layers about the release;

1>
start timer T301;

1>
apply the timeAlignmentTimerCommon included in SystemInformationBlockType2;

1>
initiate transmission of the RRCConnectionReestablishmentRequest message in accordance with 5.3.7.4;

NOTE:
This procedure applies also if the UE returns to the source PCell.

Upon selecting an inter-RAT cell, the UE shall:

1>
if the selected cell is a UTRA cell, and if the UE supports Radio Link Failure Report for Inter-RAT MRO, include selectedUTRA-CellId in the VarRLF-Report and set it to the physical cell identity and carrier frequency of the selected UTRA cell;

1>
perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause 'RRC connection failure';
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5.3.12
UE actions upon leaving RRC_CONNECTED

Upon leaving RRC_CONNECTED, the UE shall:

1>
reset MAC;

1>
stop all timers that are running except T320, T325 and T330;

1>
release all radio resources, including release of the RLC entity, the MAC configuration and the associated PDCP entity for all established RBs;

1>
indicate the release of the RRC connection to upper layers together with the release cause;

1>
if leaving RRC_CONNECTED was triggered neither by reception of the MobilityFromEUTRACommand message nor by selecting an inter-RAT cell while T311 was running:

2>
enter RRC_IDLE and perform procedures as specified in TS 36.304 [4, 5.2.7];
2>
start timer T350, if the UE received wlan-OffloadDedicated and wlan-OffloadDedicated is set to setup;
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5.4.2.3
Reception of the RRCConnectionReconfiguration by the UE

If the UE is able to comply with the configuration included in the RRCConnectionReconfiguration message, the UE shall:

1>
apply the default physical channel configuration as specified in 9.2.4;

1>
apply the default semi-persistent scheduling configuration as specified in 9.2.3;

1>
apply the default MAC main configuration as specified in 9.2.2;

1>
start timer T304 with the timer value set to t304, as included in the mobilityControlInfo;

1>
consider the target PCell to be one on the frequency indicated by the carrierFreq with a physical cell identity indicated by the targetPhysCellId;

1>
start synchronising to the DL of the target PCell;

1>
set the C-RNTI to the value of the newUE-Identity;

1>
for the target PCell, apply the downlink bandwidth indicated by the dl-Bandwidth;

1>
for the target PCell, apply the uplink bandwidth indicated by (the absence or presence of) the ul-Bandwidth;

1>
configure lower layers in accordance with the received radioResourceConfigCommon;

1>
configure lower layers in accordance with any additional fields, not covered in the previous, if included in the received mobilityControlInfo;

1>
perform the radio resource configuration procedure as specified in 5.3.10;

1>
forward the nas-SecurityParamToEUTRA to the upper layers;

1>
derive the KeNB key, as specified in TS 33.401 [32];

1>
derive the KRRCint key associated with the integrityProtAlgorithm, as specified in TS 33.401 [32];

1>
derive the KRRCenc key and the KUPenc key associated with the cipheringAlgorithm, as specified in TS 33.401 [32];

1>
configure lower layers to apply the indicated integrity protection algorithm and the KRRCint key immediately, i.e. the indicated integrity protection configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
configure lower layers to apply the indicated ciphering algorithm, the KRRCenc key and the KUPenc key immediately, i.e. the indicated ciphering configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
if the received RRCConnectionReconfiguration includes the sCellToAddModList:

2>
perform SCell addition as specified in 5.3.10.3b;
1>
if the RRCConnectionReconfiguration message includes the measConfig:

2>
perform the measurement configuration procedure as specified in 5.5.2;

1>
perform the measurement identity autonomous removal as specified in 5.5.2.2a;

1>
if the RRCConnectionReconfiguration message includes the otherConfig:

2>
perform the other configuration procedure as specified in 5.3.10.9;
1>
if the RRCConnectionReconfiguration message includes wlan-OffloadDedicated:

2>
perform the dedicated WLAN offload configuration procedure as specified in 5.6.X.2;
1>
set the content of RRCConnectionReconfigurationComplete message as follows:

2>
if the UE has radio link failure or handover failure information available in VarRLF-Report and if the RPLMN is included in plmn-IdentityList stored in VarRLF-Report:

3>
include rlf-InfoAvailable;

2>
if the UE has logged measurements available for E-UTRA and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:

3>
include the logMeasAvailable;

2>
if the UE has connection establishment failure information available in VarConnEstFailReport and if the RPLMN is equal to plmn-Identity stored in VarConnEstFailReport:

3>
include connEstFailInfoAvailable;

1>
submit the RRCConnectionReconfigurationComplete message to lower layers for transmission using the new configuration;

1>
if the RRCConnectionReconfiguration message does not include rlf-TimersAndConstants set to setup:

2>
use the default values specified in 9.2.5 for timer T310, T311 and constant N310, N311;
1>
if MAC successfully completes the random access procedure:

2>
stop timer T304;

2>
apply the parts of the CQI reporting configuration, the scheduling request configuration and the sounding RS configuration that do not require the UE to know the SFN of the target PCell, if any;
2>
apply the parts of the measurement and the radio resource configuration that require the UE to know the SFN of the target PCell (e.g. measurement gaps, periodic CQI reporting, scheduling request configuration, sounding RS configuration), if any, upon acquiring the SFN of the target PCell;

NOTE 1:
Whenever the UE shall setup or reconfigure a configuration in accordance with a field that is received it applies the new configuration, except for the cases addressed by the above statements.

2>
enter E-UTRA RRC_CONNECTED, upon which the procedure ends;

NOTE 2:
The UE is not required to determine the SFN of the target PCell by acquiring system information from that cell before performing RACH access in the target PCell.
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5.6.X
Access network selection and traffic steering between E-UTRAN and WLAN
5.6.X.1
General

The purpose of this procedure is to facilitate RAN-assisted WLAN interworking. 

5.6.X.2
Dedicated WLAN offload configuration
The UE shall:

1>
if the received wlan-OffloadDedicated is set to release:
2>release wlan-OffloadDedicated and inform upper layers about the release;
2>
if the wlan-OffloadConfigCommon corresponding to the RPLMN is broadcast by the cell:
3>
apply the wlan-OffloadConfigCommon corresponding to the RPLMN included in SystemInformationBlockType17;
3>
forward the wlan-OffloadConfigCommon corresponding to the RPLMN to upper layer;

2>
else:

3>
indicate the release of the wlan-OffloadDedicated to upper layer;
1>
else:

2>
apply the received wlan-OffloadDedicated;
2>
forward the wlan-OffloadDedicated to upper layer;


5.6.X.3
WLAN offload RAN evaluation

The UE shall:

1>
if the UE is configured with either wlan-OffloadConfigCommon or wlan-OffloadDedicated:

2>
provide measurement results required for the evaluation of the network selection and traffic steering rules as defined in TS 24.312 [x1] to upper layers;
2>
evaluate the network selection and traffic steering rules as defined in TS 36.304 [4];
5.6.X.4
T350 expiry or stop
The UE shall:

1>
if T350 expires or is stopped:

2>
release the wlan-OffloadDedicated and inform upper layers about the release;

2>
if the wlan-OffloadConfigCommon corresponding to the RPLMN is broadcast by the cell:

3>
apply the wlan-OffloadConfigCommon corresponding to the RPLMN included in SystemInformationBlockType17;
3>
forward the wlan-OffloadConfigCommon corresponding to the RPLMN to upper layer;

2>
else:

3>
indicate the release of the wlan-OffloadDedicated to upper layer;
5.6.x.5
Cell re-selection while T350 is running

The UE shall:

1>
if cell reselection occurs while T350 is running:

2>
stop timer T350;

2> release wlan-OffloadDedicated;
2> apply the wlan-OffloadConfigCommon corresponding to the RPLMN included in SystemInformationBlockType17;
2> forward the wlan-OffloadConfigCommon corresponding to the RPLMN to upper layer.
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6.2.2
Message definitions

<<Text omitted>>

–
RRCConnectionReconfiguration
The RRCConnectionReconfiguration message is the command to modify an RRC connection. It may convey information for measurement configuration, mobility control, radio resource configuration (including RBs, MAC main configuration and physical channel configuration) including any associated dedicated NAS information and security configuration.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: E‑UTRAN to UE

RRCConnectionReconfiguration message
-- ASN1START

RRCConnectionReconfiguration ::=
SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



c1








CHOICE{




rrcConnectionReconfiguration-r8

RRCConnectionReconfiguration-r8-IEs,




spare7 NULL,




spare6 NULL, spare5 NULL, spare4 NULL,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

RRCConnectionReconfiguration-r8-IEs ::= SEQUENCE {


measConfig






MeasConfig





OPTIONAL,
-- Need ON


mobilityControlInfo




MobilityControlInfo



OPTIONAL,
-- Cond HO


dedicatedInfoNASList



SEQUENCE (SIZE(1..maxDRB)) OF












DedicatedInfoNAS


OPTIONAL,
-- Cond nonHO


radioResourceConfigDedicated

RadioResourceConfigDedicated
OPTIONAL, -- Cond HO-toEUTRA


securityConfigHO




SecurityConfigHO



OPTIONAL,
-- Cond HO


nonCriticalExtension



RRCConnectionReconfiguration-v890-IEs
OPTIONAL

}

RRCConnectionReconfiguration-v890-IEs ::= SEQUENCE {


lateNonCriticalExtension


OCTET STRING




OPTIONAL,


nonCriticalExtension



RRCConnectionReconfiguration-v920-IEs
OPTIONAL

}

RRCConnectionReconfiguration-v920-IEs ::= SEQUENCE {


otherConfig-r9





OtherConfig-r9




OPTIONAL,
-- Need ON


fullConfig-r9





ENUMERATED {true}



OPTIONAL,
-- Cond HO-Reestab


nonCriticalExtension



RRCConnectionReconfiguration-v1020-IEs
OPTIONAL

}

RRCConnectionReconfiguration-v1020-IEs ::= SEQUENCE {


sCellToReleaseList-r10



SCellToReleaseList-r10


OPTIONAL,
-- Need ON


sCellToAddModList-r10



SCellToAddModList-r10


OPTIONAL,
-- Need ON


nonCriticalExtension



RRCConnectionReconfiguration-v1130-IEs
OPTIONAL

}

RRCConnectionReconfiguration-v1130-IEs ::= SEQUENCE {


systemInfomationBlockType1Dedicated-r11
OCTET STRING (CONTAINING SystemInformationBlockType1)


















OPTIONAL,
-- Need ON


nonCriticalExtension



RRCConnectionReconfiguration-v12xy-IEs






OPTIONAL

-- Need OP

}

RRCConnectionReconfiguration-v12xy-IEs ::= SEQUENCE {


wlan-OffloadDedicated-r12



CHOICE {


release 







NULL,



setup








SEQUENCE {




wlan-OffloadConfig-r12



WLAN-OffloadConfig-r12,



t350-r12







ENUMERATED {min5, min10, min20, min30, min60,











 min120, min180, spare1}


OPTIONAL-- Need ON



}

}

















OPTIONAL
-- Need ON,

nonCriticalExtension



SEQUENCE {}





OPTIONAL

}

SCellToAddModList-r10 ::=

SEQUENCE (SIZE (1..maxSCell-r10)) OF SCellToAddMod-r10
SCellToAddMod-r10 ::=


SEQUENCE {


sCellIndex-r10





SCellIndex-r10,


cellIdentification-r10



SEQUENCE {



physCellId-r10





PhysCellId,



dl-CarrierFreq-r10




ARFCN-ValueEUTRA


}















OPTIONAL,
-- Cond SCellAdd


radioResourceConfigCommonSCell-r10

RadioResourceConfigCommonSCell-r10
OPTIONAL,
-- Cond SCellAdd


radioResourceConfigDedicatedSCell-r10
RadioResourceConfigDedicatedSCell-r10
OPTIONAL,
-- Cond SCellAdd2


...,


[[
dl-CarrierFreq-v1090



ARFCN-ValueEUTRA-v9e0
OPTIONAL
-- Cond EARFCN-max


]]

}

SCellToReleaseList-r10 ::=


SEQUENCE (SIZE (1..maxSCell-r10)) OF SCellIndex-r10

SecurityConfigHO ::=



SEQUENCE {


handoverType





CHOICE {



intraLTE






SEQUENCE {




securityAlgorithmConfig



SecurityAlgorithmConfig

OPTIONAL,
-- Cond fullConfig




keyChangeIndicator




BOOLEAN,




nextHopChainingCount



NextHopChainingCount



},



interRAT






SEQUENCE {




securityAlgorithmConfig



SecurityAlgorithmConfig,




nas-SecurityParamToEUTRA


OCTET STRING (SIZE(6))



}


},


...

}

-- ASN1STOP

	RRCConnectionReconfiguration field descriptions

	dedicatedInfoNASList

This field is used to transfer UE specific NAS layer information between the network and the UE. The RRC layer is transparent for each PDU in the list.

	fullConfig

Indicates the full configuration option is applicable for the RRC Connection Reconfiguration message.

	keyChangeIndicator

true is used only in an intra-cell handover when a KeNB key is derived from a KASME key taken into use through the latest successful NAS SMC procedure, as described in TS 33.401 [32] for KeNB re-keying. false is used in an intra-LTE handover when the new KeNB key is obtained from the current KeNB key or from the NH as described in TS 33.401 [32].

	nas-securityParamToEUTRA

This field is used to transfer UE specific NAS layer information between the network and the UE. The RRC layer is transparent for this field, although it affects activation of AS- security after inter-RAT handover to E-UTRA. The content is defined in TS 24.301.

	nextHopChainingCount

Parameter NCC: See TS 33.401 [32]

	t350
Timer T350 as described in section 7.3. Value minN corresponds to N minutes.


	Conditional presence
	Explanation

	EARFCN-max
	The field is mandatory present if dl-CarrierFreq-r10 is included and set to maxEARFCN. Otherwise the field is not present.

	fullConfig
	This field is mandatory present for handover within E-UTRA when the fullConfig is included; otherwise it is optionally present, Need OP. 

	HO
	The field is mandatory present in case of handover within E-UTRA or to E-UTRA; otherwise the field is not present.

	HO-Reestab
	This field is optionally present, need ON, in case of handover within E-UTRA or upon the first reconfiguration after RRC connection re-establishment; otherwise the field is not present.

	HO-toEUTRA
	The field is mandatory present in case of handover to E-UTRA or for reconfigurations when fullConfig is included; otherwise the field is optionally present, need ON.

	nonHO
	The field is not present in case of handover within E-UTRA or to E-UTRA; otherwise it is optional present, need ON.

	SCellAdd
	The field is mandatory present upon SCell addition; otherwise it is not present.

	SCellAdd2
	The field is mandatory present upon SCell addition; otherwise it is optionally present, need ON.


<<Text omitted>>

–
SystemInformation
The SystemInformation message is used to convey one or more System Information Blocks. All the SIBs included are transmitted with the same periodicity.
Signalling radio bearer: N/A

RLC-SAP: TM

Logical channel: BCCH

Direction: E‑UTRAN to UE

SystemInformation message
-- ASN1START

SystemInformation ::=



SEQUENCE {


criticalExtensions




CHOICE {



systemInformation-r8



SystemInformation-r8-IEs,



criticalExtensionsFuture


SEQUENCE {}


}

}

SystemInformation-r8-IEs ::=

SEQUENCE {


sib-TypeAndInfo





SEQUENCE (SIZE (1..maxSIB)) OF CHOICE {



sib2







SystemInformationBlockType2,



sib3







SystemInformationBlockType3,



sib4







SystemInformationBlockType4,



sib5







SystemInformationBlockType5,



sib6







SystemInformationBlockType6,



sib7







SystemInformationBlockType7,



sib8







SystemInformationBlockType8,



sib9







SystemInformationBlockType9,



sib10







SystemInformationBlockType10,



sib11







SystemInformationBlockType11,



...,



sib12-v920






SystemInformationBlockType12-r9,



sib13-v920






SystemInformationBlockType13-r9,



sib14-v1130






SystemInformationBlockType14-r11,



sib15-v1130






SystemInformationBlockType15-r11,



sib16-v1130






SystemInformationBlockType16-r11,



sib17-v12xy






SystemInformationBlockType17-r12

},


nonCriticalExtension



SystemInformation-v8a0-IEs


OPTIONAL

}

SystemInformation-v8a0-IEs ::= SEQUENCE {


lateNonCriticalExtension


OCTET STRING





OPTIONAL,


nonCriticalExtension



SEQUENCE {}






OPTIONAL

}

-- ASN1STOP

–
SystemInformationBlockType1
SystemInformationBlockType1 contains information relevant when evaluating if a UE is allowed to access a cell and defines the scheduling of other system information.

Signalling radio bearer: N/A

RLC-SAP: TM

Logical channel: BCCH

Direction: E‑UTRAN to UE

SystemInformationBlockType1 message
-- ASN1START

SystemInformationBlockType1 ::=

SEQUENCE {


cellAccessRelatedInfo



SEQUENCE {



plmn-IdentityList




PLMN-IdentityList,



trackingAreaCode




TrackingAreaCode,



cellIdentity





CellIdentity,



cellBarred






ENUMERATED {barred, notBarred},



intraFreqReselection



ENUMERATED {allowed, notAllowed},



csg-Indication





BOOLEAN,



csg-Identity





CSG-Identity


OPTIONAL
-- Need OR


},


cellSelectionInfo




SEQUENCE {



q-RxLevMin






Q-RxLevMin,



q-RxLevMinOffset




INTEGER (1..8)


OPTIONAL
-- Need OP


},


p-Max







P-Max





OPTIONAL,


-- Need OP


freqBandIndicator




FreqBandIndicator,


schedulingInfoList




SchedulingInfoList,


tdd-Config






TDD-Config




OPTIONAL,
-- Cond TDD


si-WindowLength





ENUMERATED {












ms1, ms2, ms5, ms10, ms15, ms20,












ms40},


systemInfoValueTag




INTEGER (0..31),


nonCriticalExtension



SystemInformationBlockType1-v890-IEs
OPTIONAL

}

SystemInformationBlockType1-v890-IEs::=
SEQUENCE {


lateNonCriticalExtension


OCTET STRING (CONTAINING SystemInformationBlockType1-v8h0-IEs)


OPTIONAL,


nonCriticalExtension



SystemInformationBlockType1-v920-IEs
OPTIONAL

}

-- Late non critical extensions

SystemInformationBlockType1-v8h0-IEs ::=
SEQUENCE {


multiBandInfoList




MultiBandInfoList

OPTIONAL,
-- Need OR


nonCriticalExtension



SystemInformationBlockType1-v9e0-IEs
OPTIONAL

}

SystemInformationBlockType1-v9e0-IEs ::= SEQUENCE {


freqBandIndicator-v9e0



FreqBandIndicator-v9e0

OPTIONAL,
-- Cond FBI-max


multiBandInfoList-v9e0



MultiBandInfoList-v9e0

OPTIONAL,
-- Cond mFBI-max


nonCriticalExtension



SEQUENCE {}




OPTIONAL

}

-- Regular non critical extensions

SystemInformationBlockType1-v920-IEs ::=
SEQUENCE {


ims-EmergencySupport-r9



ENUMERATED {true}


OPTIONAL,
-- Need OR


cellSelectionInfo-v920



CellSelectionInfo-v920

OPTIONAL,
-- Cond RSRQ


nonCriticalExtension



SystemInformationBlockType1-v1130-IEs
OPTIONAL

}

SystemInformationBlockType1-v1130-IEs ::=
SEQUENCE {


tdd-Config-v1130



TDD-Config-v1130


OPTIONAL,
-- Cond TDD-OR


cellSelectionInfo-v1130


CellSelectionInfo-v1130

OPTIONAL,
-- Cond WB-RSRQ


nonCriticalExtension


SEQUENCE {}




OPTIONAL
}

PLMN-IdentityList ::=




SEQUENCE (SIZE (1..maxPLMN-r11)) OF PLMN-IdentityInfo

PLMN-IdentityInfo ::=




SEQUENCE {


plmn-Identity






PLMN-Identity,


cellReservedForOperatorUse



ENUMERATED {reserved, notReserved}

}

SchedulingInfoList ::= SEQUENCE (SIZE (1..maxSI-Message)) OF SchedulingInfo

SchedulingInfo ::=
SEQUENCE {


si-Periodicity





ENUMERATED {












rf8, rf16, rf32, rf64, rf128, rf256, rf512},


sib-MappingInfo





SIB-MappingInfo

}

SIB-MappingInfo ::= SEQUENCE (SIZE (0..maxSIB-1)) OF SIB-Type

SIB-Type ::=





ENUMERATED {











sibType3, sibType4, sibType5, sibType6,











sibType7, sibType8, sibType9, sibType10,











sibType11, sibType12-v920, sibType13-v920,











sibType14-v1130, sibType15-v1130,











sibType16-v1130, sibType17-v12xy, spare1, ...}

CellSelectionInfo-v920 ::=


SEQUENCE {


q-QualMin-r9





Q-QualMin-r9,


q-QualMinOffset-r9




INTEGER (1..8)





OPTIONAL
-- Need OP

}

CellSelectionInfo-v1130 ::=


SEQUENCE {


q-QualMinWB-r11





Q-QualMin-r9

}

-- ASN1STOP

	SystemInformationBlockType1 field descriptions

	cellBarred

barred means the cell is barred, as defined in TS 36.304 [4].

	cellReservedForOperatorUse

As defined in TS 36.304 [4].

	csg-Identity

Identity of the Closed Subscriber Group the cell belongs to.

	csg-Indication

If set to TRUE the UE is only allowed to access the cell if it is a CSG member cell, if selected during manual CSG selection or to obtain limited service, see TS 36.304 [4].

	ims-EmergencySupport

Indicates whether the cell supports IMS emergency bearer services for UEs in limited service mode. If absent, IMS emergency call is not supported by the network in the cell for UEs in limited service mode.

	intraFreqReselection

Used to control cell reselection to intra-frequency cells when the highest ranked cell is barred, or treated as barred by the UE, as specified in TS 36.304 [4].

	multiBandInfoList

A list of additional frequency band indicators, as defined in TS 36.101 [42, table 5.5-1] that the cell belongs to. If the UE supports the frequency band in the freqBandIndicator IE it shall apply that frequency band. Otherwise, the UE shall apply the first listed band which it supports in the multiBandInfoList IE. If E-UTRAN includes multiBandInfoList-v9e0 it includes the same number of entries, and listed in the same order, as in multiBandInfoList (i.e. without suffix). See Annex D for more descriptions.

	plmn-IdentityList

List of PLMN identities. The first listed PLMN-Identity is the primary PLMN.

	p-Max

Value applicable for the cell. If absent the UE applies the maximum power according to the UE capability.

	q-QualMin

Parameter “Qqualmin” in TS 36.304 [4]. If cellSelectionInfo-v920 is not present, the UE applies the (default) value of negative infinity for Qqualmin.

	q-QualMinOffset

Parameter “Qqualminoffset” in TS 36.304 [4]. Actual value Qqualminoffset = IE value [dB]. If cellSelectionInfo-v920 is not present or the field is not present, the UE applies the (default) value of 0 dB for Qqualminoffset. Affects the minimum required quality level in the cell.

	q-QualMinWB

If this field is present, the UE shall, when performing RSRQ measurements, use a wider bandwidth in accordance with TS 36.133 [16] and apply the value of this field for the parameter “Qqualmin” in TS 36.304 [4]. Otherwise, the UE applies the value of q-Qualmin instead.

	q-RxLevMinOffset

Parameter Qrxlevminoffset in TS 36.304 [4]. Actual value Qrxlevminoffset = IE value * 2 [dB]. If absent, the UE applies the (default) value of 0 dB for Qrxlevminoffset. Affects the minimum required Rx level in the cell.

	sib-MappingInfo

List of the SIBs mapped to this SystemInformation message.There is no mapping information of SIB2; it is always present in the first SystemInformation message listed in the schedulingInfoList list.

	si-Periodicity

Periodicity of the SI-message in radio frames, such that rf8 denotes 8 radio frames, rf16 denotes 16 radio frames, and so on.

	si-WindowLength

Common SI scheduling window for all SIs. Unit in milliseconds, where ms1 denotes 1 millisecond, ms2 denotes 2 milliseconds and so on.

	systemInfoValueTag

Common for all SIBs other than MIB, SIB1, SIB10, SIB11, SIB12 and SIB14. Change of MIB and SIB1 is detected by acquisition of the corresponding message.

	trackingAreaCode

A trackingAreaCode that is common for all the PLMNs listed.


	Conditional presence
	Explanation

	FBI-max
	The field is mandatory present if freqBandIndicator (i.e. without suffix) is set to maxFBI. Otherwise the field is not present.

	mFBI-max
	The field is mandatory present if one or more entries in multiBandInfoList (i.e. without suffix, introduced in -v8h0) is set to maxFBI. Otherwise the field is not present.

	RSRQ
	The field is mandatory present if SIB3 is being broadcast and threshServingLowQ is present in SIB3; otherwise optionally present, Need OP.

	TDD
	This field is mandatory present for TDD; it is not present for FDD and the UE shall delete any existing value for this field.

	TDD-OR
	The field is optional present for TDD, need OR; it is not present for FDD.

	WB-RSRQ
	The field is optionally present, need OP if the measurement bandwidth indicated by allowedMeasBandwidth in systemInformationBlockType3 is 50 resource blocks or larger; otherwise it is not present.


Next change

6.3.6
Other information elements

<<Text omitted>>
–
WLAN-OffloadConfig
The IE WLAN-OffloadConfig includes information for traffic steering between E-UTRAN and WLAN.

WLAN-OffloadConfig information element

-- ASN1START

WLAN-OffloadConfig-r12 ::= 



SEQUENCE {


thresholdRSRP-r12





SEQUENCE {


thresholdRSRP-Low-r12




RSRP-Range,



thresholdRSRP-High-r12




RSRP-Range


}
















OPTIONAL, -- Need OR

thresholdRSRQ-r12





SEQUENCE {


thresholdRSRQ-Low-r12




RSRQ-Range,



thresholdRSRQ-High-r12




RSRQ-Range


}
















OPTIONAL, -- Need OR

thresholdChannelUtilization-r12


SEQUENCE {


thresholdChannelUtilizationLow-r12

INTEGER (0..255),



thresholdChannelUtilizationHigh-r12

INTEGER (0..255)


}
















OPTIONAL, -- Need OR

thresholdBackhaul-Bandwidth-r12


SEQUENCE {


thresholdBackhaulDL-BandwidthLow-r12
WLAN-backhaulRate,



thresholdBackhaulDL-BandwidthHigh-r12
WLAN-backhaulRate,



thresholdBackhaulUL-BandwidthLow-r12
WLAN-backhaulRate,


 
thresholdBackhaulUL-BandwidthHigh-r12
WLAN-backhaulRate


}
















OPTIONAL, -- Need OR

thresholdBeaconRSSI-r12





SEQUENCE {


thresholdBeaconRSSI-Low-r12




INTEGER (0..255),



thresholdBeaconRSSI-High-r12




INTEGER (0..255)


}
















OPTIONAL, -- Need OR




















OPTIONAL, -- Need OR

offloadPreferenceIndicator-r12


BIT STRING (SIZE (16))

OPTIONAL, -- Need OR


t-SteeringWLAN-r12





T-Reselection, 


...

}

WLAN-backhaulRate ::= ENUMERATED {r0, r2, r4, r8, r16, r32, r64, r128, r256, r512, r1024, r2048, r4096, r8192, r16384, r32768, r65536, r131072, r262144, r524288, r1048576, r2097152, r4194304, r8388608, r16777216, r33554432, r67108864, r134217728, r268435456, r536870912, r1073741824, r2147483648, r4294967296
}

-- ASN1STOP

	WLAN-OffloadConfigfield descriptions

	thresholdRSRP-Low

Indicates the RSRP threshold (in dBm) used by the UE for traffic steering to WLAN. Parameter: ThreshServingOffloadWLAN, LowP  in TS 36.304 [4].

	thresholdRSRP-High

Indicates the RSRP threshold (in dBm) used by the UE for traffic steering to E-UTRAN. Parameter: ThreshServingOffloadWLAN, HighP in TS 36.304 [4].

	thresholdRSRQ-Low

Indicates the RSRQ threshold (in dB) used by the UE for traffic steering to WLAN. Parameter: ThreshServingOffloadWLAN, LowQ in TS 36.304 [4].

	thresholdRSRQ-High

Indicates the RSRQ threshold (in dB) used by the UE for traffic steering to E-UTRAN. Parameter: ThreshServingOffloadWLAN, HighQ in TS 36.304 [4].

	thresholdChannelUtilization-Low

Indicates the WLAN channel utilization (BSS load) threshold used by the UE for traffic steering to WLAN. Parameter: ThreshChUtilWLAN, Low in TS 36.304 [4].

	thresholdChannelUtilization-High

Indicates the WLAN channel utilization (BSS load) threshold used by the UE for traffic steering to E-UTRAN. Parameter: ThreshChUtilWLAN, High in TS 36.304 [4].

	thresholdBackhaulDLBandwidth-Low 


Indicates the backhaul available downlink bandwidth threshold used by the UE for traffic steering to E-UTRAN. Parameter: ThreshBackhRateDLWLAN, Low in TS 36.304 [4]. Value in megabits/second. Value rN corresponds to N Mbps.

	thresholdBackhaulDLBandwidth-High 


Indicates the backhaul available downlink bandwidth threshold used by the UE for traffic steering to WLAN. Parameter: ThreshBackhRateDLWLAN, High in TS 36.304 [4]. Value in megabits/second. Value rN corresponds to N Mbps.

	thresholdBackhaulULBandwidth-Low

Indicates the backhaul available uplink bandwidth threshold used by the UE for traffic steering to E-UTRAN. Parameter: ThreshBackhRateULWLAN, Low in TS 36.304 [4]. Value in megabits/second. Value rN corresponds to N Mbps.

	thresholdBackhaulULBandwidth-High

Indicates the backhaul available uplink bandwidth threshold used by the UE for traffic steering to WLAN. Parameter: ThreshBackhRateULWLAN, High in TS 36.304 [4]. Value in megabits/second. Value rN corresponds to N Mbps.

	thresholdBeaconRSSI-Low

Indicates the Beacon RSSI threshold used by the UE for traffic steering to E-UTRAN. Parameter: ThreshBEACONRSSIWLAN, Low in TS 36.304 [4].

	thresholdBeaconRSSI-High

Indicates the Beacon RSSI threshold used by the UE for traffic steering to WLAN. Parameter: ThreshBEACONRSSIWLAN, High in TS 36.304 [4].

	


	


	offloadPreferenceIndicator

Indicates the Offload preference indicator.

	t-SteeringWLAN

Indicates the timer value during which the rules should be fulfilled before starting traffic steering between E-UTRAN and WLAN. Parameter: TsteeringWLAN  in TS 36.304 [4].


Next change

6.3.1
System information blocks

<<Text omitted>>
–
SystemInformationBlockType17

The IE SystemInformationBlockType17 contains information relevant for traffic steering between E-UTRAN and WLAN. 

SystemInformationBlockType17 information element
-- ASN1START

SystemInformationBlockType17-r12 ::=
SEQUENCE {


wlan-OffloadPerPLMN-List-r12



SEQUENCE (SIZE (1..maxPLMN-r11)) OF WLAN-OffloadPerPLMN-r12


OPTIONAL, -- Need OR

lateNonCriticalExtension



OCTET STRING



OPTIONAL,


...,

}

WLAN-OffloadPerPLMN-r12 ::= SEQUENCE {



plmn-Identity-r12




INTEGER (1..maxPLMN-r11),

 
wlan-OffloadConfigCommon-r12

WLAN-OffloadConfig-r12,


wlan-Id-List-r12




WLAN-Id-List-r12


OPTIONAL
}

WLAN-Id-List-r12 ::=


SEQUENCE (SIZE (1..maxWLAN-Id-r12)) OF WLAN-Id-r12

WLAN-Id-r12 ::=



SEQUENCE {

wlan-Identifiers



CHOICE {



ssid






OCTET STRING (SIZE (1..32)),



bssid






OCTET STRING (SIZE (6)),



hessid






OCTET STRING (SIZE (6))

},

wlan-Priority




INTEGER (1..maxWLAN-Id-r12)



OPTIONAL
-- Need OR

}

-- ASN1STOP

	SystemInformationBlockType17 field descriptions

	bssid

Basic Service Set Identifier (BSSID) defined in IEEE 802.11-2012 [x2].

	hessid

Homogenous Extended Service Set Identifier (HESSID) defined in IEEE 802.11-2012 [x2].

	ssid

Service Set Identifier (SSID) defined in IEEE 802.11-2012 [x2].

	wlan-Priority

Indicates priority of WLAN identifiers. Value 1 means the lowest priority.


Next change

6.4
RRC multiplicity and type constraint values

–
Multiplicity and type constraint definitions

-- ASN1START

maxBandComb-r10



INTEGER ::=
128
-- Maximum number of band combinations.
maxBandComb-r11



INTEGER ::=
256
-- Maximum number of additional band combinations.

maxBands




INTEGER ::= 64
-- Maximum number of bands listed in EUTRA UE caps

maxBandwidthClass-r10

INTEGER ::=
16
-- Maximum number of supported CA BW classes per band

maxBandwidthCombSet-r10

INTEGER ::=
32
-- Maximum number of bandwidth combination sets per












-- supported band combination

maxCDMA-BandClass


INTEGER ::= 32
-- Maximum value of the CDMA band classes

maxCellBlack



INTEGER ::= 16
-- Maximum number of blacklisted physical cell identity












-- ranges listed in SIB type 4 and 5

maxCellHistory-r12


INTEGER ::= 16
-- Maximum number of visited EUTRA cells reported

maxCellInfoGERAN-r9 

INTEGER ::=
32
-- Maximum number of GERAN cells for which system in-












-- formation can be provided as redirection assistance

maxCellInfoUTRA-r9


INTEGER ::=
16
-- Maximum number of UTRA cells for which system












-- information can be provided as redirection












-- assistance

maxCSI-IM-r11



INTEGER ::= 3
-- Maximum number of CSI-IM configurations












-- (per carrier frequency)

maxCSI-IM-r12



INTEGER ::= 4
-- Maximum number of CSI-IM configurations












-- (per carrier frequency)

maxCSI-Proc-r11



INTEGER ::= 4
-- Maximum number of CSI RS processes (per carrier












--  frequency)

maxCSI-RS-NZP-r11


INTEGER ::= 3
-- Maximum number of CSI RS resource












--  configurations using non-zero Tx power












--  (per carrier frequency)

maxCSI-RS-ZP-r11


INTEGER ::= 4
-- Maximum number of CSI RS resource












--  configurations using zero Tx power(per carrier












--  frequency)

maxCQI-ProcExt-r11


INTEGER ::= 3
-- Maximum number of additional periodic CQI












-- configurations (per carrier frequency)

maxFreqUTRA-TDD-r10


INTEGER ::=
6
-- Maximum number of UTRA TDD carrier frequencies for












-- which system information can be provided as












-- redirection assistance

maxCellInter



INTEGER ::= 16
-- Maximum number of neighbouring inter-frequency












-- cells listed in SIB type 5

maxCellIntra



INTEGER ::= 16
-- Maximum number of neighbouring intra-frequency












-- cells listed in SIB type 4

maxCellListGERAN


INTEGER ::= 3
-- Maximum number of lists of GERAN cells

maxCellMeas




INTEGER ::= 32
-- Maximum number of entries in each of the












-- cell lists in a measurement object

maxCellReport



INTEGER ::= 8
-- Maximum number of reported cells

maxDRB





INTEGER ::= 11
-- Maximum number of Data Radio Bearers

maxEARFCN




INTEGER ::= 65535
-- Maximum value of EUTRA carrier frequency

maxEARFCN-Plus1



INTEGER ::= 65536
-- Lowest value extended EARFCN range

maxEARFCN2




INTEGER ::= 262143
-- Highest value extended EARFCN range

maxEPDCCH-Set-r11


INTEGER ::= 2
-- Maximum number of EPDCCH sets

maxFBI





INTEGER ::= 64
-- Maximum value of fequency band indicator

maxFBI-Plus1




INTEGER ::= 65
-- Lowest value extended FBI range

maxFBI2





INTEGER ::= 256
-- Highest value extended FBI range

maxFreq





INTEGER ::= 8
-- Maximum number of carrier frequencies

maxFreqIDC-r11



INTEGER ::= 32
-- Maximum number of carrier frequencies that are












-- affected by the IDC problems

maxFreqMBMS-r11



INTEGER ::= 5
-- Maximum number of carrier frequencies for which an 












-- MBMS capable UE may indicate an interest

maxGERAN-SI




INTEGER ::= 10
-- Maximum number of GERAN SI blocks that can be












-- provided as part of NACC information

maxGNFG





INTEGER ::= 16
-- Maximum number of GERAN neighbour freq groups

maxLogMeasReport-r10

INTEGER ::= 520
-- Maximum number of logged measurement entries












--  that can be reported by the UE in one message

maxMBSFN-Allocations

INTEGER ::= 8
-- Maximum number of MBSFN frame allocations with












-- different offset

maxMBSFN-Area



INTEGER ::= 8

maxMBSFN-Area-1



INTEGER ::= 7

maxMeasId




INTEGER ::= 32

maxMultiBands



INTEGER ::= 8
-- Maximum number of additional frequency bands












-- that a cell belongs to

maxObjectId




INTEGER ::= 32

maxPageRec




INTEGER ::= 16
-- 

maxPhysCellIdRange-r9 

INTEGER ::= 4
-- Maximum number of physical cell identity ranges

maxPLMN-r11




INTEGER ::=
6
-- Maximum number of PLMNs

maxPNOffset




INTEGER ::=
511
-- Maximum number of CDMA2000 PNOffsets

maxPMCH-PerMBSFN


INTEGER ::= 15

maxRAT-Capabilities


INTEGER ::= 8
-- Maximum number of interworking RATs (incl EUTRA)

maxRE-MapQCL-r11


INTEGER ::= 4
-- Maximum number of PDSCH RE Mapping configurations












--  (per carrier frequency)

maxReportConfigId


INTEGER ::= 32

maxRSTD-Freq-r10


INTEGER ::= 3
-- Maximum number of frequency layers for RSTD












-- measurement

maxSAI-MBMS-r11



INTEGER ::= 64
-- Maximum number of MBMS service area identities












-- broadcast per carrier frequency

maxSCell-r10



INTEGER ::= 4
-- Maximum number of SCells

maxSTAG-r11




INTEGER ::= 3
-- Maximum number of STAGs

maxServCell-r10



INTEGER ::= 5
-- Maximum number of Serving cells

maxServiceCount 


INTEGER ::= 16
-- Maximum number of MBMS services that can be included












--  in an MBMS counting request and response

maxServiceCount-1


INTEGER ::= 15

maxSessionPerPMCH


INTEGER ::= 29

maxSessionPerPMCH-1


INTEGER ::= 28

maxSIB





INTEGER ::= 32
-- Maximum number of SIBs

maxSIB-1




INTEGER ::= 31

maxSI-Message



INTEGER ::= 32
-- Maximum number of SI messages

maxSimultaneousBands-r10
INTEGER ::= 64
-- Maximum number of simultaneously aggregated bands

maxSubframePatternIDC-r11
INTEGER ::= 8
-- Maximum number of subframe reservation patterns












-- that the UE can simultaneously recommend to the












-- E-UTRAN for use.

maxUTRA-FDD-Carrier


INTEGER ::= 16
-- Maximum number of UTRA FDD carrier frequencies

maxUTRA-TDD-Carrier


INTEGER ::= 16
-- Maximum number of UTRA TDD carrier frequencies
maxWLAN-Id-r12



INTEGER ::=
16
-- Maximum number of WLAN identifiers

-- ASN1STOP

NOTE: The value of maxDRB aligns with SA2.

–
End of EUTRA-RRC-Definitions

-- ASN1START

END

-- ASN1STOP

Next change

7.3
Timers (Informative)

	Timer
	Start
	Stop
	At expiry

	T300

	Transmission of RRCConnectionRequest 
	Reception of RRCConnectionSetup or RRCConnectionReject message, cell re-selection and upon abortion of connection establishment by upper layers
	Perform the actions as specified in 5.3.3.6

	T301
	Transmission of RRCConnectionReestabilshmentRequest
	Reception of RRCConnectionReestablishment or RRCConnectionReestablishmentReject message as well as when the selected cell becomes unsuitable
	Go to RRC_IDLE

	T302
	Reception of RRCConnectionReject while performing RRC connection establishment
	Upon entering RRC_CONNECTED and upon cell re-selection
	Inform upper layers about barring alleviation as specified in 5.3.3.7

	T303
	Access barred while performing RRC connection establishment for mobile originating calls
	Upon entering RRC_CONNECTED and upon cell re-selection
	Inform upper layers about barring alleviation as specified in 5.3.3.7

	T304
	Reception of RRCConnectionReconfiguration message including the MobilityControl Info or

reception of MobilityFromEUTRACommand message including CellChangeOrder
	Criterion for successful completion of handover within E-UTRA, handover to E-UTRA or cell change order is met (the criterion is specified in the target RAT in case of inter-RAT)
	In case of cell change order from E-UTRA or intra E-UTRA handover, initiate the RRC connection re-establishment procedure; In case of handover to E-UTRA, perform the actions defined in the specifications applicable for the source RAT.

	T305
	Access barred while performing RRC connection establishment for mobile originating signalling
	Upon entering RRC_CONNECTED and upon cell re-selection 
	Inform upper layers about barring alleviation as specified in 5.3.3.7

	T306
	Access barred while performing RRC connection establishment for mobile originating CS fallback.
	Upon entering RRC_CONNECTED and upon cell re-selection
	Inform upper layers about barring alleviation as specified in 5.3.3.7

	T310
	Upon detecting physical layer problems i.e. upon receiving N310 consecutive out-of-sync indications from lower layers
	Upon receiving N311 consecutive in-sync indications from lower layers, upon triggering the handover procedure and upon initiating the connection re-establishment procedure
	If security is not activated: go to RRC_IDLE else: initiate the connection re-establishment procedure 

	T311
	Upon initiating the RRC connection re-establishment procedure
	Selection of a suitable E-UTRA cell or a cell using another RAT.
	Enter RRC_IDLE

	T312
	Upon triggering a measurement report for a measurement identity for which T312 has been configured,  while T310 is running
	Upon receiving N311 consecutive in-sync indications from lower layers, upon triggering the handover procedure, upon initiating the connection re-establishment procedure, and upon the expiry of T310
	If security is not activated: go to RRC_IDLE else: initiate the connection re-establishment procedure

	T320
	Upon receiving t320 or upon cell (re)selection to E-UTRA from another RAT with validity time configured for dedicated priorities (in which case the remaining validity time is applied).
	Upon entering RRC_CONNECTED, when PLMN selection is performed on request by NAS, or upon cell (re)selection to another RAT (in which case the timer is carried on to the other RAT).
	Discard the cell reselection priority information provided by dedicated signalling.

	T321
	Upon receiving measConfig including a reportConfig with the purpose set to reportCGI
	Upon acquiring the information needed to set all fields of cellGlobalId for the requested cell, upon receiving measConfig that includes removal of the reportConfig with the purpose set to reportCGI
	Initiate the measurement reporting procedure, stop performing the related measurements and remove the corresponding measId

	T325
	Timer (re)started upon receiving RRCConnectionReject message with deprioritisationTimer.
	
	Stop deprioritisation of all frequencies or E-UTRA signalled by RRCConnectionReject.

	T330
	Upon receiving LoggedMeasurementConfiguration message
	Upon log volume exceeding the suitable UE memory, upon initiating the release of LoggedMeasurementConfiguration procedure
	Perform the actions specified in 5.6.6.4

	T340
	Upon transmitting UEAssistanceInformation message with powerPrefIndication set to normal
	Upon initiating the connection re-establishment procedure
	No action.

	T350
	Upon entering RRC_IDLE if t350 has been received in wlan-OffloadDedicated.
	Upon entering RRC_CONNECTED and cell reselection.
	Discard the RAN assistance parameters provided by dedicated signalling.


End of changes
�Naming suggestion from the RRC rapporteur (


�Not needed as section 5.6.X.3 specifies when the UE should perform the procedure


�Based on the agreement 6a: For handover, the normal delta signalling is applied. NOTE also removed.


�New sub-section added to cover the description in 36.304 for cell re-selection, alike 5.3.3.5 (Cell re-selection while T300, T302, T303, T305 or T306 is running). If we agree to have this section, we can remove  the description in 36.304.


�ASN.1: Comma removed


�ASN.1: Line feed introduced (too long)





