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First change
8.3.1.12
T302 expiry or cell reselection
If any or several of the following conditions are true:

-
expiry of timer T302;

-
reselection to another UTRA cell (including the previously serving cell) before completion of the cell update or URA update procedure;

the UE shall:

1>
stop T302 if it is running;

1>
if the UE was in CELL_DCH state prior to the initiation of the procedure; and

2>
if timers T314 and T315 have elapsed while T302 was running:

3>
enter idle mode.

3>
indicate release (abort) of the established signalling connections (as stored in the variable ESTABLISHED_SIGNALLING_CONNECTIONS) and established radio access bearers (as stored in the variable ESTABLISHED_RABS) to upper layers. Other actions the UE shall perform when entering idle mode from connected mode are specified in subclause 8.5.2.

3>
and the procedure ends.

2>
if timer T314 has elapsed while T302 was running and,

3>
if "T314 expired" in the variable RB_TIMER_INDICATOR is set to FALSE and

3>
if T315 is still running:

4>
release locally all radio bearers which are associated with any radio access bearers for which in the variable ESTABLISHED_RABS the value of the IE "Re-establishment timer" is set to "useT314";

4>
indicate release of those radio access bearers to upper layers;

4>
delete all information about those radio access bearers from the variable ESTABLISHED_RABS;

4>
set "T314 expired" in the variable RB_TIMER_INDICATOR to TRUE;

4>
if all radio access bearers associated with a CN domain are released:

5>
release the signalling connection for that CN domain;

5>
remove the signalling connection for that CN domain from the variable ESTABLISHED_SIGNALLING_CONNECTIONS;

5>
indicate release (abort) of the signalling connection to upper layers.

2>
if timer T315 has elapsed while T302 was running and,

3>
if "T315 expired" in the variable RB_TIMER_INDICATOR is set to FALSE and,

3>
if T314 is still running:

4>
release locally all radio bearers which are associated with any radio access bearers for which in the variable ESTABLISHED_RABS the value of the IE "Re-establishment timer" is set to "useT315";

4>
indicate release of those radio access bearers to upper layers;

4>
delete all information about those radio access bearers from the variable ESTABLISHED_RABS;

4>
set "T315 expired" in the variable RB_TIMER_INDICATOR to TRUE;

4>
if all radio access bearers associated with a CN domain are released:

5>
release the signalling connection for that CN domain;

5>
remove the signalling connection for that CN domain from the variable ESTABLISHED_SIGNALLING_CONNECTIONS;

5>
indicate release (abort) of the signalling connection to upper layers.

2>
if timers T314 and T315 are not running:

3>
enter idle mode;

3>
indicate release (abort) of the established signalling connections (as stored in the variable ESTABLISHED_SIGNALLING_CONNECTIONS) and established radio access bearers (as stored in the variable ESTABLISHED_RABS) to upper layers. Other actions the UE shall perform when entering idle mode from connected mode are specified in subclause 8.5.2;

3>
and the procedure ends.
1>
check whether it is still in "in service area" (see subclause 8.5.5.2);

1>
if the variable ORDERED_RECONFIGURATION is set to TRUE caused by the received CELL UPDATE CONFIRM message in case of a cell update procedure:

2>
set the variable ORDERED_RECONFIGURATION to FALSE.

1>
in case of a cell update procedure:

2>
clear any entry for the CELL UPDATE CONFIRM message in the table "Accepted transactions" in the variable TRANSACTIONS.

1>
in case of a URA update procedure:

2>
clear any entry for the URA UPDATE CONFIRM message in the table "Accepted transactions" in the variable TRANSACTIONS.

If the UE detects "in service area" if it has not entered idle mode, and:

1>
if V302 is equal to or smaller than N302, the UE shall:

2>
if the UE performed cell re-selection:

3>
delete its C-RNTI;

3>
for FDD and 1.28 Mcps TDD, if the variable H_RNTI is set:

4>
clear the variable H_RNTI;

4>
stop using that H_RNTI just cleared from the variable H_RNTI in MAC;

4>
clear any stored IEs "HARQ info".

3>
for FDD and 1.28 Mcps TDD, if the variable E_RNTI is set:

4>
clear the variable E_RNTI.

3>
for FDD and 1.28 Mcps TDD, if the UE does support HS-DSCH reception in CELL_FACH state and the IE "HS-DSCH common system information" is included in System Information Block type 5 or System Information Block type 5bis:

4>
reset the MAC-ehs entity [15];
4>
set variable HS_DSCH_RECEPTION_OF_CCCH_ENABLED to TRUE;
4>
and start receiving the HS-DSCH according to the procedure in subclause 8.5.37.




3>
else:

4>
take the actions related to the HS_DSCH_RECEPTION_GENERAL variable as described in subclause 8.5.37a.

3>
if the UE supports RAN-assisted WLAN interworking:

4>
stop the timer T330, if it is running;

4>
clear the variable WLAN_OFFLOAD_INFO;

4>
use the information stored in the variable SYSTEM_INFO_WLAN_OFFLOAD_INFO as specified in [4], and forward it to upper layers.
3>
determine the value for the READY_FOR_COMMON_EDCH variable and take the corresponding actions as described in subclause 8.5.47;

3>
determine the value for the COMMON_E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.46.

3>
for FDD, determine the value for the READY_FOR_COMMON_ERGCH variable and take the corresponding actions as described in subclause 8.5.75;

2>
in case of a cell update procedure:
3>
set the contents of the CELL UPDATE message according to subclauses 8.3.1.3 and 8.5.10;

3>
if a CELL UPDATE CONFIRM message was received and caused the IE "Reconfiguration" in the variable CIPHERING_STATUS to be set to TRUE and/or the IE "Reconfiguration" in the variable INTEGRITY_PROTECTION_INFO to be set to TRUE:

4>
if the IE "Downlink counter synchronisation info" was included in the received CELL UPDATE CONFIRM message:

5>
apply the new security (integrity protection) configuration received in the CELL UPDATE CONFIRM on the CELL UPDATE message.

3>
submit the CELL UPDATE message for transmission on the uplink CCCH.

2>
in case of a URA update procedure:

3>
if the UE supports RAN-assisted WLAN interworking and URA update is initiated due to a URA reselection:

4>
stop the timer T330, if it is running;

4>
clear the variable WLAN_OFFLOAD_INFO;

4>
use the information stored in the variable SYSTEM_INFO_WLAN_OFFLOAD_INFO as specified in [4], and forward it to upper layers.
3>
set the contents of the URA UPDATE message according to subclauses 8.3.1.3 and 8.5.10;

3>
if a URA UPDATE CONFIRM message was received and caused the IE "Reconfiguration" in the variable CIPHERING_STATUS to be set to TRUE and/or the IE "Reconfiguration" in the variable INTEGRITY_PROTECTION_INFO is set to TRUE:

4>
if the IE "Downlink counter synchronisation info" was included in the received URA UPDATE CONFIRM message:

5>
apply the new security (integrity protection) configuration received in the URA UPDATE CONFIRM on the URA UPDATE message.

3>
submit the URA UPDATE message for transmission on the uplink CCCH.

2>
increment counter V302;

2>
restart timer T302 when the MAC layer indicates success or failure to transmit the message.

1>
if V302 is greater than N302, the UE shall:

2>
clear the variable RB_UPLINK_CIPHERING_ACTIVATION_TIME_INFO;

2>
clear the variable INTEGRITY_PROTECTION_ACTIVATION_INFO;

2>
clear the variable PDCP_SN_INFO;

2>
in case of a cell update procedure:

3>
clear the entry for the CELL UPDATE CONFIRM message in the table "Rejected transactions" in the variable TRANSACTIONS.

2>
in case of a URA update procedure:

3>
clear the entry for the URA UPDATE CONFIRM message in the table "Rejected transactions" in the variable TRANSACTIONS.

2>
release all its radio resources;

2>
indicate release (abort) of the established signalling connections (as stored in the variable ESTABLISHED_SIGNALLING_CONNECTIONS) and established radio access bearers (as stored in the variable ESTABLISHED_RABS) to upper layers;

2>
clear the variable ESTABLISHED_SIGNALLING_CONNECTIONS;

2>
clear the variable ESTABLISHED_RABS;

2>
set the variable CELL_UPDATE_STARTED to FALSE;

2>
enter idle mode;

2>
other actions the UE shall perform when entering idle mode from connected mode are specified in subclause 8.5.2;

2>
and the procedure ends.

If the UE detects "out of service area", it shall:

1>
act according to subclause 7.2.2.

End of changes
