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10.3.7.140
Filtered UE power headroom reporting information

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Time-to-trigger

	MP
	
	Integer(0, 10, 20, 40, 60, 80, 100, 120, 160, 200, 240, 320, 640, 1280, 2560, 5000)
	Time in ms. Indicates the period of time between the detection of the triggering condition [15] and the sending of the Filtered UPH Report.
	REL-12

	Hysteresis1
	OP
	
	Real(0..7.5 by step of 0.5)
	
	REL-12

	Hysteresis2
	OP
	
	Real(0..7.5 by step of 0.5)
	
	REL-12

	UE Power Headroom threshold1
	OP
	
	Integer(-50..33)
	
	REL-12

	UE Power Headroom threshold2
	OP
	
	Integer(-50..33)
	
	REL-12

	Filter coefficient
	MP
	
	Filter coefficient 10.3.7.9
	
	REL-12


<Next modification>
11.3
Information element definitions

InformationElements DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


hiPDSCHidentities,


hiPUSCHidentities,


hiRM,


maxAC,


maxAdditionalMeas,


maxMultipleFrequencyBandsEUTRA,


maxMultipleFrequencyBandsFDD,


maxASC,


maxASCmap,


maxASCpersist,


maxCCTrCH,


maxCellMeas,


maxCellMeas-1,

maxCellMeasExt,


maxCellMeasExt-1,

maxCellMeasOnSecULFreq,

<Partly omitted>
FilterCoefficient ::=



ENUMERATED {











fc0, fc1, fc2, fc3, fc4, fc5, 











fc6, fc7, fc8, fc9, fc11, fc13, 











fc15, fc17, fc19, spare1 }

FilteredUEPowerHeadroomReportInfo ::=
SEQUENCE {


timeToTrigger





TimeToTrigger,


hysteresis1






Hysteresis






OPTIONAL,


hysteresis2






Hysteresis






OPTIONAL,


uePowerHeadroomThreshold1


UE-PowerHeadroomThreshold


OPTIONAL,


uePowerHeadroomThreshold2


UE-PowerHeadroomThreshold


OPTIONAL,

filterCoefficient




FilterCoefficient




DEFAULT fc0
}
-- Actual value FineSFN-SFN = IE value * 0.0625

FineSFN-SFN ::=





INTEGER (0..15)
ForbiddenAffectCell ::=



CHOICE {


fdd








PrimaryCPICH-Info,


tdd








PrimaryCCPCH-Info

}

ForbiddenAffectCell-r4 ::=


CHOICE {


fdd








PrimaryCPICH-Info,


tdd








PrimaryCCPCH-Info-r4

}

