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	Reason for change:
	Currently, UTRAN can configure several blacklists for the same frequency via the intra-frequency Measurement Control messages with different measurement IDs. In this case, it is not clear how the UE needs to maintain the blacklists for the same frequency.

	
	

	Summary of change:
	It is clarified that, for one frequency, UTRAN should always configure the same "Cells to be excluded in detected set cells" in different intra-frequency Measurement Control message for the UE.
Impact Analysis

Impacted functionality

Exclusion of cells from intra-frequency detected set measurements.

Inter-operability

1. If the network is implemented according to the CR and the UE is not then the UE may maintain "Cells to be excluded in detected set cells" separately even this IE is the same in every Measurement Control message.

2. If the UE is implemented according to the CR and the network is not then the network may set different lists of cells to be excluded from intra-frequency detected set measurements to the UE, and thus the UE doesn’t know how to maintain and handle the different list.

	
	

	Consequences if not approved:
	It is not clear how the UE should maintain and handle the list of cells to be excluded from intra-frequency detected set measurements.
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<start of modification>
14.1.2
Intra-frequency reporting events for FDD
Within the measurement reporting criteria field in the Measurement Control message the UTRAN notifies the UE which events should trigger a measurement report. If present, the "reporting criteria for secondary UL frequency" notifies the UE which events should trigger a measurement report for the secondary uplink frequency. The listed events are the toolbox from which the UTRAN can choose the reporting events that are needed for the implemented handover evaluation function, or other radio network functions. If present, the IE "Cells to be excluded in detected set cells" notifies the UE to exclude cells from corresponding measurement report and UE shall exclude indicated cells from measurement report for intra-frequency measurement.
NOTE:
The UTRAN should avoid the situation that "Cells to be excluded in detected set cells" is set to different value in the Measurement Control message with different measurement identity. In such a case the UE behaviour is unspecified.
All the specified events are measured with respect to any of the measurement quantities given in subclause 14.1.1. The measurement quantities are measured on the monitored primary common pilot channels (CPICH) of the cell defined in the measurement object and measurement object on secondary UL frequency.

Special mechanisms for the events are illustrated in subclause 14.1.4 and 14.1.5.

NOTE:
The events below are numbered 1A, 1B, 1C,… since all intra-frequency reporting events would be labelled 1X, inter-frequency reporting events would be labelled 2X, and so on for the other measurement types.

When one intra-frequency measurement identity corresponds to multiple intra-frequency events with identical event identities, the UE behaviour is not specified.
<end of modification>
