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1 Introduction

In this paper, we discuss System Information (SI) update for prose communication
2 Discussion
3GPP RAN2 agreed that SIB 18 (Prose SIB) contains information related to prose direct communication by Running CR 36.331 [1].

According to the 3GPP TS 36.331 [2], basically, SIB is updated after BCCH modification period when change notification is sent by eNB in figure 1. In this case, changing notification is included in paging message. Otherwise, it is allowed that let UE see updated SIB immediately in case of ETWS and CMAS. With regard the case, eNB sends SIBsfor ETWS/CMAS only when the emergency situation is occurred and the indication is included in paging message.  
In TETRA Direct Mode [3] which is well known as one of LMR (Land Mobile Radio) for public safety, requirement of call setup time is determined 150ms. . Whereas, in worst case, UE cannot help waiting around 10s to acquire updated SIB after receiving Change Notification since BCCH modification period is determined (modificationPeriodCoeff x defaultpagingcycle). It may be concerned that the delay may not be appropriated to provide public safety service if Prose SIB update is followed above basic procedure. In the case, ETWS/CMAS like SI update procedure in the Figure 1 can be considered.
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Figure 1 Prose SIB Update with BCCH modification period

[Proposal 1]: RAN2 is asked to discuss if ProSe SIB update procedure complies with a SI modification cycle or if ProSe SIB update procedure is applied in the similar way as ETWS/CMAS. 

3  Conclusion

In this paper, RAN2 is asked to discuss if ProSe SIB update procedure complies with a SI modification cycle or if ProSe SIB update procedure is applied in the similar way as ETWS/CMAS.
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