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<Start of modified section>
10.2.17
MEASUREMENT CONTROL
This message is sent by UTRAN to setup, modify or release a measurement in the UE.


RLC-SAP: AM


Logical channel: DCCH


Direction: UTRAN(UE

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	UE information elements
	
	
	
	
	

	RRC transaction identifier
	MP
	
	RRC transaction identifier 10.3.3.36
	
	

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	
	

	Measurement Information elements
	
	
	
	
	

	Measurement Identity
	MP
	
	Measurement Identity 10.3.7.48
	
	

	Measurement Command
	MP
	
	Measurement Command 10.3.7.46
	
	

	Measurement Reporting Mode
	OP
	
	Measurement Reporting Mode 10.3.7.49
	
	

	Additional measurements list
	OP
	
	Additional measurements list 10.3.7.1
	
	

	CHOICE Measurement type
	CV-command
	
	
	
	

	>Intra-frequency measurement
	
	
	Intra-frequency measurement 10.3.7.36
	
	

	>Inter-frequency measurement
	
	
	Inter-frequency measurement 10.3.7.16
	
	

	>Inter-RAT measurement
	
	
	Inter-RAT measurement 10.3.7.27
	
	

	>UE positioning measurement
	
	
	UE positioning measurement 10.3.7.100
	
	

	>Traffic Volume measurement
	
	
	Traffic Volume measurement 10.3.7.68
	
	

	>Quality measurement
	
	
	Quality measurement 10.3.7.56
	
	

	>UE internal measurement
	
	
	UE internal measurement 10.3.7.77
	
	

	>CSG Proximity detection
	
	
	CSG Proximity detection 10.3.7.123
	
	REL-9

	>E-UTRA measurement for CELL_FACH
	
	
	E-UTRA measurement for CELL_FACH 10.3.7.137
	
	REL-11

	CELL_DCH measurement occasion info LCR
	OP
	
	CELL_DCH measurement occasion info LCR
10.3.7.126
	
	REL-9

	Measurement Scaling Factor
	MD
	
	Enumerated (SF_UTRA_CF1, SF_UTRA_CF2, SF_UTRA_CF3,  SF_UTRA_CF4)
	The factor used to scale the measurement performance for UTRA/E-UTRA frequencies configured for normal and reduced measurement performance in CELL_FACH and CELL_DCH as specified in [19]. 

Default value is SF_UTRA_CF1
	REL-12

	Physical channel information elements
	
	
	
	
	

	DPCH compressed mode status info
	OP 
	
	DPCH compressed mode status info

10.3.6.34
	
	


	Condition
	Explanation

	Command
	The IE is mandatory present if the IE "Measurement command" is set to "Setup", optional if the IE "Measurement command" is set to "modify", otherwise the IE is not needed.


<End of modified section>
<Start of modified section>
10.2.48.8.14
System Information Block type 11
The system information block type 11 contains measurement control information to be used in the cell.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	SIB12 Indicator
	MP
	
	Boolean
	TRUE indicates that SIB12 is broadcast in the cell.
	

	Measurement information elements
	
	
	
	
	

	FACH measurement occasion info
	OP
	
	FACH measurement occasion info 10.3.7.8
	If the cell is operating in MBSFN mode as indicated in subclause 8.1.1.6.3 the UE behaviour upon reception of this IE is unspecified.
	

	Measurement control system information
	MP
	
	Measurement control system information 10.3.7.47
	For 1.28 Mcps TDD if the cell is operating in MBSFN only mode the UE behaviour upon reception of this IE is unspecified.
	

	Measurement Scaling Factor
	MD
	
	Enumerated (SF_UTRA_CF1, SF_UTRA_CF2, SF_UTRA_CF3,  SF_UTRA_CF4)
	The factor used to scale the measurement performance for UTRA/E-UTRA frequencies configured for normal and reduced measurement performance in CELL_FACH and CELL_DCH as specified in [19]. 

Default value is SF_UTRA_CF1
	REL-12

	MBSFN frequency list
	OP
	
	MBSFN frequency list 10.3.9a.12a
	If present contains all neighbouring frequencies of MBSFN clusters operating in MBSFN mode as indicated in subclause 8.1.1.6.3.

If the cell is operating in MBSFN mode as indicated in subclause 8.1.1.6.3 the UE behaviour upon reception of this IE is unspecified.
	


<End of modified section>
<Start of modified section>
10.3.3.21
Measurement capability
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Inter-frequency detected set measurements
	CV-not_iRAT_HoInfo
	
	Enumerated

(TRUE)
	TRUE means that the UE is able to measure inter-frequency detected cells.
	REL-10

	Cells excluded from detected set measurements
	CV-not_iRAT_HoInfo
	
	Enumerated

(TRUE)
	TRUE means that the UE is able to exclude cells from detected set measurements.
	REL-11

	Wideband RSRQ FDD measurements
	CV-not_iRAT_HoInfo
	
	Enumerated

(TRUE)
	TRUE means that the UE is able to perform wideband RSRQ FDD measurements.
	REL-11

	Wideband RSRQ TDD measurements
	CV-not_iRAT_HoInfo
	
	Enumerated

(TRUE)
	TRUE means that the UE is able to perform wideband RSRQ TDD measurements.
	REL-11

	Event 2g reporting on a configured secondary downlink frequency
	CV-not_iRAT_HoInfo
	
	Enumerated

(TRUE)
	TRUE means that the UE is able to perform event 2g reporting on a configured secondary downlink frequency.
	REL-12

	Increased UE carrier monitoring UTRA default configuration
	CV-not_iRAT_HoInfo
	
	Enumerated

(TRUE)
	TRUE means that the UE supports increased number of UTRA carrier monitoring in connected mode with default configuration as defined in [19].
	REL-12

	Increased UE carrier monitoring UTRA configurable configuration
	CV-not_iRAT_HoInfo
	
	Enumerated

(TRUE)
	TRUE means that the UE supports enhanced increased number of UTRA carrier monitoring in connected mode with configurable configuration as defined in [19].
	REL-12

	Increased UE carrier monitoring E-UTRA default configuration
	CV-not_iRAT_HoInfo
	
	Enumerated

(TRUE)
	TRUE means that the UE supports increased number of E-UTRA carrier monitoring in connected mode with default configuration as defined in [74].
	REL-12

	Increased UE carrier monitoring E-UTRA configurable configuration
	CV-not_iRAT_HoInfo
	
	Enumerated

(TRUE)
	TRUE means that the UE supports enhanced increased number of E-UTRA carrier monitoring in connected mode with configurable configuration as defined in [74].
	REL-12

	Need for downlink compressed mode
	
	
	
	
	

	FDD measurements
	MP
	
	Boolean
	TRUE means that the UE requires DL compressed mode in order to perform measurements on FDD
	

	3.84 Mcps TDD measurements
	CV-3.84_Mcps_tdd_sup
	
	Boolean
	TRUE means that the UE requires DL compressed mode in order to perform measurements on 3.84 Mcps TDD
	Name changed in REL-4

	7.68 Mcps TDD measurements
	CV-7.68_Mcps_tdd_sup
	
	Boolean
	TRUE means that the UE requires DL compressed mode in order to perform measurements on 7.68 Mcps TDD
	REL-7

	1.28 Mcps TDD measurements
	CV-1.28_Mcps_tdd_sup
	
	Boolean
	TRUE means that the UE requires DL compressed mode in order to perform measurements on 1.28 Mcps TDD
	REL-4

	GSM measurements
	CV-gsm_sup
	
	
	
	

	>GSM 900
	MP
	
	Boolean
	TRUE means that the UE requires DL compressed mode in order to perform measurements on GSM 900
	

	>DCS 1800
	MP
	
	Boolean
	TRUE means that the UE requires DL compressed mode in order to perform measurements on DCS 1800
	

	>GSM 1900
	MP
	
	Boolean
	TRUE means that the UE requires DL compressed mode in order to perform measurements on GSM 1900
	

	Multi-carrier measurement
	CV-mc_sup
	
	Boolean
	TRUE means that the UE requires DL compressed mode in order to perform measurements on multi-carrier
	

	Adjacent Frequency measurements without compressed mode
	CV-not_iRAT_HoInfo
	
	Enumerated (TRUE)
	TRUE means that the UE does not require compressed mode for adjacent frequency measurements.
	REL-8

	Inter-band Frequency measurements without compressed mode
	CV-not_iRAT_HoInfo
	
	Enumerated (TRUE)
	TRUE means that the UE does not require compressed mode for Inter-band measurements for the band combinations reported in the IE “Radio Access Capability Band Combination List”.
	REL-9

	Enhanced inter-frequency measurements without compressed mode
	CV-not_iRAT_HoInfo
	
	Enumerated

(TRUE)
	TRUE means that the UE does not require compressed mode for measurements on two additional frequencies
	REL-10

	Frequency specific compressed mode
	CV-not_iRAT_HoInf
	
	Enumerated (TRUE)
	TRUE means that for the dual band operation the UE can apply compressed mode only to the configured frequencies, which belong to the frequency band other than the serving HS-DSCH cell.
	REL-10

	Inter-frequency measurements on configured carriers without compressed mode
	CV-not_iRAT_HoInf
	
	Enumerated (TRUE)
	TRUE means that the UE does not require compressed mode for measurements on the frequencies which are configured for HS-DSCH operation and associated with the secondary serving HS-DSCH cells.
	REL-11

	Need for uplink compressed mode
	
	
	
	
	

	FDD measurements
	MP
	
	Boolean
	TRUE means that the UE requires UL compressed mode in order to perform measurements on FDD
	

	3.84 Mcps TDD measurements
	CV-3.84_Mcps_tdd_sup
	
	Boolean
	TRUE means that the UE requires UL compressed mode in order to perform measurements on 3.84 Mcps TDD
	Name changed in REL-4

	7.68 Mcps TDD measurements
	CV-7.68_Mcps_tdd_sup
	
	Boolean
	TRUE means that the UE requires UL compressed mode in order to perform measurements on 7.68 Mcps TDD
	REL-7

	1.28 Mcps TDD measurements
	CV-1.28_Mcps_tdd_sup
	
	Boolean
	TRUE means that the UE requires DL compressed mode in order to perform measurements on 1.28 Mcps TDD
	REL-4

	GSM measurements
	CV-gsm_sup
	
	
	
	

	>GSM 900
	MP
	
	Boolean
	TRUE means that the UE requires UL compressed mode in order to perform measurements on GSM 900
	

	>DCS 1800
	MP
	
	Boolean
	TRUE means that the UE requires UL compressed mode in order to perform measurements on DCS 1800
	

	>GSM 1900
	MP
	
	Boolean
	TRUE means that the UE requires UL compressed mode in order to perform measurements on GSM 1900
	

	Multi-carrier measurement
	CV-mc_sup
	
	Boolean
	TRUE means that the UE requires UL compressed mode in order to perform measurements on multi-carrier
	


	Condition
	Explanation

	3.84_Mcps_tdd_sup
	The IE is mandatory present if an IE "TDD RF capability" is present with the IE "Chip rate capability" set to "3.84 Mcps". Otherwise this field is not needed in the message.

	7.68_Mcps_tdd_sup
	The IE is mandatory present if an IE “TDD RF capability” is present with the IE “Chip rate capability” set to “7.68 Mcps”. Otherwise this field is not needed in the message.

	1.28_Mcps_tdd_sup
	The IE is mandatory present if an IE "TDD RF capability" is present with the IE "Chip rate capability" set to "1.28 Mcps". Otherwise this field is not needed in the message.

	gsm_sup
	The IE is mandatory present if the IE "Inter-RAT UE radio access capability" indicates support for GSM900, GSM1800 and/or GSM1900. Otherwise this field is not needed in the message.

	mc_sup
	The IE is mandatory present if the IE "Support of multi-carrier" has the value TRUE. Otherwise this field is not needed in the message.

	not_iRAT_HoInfo
	The IE is not needed in the INTER RAT HANDOVER INFO message. Otherwise, it is optionally present.


<End of modified section>
<Start of modified section>
11.2
PDU definitions

--**************************************************************

--

-- TABULAR: The message type and integrity check info are not

-- visible in this module as they are defined in the class module. 

-- Also, all FDD/TDD specific choices have the FDD option first 

-- and TDD second, just for consistency.

--

--**************************************************************

PDU-definitions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

--**************************************************************

--

-- IE parameter types from other modules

--

--**************************************************************

IMPORTS

<TEXT OMITTED>
-- Measurement IEs :


AdditionalMeasurementID-List,


AdditionalMeasurementID-List-r9,


CellDCHMeasOccasionInfo-TDD128-r9,


CSGProximityIndication,

CSGProximityIndication-vb50ext,


DeltaRSCP,


Frequency-Band,


EventResults,


EventResults-v770ext,


EventResults-v860ext,


EventResults-va40ext,


EventResultsOnSecUlFreq,


EUTRA-EventResults,


EUTRA-EventResults-vb50ext,


EUTRA-MeasuredResults,


EUTRA-MeasuredResults-v920ext,


EUTRA-MeasuredResults-vb50ext,

EUTRA-MeasuredResults-vcxyext,


EUTRA-EventResultsForCELLFACH,


Inter-FreqEventCriteriaList-v590ext,


Intra-FreqEventCriteriaList-v590ext,

IntraFreqReportingCriteria-1b-r5,


IntraFreqEvent-1d-r5,

IntraFreqCellID,

InterFreqEventResults-LCR-r4-ext,

InterRATCellInfoIndication,


InterRATMeasurement-r11,


InterRAT-TargetCellDescription,


MeasuredResults,


MeasuredResults-v390ext,


MeasuredResults-v590ext,

MeasuredResults-v770ext,


MeasuredResults-v860ext,


MeasuredResults-v920ext,

MeasuredResults-vcxyext,


MeasuredResultsOnSecUlFreq,


MeasuredResultsListOnSecUlFreq,


MeasuredResultsList,


MeasuredResultsList-LCR-r4-ext,


MeasuredResultsList-v770xet,

MeasuredResultsList-v860ext,

MeasuredResultsList-v920ext,

MeasuredResultsList-vcxyext,


MeasuredResultsOnRACH,


MeasuredResultsOnRACHFDD-r11,


MeasuredResultsOnRACH-v7g0ext,


MeasuredResultsOnRACHinterFreq,


MeasuredResultsOnRACH-EUTRAFreq,


MeasurementCommand,


MeasurementCommand-r4,

MeasurementCommand-r6,

MeasurementCommand-r7,

MeasurementCommand-r8,


MeasurementCommand-r9,


MeasurementCommand-r10,


MeasurementCommand-r11,

MeasurementCommand-r12,


MeasurementIdentity,


MeasurementIdentity-r9,


MeasurementIdentityExt,


MeasurementReportingMode,


MeasurementScalingFactor,

NewInterFreqCellList-v7b0ext,


NewInterFreqCellList-LCR-v8a0ext,


NewIntraFreqCellList-LCR-v8a0ext,


PeriodicalWithReportingCellStatusOnSecULFreq,


PrimaryCCPCH-RSCP,


SFN-Offset-Validity,

TimeslotListWithISCP,


TrafficVolumeMeasuredResultsList,


UE-Positioning-GPS-AssistanceData,


UE-Positioning-GPS-AssistanceData-v770ext,


UE-Positioning-GPS-AssistanceData-v920ext,


UE-Positioning-GPS-AssistanceData-va40ext, 


UE-Positioning-GPS-AssistanceData-vcxyext,


UE-Positioning-GPS-ReferenceTimeUncertainty,

UE-Positioning-Measurement-v390ext,


UE-Positioning-OTDOA-AssistanceData,


UE-Positioning-OTDOA-AssistanceData-r4ext,


UE-Positioning-OTDOA-AssistanceData-UEB,


UE-Positioning-OTDOA-AssistanceData-UEB-ext,


UE-Positioning-OTDOA-MeasuredResultsTDD-ext,


UE-Positioning-GANSS-AssistanceData,


UE-Positioning-GANSS-AssistanceData-v860ext,


UE-Positioning-GANSS-AssistanceData-v920ext,


UE-Positioning-GANSS-AssistanceData-va40ext,

UE-Positioning-GANSS-AssistanceData-vcxyext,

<TEXT OMITTED>
-- ***************************************************

--

-- MEASUREMENT CONTROL

--

-- ***************************************************

MeasurementControl ::= CHOICE {


-- The Rel-4 functionality of UE Positioning OTDOA AssistanceData TDD is only available


-- in the later-than-r3 branch of this message (i.e. through the use of the IE


-- ue-Positioning-OTDOA-AssistanceData-r4)

r3







SEQUENCE {



measurementControl-r3


MeasurementControl-r3-IEs,



v390nonCriticalExtensions

SEQUENCE {




measurementControl-v390ext

MeasurementControl-v390ext,




v3a0NonCriticalExtensions


SEQUENCE {





measurementControl-v3a0ext


MeasurementControl-v3a0ext,




laterNonCriticalExtensions

SEQUENCE {






-- Container for additional R99 extensions






measurementControl-r3-add-ext

BIT STRING
OPTIONAL,






v4b0NonCriticalExtensions


SEQUENCE{






-- The content of the v4b0 non-critical extension has been removed. If sent 







-- to a UE of AS release 4, the UE behaviour is unspecified. A UE of AS 







-- release 5 onward shall comply with the v4b0 and later extensions in this 







-- branch of the message.







v590NonCriticalExtensions

SEQUENCE {








measurementControl-v590ext

MeasurementControl-v590ext-IEs,








v5b0NonCriticalExtensions

SEQUENCE {









measurementControl-v5b0ext

MeasurementControl-v5b0ext-IEs,









nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}





OPTIONAL







}





OPTIONAL






}





OPTIONAL





}





OPTIONAL




}





OPTIONAL



}





OPTIONAL


},


later-than-r3




SEQUENCE {



-- Least significant part of extended "RRC transaction identifier" (Rel-5 onward)



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



CHOICE {




r4







SEQUENCE {





measurementControl-r4


MeasurementControl-r4-IEs,





v4d0NonCriticalExtensions


SEQUENCE {






-- Container for adding non critical extensions after freezing REL-5






measurementControl-r4-add-ext

BIT STRING

OPTIONAL,






v590NonCriticalExtensions

SEQUENCE{






measurementControl-v590ext

MeasurementControl-v590ext-IEs,






v5b0NonCriticalExtensions

SEQUENCE {








measurementControl-v5b0ext

MeasurementControl-v5b0ext-IEs,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL






}
OPTIONAL




}
OPTIONAL




},




later-than-r4




SEQUENCE {





-- Most significant part of extended "RRC transaction identifier" (MSP):





-- extended "RRC transaction identifier" =




-- rrc-TransactionIdentifier-MSP * 4 + rrc-TransactionIdentifier




rrc-TransactionIdentifier-MSP

RRC-TransactionIdentifier,





criticalExtensions



CHOICE {






r6







SEQUENCE {







measurementControl-r6


MeasurementControl-r6-IEs,







v6a0NonCriticalExtensions

SEQUENCE {








measurementControl-v6a0ext

MeasurementControl-v6a0ext-IEs,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL






},






criticalExtensions



CHOICE {







r7







SEQUENCE {








measurementControl-r7


MeasurementControl-r7-IEs,








-- Container for adding non critical extensions after freezing REL-7








measurementControl-r7-add-ext
BIT STRING

OPTIONAL,








v7b0NonCriticalExtensions

SEQUENCE {









measurementControl-v7b0ext

MeasurementControl-v7b0ext-IEs,









nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}
OPTIONAL







},







criticalExtensions



CHOICE {








r8







SEQUENCE {









measurementControl-r8


MeasurementControl-r8-IEs,









-- Container for adding non critical extensions after freezing REL-9









measurementControl-r8-add-ext
BIT STRING

OPTIONAL,









v8a0NonCriticalExtensions

SEQUENCE {










measurementControl-v8a0ext

MeasurementControl-v8a0ext-IEs,










vb50NonCriticalExtensions
SEQUENCE {











measurementControl-vb50ext
MeasurementControl-vb50ext-IEs,











nonCriticalExtensions


SEQUENCE {}

OPTIONAL










}
OPTIONAL









}
OPTIONAL








},








criticalExtensions



CHOICE {









r9







SEQUENCE {









measurementControl-r9


MeasurementControl-r9-IEs,










-- Container for adding non critical extensions after freezing REL-10










measurementControl-r9-add-ext
BIT STRING

OPTIONAL,










v970NonCriticalExtensions


SEQUENCE {











measurementControl-v970ext

















MeasurementControl-v970ext-IEs,










vb50NonCriticalExtensions
SEQUENCE {












measurementControl-vb50ext


















MeasurementControl-vb50ext-IEs,












nonCriticalExtensions
SEQUENCE {}

OPTIONAL












}

OPTIONAL










}

OPTIONAL








},









criticalExtensions



CHOICE
{










r10







SEQUENCE
{












measurementControl-r10


MeasurementControl-r10-IEs, 












-- Container for adding non critical extensions after












-- freezing REL-11











measurementControl-r10-add-ext
BIT STRING

OPTIONAL, 











vaa0NonCriticalExtensions


SEQUENCE {












measurementControl-vaa0ext

















MeasurementControl-vaa0ext-IEs,












vab0NonCriticalExtensions


SEQUENCE {













measurementControl-vab0ext


















MeasurementControl-vab0ext-IEs,













vb50NonCriticalExtensions
SEQUENCE {














measurementControl-vb50ext

















MeasurementControl-vb50ext-IEs,














nonCriticalExtensions
SEQUENCE {}

OPTIONAL













}
OPTIONAL












}
OPTIONAL











}
OPTIONAL










},









criticalExtensions



CHOICE
{











r11







SEQUENCE
{













measurementControl-r11
























MeasurementControl-r11-IEs, 













-- Container for adding non critical extensions after













-- freezing REL-12












measurementControl-r11-add-ext
BIT STRING

























OPTIONAL,












nonCriticalExtensions


SEQUENCE {}

OPTIONAL











},










criticalExtensions



CHOICE
{












r12







SEQUENCE
{













measurementControl-r12























MeasurementControl-r12-IEs, 













-- Container for adding non critical extensions 













-- after freezing REL-13













measurementControl-r12-add-ext
BIT STRING
























OPTIONAL,













nonCriticalExtensions

SEQUENCE {}

OPTIONAL












},












criticalExtensions



SEQUENCE {}











}










}









}








}







}






}





}




}



}


}

}

MeasurementControl-r3-IEs ::= SEQUENCE {


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier,


-- Measurement IEs



measurementIdentity

MeasurementIdentity,



-- TABULAR: The measurement type is included in MeasurementCommand.



measurementCommand



MeasurementCommand,



measurementReportingMode

MeasurementReportingMode


OPTIONAL,



additionalMeasurementList

AdditionalMeasurementID-List

OPTIONAL,


-- Physical channel IEs



dpch-CompressedModeStatusInfo
DPCH-CompressedModeStatusInfo

OPTIONAL

}

MeasurementControl-v390ext ::= SEQUENCE {



ue-Positioning-Measurement-v390ext

UE-Positioning-Measurement-v390ext
OPTIONAL
}

MeasurementControl-v3a0ext ::= SEQUENCE {


sfn-Offset-Validity



SFN-Offset-Validity

OPTIONAL
}

MeasurementControl-r4-IEs ::= SEQUENCE {


-- Measurement IEs



measurementIdentity

MeasurementIdentity,



-- TABULAR: The measurement type is included in measurementCommand.



measurementCommand



MeasurementCommand-r4,



measurementReportingMode

MeasurementReportingMode


OPTIONAL,



additionalMeasurementList

AdditionalMeasurementID-List

OPTIONAL,


-- Physical channel IEs



dpch-CompressedModeStatusInfo
DPCH-CompressedModeStatusInfo

OPTIONAL

}

MeasurementControl-v590ext-IEs ::= SEQUENCE {


measurementCommand-v590ext 


CHOICE {



-- the choice "intra-frequency" shall be used for the case of intra-frequency measurement,



-- as well as when intra-frequency events are configured for inter-frequency measurement



intra-frequency





Intra-FreqEventCriteriaList-v590ext,



inter-frequency





Inter-FreqEventCriteriaList-v590ext


}

OPTIONAL,


intraFreqReportingCriteria-1b-r5

IntraFreqReportingCriteria-1b-r5
OPTIONAL,

intraFreqEvent-1d-r5




IntraFreqEvent-1d-r5



OPTIONAL,


-- Most significant part of extended "RRC transaction identifier" (MSP):


-- extended "RRC transaction identifier" =

-- rrc-TransactionIdentifier-MSP-v590ext * 4 + rrc-TransactionIdentifier

rrc-TransactionIdentifier-MSP-v590ext
RRC-TransactionIdentifier
}

MeasurementControl-v5b0ext-IEs ::= 
SEQUENCE {


interRATCellInfoIndication


InterRATCellInfoIndication


OPTIONAL

}

MeasurementControl-r6-IEs ::= SEQUENCE {


-- Measurement IEs



measurementIdentity



MeasurementIdentity,



-- TABULAR: The measurement type is included in measurementCommand.



measurementCommand



MeasurementCommand-r6,



measurementReportingMode

MeasurementReportingMode


OPTIONAL,



additionalMeasurementList

AdditionalMeasurementID-List

OPTIONAL,


-- Physical channel IEs



dpch-CompressedModeStatusInfo
DPCH-CompressedModeStatusInfo

OPTIONAL

}

MeasurementControl-v6a0ext-IEs ::= SEQUENCE {


intraFreqReportingCriteria-1b-r5

IntraFreqReportingCriteria-1b-r5
OPTIONAL
}

MeasurementControl-r7-IEs ::= SEQUENCE {


-- Measurement IEs



measurementIdentity



MeasurementIdentity,



-- TABULAR: The measurement type is included in measurementCommand.



measurementCommand



MeasurementCommand-r7,



measurementReportingMode

MeasurementReportingMode


OPTIONAL,



additionalMeasurementList

AdditionalMeasurementID-List

OPTIONAL,


-- Physical channel IEs



dpch-CompressedModeStatusInfo
DPCH-CompressedModeStatusInfo

OPTIONAL

}

MeasurementControl-v7b0ext-IEs ::= SEQUENCE {


-- Measurement IEs



newInterFreqCellList


NewInterFreqCellList-v7b0ext

OPTIONAL

}

MeasurementControl-r8-IEs ::= SEQUENCE {


-- Measurement IEs



measurementIdentity



MeasurementIdentity,



-- TABULAR: The measurement type is included in measurementCommand.



measurementCommand



MeasurementCommand-r8,



measurementReportingMode

MeasurementReportingMode


OPTIONAL,



additionalMeasurementList

AdditionalMeasurementID-List

OPTIONAL,


-- Physical channel IEs



dpch-CompressedModeStatusInfo
DPCH-CompressedModeStatusInfo

OPTIONAL

}

MeasurementControl-v8a0ext-IEs ::= SEQUENCE {


-- Measurement IEs



newIntraFreqCellList


NewIntraFreqCellList-LCR-v8a0ext

OPTIONAL,



newInterFreqCellList


NewInterFreqCellList-LCR-v8a0ext

OPTIONAL

}

MeasurementControl-r9-IEs ::= SEQUENCE {


-- Measurement IEs


-- if the UE supports extended measurements, "measurementIdentity" 


-- shall be ignored if "measurementIdentity" in MeasurementControl-v970ext-IEs


-- is present, and the value of that element shall be used instead.



measurementIdentity



MeasurementIdentity,



-- TABULAR: The measurement type is included in measurementCommand.



measurementCommand



MeasurementCommand-r9,



measurementReportingMode

MeasurementReportingMode


OPTIONAL,


-- if the UE supports extended measurements, "additionalMeasurementList" 


-- shall be ignored if "additionalMeasurementList" in MeasurementControl-v970ext-IEs


-- is present, and the value of that element shall be used instead.



additionalMeasurementList

AdditionalMeasurementID-List

OPTIONAL,



cellDCHMeasOccasionInfo-TDD128
CellDCHMeasOccasionInfo-TDD128-r9
OPTIONAL,


-- Physical channel IEs



dpch-CompressedModeStatusInfo
DPCH-CompressedModeStatusInfo

OPTIONAL

}

MeasurementControl-v970ext-IEs ::= SEQUENCE {


-- Measurement IEs



measurementIdentity



MeasurementIdentity-r9




OPTIONAL,



additionalMeasurementList

AdditionalMeasurementID-List-r9


OPTIONAL

}

MeasurementControl-r10-IEs ::=
SEQUENCE {


-- Measurement IEs


-- if the UE supports extended measurements, "measurementIdentity" 


-- shall be ignored if "measurementIdentity" in MeasurementControl-vab0ext-IEs


-- is present, and the value of that element shall be used instead.



measurementIdentity



MeasurementIdentity,



-- TABULAR: The measurement type is included in measurementCommand.



measurementCommand



MeasurementCommand-r10,



measurementReportingMode

MeasurementReportingMode


OPTIONAL,


-- if the UE supports extended measurements, "additionalMeasurementList" 


-- shall be ignored if "additionalMeasurementList" in MeasurementControl-vab0ext-IEs


-- is present, and the value of that element shall be used instead.



additionalMeasurementList

AdditionalMeasurementID-List

OPTIONAL,



cellDCHMeasOccasionInfo-TDD128
CellDCHMeasOccasionInfo-TDD128-r9
OPTIONAL,


-- Physical channel IEs



dpch-CompressedModeStatusInfo
DPCH-CompressedModeStatusInfo-r10

OPTIONAL

}

MeasurementControl-vaa0ext-IEs ::= SEQUENCE {


-- Measurement IEs


periodicalReportingCriteriaOnSecULFreq











PeriodicalWithReportingCellStatusOnSecULFreq
OPTIONAL

}

MeasurementControl-vab0ext-IEs ::= MeasurementControl-v970ext-IEs

MeasurementControl-r11-IEs ::=
SEQUENCE {


-- Measurement IEs



measurementIdentity



MeasurementIdentity-r9,



-- TABULAR: The measurement type is included in measurementCommand.



measurementCommand



MeasurementCommand-r11,



measurementReportingMode

MeasurementReportingMode


OPTIONAL,



additionalMeasurementList

AdditionalMeasurementID-List-r9

OPTIONAL,



cellDCHMeasOccasionInfo-TDD128
CellDCHMeasOccasionInfo-TDD128-r9
OPTIONAL,


-- Physical channel IEs



dpch-CompressedModeStatusInfo
DPCH-CompressedModeStatusInfo-r10

OPTIONAL

}

MeasurementControl-vb50ext-IEs ::= SEQUENCE {


-- Measurement IEs


interRATMeasurement




InterRATMeasurement-r11




OPTIONAL

}

MeasurementControl-r12-IEs ::=
SEQUENCE {


-- Measurement IEs



measurementIdentity



MeasurementIdentity-r9,



-- TABULAR: The measurement type is included in measurementCommand.



measurementCommand



MeasurementCommand-r12,



measurementReportingMode

MeasurementReportingMode


OPTIONAL,



additionalMeasurementList

AdditionalMeasurementID-List-r9

OPTIONAL,



cellDCHMeasOccasionInfo-TDD128
CellDCHMeasOccasionInfo-TDD128-r9
OPTIONAL,



measurementScalingFactor

MeasurementScalingFactor


OPTIONAL,


-- Physical channel IEs



dpch-CompressedModeStatusInfo
DPCH-CompressedModeStatusInfo-r10

OPTIONAL

}

<TEXT OMITTED>
<End of modified section>
<Start of modified section>
11.3
Information element definitions

InformationElements DEFINITIONS AUTOMATIC TAGS ::=

<TEXT OMITTED>
-- TABULAR: MeasurementCapability contains dependencies to UE-MultiModeRAT-Capability,

-- the conditional fields have been left mandatory for now.

MeasurementCapability ::=


SEQUENCE {


downlinkCompressedMode



CompressedModeMeasCapability,


uplinkCompressedMode



CompressedModeMeasCapability


}

MeasurementCapabilityExt ::= 

SEQUENCE{


compressedModeMeasCapabFDDList

CompressedModeMeasCapabFDDList,


compressedModeMeasCapabTDDList

CompressedModeMeasCapabTDDList
OPTIONAL,


compressedModeMeasCapabGSMList

CompressedModeMeasCapabGSMList
OPTIONAL,


compressedModeMeasCapabMC


CompressedModeMeasCapabMC

OPTIONAL

}

MeasurementCapabilityExt2 ::= 

SEQUENCE{


compressedModeMeasCapabFDDList

CompressedModeMeasCapabFDDList2,


compressedModeMeasCapabTDDList

CompressedModeMeasCapabTDDList
OPTIONAL,


compressedModeMeasCapabGSMList

CompressedModeMeasCapabGSMList
OPTIONAL,


compressedModeMeasCapabMC


CompressedModeMeasCapabMC

OPTIONAL

}
MeasurementCapabilityExt3 ::=

SEQUENCE {


compressedModeMeasCapabEUTRAList
CompressedModeMeasCapabEUTRAList
OPTIONAL

}

MeasurementCapabilityExt4 ::= 

SEQUENCE{


compressedModeMeasCapabFDDList2

CompressedModeMeasCapabFDDList2

OPTIONAL,


compressedModeMeasCapabFDDList3

CompressedModeMeasCapabFDDList3

OPTIONAL,


compressedModeMeasCapabTDDList

CompressedModeMeasCapabTDDList

OPTIONAL,


compressedModeMeasCapabGSMList

CompressedModeMeasCapabGSMList

OPTIONAL,


compressedModeMeasCapabMC


CompressedModeMeasCapabMC


OPTIONAL,


compressedModeMeasCapabEUTRAList
CompressedModeMeasCapabEUTRAList
OPTIONAL

}

MeasurementCapabilityExt5 ::=

SEQUENCE {


compressedModeMeasCapabEUTRAList
CompressedModeMeasCapabEUTRAList2
OPTIONAL

}

MeasurementCapabilityExt6 ::=

SEQUENCE{


compressedModeMeasCapabEUTRAList
CompressedModeMeasCapabEUTRAList3
OPTIONAL

}

MeasurementCapability-r4-ext ::=
SEQUENCE {


downlinkCompressedMode-LCR


CompressedModeMeasCapability-LCR-r4,


uplinkCompressedMode-LCR


CompressedModeMeasCapability-LCR-r4

}

MeasurementCapability-v860ext ::=
SEQUENCE {


downlinkCompressedMode



CompressedModeMeasCapability-v860ext

}

MeasurementCapability-v920ext ::=
SEQUENCE {


downlinkCompressedMode



CompressedModeMeasCapability-v920ext

}

MeasurementCapability-va40ext ::=
SEQUENCE {


interFrequencyDetectedSetMeasurements
ENUMERATED { true }



OPTIONAL,


downlinkCompressedMode




CompressedModeMeasCapability-va40ext

}

MeasurementCapability-vb50ext ::=
SEQUENCE {


interFrequencyMeasOnConfigCarriersWithoutCompMode
ENUMERATED { true }



OPTIONAL,


cellsExcludedFromDetectedSetMeasurements


ENUMERATED { true }



OPTIONAL

}

MeasurementCapabilityTDD ::=

SEQUENCE {


idleIntervalMeasCapabEUTRAList

IdleIntervalMeasCapabEUTRAList

OPTIONAL

}

MeasurementCapabilityTDD-vb50ext ::=
SEQUENCE {


idleIntervalMeasCapabEUTRAList

IdleIntervalMeasCapabEUTRAExtensionList
OPTIONAL

}

MeasurementCapability-vb70ext ::=
SEQUENCE {


widebandRSRQFDDMeasurements


ENUMERATED { true }



OPTIONAL,


widebandRSRQTDDMeasurements


ENUMERATED { true }



OPTIONAL
}

MeasurementCapability-vcxyext ::=
SEQUENCE {


event2gReportingOnaConfiguredSecDLFrequency

ENUMERATED { true }

OPTIONAL,

increasedUECarrierMonitoringUTRAdefault


ENUMERATED { true }

OPTIONAL,


increasedUECarrierMonitoringUTRAconfigurable
ENUMERATED { true }

OPTIONAL,


increasedUECarrierMonitoringE-UTRAdefault

ENUMERATED { true }

OPTIONAL,


increasedUECarrierMonitoringE-UTRAconfigurabl
ENUMERATED { true }

OPTIONAL
}

<TEXT OMITTED>
SysInfoType11 ::=




SEQUENCE {



sib12indicator




BOOLEAN,


-- Measurement IEs



fach-MeasurementOccasionInfo
FACH-MeasurementOccasionInfo

OPTIONAL,



measurementControlSysInfo

MeasurementControlSysInfo,


-- Extension mechanism for non- release99 information



v4b0NonCriticalExtensions

SEQUENCE {




sysInfoType11-v4b0ext


SysInfoType11-v4b0ext-IEs

OPTIONAL,




v590NonCriticalExtension

SEQUENCE {





sysInfoType11-v590ext


SysInfoType11-v590ext-IEs,





v690NonCriticalExtensions

SEQUENCE {






sysInfoType11-v690ext


SysInfoType11-v690ext-IEs,






v6b0NonCriticalExtensions

SEQUENCE {







sysInfoType11-v6b0ext


SysInfoType11-v6b0ext-IEs,







v770NonCriticalExtensions

SEQUENCE {








sysInfoType11-v770ext


SysInfoType11-v770ext-IEs,








v7b0NonCriticalExtensions

SEQUENCE {









sysInfoType11-v7b0ext


SysInfoType11-v7b0ext-IEs,









v860NonCriticalExtensions

SEQUENCE {










sysInfoType11-v860ext


SysInfoType11-v860ext-IEs,










va80NonCriticalExtensions

SEQUENCE {











sysInfoType11-va80ext


SysInfoType11-va80ext-IEs,










vcxyNonCriticalExtensions

SEQUENCE {












sysInfoType11-vcxyext


SysInfoType11-vcxyext-IEs,












nonCriticalExtensions


SEQUENCE {}

OPTIONAL










}

OPTIONAL









}

OPTIONAL









}

OPTIONAL








}

OPTIONAL







}

OPTIONAL






}

OPTIONAL





}

OPTIONAL




}

OPTIONAL



}

OPTIONAL

}

SysInfoType11-v4b0ext-IEs ::= SEQUENCE {


fach-MeasurementOccasionInfo-LCR-Ext
FACH-MeasurementOccasionInfo-LCR-r4-ext
OPTIONAL,


measurementControlSysInfo-LCR


MeasurementControlSysInfo-LCR-r4-ext

}

SysInfoType11-v590ext-IEs ::= SEQUENCE {


--The order of the list corresponds to the order of cell in newIntraFrequencyCellInfoList


newIntraFrequencyCellInfoList-v590ext
SEQUENCE (SIZE (1..maxCellMeas)) OF













CellSelectReselectInfo-v590ext
OPTIONAL,


--The order of the list corresponds to the order of cell in newInterFrequencyCellInfoList


newInterFrequencyCellInfoList-v590ext
SEQUENCE (SIZE (1..maxCellMeas)) OF













CellSelectReselectInfo-v590ext
OPTIONAL,


--The order of the list corresponds to the order of cell in newInterRATCellInfoList


newInterRATCellInfoList-v590ext


SEQUENCE (SIZE (1..maxCellMeas)) OF













CellSelectReselectInfo-v590ext
OPTIONAL,


intraFreqEventCriteriaList-v590ext

Intra-FreqEventCriteriaList-v590ext

OPTIONAL,


intraFreqReportingCriteria-1b-r5

IntraFreqReportingCriteria-1b-r5
OPTIONAL,

intraFreqEvent-1d-r5




IntraFreqEvent-1d-r5



OPTIONAL
}

SysInfoType11-v690ext-IEs ::= SEQUENCE {


-- dummy is not used in this version of the specification. If received, the UE behaviour


-- is not specified.


dummy







Dummy-InterFreqRACHReportingInfo
OPTIONAL

}
SysInfoType11-v6b0ext-IEs ::= SEQUENCE {


-- Measurement IEs


interFreqRACHReportingInfo


InterFreqRACHReportingInfo


OPTIONAL

}
SysInfoType11-v770ext-IEs ::= SEQUENCE {


-- Measurement IEs



mbsfnFrequencyList



MBSFNFrequencyList




OPTIONAL

}

SysInfoType11-v7b0ext-IEs ::= SEQUENCE {


-- Measurement IEs



newInterFreqCellList


NewInterFreqCellList-v7b0ext

OPTIONAL

}

SysInfoType11-v860ext-IEs ::=

SEQUENCE {


-- Measurement IEs



mbsfnFrequencyList



MBSFNFrequencyList-v860ext


OPTIONAL

}

SysInfoType11-va80ext-IEs ::=

SEQUENCE {


-- Measurement IEs



multipleFrequencyInfoListFDD

MultipleFrequencyInfoListFDD
OPTIONAL

}

SysInfoType11-vcxyext-IEs ::= SEQUENCE {


-- Measurement IEs



measurementScalingFactor

MeasurementScalingFactor


OPTIONAL,



measurementControlSysInfo

MeasurementControlSysInfo-vcxyext
OPTIONAL
}

MeasurementScalingFactor ::= ENUMERATED { 











sf-utra-cf1, sf-utra-cf2, sf-utra-cf3, sf-utra-cf4 }
<TEXT OMITTED>
<End of modified section>
