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	Reason for change:
	RAN4 has agreed (R2-144079) on the need to ensure UEs supporting “upper order DL CA” (e.g. 3DL CA) to fall-back to “lower order DL CA” (e.g. 2DL CA). A terminal which supports a DL CA configuration shall support all the lower order fallback DL CA combinations and it shall support at least one bandwidth combination set for each of the constituent lower order DL combinations containing all the bandwidths specified within each specific combination set of the upper order DL combination.

	
	

	Summary of change:
	Requirement added that UE shall support release of any Scell of the current UE configuration, while the bandwith used in the remaining serving cells remain.

Impact Analysis

Impacted functionality:
Carrier aggregation

Inter-operability:
If the UE is implemented according the this CR, and the eNB is not, no interoperability problems are foreseen.
If the eNB is implemented according the this CR, and the UE is not,eNB will not be able to use some or all CA fallback options, which may contradict RRM strategies of the network operator and impact end user service.
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	UE support of CA fallback configurations is not ensured.
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	Other comments:
	


5.3.10.3a
SCell release

The UE shall:

1> support release of any Scell that is part of the current UE configuration; 
1>
support the same bandwidth in each remaining serving cell as used in each of these serving cells in the current UE configuration; 
1>
if the release is triggered by reception of the sCellToReleaseList:

2>
for each sCellIndex value included in the sCellToReleaseList:

3>
if the current UE configuration includes an SCell with value sCellIndex:

4>
release the SCell;

1>
if the release is triggered by RRC connection re-establishment:

2>
release all SCells that are part of the current UE configuration;

