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<start of modification>
f IE "Intra-frequency measurement" is received by the UE in a MEASUREMENT CONTROL message, where IE "measurement command" has the value "setup", but IE "Intra-frequency measurement quantity", IE "Intra-frequency reporting quantity", "CHOICE Report criteria" or "parameters required for each event" (given "CHOICE report criteria" is set to "intra-frequency measurement reporting criteria") is not received, the UE shall:

1>
clear all stored measurement control information related associated to this measurement identity in variable MEASUREMENT_IDENTITY;

1>
set the variable CONFIGURATION_INCOMPLETE to TRUE.

In case of 1a or 1e event-triggered reporting:

1>
if the IE "Intra-frequency measurement quantity" is set to "pathloss", the UE shall:

2>
if detected set cells are indicated as possibly triggering the event within the IEs "Triggering condition 2":

3>
set the variable CONFIGURATION_INCOMPLETE to TRUE.

In case of 1a or 1e event-triggered reporting on the secondary uplink frequency:

1>
if the IE "Intra-frequency measurement quantity" is set to "pathloss", the UE shall:

2>
if detected set cells are indicated as possibly triggering the event within the IEs "Triggering condition 2" in the IE "Intra-frequency measurement reporting criteria on secondary UL frequency":

3>
set the variable CONFIGURATION_INCOMPLETE to TRUE.
If the IE "Intra-frequency measurement" is received by the UE in a MEASUREMENT CONTROL message:
1>
for FDD, if CHOICE "Report criteria" is set to "Intra-frequency measurement reporting criteria" and "Blacklisted cells in intra-frequency" is received:

2>
if the CHOICE "Existence of excluded cells" has the value "Cells to be excluded in detected set cells":
3>
if there is no stored "Cells to be excluded in detected set cells" for the intra-frequency:

4>
store the "Cells to be excluded in detected set cells" for the intra-frequency;

3>
else, if the received "Cells to be excluded in detected set cells" is different from the one stored for the intra-frequency:
4>
the UE behaviour is not specified.
2>
if the CHOICE "Existence of excluded cells" has the value "Remove all excluded cells":
3>
clear the stored "Cells to be excluded in detected set cells" for the intra-frequency.
<next modification>
10.3.7.39
Intra-frequency measurement reporting criteria
The triggering of the event-triggered reporting for an intra-frequency measurement. All events concerning intra-frequency measurements are labelled 1x where x is a, b, c….

Event 1a: A Primary CPICH enters the Reporting Range (FDD only).

Event 1b: A Primary CPICH leaves the Reporting Range (FDD only).

Event 1c: A Non-active Primary CPICH becomes better than an active Primary CPICH (FDD only).

Event 1d: Change of best cell (FDD only).

Event 1e: A Primary CPICH becomes better than an absolute threshold (FDD only).

Event 1f: A Primary CPICH becomes worse than an absolute threshold (FDD only).

Event 1g: Change of best cell in TDD.

Event 1h: Timeslot ISCP below a certain threshold (TDD only).

Event 1i: Timeslot ISCP above a certain threshold (TDD only).

Event 1j: A Non-active E-DCH but active DCH Primary CPICH becomes better than an active E-DCH Primary CPICH (FDD only).

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Parameters required for each event
	OP
	1 to <maxMeasEvent>
	
	
	

	>Intra-frequency event identity
	MP
	
	Intra-frequency event identity 10.3.7.34
	
	

	>Triggering condition 1
	CV–clause 0
	
	Enumerated(Active set cells, Monitored set cells, Active set cells and monitored set cells)
	Indicates which cells can trigger the event
	

	>Triggering condition 2
	CV–clause 6
	
	Enumerated(Active set cells, Monitored set cells, Active set cells and monitored set cells, Detected set cells, Detected set cells and monitored set cells)
	Indicates which cells can trigger the event
	

	
	CV-clause 10
	
	
	
	REL-5

	>Reporting Range Constant
	CV–clause 2
	
	Real(0..14.5 by step of 0.5)
	In dB. In event 1a,1b. 
	

	>Cells forbidden to affect Reporting range
	CV–clause 1
	1 to <  maxCellMeas>
	
	In event 1a,1b
	

	>>CHOICE mode
	MP
	
	
	
	

	>>>FDD
	
	
	
	
	

	>>>>Primary CPICH info
	MP
	
	Primary CPICH info 10.3.6.60
	
	

	>>>TDD
	
	
	
	
	

	>>>>Primary CCPCH info
	MP
	
	Primary CCPCH info 10.3.6.57
	
	

	>W
	CV–clause 2
	
	Real(0.0..2.0 by step of 0.1)
	
	

	>Hysteresis
	MP
	
	Real(0..7.5 by step of 0.5)
	In dB.
	

	>Threshold used frequency
	CV-clause 3
	
	Integer

(-115..165)


	Range used depend on measurement quantity.

CPICH RSCP -115..-25 dBm

CPICH Ec/No -24..0 dB

Pathloss 30..165dB

ISCP -115..-25 dBm
	

	
	
	
	Integer (-120..165)
	Range used depend on measurement quantity.

CPICH RSCP -120..-25 dBm

CPICH Ec/No -24..0 dB

Pathloss 30..165dB

ISCP -120..-25 dBm
	REL-6

	>DeltaThreshold used frequency
	CV-clause 8
	
	Integer(-5..-1)
	If present, the actual value of Threshold used frequency = Threshold used frequency + DeltaThreshold used frequency
	REL-5

	
	
	
	
	Not used in Release 6 and later
	REL-6

	>Reporting deactivation
 threshold
	CV–clause 4
	
	Integer(0, 1, 2, 3, 4, 5, 6, 7)
	In event 1a

Indicates the maximum number of cells allowed in the active set in order for event 1a to occur.

0 means not applicable

.
	

	>Replacement activation
 threshold
	CV-clause 5
	
	Integer(0, 1, 2, 3, 4, 5, 6, 7)
	In event 1c

Indicates the minimum number of cells allowed in the active set in order for event 1c to occur.

0 means not applicable
	

	
	
	
	
	In event 1j

Indicates the minimum number of cells allowed in the E-DCH active set in order for event 1j to occur.

For event 1j values 5, 6 and 7 are not applicable.

0 means not applicable
	REL-6

	>Time to trigger
	MP
	
	Time to trigger 10.3.7.64
	Indicates the period of time during which the event condition has to be satisfied, before sending a Measurement Report. Time in ms
	

	>Amount of reporting
	CV–clause 7
	
	Integer(1, 2, 4, 8, 16, 32, 64, Infinity)
	In case the IE "Intra-frequency reporting criteria" is included in the IE "Inter-frequency measurement", this IE is not needed.
	

	>Reporting interval
	CV–clause 7
	
	Integer(0, 250, 500, 1000, 2000, 4000, 8000, 16000)
	Indicates the interval of periodical reporting when such reporting is triggered by an event. Interval in milliseconds.

0 means no periodical reporting. In case the IE "Intra-frequency reporting criteria" is included in the IE "Inter-frequency measurement", this IE is not needed.
	

	>Reporting cell status
	OP
	
	Reporting cell status 10.3.7.61
	
	

	>Periodical reporting information-1b
	CV–clause 9
	
	Periodical reporting info-1b

10.3.7.53aa
	In case the IE "Intra-frequency reporting criteria" is included in the IE "Inter-frequency measurement", this IE is not needed.
	REL-5

	>Use CIO
	CV-clause 10
	
	Boolean
	TRUE indicates that the cell individual offset shall be used for event evaluation
	REL-5

	Reporting criteria for secondary UL Frequency
	CV-Clause 11
	
	Intra-frequency measurement reporting criteria on secondary UL frequency
10.3.7.119
	
	REL-9

	CHOICE existence of excluded cells
	
	
	
	
	REL-11

	>Cells to be excluded in detected set cells
	CV-Clause 12
	1 to < maxExcludedDetectedSetCells >
	
	If present the UE should exclude indicated cells in the event evaluation when intra-frequency detected set is enabled.
	

	>>Primary CPICH info
	MP
	
	Primary CPICH info 10.3.6.60
	
	

	>Remove all excluded cells
	
	
	
	(no data)
	


	Condition
	Explanation

	Clause 0
	The IE is mandatory present if the IE "Intra-frequency event identity" is set to "1b" or "1f", otherwise the IE is not needed.

	Clause 1
	The IE is optional if the IE "Intra-frequency event identity" is set to "1a" or "1b", otherwise the IE is not needed.

	Clause 2
	The IE is mandatory present if the IE "Intra-frequency event identity" is set to "1a" or "1b", otherwise the IE is not needed.

	Clause 3
	The IE is mandatory present if the IE "Intra-frequency event identity" is set to , "1e", "1f", "1h" or "1i", otherwise the IE is not needed.

	Clause 4
	The IE is mandatory present if the IE "Intra-frequency event identity" is set to "1a", otherwise the IE is not needed.

	Clause 5
	The IE is mandatory present if the IE "Intra-frequency event identity" is set to "1c" or 1j , otherwise the IE is not needed.

	Clause 6
	The IE is mandatory present if the IE "Intra-frequency event identity" is set to "1a" or "1e", otherwise the IE is not needed. 

	Clause 7
	The IE is mandatory present if the IE "Intra-frequency event identity" is set to "1a", "1c" or 1j, otherwise the IE is not needed. 

	Clause 8
	The IE is optional if the IE "Intra-frequency event identity" is set to "1e", "1f", "1h" or "1i". Otherwise the IE is not needed.

	Clause 9
	The IE is optional if the IE "Intra-frequency event identity" is set to "1b", otherwise the IE is not needed.

	Clause 10
	The IE is optional if the IE "Intra-frequency event identity" is set to "1d", otherwise the IE is not needed.

	Clause 11
	The IE is not needed when sent in SYSTEM INFORMATION or when IE "Intra-frequency measurement reporting criteria" is included in the IE "Inter-frequency measurement", otherwise the IE is optional.

	Clause 12
	The IE is optional if the intra-frequency detected set is configured to trigger the measurement event, otherwise the IE is not needed.


<next modification>
11.2
PDU definitions

--**************************************************************

--

-- TABULAR: The message type and integrity check info are not

-- visible in this module as they are defined in the class module. 

-- Also, all FDD/TDD specific choices have the FDD option first 

-- and TDD second, just for consistency.

--

--**************************************************************

PDU-definitions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

--**************************************************************

--

-- IE parameter types from other modules

--

--**************************************************************

IMPORTS

-- Core Network IEs :


CN-DomainIdentity,


CN-InformationInfo,


CN-InformationInfo-r6,


CN-InformationInfoFull,


NAS-Message,


PagingRecordTypeID,


PLMN-Identity,

-- UTRAN Mobility IEs :


CellIdentity,

============partial omitted============

MeasurementCommand,


MeasurementCommand-r4,

MeasurementCommand-r6,

MeasurementCommand-r7,

MeasurementCommand-r8,


MeasurementCommand-r9,


MeasurementCommand-r10,


MeasurementCommand-r11,

MeasurementCommand-vxyzext,

MeasurementIdentity,


MeasurementIdentity-r9,


MeasurementIdentityExt,

============partial omitted============
-- ***************************************************

--

-- MEASUREMENT CONTROL

--

-- ***************************************************

MeasurementControl ::= CHOICE {


-- The Rel-4 functionality of UE Positioning OTDOA AssistanceData TDD is only available


-- in the later-than-r3 branch of this message (i.e. through the use of the IE


-- ue-Positioning-OTDOA-AssistanceData-r4)

r3







SEQUENCE {



measurementControl-r3


MeasurementControl-r3-IEs,



v390nonCriticalExtensions

SEQUENCE {




measurementControl-v390ext

MeasurementControl-v390ext,




v3a0NonCriticalExtensions


SEQUENCE {





measurementControl-v3a0ext


MeasurementControl-v3a0ext,




laterNonCriticalExtensions

SEQUENCE {






-- Container for additional R99 extensions






measurementControl-r3-add-ext

BIT STRING
OPTIONAL,






v4b0NonCriticalExtensions


SEQUENCE{






-- The content of the v4b0 non-critical extension has been removed. If sent 







-- to a UE of AS release 4, the UE behaviour is unspecified. A UE of AS 







-- release 5 onward shall comply with the v4b0 and later extensions in this 







-- branch of the message.







v590NonCriticalExtensions

SEQUENCE {








measurementControl-v590ext

MeasurementControl-v590ext-IEs,








v5b0NonCriticalExtensions

SEQUENCE {









measurementControl-v5b0ext

MeasurementControl-v5b0ext-IEs,









nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}





OPTIONAL







}





OPTIONAL






}





OPTIONAL





}





OPTIONAL




}





OPTIONAL



}





OPTIONAL


},


later-than-r3




SEQUENCE {



-- Least significant part of extended "RRC transaction identifier" (Rel-5 onward)



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



CHOICE {




r4







SEQUENCE {





measurementControl-r4


MeasurementControl-r4-IEs,





v4d0NonCriticalExtensions


SEQUENCE {






-- Container for adding non critical extensions after freezing REL-5






measurementControl-r4-add-ext

BIT STRING

OPTIONAL,






v590NonCriticalExtensions

SEQUENCE{






measurementControl-v590ext

MeasurementControl-v590ext-IEs,






v5b0NonCriticalExtensions

SEQUENCE {








measurementControl-v5b0ext

MeasurementControl-v5b0ext-IEs,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL






}
OPTIONAL




}
OPTIONAL




},




later-than-r4




SEQUENCE {





-- Most significant part of extended "RRC transaction identifier" (MSP):





-- extended "RRC transaction identifier" =




-- rrc-TransactionIdentifier-MSP * 4 + rrc-TransactionIdentifier




rrc-TransactionIdentifier-MSP

RRC-TransactionIdentifier,





criticalExtensions



CHOICE {






r6







SEQUENCE {







measurementControl-r6


MeasurementControl-r6-IEs,







v6a0NonCriticalExtensions

SEQUENCE {








measurementControl-v6a0ext

MeasurementControl-v6a0ext-IEs,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL






},






criticalExtensions



CHOICE {







r7







SEQUENCE {








measurementControl-r7


MeasurementControl-r7-IEs,








-- Container for adding non critical extensions after freezing REL-7








measurementControl-r7-add-ext
BIT STRING

OPTIONAL,








v7b0NonCriticalExtensions

SEQUENCE {









measurementControl-v7b0ext

MeasurementControl-v7b0ext-IEs,









nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}
OPTIONAL







},







criticalExtensions



CHOICE {








r8







SEQUENCE {









measurementControl-r8


MeasurementControl-r8-IEs,









-- Container for adding non critical extensions after freezing REL-9









measurementControl-r8-add-ext
BIT STRING

OPTIONAL,









v8a0NonCriticalExtensions

SEQUENCE {










measurementControl-v8a0ext

MeasurementControl-v8a0ext-IEs,










vb50NonCriticalExtensions
SEQUENCE {











measurementControl-vb50ext
MeasurementControl-vb50ext-IEs,











nonCriticalExtensions


SEQUENCE {}

OPTIONAL










}
OPTIONAL









}
OPTIONAL








},








criticalExtensions



CHOICE {









r9







SEQUENCE {









measurementControl-r9


MeasurementControl-r9-IEs,










-- Container for adding non critical extensions after freezing REL-10










measurementControl-r9-add-ext
BIT STRING

OPTIONAL,










v970NonCriticalExtensions


SEQUENCE {











measurementControl-v970ext

















MeasurementControl-v970ext-IEs,










vb50NonCriticalExtensions
SEQUENCE {












measurementControl-vb50ext


















MeasurementControl-vb50ext-IEs,












nonCriticalExtensions
SEQUENCE {}

OPTIONAL












}

OPTIONAL










}

OPTIONAL








},









criticalExtensions



CHOICE
{










r10







SEQUENCE
{












measurementControl-r10


MeasurementControl-r10-IEs, 












-- Container for adding non critical extensions after












-- freezing REL-11











measurementControl-r10-add-ext
BIT STRING

OPTIONAL, 











vaa0NonCriticalExtensions


SEQUENCE {












measurementControl-vaa0ext

















MeasurementControl-vaa0ext-IEs,












vab0NonCriticalExtensions


SEQUENCE {













measurementControl-vab0ext


















MeasurementControl-vab0ext-IEs,













vb50NonCriticalExtensions
SEQUENCE {














measurementControl-vb50ext

















MeasurementControl-vb50ext-IEs,














nonCriticalExtensions
SEQUENCE {}

OPTIONAL













}
OPTIONAL












}
OPTIONAL











}
OPTIONAL










},









criticalExtensions



CHOICE
{











r11







SEQUENCE
{













measurementControl-r11
























MeasurementControl-r11-IEs, 













-- Container for adding non critical extensions after













-- freezing REL-12












measurementControl-r11-add-ext
BIT STRING

























OPTIONAL,











vxyzNonCriticalExtensions


SEQUENCE {












measurementControl-vxyzext




















MeasurementControl-vxyzext-IEs,












nonCriticalExtensions


SEQUENCE {}

OPTIONAL











}
OPTIONAL










},










criticalExtensions



SEQUENCE {}










}









}








}







}






}





}




}



}


}

}

============partial omitted============
MeasurementControl-r11-IEs ::=
SEQUENCE {


-- Measurement IEs



measurementIdentity



MeasurementIdentity-r9,



-- TABULAR: The measurement type is included in measurementCommand.



measurementCommand



MeasurementCommand-r11,



measurementReportingMode

MeasurementReportingMode


OPTIONAL,



additionalMeasurementList

AdditionalMeasurementID-List-r9

OPTIONAL,



cellDCHMeasOccasionInfo-TDD128
CellDCHMeasOccasionInfo-TDD128-r9
OPTIONAL,


-- Physical channel IEs



dpch-CompressedModeStatusInfo
DPCH-CompressedModeStatusInfo-r10

OPTIONAL

}

MeasurementControl-vb50ext-IEs ::= SEQUENCE {


-- Measurement IEs


interRATMeasurement




InterRATMeasurement-r11




OPTIONAL

}
MeasurementControl-vxyzext-IEs ::= SEQUENCE {


-- Measurement IEs


-- TABULAR: The measurement type is included in measurementCommand.


measurementCommand



MeasurementCommand-vxyzext



OPTIONAL

}
============partial omitted============
MeasurementCommand-r10 ::=


CHOICE {


setup







MeasurementType-r10,


modify







SEQUENCE {



measurementType





MeasurementType-r10



OPTIONAL


},


release







NULL

}

MeasurementCommand-r11 ::=


CHOICE {


setup







MeasurementType-r11,


modify







SEQUENCE {



measurementType





MeasurementType-r11



OPTIONAL


},


release







NULL

}

MeasurementCommand-vbb0ext ::=


CHOICE {


setup







MeasurementType-vxyzext,


modify







SEQUENCE {



measurementType





MeasurementType-vxyzext



OPTIONAL


},


release







NULL

}
============partial omitted============
MeasurementType-r10 ::=



CHOICE {


intraFrequencyMeasurement


IntraFrequencyMeasurement-r10,


interFrequencyMeasurement


InterFrequencyMeasurement-r10,


interRATMeasurement




InterRATMeasurement-r9,


up-Measurement





UE-Positioning-Measurement-r10,


trafficVolumeMeasurement


TrafficVolumeMeasurement,


qualityMeasurement




QualityMeasurement,


ue-InternalMeasurement



UE-InternalMeasurement-r4,


csgProximityDetection



CSGProximityDetection
}

MeasurementType-r11 ::=



CHOICE {


intraFrequencyMeasurement


IntraFrequencyMeasurement-r11,


interFrequencyMeasurement


InterFrequencyMeasurement-r11,


interRATMeasurement




InterRATMeasurement-r11,


up-Measurement





UE-Positioning-Measurement-r10,


trafficVolumeMeasurement


TrafficVolumeMeasurement,


qualityMeasurement




QualityMeasurement,


ue-InternalMeasurement



UE-InternalMeasurement-r4,


csgProximityDetection



CSGProximityDetection,


eutraMeasurementForCELLFACH


EUTRA-MeasurementForCELLFACH

}

MeasurementType-vxyzext ::=


CHOICE {


intraFrequencyMeasurement


IntraFrequencyMeasurement-vxyzext
}
<next modification>
11.3
Information element definitions

InformationElements DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


hiPDSCHidentities,


hiPUSCHidentities,


hiRM,


maxAC,


maxAdditionalMeas,


maxMultipleFrequencyBandsEUTRA,


maxMultipleFrequencyBandsFDD,


maxASC,


maxASCmap,


maxASCpersist,


maxCCTrCH,


maxCellMeas,


maxCellMeas-1,


maxCellMeasOnSecULFreq,


maxCellMeasOnSecULFreq-1,


maxCNdomains,

============partial omitted============
IntraFreqReportCriteria-r9 ::=

CHOICE {


intraFreqReportingCriteria


IntraFreqReportingCriteria-r9,


periodicalReportingCriteria


PeriodicalWithReportingCellStatus,


noReporting






ReportingCellStatusOpt

}

IntraFreqReportCriteria-r11 ::=

CHOICE {


intraFreqReportingCriteria


IntraFreqReportingCriteria-r11,


periodicalReportingCriteria


PeriodicalWithReportingCellStatus,


noReporting






ReportingCellStatusOpt

}

IntraFreqReportCriteria-vxyzext ::=

CHOICE {

intraFreqReportingCriteria


IntraFreqReportingCriteria-vxyzext,

}

IntraFreqReportingCriteria ::=

SEQUENCE {


eventCriteriaList




IntraFreqEventCriteriaList

OPTIONAL

}

IntraFreqReportingCriteria-r4 ::=
SEQUENCE {


eventCriteriaList




IntraFreqEventCriteriaList-r4
OPTIONAL

}

IntraFreqReportingCriteria-LCR-r4 ::=
SEQUENCE {


eventCriteriaList




IntraFreqEventCriteriaList-LCR-r4
OPTIONAL

}

IntraFreqReportingCriteria-r6 ::= SEQUENCE {


eventCriteriaList




IntraFreqEventCriteriaList-r6
OPTIONAL

}

IntraFreqReportingCriteria-r7 ::= SEQUENCE {


eventCriteriaList




IntraFreqEventCriteriaList-r7
OPTIONAL

}

IntraFreqReportingCriteria-r9 ::= SEQUENCE {


eventCriteriaList




IntraFreqEventCriteriaList-r7


OPTIONAL,


eventCriteriaListOnSecULFreq

IntraFreqEventCriteriaListOnSecULFreq
OPTIONAL

}

IntraFreqReportingCriteria-r11 ::= SEQUENCE {


eventCriteriaList




IntraFreqEventCriteriaList-r7


OPTIONAL,


eventCriteriaListOnSecULFreq

IntraFreqEventCriteriaListOnSecULFreq
OPTIONAL,


excludedCellInfoList



CellInfoListToBeExcluded



OPTIONAL

}

IntraFreqReportingCriteria-vxyzext ::= SEQUENCE {


existenceofExcludedCells


CHOICE {


excludedCellInfoList



CellInfoListToBeExcluded,



removeAllExcludedCells



NULL

}
OPTIONAL
}
IntraFreqReportingCriteria-1b-r5 ::= SEQUENCE {

periodicReportingInfo-1b


PeriodicReportingInfo-1b
}
============partial omitted============
IntraFrequencyMeasurement-r11 ::=

SEQUENCE {


intraFreqCellInfoList



IntraFreqCellInfoList-r10


OPTIONAL,


intraFreqCellInfoListOnSecULFreq
IntraFreqCellInfoListOnSecULFreq
OPTIONAL,


intraFreqMeasQuantity



IntraFreqMeasQuantity



OPTIONAL,


intraFreqReportingQuantity


IntraFreqReportingQuantity


OPTIONAL,


measurementValidity




MeasurementValidity




OPTIONAL,


reportCriteria





IntraFreqReportCriteria-r11


OPTIONAL,


periodicalReportingCriteriaOnSecULFreq











PeriodicalWithReportingCellStatusOnSecULFreq
OPTIONAL

}

IntraFrequencyMeasurement-vxyzext ::=

SEQUENCE {

reportCriteria





IntraFreqReportCriteria-vxyzext


OPTIONAL
}
IntraFrequencyMeasuredResultsListOnSecULFreq ::= SEQUENCE (SIZE (1..maxCellMeasOnSecULFreq)) OF













CellMeasuredResults-r9

IntraUTRAANR ::= SEQUENCE {


loggingAbsoluteThreshold


LoggingAbsoluteThreshold,


loggingRelativeThreshold


LoggingRelativeThreshold


OPTIONAL

}

<end of modification>
