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<start of modification>
8.6.7.14
Inter-frequency measurement
If the Inter-frequency cell info list, included in the variable CELL_INFO_LIST, includes a number (M) of frequencies that is larger than the number (N) considered in a UE performance requirement defined in [19] and [20]:

1>
the UE shall:

2>
meet this performance requirement on the first relevant (N) frequencies, according to the order defined by the position of the frequencies in the Inter-frequency cell info list, included in the variable CELL_INFO_LIST.

1>
the UE may:

2>
ignore the remaining (M-N) frequencies.
NOTE:
If the variable SECONDARY_CELL_E_DCH_TRANSMISSION is TRUE, the relevant (N) frequencies do not include the downlink frequency associated with the secondary uplink frequency.

If IE "Inter-frequency measurement" is received by the UE in a MEASUREMENT CONTROL message, where IE "measurement command" has the value "setup", but IE "Inter-frequency measurement quantity", IE "Inter-frequency reporting quantity" or IE "parameters required for each event" (given "CHOICE Report criteria" is set to "inter-frequency measurement reporting criteria") is not received, the UE shall:

1>
clear all stored measurement control information related associated to this measurement identity in variable MEASUREMENT_IDENTITY;

1>
set the variable CONFIGURATION_INCOMPLETE to TRUE.

If IE "Inter-frequency measurement" is received by the UE in a MEASUREMENT CONTROL message, where IE "measurement command" has the value "modify":

1>
if CHOICE "Report criteria" in IE "Inter-frequency measurement" is set to "intra-frequency measurement reporting criteria" and IE "parameters required for each event" is present:

2>
for FDD, 3.84 Mcps TDD and 7.68 Mcps TDD; or

2>
for 1.28 Mcps TDD, if the UE uses only one frequency:

3>
the UE behaviour is unspecified.
If IE "Inter-frequency measurement" is received by the UE in a MEASUREMENT CONTROL message, where IE "measurement command" has the value "setup" and CHOICE "Report criteria" in IE "Inter-frequency measurement" is set to "intra-frequency measurement reporting criteria":

1>
for FDD, 3.84 Mcps TDD and 7.68 Mcps TDD; or

1>
for 1.28 Mcps TDD, if the UE uses only one frequency:

2>
the UE behaviour is unspecified.
In the case of an inter-frequency measurement for FDD, the UE shall:

1>
if IE "Inter-frequency measurement" is received by the UE in a MEASUREMENT CONTROL message, where IE "measurement command" has the value "setup", if an inter-frequency event is configured that is different from event 2d or 2f, and if at least one frequency other than the downlink frequency associated with the secondary uplink frequency is configured, and if the IE "Inter-frequency SET UPDATE" is not received in that same message:

2>
set the variable CONFIGURATION_INCOMPLETE to TRUE.

NOTE:
The UTRAN should include the IE "Inter-frequency SET UPDATE" in the MEASUREMENT CONTROL message with the IE "measurement command" set to "modify" when event 2a, 2b, 2c 2e or 2g is first configured, and when the UE is requested to measure a frequency other than the downlink frequency associated with the secondary uplink frequency that has not been previously measured. Otherwise the UE behaviour is unspecified.

If IE "Inter-frequency measurement" is received by the UE in a MEASUREMENT CONTROL message:

1>
if CHOICE "Report criteria" is set to "inter-frequency measurement reporting criteria" and CHOICE "reporting criteria" in "inter-frequency measurement quantity" is not set to "inter-frequency reporting criteria"; or

1>
if CHOICE "Report criteria" is set to "intra-frequency measurement reporting criteria" and CHOICE "reporting criteria" in "inter-frequency measurement quantity" is not set to "intra-frequency reporting criteria":

2>
for FDD, 3.84 Mcps TDD and 7.68 Mcps TDD; or

2>
for 1.28 Mcps TDD, if the UE uses only one frequency:
3>
the UE behaviour is not specified.
1>
for FDD, if CHOICE "Report criteria" is set to "inter-frequency measurement reporting criteria" and "Blacklisted cells in non-used frequency" is received:

2>
for any non-used frequency, if the CHOICE "Existence of excluded cells" has the value "Cells to be excluded in non-used frequency detected cells":
3>
if there is no stored "Cells to be excluded in non-used frequency detected cells" for the indicated non-used frequency:

4>
store the "Cells to be excluded in non-used frequency detected cells" for that non-used frequency;
3>
else, if the stored "Cells to be excluded in non-used frequency detected cells" for the indicated non-used frequency is different from the one stored for that non-used frequency:
4>
the UE behaviour is not specified.
2>
for any non-used frequency, if the CHOICE "Existence of excluded cells" has the value "Remove all excluded cells"
3>
clear the stored "Cells to be excluded in non-used frequency detected cells" for the indicated non-used frequency.
If the variable CONFIGURATION_INCOMPLETE is set to TRUE, the UE shall:

1>
act as described in subclause 8.4.1.4a.
<next modification>
10.3.7.19
Inter-frequency measurement reporting criteria
The triggering of the event-triggered reporting for an inter-frequency measurements. All events concerning inter-frequency measurements are labelled 2x where x is a,b,c, ...

Event 2a: Change of best frequency.

Event 2b: The estimated quality of the currently used frequency is below a certain threshold and the estimated quality of a non-used frequency is above a certain threshold.

Event 2c: The estimated quality of a non-used frequency is above a certain threshold.

Event 2d: The estimated quality of the currently used frequency is below a certain threshold.

Event 2e: The estimated quality of a non-used frequency is below a certain threshold.

Event 2f: The estimated quality of the currently used frequency is above a certain threshold.
Event 2g: Change of best cell on a configured secondary downlink frequency.
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Parameters required for each event
	OP
	1 to <maxMeasEvent>
	
	
	

	>Inter-frequency event identity
	MP
	
	Inter-frequency event identity 10.3.7.14
	
	

	>Threshold used frequency
	CV–clause 0
	
	Integer(-115..0)
	Ranges used depend on measurement quantity.

CPICH Ec/No -24..0dB

CPICH/Primary CCPCH RSCP -115..-25dBm
	

	
	
	
	Integer (-120..0)
	Ranges used depend on measurement quantity.

CPICH Ec/No -24..0dB

CPICH/Primary CCPCH RSCP -120..-25dBm
	REL-6

	>DeltaThreshold used frequency
	CV-clause 3
	
	Integer(-5..-1)
	If present, the actual value of Threshold used frequency = Threshold used frequency + DeltaThreshold used frequency
	REL-5

	
	
	
	
	Not used in Release 6 and later
	REL-6

	>W used frequency
	CV–clause 2
	
	Real(0, 0.1..2.0 by step of 0.1)
	
	

	>Hysteresis
	MP
	
	Real(0, 0.5..14.5 by step of 0.5)
	In event 2a, 2b, 2c, 2d, 2e, 2f, 2g
	

	>Time to trigger
	MP
	
	Time to trigger 10.3.7.64
	Indicates the period of time during which the event condition has to be satisfied, before sending a Measurement Report.

Time in ms.
	

	>Reporting cell status
	OP
	
	Reporting cell status 10.3.7.61
	
	

	>Parameters required for each non-used frequency
	OP
	1 to <maxFreq>
	
	In this release, the first listed threshold, W and triggering condition parameter shall apply to all non-used frequencies.
	

	>>Threshold non used frequency
	CV–clause 1
	
	Integer(-115..0)
	Ranges used depend on measurement quantity.

CPICH Ec/No -24..0dB

CPICH/Primary CCPCH RSCP -115..-25dBm.

This IE is not needed if the IE "Inter-frequency event identity" is set to 2a. However, it is specified to be mandatory to align with the ASN.1.
	

	
	
	
	Integer (-120..0)
	Ranges used depend on measurement quantity.

CPICH Ec/No -24..0dB

CPICH/Primary CCPCH RSCP -120..-25dBm

This IE is not needed if the IE "Inter-frequency event identity" is set to 2a.
	REL-6

	>> DeltaThreshold non used frequency


	CV-clause 4
	
	Integer(-5..-1)
	If present, the actual value of Threshold non used frequency = Threshold non used frequency + DeltaThreshold non used frequency
	REL-5

	
	
	
	
	Not used in Release 6 and later
	REL-6

	>>W non-used frequency
	CV-clause 1
	
	Real(0, 0.1..2.0 by step of 0.1)
	
	

	>>Triggering Condition non-used frequency detected cells
	CV-clause 4
	
	Enumerated(true)
	If present the UE shall include detected set cells in the event evaluation
	REL-10

	>Use CIO
	CV-clause 6
	
	Enumerated (TRUE)
	If present the UE shall use cell individual offset for event evaluation.
	REL-12

	Blacklisted cells in non-used frequency
	CV-clause 5
	1 to <maxFreq>
	
	If present the UE should exclude indicated cells in the event evaluation when non-used frequency detected cells is enabled.
	REL-12

	>Frequency info
	MP
	
	Frequency info 10.3.6.36
	
	REL-12

	>CHOICE existence of excluded cells 
	
	
	
	
	

	>>Cells to be excluded in non-used frequency detected cells
	MP
	1 to <maxExcludedDetectedSetCells>
	
	
	REL-12

	>>>Primary CPICH info
	MP
	
	Primary CPICH info 10.3.6.60
	
	REL-12

	>>Remove all excluded cells
	
	
	
	(no data)
	REL-12


	Condition
	Explanation

	Clause 0
	This IE is mandatory present if the IE "Inter frequency event identity" is set to 2b, 2d, or 2f, otherwise the IE is not needed.

	Clause 1
	This IE is mandatory present if the IE "Inter frequency event identity" is set to 2a, 2b, 2c or 2e, otherwise the IE is not needed

	Clause 2
	This IE is mandatory present if the IE "Inter-frequency event identity" is set to 2a, 2b, 2d or 2f, otherwise the IE is not needed.

	Clause 3
	This IE is optional if the IE "Inter frequency event identity" is set to 2b, 2d, or 2f. Otherwise the IE is not needed.

Note that in order to align with the ASN.1, this IE is always included when the IE “DeltaThreshold non used frequency“ is present, but the value shall be ignored if the "Inter-frequency event identity" is not set to 2b, 2d or 2f.

	Clause 4
	This IE is optional if the IE "Inter frequency event identity" is set to 2a, 2b, 2c or 2e. Otherwise the IE is not needed.

	Clause 5
	This IE is optional if the IE "Triggering Condition non-used frequency detected cells" is present. Otherwise the IE is not needed.

	Clause 6
	This IE is optional if the IE "Inter frequency event identity" is set to 2g. Otherwise the IE is not needed.


<next modification>
11.3
Information element definitions

InformationElements DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS
==============partial omitted================
InterFreqBlacklistedCellsList-r12 ::=

SEQUENCE (SIZE (1..maxFreq)) OF














InterFreqBlacklistedCells-r12

InterFreqBlacklistedCells-r12 ::=

SEQUENCE {


frequencyInfo





FrequencyInfo,

existenceofexcludedcells


CHOICE {


excludedCellInfoList



CellInfoListToBeExcluded;


removeallexcludedcells



NULL


}
}
<end of modification>
