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1. Introduction
In RAN2#87Bis following was agreed regarding the timing reference issue in dual connectivity [1]:
	Agreements
1
No need to change current ASN.1 structure of IDC-Config for dual connectivity
2
No need to enhance IDC for DC. 

3
Autonomous denial is not applicable to the SCG

4
The IDC indication is not forwarded to the SCG (the MeNB may e.g. use FDM solution if needed and release an SCG SCell or the entire SCG)

5
The UE uses the SFN of MCG as the timing reference to derive the TDM assistance information (like for all other timings. No need to mention explicitly for this case in the specification)


For the highlighted bullet in the agreement apart from the TDM assistance information derivation the timing reference is applicable for the measurement gaps. Apart from these two we could not find other scenarios where the SFN of MCG would be used as timing reference by the UE when configured with dual connectivity mode of operation.

The endorsed RRC CR in [2] captures the timing reference for applicability of measurement gap as follows:

<Extract from the endorsed RRC CR>
5.5.2.9
Measurement gap configuration

The UE shall:

1>
if measGapConfig is set to setup:
2>
if a measurement gap configuration is already setup, release the measurement gap configuration;

2>
setup the measurement gap configuration indicated by the measGapConfig in accordance with the received gapOffset, i.e., the first subframe of each gap occurs at an SFN and subframe meeting the following condition (SFN and subframe of MCG cells):

SFN mod T = FLOOR(gapOffset/10);

subframe = gapOffset mod 10;

with T = MGRP/10 as defined in TS 36.133 [16];

NOTE:
The UE applies a single gap, which timing is relative to the MCG cells, even when configured with DC.
1>
else:

2>
release the measurement gap configuration;

<End of Extract>
 We therefore propose capture the timing reference applicability also for the TDM assistance information as follows:

Option 1: Capture according to the text proposal provided for stage-2.

Option 2: Capture according to the NOTE provided for RRC
2. Text Proposals
<Option 1: Text Proposal for Stage-2>
23.4
Interference avoidance for in-device coexistence

23.4.1
Problems

In order to allow users to access various networks and services ubiquitously, an increasing number of UEs are equipped with multiple radio transceivers. For example, a UE may be equipped with LTE, WiFi, and Bluetooth transceivers, and GNSS receivers. Due to extreme proximity of multiple radio transceivers within the same UE operating on adjacent frequencies or sub-harmonic frequencies, the interference power coming from a transmitter of the collocated radio may be much higher than the actual received power level of the desired signal for a receiver. This situation causes In-Device Coexistence (IDC) interference and is referred to as IDC problems. The challenge lies in avoiding or minimizing IDC interference between those collocated radio transceivers, as current state-of-the-art filter technology might not provide sufficient rejection for certain scenarios (see 3GPP TR 36.816 [50]).

23.4.2
Solutions

When a UE experiences IDC problems that it cannot solve by itself and a network intervention is required, it sends an IDC indication via dedicated RRC signalling to report the IDC problems to the eNB. The UE may rely on existing LTE measurements and/or UE internal coordination to assess the interference and the details are left up to UE implementation.
NOTE:
For instance, the interference is applicable over several subframes/slots where not necessarily all the subframes/slots are affected and consists of interference caused by the aggressor radio to the victim radio during either active data exchange or upcoming data activity which is expected in up to a few hundred milliseconds.

A UE that supports IDC functionality indicates this capability to the network, and the network can then configure by dedicated signalling whether the UE is allowed to send an IDC indication. The IDC indication can only be triggered for frequencies for which a measurement object is configured and when:
-
for the primary frequency, the UE is experiencing IDC problems that it cannot solve by itself;

-
for a secondary frequency, regardless of the activation state of the corresponding SCell, the UE is experiencing or expects to experience upon activation IDC problems that it cannot solve by itself;

-
for a non-serving frequency, the UE expects to experience IDC problems that it cannot solve by itself if that non-serving frequency becomes a serving one.

When notified of IDC problems through an IDC indication from the UE, the eNB can choose to apply a Frequency Division Multiplexing (FDM) solution or a Time Division Multiplexing (TDM) solution:

-
The basic concept of an FDM solution is to move the LTE signal away from the ISM band by e.g., performing inter-frequency handover within E-UTRAN or removing SCells from the set of serving cells.

-
The basic concept of a TDM solution is to ensure that transmission of a radio signal does not coincide with reception of another radio signal. LTE DRX mechanism is used to provide TDM patterns (i.e. periods during which the LTE UE may be scheduled or is not scheduled) to resolve the IDC issues. DRX based TDM solution should be used in a predictable way, i.e. the eNB should ensure a predictable pattern of unscheduled periods by means of DRX mechanism.

To assist the eNB in selecting an appropriate solution, all necessary/available assistance information for both FDM and TDM solutions is sent together in the IDC indication to the eNB. The IDC assistance information contains the list of E-UTRA carriers suffering from IDC problems, the direction of the interference and, depending on the scenario (see 3GPP TR 36.816 [50]), it also contains TDM patterns or parameters to enable appropriate DRX configuration for TDM solutions on the serving E-UTRA carrier. When setting the TDM assistance information, the UE uses the MCG SFN as the timing reference even if the IDC affected frequency is served by a configured SCG cell.  The IDC indication is also used to update the IDC assistance information, including for the cases when the UE no longer suffers from IDC problems. In case of inter-eNB handover, the IDC assistance information is transferred from the source eNB to the target eNB.
<End of Text Proposal for stage-2>
<Option 2: Text Proposal for RRC>
5.6.9.3
Actions related to transmission of InDeviceCoexIndication message

The UE shall set the contents of the InDeviceCoexIndication message as follows:

1>
if there is at least one E-UTRA carrier frequency, for which a measurement object is configured, that is affected by IDC problems:

2>
include the IE affectedCarrierFreqList with an entry for each affected E-UTRA carrier frequency for which a measurement object is configured;

2>
for each E-UTRA carrier frequency included in the the IE affectedCarrierFreqList, include interferenceDirection and set it accordingly;
2>
include Time Domain Multiplexing (TDM) based assistance information:

3>
if the UE has DRX related assistance information that could be used to resolve the IDC problems:

4>
include drx-CycleLength, drx-Offset and drx-ActiveTime;

3>
else (the UE has desired subframe reservation patterns related assistance information that could be used to resolve the IDC problems):

4>
include idc-SubframePatternList;

NOTE 1:
When sending an InDeviceCoexIndication message to inform E-UTRAN the IDC problems, the UE includes all assistance information (rather than providing e.g. the changed part(s) of the assistance information).
NOTE 2: The UE configured with DC derives the TDM assistance information using the MCG SFN as the timing reference regardless of experiencing IDC problems in either CG
The UE shall submit the InDeviceCoexIndication message to lower layers for transmission.
<End of Text Proposal for RRC>
3. Conclusion
Proposal: RAN2 is requested to adopt TP either based on Option 1 or Option 2. We have a slight preference to capture in RRC.
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