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Start of Modification
–
SystemInformationBlockType17

The IE SystemInformationBlockType17 contains information relevant for traffic steering between E-UTRAN and WLAN. 

SystemInformationBlockType17 information element
-- ASN1START

SystemInformationBlockType17-r12 ::=
SEQUENCE {


wlan-OffloadPerPLMN-List-r12


SEQUENCE (SIZE (1..maxPLMN-r11)) OF










 WLAN-OffloadPerPLMN-r12


OPTIONAL, -- Need OR

lateNonCriticalExtension



OCTET STRING



OPTIONAL,


...

}

WLAN-OffloadPerPLMN-r12 ::= SEQUENCE {



plmn-Identity-r12




INTEGER (1..maxPLMN-r11),

 
wlan-OffloadConfigCommon-r12

WLAN-OffloadConfig-r12,


wlan-Id-List-r12




WLAN-Id-List-r12


OPTIONAL
}

0
WLAN-Id-r12 ::=



SEQUENCE {

wlan-Identifiers



SEQUENCE{



ssid






OCTET STRING (SIZE (1..32))
OPTIONAL,



bssid






OCTET STRING (SIZE (6))


OPTIONAL,



hessid






OCTET STRING (SIZE (6))


OPTIONAL

}
}

-- ASN1STOP

	SystemInformationBlockType17 field descriptions

	bssid

Basic Service Set Identifier (BSSID) defined in IEEE 802.11-2012 [67].

	hessid

Homogenous Extended Service Set Identifier (HESSID) defined in IEEE 802.11-2012 [67].

	plmn-Identity
RAN assistance parameters per PLMN. Value 1 indicates the PLMN listed 1st in plmn-IdentityList included in SIB1, value 2 indicates the PLMN listed 2nd in plmn-IdentityList included in SIB1 and so on.

	ssid

Service Set Identifier (SSID) defined in IEEE 802.11-2012 [67].


End of Modification
