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<start of modification>
8.4.1.3
Reception of MEASUREMENT CONTROL by the UE
Upon reception of a MEASUREMENT CONTROL message the UE shall perform actions specified in subclause 8.6 unless otherwise specified below.

The UE shall:

1>
read the IE "Measurement command";

1>
if the IE "Measurement command" has the value "setup":
==========partial omitted==========
1>
if the IE "measurement command" has the value "release":
2>
terminate the measurement associated with the identity given in the IE "measurement identity";

2>
clear all stored measurement control information related associated to this measurement identity in variable MEASUREMENT_IDENTITY.
1> if any configured inter-frequency measurement is to be released, for each non-used frequency, the UE shall:

2>
if the "measurement identity" of the to-be-released measurement is the same as the one which lastly configured the "Cells to be excluded in non-used frequency detected cells" for that non-used frequency:
3>
remove the stored "Cells to be excluded in non-used frequency detected cells" for that non-used frequency.
1>
if the IE "DPCH Compressed Mode Status Info" is present:

2>
if, as the result of this message, UE will have more than one transmission gap pattern sequence with the same measurement purpose active (according to IEs "TGMP" and "Current TGPS Status Flag" in variable TGPS_IDENTITY):

3>
set the variable CONFIGURATION_INCOMPLETE to TRUE.

2>
if there is any pending "TGPS reconfiguration CFN" or any pending "TGCFN":

3>
the UE behaviour is unspecified.

2>
if there is a pending "activation time" for a reconfiguration procedure that included the IE "DPCH Compressed mode info":

3>
the UE behaviour is unspecified.
2>
if pattern sequence corresponding to IE "TGPSI" is already active (according to "Current TGPS Status Flag") in the variable TGPS_IDENTITY):

3>
if the "TGPS Status Flag" in this message is set to "deactivate" for the corresponding pattern sequence:

4>
deactivate this pattern sequence at the beginning of the frame indicated by IE "TGPS reconfiguration CFN" received in the message;

4>
set the "Current TGPS Status Flag" for this pattern sequence in the variable TGPS_IDENTITY to "inactive" at the frame indicated by IE "TGPS reconfiguration CFN" received in the message.

3>
if the "TGPS Status Flag" in this message is set to "activate" for the corresponding pattern sequence:

4>
deactivate this pattern sequence at the beginning of the frame indicated by IE "TGPS reconfiguration CFN" received in the message.

NOTE1:
The temporary deactivation of pattern sequences for which the status flag is set to "activate" can be used by the network to align the timing of already active patterns with newly activated patterns.

NOTE2:
The deactivation of pattern sequences only occurs as a result of RRC messages received by the UE, i.e. the UE does not set the "Current TGPS Status Flag" to "inactive" after the final gap of a finite length pattern sequence.

2>
after the time indicated by IE "TGPS reconfiguration CFN" has elapsed:

3>
activate the pattern sequence corresponding to each IE "TGPSI" for which the "TGPS status flag" in this message is set to "activate" at the time indicated by IE "TGCFN"; and

3>
set the corresponding "Current TGPS status flag" for this pattern sequence in the variable TGPS_IDENTITY to "active"; and

3>
begin the inter-frequency and/or inter-RAT measurements corresponding to the pattern sequence measurement purpose of each activated pattern sequence;

3>
if the values of IE "TGPS reconfiguration CFN" and IE "TGCFN" are equal:

4>
start the concerned pattern sequence immediately at that CFN.

2>
not alter pattern sequences stored in variable TGPS_IDENTITY, if the pattern sequence is not identified in IE "TGPSI" in the received message.

1>
if the IE "CELL_DCH measurement occasion info LCR" is present:
2>
perform actions for the IE "CELL_DCH measurement occasion info LCR" as specified in subclause 8.6.7.26;
1>
if the UE in CELL_FACH state receives a MEASUREMENT CONTROL message, which indicates the same measurement identity as that stored in the variable MEASUREMENT_IDENTITY:

2>
update the stored information with the traffic volume measurement control information in variable MEASUREMENT_IDENTITY; and

2>
refrain from updating the traffic volume measurement control information associated with this measurement identity in the variable MEASUREMENT_IDENTITY with the information received in System Information Block type 12 (or System Information Block type 11, according to subclause 8.1.1.6.11) until this measurement is explicitly released with another MEASUREMENT CONTROL message.

1>
for FDD, if the IE "Read SFN indicator" included in the IE "Cell info" of an inter-frequency cell is set to TRUE and  according  to the UE's measurement capabilies, the UE requires DL compressed mode in order to perform measurements on the frequency for which the SFN is to be read:

2>
set the variable CONFIGURATION_INCOMPLETE to TRUE.
1>
clear the entry for the MEASUREMENT CONTROL message in the table "Accepted transactions" in the variable TRANSACTIONS.

The UE may:

1>
if the IE "Measurement command" has the value "setup":

2>
for measurement type "UE positioning measurement":

3>
if the UE is CELL_FACH state:

4>
if IE "Positioning Method" is set to "GPS":

5>
if IE "UE positioning GPS assistance data" is not included and variable UE_POSITIONING_GPS_DATA is empty:

6>
if System Information Block types 15, 15.1, 15.2 and 15.3 are broadcast:

7>
read System Information Block types 15, 15.1, 15.2 and 15.3.

6>
act as specified in subclause 8.6.7.19.3.

5>
if IE "GANSS Positioning Methods" is present:

6>
for each GNSS indicated in IE "GANSS Positioning Methods" and supported by UE:

7>
if IE "UE positioning GANSS assistance data" is not included and variable UE_POSITIONING_GANSS_DATA does not contain data for that GNSS:

8>
if System Information Block types 15bis, 15.1bis, 15.2bis, 15.2ter, 15.3bis, 15.6, 15.7 and 15.8 are broadcast:

9>
read System Information Block types 15bis, 15.1bis, 15.2bis, 15.2ter, 15.3bis, 15.6, 15.7 and 15.8.

8>
act as specified in subclause 8.6.7.19.7.
6>
if BDS is indicated in IE "GANSS Positioning Methods" and supported by UE:

7>
if IE "UE positioning GANSS assistance data" is not included:

8>
if System Information Block type 15.1ter is broadcast:

9>
read System Information Block type 15.1ter.

8>
act as specified in subclause 8.6.7.19.7.
1>
and the procedure ends.
<next modification>

8.6.7.14
Inter-frequency measurement
If the Inter-frequency cell info list, included in the variable CELL_INFO_LIST, includes a number (M) of frequencies that is larger than the number (N) considered in a UE performance requirement defined in [19] and [20]:

1>
the UE shall:

2>
meet this performance requirement on the first relevant (N) frequencies, according to the order defined by the position of the frequencies in the Inter-frequency cell info list, included in the variable CELL_INFO_LIST.

1>
the UE may:

2>
ignore the remaining (M-N) frequencies.
NOTE:
If the variable SECONDARY_CELL_E_DCH_TRANSMISSION is TRUE, the relevant (N) frequencies do not include the downlink frequency associated with the secondary uplink frequency.

If IE "Inter-frequency measurement" is received by the UE in a MEASUREMENT CONTROL message, where IE "measurement command" has the value "setup", but IE "Inter-frequency measurement quantity", IE "Inter-frequency reporting quantity" or IE "parameters required for each event" (given "CHOICE Report criteria" is set to "inter-frequency measurement reporting criteria") is not received, the UE shall:

1>
clear all stored measurement control information related associated to this measurement identity in variable MEASUREMENT_IDENTITY;

1>
set the variable CONFIGURATION_INCOMPLETE to TRUE.

If IE "Inter-frequency measurement" is received by the UE in a MEASUREMENT CONTROL message, where IE "measurement command" has the value "modify":

1>
if CHOICE "Report criteria" in IE "Inter-frequency measurement" is set to "intra-frequency measurement reporting criteria" and IE "parameters required for each event" is present:

2>
for FDD, 3.84 Mcps TDD and 7.68 Mcps TDD; or

2>
for 1.28 Mcps TDD, if the UE uses only one frequency:

3>
the UE behaviour is unspecified.
If IE "Inter-frequency measurement" is received by the UE in a MEASUREMENT CONTROL message, where IE "measurement command" has the value "setup" and CHOICE "Report criteria" in IE "Inter-frequency measurement" is set to "intra-frequency measurement reporting criteria":

1>
for FDD, 3.84 Mcps TDD and 7.68 Mcps TDD; or

1>
for 1.28 Mcps TDD, if the UE uses only one frequency:

2>
the UE behaviour is unspecified.
In the case of an inter-frequency measurement for FDD, the UE shall:

1>
if IE "Inter-frequency measurement" is received by the UE in a MEASUREMENT CONTROL message, where IE "measurement command" has the value "setup", if an inter-frequency event is configured that is different from event 2d or 2f, and if at least one frequency other than the downlink frequency associated with the secondary uplink frequency is configured, and if the IE "Inter-frequency SET UPDATE" is not received in that same message:

2>
set the variable CONFIGURATION_INCOMPLETE to TRUE.

NOTE:
The UTRAN should include the IE "Inter-frequency SET UPDATE" in the MEASUREMENT CONTROL message with the IE "measurement command" set to "modify" when event 2a, 2b, 2c 2e or 2g is first configured, and when the UE is requested to measure a frequency other than the downlink frequency associated with the secondary uplink frequency that has not been previously measured. Otherwise the UE behaviour is unspecified.

If IE "Inter-frequency measurement" is received by the UE in a MEASUREMENT CONTROL message:

1>
if CHOICE "Report criteria" is set to "inter-frequency measurement reporting criteria" and CHOICE "reporting criteria" in "inter-frequency measurement quantity" is not set to "inter-frequency reporting criteria"; or

1>
if CHOICE "Report criteria" is set to "intra-frequency measurement reporting criteria" and CHOICE "reporting criteria" in "inter-frequency measurement quantity" is not set to "intra-frequency reporting criteria":

2>
for FDD, 3.84 Mcps TDD and 7.68 Mcps TDD; or

2>
for 1.28 Mcps TDD, if the UE uses only one frequency:
3>
the UE behaviour is not specified.
1>
for FDD, if CHOICE "Report criteria" is set to "inter-frequency measurement reporting criteria" and "Cells to be excluded in non-used frequency detected cells" is received, for each non-used frequency,:

2>
if there is no stored "Cells to be excluded in non-used frequency detected cells" for the indicated non-used frequency:

3>
store the "Cells to be excluded in non-used frequency detected cells" for that non-used frequency;
2>
else, if the "Cells to be excluded in non-used frequency detected cells" for the indicated non-used frequency has been stored:
3>
overwrite the stored value with the newly received "Cells to be excluded in non-used frequency detected cells" for that non-used frequency.
If the variable CONFIGURATION_INCOMPLETE is set to TRUE, the UE shall:

1>
act as described in subclause 8.4.1.4a.
==========partial omitted==========
==========for reference===========
10.3.7.19
Inter-frequency measurement reporting criteria
The triggering of the event-triggered reporting for an inter-frequency measurements. All events concerning inter-frequency measurements are labelled 2x where x is a,b,c, ...

Event 2a: Change of best frequency.

Event 2b: The estimated quality of the currently used frequency is below a certain threshold and the estimated quality of a non-used frequency is above a certain threshold.

Event 2c: The estimated quality of a non-used frequency is above a certain threshold.

Event 2d: The estimated quality of the currently used frequency is below a certain threshold.

Event 2e: The estimated quality of a non-used frequency is below a certain threshold.

Event 2f: The estimated quality of the currently used frequency is above a certain threshold.
Event 2g: Change of best cell on a configured secondary downlink frequency.
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Parameters required for each event
	OP
	1 to <maxMeasEvent>
	
	
	

	>Inter-frequency event identity
	MP
	
	Inter-frequency event identity 10.3.7.14
	
	

	>Threshold used frequency
	CV–clause 0
	
	Integer(-115..0)
	Ranges used depend on measurement quantity.

CPICH Ec/No -24..0dB

CPICH/Primary CCPCH RSCP -115..-25dBm
	

	
	
	
	Integer (-120..0)
	Ranges used depend on measurement quantity.

CPICH Ec/No -24..0dB

CPICH/Primary CCPCH RSCP -120..-25dBm
	REL-6

	>DeltaThreshold used frequency
	CV-clause 3
	
	Integer(-5..-1)
	If present, the actual value of Threshold used frequency = Threshold used frequency + DeltaThreshold used frequency
	REL-5

	
	
	
	
	Not used in Release 6 and later
	REL-6

	>W used frequency
	CV–clause 2
	
	Real(0, 0.1..2.0 by step of 0.1)
	
	

	>Hysteresis
	MP
	
	Real(0, 0.5..14.5 by step of 0.5)
	In event 2a, 2b, 2c, 2d, 2e, 2f, 2g
	

	>Time to trigger
	MP
	
	Time to trigger 10.3.7.64
	Indicates the period of time during which the event condition has to be satisfied, before sending a Measurement Report.

Time in ms.
	

	>Reporting cell status
	OP
	
	Reporting cell status 10.3.7.61
	
	

	>Parameters required for each non-used frequency
	OP
	1 to <maxFreq>
	
	In this release, the first listed threshold, W and triggering condition parameter shall apply to all non-used frequencies.
	

	>>Threshold non used frequency
	CV–clause 1
	
	Integer(-115..0)
	Ranges used depend on measurement quantity.

CPICH Ec/No -24..0dB

CPICH/Primary CCPCH RSCP -115..-25dBm.

This IE is not needed if the IE "Inter-frequency event identity" is set to 2a. However, it is specified to be mandatory to align with the ASN.1.
	

	
	
	
	Integer (-120..0)
	Ranges used depend on measurement quantity.

CPICH Ec/No -24..0dB

CPICH/Primary CCPCH RSCP -120..-25dBm

This IE is not needed if the IE "Inter-frequency event identity" is set to 2a.
	REL-6

	>> DeltaThreshold non used frequency


	CV-clause 4
	
	Integer(-5..-1)
	If present, the actual value of Threshold non used frequency = Threshold non used frequency + DeltaThreshold non used frequency
	REL-5

	
	
	
	
	Not used in Release 6 and later
	REL-6

	>>W non-used frequency
	CV-clause 1
	
	Real(0, 0.1..2.0 by step of 0.1)
	
	

	>>Triggering Condition non-used frequency detected cells
	CV-clause 4
	
	Enumerated(true)
	If present the UE shall include detected set cells in the event evaluation
	REL-10

	>Use CIO
	CV-clause 6
	
	Enumerated (TRUE)
	If present the UE shall use cell individual offset for event evaluation.
	REL-12

	Blacklisted cells in non-used frequency
	CV-clause 5
	1 to <maxFreq>
	
	If present the UE should exclude indicated cells in the event evaluation when non-used frequency detected cells is enabled.
	REL-12

	>Frequency info
	MP
	
	Frequency info 10.3.6.36
	
	REL-12

	>Cells to be excluded in non-used frequency detected cells
	MP
	1 to <maxExcludedDetectedSetCells>
	
	
	REL-12

	>>Primary CPICH info
	MP
	
	Primary CPICH info 10.3.6.60
	
	REL-12


	Condition
	Explanation

	Clause 0
	This IE is mandatory present if the IE "Inter frequency event identity" is set to 2b, 2d, or 2f, otherwise the IE is not needed.

	Clause 1
	This IE is mandatory present if the IE "Inter frequency event identity" is set to 2a, 2b, 2c or 2e, otherwise the IE is not needed

	Clause 2
	This IE is mandatory present if the IE "Inter-frequency event identity" is set to 2a, 2b, 2d or 2f, otherwise the IE is not needed.

	Clause 3
	This IE is optional if the IE "Inter frequency event identity" is set to 2b, 2d, or 2f. Otherwise the IE is not needed.

Note that in order to align with the ASN.1, this IE is always included when the IE “DeltaThreshold non used frequency“ is present, but the value shall be ignored if the "Inter-frequency event identity" is not set to 2b, 2d or 2f.

	Clause 4
	This IE is optional if the IE "Inter frequency event identity" is set to 2a, 2b, 2c or 2e. Otherwise the IE is not needed.

	Clause 5
	This IE is optional if the IE "Triggering Condition non-used frequency detected cells" is present. Otherwise the IE is not needed.

	Clause 6
	This IE is optional if the IE "Inter frequency event identity" is set to 2g. Otherwise the IE is not needed.


<next modification>

14.2.1
Inter-frequency reporting events
==========partial omitted==========
The IE "Cells to be excluded in non-used frequency detected cells " notifies the UE to exclude indicated cells from corresponding measurement report and UE shall exclude indicated cells from measurement report for inter-frequency detected set measurement.
If a measurement is configured with IE "Triggering Condition non-used frequency detected cells" the UE maintains 2 virtual active sets and 2 variables (1 variable for event 2g), in order to evaluate the event according to the rules below using one virtual active set and one variable for cells only in the CELL_INFO_LIST, and in parallel using another virtual active set and another variable for all cells (including detected set cells not indicated in"Cells to be excluded in non-used frequency detected cells ").
==========partial omitted==========
14.11
UE autonomous update of virtual active set on non-used frequency (FDD only)
==========partial omitted==========
The UE shall support two virtual active sets per non-used frequency for non-CSG measurements if detected set cells are considered for that frequency – both virtual active sets are maintained using the same rules, and in parallel, however the first virtual active set is maintained considering only cells stored in CELL_INFO_LIST, and the second virtual active set is maintained additionally considering any detected cells (cells stored in CELL_INFO_LIST and cells not stored in CELL_INFO_LIST) and excluding cells indicated in IE "Cells to be excluded in non-used frequency detected cells ". This is in order to allow the UE to determine whether or not detected set cells affect the measurement event result. In the following subclauses, the term "virtual active set" applies to both of these virtual active sets (i.e. the virtual active set not containing detected set cells, and the virtual active set containing detected set cells). Elsewhere in the specification, unless stated otherwise, the term "virtual active set" is used to refer to the virtual active set not containing detected set cells.
<end of modification>
