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	***************************First modified subclause**************************


5.10.2.3
Actions related to transmission of ProseUEInformation message

The UE shall set the contents of the ProseUEInformation message as follows:
1>
if SystemInformationBlockType18 is broadcast by the PCell:

2> if configured by upper layers to receive ProSe Direct Communication:

3>
include commRxInterestedFreq and set it to the ProSe Direct Communication frequency;

2>
if configured by upper layers to transmit ProSe Direct Communication:

3>
include commTxResourceReq and set carrierFreq to indicate the ProSe Direct Communication frequency if needed and set proseDestinationInfoList to include the ProSe Direct Communication transmission destination(s) for which it requests E-UTRAN to assign dedicated resources;

1>
if SystemInformationBlockType19 is broadcast by the PCell:

2> if configured by upper layers to receive ProSe Direct Discovery annoucements on a serving frequency or one or more frequencies included in discInterFreqList, if included in SystemInformationBlockType19:

3>
include discRxInterest;
2>
if the UE is configured by upper layers to transmit ProSe Direct Discovery announcements:

3>
include discTxResourceReq and set it to indicate the number of resources for ProSe Direct Discovery announcement for which it requests E-UTRAN to assign dedicated resources;

The UE shall submit the ProseUEInformation message to lower layers for transmission.
	***************************next modified subclause**************************


6.2.2
Message definitions
<Text omitted here>

–
ProseUEInformation
The ProseUEInformation message is used for the indication of ProSe information to the eNB.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: UE to E‑UTRAN

ProseUEInformation message
-- ASN1START

ProseUEInformation-r12 ::=

SEQUENCE {


criticalExtensions



CHOICE {



c1







CHOICE {




proseUEInformation-r12


ProseUEInformation-r12-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

ProseUEInformation-r12-IEs ::=
SEQUENCE {


commRxInterestedFreq-r12

ARFCN-ValueEUTRA-r9


OPTIONAL,


commTxResourceReq-r12


ProseCommTxResourceReq-r12
OPTIONAL,


discRxInterest-r12



ENUMERATED {true}


OPTIONAL,


discTxResourceReq-r12


INTEGER (1..63)



OPTIONAL,


lateNonCriticalExtension

OCTET STRING



OPTIONAL,


nonCriticalExtension


SEQUENCE {}




OPTIONAL

}

ProseCommTxResourceReq-r12 ::=

SEQUENCE {


carrierFreq-r12




ARFCN-ValueEUTRA-r9


OPTIONAL, 
-- Cond commRxFreq

proseDestinationInfoList-r12
ProseDestinationInfoList-r12

}

ProseDestinationInfoList-r12 ::=
SEQUENCE (SIZE (1..maxProseDest-r12)) OF ProseDestinationIdentity-r12

ProseDestinationIdentity-r12 ::=
BIT STRING (SIZE (24))
-- ASN1STOP

	ProseUEInformation field descriptions

	commRxInterestedFreq

Indicates the frequency on which the UE is interested to receive ProSe Direct Communication.

	discTxResourceReq

Indicates the number of resources requested by the UE for ProSe Direct Discovery announcement.

	discInterest

Indicates that the UE is interested to monitor ProSe Direct Disocvery announcements.


	Conditional presence
	Explanation

	commRxFreq
	The field is optionally present, if commRxInterestedFreq-r12 is not present. Otherwise the field is not present.


