Page 1



3GPP TSG-RAN WG2 Meeting Ad-Hoc 
R2-150088
Turin, Italy, Jan 14 – 15, 2015
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	36.331
	CR
	CRNum
	rev
	-
	Current version:
	12.4.1
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	


	

	Title:

	UE behaviour at WLAN parameters change

	
	

	Source to WG:
	Huawei, HiSilicon

	Source to TSG:
	R2

	
	

	Work item code:
	TEI12
	
	Date:
	2015-01-14

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-12

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	Similar to RRM measurement, WLAN offload RAN evaluation should be reset upon WLAN offload configuration change.

	
	

	Summary of change:
	1. Upon reception of the wlan-OffloadDedicated, the UE shall reset the associated information for WLAN offload RAN evaluation;
2. Upon T350 expiry or stop, the UE shall reset the associated information for WLAN offload RAN evaluation;


	
	

	Consequences if not approved:
	Offloading may be innaccurate

	
	

	Clauses affected:
	5.6.12

	
	

	
	Y
	N
	
	

	Other specs
	X
	
	 Other core specifications

	TS36.304 ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


5.6.12
RAN-assisted WLAN interworking
5.6.12.1
General

The purpose of this procedure is to facilitate access network selection and traffic steering between E-UTRAN and WLAN. 
5.6.12.2
Dedicated WLAN offload configuration

The UE shall:
1>
reset the associated information (e.g. timer TsteeringWLAN) for WLAN offload RAN evaluation;
1>
if the received wlan-OffloadDedicated is set to release:

2> release wlan-OffloadDedicated and inform upper layers about the release;
2>
if the wlan-OffloadConfigCommon corresponding to the RPLMN is broadcast by the cell:

3>
apply the wlan-OffloadConfigCommon corresponding to the RPLMN included in SystemInformationBlockType17;
3>
forward the wlan-OffloadConfigCommon corresponding to the RPLMN to upper layer;

1>
else:

2>
if the received wlan-OffloadDedicated includes thresholdRSRP:

3>
apply the received thresholdRSRP;

3>
forward the received thresholdRSRP to upper layers;

2>
if the received wlan-OffloadDedicated includes thresholdRSRQ:

3>
apply the received thresholdRSRQ;

3>
forward the received thresholdRSRQ to upper layers;

2>
if the received wlan-OffloadDedicated includes thresholdChannelUtilization:

3>
apply the received thresholdChannelUtilization;

3>
forward the received thresholdChannelUtilization to upper layers;

2>
if the received wlan-OffloadDedicated includes thresholdBackhaul-Bandwidth:

3>
apply the received thresholdBackhaul-Bandwidth;

3>
forward the received thresholdBackhaul-Bandwidth to upper layers;

2>
if the received wlan-OffloadDedicated includes thresholdBeaconRSSI:

3>
apply the received thresholdBeaconRSSI;

3>
forward the received thresholdBeaconRSSI to upper layers;

2>
if the received wlan-OffloadDedicated includes offloadPreferenceIndicator:

3>
forward the received offloadPreferenceIndicator to upper layers;

2>
if the received wlan-OffloadDedicated includes t-SteeringWLAN:

3>
apply the received t-SteeringWLAN;

2>
if the received wlan-OffloadDedicated includes t350:

3>
apply the received t350;

5.6.12.3
WLAN offload RAN evaluation
The UE shall:

1>
if the UE is configured with either wlan-OffloadConfigCommon or wlan-OffloadDedicated:

2>
provide measurement results required for the evaluation of the network selection and traffic steering rules as defined in TS 24.312 [66] to upper layers;

2>
evaluate the network selection and traffic steering rules as defined in TS 36.304 [4];

5.6.12.4
T350 expiry or stop

The UE shall:

1>
if T350 expires or is stopped:

2>
reset the associated information (e.g. timer TsteeringWLAN) for WLAN offload RAN evaluation;

2>
release the wlan-OffloadDedicated and inform upper layers about the release;

2>
if the wlan-OffloadConfigCommon corresponding to the RPLMN is broadcast by the cell:

3>
apply the wlan-OffloadConfigCommon corresponding to the RPLMN included in SystemInformationBlockType17;
3>
forward the wlan-OffloadConfigCommon corresponding to the RPLMN to upper layer;
