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1 Introduction 
In the current RRC spec (i.e. TS 36.331 12.4.1) the ue-RadioPagingInfo-r12 is included in the common part of IE UECapabilityInformation instead of the LTE specific part.
The intention of this contribution is to discuss how to include the IE ue-RadioPagingInfo-r12 in UECapabilityInformation.
2 Discussion
The UE capabilities defined in RAN2 are used in several procedures on the S1 interface:
· PAGING

· UE CAPABILITY INFO INDICATION
· HANDOVER (HANDOVER REQUIRED and HANDOVER REQUEST)
· INITIAL CONTEXT SETUP REQUEST
In this section, we will discuss how the UE capabilities defined in RAN2 are used on the S1 interface and try to identify whether there is any benefit can be gained by including the IE ue-RadioPagingInfo-r12 in the common part of UECapabilityInformation. Considering that the paging capability will not be used for UEs in CONNECTED state, we will only focus on the impact on the PAGING and UE CAPABILITY INFO INDICATION S1 procedures.
S1 PROCEDURE: PAGING

The definition of PAGING message in S1 interface can be found in Annex 5.1 (Section 9.1.6 PAGING in TS 36.413). From the definition, we can see that the IE UE Radio Capability for Paging is used instead of the IE UE Radio Capability, which means that only the IE UERadioPagingInformation defined in RAN2 will be included in the container carried in the PAGING message. And the RAN2 defined IE UERadioPagingInformation will only contain the UE-RadioPagingInfo-r12. So, including the IE ue-RadioPagingInfo-r12 in the common part of UECapabilityInformation is not helpful for the S1 PAGING procedure.
Observation 1: Since only the IE UERadioPagingInformation - which contains the UE-RadioPagingInfo-r12 only - will be included in the container carried in the PAGING message, including the IE ue-RadioPagingInfo-r12 in the common part of UECapabilityInformation is not helpful for the S1 PAGING procedure.
S1 PROCEDURE: UE CAPABILITY INFO INDICATION

The message UE CAPABILITY INFO INDICATION is sent by the eNB to provide UE Radio Capability information to the MME. According to the definition of UE CAPABILITY INFO INDICATION, which can be found in the Annex 5.1 (Section 9.1.10 UE CAPABILITY INFO INDICATION in TS 36.413), both the IE UE Radio Capability and UE Radio Capability for Paging will be included in this message, and the IE UE Radio Capability is included as “mandatory present”. Based on the definition of IE UE Radio Capability (Section 9.2.1.27 UE Radio Capability), the IE UERadioAccessCapabilityInformation defined in RAN2 will be included in IE UE Radio Capability. If we look into the definition of IE UERadioAccessCapabilityInformation in Annex 5.2, we can find that the whole UECapabilityInformation will be contained in IE UERadioAccessCapabilityInformation, which means the IE UE-RadioPagingInfo-r12 will be included in the IE UE Radio Capability no matter the UE-RadioPagingInfo-r12 will be included in the common or LTE specific part of UECapabilityInformation. Since the UE Radio Capability is “mandatory present” and the capability IE UE-RadioPagingInfo-r12 can be included in both IE UE Radio Capability and UE Radio Capability for Paging, is not clear for the eNB how to fill the UE-RadioPagingInfo-r12 IEs. 

Observation 2: Since the UE Radio Capability is “mandatory present” and the RAN2 defined capability IE UE-RadioPagingInfo-r12 can be included in both RAN3 IEs UE Radio Capability and UE Radio Capability for Paging, it is not clear how to fill the UE-RadioPagingInfo-r12 in message UE CAPABILITY INFO INDICATION (e.g. in UE Radio Capability or UE Radio Capability for Paging or both).

However, since the UE Radio Capability for Paging is included in the message UE CAPABILITY INFO INDICATION, we do not see any benefit to include the IE ue-RadioPagingInfo-r12 in the common part of UECapabilityInformation for the UE CAPABILITY INFO INDICATION procedure.
Observation 3: Since the IE UE Radio Capability for Paging is included in the message UE CAPABILITY INFO INDICATION, including the IE ue-RadioPagingInfo-r12 in the common part of UECapabilityInformation is not helpful for the UE CAPABILITY INFO INDICATION procedure.
Based the analysis above, we do not see any benefit to include the IE ue-RadioPagingInfo-r12 in the common part of UECapabilityInformation, and we then have the following proposal:

Proposal 1: Include the IE ue-RadioPagingInfo-r12 in the LTE specific part of UECapabilityInformation instead of the common part.

3 Conclusion 
RAN2 is encouraged to discuss the issues listed above and consider the observations and proposals as follows:

Observation 1: Since only the IE UERadioPagingInformation - which contains the UE-RadioPagingInfo-r12 only - will be included in the container carried in the PAGING message, including the IE ue-RadioPagingInfo-r12 in the common part of UECapabilityInformation is not helpful for the S1 PAGING procedure.
Observation 2: Since the UE Radio Capability is “mandatory present” and the RAN2 defined capability IE UE-RadioPagingInfo-r12 can be included in both RAN3 IEs UE Radio Capability and UE Radio Capability for Paging, it is not clear how to fill the UE-RadioPagingInfo-r12 in message UE CAPABILITY INFO INDICATION (e.g. in UE Radio Capability or UE Radio Capability for Paging or both).

Observation 3: Since the IE UE Radio Capability for Paging is included in the message UE CAPABILITY INFO INDICATION, including the IE ue-RadioPagingInfo-r12 in the common part of UECapabilityInformation is not helpful for the UE CAPABILITY INFO INDICATION procedure.
Proposal 1: Include the IE ue-RadioPagingInfo-r12 in the LTE specific part of UECapabilityInformation instead of the common part.

4 Reference
[1] R2-150xxx ASN1 related review issue list
5 Annex
5.1 36.413 C40
------------------------------------------ from TS 36.413 C40 START ----------------------------------------------------

9.1.4.1
INITIAL CONTEXT SETUP REQUEST

This message is sent by the MME to request the setup of a UE context.
Direction: MME ( eNB
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	MME UE S1AP ID
	M
	
	9.2.3.3
	
	YES
	reject

	eNB UE S1AP ID
	M
	
	9.2.3.4
	
	YES
	reject

	UE Aggregate Maximum Bit Rate
	M
	
	9.2.1.20
	
	YES
	reject

	E-RAB to Be Setup List
	
	1
	
	
	YES
	reject

	>E-RAB to Be Setup Item IEs
	
	1 .. <maxnoofE-RABs>
	
	
	EACH
	reject

	>>E-RAB ID
	M
	
	9.2.1.2
	
	-
	

	>>E-RAB Level QoS Parameters
	M
	
	9.2.1.15
	Includes necessary QoS parameters.
	-
	

	>>Transport Layer Address
	M
	
	9.2.2.1
	
	-
	

	>>GTP-TEID
	M
	
	9.2.2.2
	
	-
	

	>>NAS-PDU
	O
	
	9.2.3.5
	
	-
	

	>>Correlation ID
	O
	
	9.2.1.80
	
	YES
	ignore

	>>SIPTO Correlation ID
	O
	
	Correlation ID

9.2.1.80
	
	YES
	ignore

	UE Security Capabilities
	M
	
	9.2.1.40
	
	YES
	reject

	Security Key
	M
	
	9.2.1.41
	The KeNB is provided after the key-generation in the MME, see TS 33.401 [15].
	YES
	reject

	Trace Activation
	O
	
	9.2.1.4
	
	YES
	ignore

	Handover Restriction List
	O
	
	9.2.1.22


	
	YES
	ignore

	UE Radio Capability
	O
	
	9.2.1.27
	
	YES
	ignore

	Subscriber Profile ID for RAT/Frequency priority
	O
	
	9.2.1.39
	
	YES
	ignore

	CS Fallback Indicator
	O
	
	9.2.3.21
	
	YES
	reject

	SRVCC Operation Possible
	O
	
	9.2.1.58
	
	YES
	ignore

	CSG Membership Status
	O
	
	9.2.1.73
	
	YES
	ignore

	Registered LAI
	O
	
	9.2.3.1
	
	YES
	ignore

	GUMMEI
	O
	
	9.2.3.9
	This IE indicates the MME serving the UE.
	YES
	ignore

	MME UE S1AP ID 2
	O
	
	9.2.3.3
	This IE indicates the MME UE S1AP ID assigned by the MME.
	YES
	ignore

	Management Based MDT Allowed
	O
	
	9.2.1.83
	
	YES
	ignore

	Management Based MDT PLMN List
	O
	
	MDT PLMN List

9.2.1.89
	
	YES
	ignore

	Additional CS Fallback Indicator
	C-ifCSFBhighpriority
	
	9.2.3.37
	
	YES
	ignore

	Masked IMEISV
	O
	
	9.2.3.38
	
	YES
	ignore

	Expected UE Behaviour
	O
	
	9.2.1.96
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofE-RABs
	Maximum no. of E-RAB allowed towards one UE, the maximum value is 256. 


	Condition
	Explanation

	ifCSFBhighpriority
	This IE shall be present if the CS Fallback Indicator IE is set to “CS Fallback High Priority”.


9.1.5.1
HANDOVER REQUIRED

This message is sent by the source eNB to the MME to request the preparation of resources at the target.

Direction: eNB ( MME.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	MME UE S1AP ID
	M
	
	9.2.3.3
	
	YES
	reject

	eNB UE S1AP ID
	M
	
	9.2.3.4
	
	YES
	reject

	Handover Type
	M
	
	9.2.1.13
	
	YES
	reject

	Cause
	M
	
	9.2.1.3
	
	YES
	ignore

	Target ID
	M
	
	9.2.1.6
	
	YES
	reject

	Direct Forwarding Path Availability
	O
	
	9.2.3.15
	
	YES
	ignore

	SRVCC HO Indication
	O
	
	9.2.1.59
	
	YES
	reject

	Source to Target Transparent Container
	M
	
	9.2.1.56
	
	YES
	reject

	Source to Target Transparent Container Secondary
	O
	
	Source to Target Transparent Container 9.2.1.56
	
	YES
	reject

	MS Classmark 2
	C-

ifSRVCCtoGERAN
	
	9.2.1.64
	
	YES
	reject

	MS Classmark 3
	C-

ifSRVCCtoGERAN
	
	9.2.1.65
	
	YES
	ignore

	CSG Id
	O
	
	9.2.1.62
	
	YES
	reject

	Cell Access Mode
	O
	
	9.2.1.74
	
	YES
	reject

	PS Service Not Available
	O
	
	9.2.1.77
	
	YES
	ignore


	Condition
	Explanation

	ifSRVCCtoGERAN
	This IE shall be present if the Handover Type IE is set to the “Value” LTEtoGERAN and the SRVCC HO Indication IE is present.


9.1.5.4
HANDOVER REQUEST

This message is sent by the MME to the target eNB to request the preparation of resources.

Direction: MME ( eNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	MME UE S1AP ID
	M
	
	9.2.3.3
	
	YES
	reject

	Handover Type
	M
	
	9.2.1.13
	
	YES
	reject

	Cause
	M
	
	9.2.1.3
	
	YES
	ignore

	UE Aggregate Maximum Bit Rate
	M
	
	9.2.1.20
	
	YES
	reject

	E-RABs To Be Setup List
	
	1
	
	
	YES
	reject

	>E-RABs To Be Setup Item IEs
	
	1 .. <maxnoofE-RABs>
	
	
	EACH
	reject

	>>E-RAB ID 
	M
	
	9.2.1.2
	
	-
	

	>>Transport Layer Address
	M
	
	9.2.2.1
	
	-
	

	>>GTP-TEID
	M
	
	9.2.2.2
	To deliver UL PDUs.
	-
	

	>>E-RAB Level QoS Parameters
	M
	
	9.2.1.15
	Includes necessary QoS parameters.
	-
	

	>>Data Forwarding Not Possible
	O
	
	9.2.1.76
	
	YES
	ignore

	Source to Target Transparent Container
	M
	
	9.2.1.56
	
	YES
	reject

	UE Security Capabilities
	M
	
	9.2.1.40
	
	YES
	reject

	Handover Restriction List
	O
	
	9.2.1.22
	
	YES
	ignore

	Trace Activation
	O
	
	9.2.1.4
	
	YES
	ignore

	Request Type
	O
	
	9.2.1.34
	
	YES
	ignore

	SRVCC Operation Possible
	O
	
	9.2.1.58
	
	YES
	ignore

	Security Context
	M
	
	9.2.1.26
	
	YES
	reject

	NAS Security Parameters to E-UTRAN
	C-iffromUTRANGERAN
	
	9.2.3.31
	The eNB shall use this IE as specified in TS 33.401 [15].
	YES
	reject

	CSG Id
	O
	
	9.2.1.62
	
	YES
	reject

	CSG Membership Status
	O
	
	9.2.1.73
	
	YES
	ignore

	GUMMEI
	O
	
	9.2.3.9
	This IE indicates the  MME serving the UE.
	YES
	ignore

	MME UE S1AP ID 2
	O
	
	9.2.3.3
	This IE indicates the MME UE S1AP ID assigned by the MME.
	YES
	ignore

	Management Based MDT Allowed
	O
	
	9.2.1.83
	
	YES
	ignore

	Management Based MDT PLMN List
	O
	
	MDT PLMN List

9.2.1.89
	
	YES
	ignore

	Masked IMEISV
	O
	
	9.2.3.38
	
	YES
	ignore

	Expected UE Behaviour
	O
	
	9.2.1.96
	
	YES
	ignore


	Condition
	Explanation

	C-iffromUTRANGERAN
	This IE shall be present if the Handover Type IE is set to the value “UTRANtoLTE” or “GERANtoLTE”.


	Range bound
	Explanation

	maxnoofE-RABs
	Maximum no. of E-RABs for one UE. Value is 256.


9.1.6
PAGING

This message is sent by the MME and is used to page a UE in one or several tracking areas.
Direction: MME ( eNB
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	ignore

	UE Identity Index value
	M
	
	9.2.3.10
	
	YES
	ignore

	UE Paging Identity
	M
	
	9.2.3.13
	
	YES
	ignore

	Paging DRX
	O
	
	9.2.1.16
	
	YES
	ignore

	CN Domain
	M
	
	9.2.3.22
	
	YES
	ignore

	List of TAIs
	
	1
	
	
	YES
	ignore

	>TAI List Item
	
	1 .. <maxnoofTAIs>
	
	
	EACH
	ignore

	>>TAI
	M
	
	9.2.3.16
	
	-
	

	CSG Id List
	
	0..1
	
	
	GLOBAL
	ignore

	>CSG Id
	
	1 .. <maxnoofCSGId>
	9.2.1.62
	
	-
	

	Paging Priority
	O
	
	9.2.1.78
	
	YES
	ignore

	UE Radio Capability for Paging
	O
	
	9.2.1.98
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofTAIs
	Maximum no. of TAIs. Value is 256.

	maxnoofCSGIds
	Maximum no. of CSG Ids within the CSG Id List. Value is 256.


9.1.10
UE CAPABILITY INFO INDICATION

This message is sent by the eNB to provide UE Radio Capability information to the MME.
Direction: eNB ( MME
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	ignore

	MME UE S1AP ID
	M
	
	9.2.3.3
	
	YES
	reject

	eNB UE S1AP ID
	M
	
	9.2.3.4
	
	YES
	reject

	UE Radio Capability
	M
	
	9.2.1.27
	
	YES
	ignore

	UE Radio Capability for Paging
	O
	
	9.2.1.98
	
	YES
	ignore


9.2.1.7
Source eNB to Target eNB Transparent Container

The Source eNB to target eNB Transparent Container IE is an information element that is produced by the source eNB and is transmitted to the target eNB. For inter-system handovers to E-UTRAN, the IE is transmitted from the external handover source to the target eNB.

This IE is transparent to the EPC.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	RRC Container
	M
	
	OCTET STRING
	Includes the RRC Handover Preparation Information message as defined in subclause 10.2.2 of TS 36.331 [16].
	-
	

	E-RABs Information List
	
	0..1
	
	
	-
	

	>E-RABs Information Item
	
	1 .. <maxnoof E-RABs>
	
	
	EACH
	ignore

	>>E-RAB ID
	M
	
	9.2.1.2
	
	-
	

	>>DL Forwarding
	O
	
	9.2.3.14
	
	-
	

	Target Cell ID
	M
	
	E-UTRAN CGI

9.2.1.38
	
	-
	

	Subscriber Profile ID for RAT/Frequency priority
	O
	
	9.2.1.39
	
	-
	

	UE History Information
	M
	
	9.2.1.42
	
	-
	

	Mobility Information
	O
	
	BIT STRING (SIZE (32))
	Information related to the handover; the external handover source provides it in order to enable later analysis of the conditions that led to a wrong HO.
	YES
	ignore

	UE History Information from the UE
	O
	
	OCTET STRING
	VisitedCellInfoList contained in the UEInformationResponse message (TS 36.331 [16])
	YES
	ignore


	Range bound
	Explanation

	maxnoofE-RABs
	Maximum no. of E-RABs for one UE. Value is 256.


9.2.1.27
UE Radio Capability

This IE contains UE Radio Capability information.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	UE Radio Capability 
	M
	
	OCTET STRING
	Includes the UERadioAccessCapabilityInformation message as defined in 10.2.2 of TS 36.331 [16].


9.2.1.56
Source To Target Transparent Container

The Source to Target Transparent Container IE is an information element that is used to transparently pass radio related information from the handover source to the handover target through the EPC; it is produced by the source RAN node and is transmitted to the target RAN node.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Source to Target Transparent Container
	M
	
	OCTET STRING
	This IE includes a transparent container from the source RAN node to the target RAN node.

The octets of the OCTET STRING are encoded according to the specifications of the target system.

Note: in the current version of the specification, this IE may either carry the Source eNB to Target eNB Transparent Container IE or the Source RNC to Target RNC Transparent Container IE as defined in TS 25.413 [19] or the Source BSS to Target BSS Transparent Container Contents of the Source BSS to Target BSS Transparent Container IE as defined in TS 48.018 [18] or the Old BSS to New BSS information elements field of the Old BSS to New BSS information IE as defined in TS 48.008 [23].


9.2.1.98
UE Radio Capability for Paging

This IE contains paging specific UE Radio Capability information.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	UE Radio Capability for Paging
	M
	
	OCTET STRING
	Includes the UERadioPagingInformation message as defined in 10.2.2 of TS 36.331 [16].


-------------------------------------------------- from TS 36.413 C40 END ----------------------------------------------------

5.2 36.331 C40
------------------------------------------ from TS 36.331 C40 START ----------------------------------------------------

–
HandoverPreparationInformation
This message is used to transfer the E-UTRA RRC information used by the target eNB during handover preparation, including UE capability information.

Direction: source eNB/ source RAN to target eNB

HandoverPreparationInformation message
-- ASN1START

HandoverPreparationInformation ::=
SEQUENCE {


criticalExtensions




CHOICE {



c1








CHOICE{




handoverPreparationInformation-r8
HandoverPreparationInformation-r8-IEs,




spare7 NULL,




spare6 NULL, spare5 NULL, spare4 NULL,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

HandoverPreparationInformation-r8-IEs ::= SEQUENCE {


ue-RadioAccessCapabilityInfo

UE-CapabilityRAT-ContainerList,

as-Config






AS-Config




OPTIONAL, 

-- Cond HO


rrm-Config






RRM-Config




OPTIONAL,


as-Context






AS-Context



OPTIONAL, 

-- Cond HO


nonCriticalExtension



HandoverPreparationInformation-v920-IEs

OPTIONAL

}

HandoverPreparationInformation-v920-IEs
::= SEQUENCE {


ue-ConfigRelease-r9




ENUMERATED {











rel9, rel10, rel11, spare5, spare4, spare3,











spare2, spare1, ...} 


OPTIONAL, 
-- Cond HO2


nonCriticalExtension



HandoverPreparationInformation-v9d0-IEs

OPTIONAL

}

HandoverPreparationInformation-v9d0-IEs
::= SEQUENCE {


lateNonCriticalExtension


OCTET STRING








OPTIONAL,


nonCriticalExtension



HandoverPreparationInformation-v9e0-IEs


OPTIONAL

}

HandoverPreparationInformation-v9e0-IEs
::= SEQUENCE {


as-Config-v9e0





AS-Config-v9e0




OPTIONAL,
-- Cond HO2


nonCriticalExtension



HandoverPreparationInformation-v1130-IEs

OPTIONAL

}

HandoverPreparationInformation-v1130-IEs
::= SEQUENCE {


as-Context-v1130




AS-Context-v1130



OPTIONAL,
-- Cond HO2


nonCriticalExtension



HandoverPreparationInformation-v12xy-IEs





OPTIONAL

}

HandoverPreparationInformation-v12xy-IEs ::= SEQUENCE {


ue-SupportedEARFCN-r12 



ARFCN-ValueEUTRA-r9



OPTIONAL,
-- Cond HO3


as-Config-v12xy




AS-Config-v12xy



OPTIONAL, 
-- Cond HO2 


nonCriticalExtension



SEQUENCE {}





OPTIONAL

}

-- ASN1STOP

	HandoverPreparationInformation field descriptions

	as-Config

The radio resource configuration. Applicable in case of intra-E-UTRA handover. If the target receives an incomplete MeasConfig and RadioResourceConfigDedicated in the as-Config, the target eNB may decide to apply the full configuration option based on the ue-ConfigRelease.

	as-Context

Local E-UTRAN context required by the target eNB.

	rrm-Config

Local E-UTRAN context used depending on the target node’s implementation, which is mainly used for the RRM purpose.

	ue-ConfigRelease

Indicates the RRC protocol release applicable for the current UE configuration. This could be used by target eNB to decide if the full configuration approach should be used. If this field is not present, the target assumes that the current UE configuration is based on the release 8 version of RRC protocol. NOTE 1.

	ue-RadioAccessCapabilityInfo

NOTE 2

	ue-SupportedEARFCN
Includes UE supported EARFCN of the handover target E-UTRA cell if the target E-UTRA cell belongs to multiple frequency bands.


NOTE 1:
The source typically sets the ue-ConfigRelease to the release corresponding with the current dedicated radio configuration. The source may however also consider the common radio resource configuration e.g. in case interoperability problems would appear if the UE temporary continues extensions of this part of the configuration in a target PCell not supporting them.

NOTE 2:
The following table indicates per source RAT whether RAT capabilities are included or not.

	Source RAT
	E-UTRA capabilites
	UTRA capabilities
	GERAN capabilities

	UTRAN
	Included
	May be included, ignored by eNB if received
	May be included

	GERAN CS
	Excluded
	May be included, ignored by eNB if received
	Included

	GERAN PS
	Excluded
	May be included, ignored by eNB if received
	Included

	E-UTRAN
	Included
	May be included
	May be included


	Conditional presence
	Explanation

	HO
	The field is mandatory present in case of handover within E-UTRA; otherwise the field is not present.

	HO2
	The field is optional present in case of handover within E-UTRA; otherwise the field is not present.

	HO3
	The field is optional present in case of handover from GERAN to E-UTRA, otherwise the field is not present.


–
UECapabilityInformation
The UECapabilityInformation message is used to transfer of UE radio access capabilities requested by the E‑UTRAN.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: UE to E‑UTRAN

UECapabilityInformation message
-- ASN1START

UECapabilityInformation ::=


SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



c1








CHOICE{




ueCapabilityInformation-r8


UECapabilityInformation-r8-IEs,




spare7 NULL,




spare6 NULL, spare5 NULL, spare4 NULL,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

UECapabilityInformation-r8-IEs ::=
SEQUENCE {


ue-CapabilityRAT-ContainerList

UE-CapabilityRAT-ContainerList,


nonCriticalExtension



UECapabilityInformation-v8a0-IEs
OPTIONAL

}

UECapabilityInformation-v8a0-IEs ::= SEQUENCE {


lateNonCriticalExtension


OCTET STRING





OPTIONAL,

nonCriticalExtension



UECapabilityInformation-v12xy-IEs
OPTIONAL

}

UECapabilityInformation-v12xy-IEs ::= SEQUENCE {


ue-RadioPagingInfo-r12



UE-RadioPagingInfo-r12



OPTIONAL,

nonCriticalExtension



SEQUENCE {}






OPTIONAL

}

-- ASN1STOP

	UECapabilityInformation field descriptions 

	ue-RadioPagingInfo
This field contains information used for paging of category 0 UEs. The UE shall include this field when category 0 has been indicated by ue-Category-v12xy in UE-EUTRA-Capability.


–
UERadioAccessCapabilityInformation
This message is used to transfer UE radio access capability information, covering both upload to and download from the EPC.

Direction: eNB to/ from EPC

UERadioAccessCapabilityInformation message
-- ASN1START

UERadioAccessCapabilityInformation ::= SEQUENCE {


criticalExtensions




CHOICE {



c1








CHOICE{




ueRadioAccessCapabilityInformation-r8













UERadioAccessCapabilityInformation-r8-IEs,




spare7 NULL,




spare6 NULL, spare5 NULL, spare4 NULL,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

UERadioAccessCapabilityInformation-r8-IEs ::= SEQUENCE {


ue-RadioAccessCapabilityInfo

OCTET STRING (CONTAINING UECapabilityInformation),


nonCriticalExtension



SEQUENCE {}






OPTIONAL

}

-- ASN1STOP

	UERadioAccessCapabilityInformation field descriptions

	ue-RadioAccessCapabilityInfo

Including E-UTRA, GERAN, and CDMA2000-1xRTT Bandclass radio access capabilities (separated). UTRA radio access capabilities are not included.


–
UERadioPagingInformation
This message is used to transfer radio paging information required by category 0 UE, covering both upload to and download from the EPC.

Direction: eNB to/ from EPC

UERadioPagingInformation message
-- ASN1START

UERadioPagingInformation ::= SEQUENCE {


criticalExtensions




CHOICE {



c1








CHOICE{




ueRadioPagingInformation-r12


UERadioPagingInformation-r12-IEs,




spare7 NULL,




spare6 NULL, spare5 NULL, spare4 NULL,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

UERadioPagingInformation-r12-IEs ::= SEQUENCE {


ue-RadioPagingInfo-r12



OCTET STRING (CONTAINING UE-RadioPagingInfo-r12),

nonCriticalExtension



SEQUENCE {}






OPTIONAL

}

-- ASN1STOP

-------------------------------------------------- from TS 36.413 C40 END ----------------------------------------------------

