Page 1



3GPP TSG-RAN WG2 REL-12 LTE ASN.1 review Ad-Hoc 
R2-150091

Turin, Italy, 14 - 15 January 2015 
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	36.331
	CR
	
	rev
	-
	Current version:
	12.4.1
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	X
	Core Network
	


	

	Title:

	Correction on ProseCommResourcePool

	
	

	Source to WG:
	ZTE Corporation

	Source to TSG:
	R2

	
	

	Work item code:
	LTE_D2D_Prox-Core
	
	Date:
	2015-01-13

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-12

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	According to RAN1 agreements, the following values have been defined for the SC period: {40, 80,160, 320} msec for FDD and  TDD config 1 to 5, {70,140, 280} for TDD config 0,  and {60,120, 240} for TDD config 6.  However, the ASN.1 definition for sc-Period-12 for ProseCommResourcePool contains the value “sf260”, which is not in the scope of RAN1’s definition.

	
	

	Summary of change:
	Remove invalid value “sf260”

	
	

	Consequences if not approved:
	The configure value of sc-Period-12 is not in line with RAN1’s specification.

	
	

	Clauses affected:
	

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ...

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


6.3.8
Prose information elements

Next Modified Subclause
–
ProseCommResourcePool
The IE ProseCommResourcePool specifies the configuration information for an individual pool of resources for Prose Direct Communication. The IE covers the configuration of both the Sidelink Control and the Data.
ProseCommResourcePool information element
-- ASN1START

ProseCommResourcePool-r12 ::=

SEQUENCE
{


sc-CP-Len-r12





Prose-CP-Len-r12,


sc-Period-r12






ENUMERATED {sf40, sf60, sf70, sf80, sf120, sf140,













 sf160, sf240, sf260, sf280, sf320},


-- eNote: TBC if sc-Period is independantly configurable per pool

Next Modified Subclause
	ProseCommResourcePool field descriptions

	sc-Period
Indicates the period over which resources allocated in a cell for SC , scheduled and UE selected data transmissions occur, see TS 36.211 [21]. E-UTRAN configures values ms40, ms80, ms160 and ms320 for FDD and for TDD config 1 to 5, values ms70, ms140 and 280ms for TDD config 0,  and finally values ms60, ms120 and ms240 for TDD config 6.


