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5.X.7
Direct synchronisation information transmission
5.X.7.1
General
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Figure 5.x.7.1-1: Direct synchronisation information transmission

The purpose of this procedure is to provide synchronisation information to a UE. The synchronisation information concerns a SideLink Synchronisation Sequence (SLSS) and MIB-SL (timing information and some additional configuration parameters). The synchronisation information is provided by a UE acting as synchronisation reference (referred to as SyncRef UE).
5.X.7.2
Initiation
A UE capable of SLSS transmission shall, when transmitting ProSe Direct Discovery announcements in accordance with 5.x.6 and when the following conditions are met:

1> If the cell used to transmit Prose Direct Discovery announcement is suitable as defined in TS 36.304 [4]:

2>
the syncSourceControl is configured and set to TRUE; or

2>
the syncSourceControl is not configured; and syncTxThreshIC is included in SystemInformationBlockType19; and the RSRP measurement of the cell used to transmit Prose Direct Discovery announcements is below the value of syncTxThreshIC:

3>
transmit SLSS in accordance with 5.x.7.3 and TS 36.211 [21];

A UE capable of Prose Direct Communication that is configured by upper layers to transmit Direct Communication shall:

1> If the cell used to transmit Prose Direct Communication is suitable as defined in TS 36.304 [4]; or

1> If the cell used to transmit Prose Direct Communication meets the S-criteria, as defined in TS 36.304 [4], and the conditions to support ProSe Direct Communication in limited service state as specified in TS 23.303 [N, 4.5.x] are fulfilled:

2>
if syncSourceControl is configured and set to TRUE;

3>
transmit SLSS in accordance with 5.x.7.3 and TS 36.211 [21];

A UE shall, when transmitting ProSe Direct Communication in accordance with 5.x.4 and when the following conditions are met:

1> If the cell used to transmit Prose Direct Communication is suitable as defined in TS 36.304 [4]; or

1> If the cell used to transmit Prose Direct Communication meets the S-criteria, as defined in TS 36.304 [4], and the conditions to support ProSe Direct Communication in limited service state as specified in TS 23.303 [N, 4.5.x] are fulfilled:

2>
if in RRC_CONNECTED; and the syncSourceControl is not configured; and syncTxThreshIC is included in SystemInformationBlockType18; and the RSRP measurement of the cell used to transmit Prose Direct Communication is below the value of syncTxThreshIC;

2>
if in RRC_IDLE; and syncTxThreshIC is included in SystemInformationBlockType18; and the RSRP measurement of the cell used to transmit Prose Direct Communication is below the value of syncTxThreshIC:

3>
transmit SLSS in accordance with 5.x.7.3 and TS 36.211 [21];

3>
transmit the MasterInformationBlock-SL message, in the same subframe as SLSS, and in accordance with 5.x.7.4;

1>
else (out of coverage):

2>
if syncTxThreshOoC is included in the preconfigured ProSe parameters (ProsePreconfiguration defined in 9.x); and the RSRP measurement of all the SLSS(s) detected by the UE is below the value of syncTxThreshOoC:

3>
transmit SLSS in accordance with 5.x.7.3 and TS 36.211 [21];

3>
transmit the MasterInformationBlock-SL message, in the same subframe as SLSS, and in accordance with 5.x.7.4;
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