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5.3.3.2
Initiation

The UE initiates the procedure when upper layers request establishment of an RRC connection while the UE is in RRC_IDLE. In case connection establishment is requested for ProSe Direct Communication/ Discovery, the UE initiates the procedure only in the following cases:

1>
if configured by upper layers to transmit Direct Communication and related data is available for transmission:
2>
if SystemInformationBlockType18 is broadcast by the cell on which the UE camps: and
2>
the valid version of SystemInformationBlockType18 does not include commTxPoolNormalCommon;
2>
if the valid version of SystemInformationBlockType18 includes commTxPoolExceptional;
3>
from initiating transmission of the RRCConnectionRequest message in accordance with 5.3.3.3, until receiving an RRCConnectionReconfiguration including ProseCommConfig or until receiving an RRCConnectionRelease or an RRCConnectionReject;
4>
transmit the Sidelink Control and the corresponding data, using the pool of resources indicated by the first entry in commTxPoolExceptional, as specified in TS 36.321 [6];
1>
if configured by upper layers to transmit Direct Discovery announcements:

2>
if SystemInformationBlockType19 is broadcast by the cell on which the UE camps: and

2>
the valid version of SystemInformationBlockType19 does not include discTxPoolCommon;
NOTE:
Although interaction with NAS is left to implementation, the normal model of NAS initiating connection establishment is assumed.

Upon initiation of the procedure, the UE shall:

1>
if upper layers indicate that the RRC connection is subject to EAB (see TS 24.301 [35]):

2>
if the result of the EAB check, as specified in 5.3.3.12, is that access to the cell is barred:

3>
inform upper layers about the failure to establish the RRC connection and that EAB is applicable, upon which the procedure ends;
1>
if the UE is establishing the RRC connection for mobile terminating calls:

2>
if timer T302 is running:

3>
inform upper layers about the failure to establish the RRC connection and that access barring for mobile terminating calls is applicable, upon which the procedure ends;

1>
else if the UE is establishing the RRC connection for emergency calls:

2>
if SystemInformationBlockType2 includes the ac-BarringInfo:
3>
if the ac-BarringForEmergency is set to TRUE:

4>
if the UE has one or more Access Classes, as stored on the USIM, with a value in the range 11..15, which is valid for the UE to use according to TS 22.011 [10] and TS 23.122 [11]:

NOTE 1:
ACs 12, 13, 14 are only valid for use in the home country and ACs 11, 15 are only valid for use in the HPLMN/ EHPLMN.

5>
if the ac-BarringInfo includes ac-BarringForMO-Data, and for all of these valid Access Classes for the UE, the corresponding bit in the ac-BarringForSpecialAC contained in ac-BarringForMO-Data is set to one:

6>
consider access to the cell as barred;

4>
else:

5>
consider access to the cell as barred;

2>
if access to the cell is barred:

3>
inform upper layers about the failure to establish the RRC connection, upon which the procedure ends;

1>
else if the UE is establishing the RRC connection for mobile originating calls:

2>
perform access barring check as specified in 5.3.3.11, using T303 as "Tbarring" and ac-BarringForMO-Data as "AC barring parameter";

2>
if access to the cell is barred:

3>
if SystemInformationBlockType2 includes ac-BarringForCSFB or the UE does not support CS fallback:

4>
inform upper layers about the failure to establish the RRC connection and that access barring for mobile originating calls is applicable, upon which the procedure ends;

3>
else (SystemInformationBlockType2 does not include ac-BarringForCSFB and the UE supports CS fallback):

4>
if timer T306 is not running, start T306 with the timer value of T303;

4>
inform upper layers about the failure to establish the RRC connection and that access barring for mobile originating calls and mobile originating CS fallback is applicable, upon which the procedure ends;

1>
else if the UE is establishing the RRC connection for mobile originating signalling:

2>
perform access barring check as specified in 5.3.3.11, using T305 as "Tbarring" and ac-BarringForMO-Signalling as "AC barring parameter";

2>
if access to the cell is barred:

3>
inform upper layers about the failure to establish the RRC connection and that access barring for mobile originating signalling is applicable, upon which the procedure ends;

1>
else if the UE is establishing the RRC connection for mobile originating CS fallback:

2>
if SystemInformationBlockType2 includes ac-BarringForCSFB:

3>
perform access barring check as specified in 5.3.3.11, using T306 as "Tbarring" and ac-BarringForCSFB as "AC barring parameter";

3>
if access to the cell is barred:

4>
inform upper layers about the failure to establish the RRC connection and that access barring for mobile originating CS fallback is applicable, due to ac-BarringForCSFB, upon which the procedure ends;
2>
else:

3>
perform access barring check as specified in 5.3.3.11, using T306 as "Tbarring" and ac-BarringForMO-Data as "AC barring parameter";

3>
if access to the cell is barred:

4>
if timer T303 is not running, start T303 with the timer value of T306;

4>
inform upper layers about the failure to establish the RRC connection and that access barring for mobile originating CS fallback and mobile originating calls is applicable, due to ac-BarringForMO-Data, upon which the procedure ends;
1>
else if the UE is establishing the RRC connection for mobile originating MMTEL voice, mobile originating MMTEL video, mobile originating SMSoIP or mobile originating SMS:

2>
if the UE is establishing the RRC connection for mobile originating MMTEL voice and SystemInformationBlockType2 includes ac-BarringSkipForMMTELVoice, or

2>
if the UE is establishing the RRC connection for mobile originating MMTEL video and SystemInformationBlockType2 includes ac-BarringSkipForMMTELVideo, or

2>
if the UE is establishing the RRC connection for mobile originating SMSoIP or mobile originating SMS, and SystemInformationBlockType2 includes ac-BarringSkipForSMS:
3> consider access to the cell as not barred;

2>
else:

3>
if establishmentCause is set to mo-Signalling:

4>
perform access barring check as specified in 5.3.3.11, using T305 as "Tbarring" and ac-BarringForMO-Signalling as "AC barring parameter";

4>
if access to the cell is barred:

5>
inform upper layers about the failure to establish the RRC connection and that access barring for mobile originating signalling is applicable, upon which the procedure ends;

3>
if establishmentCause is set to mo-Data:

4>
perform access barring check as specified in 5.3.3.11, using T303 as "Tbarring" and ac-BarringForMO-Data as "AC barring parameter"

4>
if access to the cell is barred:

5>
if SystemInformationBlockType2 includes ac-BarringForCSFB or the UE does not support CS fallback:

6>
inform upper layers about the failure to establish the RRC connection and that access barring for mobile originating calls is applicable, upon which the procedure ends;
5>
else (SystemInformationBlockType2 does not include ac-BarringForCSFB and the UE supports CS fallback):

6>
if timer T306 is not running, start T306 with the timer value of T303;

6>
inform upper layers about the failure to establish the RRC connection and that access barring for mobile originating calls and mobile originating CS fallback is applicable, upon which the procedure ends;
1>
apply the default physical channel configuration as specified in 9.2.4;

1>
apply the default semi-persistent scheduling configuration as specified in 9.2.3;

1>
apply the default MAC main configuration as specified in 9.2.2;

1>
apply the CCCH configuration as specified in 9.1.1.2;

1>
apply the timeAlignmentTimerCommon included in SystemInformationBlockType2;

1>
start timer T300;

1>
initiate transmission of the RRCConnectionRequest message in accordance with 5.3.3.3;

NOTE 2:
Upon initiating the connection establishment procedure, the UE is not required to ensure it maintains up to date system information applicable only for UEs in RRC_IDLE state. However, the UE needs to perform system information acquisition upon cell re-selection.

5.X.4
Direct Communication transmission
A UE capable of Prose Direct Communication that is configured by upper layers to transmit Direct Communication and has related data to be transmitted shall:

1> If the cell used to transmit Prose Direct Communication is suitable as defined in TS 36.304 [4]; or
1> If the cell used to transmit Prose Direct Communication meets the S-criteria, as defined in TS 36.304 [4], and the conditions to support ProSe Direct Communication in limited service state as specified in TS 23.303 [N, 4.5.x] are fulfilled:

2> If the UE is in RRC_CONNECTED and uses the PCell for Prose Direct Communication:

3> if the UE is configured, by the current PCell/ the PCell in which radio link failure related to the running T301 was detected, with commTxResources set to scheduled:

4> if T310 or T311 is running; and if the PCell at which the UE detected radio link failure broadcasts SystemInformationBlockType18 including commTxPoolExceptional; or
4> else if T301 is running and the cell on which the UE initiated connection re-establishment broadcasts SystemInformationBlockType18 including commTxPoolExceptional:

5>
transmit the Sidelink Control and the corresponding data, using the pool of resources indicated by the first entry in commTxPoolExceptional, as specified in TS 36.321 [6];
4>
else:

5>
request E-UTRAN to assign transmission resources for Direct Communication, as specified in TS 36.321 [6];

3>
else if the UE is configured with commTxPoolNormalDedicated:

4>
transmit the Sidelink Control and the corresponding data, using the pool of resources indicated by the first entry in commTxPoolNormalDedicated, as specified in TS 36.321 [6];
2> else (Prose Direct Communication in idle or on cell other than PCell in connected):

3>
if the cell used to transmit Prose Direct Communication broadcasts SystemInformationBlockType18 including commTxPoolNormalCommon:
4>
transmit the Sidelink Control and the corresponding data, using the pool of resources indicated by the first entry in commTxPoolNormalCommon, as specified in TS 36.321 [6];





1>
else (out of coverage on Prose carrier):

2>
transmit the Sidelink Control and the corresponding data, using the pool of resources that were preconfigured i.e. indicated by the first entry in proseConfigComm in ProsePreconfiguration defined in 9.x, as specified in TS 36.321 [6];
�This section anyway needs some reformulation in order to make it more UE action oriented procedural text - this is not part of this CR though





