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For ProSe direct discovery, the purpose of synchronisation procedure is that ProSe direct discovery capable UE can acquire the synchronisation information of neighbour cell.
For ProSe direct communication, synchronisation information includes SLSS and MasterInformationBlock-SL.

For ProSe direct discovery, synchronisation information only includes SLSS.
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Next Modified Subclause
5.X.7.2
Initiation
A UE capable of SLSS transmission shall, when transmitting ProSe direct discovery announcements in accordance with 5.x.6 and when the following conditions are met:

1> if the cell used to transmit ProSe direct discovery announcement is suitable as defined in TS 36.304 [4]:

2>
if proseDiscSyncConfig is configured and set to on; or

2>
if proseDiscSyncConfig is not configured; and syncTxThreshIC is included in SystemInformationBlockType19; and the RSRP measurement of the cell used to transmit ProSe direct discovery announcements is below the value of syncTxThreshIC:

3>
transmit SLSS in accordance with 5.x.7.3 and TS 36.211 [21];

A UE capable of ProSe direct communication that is configured by upper layers to transmit ProSe direct communication shall:

1> if the cell used to transmit ProSe direct communication is suitable as defined in TS 36.304 [4]; or

1> if the cell used to transmit ProSe direct communication meets the S-criteria, as defined in TS 36.304 [4], and the conditions to support ProSe direct communication in limited service state as specified in TS 23.303 [N, 4.5.x] are fulfilled:

2>
if proseCommSyncConfig is configured and set to on; or

3>
transmit SLSS in accordance with 5.x.7.3 and TS 36.211 [21];

3>
transmit the MasterInformationBlock-SL message, in the same subframe as SLSS, and in accordance with 5.x.7.4;

A UE shall, when transmitting ProSe direct communication in accordance with 5.x.4 and when the following conditions are met:

1> if the cell used to transmit ProSe direct communication is suitable as defined in TS 36.304 [4]; or

1> if the cell used to transmit ProSe direct communication meets the S-criteria, as defined in TS 36.304 [4], and the conditions to support ProSe direct communication in limited service state as specified in TS 23.303 [N, 4.5.x] are fulfilled:

2>
if in RRC_CONNECTED; and proseCommSyncConfig is not configured; and syncTxThreshIC is included in SystemInformationBlockType18; and the RSRP measurement of the cell used to transmit ProSe direct communication is below the value of syncTxThreshIC;

2>
if in RRC_IDLE; and syncTxThreshIC is included in SystemInformationBlockType18; and the RSRP measurement of the cell used to transmit ProSe direct communication is below the value of syncTxThreshIC:

3>
transmit SLSS in accordance with 5.x.7.3 and TS 36.211 [21];

3>
transmit the MasterInformationBlock-SL message, in the same subframe as SLSS, and in accordance with 5.x.7.4;

1>
else (i.e. out of coverage):

2>
if syncTxThreshOoC is included in the preconfigured ProSe parameters (i.e. ProsePreconfiguration defined in 9.x); and the RSRP measurement of all the SLSS(s) detected by the UE is below the value of syncTxThreshOoC:

3>
transmit SLSS in accordance with 5.x.7.3 and TS 36.211 [21];

3>
transmit the MasterInformationBlock-SL message, in the same subframe as SLSS, and in accordance with 5.x.7.4;

Next Modified Subclause
–
RRCConnectionReconfiguration
The RRCConnectionReconfiguration message is the command to modify an RRC connection. It may convey information for measurement configuration, mobility control, radio resource configuration (including RBs, MAC main configuration and physical channel configuration) including any associated dedicated NAS information and security configuration.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: E‑UTRAN to UE

RRCConnectionReconfiguration message
-- ASN1START

RRCConnectionReconfiguration ::=
SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



c1








CHOICE{




rrcConnectionReconfiguration-r8

RRCConnectionReconfiguration-r8-IEs,




spare7 NULL,




spare6 NULL, spare5 NULL, spare4 NULL,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

RRCConnectionReconfiguration-r8-IEs ::= SEQUENCE {


measConfig






MeasConfig





OPTIONAL,
-- Need ON


mobilityControlInfo




MobilityControlInfo



OPTIONAL,
-- Cond HO


dedicatedInfoNASList



SEQUENCE (SIZE(1..maxDRB)) OF












DedicatedInfoNAS


OPTIONAL,
-- Cond nonHO


radioResourceConfigDedicated

RadioResourceConfigDedicated
OPTIONAL, -- Cond HO-toEUTRA


securityConfigHO




SecurityConfigHO



OPTIONAL,
-- Cond HO


nonCriticalExtension



RRCConnectionReconfiguration-v890-IEs
OPTIONAL

}

RRCConnectionReconfiguration-v890-IEs ::= SEQUENCE {


lateNonCriticalExtension


OCTET STRING




OPTIONAL,


nonCriticalExtension



RRCConnectionReconfiguration-v920-IEs
OPTIONAL

}

RRCConnectionReconfiguration-v920-IEs ::= SEQUENCE {


otherConfig-r9





OtherConfig-r9




OPTIONAL,
-- Need ON


fullConfig-r9





ENUMERATED {true}



OPTIONAL,
-- Cond HO-Reestab


nonCriticalExtension



RRCConnectionReconfiguration-v1020-IEs
OPTIONAL

}

RRCConnectionReconfiguration-v1020-IEs ::= SEQUENCE {


sCellToReleaseList-r10



SCellToReleaseList-r10


OPTIONAL,
-- Need ON


sCellToAddModList-r10



SCellToAddModList-r10


OPTIONAL,
-- Need ON


nonCriticalExtension



RRCConnectionReconfiguration-v1130-IEs
OPTIONAL

}

RRCConnectionReconfiguration-v1130-IEs ::= SEQUENCE {


systemInfomationBlockType1Dedicated-r11
OCTET STRING (CONTAINING SystemInformationBlockType1)


















OPTIONAL,
-- Need ON


nonCriticalExtension



RRCConnectionReconfiguration-v12xy-IEs
OPTIONAL

}

RRCConnectionReconfiguration-v12xy-IEs ::= SEQUENCE {


wlan-OffloadDedicated-r12



CHOICE {


release 







NULL,



setup








SEQUENCE {




wlan-OffloadConfig-r12



WLAN-OffloadConfig-r12,



t350-r12







ENUMERATED {min5, min10, min20, min30, min60,












 min120, min180, spare1}


OPTIONAL-- Need ON


}

}
















OPTIONAL,

-- Need ON

scg-Configuration-r12



SCG-Configuration-r12

OPTIONAL, 
-- Cond nonFullConfig

proseDiscSyncConfig-r12



ProseSyncTxControl-r12


OPTIONAL,
-- Need ON


proseCommSyncConfig-r12



ProseSyncTxControl-r12


OPTIONAL,
-- Need ON


proseDiscConfig-r12




ProseDiscConfig-r12



OPTIONAL,
-- Need ON


proseCommConfig-r12




ProseCommConfig-r12



OPTIONAL,
-- Need ON

nonCriticalExtension



SEQUENCE {}





OPTIONAL

}

ProseSyncTxControl-r12 ::=

SEQUENCE {


networkControlledSyncTx-r12




ENUMERATED {on, off}



-- Need OP
}

PSCell-r12 ::=




SEQUENCE {


sCellIndex-r12





SCellIndex-r10,


cellIdentification-r12



SEQUENCE {



physCellId-r12





PhysCellId,



dl-CarrierFreq-r12




ARFCN-ValueEUTRA-r9


}
















OPTIONAL,
-- Cond SCellAdd

radioResourceConfigCommonPSCell-r12

RadioResourceConfigCommonPSCell-r12
OPTIONAL,
-- Cond SCellAdd


radioResourceConfigDedicatedPSCell-r12
RadioResourceConfigDedicatedPSCell-r12
OPTIONAL,
-- Cond SCellAdd2


...

}

PowerCoordinationInfo-r12 ::= SEQUENCE {


p-MeNB-r12






INTEGER (1..16),


p-SeNB-r12






INTEGER (1..16),


powerControlMode-r12



INTEGER (1..2)
}

SCellToAddModList-r10 ::=

SEQUENCE (SIZE (1..maxSCell-r10)) OF SCellToAddMod-r10
SCellToAddMod-r10 ::=


SEQUENCE {


sCellIndex-r10





SCellIndex-r10,


cellIdentification-r10



SEQUENCE {



physCellId-r10





PhysCellId,



dl-CarrierFreq-r10




ARFCN-ValueEUTRA


}















OPTIONAL,
-- Cond SCellAdd


radioResourceConfigCommonSCell-r10

RadioResourceConfigCommonSCell-r10
OPTIONAL,
-- Cond SCellAdd


radioResourceConfigDedicatedSCell-r10
RadioResourceConfigDedicatedSCell-r10
OPTIONAL,
-- Cond SCellAdd2


...,


[[
dl-CarrierFreq-v1090



ARFCN-ValueEUTRA-v9e0
OPTIONAL
-- Cond EARFCN-max


]]

}

SCellToReleaseList-r10 ::=


SEQUENCE (SIZE (1..maxSCell-r10)) OF SCellIndex-r10

SCG-Configuration-r12 ::=


CHOICE {


release







NULL,


setup







SEQUENCE {


scg-ConfigPartMCG




SEQUENCE {




scg-Counter-r12





INTEGER (0.. 65535)


OPTIONAL,
-- Cond SCG-Est4



powerCoordinationInfo-r12


PowerCoordinationInfo-r12
OPTIONAL,
-- Cond SCG-Est



...



}















OPTIONAL,
-- Cond SCG-Est6


scg-ConfigPartSCG




SCG-ConfigPartSCG-r12 

OPTIONAL
-- Cond SCG-Est5

}

}

SCG-ConfigPartSCG-r12 ::=


SEQUENCE {


cipheringAlgorithmSCG-r12


CipheringAlgorithm-r12

OPTIONAL,
-- Cond SCG-Est4

radioResourceConfigDedicatedSCG-r12
RadioResourceConfigDedicatedSCG-r12
OPTIONAL,
-- Cond SCG-Est


sCellToReleaseListSCG-r12


SCellToReleaseList-r10

OPTIONAL,
-- Need ON


psCellToAddMod-r12




PSCell-r12




OPTIONAL,
-- Cond SCG-Est


sCellToAddModListSCG-r12


SCellToAddModList-r10

OPTIONAL,
-- Cond SCG-Est


mobilityControlInfoSCG-r12


MobilityControlInfoSCG-r12
OPTIONAL,
-- Cond SCG-Est2

...
}
SecurityConfigHO ::=



SEQUENCE {


handoverType





CHOICE {



intraLTE






SEQUENCE {




securityAlgorithmConfig



SecurityAlgorithmConfig

OPTIONAL,
-- Cond fullConfig




keyChangeIndicator




BOOLEAN,




nextHopChainingCount



NextHopChainingCount



},



interRAT






SEQUENCE {




securityAlgorithmConfig



SecurityAlgorithmConfig,




nas-SecurityParamToEUTRA


OCTET STRING (SIZE(6))



}


},


...

}

-- ASN1STOP

	RRCConnectionReconfiguration field descriptions

	dedicatedInfoNASList

This field is used to transfer UE specific NAS layer information between the network and the UE. The RRC layer is transparent for each PDU in the list.

	fullConfig

Indicates the full configuration option is applicable for the RRC Connection Reconfiguration message.

	keyChangeIndicator

true is used only in an intra-cell handover when a KeNB key is derived from a KASME key taken into use through the latest successful NAS SMC procedure, as described in TS 33.401 [32] for KeNB re-keying. false is used in an intra-LTE handover when the new KeNB key is obtained from the current KeNB key or from the NH as described in TS 33.401 [32].

	nas-securityParamToEUTRA

This field is used to transfer UE specific NAS layer information between the network and the UE. The RRC layer is transparent for this field, although it affects activation of AS- security after inter-RAT handover to E-UTRA. The content is defined in TS 24.301.

	networkControlledSyncTx
If configured, the field indicates whether the UE shall transmit synchronisation information (i.e. become synchronisation source) when transmitting ProSe direct communication/ discovery and while in coverage. Value On indicates the UE to transmit synchronisation information while value Off indicates the UE to not transmit such information. If the field is not configured, the UE acts in accordance with syncTxThreshIC.

	nextHopChainingCount

Parameter NCC: See TS 33.401 [32]

	p-MeNB

Indicates the guaranteed power for the MeNB, as specified in 36.213 [23].

	powerControlMode

Indicates the the power control mode used in Dual Connectivity. Value 1 corresponds to DC power control mode 1 and value 2 indicates DC power control mode 2, as specified in 36.213 [23].

	p-SeNB

Indicates the guaranteed power for the SeNB.

	sCellIndex

In case of dual connectivity, the SCellIndex is unique within the scope of the UE i.e. an SCG cell can not use the same value as used for an MCG cell.

	sCellToAddModListSCG

Indicates the SCG cell to be added or modified. The field is used for SCG cells other than the PSCell (which is added/ modified by field psCellToAddMod).

	sCellToReleaseListSCG

Indicates the SCG cell to be released. The field is also used to release the PSCell e.g. upon change of PSCell, upon system information change for the PSCell.

	t350
Timer T350 as described in section 7.3. Value minN corresponds to N minutes.


	ProseSyncConfig field descriptions

	synchOffsetIndicator
Indicates the start of the synchronization period relative to SFN 0 of the serving cell or to DFN 0.

	


	syncTxThreshIC
Indicates the threshold used while in coverage. In case the RSRP measurement of the cell used to transmit ProSe direct communication/ discovery annoucements, is below the level indicated by this field, the UE may transmit SLSS (i.e. become synchronisation reference) when performing the corresponding ProSe Direct transmission..

	


