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	Reason for change:
	It’s inappropriate to restrict the upper layer behavior in RRC specification. Also the description is not aligend with upper layer’s specification. In 24.334, to intiate the RRC connection establishment, lower layer would indicate the upper layer that the UE is required to request transmission resources from the eNodeB for ProSe direct communication or indicate the upper layer that the UE is required to send a discovery indication to the eNodeB, when UE is in EMM-IDLE.

	
	

	Summary of change:
	Clarify the restriction is applicable for the RRC layer behavior.
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5.3.3.1a
Conditions for establishing RRC Connection for ProSe direct discovery/ communication
Indicate upper layers to initiate an RRC connection for ProSe direct communication only in the following cases:

1>
if configured by upper layers to transmit ProSe direct communication and related data is available for transmission:

2>
if SystemInformationBlockType18 is broadcast by the cell on which the UE camps; and if the valid version of SystemInformationBlockType18 does not include commTxPoolNormalCommon;

Indicate upper layers to initiate an RRC connection for ProSe direct discovery only in the following case:

1>
if configured by upper layers to transmit ProSe direct discovery announcements:

2>
if SystemInformationBlockType19 is broadcast by the cell on which the UE camps: and if the valid version of SystemInformationBlockType19 does not include discTxPoolCommon;
NOTE:
The interaction with NAS is left to UE implementation.

