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First change
5.2
Maintenance of Uplink Time Alignment

The MAC entity has a configurable timer timeAlignmentTimer per TAG. The timeAlignmentTimer is used to control how long the MAC entity considers the Serving Cells belonging to the associated TAG to be uplink time aligned [8].

The MAC entity shall:

-
when a Timing Advance Command MAC control element is received:

-
apply the Timing Advance Command for the indicated TAG;

-
start or restart the timeAlignmentTimer associated with the indicated TAG.

-
when a Timing Advance Command is received in a Random Access Response message for a serving cell belonging to a TAG:

-
if the Random Access Preamble was not selected by the MAC entity:

-
apply the Timing Advance Command for this TAG;

-
start or restart the timeAlignmentTimer associated with this TAG.

- 
else, if the timeAlignmentTimer associated with this TAG is not running:

-
apply the Timing Advance Command for this TAG;

-
start the timeAlignmentTimer associated with this TAG;

-
when the contention resolution is considered not successful as described in subclause 5.1.5, stop timeAlignmentTimer associated with this TAG.
-
else:

-
ignore the received Timing Advance Command.

-
when a timeAlignmentTimer expires:

-
if the timeAlignmentTimer is associated with the pTAG:
-
flush all HARQ buffers for all serving cells;

-
notify RRC to release PUCCH/SRS for all serving cells;

-
clear any configured downlink assignments and uplink grants;

-
consider all running timeAlignmentTimers as expired;

-
else if the timeAlignmentTimer is associated with an sTAG, then for all Serving Cells belonging to this TAG:
-
flush all HARQ buffers;

-
notify RRC to release SRS;
-
in a TTI when the uplink transmissions is stopped for an SCell due to that the maximum supported uplink transmission timing difference is exceeded (as described in [9]):
-
consider the timeAlignmentTimer associated with the SCell as expired;
-
instruct the Multiplexing and Assembly procedure to generate and transmit a Time Alignment Timer Expiry Report MAC control element as defined in subclause 6.1.3.10.
The MAC entity shall not perform any uplink transmission on a Serving Cell except the Random Access Preamble transmission when  the timeAlignmentTimer associated with the TAG to which this Serving Cell belongs is not running. Furthermore, when the timeAlignmentTimer associated with the pTAG is not running, the MAC entity shall not perform any uplink transmission on any Serving Cell except the Random Access Preamble transmission on the SpCell.

NOTE:
A MAC entity stores or maintains NTA upon expiry of associated timeAlignmentTimer, where NTA is defined in [7]. The MAC entity applies a received Timing Advance Command MAC control element and starts associated timeAlignmentTimer also when the timeAlignmentTimer is not running.

Second change
5.4.3.1
Logical channel prioritization

The Logical Channel Prioritization procedure is applied when a new transmission is performed.

RRC controls the scheduling of uplink data by signalling for each logical channel: priority where an increasing priority value indicates a lower priority level, prioritisedBitRate which sets the Prioritized Bit Rate (PBR), bucketSizeDuration which sets the Bucket Size Duration (BSD).

The MAC entity shall maintain a variable Bj for each logical channel j. Bj shall be initialized to zero when the related logical channel is established, and incremented by the product PBR × TTI duration for each TTI, where PBR is Prioritized Bit Rate of logical channel j. However, the value of Bj can never exceed the bucket size and if the value of Bj is larger than the bucket size of logical channel j, it shall be set to the bucket size. The bucket size of a logical channel is equal to PBR × BSD, where PBR and BSD are configured by upper layers.

The MAC entity shall perform the following Logical Channel Prioritization procedure when a new transmission is performed:

-
The MAC entity shall allocate resources to the logical channels in the following steps:

-
Step 1: All the logical channels with Bj > 0 are allocated resources in a decreasing priority order. If the PBR of a logical channel is set to “infinity”, the MAC entity shall allocate resources for all the data that is available for transmission on the logical channel before meeting the PBR of the lower priority logical channel(s);

-
Step 2: the MAC entity shall decrement Bj by the total size of MAC SDUs served to logical channel j in Step 1

NOTE:
The value of Bj can be negative.

-
Step 3: if any resources remain, all the logical channels are served in a strict decreasing priority order (regardless of the value of Bj) until either the data for that logical channel or the UL grant is exhausted, whichever comes first. Logical channels configured with equal priority should be served equally.

-
The MAC entity shall also follow the rules below during the scheduling procedures above:

- 
the MAC entity should not segment an RLC SDU (or partially transmitted SDU or retransmitted RLC PDU) if the whole SDU (or partially transmitted SDU or retransmitted RLC PDU) fits into the remaining resources; 

-
if the MAC entity segments an RLC SDU from the logical channel, it shall maximize the size of the segment to fill the grant as much as possible;

-
the MAC entity should maximise the transmission of data.

-
if the MAC entity is given an UL grant size that is equal to or larger than 4 bytes while having data available for transmission, the MAC entity shall not transmit only padding BSR and/or padding (unless the UL grant size is less than 7 bytes and an AMD PDU segment needs to be transmitted).

The MAC entity shall not transmit data for a logical channel corresponding to a radio bearer that is suspended (the conditions for when a radio bearer is considered suspended are defined in [8]).

For the Logical Channel Prioritization procedure, the MAC entity shall take into account the following relative priority in decreasing order:
-
MAC control element for C-RNTI or data from UL-CCCH;

-
MAC control element for BSR, with exception of BSR included for padding;

-
MAC control element for PHR, Extended PHR, or Dual Connectivity PHR;

-
MAC control element for Time Alignment Timer Expiry Report;
-
data from any Logical Channel, except data from UL-CCCH;

-
MAC control element for BSR included for padding.

NOTE:
When the MAC entity is requested to transmit multiple MAC PDUs in one TTI, steps 1 to 3 and the associated rules may be applied either to each grant independently or to the sum of the capacities of the grants. Also the order in which the grants are processed is left up to UE implementation. It is up to the UE implementation to decide in which MAC PDU a MAC control element is included when MAC entity is requested to transmit multiple MAC PDUs in one TTI. When the UE is requested to generate MAC PDU(s) in two MAC entities in one TTI, it is up to UE implementation in which order the grants are processed.
Second change

6.1.3.10
Time Alignment Timer Expiry Report MAC control element
The Time Alignment Timer Expiry Report MAC control element is identified by a MAC PDU subheader with LCID as specified in table 6.2.1-2. It has a fixed size and consists of a single octet containing three T-fields and five R-fields. The Time Alignment Timer Expiry Report MAC control element is defined as follows (figure 6.1.3.10-1).
· Ti: if there is an sTAG configured with stag-Id i as specified in [8], this field indicates whether the UE has expired the timeAlignmentTimer associated with the sTAG with stag-Id i, else the UE shall set the Ti field to "0". The Ti field is set to "1" to indicate that the UE has expired the timeAlignmentTimer associated with the sTAG with stag-Id i this TTI due to exceeding the maximum supported uplink transmission timing difference. The Ti field is set to "0" to indicate that the UE has not expired the timeAlignmentTimer associated with the sTAG with stag-Id i in this TTI due to exceeding the maximum supported uplink transmission timing difference;
· R: Reserved bit, set to “0”.
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Figure 6.1.3.10-1: Time Alignment Timer Expiry Report MAC control element
Fourth change

6.2.1
MAC header for DL-SCH, UL-SCH and MCH

The MAC header is of variable size and consists of the following fields:

-
LCID: The Logical Channel ID field identifies the logical channel instance of the corresponding MAC SDU or the type of the corresponding MAC control element or padding as described in tables 6.2.1-1, 6.2.1-2 and 6.2.1-4 for the DL-SCH, UL-SCH and MCH respectively. There is one LCID field for each MAC SDU, MAC control element or padding included in the MAC PDU. In addition to that, one or two additional LCID fields are included in the MAC PDU, when single-byte or two-byte padding is required but cannot be achieved by padding at the end of the MAC PDU. A UE of Category 0 [12] shall indicate CCCH using LCID "01011", otherwise the UE shall indicate CCCH using LCID "00000". The LCID field size is 5 bits;

-
L: The Length field indicates the length of the corresponding MAC SDU or variable-sized MAC control element in bytes. There is one L field per MAC PDU subheader except for the last subheader and subheaders corresponding to fixed-sized MAC control elements. The size of the L field is indicated by the F field;

-
F: The Format field indicates the size of the Length field as indicated in table 6.2.1-3. There is one F field per MAC PDU subheader except for the last subheader and subheaders corresponding to fixed-sized MAC control elements. The size of the F field is 1 bit. If the size of the MAC SDU or variable-sized MAC control element is less than 128 bytes, the value of the F field is set to 0, otherwise it is set to 1;

-
E: The Extension field is a flag indicating if more fields are present in the MAC header or not. The E field is set to "1" to indicate another set of at least R/R/E/LCID fields. The E field is set to "0" to indicate that either a MAC SDU, a MAC control element or padding starts at the next byte;

-
R: Reserved bit, set to "0".

The MAC header and subheaders are octet aligned.

Table 6.2.1-1 Values of LCID for DL-SCH

	Index
	LCID values

	00000
	CCCH

	00001-01010
	Identity of the logical channel

	01011-11001
	Reserved

	11010
	Long DRX Command

	11011
	Activation/Deactivation

	11100
	UE Contention Resolution Identity

	11101
	Timing Advance Command

	11110
	DRX Command

	11111
	Padding


Table 6.2.1-2 Values of LCID for UL-SCH

	Index
	LCID values

	00000
	CCCH

	00001-01010
	Identity of the logical channel

	01011
	CCCH

	01100-10110
	Reserved

	10111
	Time Alignment Timer Expiry Report

	11000
	Dual Connectivity Power Headroom Report

	11001
	Extended Power Headroom Report

	11010
	Power Headroom Report

	11011
	C-RNTI

	11100
	Truncated BSR

	11101
	Short BSR

	11110
	Long BSR

	11111
	Padding


Table 6.2.1-3 Values of F field:

	Index
	Size of Length field (in bits)

	0
	7

	1
	15


Table 6.2.1-4 Values of LCID for MCH

	Index
	LCID values

	00000
	MCCH (see note)

	00001-11100
	MTCH

	11101
	Reserved

	11110
	MCH Scheduling Information

	11111
	Padding

	NOTE: If there is no MCCH on MCH, an MTCH could use this value.


End of changes
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