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1. Overall Description:

RAN2 has discussed cell selection and reselection for ProSe direct communication and agreed to have the following UE behaviours be captured in TS 36.304 
When UE is interested to perform ProSe direct communication on non-serving frequency, it shall perform measurements on that frequency for cell selection and intra-frequency reselection purpose in accordance with RAN4 performance requirements.

…
If the UE has selected a cell on a non-serving frequency for ProSe direct communication, it shall perform additional intra-frequency reselection process to select a better cell for ProSe direct operation on that frequency. 

These requirements for ProSe direct operation apply for UEs in RRC_IDLE and in RRC_CONNECTED.
…
NOTE2:
If the frequency the UE is configured to perform ProSe direct communication on is a serving frequency, the UE uses the serving cell for ProSe operation.
From the measurements point of view, the above UE behaviours require that in case the ProSe carrier is non-serving frequency:

· UE in RRC_IDLE or RRC_CONNECTED is required to perform measurements for cell selection. 
· UE in RRC_IDLE or RRC_CONNECTED is also required to perform measurements on the ProSe carrier for intra-frequency reselection in accordance with intra-frequency measurement performance requirements.  
2. Actions:

To RAN4 group.

ACTION: 
RAN2 respectfully asks RAN4 to take this into consideration.
3. Date of Next RAN2 Meetings:

RAN2#89bis
20th – 24th April 2015
Bratislava, Slovakia

RAN2#90
25th – 29th May 2015
Fukuoka, Japan
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