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1. Overall Description:

RAN1 has found ambiguity of UE procedure for a collision between periodic and aperiodic CSI in the same subframe in section 11.5 of TS36.300:
	11.5
CQI reporting for Scheduling
The time and frequency resources used by the UE to report CQI are under the control of the eNB. CQI reporting can be either periodic or aperiodic. A UE can be configured to have both periodic and aperiodic reporting at the same time. In case both periodic and aperiodic reporting occurs in the same subframe, only the aperiodic report is transmitted in that subframe.
For efficient support of localized, distributed and MIMO transmissions, E-UTRA supports three types of CQI reporting:


RAN1 agreed that the current UE procedure for a collision between periodic and aperiodic CSI in the same subframe in section 11.5 of TS36.300 is for both non-CA and CA and then should be clarified when DC is configured for the UE.
In addition, RAN1 provides text proposal for TS36.300 in the annex for information.
2. Actions:

To RAN2
ACTION: 
RAN1 respectfully asks RAN2 to take the above agreement into account in their work specifying TS36.300.
3. Date of Next RAN1 Meetings:

3GPP RAN1#81
25 – 29 May 2015
Fukuoka, Japan
3GPP RAN1#82
24 – 28 August 2015
Beijing, China
Annex: Text proposal for TS 36.300 (Rel-12)

11.5
CQI reporting for Scheduling
The time and frequency resources used by the UE to report CQI are under the control of the eNB. CQI reporting can be either periodic or aperiodic. A UE can be configured to have both periodic and aperiodic reporting at the same time. When DC is not configured, in case both periodic and aperiodic reporting occurs in the same subframe, only the aperiodic report is transmitted in that subframe. When DC is configured, in case both periodic and aperiodic reporting occurs in the same subframe in a CG, only the aperiodic report is transmitted in that subframe. 
For efficient support of localized, distributed and MIMO transmissions, E-UTRA supports three types of CQI reporting:
