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10.1.2.8.1
SeNB Addition

The SeNB Addition procedure is initiated by the MeNB and is used to establish a UE context at the SeNB in order to provide radio resources from the SeNB to the UE. This procedure is used to add at least the first cell (PSCell) of the SCG. Figure 10.1.2.8.1-1 shows the SeNB Addition procedure.
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3. RRCConnectionReconfiguration

4. RRCConnectionReconfigurationComplete

9. E-RAB Modification Indication

5. SeNB Reconfiguration Complete

12. E-RAB Modification Confirmation
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Figure 10.1.2.8.1-1: SeNB Addition procedure

1.
The MeNB decides to request the SeNB to allocate radio resources for a specific E-RAB, indicating E-RAB characteristics (E-RAB parameters, TNL address information corresponding to the UP option). In addition, MeNB indicates within SCG-ConfigInfo the MCG configuration and the entire UE capabilities for UE capability coordination to be used as basis for the reconfiguration by the SeNB, but does not include SCG configuration. The MeNB can provide the latest measurement results for the SCG cell(s) requested to be added. The SeNB may reject the request.
NOTE:
In contrast to SCG bearer, for the split bearer option the MeNB may either decide to request resources from the SeNB of such an amount, that the QoS for the respective E-RAB is guaranteed by the exact sum of resources provided by the MeNB and the SeNB together, or even more. The MeNBs decision may be reflected in step 1 by the E-RAB parameters signalled to the SeNB, which may differ from E-RAB parameters received over S1.
NOTE:
MeNB may request the direct establishment of SCG or Split bearer, i.e., without via MCG bearer.

2.
If the RRM entity in the SeNB is able to admit the resource request, it allocates respective radio resources and, dependent on the bearer option, respective transport network resources. The SeNB triggers Random Access so that synchronisation of the SeNB radio resource configuration can be performed. The SeNB provides the new radio resource of SCG in SCG-Config to the MeNB, and for SCG bearers, together with S1 DL TNL address information for the respective E-RAB and security algorithm, for split bearers, together with X2 DL TNL address information.
NOTE:
In case of split bearers, transmission of user plane data may take place after step 2.

NOTE:
In case of SCG bearers, data forwarding and the SN Status Transfer may take place after step 2.
3.
If the MeNB endorses the new configuration, the MeNB sends the RRCConnectionReconfiguration message to the UE including the new radio resource configuration of SCG according to the SCG-Config.

4.
The UE applies the new configuration and replies with RRCConnectionReconfigurationComplete message. In case the UE is unable to comply with (part of) the configuration included in the RRCConnectionReconfiguration message, it performs the reconfiguration failure procedure.
5.
The MeNB informs the SeNB that the UE has completed the reconfiguration procedure successfully.

6.
The UE performs synchronisation towards the PSCell of the SeNB. The order the UE sends the RRCConnectionReconfigurationComplete message and performs the Random Access procedure towards the SCG is not defined. The successful RA procedure towards the SCG is not required for a successful completion of the RRC Connection Reconfiguration procedure.
7./8.
In case SCG bearers, and dependent on the bearer characteristics of the respective E-RAB, the MeNB may take actions to minimise service interruption due to activation of dual connectivity (Data forwarding, SN Status Transfer).
9.-12.
For SCG bearers, the update of the UP path towards the EPC is performed.
M.1
Dual Connectivity operation
For Dual Connectivity, the UE is configured with two cell groups (CGs). A CG only includes cells that are associated to the same eNB and those cells are synchronized at the eNB level similar as for carrier aggregation. Two operations are defined; synchronous and asynchronous DC. In synchronous DC operation, the UE can cope with a maximum reception timing difference up to at least 33µs between CGs. In asynchronous DC operation, the UE can cope with a maximum reception timing difference up to 500µs between CGs.
When DC is deployed, frame timing and SFN are aligned among the component carriers to be aggregated within a CG, and may or may not be aligned between different CGs.
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