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5.10.2
Sidelink UE information

5.10.2.1
General
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Figure 5.10.2-1: Sidelink UE information

The purpose of this procedure is to inform E-UTRAN that the UE is interested or no longer interested to receive sidelink direct communication or discovery, as well as to request assignment or release of transmission resources for sidelink direct communication or discovery announcements.
5.10.2.2
Initiation

A UE capable of sidelink direct communication or discovery that is in RRC_CONNECTED may initiate the procedure to indicate it is (interested in) receiving sidelink direct communication or discovery in several cases including upon successful connection establishment, upon change of interest, upon change to a PCell broadcasting SystemInformationBlockType18 or SystemInformationBlockType19. A UE capable of sidelink direct communication or discovery may initiate the procedure to request assignment of dedicated resources for the concerned sidelink direct communication transmission or discovery announcements.

NOTE 1:
A UE in RRC_IDLE that is configured to transmit sidelink direct communication/ discovery announcements, while SystemInformationBlockType18/ SystemInformationBlockType19 does not include the resources for transmission (in normal conditions), initiates connection establishment in accordance with 5.3.3.1a.

 In the current PCell, the UE shall:

1>
if SystemInformationBlockType18 is broadcast by the PCell:

2>
ensure having a valid version of SystemInformationBlockType18 for the PCell;

2> if configured by upper layers to receive sidelink direct communication:

3>
if the UE did not transmit a SidelinkUEInformation message since last entering RRC_CONNECTED state; or

3>
if since the last time the UE transmitted a SidelinkUEInformation message the UE connected to a PCell not broadcasting SystemInformationBlockType18 before connecting to the current PCell; or
NOTE 2:
After handover/ re-establishment from a source PCell not broadcasting SystemInformationBlockType18 the UE repeats the same interest information that it provided previously since a source PCell not broadcasting SystemInformationBlockType18 may not forward the interest information.

3>
if the last transmission of the SidelinkUEInformation message did not include commRxInterestedFreq; or if the frequency configured by upper layers to receive sidelink direct communication on has changed since the last transmission of the SidelinkUEInformation message:

4>
initiate transmission of the SidelinkUEInformation message to indicate the sidelink direct communication reception frequency of interest in accordance with 5.10.2.3;

2>
else:

3>
if the last transmission of the SidelinkUEInformation message included commRxInterestedFreq:

4>
initiate transmission of the SidelinkUEInformation message not including commRxInterestedFreq to indicate it is no longer interested in sidelink direct communication reception in accordance with 5.10.2.3;

2>
if configured by upper layers to transmit sidelink direct communication:

3>
if the UE did not transmit a SidelinkUEInformation message since entering RRC_CONNECTED state; or

3>
if since the last time the UE transmitted a SidelinkUEInformation message the UE connected to a PCell not broadcasting SystemInformationBlockType18 before connecting to the current PCell; or

3>
if the last transmission of the SidelinkUEInformation message did not include commTxResourceReq; or if the information carried by the commTxResourceReq has changed since the last transmission of the SidelinkUEInformation message:

4>
initiate transmission of the SidelinkUEInformation message to indicate the sidelink direct communication transmission resources required by the UE in accordance with 5.10.2.3;

2>
else:

3>
if the last transmission of the SidelinkUEInformation message included commTxResourceReq:

4>
initiate transmission of the SidelinkUEInformation message not including commTxResourceReq to indicate it does no longer require sidelink direct communication transmission resources in accordance with 5.10.2.3;

1>
if SystemInformationBlockType19 is broadcast by the PCell:

2>
ensure having a valid version of SystemInformationBlockType19 for the PCell;

2> if configured by upper layers to receive sidelink direct discovery announcements on a serving frequency or on one or more frequencies included in discInterFreqList, if included in SystemInformationBlockType19:

3>
if the UE did not transmit a SidelinkUEInformation message since last entering RRC_CONNECTED state; or

3>
if since the last time the UE transmitted a SidelinkUEInformation message the UE connected to a PCell not broadcasting SystemInformationBlockType19; or

3>
if the last transmission of the SidelinkUEInformation message did not include discRxInterest:

4>
initiate transmission of the SidelinkUEInformation message to indicate it is interested in sidelink direct discovery reception in accordance with 5.10.2.3;

2>
else:

3>
if the last transmission of the SidelinkUEInformation message included discRxInterest:

4>
initiate transmission of the SidelinkUEInformation message to indicate it is no longer interested in sidelink direct discovery reception in accordance with 5.10.2.3;

2>
if the UE is configured by upper layers to transmit sidelink direct discovery announcements:

3>
if the UE did not transmit a SidelinkUEInformation message since entering RRC_CONNECTED state; or

3>
if since the last time the UE transmitted a SidelinkUEInformation message the UE connected to a PCell not broadcasting SystemInformationBlockType19; or

3>
if the last transmission of the SidelinkUEInformation message did not include discTxResourceReq; or if the direct discovery announcement resources required by the UE have changed (i.e. resulting in a change of discTxResourceReq) since the last transmission of the SidelinkUEInformation message:

4>
initiate transmission of the SidelinkUEInformation message to indicate the sidelink direct discovery announcement resources required by the UE in accordance with 5.10.2.3;

2>
else:

3>
if the last transmission of the SidelinkUEInformation message included discTxResourceReq:

4>
initiate transmission of the SidelinkUEInformation message to indicate it does no longer require sidelink direct discovery announcement resources in accordance with 5.10.2.3;

>>>>>>>>>>>>
–
SidelinkUEInformation
The SidelinkUEInformation message is used for the indication of sidelink information to the eNB.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: UE to E‑UTRAN

SidelinkUEInformation message
-- ASN1START

SidelinkUEInformation-r12 ::=

SEQUENCE {


criticalExtensions



CHOICE {



c1







CHOICE {




sidelinkUEInformation-r12

SidelinkUEInformation-r12-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

SidelinkUEInformation-r12-IEs ::=
SEQUENCE {


commRxInterestedFreq-r12

ARFCN-ValueEUTRA-r9


OPTIONAL,


commTxResourceReq-r12


SL-CommTxResourceReq-r12
OPTIONAL,


discRxInterest-r12



ENUMERATED {true}


OPTIONAL,


discTxResourceReq-r12


INTEGER (1..63)



OPTIONAL,


lateNonCriticalExtension

OCTET STRING



OPTIONAL,


nonCriticalExtension


SEQUENCE {}




OPTIONAL

}

SL-CommTxResourceReq-r12 ::=

SEQUENCE {


carrierFreq-r12




ARFCN-ValueEUTRA-r9


OPTIONAL,


destinationInfoList-r12


SL-DestinationInfoList-r12

}

SL-DestinationInfoList-r12 ::=
SEQUENCE (SIZE (1..maxSL-Dest-r12)) OF SL-DestinationIdentity-r12

SL-DestinationIdentity-r12 ::=
BIT STRING (SIZE (24))

-- ASN1STOP

	SidelinkUEInformation field descriptions

	commRxInterestedFreq

Indicates the frequency on which the UE is interested to receive sidelink direct communication. The UE indicates the frequency even if the UE is interested to receive sidelink direct communication on the serving frequency.

	commTxResourceReq

Indicates the frequency on which the UE is interested to transmit sidelink direct communication as well as the sidelink direct communication transmission destination(s) for which the UE requests E-UTRAN to assign dedicated resources. The UE shall include this field only if it requires E-UTRAN to assign dedicated resources.

	destinationInfoList

Indicates the destination which is identified by the ProSe Layer-2 Group ID as specified in TS 23.303 [68].

	discRxInterest

Indicates that the UE is interested to monitor sidelink direct discovery announcements.

	discTxResourceReq

Indicates the number of resources the UE requires every discovery period for transmitting sidelink direct discovery announcement. It concerns the number of separate discovery message(s) the UE wants to transmit every discovery period.
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