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5.10.4
Direct communication transmission

A UE capable of sidelink direct communication that is configured by upper layers to transmit sidelink direct communication and has related data to be transmitted shall:

1> if the conditions for sidelink operation as defined in 5.10.1a are met:

2> if in coverage on the frequency used for sidelink direct communication, as defined in TS 36.304 [4, 11.4]:
3> if the UE is in RRC_CONNECTED and uses the PCell for sidelink direct communication:

4> if the UE is configured, by the current PCell/ the PCell in which physical layer problems or radio link failure was detected, with commTxResources set to scheduled:

5> if T310 or T311 is running; and if the PCell at which the UE detected physical layer problems or radio link failure broadcasts SystemInformationBlockType18 including commTxPoolExceptional; or

5> if T301 is running and the cell on which the UE initiated connection re-establishment broadcasts SystemInformationBlockType18 including commTxPoolExceptional:

6>
configure lower layers to transmit the sidelink control information and the corresponding data using the pool of resources indicated by the first entry in commTxPoolExceptional;

5>
else:

6>
configure lower layers to request E-UTRAN to assign transmission resources for direct communication;

4>
else if the UE is configured with commTxPoolNormalDedicated:

5>
configure lower layers to transmit the sidelink control information and the corresponding data using the pool of resources indicated by the first entry in commTxPoolNormalDedicated;
3> else (i.e. UE is in RRC_IDLE and uses the PCell for sidelink direct communication or UE is in RRC_CONNECTED and uses a cell other than PCell for sidelink direct communication):

4>
if the cell chosen/used for sidelink direct communication transmission broadcasts SystemInformationBlockType18:
5>
if SystemInformationBlockType18 includes commTxPoolNormalCommon:
6>
configure lower layers to transmit the sidelink control information and the corresponding data using the pool of resources indicated by the first entry in commTxPoolNormalCommon;

5>
else if UE in RRC_IDLE and uses the PCell for sidelink direct communication;
6>
if the last connection establishment was initiated to request sidelink direct communication transmission resources and resulted in T300 expiry; and

6> if the cell on which the UE initiated connection establishment broadcasts SystemInformationBlockType18 including commTxPoolExceptional:
7> retry the connection establishment until an RRCConnectionRelease or an RRCConnectionReject is received
8>
if an RRCConnectionReconfiguration including sl-CommConfig is not received

8>
configure lower layers to transmit the sidelink control information and the corresponding data using the pool of resources indicated by the first entry in commTxPoolExceptional;
NOTE: The UE may stop retrying the connection establishment after an implementation defined number of times and decide to continue using the commTxPoolExceptional.
5> else if UE in RRC_CONNECTED and uses a cell other than PCell for sidelink direct communication
6> if the cell on a frequency other than the primary broadcasts SystemInformationBlockType18 including commTxPoolExceptional;

7>
configure lower layers to transmit the sidelink control information and the corresponding data using the pool of resources indicated by the first entry in commTxPoolExceptional;
2>
else (i.e. out of coverage on sidelink carrier):

3>
configure lower layers to transmit the sidelink control information and the corresponding data using the pool of resources that were preconfigured i.e. indicated by the first entry in preconfigComm in SL-Preconfiguration defined in 9.3 and in accordance with the timing of the selected SyncRef UE, or if the UE does not have a selected SyncRef UE, based on the UEs own timing;
>>>>>>>>>>>>>>>>>
–
SystemInformationBlockType18

The IE SystemInformationBlockType18 indicates E-UTRAN supports the SidelinkUE information procedure and may contain sidelink direct communication related resource configuration information.
SystemInformationBlockType18 information element
-- ASN1START

SystemInformationBlockType18-r12 ::= SEQUENCE {


commConfig-r12





SEQUENCE {



commRxPool-r12





SL-CommRxPoolList-r12,



commTxPoolNormalCommon-r12


SL-CommTxPoolList-r12


OPTIONAL,
-- Need OR



commTxPoolExceptional-r12


SL-CommTxPoolList-r12


OPTIONAL,
-- Need OR



commSyncConfig-r12




SL-SyncConfigList-r12

OPTIONAL
-- Need OR


}

















OPTIONAL,
-- Need OR


lateNonCriticalExtension


OCTET STRING





OPTIONAL,


...

}

-- ASN1STOP

	SystemInformationBlockType18 field descriptions

	commRxPool

Indicates the resources by which the UE is allowed to receive sidelink direct communication while in RRC_IDLE and while in RRC_CONNECTED.

	commSyncConfig

Indicates the configuration by which the UE is allowed to receive and transmit synchronisation information. E-UTRAN configures commSyncConfig including txParameters when configuring UEs by dedicated signalling to transmit synchronisation information.

	commTxPoolExceptional

Indicates the resources by which the UE is allowed to transmit sidelink direct communication in exceptional conditions, as specified in 5.10.4.

	commTxPoolNormalCommon

Indicates the resources by which the UE is allowed to transmit sidelink direct communication while in RRC_IDLE or when in RRC_CONNECTED while transmitting sidelink via a frequency other than the primary.


