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5.11
Handling of unknown, unforeseen and erroneous protocol data

When a MAC entity receives a MAC PDU for the MAC entity’s C-RNTI or Semi-Persistent Scheduling C-RNTI, or by the configured downlink assignment, containing reserved or invalid values, the MAC entity shall:

-
discard the received PDU.

When a MAC entity receives a MAC PDU on MCH containing fields with reserved values, the MAC entity shall:

-
ignore the fields in the PDU header and in the control elements containing reserved values and the corresponding parts indicated by the fields in the received PDU, unless explicitly specified otherwise.

NOTE: The requirement regarding MCH above is only applicable to UEs from this version of the specification and onwards. E-UTRAN should not use a MAC PDU containing a field with reserved values on MCH configured in the pmch-InfoList (without suffix, see [8]).
6.1.3.7a
Extended MCH Scheduling Information MAC Control Element

The Extended MCH Scheduling Information MAC control element illustrated in Figure 6.1.3.7-2 is identified by a MAC PDU subheader with LCID as specified in Table 6.2.1-4. This control element has a variable size.

For each MTCH the fields below are included:

-
LCID: this field indicates the Logical Channel ID of the MTCH. The length of the field is 5 bits;
-
Stop MTCH: this field indicates the ordinal number of the subframe within the MCH scheduling period, counting only the subframes allocated to the MCH, where the corresponding MTCH stops. Value 0 corresponds to the first subframe. The length of the field is 11 bits. The special Stop MTCH value 2047 indicates that the corresponding MTCH is not scheduled. The value range 2043 to 2046 is reserved.
For each MTCH the fields below may be included:
-
LCID: this field indicates the Logical Channel ID of the MTCH. The length of the field is 5 bits. LCIDs x…x+y shall be equal to or a subset of the LCIDs 1…n;
-
S: this field indicates that the transmission of the corresponding MTCH is to be suspended. The S field is set to “000”. All other values are reserved. In this version of the specification, the reserved values are treated the same as “000” by the UE.
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Figure 6.1.3.7a-1: Extended MCH Scheduling Information MAC control element
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