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3.1
Definitions

For the purposes of the present document, the terms and definitions given in [1] apply, together as:

Activated uplink frequency (FDD only): For a specific UE, an uplink frequency is said to be activated if the UE is allowed to transmit on that frequency. The primary uplink frequency is always activated when configured while a secondary uplink frequency has to be activated by means of an HS-SCCH order in order to become activated.
Adjacent Frequency: A frequency whose centre is within 5 MHz of the centre of the currently used frequency and belongs to the same frequency band as that of the currently used frequency.

Assisting serving HS-DSCH Cell: In addition to the serving HS-DSCH cell, a cell in the same frequency, where the UE is configured to simultaneously monitor a HS-SCCH set and receive HS-DSCH if it is scheduled in that cell.

Assisting secondary serving HS-DSCH Cell: In addition to the serving HS-DSCH cell, a cell in the secondary downlink frequency, where the UE is configured to simultaneously monitor a HS-SCCH set and receive HS-DSCH if it is scheduled in that cell.
Common E-DCH resource: In FDD, common E-DCH resources are under direct control of the Node B and are shared by UEs in CELL_FACH state and IDLE mode. In 1.28 Mcps TDD, common E-DCH resources used by UEs in CELL_FACH and IDLE mode are under direct control of Node B and are shared by UEs in the CELL_DCH state.

Common E-RGCH RL: Cell which is not the serving E-DCH radio link and from which the UE can receive one Relative Grant in CELL_FACH state. The UE can have zero, one or up to 3 Common E-RGCH RL(s).

Configured Uplink Frequency (FDD only): For a specific UE, an uplink frequency is said to be configured if the UE has received all relevant information from RRC in order to perform transmission on that frequency.

CSG member cell: a cell broadcasting the identity of the selected PLMN, registered PLMN or equivalent PLMN and for which the CSG whitelist of the UE includes an entry comprising the cell’s CSG ID and the respective PLMN identity.

Current Frequency (FDD only): The frequency that is currently used by the UE. In case of dual cell or dual band configured, the serving HS-DSCH cell frequency is treated as current frequency.

Data Description Indicator (DDI): MAC-e header field used to identify the logical channel, MAC-d flow and the size of the MAC-d PDUs concatenated into a MAC-es PDU.
Designated non-serving HS-DSCH cell: The non-serving HS-DSCH cell from which the UE estimates the F-DPCH quality for TPC derivation, when the UE is configured with DPCCH2 in the uplink or the E-DCH decoupling is configured. This TPC is transmitted on UL DPCCH.
E-DCH active set (FDD only): The set of cells on the primary uplink frequency which carry the E-DCH for one UE. Only radio links for which an E-HICH configuration is stored are considered part of the E-DCH active set.
Enhanced Uplink in CELL_FACH state and Idle mode: In FDD, combines the REL99 random access power ramping phase with E-DCH transmission. The procedure can be started in idle mode and RRC Connected mode, but not in CELL_DCH state. In 1.28 Mcps TDD, the REL7 enhanced random access procedure for E-DCH in CELL_DCH is used in idle mode and CELL_FACH state.
HARQ profile: One HARQ profile consists of a power offset attribute and maximum number of transmissions.
Implicit Grant handling: A scheduling scheme where a UE’s Scheduling Grant on the Secondary Serving E-DCH cell may be revoked by means of an Absolute Grant addressed to another UE.
Improved HARQ retransmission for HSDPA: A HARQ process operation mode where a CELL_DCH UE supports to not discard the MAC-hs/ehs PDU if the MAC-hs/ehs PDU is received within 5 sub-frames from the reception of the previous MAC-hs/ehs PDU intended for this HARQ process, and UE support at most 4 continuous HARQ retransmissions for a MAC-hs/ehs PDU.
MBMS activated services: the MBMS multicast services the UE has joined as well as the broadcast services the UE is interested in.

MCCH acquisition: the procedure for acquiring all MCCH information relevant for the UE ie. includes reception of the RB information for the UE’s MBMS activated services.

MBMS controlling cell: the cell from which the UE receives MCCH.

MBMS notification: a notification provided by UTRAN indicating a change in the provision of one or more MBMS services.

MBMS Selected Services: a subset of the MBMS activated services of the Broadcast type for which the UE applies RRC procedures to inform UTRAN that the service has been selected (by upper layers).

MBMS transmission: a possibly repeated session of an MBMS service. An MBMS transmission is uniquely identified by the combination of the MBMS service identity and the MBMS session identity.

MBSFN cluster: Set of cells operating in MBSFN mode providing only MBMS service in PtM mode and seen as one cell by a UE.

MBSFN mode: Transmission mode where a set of synchronized cells transmit exactly the same data for provision of MBMS service.

Multiflow (FDD only):  A mode of operation with two simultaneous HS-DSCH transport channels per carrier frequency, where the HS-DSCH transport channels may belong to the same or different Node Bs.

NodeB triggered HS-DPCCH transmission: Transmission on a common E-DCH resource to provide HS-DPCCH feedback in CELL_FACH state, which is triggered by the reception of an HS-SCCH order as defined in [16].

Primary Absolute Grant (FDD only): Absolute Grant received with the primary E-RNTI.
Primary uplink frequency (FDD only): If a single uplink frequency is configured for the UE, then it is the primary uplink frequency. In case more than one uplink frequencies are configured for the UE, then the primary uplink frequency is the frequency on which E-DCH corresponding to the serving E-DCH cell associated with  the serving HS-DSCH cell is transmitted. The association between a pair of uplink and downlink frequencies is indicated by higher layers.
Radio Links without DPCH/F-DPCH operation (FDD only): An operation mode in which UE supports to not receive both DPCH and F-DPCH downlink channels from the indicated Non-serving E-DCH cell(s).
Secondary Absolute Grant (FDD only): Absolute Grant received with the secondary E-RNTI.

Secondary E-DCH Active Set (FDD only): The set of cells on the secondary uplink frequency where E-DCH is carried for one UE. Only radio links for which an E-HICH configuration is stored are considered part of the secondary E-DCH active set. The secondary E-DCH active set and the active set on the secondary uplink frequency are always the same set of cells.

Secondary Serving E-DCH cell (FDD only): Cell from which the UE receives Absolute Grants from the Node-B scheduler on the downlink frequency associated with secondary uplink frequency. A UE has one Secondary Serving E-DCH cell on the secondary uplink frequency.
Secondary Serving E-DCH RLS or Secondary Serving RLS (FDD only): In Dual Cell E-DCH operation, the set of cells which contains at least the Secondary Serving E-DCH cell and from which the UE can receive and combine one Relative Grant. A UE can have zero or one Secondary Serving E-DCH RLS.

Secondary serving HS-DSCH cell(s): In addition to the serving HS-DSCH cell, the set of cells where the UE is configured to simultaneously monitor an HS-SCCH set and receive the HS-DSCH if it is scheduled in that cell. There can be up to 7 secondary serving HS-DSCH cells. If the UE is configured with two uplink frequencies, the first secondary serving HS-DSCH cell is the secondary serving HS-DSCH cell that is associated with the secondary uplink frequency.

Secondary Non-serving E-DCH RL or Secondary Non-serving RL (FDD only): In Dual Cell E-DCH operation, the cell which belongs to the Secondary E-DCH active set but does not belong to the Secondary Serving E-DCH RLS and from which the UE in CELL_DCH can receive one Relative Grant. The UE can have zero, one or several Secondary Non-serving E-DCH RL(s).

Secondary uplink frequency (FDD only): A secondary uplink frequency is a frequency on which an E-DCH corresponding to a  serving E-DCH cell associated with a secondary serving HS-DSCH cell is transmitted. The association between a pair of uplink and downlink frequencies is indicated by higher layers.

Serving E-DCH cell: Cell from which the UE receives Absolute Grants from the Node-B scheduler.  In TDD, a UE has one Serving E-DCH cell. In FDD, a UE has one Serving E-DCH cell on the primary uplink frequency.

Serving E-DCH cell decoupling (FDD only): An E-DCH operation mode in which the Serving HS-DSCH cell and the Serving E-DCH cell are different.
Serving E-DCH RLS or Serving RLS (FDD only): Set of cells which contains at least the Serving E-DCH cell and from which the UE can receive and combine one Relative Grant. In TDD, the UE has only one Serving E-DCH RLS. In FDD, a UE has one Serving E-DCH cell on the primary uplink frequency.

Non-serving E-DCH RL or Non-serving RL (FDD only): Cell which belongs to the E-DCH active set but does not belong to the Serving E-DCH RLS and from which the UE in CELL_DCH can receive one Relative Grant. In TDD, the UE can have zero, one or several Non-serving E-DCH RL(s). In FDD, the UE can have zero, one or several Non-serving E-DCH RL(s) on the primary uplink frequency.

SR-VCC: Single Radio Voice Call Continuity, Voice call or Voice and Video call continuity between IMS over PS access and CS access for calls that are anchored in IMS when the UE is capable of transmitting/receiving on only one of those access networks at a given time. Single Radio Voice Call Continuity between CS access and IMS over PS access is referred to as Reverse SRVCC (rSR-VCC).

Target Cell Pre-Configuration (FDD only): HS-DSCH Cell configuration provided to UE in Active Set Update for which HS-DSCH serving Cell Change may be initiated by HS-SCCH order sent from target cell.

Target cell HS-SCCH order: A HS-DSCH serving cell change command signaled to an UE by using HS-SCCH order in the target cell:

- for which a measurement report was trigged by an Event 1d  intra frequency event; or

- for which a measurement report was trigged by an Event 1c intra frequency event on the primary frequency, which indicates the current serving HS-DSCH cell as the only active CPICH triggering this event 1c report, and the target cell is the best cell in the current active set reported in this Event 1c measurement report. If more than one cell in the active set share the same quality, the target cell will be the first one listed in the in "Intra-frequency measured results list" in the Event 1c measurement report.

Primary E-DCH carrier (1.28Mcps TDD only): If a single E-DCH carrier is configured for the UE, then it is the primary E-DCH carrier. In case more than one E-DCH carriers are configured for the UE, then the primary E-DCH carrier is the carrier on which the E-RUCCH will be transmitted.

Additional E-DCH carrier (1.28Mcps TDD only): An additional E-DCH carrier is an E-DCH carrier other than the primary E-DCH carrier . The UE can have zero, one or several additional E-DCH carrier(s).

<Next modification>
8.6.5.6
Added or Reconfigured DL TrCH information
If the IE "Added or Reconfigured DL TrCH information" is included the UE shall:

1>
for the transport channel identified by the IE "DL Transport Channel Identity":

2>
if the choice "DL parameters" is set to 'explicit':

3>
perform the actions for the IE "Transport Format Set" as specified in subclause 8.6.5.1.

2>
if the choice "DL parameters" is set to 'same as uplink':

3>
if the IE "UL Transport Channel Identity" indicates an existing or a new UL Transport Channel:

4>
store as transport format for this transport channel the transport format associated with the transport channel identified by the IE "UL Transport Channel Identity".

3>
else:

4>
set the variable INVALID_CONFIGURATION to TRUE.

2>
if the IE "DCH quality target" is included:

3>
perform the actions specified in subclause 8.6.5.4.

1>
if the choice "DL parameters" is set to "HSDSCH":

2>
if the IE "HARQ Info" is included:

3>
perform the actions specified in subclause 8.6.5.6b.

2>
if the IE "Added or Reconfigured MAC-d Flow" is included:

3>
perform the actions as specified in subclause 8.6.5.5a.

2>
if the IE "Added or Reconfigured MAC-ehs reordering queue" is included:

3>
if inter-Node B Multiflow operation is configured:
4>
perform the actions as specified in subclause 8.6.5.23 for both MAC-ehs entities.
3>
else:
4>
perform the actions as specified in subclause 8.6.5.23.

2>
determine the value for the HS_DSCH_RECEPTION variable and take the corresponding actions as described in subclause 8.5.25.
2>
if the IE "Improved HARQ transmission for HSDPA" is included:

3>
store the received configuration and indicate to lower layers to start operation in the improved HARQ retransmission operation.
NOTE:
The UE stores the DL transport channel configuration until it is explicitly deleted by a message containing the IE "Deleted DL TrCH information" or the UE leaves RRC connected mode.

NOTE:
In case the IE "Added or Reconfigured DL TrCH information" is included in a message that contains the IE "Deleted DL TrCH information" with a transport channel with the same identity as indicated by IE "DL Transport Channel Identity" and same type as indicated in the IE "Downlink transport channel type" then the UE behaviour is unspecified.

<Next modification>
10.3.3.42
UE radio access capability
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Access stratum release indicator
	MP
	
	Enumerated(R99)
	Indicates the release of the UE according to [35]. The IE also indicates the release of the RRC transfer syntax supported by the UE.
	

	
	CV-not_rrc_connectionSetupComplete
	
	Enumerated(REL-4,
	7 spare values are needed.
	REL-4

	
	
	
	REL-5,
	
	REL-5

	
	
	
	REL-6,
	
	REL-6

	
	
	
	REL-7,
	
	REL-7

	
	
	
	REL-8,
	
	REL-8

	
	
	
	REL-9,
	
	REL-9

	
	
	
	REL-10,
	
	REL-10

	
	
	
	REL-11,
	
	REL-11

	
	
	
	REL-12)
	
	REL-12

	DL capability with simultaneous HS-DSCH configuration
	CV-not_iRAT_HoInfo
	
	Enumerated(32kbps, 64kbps, 128kbps, 384kbps)
	
	REL-5

	PDCP capability
	MP
	
	PDCP capability 10.3.3.24
	
	

	<Partially omitted>
	
	
	
	
	

	Support of Radio Links without DPCH/F-DPCH
	CV-not_iRAT_HoInfo
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support Radio Links without DPCH/F-DPCH.
	REL-12

	Support of improved HARQ retransmission for HSDPA
	CV-not_iRAT_HoInfo
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support improved HARQ retransmission for HSDPA.
	REL-13

	Note 1:
The second entity of the "RF capability TDD" is not needed in the INTER RAT HANDOVER INFO message: if both TDD 3.84/7.68 Mcps and TDD 1.28 Mcps are supported, the "RF capability TDD 1.28 Mcps" entity shall be used for TDD 1.28 Mcps; the "UE power class" in the "RF capability TDD" entity shall apply for both chip rates.

	Note 2:
For 1.28 Mcps TDD, UE supporting E-DCH enhanced random access in CELL_FACH state and Idle mode always supports HS-PDSCH reception in CELL_FACH, CELL_PCH and URA_PCH state and CELL_FACH HS-DSCH DRX operation.

	Note 3:
Two non-adjacent carriers can be in the same band or in two different bands.

	Note 4:
This IE should always be set to “TRUE” in this version of the specification.

	Note 5:
If the Multiflow scenario dual-band three cells on two frequencies is supported in band combination A&B (2 cells in band A and 1 cell in band B), then it is also supported in band combination B&A (2 cells in band B and 1 cell in band A).


	Condition
	Explanation

	not_rrc_connectionSetupComplete
	The IE is not needed in the RRC CONNECTION SETUP COMPLETE message. Otherwise the IE is mandatory present.

	not_iRAT_HoInfo
	The IE is not needed in the INTER RAT HANDOVER INFO message. Otherwise, it is optional.

	iRAT_HoInfo
	The IE is optional in the INTER RAT HANDOVER INFO message. Otherwise, the IE is not needed.

	Dual_Cell_HSDPA_supported
	This IE is optionally present if Dual-Cell HSDPA is supported. Otherwise it is not needed.

The IE is not needed in the INTER RAT HANDOVER INFO message. Otherwise, it is optional.


<Next modification>
10.3.5.1
Added or Reconfigured DL TrCH information
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Downlink transport channel type
	MP
	
	Enumerated(DCH,DSCH
	Note 2
	

	
	
	
	,HS-DSCH)
	Note 3
	REL-5

	DL Transport channel identity
	MP
	
	Transport channel identity 10.3.5.18
	
	

	
	CV-not HS-DSCH
	
	
	
	REL-5

	CHOICE DL parameters
	
	
	
	
	

	>Explicit
	
	
	
	
	

	>>TFS
	MP
	
	Transport Format Set 10.3.5.23
	
	

	>SameAsUL
	
	
	
	
	

	>>Uplink transport channel type
	MP
	
	Enumerated(DCH,USCH)
	USCH is TDD only
	

	>>UL TrCH identity
	MP
	
	Transport channel identity 10.3.5.18
	Same TFS applies as specified for indicated UL TrCH
	

	>HS-DSCH
	
	
	
	
	REL-5

	>>HARQ Info
	OP
	
	HARQ info 10.3.5.7a
	For 1.28 Mcps TDD, if HARQ Information is included in the IE DL MultiCarrier Information, this IE shall not be present.
	REL-5

	>>CHOICE DL MAC header type
	OP
	
	
	
	REL-7

	>>>MAC-hs
	
	
	
	
	REL-7

	>>>>Added or reconfigured MAC-d flow
	MP
	
	Added or reconfigured MAC-d flow 10.3.5.1a
	
	REL-5

	>>>MAC-ehs
	
	
	
	
	REL-7

	>>>>Added or reconfigured MAC-ehs reordering queue
	MP
	
	Added or reconfigured MAC-ehs reordering queue 10.3.5.1c
	
	REL-7

	>>Improved HARQ retransmission for HSDPA
	CV-message
	
	
	(no data)
	REL-13

	DCH quality target
	OP
	
	Quality target 10.3.5.10
	
	

	Note 1:
Void

	Note 2:
The IE "Downlink transport channel type" value "DSCH" should not be used for FDD. If received the UE behaviour is unspecified.

	Note 3:
If included in SIB type 16, the value ‘HS-DSCH’ does not apply for the IE "Downlink transport channel type".


	Condition
	Explanation

	NotHS-DSCH
	If the downlink transport channel type is DCH or DSCH then this IE is mandatory otherwise it is not needed.

	Message
	This IE is not needed if the IE "Added or Reconfigured DL TrCH information" is included in HANDOVER TO UTRAN COMMAND message, or as part of Target cell preconfiguration information in the ACTIVE SET UPDATE message, in System Information Block type 16 message. Otherwise it is optional.


<Next modification>
10.3.6.91
Uplink DPCH power control info
Parameters used by UE to set DPCH initial output power and to use for closed-loop power control in FDD and 1.28 Mcps TDD and parameters for uplink open loop power control in 3.84 Mcps TDD and 7.68 Mcps TDD.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	CHOICE mode
	MP
	
	
	
	

	>FDD
	
	
	
	
	

	>>DPCCH Power offset
	MP
	
	Integer(-164,..-6 by step of 2)
	In dB
	

	>>PC Preamble
	MP
	
	Integer (0..7)
	In number of frames
	

	>>SRB delay
	MP
	
	Integer(0..7)
	In number of frames
	

	>>Power Control Algorithm
	MP
	
	Enumerated (algorithm 1, algorithm 2)
	Specifies algorithm to be used by UE to interpret TPC commands
	

	>>TPC step size
	CV-algo
	
	Integer (1, 2)
	In dB
	

	>>ACK
	OP
	
	Integer

(0..8
	Refer to quantization of the power offset in [28]
	REL-5

	
	
	
	9..10)
	
	REL-11

	>>NACK
	OP
	
	Integer

(0..8
	refer to quantization of the power offset in [28]
	REL-5

	
	
	
	9..10)
	
	REL-11

	>>Ack-Nack repetition factor
	OP
	
	Integer(1..4)
	
	REL-5

	
	
	
	
	Note 1
	REL-13

	>>Ack-Nack repetition factor for Multiflow assisting cells
	CV-Multiflow
	
	Integer(1..4)
	If present, this IE indicates that all the assisting cells use the Ack-Nack repetition factor indicated by this IE.
Absence of this IE indicates that there is no Ack-Nack repetition for multiflow assisting cell(s).
	REL-11

	>>HARQ_preamble_mode
	MP
	
	Integer (0, 1)
	1 indicates that preamble and postamble are used on the HS-DPCCH – see [29]
	REL-6

	>TDD
	
	
	
	
	

	>>UL target SIR
	OP
	
	Real (-11 .. 20 by step of 0.5dB)
	In dB
	

	
	
	
	
	For 1.28 Mcps TDD this parameter represents PRXDPCHdes with range Integer(-120…-58 by step of 1) dBm
	REL-4

	>>CHOICE UL OL PC info
	MP
	
	
	
	

	>>>Broadcast UL OL PC info
	
	
	Null
	No data
	

	>>>Individually Signalled 
	OP
	
	
	
	

	>>>>CHOICE TDD option
	MP
	
	
	
	REL-4

	>>>>>3.84 Mcps TDD
	
	
	
	
	REL-4

	>>>>>>Individual timeslot interference info
	MP
	1 to <maxTS>
	
	
	

	>>>>>>>Individual timeslot interference
	MP
	
	Individual timeslot interference 10.3.6.38
	
	

	>>>>>>DPCH Constant Value
	MP
	
	Constant Value TDD

10.3.6.11a
	Quality Margin
	

	>>>>>7.68 Mcps TDD
	
	
	
	
	REL-7

	>>>>>>Individual timeslot interference info
	MP
	1 to <maxTS>
	
	
	REL-7

	>>>>>>>Individual timeslot interference
	MP
	
	Individual timeslot interference 10.3.6.38
	
	REL-7

	>>>>>>DPCH Constant Value
	MP
	
	Constant Value TDD

10.3.6.11a
	Quality Margin
	REL-7

	>>>>>1.28 Mcps TDD
	
	
	
	
	REL-4

	>>>>>>Beacon PL Est.
	CV-houtran
	
	Enumerated (TRUE)
	The presence of this IE indicates that the UE may take into account path loss estimated from beacon function physical channels. The absence indicates that UE may not take into account path loss estimated from beacon function physical channels
	REL-6

	>>>>>>TPC step size
	MP
	
	Integer(1,2,3)
	
	REL-4

	>>>>Primary CCPCH Tx Power
	OP
	
	Primary CCPCH Tx Power 10.3.6.59
	For Pathloss Calculation
	

	Note 1:
In case the improved HARQ retransmission is enabled, the value shall be set to 1.


	Condition
	Explanation

	algo
	The IE is mandatory present if the IE "Power Control Algorithm" is set to "algorithm 1", otherwise the IE is not needed

	houtran
	This IE is optional in Cell Update Confirm, Physical Channel Reconfiguration, Radio Bearer Reconfiguration, Radio Bearer Release, Radio Bearer Setup, Transport Channel Reconfiguration and Uplink Physical Channel Control. The IE is not included in the Handover To UTRAN Command

	Multiflow
	The IE is optional when the Multiflow operation is configured, otherwise it is not needed.


