Page 1



3GPP TSG-RAN WG2 Meeting #91 
R2-153400
Beijing, China, 24th – 28th August 2015
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	36.331
	CR
	1871
	rev
	
	Current version:
	12.6.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	X
	Core Network
	


	

	Title:

	Corrections on configuration of resource pools in SIB18

	
	

	Source to WG:
	Huawei, HiSilicon

	Source to TSG:
	R2

	
	

	Work item code:
	LTE_D2D_Prox-Core
	
	Date:
	2015-08-24

	
	
	
	
	

	Category:
	A
	
	Release:
	Rel-13

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
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First change
6.3.1
System information blocks
<Text omitted here>

–
SystemInformationBlockType18

The IE SystemInformationBlockType18 indicates E-UTRAN supports the Sidelink UE information procedure and may contain sidelink direct communication related resource configuration information.
SystemInformationBlockType18 information element
-- ASN1START

SystemInformationBlockType18-r12 ::= SEQUENCE {


commConfig-r12





SEQUENCE {



commRxPool-r12





SL-CommRxPoolList-r12,



commTxPoolNormalCommon-r12


SL-CommTxPoolList-r12


OPTIONAL,
-- Need OR



commTxPoolExceptional-r12


SL-CommTxPoolList-r12


OPTIONAL,
-- Need OR



commSyncConfig-r12




SL-SyncConfigList-r12

OPTIONAL
-- Need OR


}

















OPTIONAL,
-- Need OR


lateNonCriticalExtension


OCTET STRING





OPTIONAL,


...

}

-- ASN1STOP

	SystemInformationBlockType18 field descriptions

	commRxPool

Indicates the resources by which the UE is allowed to receive sidelink direct communication while in RRC_IDLE and while in RRC_CONNECTED.

	commSyncConfig

Indicates the configuration by which the UE is allowed to receive and transmit synchronisation information. E-UTRAN configures commSyncConfig including txParameters when configuring UEs by dedicated signalling to transmit synchronisation information.

	commTxPoolExceptional

Indicates the resources by which the UE is allowed to transmit sidelink direct communication in exceptional conditions, as specified in 5.10.4.

	commTxPoolNormalCommon

Indicates the resources by which the UE is allowed to transmit sidelink direct communication while in RRC_IDLE or when in RRC_CONNECTED while transmitting sidelink via a frequency other than the primary.


NOTE:
The network should ensure that for none of the entries in commRxPool the resources defined by sc-TF-ResourceConfig overlap.
End
