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First modified section
5.5.4.1
General

The UE shall:

1>
for each measId included in the measIdList within VarMeasConfig:
2>
if the corresponding reportConfig includes a purpose set to reportStrongestCellsForSON:

3>
consider any neighbouring cell detected on the associated frequency to be applicable;

2>
else if the corresponding reportConfig includes a purpose set to reportCGI:

3>
consider any neighbouring cell detected on the associated frequency/ set of frequencies (GERAN) which has a physical cell identity matching the value of the cellForWhichToReportCGI included in the corresponding measObject within the VarMeasConfig to be applicable;

2>
else:

3>
if the corresponding measObject concerns E-UTRA:

4>
if the ue-RxTxTimeDiffPeriodical is configured in the corresponding reportConfig:

5>
consider only the PCell to be applicable;
4>
else if the eventA1 or eventA2 is configured in the corresponding reportConfig:

5>
consider only the serving cell to be applicable;
4>
else if eventA4 or eventA6 is configured in the corresponding reportConfig: 
5>
if a4A6CellList-r13 is configured:
6>
consider any neighbouring cell detected on the associated frequency to be applicable when the concerned cell is included in the a4A6CellList-13 defined within the VarMeasConfig for this measId;
5>
else

6>
consider any neighbouring cell detected on the associated frequency to be applicable when the concerned cell is not included in the blackCellsToAddModList defined within the VarMeasConfig for this measId;
4>
else if eventC1 or eventC2 is configured in the corresponding reportConfig; or if reportStrongestCSI-RSs is included in the corresponding reportConfig:
5>
consider a CSI-RS resource on the associated frequency to be applicable when the concerned CSI-RS resource is included in the measCSI-RS-ToAddModList defined within the VarMeasConfig for this measId;
4>
else:

5>
consider any neighbouring cell detected on the associated frequency to be applicable when the concerned cell is not included in the blackCellsToAddModList defined within the VarMeasConfig for this measId;

5>
for events involving a serving cell on one frequency and neighbours on another frequency, consider the serving cell on the other frequency as a neighbouring cell;

4>
if the corresponding reportConfig includes alternativeTimeToTrigger and if the UE supports alternativeTimeToTrigger:

5>
use the value of alternativeTimeToTrigger as the time to trigger instead of the value of timeToTrigger in the corresponding reportConfig for cells included in the altTTT-CellsToAddModList of the corresponding measObject;
3>
else if the corresponding measObject concerns UTRA or CDMA2000:

4>
consider a neighbouring cell on the associated frequency to be applicable when the concerned cell is included in the cellsToAddModList defined within the VarMeasConfig for this measId (i.e. the cell is included in the white-list);

NOTE 0:
The UE may also consider a neighbouring cell on the associated UTRA frequency to be applicable when the concerned cell is included in the csg-allowedReportingCells within the VarMeasConfig for this measId, if configured in the corresponding measObjectUTRA (i.e. the cell is included in the range of physical cell identities for which reporting is allowed).

3>
else if the corresponding measObject concerns GERAN:

4>
consider a neighbouring cell on the associated set of frequencies to be applicable when the concerned cell matches the ncc-Permitted defined within the VarMeasConfig for this measId;

2>
if the triggerType is set to event and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable cells for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig, while the VarMeasReportList does not include an measurement reporting entry for this measId (a first cell triggers the event):

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3> if the UE supports T312 and if useT312 is included for this event and if T310 is running:

4> if T312 is not running:

5> start timer T312 with the value configured in the corresponding measObject;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the triggerType is set to event and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable cells not included in the cellsTriggeredList for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig (a subsequent cell triggers the event):

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;
3> if the UE supports T312 and if useT312 is included for this event and if T310 is running:

4> if T312 is not running:

5> start timer T312 with the value configured in the corresponding measObject;
3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>

if the triggerType is set to event and if the leaving condition applicable for this event is fulfilled for one or more of the cells included in the cellsTriggeredList defined within the VarMeasReportList for this measId for all measurements after layer 3 filtering taken during timeToTrigger defined within the VarMeasConfig for this event:

3>
remove the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;
3> if the UE supports T312 and if useT312 is included for this event and if T310 is running:

4> if T312 is not running:

5> start timer T312 with the value configured in the corresponding measObject;
3>
if reportOnLeave is set to TRUE for the corresponding reporting configuration or if a6-ReportOnLeave is set to TRUE for the corresponding reporting configuration:

4>
initiate the measurement reporting procedure, as specified in 5.5.5;

3>
if the cellsTriggeredList defined within the VarMeasReportList for this measId is empty:

4>
remove the measurement reporting entry within the VarMeasReportList for this measId;

4>
stop the periodical reporting timer for this measId, if running;

2>
if the triggerType is set to event and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable CSI-RS resources for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig, while the VarMeasReportList does not include an measurement reporting entry for this measId (i.e. a first CSI-RS resource triggers the event):

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
include the concerned CSI-RS resource(s) in the csi-RS-TriggeredList defined within the VarMeasReportList for this measId;
3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the triggerType is set to event and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable CSI-RS resources not included in the csi-RS-TriggeredList for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig (i.e. a subsequent CSI-RS resource triggers the event):

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
include the concerned CSI-RS resource(s) in the csi-RS-TriggeredList defined within the VarMeasReportList for this measId;
3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the triggerType is set to event and if the leaving condition applicable for this event is fulfilled for one or more of the CSI-RS resources included in the csi-RS-TriggeredList defined within the VarMeasReportList for this measId for all measurements after layer 3 filtering taken during timeToTrigger defined within the VarMeasConfig for this event:

3>
remove the concerned CSI-RS resource(s) in the csi-RS-TriggeredList defined within the VarMeasReportList for this measId;
3>
if c1-ReportOnLeave is set to TRUE for the corresponding reporting configuration or if c2-ReportOnLeave is set to TRUE for the corresponding reporting configuration:

4>
initiate the measurement reporting procedure, as specified in 5.5.5;

3>
if the csi-RS-TriggeredList defined within the VarMeasReportList for this measId is empty:

4>
remove the measurement reporting entry within the VarMeasReportList for this measId;

4>
stop the periodical reporting timer for this measId, if running;
2>
if the purpose is included and set to reportStrongestCells or to reportStrongestCellsForSON and if a (first) measurement result is available:

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

NOTE 1:
If the purpose is set to reportStrongestCells and reportStrongestCSI-RSs is not included and reportAmount > 1, the UE initiates a first measurement report immediately after the quantity to be reported becomes available for the PCell. If the purpose is set to reportStrongestCells and reportStrongestCSI-RSs is not included and reportAmount = 1, the UE initiates a first measurement report immediately after the quantity to be reported becomes available for the PCell and for the strongest cell among the applicable cells. If the purpose is set to reportStrongestCellsForSON, the UE initiates a first measurement report when it has determined the strongest cells on the associated frequency.

2>
upon expiry of the periodical reporting timer for this measId:

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the purpose is included and set to reportCGI and if the UE acquired the information needed to set all fields of cgi-Info for the requested cell:

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
stop timer T321;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
upon expiry of the T321 for this measId:

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

NOTE 2:
The UE does not stop the periodical reporting with triggerType set to event or to periodical while the corresponding measurement is not performed due to the PCell RSRP being equal to or better than s-Measure or due to the measurement gap not being setup.

NOTE 3:
If the UE is configured with DRX, the UE may delay the measurement reporting for event triggered and periodical triggered measurements until the Active Time, which is defined in TS 36.321 [6].

Next modified section

6.3.5
Measurement information elements

<cut>
–
MeasObjectEUTRA
The IE MeasObjectEUTRA specifies information applicable for intra-frequency or inter-frequency E‑UTRA cells.

MeasObjectEUTRA information element
-- ASN1START

MeasObjectEUTRA ::=




SEQUENCE {


carrierFreq






ARFCN-ValueEUTRA,


allowedMeasBandwidth



AllowedMeasBandwidth,


presenceAntennaPort1



PresenceAntennaPort1,


neighCellConfig





NeighCellConfig,


offsetFreq






Q-OffsetRange



DEFAULT dB0,


-- Cell list


cellsToRemoveList




CellIndexList



OPTIONAL,

-- Need ON


cellsToAddModList




CellsToAddModList


OPTIONAL,

-- Need ON


-- Black list


blackCellsToRemoveList



CellIndexList



OPTIONAL,

-- Need ON


blackCellsToAddModList



BlackCellsToAddModList

OPTIONAL,

-- Need ON


cellForWhichToReportCGI



PhysCellId




OPTIONAL,

-- Need ON


...,


[[measCycleSCell-r10



MeasCycleSCell-r10

OPTIONAL,

-- Need ON



measSubframePatternConfigNeigh-r10
MeasSubframePatternConfigNeigh-r10
OPTIONAL






-- Need ON


]],


[[widebandRSRQ-Meas-r11



BOOLEAN
OPTIONAL

-- Cond WB-RSRQ


]],


[[
altTTT-CellsToRemoveList-r12
CellIndexList



OPTIONAL,

-- Need ON



altTTT-CellsToAddModList-r12
AltTTT-CellsToAddModList-r12
OPTIONAL,

-- Need ON



t312-r12





CHOICE {




release






NULL,




setup






ENUMERATED {ms0, ms50, ms100, ms200,











 ms300, ms400, ms500, ms1000}


}













OPTIONAL,

-- Need ON


reducedMeasPerformance-r12

BOOLEAN 




OPTIONAL,
 
-- Need ON


measDS-Config-r12



MeasDS-Config-r12


OPTIONAL

-- Need ON


]],


[[
a4A6CellList-r13



CHOICE {




release







NULL,




setup







CellIndexList


}













OPTIONAL

-- Need ON

]]
}

MeasObjectEUTRA-v9e0 ::=


SEQUENCE {


carrierFreq-v9e0




ARFCN-ValueEUTRA-v9e0

}

CellsToAddModList ::=



SEQUENCE (SIZE (1..maxCellMeas)) OF CellsToAddMod

CellsToAddMod ::=
SEQUENCE {


cellIndex






INTEGER (1..maxCellMeas),


physCellId






PhysCellId,


cellIndividualOffset



Q-OffsetRange

}

BlackCellsToAddModList ::=


SEQUENCE (SIZE (1..maxCellMeas)) OF BlackCellsToAddMod

BlackCellsToAddMod ::=
SEQUENCE {


cellIndex






INTEGER (1..maxCellMeas),


physCellIdRange





PhysCellIdRange

}

MeasCycleSCell-r10 ::=



ENUMERATED {sf160, sf256, sf320, sf512,














sf640, sf1024, sf1280, spare1}

MeasSubframePatternConfigNeigh-r10 ::=
CHOICE {


release








NULL,


setup








SEQUENCE {



measSubframePatternNeigh-r10


MeasSubframePattern-r10,



measSubframeCellList-r10



MeasSubframeCellList-r10
OPTIONAL
-- Cond always

}

}

MeasSubframeCellList-r10 ::=
SEQUENCE (SIZE (1..maxCellMeas)) OF PhysCellIdRange

AltTTT-CellsToAddModList-r12 ::=
SEQUENCE (SIZE (1..maxCellMeas)) OF AltTTT-CellsToAddMod-r12

AltTTT-CellsToAddMod-r12 ::=
SEQUENCE {


cellIndex-r12






INTEGER (1..maxCellMeas),


physCellIdRange-r12





PhysCellIdRange

}

-- ASN1STOP

	MeasObjectEUTRA field descriptions

	a4A6CellList
List of neighbouring cells applicable for events A4 and A6.

	altTTT-CellsToAddModList

List of cells to add/ modify in the cell list for which the alternative time to trigger specified by alternativeTimeToTrigger in reportConfigEUTRA, if configured, applies.

	altTTT-CellsToRemoveList

List of cells to remove from the list of cells for alternative time to trigger.

	blackCellsToAddModList

List of cells to add/ modify in the black list of cells.

	blackCellsToRemoveList

List of cells to remove from the black list of cells.

	carrierFreq

Identifies E‑UTRA carrier frequency for which this configuration is valid. E-UTRAN does not configure more than one measurement object for the same physical frequency regardless of the E-ARFCN used to indicate this.

	cellIndex

Entry index in the cell list. An entry may concern a range of cells, in which case this value applies to the entire range.

	cellIndividualOffset

Cell individual offset applicable to a specific cell. Value dB-24 corresponds to -24 dB, dB-22 corresponds to -22 dB and so on.

	cellsToAddModList

List of cells to add/ modify in the cell list.

	cellsToRemoveList

List of cells to remove from the cell list.

	measCycleSCell

The parameter is used only when an SCell is configured on the frequency indicated by the measObject and is in deactivated state, see TS 36.133 [16, 8.3.3]. E-UTRAN configures the parameter whenever an SCell is configured on the frequency indicated by the measObject, but the field may also be signalled when an SCell is not configured. Value sf160 corresponds to 160 sub-frames, sf256 corresponds to 256 sub-frames and so on.

	measDS-Config
Parameters applicable to discovery signals measurement on the carrier frequency indicated by carrierFreq.

	measSubframeCellList

List of cells for which measSubframePatternNeigh is applied.

	measSubframePatternNeigh
Time domain measurement resource restriction pattern applicable to neighbour cell RSRP and RSRQ measurements on the carrier frequency indicated by carrierFreq. For cells in measSubframeCellList the UE shall assume that the subframes indicated by measSubframePatternNeigh are non-MBSFN subframes, and have the same special subframe configuration as PCell.

	offsetFreq

Offset value applicable to the carrier frequency. Value dB-24 corresponds to -24 dB, dB-22 corresponds to -22 dB and so on.

	physCellId

Physical cell identity of a cell in the cell list.

	physCellIdRange

Physical cell identity or a range of physical cell identities.

	reducedMeasPerformance

If set to TRUE, the EUTRA carrier frequency is configured for reduced measurement performance, otherwise it is configured for normal measurement performance, see TS 36.133 [16].

	t312

The value of timer T312. Value ms0 represents 0 ms, ms50 represents 50 ms and so on.

	widebandRSRQ-Meas

If this field is set to TRUE, the UE shall, when performing RSRQ measurements, use a wider bandwidth in accordance with TS 36.133 [16].


	Conditional presence
	Explanation

	always
	The field is mandatory present.

	WB-RSRQ
	The field is optionally present, need ON, if the measurement bandwidth indicated by allowedMeasBandwidth is 50 resource blocks or larger; otherwise it is not present and the UE shall delete any existing value for this field, if configured.


<cut>
–
VarMeasConfig
The UE variable VarMeasConfig includes the accumulated configuration of the measurements to be performed by the UE, covering intra-frequency, inter-frequency and inter-RAT mobility related measurements.

NOTE:
The amount of measurement configuration information, which a UE is required to store, is specified in subclause 11.1. If the number of frequencies configured for a particular RAT exceeds the minimum performance requirements specified in [16], it is up to UE implementation which frequencies of that RAT are measured. If the total number of frequencies for all RATs provided to the UE in the measurement configuration exceeds the minimum performance requirements specified in [16], it is up to UE implementation which frequencies/RATs are measured.
VarMeasConfig UE variable
-- ASN1START

VarMeasConfig ::=




SEQUENCE {


-- Measurement identities


measIdList






MeasIdToAddModList




OPTIONAL,

measIdListExt-r12




MeasIdToAddModListExt-r12


OPTIONAL,

-- Measurement objects


measObjectList





MeasObjectToAddModList



OPTIONAL,

measObjectList-v9i0




MeasObjectToAddModList-v9e0


OPTIONAL,

-- Reporting configurations


reportConfigList




ReportConfigToAddModList


OPTIONAL,


-- Other parameters


quantityConfig





QuantityConfig





OPTIONAL,

measScaleFactor-r12




MeasScaleFactor-r12




OPTIONAL, 

s-Measure






INTEGER (-140..-44)




OPTIONAL,


speedStatePars





CHOICE {



release







NULL,



setup







SEQUENCE {




mobilityStateParameters



MobilityStateParameters,




timeToTrigger-SF




SpeedStateScaleFactors



}


}

















OPTIONAL,


allowInterruptions-r11


BOOLEAN







OPTIONAL
}

-- ASN1STOP

