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1
Introduction
During RAN2#83 and RAN2#83, the topic of allowing inbound mobility to CSG cells within shared networks was discussed (see R2-132607, R2-132642, R2-132721). The CRs R2-133825 and R2-133826 were approved to handle the case of hybrid cell deployments, but the case of open access cells was not discussed.
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Inbound Mobility to Open Access CSG cells
The CSG cells can be divided into three categories: Closed, hybrid and open access. 

· Closed cells are only open to subscribers

· Hybrid cells are open to all but subscribers will prioritize reselection to the cells since they know they are able to get prioritized scheduling

· Open cells are open to all and look just like normal cells but may still prioritize scheduling for certain users.

The CRs R2-133825 and R2-133826 handled the case of inbound mobility to hybrid cells, but not to open access cells. The different between open access and hybrid access CSG cells is that open access cells do not broadcast CSG identity but hybrid cells do. Therefore UE cannot know to which CSG group an open access cell belongs to. Based on the RRC, a UE will therefore not report the PLMN identity list from SIB1 for such cells, as can be seen from section 5.5.5 in RRC (highlighted with green below in the excerpt from Rel-12 RRC specification v12.6.0):

	3>
else if the purpose is set to reportCGI:

4>
if the mandatory present fields of the cgi-Info for the cell indicated by the cellForWhichToReportCGI in the associated measObject have been obtained:

5>
if the cell broadcasts a CSG identity:

6>
include the csg-Identity;

6>
include the csg-MemberStatus and set it to member if the cell is a CSG member cell;

5>
if the si-RequestForHO is configured within the reportConfig associated with this measId:

6>
include the cgi-Info containing all the fields that have been successfully acquired and in accordance with the following:

7>
if the cell is a CSG member cell, determine the subset of the PLMN identities, starting from the second entry of PLMN identities in the broadcast information, that meet the following conditions:

a)
equal to the RPLMN or an EPLMN; and

b)
the CSG whitelist of the UE includes an entry comprising of the concerned PLMN identity and the CSG identity broadcast by the cell;
7>
if the subset of PLMN identities determined according to the previous includes at least one PLMN identity, include the plmn-IdentityList and set it to include this subset of the PLMN identities;

7>
if the cell is a CSG member cell, include the primaryPLMN-Suitable if the primary PLMN meets conditions a) and b) specified above;
5>
else:

6>
include the cgi-Info containing all the fields that have been successfully acquired and in accordance with the following:

7>
include in the plmn-IdentityList the list of identities starting from the second entry of PLMN Identities in the broadcast information;


This is in contrast to the yellow-highlighted part of ANR, where the PLMN list is always reported.
Observation 1: The PLMN identity list is not reported when doing SI reading for open access CSG cells.

Observation 2: The PLMN identity list is always reported when doing ANR or when doing SI reporting for closed or hybrid CSG cells.

We think this limits the usefulness of SI reading process in case of open access HeNBs. We propose that the PLMN identity reporting would always be allowed in case of SI reading to allow better usability of open access cells in shared networks.

Proposal 1: RAN2 to confirm whether Observations 1 & 2 are correct. 
Proposal 2: In case RAN2 confirms Proposal 1, correct RRC specification to allow PLMN reporting during SI reading process also for open access CSG cells.

A Rel-12 CR example showing how to do this is shown in Annex A. 
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Conclusions
We have observed the open access CSG cells are not supported to the same extent that closed and hybrid access CSG cells are in shared networks by the following observations:

Observation 1: The PLMN identity list is not reported when doing SI reading for open access CSG cells.

Observation 2: The PLMN identity list is always reported when doing ANR or when doing SI reporting for closed or hybrid CSG cells.

Therefore, we propose:

Proposal 1: RAN2 to confirm whether Observations 1 & 2 are correct. 

Proposal 2: In case RAN2 confirms Proposal 1, correct RRC specification to allow PLMN reporting during SI reading process also for open access CSG cells.

Annex A: TP for allowing PLMN reporting for open access CSG cells
We have observed the open access CSG cells are not supported to the same extent that closed and hybrid access CSG cells are in shared networks by the following observations:

5.5.5
Measurement reporting
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Figure 5.5.5-1: Measurement reporting

The purpose of this procedure is to transfer measurement results from the UE to E-UTRAN.

For the measId for which the measurement reporting procedure was triggered, the UE shall set the measResults within the MeasurementReport message as follows:

1>
set the measId to the measurement identity that triggered the measurement reporting;

1>
set the measResultPCell to include the quantities of the PCell;

1>
set the measResultServFreqList to include for each SCell that is configured, if any, within measResultSCell the quantities of the concerned SCell, if available according to performance requirements in [16];

1>
if the reportConfig associated with the measId that triggered the measurement reporting includes reportAddNeighMeas:

2>
for each serving frequency for which measObjectId is referenced in the measIdList, other than the frequency corresponding with the measId that triggered the measurement reporting:
3>
set the measResultServFreqList to include within measResultBestNeighCell the physCellId and the quantities of the best non-serving cell, based on RSRP, on the concerned serving frequency;

1>
if there is at least one applicable neighbouring cell to report:

2>
set the measResultNeighCells to include the best neighbouring cells up to maxReportCells in accordance with the following:
3>
if the triggerType is set to event:
4>
include the cells included in the cellsTriggeredList as defined within the VarMeasReportList for this measId;

3>
else:

4>
include the applicable cells for which the new measurement results became available since the last periodical reporting or since the measurement was initiated or reset;

NOTE 1:
The reliability of the report (i.e. the certainty it contains the strongest cells on the concerned frequency) depends on the measurement configuration i.e. the reportInterval. The related performance requirements are specified in TS 36.133 [16].

3>
for each cell that is included in the measResultNeighCells, include the physCellId;

3>
if the triggerType is set to event; or the purpose is set to reportStrongestCells or to reportStrongestCellsForSON:

4>
for each included cell, include the layer 3 filtered measured results in accordance with the reportConfig for this measId, ordered as follows:

5>
if the measObject associated with this measId concerns E-UTRA:

6>
set the measResult to include the quantity(ies) indicated in the reportQuantity within the concerned reportConfig in order of decreasing triggerQuantity, i.e. the best cell is included first;

5>
if the measObject associated with this measId concerns UTRA FDD and if ReportConfigInterRAT includes the reportQuantityUTRA-FDD:

6>
set the measResult to include the quantities indicated by the reportQuantityUTRA-FDD in order of decreasing measQuantityUTRA-FDD within the quantityConfig, i.e. the best cell is included first;
5>
if the measObject associated with this measId concerns UTRA FDD and if ReportConfigInterRAT does not include the reportQuantityUTRA-FDD; or

5>
if the measObject associated with this measId concerns UTRA TDD, GERAN or CDMA2000:

6>
set the measResult to the quantity as configured for the concerned RAT within the quantityConfig in order of either decreasing quantity for UTRA and GERAN or increasing quantity for CDMA2000 pilotStrength, i.e. the best cell is included first;

3>
else if the purpose is set to reportCGI:

4>
if the mandatory present fields of the cgi-Info for the cell indicated by the cellForWhichToReportCGI in the associated measObject have been obtained:

5>
if the cell broadcasts a CSG identity:

6>
include the csg-Identity;

6>
include the csg-MemberStatus and set it to member if the cell is a CSG member cell;

5>
if the si-RequestForHO is configured within the reportConfig associated with this measId:

6>
include the cgi-Info containing all the fields that have been successfully acquired and in accordance with the following:

7>
if the cell is a CSG member cell, determine the subset of the PLMN identities, starting from the second entry of PLMN identities in the broadcast information, that meet the following conditions:

a)
equal to the RPLMN or an EPLMN; and

b)
the CSG whitelist of the UE includes an entry comprising of the concerned PLMN identity and the CSG identity broadcast by the cell;

7>
if the subset of PLMN identities determined according to the previous includes at least one PLMN identity, include the plmn-IdentityList and set it to include this subset of the PLMN identities;

7>
if the cell is a CSG member cell, include the primaryPLMN-Suitable if the primary PLMN meets conditions a) and b) specified above;
7>
if the cell does not broadcast csg-Identity, include in the plmn-IdentityList the list of identities starting from the second entry of PLMN identities in the broadcast information;
5>
else:

6>
include the cgi-Info containing all the fields that have been successfully acquired and in accordance with the following:

7>
include in the plmn-IdentityList the list of identities starting from the second entry of PLMN Identities in the broadcast information;

1>
for the cells included according to the previous (i.e. covering the PCell, the SCells, the best non-serving cells on serving frequencies as well as neighbouring EUTRA cells) include results according to the extended RSRQ if corresponding results are available according to the associated performance requirements defined in 36.133 [16];

1>
if there is at least one applicable CSI-RS resource to report:

2>
set the measResultCSI-RS-List to include the best CSI-RS resources up to maxReportCells in accordance with the following:
3>
if the triggerType is set to event:
4>
include the CSI-RS resources included in the csi-RS-TriggeredList as defined within the VarMeasReportList for this measId;

3>
else:

4>
include the applicable CSI-RS resources for which the new measurement results became available since the last periodical reporting or since the measurement was initiated or reset;

NOTE 2:
The reliability of the report (i.e. the certainty it contains the strongest CSI-RS resources on the concerned frequency) depends on the measurement configuration i.e. the reportInterval. The related performance requirements are specified in TS 36.133 [16].
3>
for each CSI-RS resource that is included in the measResultCSI-RS-List:

4>
include the measCSI-RS-Id;
4>
include the layer 3 filtered measured results in accordance with the reportConfig for this measId, ordered as follow:

5>
set the csi-RSRP-Result to include the quantity indicated in the reportQuantity within the concerned reportConfig in order of decreasing triggerQuantityCSI-RS, i.e. the best CSI-RS resource is included first;
4>
if reportCRS-Meas is included within the associated reportConfig, and the cell indicated by physCellId of this CSI-RS resource is not a serving cell:
5>
set the measResultNeighCells to include the cell indicated by physCellId of this CSI-RS resource, and include the physCellId;

5>
set the rsrpResult to include the RSRP of the concerned cell, if available according to performance requirements in [16];

5>
set the rsrqResult to include the RSRQ of the concerned cell, if available according to performance requirements in [16];

1>
if the ue-RxTxTimeDiffPeriodical is configured within the corresponding reportConfig for this measId;

2>
set the ue-RxTxTimeDiffResult to the measurement result provided by lower layers;

2>
set the currentSFN;

1>
if the includeLocationInfo is configured in the corresponding reportConfig for this measId and detailed location information that has not been reported is available, set the content of the locationInfo as follows:
2>
include the locationCoordinates;

2>
if available, include the gnss-TOD-msec;

1>
increment the numberOfReportsSent as defined within the VarMeasReportList for this measId by 1;

1>
stop the periodical reporting timer, if running;

1>
if the numberOfReportsSent as defined within the VarMeasReportList for this measId is less than the reportAmount as defined within the corresponding reportConfig for this measId:

2>
start the periodical reporting timer with the value of reportInterval as defined within the corresponding reportConfig for this measId;

1>
else:

2>
if the triggerType is set to periodical:

3> remove the entry within the VarMeasReportList for this measId;

3> remove this measId from the measIdList within VarMeasConfig;

1>
if the measured results are for CDMA2000 HRPD:

2>
set the preRegistrationStatusHRPD to the UE's CDMA2000 upper layer's HRPD preRegistrationStatus;

1>
if the measured results are for CDMA2000 1xRTT:

2>
set the preRegistrationStatusHRPD to FALSE;

1>
submit the MeasurementReport message to lower layers for transmission, upon which the procedure ends;




