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	Reason for change:
	With the current text, the UE supporting MFBI disregards the additionalSpectrumEmission, if received in SIB2, while in RRC_CONNECTED. This is not an intended behaviour.

	
	

	Summary of change:
	1. In handover, the E-UTRAN should ensure that one frequency band broadcast by target cell is supported by the UE
2. The UE supporting MFBI should not disregard the additionalSpectrumEmission in SIB2, if received, while in RRC_CONNECTED.
Impact analysis
Impacted functionality: 

UL Carrier Aggregation and mobility.

Inter-operability:
If the CR is implemented by the UE but not by eNB, there is no interoperability issue.

If the CR is implemented by eNB, but not by the UE, a UE supporting MFBI does not apply a NS value in SIB2 in the target cell.
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	Other comments:
	


5.2.2.7
Actions upon reception of the SystemInformationBlockType1 message

Upon receiving the SystemInformationBlockType1 message the UE shall:






1>
if the frequency band indicated in the freqBandIndicator is part of the frequency bands supported by the UE; or

1>
if the UE supports multiBandInfoList, and if one or more of the frequency bands indicated in the multiBandInfoList are part of the frequency bands supported by the UE:

2>
forward the cellIdentity to upper layers;

2>
forward the trackingAreaCode to upper layers;

1>
else:

2>
consider the cell as barred in accordance with TS 36.304 [4] and;

2>
perform barring as if intraFreqReselection is set to notAllowed, and as if the csg-Indication is set to FALSE;

NOTE:
In handover, the E-UTRAN should ensure that one frequency band broadcast by target cell is supported by the UE.
5.2.2.9
Actions upon reception of SystemInformationBlockType2
Upon receiving SystemInformationBlockType2, the UE shall:

1>
apply the configuration included in the radioResourceConfigCommon;

1>
if upper layers indicate that a (UE specific) paging cycle is configured:

2>
apply the shortest of the (UE specific) paging cycle and the defaultPagingCycle included in the radioResourceConfigCommon;

1>
if the mbsfn-SubframeConfigList is included:

2>
consider that DL assignments may occur in the MBSFN subframes indicated in the mbsfn-SubframeConfigList under the conditions specified in [23, 7.1];

1>
apply the specified PCCH configuration defined in 9.1.1.3;

1>
not apply the timeAlignmentTimerCommon; 

1>
if in RRC_CONNECTED and UE is configured with RLF timer and constants values received within rlf-TimersAndConstants:

2>
not update its values of the timers and constants in ue-TimersAndConstants except for the value of timer T300;



