
3GPP TSG RAN WG2 #91
 R2-153896
Beijing, China, August 24-28, 2015
Title:
DRAFT LS on eDRX measurements in Idle mode for UMTS
Response to:


Release:
Rel-13
Work Item:
UTRA_SDATA_POWSAV
Source:
Ericsson
To:
3GPP RAN WG4
Cc:

Contact Person:

Name:
Martin van der Zee
Tel. Number:
+46 107151936
E-mail Address:
martin.van.der.zee@ericsson.com
1. Overall Description:

RAN2 has discussed the measurements and mobility with extended DRX in Idle mode (I-eDRX) for UMTS. The exact range of the I-eDRX is still TBD, but it will be larger than the legacy DRX of 5.12 seconds, and potentially up to an hour. For I-eDRX there will be a Paging Transmission Window (PTW), i.e. one or more consecutive paging occasions (NPTW) in the legacy DRX: 
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RAN2 assumed that the UE is not required to measure during the sleep period (to enable long battery life time), and that the existing DRX measurement requirements apply during the paging window (PTW). Furthermore RAN2 assumed that the UE measurements made during the previous paging window should be discarded when the next paging window starts. 

2. Actions:

To RAN4
ACTION: 
RAN4 is kindly requested to introduce the UE measurement requirements for extended DRX in Idle mode and update the relevant RAN4 specifications, if needed. 
3. Date of Next TSG-RAN2 Meetings:

TSG RAN2 Meeting #91bis 
5 - 9 October 2015,
Malmö, Sweden

TSG RAN2 Meeting #92

16 - 20 November 2015,
Anaheim, US

