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10.2.1
General
[… parts omitted…]
–
EUTRA-InterNodeDefinitions
This ASN.1 segment is the start of the E‑UTRA inter-node PDU definitions.

-- ASN1START

EUTRA-InterNodeDefinitions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


AntennaInfoCommon,


ARFCN-ValueEUTRA,


ARFCN-ValueEUTRA-v9e0,

ARFCN-ValueEUTRA-r9,

CellIdentity,


C-RNTI,


DL-DCCH-Message,


DRB-Identity,


DRB-ToReleaseList,

FreqBandIndicator-r11,

InDeviceCoexIndication-r11,


MasterInformationBlock,

maxBands,

maxFreq,


maxDRB,


maxSCell-r10,

maxServCell-r10,

MBMSInterestIndication-r11,


MeasConfig,


MeasGapConfig,

OtherConfig-r9,


PhysCellId,

P-Max,

PowerCoordinationInfo-r12,


SidelinkUEInformation-r12,


SL-CommConfig-r12,


SL-DiscConfig-r12,


RadioResourceConfigDedicated,


RSRP-Range,


RSRQ-Range,

RSRQ-Range-v1250,

SCellToAddModList-r10,


SCG-ConfigPartSCG-r12,


SecurityAlgorithmConfig,


SCellIndex-r10,


SCellToReleaseList-r10,


ServCellIndex-r10,

ShortMAC-I,


SystemInformationBlockType1,


SystemInformationBlockType1-v890-IEs,


SystemInformationBlockType2,


UEAssistanceInformation-r11,


UECapabilityInformation,


UE-CapabilityRAT-ContainerList,


UE-RadioPagingInfo-r12,
    WLAN-OffloadConfig-r12
FROM EUTRA-RRC-Definitions;

-- ASN1STOP

10.2.2
Message definitions
[… parts omitted…]
–
UERadioPagingInformation
This message is used to transfer radio paging information, covering both upload to and download from the EPC.

Direction: eNB to/ from EPC

UERadioPagingInformation message
-- ASN1START

UERadioPagingInformation ::= SEQUENCE {


criticalExtensions




CHOICE {



c1








CHOICE{




ueRadioPagingInformation-r12


UERadioPagingInformation-r12-IEs,




spare7 NULL,




spare6 NULL, spare5 NULL, spare4 NULL,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

UERadioPagingInformation-r12-IEs ::= SEQUENCE {


ue-RadioPagingInfo-r12



OCTET STRING (CONTAINING UE-RadioPagingInfo-r12),

nonCriticalExtension



UERadioPagingInformation-v13xy-IEs


OPTIONAL

}
UERadioPagingInformation-v13xy-IEs ::= SEQUENCE {


supportedBandListEUTRAForPaging-r13

SEQUENCE (SIZE (1..maxBands)) OF FreqBandIndicator-r11 OPTIONAL,


nonCriticalExtension




SEQUENCE {}







OPTIONAL

}
-- ASN1STOP

	UERadioPagingInformation field descriptions

	ue-RadioPagingInfo 
The field is used to transfer radio paging information required for a category 0 UE. The eNB generates the ue-RadioPagingInfo and the contained ue-Category-v1250 is absent when the UE is not a category 0 UE.

	supportedBandListEUTRAForPaging 
Indicates the UE supported frequency bands which is derived by the eNB from UE-EUTRA-Capability.


