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	Reason for change:
	In 36.213, when UE is configured with simultaneous PUSCH and PUCCH transmission, it is possible to transmit SR on PUCCH when there is valid PUSCH resource at the same TTI. However, in current 36.321 spec, SR transmission can not take place if there is UL-SCH resource.
If the UE is configured for a single serving cell and simultaneous PUSCH and PUCCH transmission, then in subframe[image: image1.wmf]n

 UCI shall be transmitted

· on PUCCH using format 1/1a/1b/3 if the UCI consists only of HARQ-ACK and/or SR

· on PUCCH using format 2 if the UCI consists only of periodic CSI 

· on PUCCH using format 2/2a/2b/3 if the UCI consists of periodic CSI and HARQ-ACK and if the UE is not transmitting PUSCH
· on PUCCH and PUSCH if the UCI consists of HARQ-ACK/HARQ-ACK+SR/positive SR and periodic/aperiodic CSI and if the UE is transmitting PUSCH in subframe n, in which case the HARQ-ACK/HARQ-ACK+SR/positive SR is transmitted on PUCCH using format 1/1a/1b/3 and the periodic/aperiodic CSI transmitted on PUSCH unless the PUSCH transmission corresponds to a Random Access Response Grant or a retransmission of the same transport block as part of the contention based random access procedure, in which case periodic/aperiodic CSI is not transmitted


	
	

	Summary of change:
	Allow UE to bypass the no UL-SCH resources check when UE is configured with simultaneous PUSCH and PUCCH transmission.
Impact analysis:
Impacted functionality:

Scheduling Request
Inter-operability:

There is no inter-operability issue since the CR only affects scheduling request transmission at UE.
If UE does not implement the CR, UE may miss SR opportunity and experience long UL latency.


	
	

	Consequences if not approved:
	Inconsistant UE behavior in 36.213 and 36.321 and extended UL latency.
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5.4.4
Scheduling Request

The Scheduling Request (SR) is used for requesting UL-SCH resources for new transmission.

When an SR is triggered, it shall be considered as pending until it is cancelled. All pending SR(s) shall be cancelled and sr-ProhibitTimer shall be stopped when a MAC PDU is assembled and this PDU includes a BSR which contains buffer status up to (and including) the last event that triggered a BSR (see subclause 5.4.5), or, if all pending SR(s) are triggered by Sidelink BSR, when a MAC PDU is assembled and this PDU includes a Sidelink BSR which contains buffer status up to (and including) the last event that triggered a Sidelink BSR (see subclause 5.14.1.4), or, if all pending SR(s) are triggered by Sidelink BSR, when upper layers configure autonomous resource selection, or when the UL grant(s) can accommodate all pending data available for transmission.

If an SR is triggered and there is no other SR pending, the MAC entity shall set the SR_COUNTER to 0.

As long as one SR is pending, the MAC entity shall for each TTI:

-
if no UL-SCH resources are available for a transmission in this TTI; or

- 
if simultaneousPUCCH-PUSCH is configured:

-
if the MAC entity has no valid PUCCH resource for SR configured in any TTI: initiate a Random Access procedure (see subclause 5.1) on the SpCell and cancel all pending SRs;

-
else if the MAC entity has a valid PUCCH resource for SR configured for this TTI and if this TTI is not part of a  measurement gap and if sr-ProhibitTimer is not running:

-
if SR_COUNTER < dsr-TransMax:

-
increment SR_COUNTER by 1;

-
instruct the physical layer to signal the SR on PUCCH;

-
start the sr-ProhibitTimer.

-
else:

-
notify RRC to release PUCCH/SRS for all serving cells;

-
clear any configured downlink assignments and uplink grants;

-
initiate a Random Access procedure (see subclause 5.1) on the SpCell and cancel all pending SRs.
