3GPP TSG RAN WG2 Meeting #91bis






R2-154911
Malmö, Sweden, 5 - 10 October 2015
Title:
Reply LS on UE based timing offset reporting for DC enhancement
Response to:
R2-154009 (R4-154844) from RAN4
Release:
Release 13
Work Item:
LTE_dualC_enh-Core
Source:
RAN2
To:
RAN1, RAN4
Cc:
-
Contact Person:


Name:
Toru Uchino
Tel. Number:
+81-46-840-3190
E-mail Address:
tooru[dot]uchino[dot]fv[at]nttdocomo[dot]com
Attachments:
None
1. Overall Description:

RAN2 thanks to RAN4 informing the agreements on the reporting contents for SFN/subframe reporting for DC.

RAN2 discussed the SFN/subframe offset reporting and agreed followings:

· eNB can configure SFN/subframe offset reporting for PSCell when DC is configured, i.e., eNB cannot configure for non-serving cell and serving cell other than PSCell. RAN2 did not find a need to report neighbour cell offset measurements.
· UE only needs to read MIB to measure/report SFN/subframe offset, i.e., UE does not need to read SIB
· Consider RAN4’s agreements on SFN offset report contents as a baseline for the report contents.

· One shot reporting (i.e. eNB configures measurement and UE sends single report, not periodical)
2. Actions:

To RAN1 and RAN4 group.

ACTION: 
RAN2 respectfully asks RAN1 and RAN4 to take above into account.
3. Date of Next TSG-RAN2 Meetings:

TSG-RAN2 Meeting #92
 


16 – 20 Nov 2015
Anaheim, US

TSG-RAN2 Meeting #93



15 - 19 Feb 2016    
Malta

