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Next Modified Subclause
5.8.2.3
MCCH information acquisition by the UE

An MBMS capable UE shall:

1>
if the procedure is triggered by a MCCH information change notification:
2>
start acquiring the MBSFNAreaConfiguration message from the beginning of the modification period following the one in which the change notification was received;
NOTE 1:
The UE continues using the previously received MCCH information until the new MCCH information has been acquired.

1>
if the UE enters an MBSFN area:

2>
acquire the MBSFNAreaConfiguration message at the next repetition period;

1>
if the UE is receiving an MBMS service:

2>
start acquiring the MBSFNAreaConfiguration message, that corresponds with the service that is being received, from the beginning of each modification period;
1>
if dl-Bandwidth included in MasterInformationBlock is set to n6:

2>
acquire the MCCH message at least one time within each MCCH modification period;

Next Modified Subclause
–
SystemInformationBlockType13

The IE SystemInformationBlockType13 contains the information required to acquire the MBMS control information associated with one or more MBSFN areas.

SystemInformationBlockType13 information element
-- ASN1START

SystemInformationBlockType13-r9 ::=
SEQUENCE {


mbsfn-AreaInfoList-r9



MBSFN-AreaInfoList-r9,


notificationConfig-r9



MBMS-NotificationConfig-r9,


lateNonCriticalExtension


OCTET STRING




OPTIONAL,
-- Need OP


...

}

-- ASN1STOP

	SystemInformationBlockType13 field descriptions

	notificationConfig
Indicates the MBMS notification related configuration parameters. The UE shall ignore this field when dl-Bandwidth included in MasterInformationBlock is set to n6.


