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Next Modified Subclause
3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].

Cell Group: A subset of the serving cells of a UE, configured with Dual Connectivity (DC), i.e. the Master Cell Group (MCG) or the Secondary Cell Group (SCG).
Commercial Mobile Alert System: Public Warning System that delivers Warning Notifications provided by Warning Notification Providers to CMAS capable UEs.
Common access barring parameters: The common access barring parameters refer to the access class barring parameters that are broadcast in SystemInformationBlockType2 outside the list of PLMN specific parameters (i.e. in ac-BarringPerPLMN-List).
CSG member cell: A cell broadcasting the identity of the selected PLMN, registered PLMN or equivalent PLMN and for which the CSG whitelist of the UE includes an entry comprising cell's CSG ID and the respective PLMN identity.

Dual Connectivity: A UE in RRC_CONNECTED is configured with Dual Connectivity when configured with a Master and a Secondary Cell Group.

EU-Alert: Public Warning System that delivers Warning Notifications provided by Warning Notification Providers using the same AS mechanisms as defined for CMAS.

Field: The individual contents of an information element are referred as fields.

Floor: Mathematical function used to 'round down' i.e. to the nearest integer having a lower or equal value.

Information element: A structural element containing a single or multiple fields is referred as information element.

Korean Public Alert System (KPAS): Public Warning System that delivers Warning Notifications provided by Warning Notification Providers using the same AS mechanisms as defined for CMAS.

Master Cell Group: A group of serving cells of a UE comprising of the PCell and zero or more secondary cells.
MBMS service: MBMS bearer service as defined in TS 23.246 [56] (i.e. provided via an MRB).

Primary Cell: The cell, operating on the primary frequency, in which the UE either performs the initial connection establishment procedure or initiates the connection re-establishment procedure, or the cell indicated as the primary cell in the handover procedure.

Primary Secondary Cell: The SCG cell in which the UE is instructed to perform random access when performing the SCG change procedure.
Primary Timing Advance Group: Timing Advance Group containing the PCell or the PSCell.
PUCCH SCell: A SCell configured with PUCCH.

Secondary Cell: A cell, operating on a secondary frequency, which may be configured once an RRC connection is established and which may be used to provide additional radio resources.

Secondary Cell Group: A group of secondary cells of a UE, configured with DC, comprising of the PSCell and zero or more other secondary cells.
Secondary Timing Advance Group: Timing Advance Group neither containing the PCell nor the PSCell. A secondary timing advance group contains at least one cell with configured uplink.

Serving Cell: For a UE in RRC_CONNECTED not configured with CA/ DC there is only one serving cell comprising of the primary cell. For a UE in RRC_CONNECTED configured with CA/ DC the term 'serving cells' is used to denote the set of one or more cells comprising of the primary cell and all secondary cells.

Timing Advance Group: A group of serving cells that is configured by RRC and that, for the cells with an UL configured, use the same timing reference cell and the same Timing Advance value. A Timing Advance Group only includes cells of the same cell group i.e. it either includes MCG cells or SCG cells.
Next Modified Subclause – So far for reference only
5.3.10.3a
SCell release

The UE shall:

1>
if the release is triggered by reception of the sCellToReleaseList or the sCellToReleaseListSCG:

2>
for each sCellIndex value included either in the sCellToReleaseList or in the sCellToReleaseListSCG:

3>
if the current UE configuration includes an SCell with value sCellIndex:

4>
release the SCell;

1>
if the release is triggered by RRC connection re-establishment:

2>
release all SCells that are part of the current UE configuration;

5.3.10.3b
SCell addition/ modification

The UE shall:

1>
for each sCellIndex value included either in the sCellToAddModList or in the sCellToAddModListSCG that is not part of the current UE configuration (SCell addition):

2>
add the SCell, corresponding to the cellIdentification, in accordance with the radioResourceConfigCommonSCell and radioResourceConfigDedicatedSCell, both included either in the sCellToAddModList or in the sCellToAddModListSCG;

2>
configure lower layers to consider the SCell to be in deactivated state;
2>
for each measId included in the measIdList within VarMeasConfig:

3>
if SCells are not applicable for the associated measurement; and

3>
if the concerned SCell is included in cellsTriggeredList defined within the VarMeasReportList for this measId:

4>
remove the concerned SCell from cellsTriggeredList defined within the VarMeasReportList for this measId;
1>
for each sCellIndex value included either in the sCellToAddModList or in the sCellToAddModListSCG that is part of the current UE configuration (SCell modification):

2>
modify the SCell configuration in accordance with the radioResourceConfigDedicatedSCell, included either in the sCellToAddModList or in the sCellToAddModListSCG;
Next Modified Subclause
5.3.13
UE actions upon PUCCH/ SRS release request

Upon receiving a PUCCH release request from lower layers, for an indicated cell the UE shall:

1>
apply the default physical channel configuration for cqi-ReportConfig for the indicated cell as specified in 9.2.4 and release cqi-ReportConfigSCell, for each SCell that sends HARQ feedback on the indicated cell, if any;

1>

1>
apply the default physical channel configuration for schedulingRequestConfig as specified in 9.2.4, for the concerned CG;

Upon receiving an SRS release request from lower layers, for an indicated cell the UE shall:

1>
apply the default physical channel configuration for soundingRS-UL-ConfigDedicated, as specified in 9.2.4;

NOTE:
Upon PUCCH/ SRS release request, the UE does not modify the soundingRS-UL-ConfigDedicatedAperiodic i.e. it does not apply the default for this field (release).

Next Modified Subclause
–
RRCConnectionReconfiguration
The RRCConnectionReconfiguration message is the command to modify an RRC connection. It may convey information for measurement configuration, mobility control, radio resource configuration (including RBs, MAC main configuration and physical channel configuration) including any associated dedicated NAS information and security configuration.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: E‑UTRAN to UE

RRCConnectionReconfiguration message
-- ASN1START

RRCConnectionReconfiguration ::=
SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



c1








CHOICE{




rrcConnectionReconfiguration-r8

RRCConnectionReconfiguration-r8-IEs,




spare7 NULL,




spare6 NULL, spare5 NULL, spare4 NULL,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

RRCConnectionReconfiguration-r8-IEs ::= SEQUENCE {


measConfig






MeasConfig





OPTIONAL,
-- Need ON


mobilityControlInfo




MobilityControlInfo



OPTIONAL,
-- Cond HO


dedicatedInfoNASList



SEQUENCE (SIZE(1..maxDRB)) OF












DedicatedInfoNAS


OPTIONAL,
-- Cond nonHO


radioResourceConfigDedicated

RadioResourceConfigDedicated
OPTIONAL, -- Cond HO-toEUTRA


securityConfigHO




SecurityConfigHO



OPTIONAL,
-- Cond HO


nonCriticalExtension



RRCConnectionReconfiguration-v890-IEs
OPTIONAL

}

RRCConnectionReconfiguration-v890-IEs ::= SEQUENCE {


lateNonCriticalExtension


OCTET STRING




OPTIONAL,


nonCriticalExtension



RRCConnectionReconfiguration-v920-IEs
OPTIONAL

}

RRCConnectionReconfiguration-v920-IEs ::= SEQUENCE {


otherConfig-r9





OtherConfig-r9




OPTIONAL,
-- Need ON


fullConfig-r9





ENUMERATED {true}



OPTIONAL,
-- Cond HO-Reestab


nonCriticalExtension



RRCConnectionReconfiguration-v1020-IEs
OPTIONAL

}

RRCConnectionReconfiguration-v1020-IEs ::= SEQUENCE {


sCellToReleaseList-r10



SCellToReleaseList-r10


OPTIONAL,
-- Need ON


sCellToAddModList-r10



SCellToAddModList-r10


OPTIONAL,
-- Need ON


nonCriticalExtension



RRCConnectionReconfiguration-v1130-IEs
OPTIONAL

}

RRCConnectionReconfiguration-v1130-IEs ::= SEQUENCE {


systemInfomationBlockType1Dedicated-r11
OCTET STRING (CONTAINING SystemInformationBlockType1)


















OPTIONAL,
-- Need ON


nonCriticalExtension



RRCConnectionReconfiguration-v1250-IEs
OPTIONAL

}

RRCConnectionReconfiguration-v1250-IEs ::= SEQUENCE {


wlan-OffloadInfo-r12



CHOICE {


release 







NULL,



setup








SEQUENCE {




wlan-OffloadConfigDedicated-r12

WLAN-OffloadConfig-r12,



t350-r12







ENUMERATED {min5, min10, min20, min30, min60,













 min120, min180, spare1}
OPTIONAL
-- Need OR


}

}
















OPTIONAL,

-- Need ON

scg-Configuration-r12



SCG-Configuration-r12

OPTIONAL, 
-- Cond nonFullConfig

sl-SyncTxControl-r12



SL-SyncTxControl-r12


OPTIONAL,
-- Need ON


sl-DiscConfig-r12




SL-DiscConfig-r12



OPTIONAL,
-- Need ON


sl-CommConfig-r12




SL-CommConfig-r12



OPTIONAL,
-- Need ON


nonCriticalExtension



RRCConnectionReconfiguration-v13xy-IEs





OPTIONAL

}

RRCConnectionReconfiguration-v13xy-IEs ::= SEQUENCE {


sCellToReleaseListExt-r13



SCellToReleaseListExt-r13


OPTIONAL,
-- Need ON


sCellToAddModListExt-r13



SCellToAddModListExt-r13


OPTIONAL,
-- Need ON


nonCriticalExtension



SEQUENCE {}
OPTIONAL

}
SL-SyncTxControl-r12 ::=


SEQUENCE {


networkControlledSyncTx-r12



ENUMERATED {on, off}

OPTIONAL

-- Need OP

}

PSCellToAddMod-r12 ::=



SEQUENCE {


sCellIndex-r12





SCellIndex-r10,


cellIdentification-r12



SEQUENCE {



physCellId-r12





PhysCellId,



dl-CarrierFreq-r12




ARFCN-ValueEUTRA-r9


}
















OPTIONAL,
-- Cond SCellAdd

radioResourceConfigCommonPSCell-r12

RadioResourceConfigCommonPSCell-r12
OPTIONAL,
-- Cond SCellAdd


radioResourceConfigDedicatedPSCell-r12
RadioResourceConfigDedicatedPSCell-r12
OPTIONAL,
-- Cond SCellAdd2


...

}

PowerCoordinationInfo-r12 ::= SEQUENCE {


p-MeNB-r12






INTEGER (1..16),


p-SeNB-r12






INTEGER (1..16),


powerControlMode-r12



INTEGER (1..2)
}

SCellToAddModList-r10 ::=

SEQUENCE (SIZE (1..maxSCell-r10)) OF SCellToAddMod-r10
SCellToAddMod-r10 ::=


SEQUENCE {


sCellIndex-r10





SCellIndex-r10,


cellIdentification-r10



SEQUENCE {



physCellId-r10





PhysCellId,



dl-CarrierFreq-r10




ARFCN-ValueEUTRA


}















OPTIONAL,
-- Cond SCellAdd


radioResourceConfigCommonSCell-r10

RadioResourceConfigCommonSCell-r10
OPTIONAL,
-- Cond SCellAdd


radioResourceConfigDedicatedSCell-r10
RadioResourceConfigDedicatedSCell-r10
OPTIONAL,
-- Cond SCellAdd2


...,


[[
dl-CarrierFreq-v1090



ARFCN-ValueEUTRA-v9e0
OPTIONAL
-- Cond EARFCN-max


]]
}

SCellToAddModListExt-r13 ::=

SEQUENCE (SIZE (maxSCell-Plus1..maxSCell-r13)) OF SCellToAddMod-r13

SCellToAddMod-r13 ::=


SEQUENCE {


sCellIndex-v13xy





SCellIndex-v13xy,


cellIdentification-r13



SEQUENCE {



physCellId-r13





PhysCellId,



dl-CarrierFreq-r13




ARFCN-ValueEUTRA-r9

}















OPTIONAL,
-- Cond SCellAdd


radioResourceConfigCommonSCell-r13

RadioResourceConfigCommonSCell-r10
OPTIONAL,
-- Cond SCellAdd


radioResourceConfigDedicatedSCell-r13
RadioResourceConfigDedicatedSCell-r10
OPTIONAL
-- Cond SCellAdd2

}

SCellToReleaseList-r10 ::=


SEQUENCE (SIZE (1..maxSCell-r10)) OF SCellIndex-r10

SCellToReleaseListExt-r13 ::=


SEQUENCE (SIZE (maxSCell-Plus1..maxSCell-r13)) OF SCellIndex-v13xy
SCG-Configuration-r12 ::=


CHOICE {


release







NULL,


setup







SEQUENCE {


scg-ConfigPartMCG-r12



SEQUENCE {




scg-Counter-r12





INTEGER (0.. 65535)


OPTIONAL,
-- Need ON



powerCoordinationInfo-r12


PowerCoordinationInfo-r12
OPTIONAL,
-- Need ON



...



}















OPTIONAL,
-- Need ON


scg-ConfigPartSCG-r12



SCG-ConfigPartSCG-r12 

OPTIONAL
-- Need ON


}

}

SCG-ConfigPartSCG-r12 ::=


SEQUENCE {


radioResourceConfigDedicatedSCG-r12
RadioResourceConfigDedicatedSCG-r12
OPTIONAL,
-- Need ON

sCellToReleaseListSCG-r12


SCellToReleaseList-r10

OPTIONAL,
-- Need ON


pSCellToAddMod-r12




PSCellToAddMod-r12


OPTIONAL,
-- Need ON

sCellToAddModListSCG-r12


SCellToAddModList-r10

OPTIONAL,
-- Need ON


mobilityControlInfoSCG-r12


MobilityControlInfoSCG-r12
OPTIONAL,
-- Need ON

...
}
SecurityConfigHO ::=



SEQUENCE {


handoverType





CHOICE {



intraLTE






SEQUENCE {




securityAlgorithmConfig



SecurityAlgorithmConfig

OPTIONAL,
-- Cond fullConfig




keyChangeIndicator




BOOLEAN,




nextHopChainingCount



NextHopChainingCount



},



interRAT






SEQUENCE {




securityAlgorithmConfig



SecurityAlgorithmConfig,




nas-SecurityParamToEUTRA


OCTET STRING (SIZE(6))



}


},


...

}

-- ASN1STOP

	RRCConnectionReconfiguration field descriptions

	dedicatedInfoNASList

This field is used to transfer UE specific NAS layer information between the network and the UE. The RRC layer is transparent for each PDU in the list.

	fullConfig

Indicates the full configuration option is applicable for the RRC Connection Reconfiguration message.

	keyChangeIndicator

true is used only in an intra-cell handover when a KeNB key is derived from a KASME key taken into use through the latest successful NAS SMC procedure, as described in TS 33.401 [32] for KeNB re-keying. false is used in an intra-LTE handover when the new KeNB key is obtained from the current KeNB key or from the NH as described in TS 33.401 [32].

	nas-securityParamToEUTRA

This field is used to transfer UE specific NAS layer information between the network and the UE. The RRC layer is transparent for this field, although it affects activation of AS- security after inter-RAT handover to E-UTRA. The content is defined in TS 24.301.

	networkControlledSyncTx
This field indicates whether the UE shall transmit synchronisation information (i.e. become synchronisation source). Value On indicates the UE to transmit synchronisation information while value Off indicates the UE to not transmit such information.

	nextHopChainingCount

Parameter NCC: See TS 33.401 [32]

	p-MeNB

Indicates the guaranteed power for the MeNB, as specified in 36.213 [23].

	powerControlMode

Indicates the power control mode used in DC. Value 1 corresponds to DC power control mode 1 and value 2 indicates DC power control mode 2, as specified in 36.213 [23].

	p-SeNB

Indicates the guaranteed power for the SeNB as specified in 36.213 [23, Table 5.1.4.2-1].

	sCellIndex

In case of DC, the SCellIndex is unique within the scope of the UE i.e. an SCG cell can not use the same value as used for an MCG cell.

	sCellToAddModListSCG

Indicates the SCG cell to be added or modified. The field is used for SCG cells other than the PSCell (which is added/ modified by field pSCellToAddMod).

	sCellToReleaseListSCG

Indicates the SCG cell to be released. The field is also used to release the PSCell e.g. upon change of PSCell, upon system information change for the PSCell.

	scg-Counter

A counter used upon initial configuration of SCG security as well as upon refresh of S-KeNB. E-UTRAN includes the field upon SCG change when one or more SCG DRBs are configured. Otherwise E-UTRAN does not include the field.

	t350
Timer T350 as described in section 7.3. Value minN corresponds to N minutes.


	Conditional presence
	Explanation

	EARFCN-max
	The field is mandatory present if dl-CarrierFreq-r10 is included and set to maxEARFCN. Otherwise the field is not present.

	fullConfig
	This field is mandatory present for handover within E-UTRA when the fullConfig is included; otherwise it is optionally present, Need OP. 

	HO
	The field is mandatory present in case of handover within E-UTRA or to E-UTRA; otherwise the field is not present.

	HO-Reestab
	This field is optionally present, need ON, in case of handover within E-UTRA or upon the first reconfiguration after RRC connection re-establishment; otherwise the field is not present.

	HO-toEUTRA
	The field is mandatory present in case of handover to E-UTRA or for reconfigurations when fullConfig is included; otherwise the field is optionally present, need ON.

	nonFullConfig
	The field is not present in case of handover within E-UTRA when the fullConfig is included or in case of handover to E-UTRA; otherwise it is optional present, need ON.

	nonHO
	The field is not present in case of handover within E-UTRA or to E-UTRA; otherwise it is optional present, need ON.

	SCellAdd
	The field is mandatory present upon SCell addition; otherwise it is not present.

	SCellAdd2
	The field is mandatory present upon SCell addition; otherwise it is optionally present, need ON.


Next Modified Subclause
–
CrossCarrierSchedulingConfig
The IE CrossCarrierSchedulingConfig is used to specify the configuration when the cross carrier scheduling is used in a cell.

CrossCarrierSchedulingConfig information elements
-- ASN1START

CrossCarrierSchedulingConfig-r10 ::=

SEQUENCE {


schedulingCellInfo-r10



CHOICE {



own-r10







SEQUENCE {




-- No cross carrier scheduling




cif-Presence-r10





BOOLEAN


},


other-r10







SEQUENCE {




-- Cross carrier scheduling




schedulingCellId-r10



ServCellIndex-r10,



pdsch-Start-r10





INTEGER (1..4)



}

}
}
CrossCarrierSchedulingConfig-r13 
::=

SEQUENCE {


schedulingCellInfo-r10



CHOICE {



own-r13







SEQUENCE {




-- No cross carrier scheduling




cif-Presence-r13





BOOLEAN


},


other-r13






SEQUENCE {




-- Cross carrier scheduling




schedulingCellId-r13



ServCellIndexFull-r13,



pdsch-Start-r13





INTEGER (1..4),




cif-InSchedulingCell-r13            INTEGER (1..7)


}

}
}
-- ASN1STOP

	CrossCarrierSchedulingConfig field descriptions

	cif-Presence
The field is used to indicate whether carrier indicator field is present (value TRUE) or not (value FALSE) in PDCCH/ EPDCCH DCI formats, see TS 36.212 [22, 5.3.3.1]. 

	cif- InSchedulingCell
The field indicates the CIF value used in the scheduling cell to indicate this cell, see TS 36.212 [22, 5.x.x.x]. 

	pdsch-Start

The starting OFDM symbol of PDSCH for the concerned SCell, see TS 36.213 [23. 7.1.6.4]. Values 1, 2, 3 are applicable when dl-Bandwidth for the concerned SCell is greater than 10 resource blocks, values 2, 3, 4 are applicable when dl-Bandwidth for the concerned SCell is less than or equal to 10 resource blocks, see TS 36.211 [21, Table 6,7-1].

	schedulingCellId

Indicates which cell signals the downlink allocations and uplink grants, if applicable, for the concerned SCell.


Next Modified Subclause
–
MAC-MainConfig
The IE MAC-MainConfig is used to specify the MAC main configuration for signalling and data radio bearers. All MAC main configuration parameters can be configured independently per Cell Group (i.e. MCG or SCG), unless explicitly specified otherwise.
MAC-MainConfig information element
-- ASN1START

MAC-MainConfig ::=




SEQUENCE {


ul-SCH-Config





SEQUENCE {



maxHARQ-Tx






ENUMERATED {













n1, n2, n3, n4, n5, n6, n7, n8,













n10, n12, n16, n20, n24, n28,













spare2, spare1}

OPTIONAL,
-- Need ON



periodicBSR-Timer




PeriodicBSR-Timer-r12
OPTIONAL,
-- Need ON



retxBSR-Timer





RetxBSR-Timer-r12,



ttiBundling






BOOLEAN


}















OPTIONAL, 
-- Need ON


drx-Config






DRX-Config




OPTIONAL,
-- Need ON


timeAlignmentTimerDedicated


TimeAlignmentTimer,


phr-Config






CHOICE {



release







NULL,



setup







SEQUENCE {




periodicPHR-Timer




ENUMERATED {sf10, sf20, sf50, sf100, sf200,
















sf500, sf1000, infinity},




prohibitPHR-Timer




ENUMERATED {sf0, sf10, sf20, sf50, sf100,

















sf200, sf500, sf1000},




dl-PathlossChange




ENUMERATED {dB1, dB3, dB6, infinity}



}


}















OPTIONAL,
-- Need ON


...,


[[
sr-ProhibitTimer-r9




INTEGER (0..7)


OPTIONAL
-- Need ON


]],


[[
mac-MainConfig-v1020



SEQUENCE {




sCellDeactivationTimer-r10


ENUMERATED {














rf2, rf4, rf8, rf16, rf32, rf64, rf128,














spare}


OPTIONAL,
-- Need OP




extendedBSR-Sizes-r10



ENUMERATED {setup}

OPTIONAL,
-- Need OR




extendedPHR-r10





ENUMERATED {setup}

OPTIONAL
-- Need OR



}














OPTIONAL
-- Need ON


]],


[[
stag-ToReleaseList-r11



STAG-ToReleaseList-r11
OPTIONAL,
-- Need ON



stag-ToAddModList-r11



STAG-ToAddModList-r11
OPTIONAL,
-- Need ON



drx-Config-v1130




DRX-Config-v1130

OPTIONAL
-- Need ON

]],


[[
e-HARQ-Pattern-r12




BOOLEAN




OPTIONAL,
-- Need ON



dualConnectivityPHR                 CHOICE {

            release                             NULL,




setup







SEQUENCE {




phr-ModeOtherCG-r12




ENUMERATED {real, virtual}



}


}













OPTIONAL,
-- Need ON


logicalChannelSR-Config-r12

CHOICE {




release







NULL,




setup







SEQUENCE {





logicalChannelSR-ProhibitTimer-r12

ENUMERATED {sf20, sf40, sf64, sf128, sf512, sf1024, sf2560, spare1}




}



}














OPTIONAL
-- Need ON


]],


[[
mac-MainConfig-v13xy



SEQUENCE {



extendedPHR2-r13



ENUMERATED {setup}

OPTIONAL
-- Need OR



}














OPTIONAL
-- Need ON


]]


}

MAC-MainConfigSCell-r11 ::=


SEQUENCE {


stag-Id-r11






STAG-Id-r11

OPTIONAL,
-- Need OP

...

}

DRX-Config ::=





CHOICE {


release







NULL,


setup







SEQUENCE {



onDurationTimer





ENUMERATED {













psf1, psf2, psf3, psf4, psf5, psf6,













psf8, psf10, psf20, psf30, psf40,













psf50, psf60, psf80, psf100,













psf200},



drx-InactivityTimer




ENUMERATED {













psf1, psf2, psf3, psf4, psf5, psf6,













psf8, psf10, psf20, psf30, psf40,













psf50, psf60, psf80, psf100,













psf200, psf300, psf500, psf750,













psf1280, psf1920, psf2560, psf0-v1020,













spare9, spare8, spare7, spare6,













spare5, spare4, spare3, spare2,













spare1},



drx-RetransmissionTimer



ENUMERATED {













psf1, psf2, psf4, psf6, psf8, psf16,













psf24, psf33},



longDRX-CycleStartOffset

CHOICE {




sf10






INTEGER(0..9),




sf20






INTEGER(0..19),




sf32






INTEGER(0..31),




sf40






INTEGER(0..39),




sf64






INTEGER(0..63),




sf80






INTEGER(0..79),




sf128






INTEGER(0..127),




sf160






INTEGER(0..159),




sf256






INTEGER(0..255),




sf320






INTEGER(0..319),




sf512






INTEGER(0..511),




sf640






INTEGER(0..639),




sf1024






INTEGER(0..1023),




sf1280






INTEGER(0..1279),




sf2048






INTEGER(0..2047),




sf2560






INTEGER(0..2559)



},



shortDRX






SEQUENCE {




shortDRX-Cycle





ENUMERATED
{














sf2, sf5, sf8, sf10, sf16, sf20,














sf32, sf40, sf64, sf80, sf128, sf160,














sf256, sf320, sf512, sf640},




drxShortCycleTimer




INTEGER (1..16)



}

OPTIONAL












-- Need OR


}

}

DRX-Config-v1130 ::=




SEQUENCE {


drx-RetransmissionTimer-v1130


ENUMERATED {psf0-v1130}
OPTIONAL,
--Need OR


longDRX-CycleStartOffset-v1130


CHOICE {



sf60-v1130







INTEGER(0..59),



sf70-v1130







INTEGER(0..69)


}















OPTIONAL,
--Need OR


shortDRX-Cycle-v1130




ENUMERATED
{sf4-v1130}
OPTIONAL
--Need OR

}

PeriodicBSR-Timer-r12 ::=




ENUMERATED {













sf5, sf10, sf16, sf20, sf32, sf40, sf64, sf80,













sf128, sf160, sf320, sf640, sf1280, sf2560,













infinity, spare1}

RetxBSR-Timer-r12 ::=






ENUMERATED {













sf320, sf640, sf1280, sf2560, sf5120,













sf10240, spare2, spare1}
STAG-ToReleaseList-r11 ::=
SEQUENCE (SIZE (1..maxSTAG-r11)) OF STAG-Id-r11

STAG-ToAddModList-r11 ::=
SEQUENCE (SIZE (1..maxSTAG-r11)) OF STAG-ToAddMod-r11

STAG-ToAddMod-r11 ::=

SEQUENCE {


stag-Id-r11




STAG-Id-r11,


timeAlignmentTimerSTAG-r11
TimeAlignmentTimer,


...

}

STAG-Id-r11::=



INTEGER (1..maxSTAG-r11)

-- ASN1STOP

	MAC-MainConfig field descriptions

	dl-PathlossChange

DL Pathloss Change and the change of the required power backoff due to power management (as allowed by P-MPRc [42]) for PHR reporting in TS 36.321 [6]. Value in dB. Value dB1 corresponds to 1 dB, dB3 corresponds to 3 dB and so on. The same value applies for each serving cell (although the associated functionality is performed independently for each cell).

	drx-Config

Used to configure DRX as specified in TS 36.321 [6]. E-UTRAN configures the values in DRX-Config-v1130 only if the UE indicates support for IDC indication. E-UTRAN configures drx-Config-v1130 only if drx-Config (without suffix) is configured.

	drx-InactivityTimer

Timer for DRX in TS 36.321 [6]. Value in number of PDCCH sub-frames. Value psf1 corresponds to 1 PDCCH sub-frame, psf2 corresponds to 2 PDCCH sub-frames and so on.

	drx-RetransmissionTimer

Timer for DRX in TS 36.321 [6]. Value in number of PDCCH sub-frames. Value psf1 corresponds to 1 PDCCH sub-frame, psf2 corresponds to 2 PDCCH sub-frames and so on. In case drx-RetransmissionTimer-v1130 is signalled, the UE shall ignore drx-RetransmissionTimer (i.e. without suffix).

	drxShortCycleTimer

Timer for DRX in TS 36.321 [6]. Value in multiples of shortDRX-Cycle. A value of 1 corresponds to shortDRX-Cycle, a value of 2 corresponds to 2 * shortDRX-Cycle and so on.

	dualConnectivityPHR
Indicates if power headroom shall be reported using Dual Connectivity Power Headroom Report MAC Control Element defined in TS 36.321 [6] (value setup). If PHR functionality and dual connectivity are configured, E-UTRAN always configures the value setup for this field and configures phr-Config and dualConnectivityPHR for both CGs.

	e-HARQ-Pattern

TRUE indicates that enhanced HARQ pattern for TTI bundling is enabled for FDD. E-UTRAN enables this field only when ttiBundling is set to TRUE.

	extendedBSR-Sizes

If value setup is configured, the BSR index indicates extended BSR size levels as defined in TS 36.321 [6, Table 6.1.3.1-2].

	extendedPHR

Indicates if power headroom shall be reported using the Extended Power Headroom Report MAC control element defined in TS 36.321 [6] (value setup). E-UTRAN always configures the value setup if more than one and up to eight Serving Cell(s) with uplink is configured and none of the serving cells with uplink configured has a servingCellIndex higher than seven and if PUCCH on SCell is not configured and if dual connectivity is not configured. E-UTRAN configures extendedPHR only if phr-Config is configured. The UE shall release extendedPHR if phr-Config is released.

	extendedPHR2
Indicates if power headroom shall be reported using the Further Extended Power Headroom Report MAC Control Element defined in TS 36.321 [6] (value setup). E-UTRAN always configures the value setup if any of the serving cells with uplink configured has a servingCellIndex higher than seven or if PUCCH SCell (with any number of serving cells with uplink configured) is configured. E-UTRAN configures extendedPHR2 only if phr-Config is configured. The UE shall release extendedPHR2 if phr-Config is released..

	logicalChannelSR-ProhibitTimer

Timer used to delay the transmission of an SR for logical channels enabled by logicalChannelSR-Prohibit. Value sf20 corresponds to 20 subframes, sf40 corresponds to 40 subframes, and so on. See TS 36.321 [6].

	longDRX-CycleStartOffset

longDRX-Cycle and drxStartOffset in TS 36.321 [6]. The value of longDRX-Cycle is in number of sub-frames. Value sf10 corresponds to 10 sub-frames, sf20 corresponds to 20 sub-frames and so on. If shortDRX-Cycle is configured, the value of longDRX-Cycle shall be a multiple of the shortDRX-Cycle value. The value of drxStartOffset value is in number of sub-frames. In case longDRX-CycleStartOffset-v1130 is signalled, the UE shall ignore longDRX-CycleStartOffset (i.e. without suffix).

	maxHARQ-Tx

Maximum number of transmissions for UL HARQ in TS 36.321 [6].

	onDurationTimer

Timer for DRX in TS 36.321 [6]. Value in number of PDCCH sub-frames. Value psf1 corresponds to 1 PDCCH sub-frame, psf2 corresponds to 2 PDCCH sub-frames and so on.

	periodicBSR-Timer

Timer for BSR reporting in TS 36.321 [6]. Value in number of sub-frames. Value sf10 corresponds to 10 sub-frames, sf20 corresponds to 20 sub-frames and so on.

	periodicPHR-Timer

Timer for PHR reporting in TS 36.321 [6]. Value in number of sub-frames. Value sf10 corresponds to 10 subframes, sf20 corresponds to 20 subframes and so on.

	phr-ModeOtherCG

Indicates the mode (i.e. real or virtual) used for the PHR of the activated cells that are part of the other Cell Group (i.e. MCG or SCG), when DC is configured.

	prohibitPHR-Timer

Timer for PHR reporting in TS 36.321 [6]. Value in number of sub-frames. Value sf0 corresponds to 0 subframes, sf100 corresponds to 100 subframes and so on.

	retxBSR-Timer

Timer for BSR reporting in TS 36.321 [6]. Value in number of sub-frames. Value sf640 corresponds to 640 sub-frames, sf1280 corresponds to 1280 sub-frames and so on.

	sCellDeactivationTimer

SCell deactivation timer in TS 36.321 [6]. Value in number of radio frames. Value rf4 corresponds to 4 radio frames, value rf8 corresponds to 8 radio frames and so on. E-UTRAN only configures the field if the UE is configured with one or more SCells other than the PSCell and PUCCH SCell. If the field is absent, the UE shall delete any existing value for this field and assume the value to be set to infinity. The same value applies for each SCell of a Cell Group (i.e. MCG or SCG) (although the associated functionality is performed independently for each SCell).  sCellDeactivationTimer does not apply for the PUCCH SCell.

	shortDRX-Cycle

Short DRX cycle in TS 36.321 [6]. Value in number of sub-frames. Value sf2 corresponds to 2 sub-frames, sf5 corresponds to 5 subframes and so on. In case shortDRX-Cycle-v1130 is signalled, the UE shall ignore shortDRX-Cycle (i.e. without suffix).

	sr-ProhibitTimer

Timer for SR transmission on PUCCH in TS 36.321 [6]. Value in number of SR period(s) of shortest SR period of any serving cell with PUCCH. Value 0 means no timer for SR transmission on PUCCH is configured. Value 1 corresponds to one SR period, Value 2 corresponds to 2*SR periods and so on. SR period is defined in TS 36.213 [23, table 10.1.5-1].

	stag-Id

Indicates the TAG of an SCell, see TS 36.321 [6]. Uniquely identifies the TAG within the scope of a Cell Group (i.e. MCG or SCG). If the field is not configured for an SCell (e.g. absent in MAC-MainConfigSCell), the SCell is part of the PTAG.

	stag-ToAddModList, stag-ToReleaseList

Used to configure one or more STAGs. E-UTRAN ensures that a STAG contains at least one SCell with configured uplink. If, due to SCell release a reconfiguration would result in an ‘empty’ TAG, E-UTRAN includes release of the concerned TAG.

	timeAlignmentTimerSTAG

Indicates the value of the time alignment timer for an STAG, see TS 36.321 [6].

	ttiBundling

TRUE indicates that TTI bundling TS 36.321 [6] is enabled while FALSE indicates that TTI bundling is disabled. TTI bundling can be enabled for FDD and for TDD only for configurations 0, 1 and 6. The functionality is performed independently per Cell Group (i.e. MCG or SCG), but E-UTRAN does not configure TTI bundling for the SCG. For a TDD PCell, E-UTRAN does not simultaneously enable TTI bundling and semi-persistent scheduling in this release of specification. Furthermore, for a Cell Group, E-UTRAN does not simultaneously configure TTI bundling and SCells with configured uplink, and E-UTRAN does not simultaneously configure TTI bundling and eIMTA.


Next Modified Subclause
–
PhysicalConfigDedicated
The IE PhysicalConfigDedicated is used to specify the UE specific physical channel configuration.

PhysicalConfigDedicated information element
-- ASN1START

P PhysicalConfigDedicated ::=

SEQUENCE {


pdsch-ConfigDedicated



PDSCH-ConfigDedicated


OPTIONAL,

-- Need ON


pucch-ConfigDedicated



PUCCH-ConfigDedicated


OPTIONAL,

-- Need ON


pusch-ConfigDedicated



PUSCH-ConfigDedicated


OPTIONAL,

-- Need ON


uplinkPowerControlDedicated


UplinkPowerControlDedicated

OPTIONAL,

-- Need ON


tpc-PDCCH-ConfigPUCCH



TPC-PDCCH-Config 



OPTIONAL,

-- Need ON


tpc-PDCCH-ConfigPUSCH



TPC-PDCCH-Config 



OPTIONAL,

-- Need ON


cqi-ReportConfig




CQI-ReportConfig



OPTIONAL,

-- Cond CQI-r8


soundingRS-UL-ConfigDedicated

SoundingRS-UL-ConfigDedicated
OPTIONAL,

-- Need ON


antennaInfo






CHOICE {



explicitValue





AntennaInfoDedicated,



defaultValue





NULL


}

OPTIONAL,















-- Cond AI-r8


schedulingRequestConfig



SchedulingRequestConfig

OPTIONAL, 


-- Need ON


...,


[[
cqi-ReportConfig-v920



CQI-ReportConfig-v920

OPTIONAL,

-- Cond CQI-r8



antennaInfo-v920




AntennaInfoDedicated-v920
OPTIONAL

-- Cond AI-r8


]],


[[
antennaInfo-r10




CHOICE {




explicitValue-r10



AntennaInfoDedicated-r10,




defaultValue




NULL



}

OPTIONAL,














-- Cond AI-r10



antennaInfoUL-r10



AntennaInfoUL-r10



OPTIONAL,

-- Need ON



cif-Presence-r10



BOOLEAN






OPTIONAL,
-- Need ON



cqi-ReportConfig-r10


CQI-ReportConfig-r10


OPTIONAL,

-- Cond CQI-r10



csi-RS-Config-r10



CSI-RS-Config-r10



OPTIONAL,

-- Need ON



pucch-ConfigDedicated-v1020

PUCCH-ConfigDedicated-v1020

OPTIONAL,

-- Need ON



pusch-ConfigDedicated-v1020

PUSCH-ConfigDedicated-v1020

OPTIONAL,

-- Need ON



schedulingRequestConfig-v1020
SchedulingRequestConfig-v1020
OPTIONAL,

-- Need ON



soundingRS-UL-ConfigDedicated-v1020









SoundingRS-UL-ConfigDedicated-v1020

OPTIONAL,

-- Need ON



soundingRS-UL-ConfigDedicatedAperiodic-r10









SoundingRS-UL-ConfigDedicatedAperiodic-r10
OPTIONAL,
-- Need ON



uplinkPowerControlDedicated-v1020
UplinkPowerControlDedicated-v1020
OPTIONAL
-- Need ON


]],


[[
additionalSpectrumEmissionCA-r10 


CHOICE {




release








NULL,




setup








SEQUENCE {





additionalSpectrumEmissionPCell-r10

AdditionalSpectrumEmission



}



}


OPTIONAL
-- Need ON


]],


[[
-- DL configuration as well as configuration applicable for DL and UL



csi-RS-ConfigNZPToReleaseList-r11
CSI-RS-ConfigNZPToReleaseList-r11
OPTIONAL,
-- Need ON



csi-RS-ConfigNZPToAddModList-r11
CSI-RS-ConfigNZPToAddModList-r11
OPTIONAL,
-- Need ON



csi-RS-ConfigZPToReleaseList-r11
CSI-RS-ConfigZPToReleaseList-r11
OPTIONAL,
-- Need ON



csi-RS-ConfigZPToAddModList-r11

CSI-RS-ConfigZPToAddModList-r11
OPTIONAL,
-- Need ON



epdcch-Config-r11




EPDCCH-Config-r11



OPTIONAL,
-- Need ON



pdsch-ConfigDedicated-v1130


PDSCH-ConfigDedicated-v1130

OPTIONAL,
-- Need ON


-- UL configuration



cqi-ReportConfig-v1130



CQI-ReportConfig-v1130


OPTIONAL,
-- Need ON



pucch-ConfigDedicated-v1130


PUCCH-ConfigDedicated-v1130

OPTIONAL,
-- Need ON



pusch-ConfigDedicated-v1130


PUSCH-ConfigDedicated-v1130

OPTIONAL,
-- Need ON



uplinkPowerControlDedicated-v1130
UplinkPowerControlDedicated-v1130
OPTIONAL
-- Need ON

]],


[[
antennaInfo-v1250




AntennaInfoDedicated-v1250

OPTIONAL,
-- Cond AI-r10



eimta-MainConfig-r12



EIMTA-MainConfig-r12


OPTIONAL,
-- Need ON



eimta-MainConfigPCell-r12


EIMTA-MainConfigServCell-r12

OPTIONAL,
-- Need ON



pucch-ConfigDedicated-v1250


PUCCH-ConfigDedicated-v1250

OPTIONAL,
-- Need ON


cqi-ReportConfigPCell-v1250


CQI-ReportConfig-v1250


OPTIONAL,
-- Need ON



uplinkPowerControlDedicated-v1250
UplinkPowerControlDedicated-v1250
OPTIONAL,
-- Need ON



pusch-ConfigDedicated-v1250

PUSCH-ConfigDedicated-v1250

OPTIONAL,
-- Need ON


csi-RS-Config-v1250




CSI-RS-Config-v1250



OPTIONAL
-- Need ON

]]
} 
PhysicalConfigDedicatedSCell-r10 ::=

SEQUENCE {


-- DL configuration as well as configuration applicable for DL and UL


nonUL-Configuration-r10




SEQUENCE {



antennaInfo-r10






AntennaInfoDedicated-r10
OPTIONAL,
-- Need ON



crossCarrierSchedulingConfig-r10

CrossCarrierSchedulingConfig-r10
OPTIONAL,
-- Need ON



csi-RS-Config-r10





CSI-RS-Config-r10


OPTIONAL,
-- Need ON



pdsch-ConfigDedicated-r10



PDSCH-ConfigDedicated

OPTIONAL
-- Need ON


}















OPTIONAL, 
-- Cond SCellAdd


-- UL configuration


ul-Configuration-r10




SEQUENCE {



antennaInfoUL-r10





AntennaInfoUL-r10


OPTIONAL,
-- Need ON



pusch-ConfigDedicatedSCell-r10


PUSCH-ConfigDedicatedSCell-r10

OPTIONAL,
-- Need ON



uplinkPowerControlDedicatedSCell-r10
UplinkPowerControlDedicatedSCell-r10
OPTIONAL,
-- Need ON



cqi-ReportConfigSCell-r10



CQI-ReportConfigSCell-r10
OPTIONAL,
-- Need ON



soundingRS-UL-ConfigDedicated-r10

SoundingRS-UL-ConfigDedicated
OPTIONAL,
-- Need ON



soundingRS-UL-ConfigDedicated-v1020









SoundingRS-UL-ConfigDedicated-v1020
OPTIONAL,

-- Need ON



soundingRS-UL-ConfigDedicatedAperiodic-r10









SoundingRS-UL-ConfigDedicatedAperiodic-r10
OPTIONAL
-- Need ON


}
















OPTIONAL,
-- Cond CommonUL


...,


[[
-- DL configuration as well as configuration applicable for DL and UL


csi-RS-ConfigNZPToReleaseList-r11
CSI-RS-ConfigNZPToReleaseList-r11
OPTIONAL,
-- Need ON



csi-RS-ConfigNZPToAddModList-r11
CSI-RS-ConfigNZPToAddModList-r11
OPTIONAL,
-- Need ON



csi-RS-ConfigZPToReleaseList-r11
CSI-RS-ConfigZPToReleaseList-r11
OPTIONAL,
-- Need ON



csi-RS-ConfigZPToAddModList-r11

CSI-RS-ConfigZPToAddModList-r11
OPTIONAL,
-- Need ON



epdcch-Config-r11




EPDCCH-Config-r11



OPTIONAL,
-- Need ON



pdsch-ConfigDedicated-v1130


PDSCH-ConfigDedicated-v1130

OPTIONAL,
-- Need ON


-- UL configuration



cqi-ReportConfig-v1130



CQI-ReportConfig-v1130


OPTIONAL,
-- Need ON



pusch-ConfigDedicated-v1130



PUSCH-ConfigDedicated-v1130
OPTIONAL,
-- Need ON



uplinkPowerControlDedicatedSCell-v1130
UplinkPowerControlDedicated-v1130
OPTIONAL
-- Need ON

]],


[[
antennaInfo-v1250




AntennaInfoDedicated-v1250

OPTIONAL,
-- Need ON



eimta-MainConfigSCell-r12


EIMTA-MainConfigServCell-r12
OPTIONAL,
-- Need ON


cqi-ReportConfigSCell-v1250


CQI-ReportConfig-v1250


OPTIONAL,
-- Need ON 



uplinkPowerControlDedicatedSCell-v1250
UplinkPowerControlDedicated-v1250
OPTIONAL,
-- Need ON



csi-RS-Config-v1250




CSI-RS-Config-v1250



OPTIONAL
-- Need ON

]],

[[
pucch-ConfigDedicated-r13



PUCCH-ConfigDedicated-r13

OPTIONAL,

-- Need ON


pucch-SCell-r13





ENUMERATED {True}



OPTIONAL 
-- Cond XX


crossCarrierSchedulingConfig-r13
CrossCarrierSchedulingConfig-r13
OPTIONAL,
-- Need ON



schedulingRequestConfig-r13



SchedulingRequestConfig-r13

OPTIONAL, 


-- Need ON


tpc-PDCCH-ConfigPUCCH-v13xx


TPC-PDCCH-Config 




OPTIONAL,

-- Need ON


pusch-ConfigDedicated-r13



PUSCH-ConfigDedicated
-r13


OPTIONAL,

-- Need ON


uplinkPowerControlDedicated-r13


UplinkPowerControlDedicated
-r13

OPTIONAL,

-- Need ON



]]
}

CSI-RS-ConfigNZPToAddModList-r11 ::=
SEQUENCE (SIZE (1..maxCSI-RS-NZP-r11)) OF CSI-RS-ConfigNZP-r11

CSI-RS-ConfigNZPToReleaseList-r11 ::=
SEQUENCE (SIZE (1..maxCSI-RS-NZP-r11)) OF CSI-RS-ConfigNZPId-r11

CSI-RS-ConfigZPToAddModList-r11 ::=
SEQUENCE (SIZE (1..maxCSI-RS-ZP-r11)) OF CSI-RS-ConfigZP-r11

CSI-RS-ConfigZPToReleaseList-r11 ::=
SEQUENCE (SIZE (1..maxCSI-RS-ZP-r11)) OF CSI-RS-ConfigZPId-r11

-- ASN1STOP

	PhysicalConfigDedicated field descriptions

	additionalSpectrumEmissionPCell

E-UTRAN does not configure this field in this release of the specification.

	antennaInfo

A choice is used to indicate whether the antennaInfo is signalled explicitly or set to the default antenna configuration as specified in section 9.2.4.

	csi-RS-Config

For a serving frequency E-UTRAN does not configure csi-RS-Config (includes zeroTxPowerCSI-RS) when transmission mode 10 is configured for the serving cell on this carrier frequency.

	csi-RS-ConfigNZPToAddModList

For a serving frequency E-UTRAN configures one or more CSI-RS-ConfigNZP only when transmission mode 10 is configured for the serving cell on this carrier frequency. EUTRAN configures a maximum of one CSI-RS-ConfigNZP for a serving frequency on which the UE supports only one CSI process (i.e. supportedCSI-Proc is indicated as n1).

	csi-RS-ConfigZPToAddModList

For a serving frequency E-UTRAN configures one or more CSI-RS-ConfigZP only when transmission mode 10 is configured for the serving cell on this carrier frequency.

	eimta-MainConfigPCell, eimta-MainConfigSCell

If E-UTRAN configures eimta-MainConfigPCell or eimta-MainConfigSCell for one serving cell in a frequency band, E-UTRAN configures eimta-MainConfigPCell or eimta-MainConfigSCell for all serving cells residing on the frequency band. E-UTRAN configures eimta-MainConfigPCell or eimta-MainConfigSCell only if eimta-MainConfig is configured.

	epdcch-Config

indicates the EPDCCH-Config for the cell. E-UTRAN does not configure EPDCCH-Config for an SCell that is configured with value other for schedulingCellInfo in CrossCarrierSchedulingConfig.

	pucch-Cell

if PUCCH feedback of this SCell is not sent on PCell or PSCell, this field is  present if SCell is usedto send PUCCH feedback of this SCell (or cell).

	pdsch-ConfigDedicated-v1130

For a serving frequency E-UTRAN configures pdsch-ConfigDedicated-v1130 only when transmission mode 10 is configured for the serving cell on this carrier frequency.

	pusch-ConfigDedicated-v1250

E-UTRAN configures pusch-ConfigDedicated-v1250 only if tpc-SubframeSet is configured.

	tpc-PDCCH-ConfigPUCCH

PDCCH configuration for power control of PUCCH using format 3/3A, see TS 36.212 [22].

	tpc-PDCCH-ConfigPUSCH

PDCCH configuration for power control of PUSCH using format 3/3A, see TS 36.212 [22].

	uplinkPowerControlDedicated

E-UTRAN configures uplinkPowerControlDedicated-v1130 only if uplinkPowerControlDedicated (without suffix) is configured.

	uplinkPowerControlDedicatedSCell

E-UTRAN configures uplinkPowerControlDedicatedSCell-v1130 only if uplinkPowerControlDedicatedSCell-r10 is configured for this serving cell.


	Conditional presence
	Explanation

	AI-r8
	The field is optionally present, need ON, if antennaInfoDedicated-r10 is absent. Otherwise the field is not present

	AI-r10
	The field is optionally present, need ON, if antennaInfoDedicated is absent. Otherwise the field is not present

	CommonUL
	The field is mandatory present if ul-Configuration of RadioResourceConfigCommonSCell-r10 is present; otherwise it is optional, need ON.

	CQI-r8
	The field is optionally present, need ON, if cqi-ReportConfig-r10 is absent. Otherwise the field is not present

	CQI-r10
	The field is optionally present, need ON, if cqi-ReportConfig is absent. Otherwise the field is not present

	SCellAdd
	The field is mandatory present if cellIdentification is present; otherwise it is optional, need ON.


NOTE 1:
During handover, the UE performs a MAC reset, which involves reverting to the default CQI/ SRS/ SR configuration in accordance with subclause 5.3.13 and TS 36.321 [6, 5.9 & 5.2]. Hence, for these parts of the dedicated radio resource configuration, the default configuration (rather than the configuration used in the source PCell) is used as the basis for the delta signalling that is included in the message used to perform handover.

NOTE 2:
Since delta signalling is not supported for the common SCell configuration, E-UTRAN can only add or release the uplink of an SCell by releasing and adding the concerned SCell.

Next Modified Subclause
–
PUCCH-Config
The IE PUCCH-ConfigCommon and IE PUCCH-ConfigDedicated are used to specify the common and the UE specific PUCCH configuration respectively.

PUCCH-Config information elements
-- ASN1START

PUCCH-ConfigCommon ::=



SEQUENCE {


deltaPUCCH-Shift




ENUMERATED {ds1, ds2, ds3},


nRB-CQI







INTEGER (0..98),


nCS-AN







INTEGER (0..7),


n1PUCCH-AN






INTEGER (0..2047)

}

PUCCH-ConfigDedicated ::=


SEQUENCE {


ackNackRepetition




CHOICE{



release







NULL,



setup







SEQUENCE {




repetitionFactor




ENUMERATED {n2, n4, n6, spare1},




n1PUCCH-AN-Rep





INTEGER (0..2047)



}


},


tdd-AckNackFeedbackMode



ENUMERATED {bundling, multiplexing}
OPTIONAL
-- Cond TDD

}

PUCCH-ConfigDedicated-v1020 ::=

SEQUENCE {


pucch-Format-r10




CHOICE {



format3-r10







SEQUENCE {




n3PUCCH-AN-List-r10
SEQUENCE (SIZE (1..4)) OF INTEGER (0..549)
OPTIONAL,
-- Need ON




twoAntennaPortActivatedPUCCH-Format3-r10

CHOICE {






release










NULL,





setup










SEQUENCE {






n3PUCCH-AN-ListP1-r10
SEQUENCE (SIZE (1..4)) OF INTEGER (0..549)





}




}















OPTIONAL
-- Need ON



},



channelSelection-r10



SEQUENCE {




n1PUCCH-AN-CS-r10




CHOICE {





release







NULL,





setup







SEQUENCE {






n1PUCCH-AN-CS-List-r10



SEQUENCE (SIZE (1..2)) OF N1PUCCH-AN-CS-r10





}




}















OPTIONAL
-- Need ON



}


}

















OPTIONAL,
-- Need OR


twoAntennaPortActivatedPUCCH-Format1a1b-r10

ENUMERATED {true}

OPTIONAL,
-- Need OR


simultaneousPUCCH-PUSCH-r10





ENUMERATED {true}

OPTIONAL,
-- Need OR


n1PUCCH-AN-RepP1-r10






INTEGER (0..2047)

OPTIONAL
-- Need OR

}

PUCCH-ConfigDedicated-v1130 ::=

SEQUENCE {


n1PUCCH-AN-CS-v1130




CHOICE {



release







NULL,



setup







SEQUENCE {




n1PUCCH-AN-CS-ListP1-r11


SEQUENCE (SIZE (2..4)) OF INTEGER (0..2047)



}


}

















OPTIONAL,
-- Need ON


nPUCCH-Param-r11




CHOICE {



release







NULL,



setup







SEQUENCE {




nPUCCH-Identity-r11




INTEGER (0..503),




n1PUCCH-AN-r11





INTEGER (0..2047)



}


}

















OPTIONAL
-- Need ON

}
PUCCH-ConfigDedicated-v1250 ::=

SEQUENCE {


nkaPUCCH-Param-r12




CHOICE {



release







NULL,



setup







SEQUENCE {




nkaPUCCH-AN-r12





INTEGER (0..2047)



}


}

}

N1PUCCH-AN-CS-r10
::= SEQUENCE (SIZE (1..4)) OF INTEGER (0..2047)

PUCCH-ConfigDedicated-r13 ::=


SEQUENCE {


-- PUCCH-ConfigDedicated

ackNackRepetition




CHOICE{



release







NULL,



setup







SEQUENCE {




repetitionFactor




ENUMERATED {n2, n4, n6, spare1},




n1PUCCH-AN-Rep





INTEGER (0..2047)



}


},


tdd-AckNackFeedbackMode



ENUMERATED {bundling, multiplexing}
OPTIONAL
-- Cond TDD


-- PUCCH-ConfigDedicated-v1020


pucch-Format-r10




CHOICE {



format3-r10







SEQUENCE {




n3PUCCH-AN-List-r10
SEQUENCE (SIZE (1..4)) OF INTEGER (0..549)
OPTIONAL,
-- Need ON




twoAntennaPortActivatedPUCCH-Format3-r10

CHOICE {






release










NULL,





setup










SEQUENCE {






n3PUCCH-AN-ListP1-r10
SEQUENCE (SIZE (1..4)) OF INTEGER (0..549)





}




}















OPTIONAL
-- Need ON



},



channelSelection-r10



SEQUENCE {




n1PUCCH-AN-CS-r10




CHOICE {





release







NULL,





setup







SEQUENCE {






n1PUCCH-AN-CS-List-r10



SEQUENCE (SIZE (1..2)) OF N1PUCCH-AN-CS-r10





}




}















OPTIONAL
-- Need ON



}


}

















OPTIONAL,
-- Need OR


twoAntennaPortActivatedPUCCH-Format1a1b-r10

ENUMERATED {true}

OPTIONAL,
-- Need OR


simultaneousPUCCH-PUSCH-r10





ENUMERATED {true}

OPTIONAL,
-- Need OR


n1PUCCH-AN-RepP1-r10






INTEGER (0..2047)

OPTIONAL
-- Need OR


-- PUCCH-ConfigDedicated-v1130


n1PUCCH-AN-CS-v1130




CHOICE {



release







NULL,



setup







SEQUENCE {




n1PUCCH-AN-CS-ListP1-r11


SEQUENCE (SIZE (2..4)) OF INTEGER (0..2047)



}


}

















OPTIONAL,
-- Need ON


nPUCCH-Param-r11




CHOICE {



release







NULL,



setup







SEQUENCE {




nPUCCH-Identity-r11




INTEGER (0..503),




n1PUCCH-AN-r11





INTEGER (0..2047)



}


}

















OPTIONAL
-- Need ON


-- PUCCH-ConfigDedicated-v1250

nkaPUCCH-Param-r12




CHOICE {



release







NULL,



setup







SEQUENCE {




nkaPUCCH-AN-r12





INTEGER (0..2047)



}


}

}

-- ASN1STOP

	PUCCH-Config field descriptions

	ackNackRepetition

Parameter indicates whether ACK/NACK repetition is configured, see TS 36.213 [23, 10.1].

	deltaPUCCH-Shift

Parameter: 
[image: image1.wmf]PUCCH

shift

D

, see 36.211 [21, 5.4.1], where ds1 corresponds to value 1 ds2 to 2 etc.

	n1PUCCH-AN

Parameter: 
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, see TS 36.213 [23, 10.1].

n1PUCCH-AN-r11 indicates UE-specific PUCCH AN resource offset, see TS 36.213 [23, 10.1].

	n1PUCCH-AN-CS-List

Parameter: 
[image: image3.wmf])

1

(

PUCCH,

j

n

 for antenna port 
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 for PUCCH format 1b with channel selection, see TS 36.213 [23, 10.1.2.2.1, 10.1.3.2.1].

	n1PUCCH-AN-CS-ListP1
Parameter: 
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for antenna port 
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 for PUCCH format 1b with channel selection, see TS 36.213 [23, 10.1]. E-UTRAN configures this field only when pucch-Format is set to channelSelection.

	n1PUCCH-AN-Rep, n1PUCCH-AN-RepP1

Parameter: 
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for antenna port P0 and for antenna port P1 respectively, see TS 36.213 [23, 10.1].

	n3PUCCH-AN-List, n3PUCCH-AN-ListP1

Parameter: 
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for antenna port P0 and for antenna port P1 respectively, see TS 36.213 [23, 10.1]. 

	nCS-An

Parameter: 
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see TS 36.211 [21, 5.4].

	nkaPUCCH-AN
Parameter: 
[image: image10.wmf]A
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, see TS 36.213 [23, 10.1.3].
nkaPUCCH-AN-r12 indicates PUCCH format 1a/1b starting offset for the subframe set [image: image11.wmf]A
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, see TS 36.213 [23, 10.1.3]. E-UTRAN configures nkaPUCCH-AN only if eimta-MainConfig is configured.

	nPUCCH-Identity
Parameter: 
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, see TS 36.211 [21, 5.5.1.5].

	nRB-CQI

Parameter: 
[image: image13.wmf](2)
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N

, see TS 36.211 [21, 5.4].

	pucch-Format

Parameter indicates one of the PUCCH formats for transmission of HARQ-ACK, see TS 36.213 [23, 10.1]. For TDD, if the UE is configured with PCell only, the channelSelection indicates the transmission of HARQ-ACK multiplexing as defined in Tables 10.1.3-5, 10.1.3-6, and 10.1.3-7 in TS 36.213 [23] for PUCCH, and in 7.3 in TS 36.213 [23] for PUSCH.

	repetitionFactor

Parameter 
[image: image14.wmf]ANRep
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 see TS 36.213 [23, 10.1] where n2 corresponds to repetition factor 2, n4 to 4.

	simultaneousPUCCH-PUSCH

Parameter indicates whether simultaneous PUCCH and PUSCH transmissions is configured, see TS 36.213 [23, 10.1 and 5.1.1]. E-UTRAN configures this field for the PCell, only when the nonContiguousUL-RA-WithinCC-Info is set to supported in the band on which PCell is configured. Likewise, E-UTRAN configures this field for the PSCell, only when the nonContiguousUL-RA-WithinCC-Info is set to supported in the band on which PSCell is configured. Likewise, E-UTRAN configures this field for the PUCCH SCell, only when the nonContiguousUL-RA-WithinCC-Info is set to supported in the band on which PUCCH SCell is configured.

	tdd-AckNackFeedbackMode

Parameter indicates one of the TDD ACK/NACK feedback modes used, see TS 36.213 [23, 7.3 and 10.1.3]. The value bundling corresponds to use of ACK/NACK bundling whereas, the value multiplexing corresponds to ACK/NACK multiplexing as defined in Tables 10.1.3-2, 10.1.3-3, and 10.1.3-4 in TS 36.213 [23]. The same value applies to both ACK/NACK feedback modes on PUCCH as well as on PUSCH.

	twoAntennaPortActivatedPUCCH-Format1a1b

Indicates whether two antenna ports are configured for PUCCH format 1a/1b for HARQ-ACK, see TS 36.213 [23, 10.1]. The field also applies for PUCCH format 1a/1b transmission when format3 is configured, see TS 36.213 [23, 10.1.2.2.2, 10.1.3.2.2].

	twoAntennaPortActivatedPUCCH-Format3

Indicates whether two antenna ports are configured for PUCCH format 3 for HARQ-ACK, see TS 36.213 [23, 10.1].


	Conditional presence
	Explanation

	TDD
	The field is mandatory present for TDD if the pucch-Format is not present. If the pucch-Format is present, the field is not present and the UE shall delete any existing value for this field. It is not present for FDD and the UE shall delete any existing value for this field.


–
PUSCH-Config
The IE PUSCH-ConfigCommon is used to specify the common PUSCH configuration and the reference signal configuration for PUSCH and PUCCH. The IE PUSCH-ConfigDedicated is used to specify the UE specific PUSCH configuration.

PUSCH-Config information element
-- ASN1START

PUSCH-ConfigCommon ::=



SEQUENCE {


pusch-ConfigBasic




SEQUENCE {



n-SB







INTEGER (1..4),



hoppingMode






ENUMERATED {interSubFrame, intraAndInterSubFrame},



pusch-HoppingOffset




INTEGER (0..98),



enable64QAM






BOOLEAN


},


ul-ReferenceSignalsPUSCH


UL-ReferenceSignalsPUSCH

}

PUSCH-ConfigDedicated ::=


SEQUENCE {


betaOffset-ACK-Index



INTEGER (0..15),


betaOffset-RI-Index




INTEGER (0..15),


betaOffset-CQI-Index



INTEGER (0..15)

}

PUSCH-ConfigDedicated-v1020 ::=

SEQUENCE {


betaOffsetMC-r10




SEQUENCE {




betaOffset-ACK-Index-MC-r10


INTEGER (0..15),



betaOffset-RI-Index-MC-r10


INTEGER (0..15),



betaOffset-CQI-Index-MC-r10


INTEGER (0..15)


}

















OPTIONAL,
-- Need OR


groupHoppingDisabled-r10


ENUMERATED {true}




OPTIONAL,
-- Need OR


dmrs-WithOCC-Activated-r10


ENUMERATED {true}




OPTIONAL
-- Need OR

}

PUSCH-ConfigDedicated-v1130 ::=

SEQUENCE {


pusch-DMRS-r11





CHOICE {



release







NULL,



setup







SEQUENCE {




nPUSCH-Identity-r11




INTEGER (0..509),




nDMRS-CSH-Identity-r11



INTEGER (0..509)



}


}

}

PUSCH-ConfigDedicated-v1250::=


SEQUENCE {


uciOnPUSCH



CHOICE {



release




NULL,



setup




SEQUENCE {




betaOffset-ACK-Index-SubframeSet2-r12



INTEGER (0..15),




betaOffset-RI-Index-SubframeSet2-r12



INTEGER (0..15),




betaOffset-CQI-Index-SubframeSet2-r12



INTEGER (0..15),




betaOffsetMC-r12




SEQUENCE {






betaOffset-ACK-Index-MC-SubframeSet2-r12


INTEGER (0..15),





betaOffset-RI-Index-MC-SubframeSet2-r12


INTEGER (0..15),





betaOffset-CQI-Index-MC-SubframeSet2-r12


INTEGER (0..15)




}















OPTIONAL
-- Need OR



}


}

}

PUSCH-ConfigDedicated-r13 ::=


SEQUENCE {


betaOffset-ACK-Index



INTEGER (0..15),


betaOffset-RI-Index




INTEGER (0..15),


betaOffset-CQI-Index



INTEGER (0..15)


--PUSCH-ConfigDedicated-v1020


betaOffsetMC-r10




SEQUENCE {




betaOffset-ACK-Index-MC-r10


INTEGER (0..15),



betaOffset-RI-Index-MC-r10


INTEGER (0..15),



betaOffset-CQI-Index-MC-r10


INTEGER (0..15)


}

















OPTIONAL,
-- Need OR


groupHoppingDisabled-r10


ENUMERATED {true}




OPTIONAL,
-- Need OR


dmrs-WithOCC-Activated-r10


ENUMERATED {true}




OPTIONAL
-- Need OR

}

PUSCH-ConfigDedicatedSCell-r10 ::=

SEQUENCE {


groupHoppingDisabled-r10



ENUMERATED {true}



OPTIONAL,
-- Need OR


dmrs-WithOCC-Activated-r10



ENUMERATED {true}



OPTIONAL
-- Need OR

}

UL-ReferenceSignalsPUSCH ::=

SEQUENCE {


groupHoppingEnabled




BOOLEAN,


groupAssignmentPUSCH



INTEGER (0..29),


sequenceHoppingEnabled



BOOLEAN,


cyclicShift






INTEGER (0..7)

}

-- ASN1STOP

	PUSCH-Config field descriptions

	betaOffset-ACK-Index, betaOffset-ACK-Index-MC

Parameter: 
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, for single- and multiple-codeword respectively, see TS 36.213 [23, Table 8.6.3-1]. One value applies for all serving cells with an uplink and not configured with uplink power control subframe sets. The same value also applies for subframe set 1 of all serving cells with an uplink and configured with uplink power control subframe sets (the associated functionality is common i.e. not performed independently for each cell).

	betaOffset-ACK-Index-SubframeSet2, betaOffset-ACK-Index-MC-SubframeSet2
Parameter: 
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, for single- and multiple-codeword respectively, see TS 36.213 [23, Table 8.6.3-1]. One value applies for subframe set 2 of all serving cells with an uplink and configured with uplink power control subframe sets (the associated functionality is common i.e. not performed independently for each cell configured with uplink power control subframe sets).

	betaOffset-CQI-Index, betaOffset-CQI-Index-MC

Parameter: 
[image: image17.wmf]CQI

offset

I

, for single- and multiple-codeword respectively, see TS 36.213 [23, Table 8.6.3-3]. One value applies for all serving cells with an uplink and not configured with uplink power control subframe sets. The same value also applies for subframe set 1 of all serving cells with an uplink and configured with uplink power control subframe sets (the associated functionality is common i.e. not performed independently for each cell).

	betaOffset-CQI-Index-SubframeSet2, betaOffset-CQI-Index-MC-SubframeSet2
Parameter: 
[image: image18.wmf]CQI
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, for single- and multiple-codeword respectively, see TS 36.213 [23, Table 8.6.3-3]. One value applies for subframe set 2 of all serving cells with an uplink and configured with uplink power control subframe sets (the associated functionality is common i.e. not performed independently for each cell configured with uplink power control subframe sets).

	betaOffset-RI-Index, betaOffset-RI-Index-MC

Parameter: 
[image: image19.wmf]RI
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, for single- and multiple-codeword respectively, see TS 36.213 [23, Table 8.6.3-2]. One value applies for all serving cells with an uplink and not configured with uplink power control subframe sets. The same value also applies for subframe set 1 of all serving cells with an uplink and configured with uplink power control subframe sets (the associated functionality is common i.e. not performed independently for each cell).

	betaOffset-RI-Index-SubframeSet2, betaOffset-RI-Index-MC-SubframeSet2
Parameter: 
[image: image20.wmf]RI
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I

, for single- and multiple-codeword respectively, see TS 36.213 [23, Table 8.6.3-2]. One value applies for subframe set 2 of all serving cells with an uplink and configured with uplink power control subframe sets (the associated functionality is common i.e. not performed independently for each cell configured with uplink power control subframe sets).

	cyclicShift

Parameters: cyclicShift, see TS 36.211 [21, Table 5.5.2.1.1-2].

	dmrs-WithOCC-Activated

Parameter: Activate-DMRS-with OCC, see TS 36.211 [21, 5.5.2.1].

	enable64QAM

See TS 36.213 [23, 8.6.1]. TRUE indicates that 64QAM is allowed while FALSE indicates that 64QAM is not allowed.

	groupAssignmentPUSCH

Parameter: (SS See TS 36.211 [21, 5.5.1.3].

	groupHoppingDisabled

Parameter: Disable-sequence-group-hopping, see TS 36.211 [21, 5.5.1.3].

	groupHoppingEnabled

Parameter: Group-hopping-enabled, see TS 36.211 [21, 5.5.1.3].

	hoppingMode

Parameter: Hopping-mode, see TS 36.211 [21, 5.3.4].

	nDMRS-CSH-Identity 
Parameter: 
[image: image21.wmf]csh_DMRS
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, see TS 36.211 [21, 5.5.2.1.1].

	nPUSCH-Identity
Parameter: 
[image: image22.wmf]PUSCH
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, see TS 36.211 [21, 5.5.1.5].

	n-SB

Parameter: Nsb see TS 36.211 [21, 5.3.4].

	pusch-hoppingOffset

Parameter: 
[image: image23.wmf]HO
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, see TS 36.211 [21, 5.3.4].

	sequenceHoppingEnabled

Parameter: Sequence-hopping-enabled, see TS 36.211 [21, 5.5.1.4].

	ul- ReferenceSignalsPUSCH

Used to specify parameters needed for the transmission on PUSCH (or PUCCH).


Next Modified Subclause
–
RadioResourceConfigCommon
The IE RadioResourceConfigCommonSIB and IE RadioResourceConfigCommon are used to specify common radio resource configurations in the system information and in the mobility control information, respectively, e.g., the random access parameters and the static physical layer parameters.

RadioResourceConfigCommon information element
-- ASN1START

RadioResourceConfigCommonSIB ::=
SEQUENCE {


rach-ConfigCommon




RACH-ConfigCommon,


bcch-Config 





BCCH-Config,


pcch-Config 





PCCH-Config,


prach-Config





PRACH-ConfigSIB,


pdsch-ConfigCommon




PDSCH-ConfigCommon,


pusch-ConfigCommon




PUSCH-ConfigCommon,


pucch-ConfigCommon




PUCCH-ConfigCommon,


soundingRS-UL-ConfigCommon


SoundingRS-UL-ConfigCommon,


uplinkPowerControlCommon


UplinkPowerControlCommon,


ul-CyclicPrefixLength



UL-CyclicPrefixLength,

...,


[[
uplinkPowerControlCommon-v1020
UplinkPowerControlCommon-v1020

OPTIONAL
-- Need OR


]],


[[
rach-ConfigCommon-v1250


RACH-ConfigCommon-v1250

OPTIONAL
-- Need OR


]]
}

RadioResourceConfigCommon ::=

SEQUENCE {


rach-ConfigCommon




RACH-ConfigCommon




OPTIONAL,
-- Need ON


prach-Config





PRACH-Config,


pdsch-ConfigCommon




PDSCH-ConfigCommon




OPTIONAL,
-- Need ON


pusch-ConfigCommon




PUSCH-ConfigCommon,


phich-Config





PHICH-Config





OPTIONAL,
-- Need ON


pucch-ConfigCommon




PUCCH-ConfigCommon




OPTIONAL,
-- Need ON


soundingRS-UL-ConfigCommon


SoundingRS-UL-ConfigCommon


OPTIONAL,
-- Need ON


uplinkPowerControlCommon


UplinkPowerControlCommon


OPTIONAL,
-- Need ON


antennaInfoCommon




AntennaInfoCommon


OPTIONAL,
-- Need ON


p-Max







P-Max







OPTIONAL,
-- Need OP


tdd-Config






TDD-Config






OPTIONAL,
-- Cond TDD


ul-CyclicPrefixLength



UL-CyclicPrefixLength,

...,


[[
uplinkPowerControlCommon-v1020
UplinkPowerControlCommon-v1020

OPTIONAL
-- Need ON


]],


[[
tdd-Config-v1130



TDD-Config-v1130



OPTIONAL
-- Cond TDD3


]]

}

RadioResourceConfigCommonPSCell-r12 ::=
SEQUENCE {


basicFields-r12





RadioResourceConfigCommonSCell-r10,


pucch-ConfigCommon-r12



PUCCH-ConfigCommon,


rach-ConfigCommon-r12



RACH-ConfigCommon,


uplinkPowerControlCommonPSCell-r12
UplinkPowerControlCommonPSCell-r12,


...

}

RadioResourceConfigCommonSCell-r10 ::=
SEQUENCE {


-- DL configuration as well as configuration applicable for DL and UL


nonUL-Configuration-r10




SEQUENCE {



-- 1: Cell characteristics



dl-Bandwidth-r10





ENUMERATED {n6, n15, n25, n50, n75, n100},



-- 2: Physical configuration, general



antennaInfoCommon-r10




AntennaInfoCommon,



mbsfn-SubframeConfigList-r10


MBSFN-SubframeConfigList
OPTIONAL,
-- Need OR



-- 3: Physical configuration, control



phich-Config-r10





PHICH-Config,



-- 4: Physical configuration, physical channels



pdsch-ConfigCommon-r10




PDSCH-ConfigCommon,



tdd-Config-r10






TDD-Config




OPTIONAL
-- Cond TDDSCell


},


-- UL configuration


ul-Configuration-r10





SEQUENCE {



ul-FreqInfo-r10





SEQUENCE {




ul-CarrierFreq-r10




ARFCN-ValueEUTRA


OPTIONAL,
-- Need OP




ul-Bandwidth-r10




ENUMERATED {n6, n15,














n25, n50, n75, n100}
OPTIONAL,
-- Need OP




additionalSpectrumEmissionSCell-r10

AdditionalSpectrumEmission



},



p-Max-r10






P-Max





OPTIONAL,
-- Need OP



uplinkPowerControlCommonSCell-r10

UplinkPowerControlCommonSCell-r10,



-- A special version of IE UplinkPowerControlCommon may be introduced



-- 3: Physical configuration, control



soundingRS-UL-ConfigCommon-r10

SoundingRS-UL-ConfigCommon,



ul-CyclicPrefixLength-r10


UL-CyclicPrefixLength,


-- 4: Physical configuration, physical channels



prach-ConfigSCell-r10




PRACH-ConfigSCell-r10

OPTIONAL,
-- Cond TDD-OR-NoR11



pusch-ConfigCommon-r10



PUSCH-ConfigCommon


}
















OPTIONAL,
-- Need OR


...,


[[
ul-CarrierFreq-v1090



ARFCN-ValueEUTRA-v9e0


OPTIONAL
-- Need OP


]],


[[
rach-ConfigCommonSCell-r11


RACH-ConfigCommonSCell-r11

OPTIONAL,
-- Cond ULSCell


prach-ConfigSCell-r11



PRACH-Config




OPTIONAL,
-- Cond UL



tdd-Config-v1130




TDD-Config-v1130


OPTIONAL,
-- Cond TDD2



uplinkPowerControlCommonSCell-v1130









UplinkPowerControlCommonSCell-v1130
OPTIONAL
-- Cond UL

]] ,

[[
pucch-ConfigCommon-r13



PUCCH-ConfigCommon

OPTIONAL,
-- Cond UL



uplinkPowerControlCommonSCell-v13xx

UplinkPowerControlCommonPSCell-r12 
OPTIONAL,
-- Cond UL


]]

}

BCCH-Config ::=





SEQUENCE {


modificationPeriodCoeff



ENUMERATED {n2, n4, n8, n16}

}

PCCH-Config ::=





SEQUENCE {


defaultPagingCycle




ENUMERATED {












rf32, rf64, rf128, rf256},


nB








ENUMERATED {












fourT, twoT, oneT, halfT, quarterT, oneEighthT,












oneSixteenthT, oneThirtySecondT}

}

UL-CyclicPrefixLength ::=


ENUMERATED {len1, len2}
-- ASN1STOP

	RadioResourceConfigCommon field descriptions

	additionalSpectrumEmissionSCell

The UE requirements related to IE AdditionalSpectrumEmissionSCell are defined in TS 36.101 [42]. E-UTRAN configures the same value in additionalSpectrumEmissionScell for all SCell(s) of the same band with UL configured. The additionalSpectrumEmissionScell is applicable for all serving cells (including PCell) of the same band with UL configured.

	defaultPagingCycle

Default paging cycle, used to derive ‘T’ in TS 36.304 [4]. Value rf32 corresponds to 32 radio frames, rf64 corresponds to 64 radio frames and so on.

	modificationPeriodCoeff

Actual modification period, expressed in number of radio frames= modificationPeriodCoeff * defaultPagingCycle. n2 corresponds to value 2, n4 corresponds to value 4, n8 corresponds to value 8 and n16 corresponds to value 16.

	nB

Parameter: nB is used as one of parameters to derive the Paging Frame and Paging Occasion according to TS 36.304 [4]. Value in multiples of 'T' as defined in TS 36.304 [4]. A value of fourT corresponds to 4 * T, a value of twoT corresponds to 2 * T and so on.

	p-Max

Pmax to be used in the target cell. If absent the UE applies the maximum power according to the UE capability.

	ul-Bandwidth

Parameter: transmission bandwidth configuration, NRB, in uplink, see TS 36.101 [42, table 5.6-1]. Value n6 corresponds to 6 resource blocks, n15 to 15 resource blocks and so on. If for FDD this parameter is absent, the uplink bandwidth is equal to the downlink bandwidth. For TDD this parameter is absent and it is equal to the downlink bandwidth.

	ul-CarrierFreq

For FDD: If absent, the (default) value determined from the default TX-RX frequency separation defined in TS 36.101 [42, table 5.7.3-1] applies.

For TDD: This parameter is absent and it is equal to the downlink frequency.

	UL-CyclicPrefixLength

Parameter: Uplink cyclic prefix length see 36.211 [21, 5.2.1] where len1 corresponds to normal cyclic prefix and len2 corresponds to extended cyclic prefix.


	Conditional presence
	Explanation

	TDD
	The field is optional for TDD, Need ON; it is not present for FDD and the UE shall delete any existing value for this field.

	TDD2
	If tdd-Config-r10 is present, the field is optional, Need OR. Otherwise the field is not present and the UE shall delete any existing value for this field.

	TDD3
	If tdd-Config is present, the field is optional, Need OR. Otherwise the field is not present and the UE shall delete any existing value for this field.

	TDD-OR-NoR11
	If prach-ConfigSCell-r11 is absent, the field is optional for TDD, Need OR. Otherwise the field is not present and the UE shall delete any existing value for this field.

	TDDSCell
	This field is mandatory present for TDD; it is not present for FDD and the UE shall delete any existing value for this field.

	UL
	If the SCell is part of the STAG and if ul-Configuration is included, the field is optional, Need OR. Otherwise the field is not present and the UE shall delete any existing value for this field.

	ULSCell
	For the PSCell (IE is included in RadioResourceConfigCommonPSCell) the field is absent. Otherwise, if the SCell is part of the STAG and if ul-Configuration is included, the field is optional, Need OR. Otherwise the field is not present and the UE shall delete any existing value for this field.


–
RadioResourceConfigDedicated
The IE RadioResourceConfigDedicated is used to setup/modify/release RBs, to modify the MAC main configuration, to modify the SPS configuration and to modify dedicated physical configuration.

RadioResourceConfigDedicated information element
-- ASN1START

RadioResourceConfigDedicated ::=

SEQUENCE {


srb-ToAddModList




SRB-ToAddModList


OPTIONAL, 

-- Cond HO-Conn


drb-ToAddModList




DRB-ToAddModList


OPTIONAL, 

-- Cond HO-toEUTRA


drb-ToReleaseList




DRB-ToReleaseList


OPTIONAL, 

-- Need ON


mac-MainConfig





CHOICE {




explicitValue




MAC-MainConfig,




defaultValue




NULL


}

OPTIONAL,















-- Cond HO-toEUTRA2


sps-Config






SPS-Config 




OPTIONAL,

-- Need ON


physicalConfigDedicated



PhysicalConfigDedicated

OPTIONAL,

-- Need ON


...,


[[
rlf-TimersAndConstants-r9

RLF-TimersAndConstants-r9


OPTIONAL
-- Need ON


]],


[[
measSubframePatternPCell-r10
MeasSubframePatternPCell-r10

OPTIONAL
-- Need ON


]],


[[
neighCellsCRS-Info-r11


NeighCellsCRS-Info-r11



OPTIONAL
-- Need ON


]],


[[
naics-Info-r12



NAICS-AssistanceInfo-r12


OPTIONAL
-- Need ON


]]}

RadioResourceConfigDedicatedPSCell-r12 ::=

SEQUENCE {


-- UE specific configuration extensions applicable for an PSCell


physicalConfigDedicatedPSCell-r12

PhysicalConfigDedicated

OPTIONAL,
-- Need ON


sps-Config-r12






SPS-Config 




OPTIONAL,
-- Need ON


naics-Info-r12


  
    

   NAICS-AssistanceInfo-r12
OPTIONAL,
-- Need ON

...

}

RadioResourceConfigDedicatedSCG-r12 ::=

SEQUENCE {


drb-ToAddModListSCG-r12



DRB-ToAddModListSCG-r12


OPTIONAL, 
-- Need ON

mac-MainConfigSCG-r12



MAC-MainConfig




OPTIONAL,
-- Need ON

rlf-TimersAndConstantsSCG-r12

RLF-TimersAndConstantsSCG-r12
OPTIONAL,
-- Need ON

...

}
RadioResourceConfigDedicatedSCell-r10 ::=
SEQUENCE {


-- UE specific configuration extensions applicable for an SCell


physicalConfigDedicatedSCell-r10

PhysicalConfigDedicatedSCell-r10
OPTIONAL,
-- Need ON


...,


[[
mac-MainConfigSCell-r11


MAC-MainConfigSCell-r11


OPTIONAL
-- Cond SCellAdd


]],


[[
naics-Info-r12



NAICS-AssistanceInfo-r12

OPTIONAL
-- Need ON


]]

}

SRB-ToAddModList ::=



SEQUENCE (SIZE (1..2)) OF SRB-ToAddMod

SRB-ToAddMod ::=
SEQUENCE {


srb-Identity





INTEGER (1..2),


rlc-Config






CHOICE {



explicitValue





RLC-Config,



defaultValue





NULL


}

OPTIONAL,















-- Cond Setup


logicalChannelConfig



CHOICE {



explicitValue





LogicalChannelConfig,



defaultValue





NULL


}

OPTIONAL,















-- Cond Setup


...

}

DRB-ToAddModList ::=



SEQUENCE (SIZE (1..maxDRB)) OF DRB-ToAddMod
DRB-ToAddModListSCG-r12 ::=

SEQUENCE (SIZE (1..maxDRB)) OF DRB-ToAddModSCG-r12

DRB-ToAddMod ::=
SEQUENCE {


eps-BearerIdentity




INTEGER (0..15)


OPTIONAL,

-- Cond DRB-Setup


drb-Identity





DRB-Identity,


pdcp-Config






PDCP-Config



OPTIONAL,

-- Cond PDCP


rlc-Config






RLC-Config



OPTIONAL,

-- Cond SetupM

logicalChannelIdentity



INTEGER (3..10)


OPTIONAL,

-- Cond DRB-SetupM

logicalChannelConfig



LogicalChannelConfig
OPTIONAL,

-- Cond SetupM

...,


[[
drb-TypeChange-r12





ENUMERATED {toMCG}
OPTIONAL,

-- Need OP


rlc-Config-v1250




RLC-Config-v1250

OPTIONAL

-- Need ON

]],


[[
rlc-Config-v13xx




RLC-Config-v13xx

OPTIONAL

-- Need ON

]]
}

DRB-ToAddModSCG-r12 ::=
SEQUENCE {


drb-Identity-r12




DRB-Identity,


drb-Type-r12





CHOICE {



split-r12






NULL,



scg-r12







SEQUENCE {




eps-BearerIdentity-r12



INTEGER (0..15)
OPTIONAL,
-- Cond DRB-Setup




pdcp-Config-r12





PDCP-Config

OPTIONAL
-- Cond PDCP-S


}


}














OPTIONAL,
-- Cond SetupS2


rlc-ConfigSCG-r12




RLC-Config



OPTIONAL,
-- Cond SetupS


rlc-Config-v1250





RLC-Config-v1250


OPTIONAL,
-- Need ON

logicalChannelIdentitySCG-r12

INTEGER (3..10)


OPTIONAL,
-- Cond DRB-SetupS


logicalChannelConfigSCG-r12


LogicalChannelConfig
OPTIONAL,
-- Cond SetupS


...

}

DRB-ToReleaseList ::=



SEQUENCE (SIZE (1..maxDRB)) OF DRB-Identity

MeasSubframePatternPCell-r10 ::=

CHOICE {


release







NULL,


setup






MeasSubframePattern-r10

}

NeighCellsCRS-Info-r11 ::=

CHOICE {


release






NULL,


setup






CRS-AssistanceInfoList-r11

}

CRS-AssistanceInfoList-r11 ::=
SEQUENCE (SIZE (1..maxCellReport)) OF CRS-AssistanceInfo-r11

CRS-AssistanceInfo-r11 ::= SEQUENCE {


physCellId-r11





PhysCellId,


antennaPortsCount-r11



ENUMERATED {an1, an2, an4, spare1},


mbsfn-SubframeConfigList-r11

MBSFN-SubframeConfigList,


...

}
NAICS-AssistanceInfo-r12 ::=

CHOICE {


release






NULL,


setup






SEQUENCE {


neighCellsToReleaseList-r12

NeighCellsToReleaseList-r12


OPTIONAL
,
-- Need ON


neighCellsToAddModList-r12

NeighCellsToAddModList-r12


OPTIONAL,
-- Need ON


servCellp-a-r12




P-a
 






OPTIONAL
-- Need ON

}

}

NeighCellsToReleaseList-r12  ::=
SEQUENCE (SIZE (1..maxNeighCell-r12)) OF PhysCellId

NeighCellsToAddModList-r12 ::=
SEQUENCE (SIZE (1..maxNeighCell-r12)) OF NeighCellsInfo-r12

NeighCellsInfo-r12
::=

SEQUENCE {


physCellId-r12




PhysCellId,


p-b-r12





INTEGER (0..3),


crs-PortsCount-r12



ENUMERATED {n1, n2, n4, spare},


mbsfn-SubframeConfig-r12

MBSFN-SubframeConfigList



OPTIONAL,
-- Need ON

p-aList-r12




SEQUENCE (SIZE (1..maxP-a-PerNeighCell-r12)) OF P-a,

transmissionModeList-r12

BIT STRING (SIZE(8)),


resAllocGranularity-r12


INTEGER (1..4),


...
}
P-a ::= ENUMERATED {
dB-6, dB-4dot77, dB-3, dB-1dot77,










dB0, dB1, dB2, dB3}

-- ASN1STOP

	RadioResourceConfigDedicated field descriptions

	crs-PortsCount

Parameter represents the number of antenna ports for cell-specific reference signal used by the signaled neighboring cell where n1 corresponds to 1 antenna port, n2 to 2 antenna ports etc. see TS 36.211 [21, 6.10.1].

	drb-Identity

In case of DC, the DRB identity is unique within the scope of the UE i.e. an SCG DRB can not use the same value as used for an MCG or split DRB. For a split DRB the same identity is used for the MCG- and SCG parts of the configuration.

	drb-ToAddModListSCG

When an SCG is configured, E-UTRAN configures at least one SCG or split DRB.

	drb-Type

This field indicates whether the DRB is split or SCG DRB. E-UTRAN does not configure split and SCG DRBs simultaneously for the UE.

	drb-TypeChange

Indicates that a split/SCG DRB is reconfigured to an MCG DRB (i.e. E-UTRAN only signals the field in case the DRB type changes).

	logicalChannelConfig

For SRBs a choice is used to indicate whether the logical channel configuration is signalled explicitly or set to the default logical channel configuration for SRB1 as specified in 9.2.1.1 or for SRB2 as specified in 9.2.1.2.

	logicalChannelIdentity

The logical channel identity for both UL and DL.

	mac-MainConfig

Although the ASN.1 includes a choice that is used to indicate whether the mac-MainConfig is signalled explicitly or set to the default MAC main configuration as specified in 9.2.2, EUTRAN does not apply "defaultValue".

	mbsfn-SubframeConfig

Defines the MBSFN subframe configuration used by the signaled neighboring cell. If absent, UE assumes no MBSFN configuration for the neighboring cell.

	measSubframePatternPCell
Time domain measurement resource restriction pattern for the PCell measurements (RSRP, RSRQ and the radio link monitoring).

	neighCellsCRS-Info

This field contains assistance information, concerning the primary frequency, used by the UE to mitigate interference from CRS while performing RRM/RLM/CSI measurement or data demodulation. When the received CRS assistance information is for a cell with CRS colliding with that of the CRS of the cell to measure, the UE may use the CRS assistance information to mitigate CRS interference (as specified in TS 36.101 [42]) on the subframes indicated by measSubframePatternPCell, measSubframePatternConfigNeigh, csi-MeasSubframeSet1 if configured, and the CSI subframe set 1 if csi-MeasSubframeSets-r12 is configured. Furthermore, the UE may use CRS assistance information to mitigate CRS interference from the cells in the IE for the demodulation purpose as specified in TS 36.101 [42]. EUTRAN does not configure neighCellsCRS-Info-r11 if eimta-MainConfigPCell-r12 is configured.

	NeighCellsInfo

This field contains assistance information used by the UE to cancel and suppress interference of a neighbouring cell. If this field is present for a neighbouring cell, the UE assumes that the transmission parameters listed in the sub-fields are used by the neighbouring cell. If this field is present for a neighbouring cell, the UE assumes the neighbour cell is subframe and SFN synchronized to the serving cell, has the same system bandwidth, UL/DL and special subframe configuration, and cyclic prefix length as the serving cell.

	P-a

Parameter: 
[image: image24.wmf]A

P

, see TS 36.213 [23, 5.2]. Value dB-6 corresponds to -6 dB, dB-4dot77 corresponds to -4.77 dB etc.

	P-aList

Indicates the restricted subset of power offset for QPSK, 16QAM, and 64QAM PDSCH transmissions for the neighbouring cell.

	p-b

Parameter: 
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P

, indicates the cell-specific ratio used by the signaled neighboring cell, see TS 36.213 [23, Table 5.2-1].

	physicalConfigDedicated

The default dedicated physical configuration is specified in 9.2.4.

	resAllocGranularity
Indicates the resource allocation and precoding granularity in PRB pair level of the signaled neighboring cell, see TS 36.213 [23, 7.1.6].

	rlc-Config

For SRBs a choice is used to indicate whether the RLC configuration is signalled explicitly or set to the values defined in the default RLC configuration for SRB1 in 9.2.1.1 or for SRB2 in 9.2.1.2. RLC AM is the only applicable RLC mode for SRB1 and SRB2. E-UTRAN does not reconfigure the RLC mode of DRBs except when a full configuration option is used, and may reconfigure the UM RLC SN field size and the AM RLC LI field size only upon handover within E-UTRA or upon the first reconfiguration after RRC connection re-establishment or upon SCG Change for SCG and split DRBs.

	servCellp-a

Indicates the power offset for QPSK C-RNTI based PDSCH transmissions used by the serving cell, see 36.213 [23, 5.2]. Value dB-6 corresponds to -6 dB, dB-4dot77 corresponds to -4.77 dB etc.

	sps-Config

The default SPS configuration is specified in 9.2.3. Except for handover or releasing SPS for MCG, E-UTRAN does not reconfigure sps-Config for MCG when there is a configured downlink assignment or a configured uplink grant for MCG (see TS 36.321 [6]). Except for SCG change or releasing SPS for SCG, E-UTRAN does not reconfigure sps-Config for SCG when there is a configured downlink assignment or a configured uplink grant for SCG (see TS 36.321 [6]).

	srb-Identity

Value 1 is applicable for SRB1 only.

Value 2 is applicable for SRB2 only.

	transmissionModeList

Indicates a subset of transmission mode 1, 2, 3, 4, 6, 8, 9, 10, for the signaled neighboring cell for which NeighCellsInfo applies. When TM10 is signaled, other signaled transmission parameters in NeighCellsInfo are not applicable to up to 8 layer transmission scheme of TM10. The first/ leftmost bit is for transmission mode 1, the second bit is for transmission mode 2, and so on.


	Conditional presence
	Explanation

	DRB-Setup
	The field is mandatory present if the corresponding DRB is being set up; otherwise it is not present.

	DRB-SetupM
	The field is mandatory present upon setup of MCG or split DRB; The field is optionally present, Need ON, upon change from SCG to MCG DRB; otherwise it is not present.

	DRB-SetupS
	The field is mandatory present upon setup of SCG or split DRB, or upon change from MCG to split DRB; The field is optionally present, Need ON, upon change from MCG to SCG DRB; otherwise it is not present.

	HO-Conn
	The field is mandatory present in case of handover to E-UTRA or when the fullConfig is included in the RRCConnectionReconfiguration message or in case of RRC connection establishment; otherwise the field is optionally present, need ON. Upon connection establishment/ re-establishment only SRB1 is applicable.

	HO-toEUTRA
	The field is mandatory present in case of handover to E-UTRA or when the fullConfig is included in the RRCConnectionReconfiguration message; In case of RRC connection establishment and RRC connection re-establishment the field is not present; otherwise the field is optionally present, need ON.

	HO-toEUTRA2
	The field is mandatory present in case of handover to E-UTRA or when the fullConfig is included in the RRCConnectionReconfiguration message; otherwise the field is optionally present, need ON.

	PDCP
	The field is mandatory present if the corresponding DRB is being setup; the field is optionally present, need ON, upon reconfiguration of the corresponding split DRB, upon the corresponding DRB type change from split to MCG bearer, upon the corresponding DRB type change from MCG to split bearer, upon handover within E-UTRA and upon the first reconfiguration after re-establishment but in all these cases only when fullConfig is not included in the RRCConnectionReconfiguration message; otherwise it is not present.

	PDCP-S
	The field is mandatory present if the corresponding DRB is being setup; the field is optionally present, need ON, upon SCG change; otherwise it is not present.

	RLC-Setup
	This field is optionally present if the corresponding DRB is being setup, need ON; otherwise it is not present.

	SCellAdd
	The field is optionally present, need ON, upon SCell addition; otherwise it is not present.

	Setup
	The field is mandatory present if the corresponding SRB/DRB is being setup; otherwise the field is optionally present, need ON.

	SetupM
	The field is mandatory present upon setup of an MCG or split DRB; otherwise the field is optionally present, need ON.

	SetupS
	The field is mandatory present upon setup of an SCG or split DRB, as well as upon change from MCG to split DRB; otherwise the field is optionally present, need ON.

	SetupS2
	The field is mandatory present upon setup of an SCG or split DRB, as well as upon change from MCG to split or SCG DRB. For an SCG DRB the field is optionally present, need ON. Otherwise the field is not present.


–
RLC-Config
The IE RLC-Config is used to specify the RLC configuration of SRBs and DRBs.

RLC-Config information element
-- ASN1START

RLC-Config ::=



CHOICE {


am








SEQUENCE {



ul-AM-RLC






UL-AM-RLC,



dl-AM-RLC






DL-AM-RLC


},


um-Bi-Directional




SEQUENCE {



ul-UM-RLC






UL-UM-RLC,



dl-UM-RLC






DL-UM-RLC


},


um-Uni-Directional-UL



SEQUENCE {



ul-UM-RLC






UL-UM-RLC


},


um-Uni-Directional-DL



SEQUENCE {



dl-UM-RLC






DL-UM-RLC


},


...
}

RLC-Config-v1250 ::=



SEQUENCE {


ul-extended-RLC-LI-Field-r12


BOOLEAN,


dl-extended-RLC-LI-Field-r12


BOOLEAN

}
RLC-Config-v13xx ::=



SEQUENCE {


extended-RLC-AM-SN-r13 




BOOLEAN
}

UL-AM-RLC ::=





SEQUENCE {


t-PollRetransmit




T-PollRetransmit,


pollPDU







PollPDU,


pollByte






PollByte,


maxRetxThreshold




ENUMERATED {












t1, t2, t3, t4, t6, t8, t16, t32}

}

DL-AM-RLC ::=





SEQUENCE {


t-Reordering





T-Reordering,


t-StatusProhibit




T-StatusProhibit

}

UL-UM-RLC ::=





SEQUENCE {


sn-FieldLength





SN-FieldLength

}

DL-UM-RLC ::=





SEQUENCE {


sn-FieldLength





SN-FieldLength,


t-Reordering





T-Reordering

}

SN-FieldLength ::=




ENUMERATED {size5, size10}

T-PollRetransmit ::=



ENUMERATED {











ms5, ms10, ms15, ms20, ms25, ms30, ms35,











ms40, ms45, ms50, ms55, ms60, ms65, ms70,











ms75, ms80, ms85, ms90, ms95, ms100, ms105,











ms110, ms115, ms120, ms125, ms130, ms135,











ms140, ms145, ms150, ms155, ms160, ms165,











ms170, ms175, ms180, ms185, ms190, ms195,











ms200, ms205, ms210, ms215, ms220, ms225,











ms230, ms235, ms240, ms245, ms250, ms300,











ms350, ms400, ms450, ms500, spare9, spare8,











spare7, spare6, spare5, spare4, spare3,











spare2, spare1}

PollPDU ::=






ENUMERATED {











p4, p8, p16, p32, p64, p128, p256, pInfinity}

PollByte ::=





ENUMERATED {











kB25, kB50, kB75, kB100, kB125, kB250, kB375,











kB500, kB750, kB1000, kB1250, kB1500, kB2000,











kB3000, kBinfinity, spare1}

T-Reordering ::=




ENUMERATED {











ms0, ms5, ms10, ms15, ms20, ms25, ms30, ms35,











ms40, ms45, ms50, ms55, ms60, ms65, ms70,











ms75, ms80, ms85, ms90, ms95, ms100, ms110,











ms120, ms130, ms140, ms150, ms160, ms170,











ms180, ms190, ms200, spare1}

T-StatusProhibit ::=



ENUMERATED {











ms0, ms5, ms10, ms15, ms20, ms25, ms30, ms35,











ms40, ms45, ms50, ms55, ms60, ms65, ms70,











ms75, ms80, ms85, ms90, ms95, ms100, ms105,











ms110, ms115, ms120, ms125, ms130, ms135,











ms140, ms145, ms150, ms155, ms160, ms165,











ms170, ms175, ms180, ms185, ms190, ms195,











ms200, ms205, ms210, ms215, ms220, ms225,











ms230, ms235, ms240, ms245, ms250, ms300,











ms350, ms400, ms450, ms500, spare8, spare7,











spare6, spare5, spare4, spare3, spare2,











spare1}

-- ASN1STOP

	RLC-Config field descriptions

	dl-extended-RLC-LI-Field, ul-extended-RLC-LI-Field

Indicates the RLC LI field size. Value TRUE means that 15 bit LI length shall be used, otherwise 11 bit LI length shall be used; see TS 36.322 [7]. E-UTRAN enables this field only when RLC-Config (without suffix) is set to am.

	extended-RLC-AM-SN
Indicates the SN length for AM bearer. Value TRUE means that 16 bit SN length shall be used, otherwise 10 bit SN length shall be used; see TS 36.322 [7]. E-UTRAN enables this field only when RLC-Config (without suffix) is set to am. 

	maxRetxThreshold

Parameter for RLC AM in TS 36.322 [7]. Value t1 corresponds to 1 retransmission, t2 to 2 retransmissions and so on.

	pollByte

Parameter for RLC AM in TS 36.322 [7]. Value kB25 corresponds to 25 kBytes, kB50 to 50 kBytes and so on. kBInfinity corresponds to an infinite amount of kBytes.

	pollPDU

Parameter for RLC AM in TS 36.322 [7]. Value p4 corresponds to 4 PDUs, p8 to 8 PDUs and so on. pInfinity corresponds to an infinite number of PDUs.

	sn-FieldLength

Indicates the UM RLC SN field size, see TS 36.322 [7], in bits. Value size5 means 5 bits, size10 means 10 bits.

	t-PollRetransmit

Timer for RLC AM in TS 36.322 [7], in milliseconds. Value ms5 means 5ms, ms10 means 10ms and so on.

	t-Reordering

Timer for reordering in TS 36.322 [7], in milliseconds. Value ms0 means 0ms, ms5 means 5ms and so on.

	t-StatusProhibit

Timer for status reporting in TS 36.322 [7], in milliseconds. Value ms0 means 0ms, ms5 means 5ms and so on.


Next Modified Subclause
–
SchedulingRequestConfig
The IE SchedulingRequestConfig is used to specify the Scheduling Request related parameters

SchedulingRequestConfig information element
-- ASN1START

SchedulingRequestConfig ::=

CHOICE {


release







NULL,


setup







SEQUENCE {



sr-PUCCH-ResourceIndex



INTEGER (0..2047),



sr-ConfigIndex





INTEGER (0..157),



dsr-TransMax





ENUMERATED {













n4, n8, n16, n32, n64, spare3, spare2, spare1}


}

}

SchedulingRequestConfig-v1020 ::=
SEQUENCE {


sr-PUCCH-ResourceIndexP1-r10

INTEGER (0..2047)


OPTIONAL

-- Need OR

}

SchedulingRequestConfig-r13 ::=

CHOICE {


release







NULL,


setup







SEQUENCE {



sr-PUCCH-ResourceIndex



INTEGER (0..2047),



sr-ConfigIndex





INTEGER (0..157),



dsr-TransMax





ENUMERATED {













n4, n8, n16, n32, n64, spare3, spare2, spare1}


}


sr-PUCCH-ResourceIndexP1-r10

INTEGER (0..2047)


OPTIONAL

-- Need OR

}

-- ASN1STOP

	SchedulingRequestConfig field descriptions

	dsr-TransMax

Parameter for SR transmission in TS 36.321 [6, 5.4.4]. The value n4 corresponds to 4 transmissions, n8 corresponds to 8 transmissions and so on.

	sr-ConfigIndex
Parameter
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 for antenna port P0 and for antenna port P1 respectively, see TS 36.213 [23, 10.1]. E-UTRAN configures sr-PUCCH-ResourceIndexP1 only if sr-PUCCHResourceIndex is configured.


Next Modified Subclause
–
UplinkPowerControl
The IE UplinkPowerControlCommon and IE UplinkPowerControlDedicated are used to specify parameters for uplink power control in the system information and in the dedicated signalling, respectively.

UplinkPowerControl information elements
-- ASN1START

UplinkPowerControlCommon ::=

SEQUENCE {


p0-NominalPUSCH





INTEGER (-126..24),


alpha







Alpha-r12,


p0-NominalPUCCH





INTEGER (-127..-96),


deltaFList-PUCCH




DeltaFList-PUCCH,


deltaPreambleMsg3




INTEGER (-1..6)

}

UplinkPowerControlCommon-v1020 ::=
SEQUENCE {


deltaF-PUCCH-Format3-r10



ENUMERATED {deltaF-1, deltaF0, deltaF1, deltaF2,















deltaF3, deltaF4, deltaF5, deltaF6},


deltaF-PUCCH-Format1bCS-r10



ENUMERATED {deltaF1, deltaF2, spare2, spare1}

}

UplinkPowerControlCommonPSCell-r12 ::=

SEQUENCE {

-- For uplink power control the additional/ missing fields are signalled (compared to SCell)


deltaF-PUCCH-Format3-r12



ENUMERATED {deltaF-1, deltaF0, deltaF1, deltaF2,















deltaF3, deltaF4, deltaF5, deltaF6},


deltaF-PUCCH-Format1bCS-r12



ENUMERATED {deltaF1, deltaF2, spare2, spare1},


p0-NominalPUCCH-r12





INTEGER (-127..-96),


deltaFList-PUCCH-r12




DeltaFList-PUCCH

}

UplinkPowerControlCommonSCell-r10 ::=
SEQUENCE {


p0-NominalPUSCH-r10




INTEGER (-126..24),


alpha-r10






Alpha-r12
}

UplinkPowerControlCommonSCell-v1130 ::=
SEQUENCE {


deltaPreambleMsg3-r11



INTEGER (-1..6)

}

UplinkPowerControlDedicated ::=

SEQUENCE {


p0-UE-PUSCH






INTEGER (-8..7),


deltaMCS-Enabled




ENUMERATED {en0, en1},


accumulationEnabled




BOOLEAN,


p0-UE-PUCCH






INTEGER (-8..7),


pSRS-Offset






INTEGER (0..15),


filterCoefficient




FilterCoefficient




DEFAULT fc4

}

UplinkPowerControlDedicated-v1020 ::= SEQUENCE {


deltaTxD-OffsetListPUCCH-r10

DeltaTxD-OffsetListPUCCH-r10
OPTIONAL,

-- Need OR


pSRS-OffsetAp-r10




INTEGER (0..15)




OPTIONAL

-- Need OR

}

UplinkPowerControlDedicated-v1130 ::=

SEQUENCE {


pSRS-Offset-v1130





INTEGER (16..31)


OPTIONAL,

-- Need OR


pSRS-OffsetAp-v1130





INTEGER (16..31)


OPTIONAL,

-- Need OR


deltaTxD-OffsetListPUCCH-v1130


DeltaTxD-OffsetListPUCCH-v1130
OPTIONAL
-- Need OR

}
UplinkPowerControlDedicated-v1250 ::=
SEQUENCE {


set2PowerControlParameter

CHOICE {



release






NULL,



setup






SEQUENCE {




tpc-SubframeSet-r12




BIT STRING (SIZE(10)),




p0-NominalPUSCH-SubframeSet2-r12

INTEGER (-126..24),




alpha-SubframeSet2-r12



Alpha-r12,




p0-UE-PUSCH-SubframeSet2-r12


INTEGER (-8..7)



}


}

}

UplinkPowerControlDedicatedSCell-r10 ::=

SEQUENCE {


p0-UE-PUSCH-r10





INTEGER (-8..7),


deltaMCS-Enabled-r10




ENUMERATED {en0, en1},


accumulationEnabled-r10



BOOLEAN,


pSRS-Offset-r10





INTEGER (0..15),


pSRS-OffsetAp-r10




INTEGER (0..15) 




OPTIONAL,
-- Need OR


filterCoefficient-r10



FilterCoefficient




DEFAULT fc4,


pathlossReferenceLinking-r10

ENUMERATED {pCell, sCell}

}

UplinkPowerControlDedicated-r13 ::=

SEQUENCE {


p0-UE-PUSCH






INTEGER (-8..7),


deltaMCS-Enabled




ENUMERATED {en0, en1},


accumulationEnabled




BOOLEAN,


p0-UE-PUCCH






INTEGER (-8..7),


pSRS-Offset






INTEGER (0..15),


filterCoefficient




FilterCoefficient




DEFAULT fc4


deltaTxD-OffsetListPUCCH-r10

DeltaTxD-OffsetListPUCCH-r10
OPTIONAL,

-- Need OR


pSRS-OffsetAp-r10




INTEGER (0..15)




OPTIONAL

-- Need OR

}

Alpha-r12 ::=





ENUMERATED {al0, al04, al05, al06, al07, al08, al09, al1}

DeltaFList-PUCCH ::=



SEQUENCE {


deltaF-PUCCH-Format1



ENUMERATED {deltaF-2, deltaF0, deltaF2},


deltaF-PUCCH-Format1b



ENUMERATED {deltaF1, deltaF3, deltaF5},


deltaF-PUCCH-Format2



ENUMERATED {deltaF-2, deltaF0, deltaF1, deltaF2},


deltaF-PUCCH-Format2a



ENUMERATED {deltaF-2, deltaF0, deltaF2},


deltaF-PUCCH-Format2b



ENUMERATED {deltaF-2, deltaF0, deltaF2}

}

DeltaTxD-OffsetListPUCCH-r10 ::=
SEQUENCE {


deltaTxD-OffsetPUCCH-Format1-r10

ENUMERATED {dB0, dB-2},


deltaTxD-OffsetPUCCH-Format1a1b-r10

ENUMERATED {dB0, dB-2},


deltaTxD-OffsetPUCCH-Format22a2b-r10
ENUMERATED {dB0, dB-2},


deltaTxD-OffsetPUCCH-Format3-r10

ENUMERATED {dB0, dB-2},


...
}

DeltaTxD-OffsetListPUCCH-v1130 ::=
SEQUENCE {


deltaTxD-OffsetPUCCH-Format1bCS-r11

ENUMERATED {dB0, dB-1}

}

-- ASN1STOP

	UplinkPowerControl field descriptions

	accumulationEnabled

Parameter: Accumulation-enabled, see TS 36.213 [23, 5.1.1.1]. TRUE corresponds to “enabled” whereas FALSE corresponds to “disabled”.

	alpha

Parameter: α See TS 36.213 [23, 5.1.1.1] where al0 corresponds to 0, al04 corresponds to value 0.4, al05 to 0.5, al06 to 0.6, al07 to 0.7, al08 to 0.8, al09 to 0.9 and al1 corresponds to 1. This field applies for uplink power control subframe set 1 if uplink power control subframe sets are configured by tpc-SubframeSet.

	alpha-SubframeSet2

Parameter: α. See TS 36.213 [23, 5.1.1.1] where al0 corresponds to 0, al04 corresponds to value 0.4, al05 to 0.5, al06 to 0.6, al07 to 0.7, al08 to 0.8, al09 to 0.9 and al1 corresponds to 1. This field applies for uplink power control subframe set 2 if uplink power control subframe sets are configured by tpc-SubframeSet.

	deltaF-PUCCH-FormatX

Parameter: 
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 for the PUCCH formats 1, 1b, 2, 2a, 2b, 3 and 1b with channel selection. See TS 36.213 [23, 5.1.2] where deltaF-2 corresponds to -2 dB, deltaF0 corresponds to 0 dB and so on.

	deltaMCS-Enabled

Parameter: Ks See TS 36.213 [23, 5.1.1.1]. en0 corresponds to value 0 corresponding to state “disabled”. en1 corresponds to value 1.25 corresponding to “enabled”.

	deltaPreambleMsg3

Parameter: 
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 see TS 36.213 [23, 5.1.1.1]. Actual value = IE value * 2 [dB].

	deltaTxD-OffsetPUCCH-FormatX

Parameter: 
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 for the PUCCH formats 1, 1a/1b, 1b with channel selection, 2/2a/2b and 3 when two antenna ports are configured for PUCCH transmission. See TS 36.213 [23, 5.1.2.1] where dB0 corresponds to 0 dB, dB-1 corresponds to -1 dB, dB-2 corresponds to -2 dB. EUTRAN configures the field deltaTxD-OffsetPUCCH-Format1bCS-r11 for the PCell and/or the PSCell only.

	filterCoefficient

Specifies the filtering coefficient for RSRP measurements used to calculate path loss, as specified in TS 36.213 [23, 5.1.1.1]. The same filtering mechanism applies as for quantityConfig described in 5.5.3.2.

	p0-NominalPUCCH

Parameter: 
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 See TS 36.213 [23, 5.1.2.1], unit dBm.

	p0-NominalPUSCH

Parameter: 
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 See TS 36.213 [23, 5.1.1.1], unit dBm. This field is applicable for non-persistent scheduling only. This field applies for uplink power control subframe set 1 if uplink power control subframe sets are configured by tpc-SubframeSet.

	p0-NominalPUSCH-SubframeSet2

Parameter: 
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.  See TS 36.213 [23, 5.1.1.1], unit dBm. This field is applicable for non-persistent scheduling only. This field applies for uplink power control subframe set 2 if uplink power control subframe sets are configured by tpc-SubframeSet.

	p0-UE-PUCCH

Parameter: 
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 See TS 36.213 [23, 5.1.2.1]. Unit dB

	p0-UE-PUSCH

Parameter: 
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 See TS 36.213 [23, 5.1.1.1], unit dB. This field is applicable for non-persistent scheduling, only. This field applies for uplink power control subframe set 1 if uplink power control subframe sets are configured by tpc-SubframeSet.

	p0-UE-PUSCH-SubframeSet2

Parameter: 
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 See TS 36.213 [23, 5.1.1.1], unit dB. This field is applicable for non-persistent scheduling, only. This field applies for uplink power control subframe set 2 if uplink power control subframe sets are configured by tpc-SubframeSet.

	pathlossReferenceLinking

Indicates whether the UE shall apply as pathloss reference either the downlink of the PCell or of the SCell that corresponds with this uplink (i.e. according to the cellIdentification within the field sCellToAddMod). For SCells part of an STAG E-UTRAN sets the value to sCell.

	pSRS-Offset, pSRS-OffsetAp

Parameter: PSRS_OFFSET for periodic and aperiodic sounding reference signal transmission repectively. See TS 36.213 [23, 5.1.3.1]. For Ks=1.25, the actual parameter value is pSRS-Offset value – 3. For Ks=0, the actual parameter value is -10.5 + 1.5*pSRS-Offset value.

If pSRS-Offset-v1130 is included, the UE ignores pSRS-Offset (i.e., without suffix). Likewise, if pSRS-OffsetAp-v1130 is included, the UE ignores pSRS-OffsetAp-r10. For Ks=0, E-UTRAN does not set values larger than 26.

	tpc-SubframeSet

Indicates the uplink subframes (including UpPTS in special subframes) of the uplink power control subframe sets. Value 0 means the subframe belongs to uplink power control subframe set 1, and value 1 means the subframe belongs to uplink power control subframe set 2.


Next Modified Subclause
–
SCellIndex

The IE SCellIndex concerns a short identity, used to identify an SCell.

SCellIndex information element
-- ASN1START

SCellIndex-r10 ::=





INTEGER (1..7)
SCellIndex-v13xy ::=




INTEGER (8..31) 

SCellIndexFull-r13 ::=




INTEGER (1..31)
-- ASN1STOP

–
ServCellIndex

The IE ServCellIndex concerns a short identity, used to identify a serving cell (i.e. the PCell or an SCell). Value 0 applies for the PCell, while the SCellIndex that has previously been assigned applies for SCells.

ServCellIndex information element
-- ASN1START

ServCellIndex-r10 ::=




INTEGER (0..7)
ServCellIndex-v13xy ::=




INTEGER (8..31) 

ServCellIndexFull-r13 ::=



INTEGER (0..31) 
-- ASN1STOP

Next Modified Subclause
–
MeasResults
The IE MeasResults covers measured results for intra-frequency, inter-frequency and inter- RAT mobility.

MeasResults information element
-- ASN1START

MeasResults ::=





SEQUENCE {


measId







MeasId,


measResultPCell




SEQUENCE {



rsrpResult






RSRP-Range,



rsrqResult






RSRQ-Range


},


measResultNeighCells



CHOICE {



measResultListEUTRA




MeasResultListEUTRA,



measResultListUTRA




MeasResultListUTRA,



measResultListGERAN




MeasResultListGERAN,



measResultsCDMA2000




MeasResultsCDMA2000,



...


}

















OPTIONAL,


...,


[[
measResultForECID-r9



MeasResultForECID-r9


OPTIONAL


]],


[[
locationInfo-r10




LocationInfo-r10



OPTIONAL,



measResultServFreqList-r10


MeasResultServFreqList-r10

OPTIONAL


]],


[[
measId-v1250





MeasId-v1250




OPTIONAL,



measResultPCell-v1250



RSRQ-Range-v1250



OPTIONAL,



measResultCSI-RS-List-r12


MeasResultCSI-RS-List-r12

OPTIONAL


]] ,


[[
measResultServFreqListExt-r13

MeasResultServFreqListExt-r13

OPTIONAL


]]
}

MeasResultListEUTRA ::=



SEQUENCE (SIZE (1..maxCellReport)) OF MeasResultEUTRA 

MeasResultEUTRA ::=
SEQUENCE {


physCellId






PhysCellId,


cgi-Info






SEQUENCE {



cellGlobalId





CellGlobalIdEUTRA,



trackingAreaCode




TrackingAreaCode,



plmn-IdentityList




PLMN-IdentityList2 



OPTIONAL


}


 











OPTIONAL,


measResult






SEQUENCE {



rsrpResult






RSRP-Range





OPTIONAL,



rsrqResult






RSRQ-Range





OPTIONAL,



...,



[[
additionalSI-Info-r9



AdditionalSI-Info-r9



OPTIONAL



]],



[[
primaryPLMN-Suitable-r12


ENUMERATED {true}


OPTIONAL,




measResult-v1250




RSRQ-Range-v1250


OPTIONAL


]]

}

}

MeasResultServFreqList-r10 ::=
SEQUENCE (SIZE (1..maxServCell-r10)) OF MeasResultServFreq-r10
MeasResultServFreq-r10 ::=


SEQUENCE {


servFreqId-r10





ServCellIndex-r10,


measResultSCell-r10




SEQUENCE {



rsrpResultSCell-r10




RSRP-Range,



rsrqResultSCell-r10




RSRQ-Range


}














OPTIONAL,


measResultBestNeighCell-r10


SEQUENCE {



physCellId-r10





PhysCellId,



rsrpResultNCell-r10




RSRP-Range,



rsrqResultNCell-r10




RSRQ-Range


}














OPTIONAL,


...,


[[
measResultSCell-v1250



RSRQ-Range-v1250
OPTIONAL,



measResultBestNeighCell-v1250

RSRQ-Range-v1250
OPTIONAL


]]
}
MeasResultServFreqListExt-r13 ::=
SEQUENCE (SIZE (maxServCell-Plus1..maxServCell-r13)) OF MeasResultServFreq-r13

MeasResultServFreq-r13 ::=


SEQUENCE {


servFreqId-r13





ServCellIndexFull-r13,


measResultSCell-r13




SEQUENCE {



rsrpResultSCell-r13




RSRP-Range,



rsrqResultSCell-r13




RSRQ-Range,



rsrqResultNCellExt-r13



RSRQ-Range-v1250

OPTIONAL

}














OPTIONAL,


measResultBestNeighCell-r13


SEQUENCE {



physCellId-r13





PhysCellId,



rsrpResultNCell-r13




RSRP-Range,



rsrqResultNCell-r13




RSRQ-Range,



rsrqResultNCellExt-r13



RSRQ-Range-v1250

OPTIONAL

}














OPTIONAL,


...
}

MeasResultCSI-RS-List-r12 ::=
SEQUENCE (SIZE (1..maxCellReport)) OF MeasResultCSI-RS-r12
MeasResultCSI-RS-r12 ::=

SEQUENCE {


measCSI-RS-Id-r12



MeasCSI-RS-Id-r12,

csi-RSRP-Result-r12



CSI-RSRP-Range-r12,

...
}
MeasResultListUTRA ::=



SEQUENCE (SIZE (1..maxCellReport)) OF MeasResultUTRA 

MeasResultUTRA ::=
SEQUENCE {


physCellId






CHOICE {



fdd








PhysCellIdUTRA-FDD,



tdd








PhysCellIdUTRA-TDD


},


cgi-Info






SEQUENCE {



cellGlobalId





CellGlobalIdUTRA,



locationAreaCode




BIT STRING (SIZE (16))


OPTIONAL,



routingAreaCode





BIT STRING (SIZE (8))


OPTIONAL,



plmn-IdentityList




PLMN-IdentityList2 



OPTIONAL


}


 











OPTIONAL,


measResult






SEQUENCE {



utra-RSCP






INTEGER (-5..91)



OPTIONAL,



utra-EcN0






INTEGER (0..49)




OPTIONAL,



...,



[[
additionalSI-Info-r9



AdditionalSI-Info-r9



OPTIONAL



]],



[[
primaryPLMN-Suitable-r12


ENUMERATED {true}


OPTIONAL



]]

}

}

MeasResultListGERAN ::=



SEQUENCE (SIZE (1..maxCellReport)) OF MeasResultGERAN 

MeasResultGERAN ::=
SEQUENCE {


carrierFreq






CarrierFreqGERAN,


physCellId






PhysCellIdGERAN,


cgi-Info






SEQUENCE {



cellGlobalId





CellGlobalIdGERAN,



routingAreaCode





BIT STRING (SIZE (8))


OPTIONAL


}


 














OPTIONAL,


measResult






SEQUENCE {



rssi







INTEGER (0..63),



...


}

}

MeasResultsCDMA2000 ::=



SEQUENCE {


preRegistrationStatusHRPD


BOOLEAN,


measResultListCDMA2000



MeasResultListCDMA2000

}

MeasResultListCDMA2000 ::=


SEQUENCE (SIZE (1..maxCellReport)) OF MeasResultCDMA2000

MeasResultCDMA2000 ::=
SEQUENCE {


physCellId






PhysCellIdCDMA2000,


cgi-Info






CellGlobalIdCDMA2000

 

OPTIONAL,


measResult






SEQUENCE {



pilotPnPhase





INTEGER
(0..32767)



OPTIONAL,



pilotStrength





INTEGER (0..63),



...


}

}

MeasResultForECID-r9 ::=

SEQUENCE {


ue-RxTxTimeDiffResult-r9



INTEGER (0..4095),


currentSFN-r9






BIT STRING (SIZE (10))

}

PLMN-IdentityList2 ::=



SEQUENCE (SIZE (1..5)) OF PLMN-Identity

AdditionalSI-Info-r9 ::=


SEQUENCE {


csg-MemberStatus-r9



ENUMERATED {member}



OPTIONAL,


csg-Identity-r9





CSG-Identity





OPTIONAL

}

-- ASN1STOP

	MeasResults field descriptions

	csg-MemberStatus

Indicates whether or not the UE is a member of the CSG of the neighbour cell.

	currentSFN

Indicates the current system frame number when receiving the UE Rx-Tx time difference measurement results from lower layer.

	locationAreaCode

A fixed length code identifying the location area within a PLMN, as defined in TS 23.003 [27].

	measId

Identifies the measurement identity for which the reporting is being performed. If the measId-v1250 is included, the measId (i.e. without a suffix) is ignored by eNB.

	measResult

Measured result of an E‑UTRA cell;

Measured result of a UTRA cell;

Measured result of a GERAN cell or frequency; or
Measured result of a CDMA2000 cell.

Measured result of UE Rx–Tx time difference.

	measResultCSI-RS-List
Measured results of the CSI-RS resources in discovery signals measurement. 

	measResultListCDMA2000

List of measured results for the maximum number of reported best cells for a CDMA2000 measurement identity.

	measResultListEUTRA

List of measured results for the maximum number of reported best cells for an E‑UTRA measurement identity.

	measResultListGERAN

List of measured results for the maximum number of reported best cells or frequencies for a GERAN measurement identity.

	measResultListUTRA

List of measured results for the maximum number of reported best cells for a UTRA measurement identity.

	measResultPCell

Measured result of the PCell.

	measResultsCDMA2000

Contains the CDMA2000 HRPD pre-registration status and the list of CDMA2000 measurements.

	MeasResultServFreqList

Measured results of the serving frequencies: the measurement result of each SCell, if any, and of the best neighbouring cell on each serving frequency. 

	pilotPnPhase

Indicates the arrival time of a CDMA2000 pilot, measured relative to the UE’s time reference in units of PN chips, see C.S0005 [25]. This information is used in either SRVCC handover or enhanced 1xRTT CS fallback procedure to CDMA2000 1xRTT.

	pilotStrength

CDMA2000 Pilot Strength, the ratio of pilot power to total power in the signal bandwidth of a CDMA2000 Forward Channel. See C.S0005 [25] for CDMA2000 1xRTT and C.S0024 [26] for CDMA2000 HRPD.

	plmn-IdentityList
The list of PLMN Identity read from broadcast information when the multiple PLMN Identities are broadcast.

	preRegistrationStatusHRPD

Set to TRUE if the UE is currently pre-registered with CDMA2000 HRPD. Otherwise set to FALSE. This can be ignored by the eNB for CDMA2000 1xRTT.

	routingAreaCode

The RAC identity read from broadcast information, as defined in TS 23.003 [27].

	rsrpResult

Measured RSRP result of an E‑UTRA cell.

The rsrpResult is only reported if configured by the eNB.

	rsrqResult

Measured RSRQ result of an E‑UTRA cell.

The rsrqResult is only reported if configured by the eNB.

	Rssi

GERAN Carrier RSSI. RXLEV is mapped to a value between 0 and 63, TS 45.008 [28]. When mapping the RXLEV value to the RSSI bit string, the first/leftmost bit of the bit string contains the most significant bit.

	ue-RxTxTimeDiffResult
UE Rx-Tx time difference measurement result of the PCell, provided by lower layers. According to UE Rx-Tx time difference report mapping in TS 36.133 [16].



	utra-EcN0

According to CPICH_Ec/No in TS 25.133 [29] for FDD. Fourteen spare values. The field is not present for TDD.

	utra-RSCP

According to CPICH_RSCP in TS 25.133 [29] for FDD and P-CCPCH_RSCP in TS 25.123 [30] for TDD. Thirty-one spare values.


Next Modified Subclause
6.4
RRC multiplicity and type constraint values

–
Multiplicity and type constraint definitions

-- ASN1START

maxBandComb-r10



INTEGER ::=
128
-- Maximum number of band combinations.
maxBandComb-r11



INTEGER ::=
256
-- Maximum number of additional band combinations.

maxBands




INTEGER ::= 64
-- Maximum number of bands listed in EUTRA UE caps

maxBandwidthClass-r10

INTEGER ::=
16
-- Maximum number of supported CA BW classes per band

maxBandwidthCombSet-r10

INTEGER ::=
32
-- Maximum number of bandwidth combination sets per












-- supported band combination

maxCDMA-BandClass


INTEGER ::= 32
-- Maximum value of the CDMA band classes

maxCellBlack



INTEGER ::= 16
-- Maximum number of blacklisted physical cell identity












-- ranges listed in SIB type 4 and 5

maxCellHistory-r12


INTEGER ::= 16
-- Maximum number of visited EUTRA cells reported

maxCellInfoGERAN-r9 

INTEGER ::=
32
-- Maximum number of GERAN cells for which system in-












-- formation can be provided as redirection assistance

maxCellInfoUTRA-r9


INTEGER ::=
16
-- Maximum number of UTRA cells for which system












-- information can be provided as redirection












-- assistance

maxCSI-IM-r11



INTEGER ::= 3
-- Maximum number of CSI-IM configurations












-- (per carrier frequency)

maxCSI-IM-r12



INTEGER ::= 4
-- Maximum number of CSI-IM configurations












-- (per carrier frequency)

maxCSI-Proc-r11



INTEGER ::= 4
-- Maximum number of CSI processes (per carrier












--  frequency)

maxCSI-RS-NZP-r11


INTEGER ::= 3
-- Maximum number of CSI RS resource












--  configurations using non-zero Tx power












--  (per carrier frequency)

maxCSI-RS-ZP-r11


INTEGER ::= 4
-- Maximum number of CSI RS resource












--  configurations using zero Tx power(per carrier












--  frequency)

maxCQI-ProcExt-r11


INTEGER ::= 3
-- Maximum number of additional periodic CQI












-- configurations (per carrier frequency)

maxFreqUTRA-TDD-r10


INTEGER ::=
6
-- Maximum number of UTRA TDD carrier frequencies for












-- which system information can be provided as












-- redirection assistance

maxCellInter



INTEGER ::= 16
-- Maximum number of neighbouring inter-frequency












-- cells listed in SIB type 5

maxCellIntra



INTEGER ::= 16
-- Maximum number of neighbouring intra-frequency












-- cells listed in SIB type 4

maxCellListGERAN


INTEGER ::= 3
-- Maximum number of lists of GERAN cells

maxCellMeas




INTEGER ::= 32
-- Maximum number of entries in each of the












-- cell lists in a measurement object

maxCellReport



INTEGER ::= 8
-- Maximum number of reported cells/CSI-RS resources
maxCSI-RS-Meas-r12


INTEGER ::= 96
-- Maximum number of entries in the CSI-RS list











-- in a measurement object

maxDRB





INTEGER ::= 11
-- Maximum number of Data Radio Bearers
maxDS-Duration-r12


INTEGER ::= 5
-- Maximum number of subframes in a discovery signals











-- occasion
maxDS-ZTP-CSI-RS-r12

INTEGER ::= 5
-- Maximum number of zero transmission power CSI-RS for











-- a serving cell concerning discovery signals
maxEARFCN




INTEGER ::= 65535
-- Maximum value of EUTRA carrier frequency

maxEARFCN-Plus1



INTEGER ::= 65536
-- Lowest value extended EARFCN range

maxEARFCN2




INTEGER ::= 262143
-- Highest value extended EARFCN range

maxEPDCCH-Set-r11


INTEGER ::= 2
-- Maximum number of EPDCCH sets

maxFBI





INTEGER ::= 64
-- Maximum value of fequency band indicator

maxFBI-Plus1




INTEGER ::= 65
-- Lowest value extended FBI range

maxFBI2





INTEGER ::= 256
-- Highest value extended FBI range

maxFreq





INTEGER ::= 8
-- Maximum number of carrier frequencies

maxFreqIDC-r11



INTEGER ::= 32
-- Maximum number of carrier frequencies that are












-- affected by the IDC problems

maxFreqMBMS-r11



INTEGER ::= 5
-- Maximum number of carrier frequencies for which an 












-- MBMS capable UE may indicate an interest

maxGERAN-SI




INTEGER ::= 10
-- Maximum number of GERAN SI blocks that can be












-- provided as part of NACC information

maxGNFG





INTEGER ::= 16
-- Maximum number of GERAN neighbour freq groups

maxLogMeasReport-r10

INTEGER ::= 520
-- Maximum number of logged measurement entries












--  that can be reported by the UE in one message

maxMBSFN-Allocations

INTEGER ::= 8
-- Maximum number of MBSFN frame allocations with












-- different offset

maxMBSFN-Area



INTEGER ::= 8

maxMBSFN-Area-1



INTEGER ::= 7

maxMeasId




INTEGER ::= 32
maxMeasId-Plus1 


INTEGER ::= 33

maxMeasId-r12



INTEGER ::= 64

maxMultiBands



INTEGER ::= 8
-- Maximum number of additional frequency bands












-- that a cell belongs to
maxNAICS-Entries-r12


INTEGER ::= 8
-- Maximum number of supported NAICS combination(s)
maxNeighCell-r12



INTEGER ::= 8  
-- Maximum number of neighbouring cells in NAICS
                                        
-- configuration (per carrier frequency)
maxObjectId




INTEGER ::= 32 

maxP-a-PerNeighCell-r12

INTEGER ::= 3  
-- Maximum number of power offsets for a neighbour cell
                                        
-- in NAICS configuration
maxPageRec




INTEGER ::= 16
-- 

maxPhysCellIdRange-r9 

INTEGER ::= 4
-- Maximum number of physical cell identity ranges

maxPLMN-r11




INTEGER ::=
6
-- Maximum number of PLMNs

maxPNOffset




INTEGER ::=
511
-- Maximum number of CDMA2000 PNOffsets

maxPMCH-PerMBSFN


INTEGER ::= 15

maxRAT-Capabilities


INTEGER ::= 8
-- Maximum number of interworking RATs (incl EUTRA)

maxRE-MapQCL-r11


INTEGER ::= 4
-- Maximum number of PDSCH RE Mapping configurations












--  (per carrier frequency)

maxReportConfigId


INTEGER ::= 32

maxRSTD-Freq-r10


INTEGER ::= 3
-- Maximum number of frequency layers for RSTD












-- measurement

maxSAI-MBMS-r11



INTEGER ::= 64
-- Maximum number of MBMS service area identities












-- broadcast per carrier frequency

maxSCell-r10



INTEGER ::= 4
-- Maximum number of SCells
maxSCell-r13



INTEGER ::= 31
-- Highest value of extended number range of SCells

maxSCell-Plus1



INTEGER ::= 5
-- Lowest value of extended number range of SCells
maxSL-Dest-r12


INTEGER ::= 16
-- Maximum number of sidelink destinations

maxSL-DiscPowerClass-r12
INTEGER ::= 3
-- Maximum number of sidelink power classes

maxSL-RxPool-r12


INTEGER ::= 16
-- Maximum number of individual sidelink Rx resource pools

maxSL-SyncConfig-r12

INTEGER ::= 16
-- Maximum number of sidelink Sync configurations

maxSL-TF-IndexPair-r12
INTEGER ::= 64
-- Maximum number of sidelink Time Freq resource index












--  pairs

maxSL-TxPool-r12


INTEGER ::= 4
-- Maximum number of individual sidelink Tx resource pools

maxSTAG-r11




INTEGER ::= 3
-- Maximum number of STAGs

maxServCell-r10



INTEGER ::= 5
-- Maximum number of Serving cells

maxServCell-r13



INTEGER ::= 32
-- Highest value of extended number range of Serving cells
maxServCell-Plus1


INTEGER ::= 6
-- Lowest value of extended number range of Serving cells

maxServiceCount 


INTEGER ::= 16
-- Maximum number of MBMS services that can be included












--  in an MBMS counting request and response

maxServiceCount-1


INTEGER ::= 15

maxSessionPerPMCH


INTEGER ::= 29

maxSessionPerPMCH-1


INTEGER ::= 28

maxSIB





INTEGER ::= 32
-- Maximum number of SIBs

maxSIB-1




INTEGER ::= 31

maxSI-Message



INTEGER ::= 32
-- Maximum number of SI messages

maxSimultaneousBands-r10
INTEGER ::= 64
-- Maximum number of simultaneously aggregated bands

maxSubframePatternIDC-r11
INTEGER ::= 8
-- Maximum number of subframe reservation patterns












-- that the UE can simultaneously recommend to the












-- E-UTRAN for use.

maxUTRA-FDD-Carrier


INTEGER ::= 16
-- Maximum number of UTRA FDD carrier frequencies

maxUTRA-TDD-Carrier


INTEGER ::= 16
-- Maximum number of UTRA TDD carrier frequencies

maxWLAN-Id-r12



INTEGER ::=
16
-- Maximum number of WLAN identifiers

-- ASN1STOP

NOTE: The value of maxDRB aligns with SA2.

�To be aligned with MAC to ensure PUCCH/SRS releases are done correctly


�If this is released in case of PUCCH SCell as being an indicated cell is FFS


�TBC if we could do non-critical extension. It is slightly difficult as cif-IniSchedulingClel has to be able to point to any serving cell.


�To be checked how PHR configuration is handled in MAC and then align configuration in RRC! 





Additionally one should think about better name for the parameter (if needed in the end)!


�What does UE do if it has received r10 version and NW configures r13 version? Or specify NW limiatation or what?


�NOTE: This IE to replaced with new one once RAN1 has indicated parameter(s) – In the LS R2-153012 => RNTI not needed but index needed





To support DCI format 3/3A based TPC for PUCCH carried on Scell:


Separate configuration of the tpc-index for the PUCCH on Scell and for the PUCCH on Pcell, with a same TPC-PUCCH-RNTI for both cell groups





�When this included don’t include puschconfigdedicatedscell


�When this included don’t include uplinkpowercontorldedicatedscell


�When this included don’t include uplinkpowercontorldedicatedscell


�Conditions to be checked


�For PUCCH SCell we need to provide missing uplink parameters


�Condition to be checked
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