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1.
Introduction
This pCR tries to introduce some new RAB combinations due to the introduction of EVS over CS in R13.
2.
Motivation of the Pseudo CR
During last RAN2 meeting, it was agreed that the following RAB combinations will be introduced [1], so the corresponding TR 25.993 needs to be updated.
· Combinations on DPCH: 

· Conversational CS Speech EVS + Interactive or background PS RAB (R99UL/DL 8/8 kbps) + SRB 3.4kbps (over DCH)

· Combinations on DPCH and HS-PDSCH

· Conversational CS Speech EVS + Interactive or background PS RAB (R99UL 8kbps/HSDPA) + SRB 3.4kbps (over DCH) 

3.
Pseudo CR
It is proposed to include the following pCR in TR 25.993 v12.0.0:
7
Examples of Radio Bearers and Signalling Radio Bearers for FDD

7.1 Combinations on DPCH
7.1.xx
Conversational / speech / [EVS UL / DL bit rates] /CS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
7.4
Radio Bearer and Radio Bearer Combinations on DPCH and HS-PDSCH

In the following tables for the references to [1], the details of the configuration are defined there.

7.4.XX
RB for Conversational / speech / [EVS UL / DL bit rates] / CS RAB + RB for Interactive or background / UL:8 DL:[max bit rate depending on the UE category & RAB max. bitrate] / PS RAB+ UL:3.4 DL:3.4 kbps SRBs for DCCH
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