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1. Introduction
In RAN2#90, the discussion on RAN enhancements for extended DRX in LTE was kicked off and the outline of idle mode extended DRX (eDRX) was agreed as follows [1]; 
	Agreements:

· For idle mode, RAN2 agrees that the DRX should be extended past the current SFN limit of 10.24s.   From RAN2 point of view we see power consumption benefits of increasing the DRX cycle in order of minutes.   How many minutes it is FFS.  

[…] 

For idle mode:

· FFS how the UE determines when to wake up (either using hyper SFN or timer based mechanisms).

· Once the UE wakes up the UE determines the PF/PO based on the legacy DRX formula/cycle (i.e. no change on the paging occasion computation).  

· To improve paging reliability, the paging message can be repeated on different the paging occasions determined using the legacy DRX formula for a certain time window.  FFS how the UE determines for how long to monitor for paging messages.  



In the following RAN2#91, the significant progress with basic assumptions for eDRX was done [2]; 

	Agreements

· To improve power saving gains, the UE should be able to re-synchronize over Uu with the RAN without sending uplink signalling (i.e. H-SFN or time clock broadcast information).

· H-SFN based paging will be adopted in the RAN  

· RAN2 has agreed that it would be desirable to minimize or avoid storing paging messages in eNB.  To avoid storing of paging message would require the MME to have some awareness of approximate time of when the UE will become reachable.  It is up to SA2 how this is achieved.

· For paging robustness purposes for mobile UEs, some lose H-SFN synchronization between cells may be required



In addition, the email discussion between RAN2#91 and #91bis discussed the ranges of eDRX and H-SFN and how to handle SI update [2]. In this contribution, the other aspects which are not discussed so far but also important for idle mode UE behaviour are considered. 
2. Discussion 

2.1. Configuration of eDRX 
According to the technical report in SA2 [3], it was concluded that the NAS MM messages are used for the idle mode eDRX value assignment, i.e., 5.1.1 Solution #1: Extended DRX value assignment using NAS MM messages in [3]. From the UE behaviour point of view, the UE should apply the idle mode eDRX operation into the paging reception procedure when the AS is assigned with the idle mode eDRX value by the NAS. 
Proposal 1 The idle mode UE should apply the extended DRX into the paging reception procedure when the AS is assigned with the extended DRX value by the NAS. 
In the actual operation with eDRX, the UE needs to determine the PF/PO based on the legacy DRX formula/cycle when it wakes up [1]. So, the UE should know the legacy DRX parameters in addition to the extended DRX value. In the current specification, the legacy DRX parameters, especially for DRX cycle, could be configured by either the NAS or the eNB, and T is determined by the shortest of the DRX cycles [4]. While it’s natural to assume the CN-specific DRX cycle [5] is simply extended to provide the extended DRX cycle exclusively, it’s actually up to the other working group how it should be defined and therefore it’s unclear if the current IDLE mode specification [4] will still work well if the changes are applied in the specifications of other working groups.  On the other hand, assuming the legacy PF/PO is used for repetition of the paging message to improve paging reliability as agreed [1], the legacy DRX parameters which are used to determine the legacy PF/PO could be considered as RAN-specific configurations. So, for the determination of the legacy PF/PO, the UE should only use the DRX parameters provided in SIB, i.e., pcch-Config [6]. In other words, the specifications should be defined to ensure that the (extended) DRX parameters provided by the MME should be ignored for the legacy PF/PO calculation and should only be taken into account in the extended DRX-specific procedure.  This assumption is consistent with the current specification if the MME only provides the extended DRX cycle as the CN-specific DRX cycle. 
Proposal 2 When the extended DRX is applied, the legacy PF/PO should be calculated with the PCCH Configuration provided in SIB, regardless of whether any configurations are provided by the MME. 
With regards to the defaultPagingCycle in pcch-Config, the range of value is from rf32 to rf256 [6]. Although it might be already implied in the agreement [1], it should be clarified that the range of value for the defaultPagingCycle does not need to be extended for eDRX since the purpose of the IE is just for the calculation of legacy PF/PO as suggested in Proposal 2. 
Proposal 3 It should be clarified that the range of the existing defaultPagingCycle does not need to be extended. 
2.2. Paging reception procedure 
2.2.1. Legacy PF/PO related operations 

Currently it’s still FFS on “how the UE determines for how long to monitor for paging messages” [1]. From the perspective that the motivation to introduce eDRX is to reduce the UE power consumption [7], the period/number of wake-ups for paging reception should be minimized. In the current specification, the UE needs only to monitor one PO per DRX cycle [4]. Even for idle mode with eDRX, the same principle should be applied to maximize the power reduction gain, while the paging message can be repeated for a certain window [1]. For example, if the window is set to 10.24 [s] and defaultPagingCycle is configured with rf256, the number of paging occasions within the window is four, i.e., the eNB may repeat the paging message transmissions 4 times if S1 PAGING is received in advance. From the UE’s perspective, it should be sufficient to wake up once within the window, i.e., in only one subframe of the paging occasions. If the paging is not transmitted/received in a paging occasion, the UE may go to sleep immediately after the single paging occasion. It should be up to UE implementation when/how to re-synchronize with RAN to receive the paging message successfully. 
Proposal 4 The UE should only be required to monitor one legacy paging occasion within a certain window per extended DRX cycle, when it wakes up from extended sleep. 
With regards to the number of paging repetitions, it is pointed out in [8] that the maximum time drifting of UE is 180 [ms], i.e., 18 radio frames, with 50 [ppm] clock drift, even if the extended DRX cycle is assumed to be 1 hour. It is still within the minimum value of defaultPagingCycle, i.e., rf32. So, if the paging message is repeated in at least one paging occasion to cover the worst case time drift in the UE. 
Observation 1 The clock drift of UE with 1 hour eDRX cycle can be tolerable by the repetition of paging message in at least one paging occasion. 
However, other factors may potentially affect the paging reliability, such as SFN misalignment among eNBs, latency of S1 interface, SI scheduling and so on. Since these factors cannot be accounted for by the UE, the NW should take this into account and facilitate the UE’s paging reception when it wakes up, e.g., by increasing the number of paging repetition or applying an offset to the paging start. 
Proposal 5 The NW should adjust the paging occasions/repetitions to the UE’s wake up timing to ensure sufficient paging reliability. 
If Proposal 5 is agreeable, the UE only needs to wake up when it thinks the concerned paging occasion comes. So, the UE does not need to be informed of the window. 
Proposal 6 The UE does not need to be aware of the window in which the paging message may be repeated. 
2.2.2. H-SFN PF determination 
The outlines of H-SFN based paging were already proposed in [9]

 REF _Ref429491200 \w \h 
[10] and it could be considered as conceptually the same mechanism on how to determine the paging H-SFN frames (PH), compared to the legacy PF. Considering the legacy PF/PO is reused within a PH [1], the formula to determine PH should be separately defined. 
Proposal 7 The formula to determine the paging H-SFN frames should be separately defined from the legacy PF/PO calculation. 
Based on the legacy PF formula, “SFN mod T= (T div N)*(UE_ID mod N)” [4], almost all parameters could be applicable to the formula for PH with small re-definition. But it should be considered that N, which is associated with nB to control paging capacity, is no longer necessary. So, PH may be simply determined by; 

H-SFN mod TeDRX = IMSI mod TeDRX 
where 
H-SFN:
Paging H-SFN frame number
TeDRX :
eDRX cycle [H-SFN]; Note that the TeDRX is defined as multiple of 10.24[s]
Once the PH is determined, the legacy PF/PO calculations are used to identify actual paging occasions. 

Proposal 8 The paging H-SFN frames should be determined by reusing the formula from the legacy PF calculation without supporting nB. 
3. Conclusion 
In this paper, the details of idle mode UE behaviour with eDRX are discussed. The configuration of eDRX and applicability of provisioned parameters are solved. Also, the paging reception is considered based on the existing standards, possible mechanisms and current agreements. RAN2 is kindly asked to take into account the observations and proposals as follows; 
Proposal 1
The idle mode UE should apply the extended DRX into the paging reception procedure when the AS is assigned with the extended DRX value by the NAS.
Proposal 2
When the extended DRX is applied, the legacy PF/PO should be calculated with the PCCH Configuration provided in SIB, regardless of whether any configurations are provided by the MME.
Proposal 3
It should be clarified that the range of the existing defaultPagingCycle does not need to be extended.
Proposal 4
The UE should only be required to monitor one legacy paging occasion within a certain window per extended DRX cycle, when it wakes up from extended sleep.
Observation 1
The clock drift of UE with 1 hour eDRX cycle can be tolerable by the repetition of paging message in at least one paging occasion.
Proposal 5
The NW should adjust the paging occasions/repetitions to the UE’s wake up timing to ensure sufficient paging reliability.
Proposal 6
The UE does not need to be aware of the window in which the paging message may be repeated.
Proposal 7
The formula to determine the paging H-SFN frames should be separately defined from the legacy PF/PO calculation.
Proposal 8
The paging H-SFN frames should be determined by reusing the formula from the legacy PF calculation without supporting nB.
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