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3
Definitions and abbreviations
3.1
Definitions

For the purposes of the present document, the terms and definitions given in [1] apply, together as:

Activated uplink frequency (FDD only): For a specific UE, an uplink frequency is said to be activated if the UE is allowed to transmit on that frequency. The primary uplink frequency is always activated when configured while a secondary uplink frequency has to be activated by means of an HS-SCCH order in order to become activated.
Adjacent Frequency: A frequency whose centre is within 5 MHz of the centre of the currently used frequency and belongs to the same frequency band as that of the currently used frequency.

Assisting serving HS-DSCH Cell: In addition to the serving HS-DSCH cell, a cell in the same frequency, where the UE is configured to simultaneously monitor a HS-SCCH set and receive HS-DSCH if it is scheduled in that cell.

Assisting secondary serving HS-DSCH Cell: In addition to the serving HS-DSCH cell, a cell in the secondary downlink frequency, where the UE is configured to simultaneously monitor a HS-SCCH set and receive HS-DSCH if it is scheduled in that cell.
Common E-DCH resource: In FDD, common E-DCH resources are under direct control of the Node B and are shared by UEs in CELL_FACH state and IDLE mode. In 1.28 Mcps TDD, common E-DCH resources used by UEs in CELL_FACH and IDLE mode are under direct control of Node B and are shared by UEs in the CELL_DCH state.

Common E-RGCH RL: Cell which is not the serving E-DCH radio link and from which the UE can receive one Relative Grant in CELL_FACH state. The UE can have zero, one or up to 3 Common E-RGCH RL(s).

Configured Uplink Frequency (FDD only): For a specific UE, an uplink frequency is said to be configured if the UE has received all relevant information from RRC in order to perform transmission on that frequency.

CSG member cell: a cell broadcasting the identity of the selected PLMN, registered PLMN or equivalent PLMN and for which the CSG whitelist of the UE includes an entry comprising the cell’s CSG ID and the respective PLMN identity.

Current Frequency (FDD only): The frequency that is currently used by the UE. In case of dual cell or dual band configured, the serving HS-DSCH cell frequency is treated as current frequency.

Data Description Indicator (DDI): MAC-e header field used to identify the logical channel, MAC-d flow and the size of the MAC-d PDUs concatenated into a MAC-es PDU.
Designated non-serving HS-DSCH cell: The non-serving HS-DSCH cell from which the UE estimates the F-DPCH quality for TPC derivation, when the UE is configured with DPCCH2 in the uplink or the E-DCH decoupling is configured. This TPC is transmitted on UL DPCCH.
E-DCH active set (FDD only): The set of cells on the primary uplink frequency which carry the E-DCH for one UE. Only radio links for which an E-HICH configuration is stored are considered part of the E-DCH active set.
Enhanced Uplink in CELL_FACH state and Idle mode: In FDD, combines the REL99 random access power ramping phase with E-DCH transmission. The procedure can be started in idle mode and RRC Connected mode, but not in CELL_DCH state. In 1.28 Mcps TDD, the REL7 enhanced random access procedure for E-DCH in CELL_DCH is used in idle mode and CELL_FACH state.
HARQ profile: One HARQ profile consists of a power offset attribute and maximum number of transmissions.
Implicit Grant handling: A scheduling scheme where a UE’s Scheduling Grant on the Secondary Serving E-DCH cell may be revoked by means of an Absolute Grant addressed to another UE.

MBMS activated services: the MBMS multicast services the UE has joined as well as the broadcast services the UE is interested in.

MCCH acquisition: the procedure for acquiring all MCCH information relevant for the UE ie. includes reception of the RB information for the UE’s MBMS activated services.

MBMS controlling cell: the cell from which the UE receives MCCH.

MBMS notification: a notification provided by UTRAN indicating a change in the provision of one or more MBMS services.

MBMS Selected Services: a subset of the MBMS activated services of the Broadcast type for which the UE applies RRC procedures to inform UTRAN that the service has been selected (by upper layers).

MBMS transmission: a possibly repeated session of an MBMS service. An MBMS transmission is uniquely identified by the combination of the MBMS service identity and the MBMS session identity.

MBSFN cluster: Set of cells operating in MBSFN mode providing only MBMS service in PtM mode and seen as one cell by a UE.

MBSFN mode: Transmission mode where a set of synchronized cells transmit exactly the same data for provision of MBMS service.

Multiflow (FDD only):  A mode of operation with two simultaneous HS-DSCH transport channels per carrier frequency, where the HS-DSCH transport channels may belong to the same or different Node Bs.

NAICS offloading (FDD only): A mode of operation with one HS-DSCH transport channel and two HS-DSCH CQIs per carrier frequency, where the HS-DSCH transport channel belongs to the serving or secondary serving HS-DSCH cell.

NodeB triggered HS-DPCCH transmission: Transmission on a common E-DCH resource to provide HS-DPCCH feedback in CELL_FACH state, which is triggered by the reception of an HS-SCCH order as defined in [16].

Primary Absolute Grant (FDD only): Absolute Grant received with the primary E-RNTI.
Primary uplink frequency (FDD only): If a single uplink frequency is configured for the UE, then it is the primary uplink frequency. In case more than one uplink frequencies are configured for the UE, then the primary uplink frequency is the frequency on which E-DCH corresponding to the serving E-DCH cell associated with  the serving HS-DSCH cell is transmitted. The association between a pair of uplink and downlink frequencies is indicated by higher layers.
Radio Links without DPCH/F-DPCH operation (FDD only): An operation mode in which UE supports to not receive both DPCH and F-DPCH downlink channels from the indicated Non-serving E-DCH cell(s).
Secondary Absolute Grant (FDD only): Absolute Grant received with the secondary E-RNTI.

Secondary E-DCH Active Set (FDD only): The set of cells on the secondary uplink frequency where E-DCH is carried for one UE. Only radio links for which an E-HICH configuration is stored are considered part of the secondary E-DCH active set. The secondary E-DCH active set and the active set on the secondary uplink frequency are always the same set of cells.

Secondary Serving E-DCH cell (FDD only): Cell from which the UE receives Absolute Grants from the Node-B scheduler on the downlink frequency associated with secondary uplink frequency. A UE has one Secondary Serving E-DCH cell on the secondary uplink frequency.
Secondary Serving E-DCH RLS or Secondary Serving RLS (FDD only): In Dual Cell E-DCH operation, the set of cells which contains at least the Secondary Serving E-DCH cell and from which the UE can receive and combine one Relative Grant. A UE can have zero or one Secondary Serving E-DCH RLS.

Secondary serving HS-DSCH cell(s): In addition to the serving HS-DSCH cell, the set of cells where the UE is configured to simultaneously monitor an HS-SCCH set and receive the HS-DSCH if it is scheduled in that cell. There can be up to 7 secondary serving HS-DSCH cells. If the UE is configured with two uplink frequencies, the first secondary serving HS-DSCH cell is the secondary serving HS-DSCH cell that is associated with the secondary uplink frequency.

Secondary Non-serving E-DCH RL or Secondary Non-serving RL (FDD only): In Dual Cell E-DCH operation, the cell which belongs to the Secondary E-DCH active set but does not belong to the Secondary Serving E-DCH RLS and from which the UE in CELL_DCH can receive one Relative Grant. The UE can have zero, one or several Secondary Non-serving E-DCH RL(s).

Secondary uplink frequency (FDD only): A secondary uplink frequency is a frequency on which an E-DCH corresponding to a  serving E-DCH cell associated with a secondary serving HS-DSCH cell is transmitted. The association between a pair of uplink and downlink frequencies is indicated by higher layers.

Serving E-DCH cell: Cell from which the UE receives Absolute Grants from the Node-B scheduler.  In TDD, a UE has one Serving E-DCH cell. In FDD, a UE has one Serving E-DCH cell on the primary uplink frequency.

Serving E-DCH cell decoupling (FDD only): An E-DCH operation mode in which the Serving HS-DSCH cell and the Serving E-DCH cell are different.
Serving E-DCH RLS or Serving RLS (FDD only): Set of cells which contains at least the Serving E-DCH cell and from which the UE can receive and combine one Relative Grant. In TDD, the UE has only one Serving E-DCH RLS. In FDD, a UE has one Serving E-DCH cell on the primary uplink frequency.

Non-serving E-DCH RL or Non-serving RL (FDD only): Cell which belongs to the E-DCH active set but does not belong to the Serving E-DCH RLS and from which the UE in CELL_DCH can receive one Relative Grant. In TDD, the UE can have zero, one or several Non-serving E-DCH RL(s). In FDD, the UE can have zero, one or several Non-serving E-DCH RL(s) on the primary uplink frequency.

SR-VCC: Single Radio Voice Call Continuity, Voice call or Voice and Video call continuity between IMS over PS access and CS access for calls that are anchored in IMS when the UE is capable of transmitting/receiving on only one of those access networks at a given time. Single Radio Voice Call Continuity between CS access and IMS over PS access is referred to as Reverse SRVCC (rSR-VCC).

Target Cell Pre-Configuration (FDD only): HS-DSCH Cell configuration provided to UE in Active Set Update for which HS-DSCH serving Cell Change may be initiated by HS-SCCH order sent from target cell.

Target cell HS-SCCH order: A HS-DSCH serving cell change command signaled to an UE by using HS-SCCH order in the target cell:

- for which a measurement report was trigged by an Event 1d  intra frequency event; or

- for which a measurement report was trigged by an Event 1c intra frequency event on the primary frequency, which indicates the current serving HS-DSCH cell as the only active CPICH triggering this event 1c report, and the target cell is the best cell in the current active set reported in this Event 1c measurement report. If more than one cell in the active set share the same quality, the target cell will be the first one listed in the in "Intra-frequency measured results list" in the Event 1c measurement report.

Primary E-DCH carrier (1.28Mcps TDD only): If a single E-DCH carrier is configured for the UE, then it is the primary E-DCH carrier. In case more than one E-DCH carriers are configured for the UE, then the primary E-DCH carrier is the carrier on which the E-RUCCH will be transmitted.

Additional E-DCH carrier (1.28Mcps TDD only): An additional E-DCH carrier is an E-DCH carrier other than the primary E-DCH carrier . The UE can have zero, one or several additional E-DCH carrier(s).

3.2
Abbreviations
For the purposes of the present document, the following abbreviations apply:

ACK
Acknowledgement

AG
Absolute Grant

AICH
Acquisition Indicator CHannel

AM
Acknowledged Mode

ANDSF
Access Network Discovery and Selection Function

ANR
Automatic Neighbour Relation

AS
Access Stratum

ASC
Access Service Class

ASN.1
Abstract Syntax Notation.1

BCCH
Broadcast Control Channel

BCD
Binary Coded Decimal

BCFE
Broadcast Control Functional Entity

BDS
BeiDou Navigation Satellite System

BER
Bit Error Rate

BLER
BLock Error Rate

BSS
Base Station Sub-system

CCCH
Common Control Channel

CCPCH
Common Control Physical CHannel

CH
Conditional on history

CLTD
Closed Loop Transmit Diversity

CM
Connection Management

CN
Core Network

C-RNTI
Cell RNTI

CSFB
CS Fallback

CSG
Closed Subscriber Group

CTCH
Common Traffic CHannel

CTFC
Calculated Transport Format Combination

CV
Conditional on value

DBDS
Differential BDS

DCA
Dynamic Channel Allocation

DCCH
Dedicated Control Channel

DCFE
Dedicated Control Functional Entity

DCH
Dedicated Channel

DC-SAP
Dedicated Control SAP

DDI
Data Description Indicator

DGANSS
Differential GANSS

DGPS
Differential Global Positioning System

DL
Downlink
DPCCH2
Dedicated Physical Control Channel 2
DSCH
Downlink Shared Channel

DTCH
Dedicated Traffic Channel

DTM
Dual Transfer Mode

EAB
Extended Access Barring

E-AGCH
E-DCH Absolute Grant Channel

ECEF
Earth-Centered, Earth-Fixed
ECI

Earth-Centered-Inertial
E-DCH
Enhanced uplink DCH

E-DPCCH
E-DCH Dedicated Physical Control Channel (FDD Only)
E-DPDCH
E-DCH Dedicated Physical Data Channel (FDD Only)

EGNOS
European Geostationary Navigation Overlay Service
E-HICH
E-DCH HARQ Acknowledgement Indicator Channel

E-PUCH
Enhanced Uplink Physical Channel (TDD only)

E-RGCH
E-DCH Relative Grant Channel (FDD only)

E-RNTI
E-DCH RNTI

E-ROCH
E-DCH Rank and Offset Channel (FDD only)

E-RUCCH
E-DCH Random Access Uplink Control Channel (TDD only)

E-TFCI
E-DCH Transport Format Combination Indicator

ETWS
Earthquake and Tsunami Warning System

E-UCCH
E-DCH Uplink Control Channel (TDD only)

E-UTRA
Evolved Universal Terrestrial Radio Access

E-UTRAN
Evolved Universal Terrestrial Radio Access Network

FACH
Forward Access Channel

FDD
Frequency Division Duplex

F-DPCH
Fractional DPCH

F-TPICH
Fractional Transmitted Precoding Indicator Channel

GAGAN
GPS Aided Geo Augmented Navigation
GANSS
Galileo and Additional Navigation Satellite Systems
GC-SAP
General Control SAP

GERAN
GSM/EDGE Radio Access Network

GLONASS
GLObal'naya NAvigatsionnaya Sputnikovaya Sistema (Engl.: Global Navigation Satellite System)

GNSS
Global Navigation Satellite System

GRA
GERAN Registration Area

G-RNTI
Geran Radio Network Temporary Identity

HARQ
Hybrid Automatic Repeat Request

HCS
Hierarchical Cell Structure

HFN
Hyper Frame Number

H-RNTI
HS-DSCH RNTI

HS-DSCH
High Speed Downlink Shared Channel

ICD
Interface Control Document

ID
Identifier

IDNNS
Intra Domain NAS Node Selector
IE
Information element

IETF
Internet Engineering Task Force

IMB
Integrated Mobile Broadcast

IMEI
International Mobile Equipment Identity

IMSI
International Mobile Subscriber Identity

IP
Internet Protocol

ISCP
Interference on Signal Code Power

L1
Layer 1

L2
Layer 2

L3
Layer 3

LAI
Location Area Identity

MAC
Media Access Control

MBMS
Multimedia Broadcast Multicast Service

MBSFN
MBMS over a Single Frequency Network
MCC
Mobile Country Code

MCCH
MBMS point-to-multipoint Control Channel

MD
Mandatory default

MDT
Minimization of Drive Tests

MICH
MBMS notification Indicator Channel

MM
Mobility Management

MNC
Mobile Network Code

MP
Mandatory present

MTCH

MBMS point-to-multipoint Traffic Channel

MSAS
Multi-functional Satellite Augmentation System
MSCH
MBMS point-to-multipoint Scheduling Channel

NACC
Network Assisted Cell Change
NAICS
Network Assisted Interference Cancellation and Suppression
NAS
Non Access Stratum

Nt-SAP
Notification SAP

NW
Network

OLTD
Open Loop Transmit Diversity

OP
Optional

PCCH
Paging Control Channel

PCH
Paging Channel

PDCP
Packet Data Convergence Protocol

PDSCH
Physical Downlink Shared Channel

PDU
Protocol Data Unit

PLMN
Public Land Mobile Network

PNFE
Paging and Notification Control Functional Entity

PRACH
Physical Random Access CHannel

PRN
Pseudo-Random Noise

PSI
Packet System Information

p-t-m
Point-to-Multipoint

P-TMSI
Packet Temporary Mobile Subscriber Identity

p-t-p
Point-to-Point

PUSCH
Physical Uplink Shared Channel

QoS
Quality of Service

QZSS
Quasi-Zenith Satellite System
RAB
Radio access bearer

RACH
Random Access CHannel

RAI
Routing Area Identity

RAT
Radio Access Technology

RB
Radio Bearer

RFE
Routing Functional Entity

RG
Relative Grant

RL
Radio Link

RLC
Radio Link Control

RLS
Radio Link Set

RNC
Radio Network Controller

ROHC
RObust Header Compression

RNTI
Radio Network Temporary Identifier

RRC
Radio Resource Control

RSCP
Received Signal Code Power

RSN
Retransmission Sequence Number

RSRP
Reference Signal Received Power

RSRQ
Reference Signal Received Quality

RSSI
Received Signal Strength Indicator

SAP
Service Access Point

SBAS
Satellite Based Augmentation System
SCFE
Shared Control Function Entity

SCTD
Space Code Transmit Diversity

SCTO
Soft Combining Timing Offset (MBMS)

S-DPCCH
Secondary Dedicated Physical Control Channel

S-E-DPCCH
Secondary E-DPCCH (FDD only)

S-E-DPDCH
Secondary E-DPDCH (FDD only)

SF
Spreading Factor

SG
Serving grant

SHCCH
Shared Control Channel

SI
System Information

SIR
Signal to Interference Ratio

SPS
Semi-Persistent Scheduling

S-RNTI
SRNC - RNTI

SV

Space Vehicle

TDD
Time Division Duplex

TF
Transport Format

TFCS
Transport Format Combination Set

TFS
Transport Format Set

TM
Transparent Mode

TME
Transfer Mode Entity

TMSI
Temporary Mobile Subscriber Identity

Tr
Transparent

TSN
Transmission Sequence Number

Tx
Transmission

UE
User Equipment

UL
Uplink

UM
Unacknowledged Mode

URA
UTRAN Registration Area

U-RNTI
UTRAN-RNTI

USCH
Uplink Shared Channel

UTC
Universal Coordinated Time

UTRAN
Universal Terrestrial Radio Access Network

WAAS
Wide Area Augmentation System

WGS-84
World Geodetic System 1984
WLAN
Wireless Local Area Network
<Next modification>

8.2.2.3
Reception of RADIO BEARER SETUP or RADIO BEARER RECONFIGURATION or RADIO BEARER RELEASE or TRANSPORT CHANNEL RECONFIGURATION or PHYSICAL CHANNEL RECONFIGURATION message, TTI switch HS-SCCH order or Target cell HS-SCCH order by the UE
The UE shall:

1>
be able to receive any of the following messages:

2>
RADIO BEARER SETUP message; or

2>
RADIO BEARER RECONFIGURATION message; or

2>
RADIO BEARER RELEASE message; or

2>
TRANSPORT CHANNEL RECONFIGURATION message; or

2>
PHYSICAL CHANNEL RECONFIGURATION message;

1>
be able to perform a hard handover and apply physical layer synchronisation procedure A as specified in [29], even if no prior UE measurements have been performed on the target cell and/or frequency.

For FDD: in case a measurement report was triggered by intra frequency event 1d and if the table "Target cell preconfigurations" in the variable TARGET_CELL_PRECONFIGURATION includes the cell that triggered the event, or in case a measurement report was triggered by intra frequency event 1c requesting the serving HS-DSCH cell change and if the table "Target cell preconfigurations" in the variable TARGET_CELL_PRECONFIGURATION includes the target cell, as per the definition of Target cell HS-SCCH order

the UE shall be able to receive:

1>
Target cell HS-SCCH order.

For FDD: in case a filtered UPH report [15] was triggered the UE shall be able to receive:

1>
TTI switch HS-SCCH order.

In case the reconfiguration procedure is used to remove all existing RL(s) in the active set while new RL(s) are established the UE shall:

1>
For FDD:

2>
if the UE has a pending "TGPS reconfiguration CFN" at the activation time received in the reconfiguration message and the reconfiguration requests a timing re-initialised hard handover (see subclause 8.3.5.1), the UE may:

3>
abort the pending CM activation;

3>
set the CM_PATTERN_ACTIVATION_ABORTED to TRUE.

2>
otherwise:

3>
set the CM_PATTERN_ACTIVATION_ABORTED to FALSE.

If the UE receives:

-
a RADIO BEARER SETUP message; or

-
a RADIO BEARER RECONFIGURATION message; or

-
a RADIO BEARER RELEASE message; or

-
a TRANSPORT CHANNEL RECONFIGURATION message; or

-
a PHYSICAL CHANNEL RECONFIGURATION message; or
-
a TTI switch HS-SCCH order; or
-
a Target cell HS-SCCH order

it shall:

1>
stop and reset timer T324 if running;

1>
stop monitoring target cell HS-SCCH;

1>
set the variable ORDERED_RECONFIGURATION to TRUE;

1>
if the UE will enter the CELL_DCH state from any state other than CELL_DCH state at the conclusion of this procedure:

2>
if COMMON_E_DCH_TRANSMISSION is set to FALSE before entering CELL_DCH state or IE "E-DCH info" is not included in the reconfiguration message:

3>
perform the physical layer synchronisation procedure A as specified in [29] (FDD only).

1>
if the UE has received a Target cell HS-SCCH order:

2>
if the IE "Serving Cell Change MAC reset" in the target cell preconfiguration is set to TRUE:

3>
reset the MAC-hs/ehs entity [15].

2>
else:

3>
determine the value for the "TPC combination index" for current cell and the cell in which the Target cell HS-SCCH order is received; 

3>
if the values of the IE "TPC combination index" for current cell and the cell in which the Target cell HS-SCCH order is received are different:

4>
reset the MAC-hs/ehs entity [15].

1>
act upon all received information elements, or Target cell preconfiguration information in the case of received Target cell HS-SCCH order, as specified in subclause 8.6, unless specified in the following and perform the actions below.
1>
in the case of received TTI switch HS-SCCH order, perform the actions as described in 8.5.86.
The UE may:

1>
maintain a list of the set of cells to which the UE has Radio Links if the IE "Cell ID" is present.

The UE may first release the physical channel configuration used at reception of the reconfiguration message. The UE shall then:

1>
enter a state according to subclause 8.6.3.3.

In case the UE receives a RADIO BEARER RECONFIGURATION message including the IE "RB information to reconfigure" that only includes the IE "RB identity", the UE shall:

1>
handle the message as if IE "RB information to reconfigure" was absent.

NOTE:

The ASN.1 "r3" version of the RADIO BEARER RECONFIGURATION message always includes the IE "RB information to reconfigure". UTRAN has to include it even if it does not require the reconfiguration of any RB.

In case the UE receives a RADIO BEARER RECONFIGURATION message with the IE "Specification mode" set to "Preconfiguration" while the message is not sent through GERAN Iu mode, the UE behaviour is unspecified.

In case the UE receives a RADIO BEARER SETUP message with the IE "Specification mode" not set to "Complete Specification", the UE behaviour is unspecified.

The UE shall:

1>
if IE "Default configuration for CELL_FACH" is set:

2>
if  the message is RADIO BEARER RECONFIGURATION:

3>
if IE "new U-RNTI" is included:

4>
act in accordance with the default parameters according to section 13.8.

3>
else:

4>
the UE behaviour is unspecified.

For FDD: in CELL_DCH state, in case the UE receives a Target cell HS-SCCH order the UE shall:

1>
ignore RADIO BEARER SETUP, RADIO BEARER RECONFIGURATION, TRANSPORT CHANNEL RECONFIGURATION or PHYSICAL CHANNEL RECONFIGURATION messages as described in subclause 8.6.3.11.

If after state transition the UE enters CELL_DCH state, the UE shall, after the state transition:

1>
in FDD; or

1>
in TDD when "Primary CCPCH Info" is included indicating a new target cell and "New C-RNTI" is not specified:

2>
remove any C-RNTI from MAC;

2>
clear the variable C_RNTI.

1>
determine the value for the READY_FOR_COMMON_EDCH variable and take the corresponding actions as described in subclause 8.5.47;

1>
determine the value for the COMMON_E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.46;

1>
for FDD, determine the value for the READY_FOR_COMMON_ERGCH variable and take the corresponding actions as described in subclause 8.5.75;

1>
if the IE "E-DCH info" was not included in the message:

2>
for FDD:

3>
stop any E-AGCH, E-RGCH and E-HICH reception procedures;

3>
stop any E-DPCCH and E-DPDCH transmission procedures;

3>
act as if the IE "MAC-es/e reset indicator" was received and set to TRUE;

3>
release all E-DCH HARQ resources;

3>
no longer consider any radio link to be the serving E-DCH radio link.

2>
for 1.28 Mcps TDD:

3>

stop any E-AGCH and E-HICH reception procedures;

3> stop any E-RUCCH and E-PUCH transmission procedure;

3>
act as if the IE "MAC-es/e reset indicator" was received and set to TRUE;

3>
release all E-DCH HARQ resources;

3>
no longer consider any radio link to be the serving E-DCH radio link.
If after state transition the UE leaves CELL_DCH state, the UE shall, before state transition:

1>
clear any stored IE "E-DCH info";

1>
for FDD, clear any stored IE "Secondary serving E-DCH cell info" and IE "Secondary E-DCH info common";

1>
for 1.28Mcps TDD, clear any stored IE "Multi-carrier E-DCH Info for LCR TDD";

1>
determine the value for the E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.28.

If after state transition the UE leaves CELL_DCH state, the UE shall, after the state transition:

1>
if any IEs related to HS-DSCH are stored in the UE:

2>
clear any stored IE "Downlink HS-PDSCH information";

2>
clear any stored IE "Downlink Secondary Cell Info FDD";

2>
clear all the entries from the variable TARGET_CELL_PRECONFIGURATION;
2>
for 1.28Mcps TDD, clear the IE "HS-PDSCH Midamble Configuration" and the IE "HS-SCCH Set Configuration" in the IE "DL Multi Carrier Information";
2>
determine the value for the HS_DSCH_RECEPTION variable and take the corresponding actions as described in subclause 8.5.25.

1>
if any IEs related to E-DCH are stored in the UE:

2>
clear any stored IE "E-DCH info";

2>
for FDD, clear any stored IE "Secondary serving E-DCH cell info" and IE "Secondary E-DCH info common";

2>
for 1.28Mcps TDD, clear any stored IE "Multi-carrier E-DCH Info for LCR TDD";

2>
determine the value for the E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.28.

1>
if any of the IEs "DTX-DRX timing information" or "DTX-DRX information" are stored in the UE:

2>
determine the value for the DTX_DRX_STATUS variable and take the corresponding actions as described in subclause 8.5.34.

1>
if the IE "HS-SCCH less information" is stored in the UE:

2>
determine the value for the HS_SCCH_LESS_STATUS variable and take the corresponding actions as described in subclause 8.5.35.

1>
if any IEs related to MIMO are stored in the UE:

2>
determine the value for the MIMO_STATUS variable and take the corresponding actions as described in subclause 8.5.33.

1>
if the IE "MIMO mode with four transmit antennas" is stored in the UE:

2>
determine the value for the MIMO_MODE_WITH_FOUR_TRANSMIT_ANTENNAS_STATUS variable and take the corresponding actions as described in subclause 8.5.79.

1>
if the IE "UE Mobility State Indicator" was present in the reconfiguration message:

2>
consider the High-mobility state to have being detected.
1>
for 1.28 Mcps TDD, if the IEs "Control Channel DRX Information" is stored in the UE:

2>
determine the value for the CONTROL_CHANNEL_DRX_STATUS variable and take the corresponding actions as described in subclause 8.5.53.

1>
for 1.28 Mcps TDD, if the IE "SPS information" is stored in the UE:

2>
determine the value for the E_DCH_SPS_STATUS variable and take the corresponding actions as described in subclause 8.5.54;

2>
determine the value for the HS_DSCH_SPS_STATUS variable and take the corresponding actions as described in subclause 8.5.55.

1>
for 1.28 Mcps TDD, if the IE "MU-MIMO info" is stored in the UE:

2>
determine the value for the MU_MIMO_STATUS variable and take the corresponding actions as described in subclause 8.5.61.

1>
for FDD, if the IE "Uplink CLTD info FDD" is stored in the UE:

2>
determine the value for the UPLINK_CLTD_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.69.

1>
for FDD, if the IE "Uplink OLTD info FDD" is stored in the UE:

2>
determine the value for the UPLINK_OLTD_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.70.
1>
for FDD, clear the IE "Radio Links without DPCH/F-DPCH info", if stored;

1>
for FDD, if the IE "DPCCH2 info FDD" is stored in the UE:

2>
determine the value for the DPCCH2_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.83.
1>
for FDD, clear the IE "NAICS offloading indication", if stored.
For 1.28 Mcps TDD, if the UE supports the non-rectangular resource allocation, the UE shall:

1>
determine the value for the NON_RECTANGULAR_RESOURCE_ALLOCATION_STATUS variable and take the corresponding actions as described in subclause 8.5.82.
<Next modification>

8.5.71
Actions related to MULTIFLOW_STATUS variable (FDD only)

The variable MULTIFLOW_STATUS shall be set to TRUE only when all the following conditions are met:

1>
the UE is in CELL_DCH state;

1>
the variable HS_DSCH_RECEPTION is TRUE;

1>
at least one of the entries in the variable SECONDARY_CELL_HS_DSCH_RECEPTION is TRUE;

1>
the IE "Multiflow configuration" is present in all the entries in DOWNLINK_SECONDARY_CELL_INFO.

If any of the above conditions is not met and the variable MULTIFLOW_STATUS is set to TRUE, the UE shall:

1>
set the variable MULTIFLOW_STATUS to FALSE. 

Whenever the variable MULTIFLOW_STATUS is set to TRUE, the UE shall:

1>
perform Multiflow data reception as specified in [51];

1>
indicate to lower layers value of "Multiflow configuration" IE of each entry in DOWNLINK_SECONDARY_CELL_INFO;
1>
if Multiflow configuration is four cells on three frequencies, then indicate to lower layers numbering of the first (assisting) and second (assisting) secondary serving HS-DSCH cells;
1>
for every entry in DOWNLINK_SECONDARY_CELL_INFO:

2>
if the stored UARFCN downlink (Nd) in the entry is the same as the value of the serving HS-DSCH cell:

3>
if the IE "Multiflow time reference cell" is not present:

4>
indicate to lower layers that the serving HS-DSCH cell is time reference for HS-DPCCH;

3>
else:

4>
indicate to lower layers that the cell is a time reference for HS-DPCCH;

2>
else:

3>
if the IE "Multiflow time reference cell" is present:

4>
indicate to lower layers that the cell and the time reference cell are in the same cell group as specified in [27];

3>
else:

4>
indicate to lower layers that the cell and the non-time reference cell are in the same cell group as specified in [27];

1>
If there is at least one entry in DOWNLINK_SECONDARY_CELL_INFO with the IE "Multiflow cell", value of which is set to "inter-NodeB":

2>
configure two MAC-ehs entities;

2>
associate with the first MAC-ehs entity the serving HS-DSCH cell and all the HS-DSCH cells, entries of which in DOWNLINK_SECONDARY_CELL_INFO have the IE "Multiflow cell" set to "intra-NodeB";

2>
associate with the second MAC-ehs entity all the HS-DSCH cells, entries of which in DOWNLINK_SECONDARY_CELL_INFO have the IE "Multiflow cell" set to "inter-NodeB"; 

1>
if the IE "NAICS offloading indication" is present:
2>
store this IE and indicate to lower layers to start NAICS offloading operation.
Whenever the variable MULTIFLOW_STATUS is set to FALSE, the UE shall:

1>
stop Multiflow operation;
1>
if Timer_Reordering was configured for the receiving RLC entity:

2>
configure the receiving RLC entity not to use the corresponding function;
1>
if two MAC-ehs entities were configured for the inter-Node B Multiflow operation:

2>
configure one MAC-ehs entity;

1>
indicate to lower layers that the serving HS-DSCH cell must be used as a time reference for HS-DPCCH.

<Next modification>

10.3.3.42
UE radio access capability
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Access stratum release indicator
	MP
	
	Enumerated(R99)
	Indicates the release of the UE according to [35]. The IE also indicates the release of the RRC transfer syntax supported by the UE.
	

	
	CV-not_rrc_connectionSetupComplete
	
	Enumerated(REL-4,
	7 spare values are needed.
	REL-4

	
	
	
	REL-5,
	
	REL-5

	
	
	
	REL-6,
	
	REL-6

	
	
	
	REL-7,
	
	REL-7

	
	
	
	REL-8,
	
	REL-8

	
	
	
	REL-9,
	
	REL-9

	
	
	
	REL-10,
	
	REL-10

	
	
	
	REL-11,
	
	REL-11

	
	
	
	REL-12)
	
	REL-12

	DL capability with simultaneous HS-DSCH configuration
	CV-not_iRAT_HoInfo
	
	Enumerated(32kbps, 64kbps, 128kbps, 384kbps)
	
	REL-5

	PDCP capability
	MP
	
	PDCP capability 10.3.3.24
	
	

	RLC capability
	MP
	
	RLC capability 10.3.3.34
	
	

	Transport channel capability
	MP
	
	Transport channel capability 10.3.3.40
	
	

	RF capability FDD
	OP
	
	RF capability FDD 10.3.3.33
	
	

	RF capability TDD
	OP
	
	RF capability TDD 10.3.3.33b
	One "TDD RF capability" entity shall be included for every Chip rate capability supported.
	

	
	
	1 to 2
	
	Note 1
	REL-4

	RF capability TDD 1.28 Mcps
	CV-iRAT_HoInfo
	
	RF capability TDD 1.28 Mcps 10.3.3.33c
	Note 1
	REL-4

	Physical channel capability
	MP
	
	Physical channel capability 10.3.3.25
	
	

	UE multi-mode/multi-RAT capability
	MP
	
	UE multi-mode/multi-RAT capability 10.3.3.41
	
	

	Security capability
	MP
	
	Security capability 10.3.3.37
	
	

	UE positioning capability
	MP
	
	UE positioning capability 10.3.3.45
	
	

	Measurement capability
	OP
	
	Measurement capability 10.3.3.21
	
	

	Measurement capability TDD
	OP
	
	Measurement capability TDD 10.3.3.21b
	
	REL-8

	Device type
	MD
	
	Enumerated (DoesNotBenefitFromBatteryConsumptionOptimisation)
	Absence of this value means that the device does benefit from NW-based battery consumption optimisation.

UE may set the value to 

DoesNotBenefitFromBatteryConsumptionOptimisation when it does not foresee to particularly benefit from NW-based
The IE is not needed in the INTER RAT HANDOVER INFO message.
	REL-6

	Support for System Information Block type 11bis
	OP
	
	Enumerated (TRUE)
	
	REL-6

	
	
	
	
	The IE shall be present and set to TRUE
	REL-7

	Support for F-DPCH
	CV-SupportForHS
	
	Enumerated (TRUE)
	Presence of this information element indicates that F-DPCH is supported by the UE.

Absence of this information element indicates that F-DPCH is not supported
	REL-6

	MAC-ehs support
	OP
	
	Enumerated (TRUE)
	The presence of this IE indicates that UE supports MAC-ehs, the use of special value of HE field to indicate end of an SDU for RLC AM, octet aligned transport block table and different HS-SCCHs in contiguous TTIs.

The absence of this IE indicates that the UE does not support either MAC-ehs, octet aligned transport block table or the use of special value of HE field to indicate end of an SDU for RLC AM or different HS-SCCHs in contiguous TTIs.
	REL-7

	UE specific capability Information LCR TDD
	OP
	
	Enumerated (NF, TriRxUniTx, TriRxTriTx, HexRxUniTx, HexRxTriTx, HexRxHexT,
	For 1.28 Mcps TDD only


	REL-7

	
	
	
	 TwoRxUniTxDiscontiguous, TwoRxTwoTxDiscontiguous, TwoRxUniTxContiguous, TwoRxTwoTxContiguous)
	TwoRxUniTxDiscontiguous and TwoRxTwoTxDiscontiguous mean that the UE is capable of supporting two non-adjacent carriers. TwoRxUniTxContiguous and TwoRxTwoTxContiguous mean that the UE is only capable of supporting two adjacent carriers. 6 spare values needed. Note 3.
	REL-10

	Support for E-DPCCH Power Boosting
	OP
	
	Enumerated

(TRUE)
	The

absence of this IE indicates that the E-DPCCH Power Boosting is not supported. The presence of this IE indicates that the E-DPCCH Power Boosting is  supported by the UE.
	REL-7

	Support of common E-DCH
	CV-not_iRAT_HoInfo
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support E-DCH enhanced random access in CELL_FACH state and Idle mode.
	REL-8

	Support of MAC-i/is
	CV-not_iRAT_HoInfo
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support MAC-i/is operation. 
	REL-8

	Support of Common E-RGCH based interference control
	CV-not_iRAT_HoInfo
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support Common E-RGCH based interference control in CELL_FACH state.
	REL-11

	Support of Fallback to R99 PRACH
	CV-not_iRAT_HoInfo
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support Fallback to R99 PRACH in CELL_FACH state and IDLE mode.
	REL-11

	Support of Concurrent deployment
	CV-not_iRAT_HoInfo
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support Concurrent deployment of 2ms and 10ms TTI in a cell in CELL_FACH state and IDLE mode.
	REL-11

	Support of TTI alignment and Per HARQ process
	CV-not_iRAT_HoInfo
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support TTI alignment and Per HARQ process activation and de-activation in CELL_FACH state and IDLE mode.
	REL-11

	Support of SPS operation
	CV-not_iRAT_HoInfo
	
	Enumerated (TRUE)
	For 1.28 Mcps TDD only.
The absence of this IE indicates that the UE does not support SPS operation.
	REL-8

	Support of Control Channel DRX operation
	CV-not_iRAT_HoInfo
	
	Enumerated (TRUE)
	For 1.28 Mcps TDD only.
The absence of this IE indicates that the UE does not support Control Channel DRX operation
	REL-8

	Support of CSG
	CV-not_iRAT_HoInfo
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support access control based on CSG
	REL-8

	Support for Two DRX schemes in URA_PCH and CELL_PCH
	OP
	
	Enumerated
(TRUE)
	The absence of this IE indicates that the UE does not support Two DRX schemes in URA_PCH and CELL_PCH
	REL-7

	Support for E-DPDCH power interpolation formula 
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support E-DPDCH power interpolation formula when 16QAM is not configured
	REL-7

	Support for absolute priority based cell re-selection in UTRAN
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support absolute priority based cell re-selection to UTRA inter-frequency
	REL-8

	Support of MU-MIMO
	OP
	
	Enumerated (Uplink, Uplink and Downlink)
	The absence of this IE indicates that the UE does not support MU-MIMO. This IE is used for 1.28 Mcps TDD only
	REL-10

	Radio Access Capability Band Combination List
	OP
	1 to 16
	
	The absence of this IE indicates that the UE does not support Dual Band Operation. 
	REL-9

	>Band Combination 
	MP
	
	Integer(1..256)
	The integer value n indicates that the nth DB-DC Configuration (A,B) in table 5.0AA in [21] is supported by the UE.
	REL-9

	>Supported Carrier Combination 
	OP
	
	
	Absence of this IE means that the UE only supports the carrier combination (1,1) for this band combination (A,B). If carrier combination (X,Y) is supported, then carrier combination (M,N) is supported, where 1<=M<=X and 1<=N<=Y, so the corresponding value for that carrier combination  (M,N) should be set to TRUE.

Carrier combination (X,Y) for a band combination (A,B) refers to a block of X contiguous carriers in Band A and a block of Y contiguous carriers in Band B.
	REL-10

	>>Carrier Combination (1,2)
	MP
	
	Boolean
	The value TRUE means that carrier combination (1,2) is supported for this band combination (A,B).
	REL-10

	>>Carrier Combination (2,1)
	MP
	
	Boolean
	The value TRUE means that carrier combination (2,1) is supported for this band combination (A,B).
	REL-10

	>>Carrier Combination (1,3)
	MP
	
	Boolean
	The value TRUE means that carrier combination (1,3) is supported for this band combination (A,B).
	REL-10

	>>Carrier Combination (3,1)
	MP
	
	Boolean
	The value TRUE means that carrier combination (3,1) is supported for this band combination (A,B).
	REL10

	>>Carrier Combination (2,2)
	MP
	
	Boolean
	The value TRUE means that carrier combination (2,2) is supported for this band combination (A,B).
	REL-10

	>>Carrier Combination (1,4)
	MP
	
	Boolean
	The value TRUE means that carrier combination (1,4) is supported for this band combination (A,B).
	REL-11

	>>Carrier Combination (4,1)
	MP
	
	Boolean
	The value TRUE means that carrier combination (4,1) is supported for this band combination (A,B).
	REL-11

	>>Carrier Combination (1,5)
	MP
	
	Boolean
	The value TRUE means that carrier combination (1,5) is supported for this band combination (A,B).
	REL-11

	>>Carrier Combination (5,1)
	MP
	
	Boolean
	The value TRUE means that carrier combination (5,1) is supported for this band combination (A,B).
	REL11

	>>Carrier Combination (1,6)
	MP
	
	Boolean
	The value TRUE means that carrier combination (1,6) is supported for this band combination (A,B).
	REL-11

	>>Carrier Combination (6,1)
	MP
	
	Boolean
	The value TRUE means that carrier combination (6,1) is supported for this band combination (A,B).
	REL-11

	>>Carrier Combination (1,7)
	MP
	
	Boolean
	The value TRUE means that carrier combination (1,7) is supported for this band combination (A,B).
	REL-11

	>>Carrier Combination (7,1)
	MP
	
	Boolean
	The value TRUE means that carrier combination (7,1) is supported for this band combination (A,B).
	REL-11

	>>Carrier Combination (2,3)
	MP
	
	Boolean
	The value TRUE means that carrier combination (2,3) is supported for this band combination (A,B).
	REL11

	>>Carrier Combination (3,2)
	MP
	
	Boolean
	The value TRUE means that carrier combination (3,2) is supported for this band combination (A,B).
	REL-11

	>>Carrier Combination (2,4)
	MP
	
	Boolean
	The value TRUE means that carrier combination (2,4) is supported for this band combination (A,B).
	REL-11

	>>Carrier Combination (4,2)
	MP
	
	Boolean
	The value TRUE means that carrier combination (4,2) is supported for this band combination (A,B).
	REL-11

	>>Carrier Combination (2,5)
	MP
	
	Boolean
	The value TRUE means that carrier combination (2,5) is supported for this band combination (A,B).
	REL-11

	>>Carrier Combination (5,2)
	MP
	
	Boolean
	The value TRUE means that carrier combination (5,2) is supported for this band combination (A,B).
	REL11

	>>Carrier Combination (2,6)
	MP
	
	Boolean
	The value TRUE means that carrier combination (2,6) is supported for this band combination (A,B).
	REL-11

	>>Carrier Combination (6,2)
	MP
	
	Boolean
	The value TRUE means that carrier combination (6,2) is supported for this band combination (A,B).
	REL-11

	>>Carrier Combination (3,3)
	MP
	
	Boolean
	The value TRUE means that carrier combination (3,3) is supported for this band combination (A,B).
	REL-11

	>>Carrier Combination (3,4)
	MP
	
	Boolean
	The value TRUE means that carrier combination (3,4) is supported for this band combination (A,B).
	REL-11

	>>Carrier Combination (4,3)
	MP
	
	Boolean
	The value TRUE means that carrier combination (4,3) is supported for this band combination (A,B).
	REL11

	>>Carrier Combination (4,4)
	MP
	
	Boolean
	The value TRUE means that carrier combination (4,4) is supported for this band combination (A,B).
	REL11

	>>Carrier Combination (3,5)
	MP
	
	Boolean
	The value TRUE means that carrier combination (3,5) is supported for this band combination (A,B).
	REL-11

	>>Carrier Combination (5,3)
	MP
	
	Boolean
	The value TRUE means that carrier combination (5,3) is supported for this band combination (A,B).
	REL-11

	>Supported Multiflow Combination
	OP
	
	
	Presence of this IE indicates that UE supports Multiflow for this band combination. Note 5.
	REL-11

	
	
	
	
	Note 6
	REL-13

	>>Number of cells in band A
	MP
	
	Integer(1..6)
	Total number of cells in band A that can be configured to a UE as a part of Multiflow configuration. In this version of the specification, the maximum value is 2.
	REL-11

	
	
	
	
	In this version of the specification, the maximum value is 3.
	REL-13

	>>Number of frequencies in band A
	MP
	
	Integer(1..3)
	Total number of frequencies in band A, across which the Multiflow can be configured. In this version of the specification, the maximum value is 1.
	REL-11

	
	
	
	
	In this version of the specification, the maximum value is 2.
	REL-13

	>>Number of cells in band B
	MP
	
	Integer(1..6)
	Total number of cells in band B that can be configured to a UE as a part of Multiflow configuration. In this version of the specification, the maximum value is 2.
	REL-11

	>>Number of frequencies in band B
	MP
	
	Integer(1..3)
	Total number of frequencies in band B, across which the Multiflow can be configured. In this version of the specification, the maximum value is 1.
	REL-11

	Support of multi-cell configuration in inter-RAT handover
	CV-iRAT_HoInfo
	
	Enumerated (TRUE)
	
	REL-11

	Support of TX Diversity on DL Control Channels by MIMO Capable UE when MIMO operation is active
	CV-not_iRAT_HoInfo
	
	Enumerated (TRUE)
	The absence of this IE indicates that the MIMO capable UE does not support TX diversity on DL Control Channels (HS-SCCH, F-DPCH, E-AGCH, E-HICH, E-RGCH) when MIMO is active, P-CPICH is configured on antenna 1, and S-CPICH on antenna 2.
	REL-7

	
	
	
	
	The absence of this IE indicates that the MIMO capable UE does not support TX diversity on DL Control Channels (HS-SCCH, F-DPCH, E-AGCH, E-HICH, E-RGCH, F-TPICH) when MIMO is active, P-CPICH is configured on antenna 1, and S-CPICH on antenna 2.
	REL-11

	Support of enhanced TS0
	OP
	
	Enumerated (TRUE)
	For 1.28 Mcps TDD only.

The absence of this IE indicates that the UE does not support the enhanced TS0
	REL-9

	Support for cell-specific Tx diversity configuration for dual-cell operation
	CV-

Dual_Cell_HSDPA_supported
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support cell-specific Tx diversity configuration when configured for dual-cell operation. 
	REL-8

	CSG proximity indication capability
	CV-not_iRAT_HoInfo
	
	CSG proximity indication capability 10.3.3.8a
	
	REL-9

	Neighbour Cell SI acquisition capability
	CV-not_iRAT_HoInfo
	
	Neighbour Cell SI acquisition capability 10.3.3.21c
	
	REL-9

	Extended measurements Support
	CV-not_iRAT_HoInfo
	
	Enumerated

(TRUE)
	TRUE means that the UE supports the extended measurement identity range 17 to 32.
	REL-9

	Support for dual cell with MIMO operation in different bands
	CV-not_iRAT_HoInfo
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support dual cell with MIMO operation in different bands
	REL-10

	UE based network performance measurements parameters
	CV-not_iRAT_HoInfo
	
	UE based network performance measurements parameters 10.3.3.53
	
	REL-10

	Support of UTRAN ANR
	CV-not_iRAT_HoInfo
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support UTRAN ANR.
	REL-10

	IMS Voice capability
	CV-not_iRAT_HoInfo
	
	IMS Voice capability 10.3.3.14b
	
	REL-9

	Multiflow capability
	CV-not_iRAT_HoInfo
	
	UE Multiflow capability 10.3.3.21ba
	
	REL-11

	Support of MAC-ehs window size extension
	OP
	
	Enumerated (TRUE)
	For 1.28 Mcps TDD only, the absence of this IE indicates that the UE does not support IE "MAC-ehs window size extension".

Note 4.
	REL-9

	Support of UM RLC re-establishment via reconfiguration
	CV-not_iRAT_HoInfo
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support UM RLC re-establishment via reconfiguration.
	REL-10

	Support of HS-DPCCH power offset extension
	CV-not_iRAT_HoInfo
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support the HS-DPCCH power offset extension.  
	REL-11

	Support of STTD on DL Control Channels when Multiflow operation is active
	CV-not_iRAT_HoInfo
	
	Enumerated (TRUE)
	The absence of this IE indicates that a Multiflow capable UE does not support STTD on DL Control Channels (HS-SCCH, F-DPCH, E-AGCH, E-HICH, E-RGCH, F-TPICH) when Multiflow operation is active. 
	REL-11

	Support of F-TPICH feedback from the Multiflow assisting cell
	CV-not_iRAT_HoInfo
	
	Enumerated(TRUE)
	The absence of this IE indicates that the UE does not support reception of the F-TPICH feedback from the Multiflow assisting cell.
	REL-12

	Support of DSAC and PPAC update in CELL_DCH
	CV-not_iRAT_HoInfo
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support DSAC and PPAC update in CELL_DCH.
	REL-12

	Support of NAICS offloading
	CV-not_iRAT_HoInfo
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support NAICS offloading.
	REL-13

	Note 1:
The second entity of the "RF capability TDD" is not needed in the INTER RAT HANDOVER INFO message: if both TDD 3.84/7.68 Mcps and TDD 1.28 Mcps are supported, the "RF capability TDD 1.28 Mcps" entity shall be used for TDD 1.28 Mcps; the "UE power class" in the "RF capability TDD" entity shall apply for both chip rates.

	Note 2:
For 1.28 Mcps TDD, UE supporting E-DCH enhanced random access in CELL_FACH state and Idle mode always supports HS-PDSCH reception in CELL_FACH, CELL_PCH and URA_PCH state and CELL_FACH HS-DSCH DRX operation.

	Note 3:
Two non-adjacent carriers can be in the same band or in two different bands.

	Note 4:
This IE should always be set to “TRUE” in this version of the specification.

	Note 5:
If the Multiflow scenario dual-band three cells on two frequencies is supported in band combination A&B (2 cells in band A and 1 cell in band B), then it is also supported in band combination B&A (2 cells in band B and 1 cell in band A).

	Note 6:
If the Multiflow scenario dual-band four cells on three frequencies is supported in band combination A&B (with 3 cells in band A and 1 cell in band B), then it is also supported in band combination B&A (with 3 cells in band B and 1 cell in band A), and in band combination A&B (with 2 cells in band A and 2 cells in band B), and in band combination B&A (with 2 cells in band B and 2 cells in band A).


	Condition
	Explanation

	not_rrc_connectionSetupComplete
	The IE is not needed in the RRC CONNECTION SETUP COMPLETE message. Otherwise the IE is mandatory present.

	not_iRAT_HoInfo
	The IE is not needed in the INTER RAT HANDOVER INFO message. Otherwise, it is optional.

	iRAT_HoInfo
	The IE is optional in the INTER RAT HANDOVER INFO message. Otherwise, the IE is not needed.

	Dual_Cell_HSDPA_supported
	This IE is optionally present if Dual-Cell HSDPA is supported. Otherwise it is not needed.

The IE is not needed in the INTER RAT HANDOVER INFO message. Otherwise, it is optional.

	SupportForHS
	This IE is mandatory present if the UE supports HS-PDSCH, otherwise it is not needed. The IE is not needed in the INTER RAT HANDOVER INFO message.


<Next modification>
10.3.6.129
Multiflow configuration info

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Multiflow cell
	MP
	
	Enumerated(intra-NodeB,inter-NodeB)
	Presence of this IE indicates that Multiflow is configured. 

"intra-NodeB" means that this cell belongs to the same Node B as the serving HS-DSCH cell and should be associated to the same MAC-ehs entity. 

"inter-NodeB" indicates that this is the inter-Node B cell and should be associated with the second MAC-ehs entity.
	REL-11

	Multiflow time reference cell
	OP
	
	Enumerated(TRUE)
	Presence of this IE indicates that this cell is the time reference for the UL HS-DPCCH channel.
	REL-11

	NAICS offloading indication
	OP
	
	Enumerated (TRUE)
	Presence of this IE indicates that NAICS offloading is configured.
FDD only
	REL-13


<Next modification>
11.2
PDU definitions

--**************************************************************

--

-- TABULAR: The message type and integrity check info are not

-- visible in this module as they are defined in the class module. 

-- Also, all FDD/TDD specific choices have the FDD option first 

-- and TDD second, just for consistency.

--

--**************************************************************

PDU-definitions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

--**************************************************************

--

-- IE parameter types from other modules

--

--**************************************************************

IMPORTS

-- Core Network IEs :


CN-DomainIdentity,


CN-InformationInfo,


CN-InformationInfo-r6,


CN-InformationInfoFull,

DomainSpecificAccessRestrictionParam-v670ext,


NAS-Message,


PagingRecordTypeID,

PagingPermissionWithAccessControlParameters,


PLMN-Identity,

-- UTRAN Mobility IEs :


CellIdentity,


CellIdentity-PerRL-List,


DedicatedPriorityInformation,


DedicatedPriorityInformation-r11,

DedicatedWLANOffloadInformation,

URA-Identity,

-- User Equipment IEs :

AccessGroupIdentity,

AccessStratumReleaseIndicator,


ActivationTime,


C-RNTI,


CapabilityUpdateRequirement,


CapabilityUpdateRequirement-r4,


CapabilityUpdateRequirement-r4-ext,


CapabilityUpdateRequirement-r5,


CapabilityUpdateRequirement-v770ext,


CapabilityUpdateRequirement-v860ext,

CapabilityUpdateRequirement-vaj0ext,

CapabilityUpdateRequirement-r7,


CapabilityUpdateRequirement-r8,

CapabilityUpdateRequirement-r12,

CellUpdateCause,


CellUpdateCause-ext,


CipheringAlgorithm,


CipheringAlgorithm-r7,


CipheringModeInfo,


CipheringModeInfo-r7,


DelayRestrictionFlag,


DL-PhysChCapabilityFDD-v380ext,


DSCH-RNTI,


E-RNTI,


EstablishmentCause,


ExtendedWaitTime,


FailureCauseWithProtErr,


FailureCauseWithProtErrTrId,


FrequencyBandsIndicatorSupport,


GroupReleaseInformation,


H-RNTI,


High-MobilityDetected,

InitialUE-Identity,


IntegrityProtActivationInfo,


IntegrityProtectionModeInfo,


IntegrityProtectionModeInfo-r7,


N-308,


PagingCause,


PagingRecordList,


PagingRecord2List-r5,


PDCP-Capability-r4-ext,


PDCP-Capability-v770ext,

Pre-RedirectionInfo,


ProtocolErrorIndicator,


ProtocolErrorIndicatorWithMoreInfo,


RadioFrequencyBandTDDList,


Rb-timer-indicator,


RedirectionInfo,


RedirectionInfo-r6,


RedirectionInfo-v860ext,


RejectionCause,


ReleaseCause,


RF-CapabBandListFDDComp-ext2,


RF-CapabilityComp,


RRC-StateIndicator,


RRC-TransactionIdentifier,


RSR-VCC-Info,


SecurityCapability,


SR-VCC-Info,


SR-VCC-SecurityRABInfo-v860ext,


START-Value,


STARTList,


SystemSpecificCapUpdateReq-v590ext,


U-RNTI,


U-RNTI-Short,


UESpecificBehaviourInformation1idle,


UESpecificBehaviourInformation1interRAT,


UE-CapabilityContainer-IEs,


UE-ConnTimersAndConstants,


UE-ConnTimersAndConstants-v3a0ext,


UE-ConnTimersAndConstants-v860ext,


UE-ConnTimersAndConstants-r5,


UE-ConnTimersAndConstants-r11,


UE-HSPA-Identities-r6,

UE-RadioAccessCapabBandFDDList2,


UE-RadioAccessCapabBandFDDList-ext,


UE-RadioAccessCapabBand-va40ext,

UE-RadioAccessCapability,


UE-RadioAccessCapability-v370ext,


UE-RadioAccessCapability-v380ext,


UE-RadioAccessCapability-v3a0ext,


UE-RadioAccessCapability-v3g0ext,

UE-RadioAccessCapability-v4b0ext,

UE-RadioAccessCapability-v590ext,

UE-RadioAccessCapability-v5c0ext,

UE-RadioAccessCapability-v650ext,


UE-RadioAccessCapability-v680ext,


UE-RadioAccessCapability-v7e0ext,

UE-RadioAccessCapability-v7f0ext,


UE-RadioAccessCapability-v860ext,


UE-RadioAccessCapability-v880ext,


UE-RadioAccessCapability-v890ext,


UE-RadioAccessCapability-v920ext,


UE-RadioAccessCapability-va40ext,


UE-RadioAccessCapability-va80ext,


UE-RadioAccessCapability-va60ext,

UE-RadioAccessCapability-vb50ext,


UE-RadioAccessCapability-vb70ext,


UE-RadioAccessCapability-vbc0ext,


UE-RadioAccessCapabilityComp,


UE-RadioAccessCapabilityComp-ext,

UE-RadioAccessCapabilityComp-v770ext,

UE-RadioAccessCapabilityComp2,

UE-RadioAccessCapabilityComp2-v770ext,


UE-RadioAccessCapabilityComp2-v7f0ext,


UE-RadioAccessCapabilityComp2-v860ext,


UE-RadioAccessCapabilityComp2-v920ext,


UE-RadioAccessCapabilityComp2-va40ext, 


UE-RadioAccessCapabilityComp2-vb50ext,

UE-RadioAccessCapabilityComp2-vc50ext,

UE-RadioAccessCapabilityComp-TDD128,


UE-RadioAccessCapabilityInfo-v770ext,


UE-RadioAccessCapabilityInfo-TDD128-v8b0ext,

UE-RadioAccessCapabilityInfo-TDD128-vb50ext,


UE-SecurityInformation,


UE-SecurityInformation2,

UE-SpecificCapabilityInformation-LCRTDD,

URA-UpdateCause,


UTRAN-DRX-CycleLengthCoefficient,


UTRAN-DRX-CycleLengthCoefficient-r7,


WaitTime,

-- Radio Bearer IEs :


DefaultConfigIdentity,


DefaultConfigIdentity-r4,


DefaultConfigIdentity-r5,


DefaultConfigIdentity-r6,


DefaultConfigForCellFACH,


DefaultConfigMode,


DL-CounterSynchronisationInfo,


DL-CounterSynchronisationInfo-r5,


PDCP-ROHC-TargetMode,


PredefinedConfigIdentity,


PredefinedConfigStatusList,


PredefinedConfigStatusListComp,


PredefinedConfigSetWithDifferentValueTag,


RAB-Info,


RAB-Info-r6,


RAB-Info-r7,

RAB-Info-Post,


RAB-InformationList,


RAB-InformationList-r6,


RAB-InformationReconfigList,


RAB-InformationReconfigList-r8,


RAB-InformationMBMSPtpList,


RAB-InformationSetup-r7,


RAB-InformationSetup-r8,


RAB-InformationSetup-v820ext,

RAB-InformationSetup-r11,


RAB-InformationSetupList,


RAB-InformationSetupList-r4,


RAB-InformationSetupList-r5,


RAB-InformationSetupList-r6-ext,

RAB-InformationSetupList-r6,


RAB-InformationSetupList-v6b0ext,

RAB-InformationSetupList-r7,


RAB-InformationSetupList-r8,


RAB-InformationSetupList-v820ext,


RAB-InformationSetupList-r11,


RB-ActivationTimeInfoList,


RB-COUNT-C-InformationList,


RB-COUNT-C-MSB-InformationList,


RB-IdentityList,


RB-InformationAffectedList,


RB-InformationAffectedList-r5,


RB-InformationAffectedList-r6,


RB-InformationAffectedList-r7,


RB-InformationAffectedList-r8,


RB-InformationChangedList-r6,


RB-InformationReconfigList,


RB-InformationReconfigList-r4,


RB-InformationReconfigList-r5,


RB-InformationReconfigList-r6,


RB-InformationReconfigList-r7,


RB-InformationReconfigList-r8,


RB-InformationReconfigList-r11,


RB-InformationReleaseList,


RB-PDCPContextRelocationList,

SRB-InformationSetupList,


SRB-InformationSetupList-r5,


SRB-InformationSetupList-r6,


SRB-InformationSetupList-r7,


SRB-InformationSetupList-r8,


SRB-InformationSetupList-r11,


SRB-InformationSetupList2,


SRB-InformationSetupList2-r6,


SRB-InformationSetupList2-r7,


SRB-InformationSetupList2-r8,


UL-AMR-Rate,


UL-CounterSynchronisationInfo,

-- Transport Channel IEs:


CPCH-SetID,


DL-AddReconfTransChInfo2List,


DL-AddReconfTransChInfoList,


DL-AddReconfTransChInfoList-r4,


DL-AddReconfTransChInfoList-r5,


DL-AddReconfTransChInfoList-r7,


DL-AddReconfTransChInfoList-r9,


DL-AddReconfTransChInfoList-TDD128-v9c0ext,


DL-AddReconfTransChInfoList-r11,


DL-CommonTransChInfo,


DL-CommonTransChInfo-r4,


DL-DeletedTransChInfoList,


DL-DeletedTransChInfoList-r5,


DL-DeletedTransChInfoList-r7,


DRAC-StaticInformationList,


HARQ-Info-r7,


HARQ-Info-r11,


PowerOffsetInfoShort,

TFC-Subset,


TFCS-Identity,


UL-AddReconfTransChInfoList,


UL-AddReconfTransChInfoList-r6,


UL-AddReconfTransChInfoList-r7,


UL-AddReconfTransChInfoList-r8,


UL-CommonTransChInfo,


UL-CommonTransChInfo-r4,


UL-CommonTransChInfo-r12,


UL-DeletedTransChInfoList,


UL-DeletedTransChInfoList-r6,

-- Physical Channel IEs :


AdditionalDLSecCellInfoListFDD,


AdditionalDLSecCellInfoListFDD-r11,

AdditionalDLSecCellInfoListFDD-r13,

AdditionalDLSecCellInfoListFDD2,

AdditionalDLSecCellInfoListFDD2-r13,

AdditionalDLSecCellInfoHandoverToUtranListFDD,


Alpha,


BEACON-PL-Est,


CCTrCH-PowerControlInfo,


CCTrCH-PowerControlInfo-r4,

CCTrCH-PowerControlInfo-r5,

CCTrCH-PowerControlInfo-r7,


CommonERGCHInfoFDD,


ConstantValue,


ConstantValueTdd,


ControlChannelDRXInfo-TDD128-r8,


CPCH-SetInfo,


DCH-Enhancements-Info-FDD,


DHS-Sync,


DL-CommonInformation,


DL-CommonInformation-r4,


DL-CommonInformation-r5,

DL-CommonInformation-r6,


DL-CommonInformation-r7,


DL-CommonInformation-r8,


DL-CommonInformation-r10,


DL-CommonInformation-r11,


DL-CommonInformation-r12,


DL-CommonInformationPost,


DL-HSPDSCH-Information,


DL-HSPDSCH-Information-r6,

DL-HSPDSCH-Information-r7,


DL-HSPDSCH-Information-r8,


DL-HSPDSCH-Information-r8-ext,


DL-HSPDSCH-Information-r9,


DL-HSPDSCH-Information-r8-ext2,


DL-HSPDSCH-Information-r11,

DL-HSPDSCH-Information-r12,


DL-HSPDSCH-MultiCarrier-Information,


DL-InformationPerRL-List,


DL-InformationPerRL-List-r4,


DL-InformationPerRL-List-r5,

DL-InformationPerRL-List-r5bis,

DL-InformationPerRL-List-r6, 


DL-InformationPerRL-List-r7,


DL-InformationPerRL-List-r8,


DL-InformationPerRL-List-v6b0ext,

DL-InformationPerRL-List-r11,

DL-InformationPerRL-List-r12,


DL-InformationPerRL-ListPostFDD,


DL-InformationPerRL-PostTDD,


DL-InformationPerRL-PostTDD-LCR-r4,

DL-MultiCarrier-Information,


DL-PDSCH-Information,


DL-SecondaryCellInfoFDD,


DL-SecondaryCellInfoFDD-v890ext,


DL-SecondaryCellInfoFDD-r9,


DL-SecondaryCellInfoFDD-r10,


DL-SecondaryCellInfoFDD-r11,

DL-SecondaryCellInfoFDD-r13,

DL-SecondaryCellInfoFDD-HandoverToUtran,

DL-TPC-PowerOffsetPerRL-List,


DLUL-HSPA-Information-r8,


DLUL-HSPA-Information-r9,


DLUL-HSPA-Information-r10,


DPC-Mode,

DPCCH2InfoFDD,

DPCH-CompressedModeStatusInfo,


DPCH-CompressedModeStatusInfo-r10,


DTX-DRX-TimingInfo-r7,


DTX-DRX-Info-r7,


DTX-DRX-Info-r12,


DynamicPersistenceLevel,


E-DCH-ReconfigurationInfo,


E-DCH-ReconfigurationInfo-SecULFrequency,


E-DCH-ReconfigurationInfo-r7,


E-DCH-ReconfigurationInfo-r11,


E-DCH-RL-InfoSameServingCell,


E-TFC-Boost-Info-r7,

E-DPDCH-PowerInterpolation,

EUTRA-TargetFreqInfoList-vb50ext,


EXT-UL-TimingAdvance,


Feedback-cycle-r7,

FilteredUEPowerHeadroomReportInfo,

FrequencyInfo,


FrequencyInfoFDD,


FrequencyInfoTDD,


F-TPICH-ReconfigurationInfo,


HARQ-Preamble-Mode,

HS-DSCH-TBSizeTable,


HS-SCCH-LessInfo-r7,


HS-SICH-Power-Control-Info-TDD384,

HS-SICH-Power-Control-Info-TDD768,


MaxAllowedUL-TX-Power,


MIMO-Parameters-r7,


MIMO-Parameters-v7f0ext,


MIMO-Parameters-v7g0ext,


MIMO-Parameters-r8,


MIMO-Parameters-r9,


MIMO4x4-Parameters,


Multi-frequencyInfo-LCR-r7,


MU-MIMO-Info-TDD128,

Non-rectResAllocInd-TDD128,


Non-rectResSpecTSset-TDD128,

OpenLoopPowerControl-IPDL-TDD-r4,


PDSCH-CapacityAllocationInfo,


PDSCH-CapacityAllocationInfo-r4,

PDSCH-CapacityAllocationInfo-r7,


PDSCH-Identity,


PrimaryCPICH-Info,


PrimaryCCPCH-TX-Power,


PUSCH-CapacityAllocationInfo,


PUSCH-CapacityAllocationInfo-r4, 


PUSCH-CapacityAllocationInfo-r7,


PUSCH-Identity,


PUSCH-SysInfoList-HCR-r5,


PDSCH-SysInfoList-HCR-r5,


RL-AdditionInformationList,


RL-AdditionInformationList-r6,


RL-AdditionInformation-list-v6b0ext,


RL-AdditionInformationList-r7,


RL-AdditionInformationList-r8,


RL-AdditionInformationList-v890ext,


RL-AdditionInformationList-r9,


RL-AdditionInformationList-v950ext,


RL-AdditionInformationList-r10,


RL-AdditionInformationList-vb50ext,

RL-AdditionInformationList-r11,

RL-AdditionInformationList-r12,

RL-AdditionInformationList-r13,

RL-AdditionInformationList-SecULFreq,

RL-AdditionInformationList-SecULFreq-r12,

RL-RemovalInformationList,


RL-RemovalInformationList-SecULFreq,


SecondaryCellMIMOparametersFDD-v950ext,


Serving-HSDSCH-CellInformation,


Serving-HSDSCH-CellInformation-r7,


Serving-HSDSCH-CellInformation-r8,


Serving-HSDSCH-CellInformation-r9,


Serving-HSDSCH-CellInformation-r11,


Serving-HSDSCH-CellInformation-r12,


ServingCellChangeParameters,

ServingCellChangeParameters-r12,

SpecialBurstScheduling,


SPS-Information-TDD128-r8,


SSDT-Information,


SSDT-Information-r4,

SSDT-UL,


StandaloneMidambleInfo-TDD128,


TFC-ControlDuration,


TimeslotList,


TimeslotList-r4,


TimingMaintainedSynchInd,

TX-DiversityMode,


UL-16QAM-Config,


UL-64QAM-Config,


UL-ChannelRequirement,


UL-ChannelRequirement-r4,


UL-ChannelRequirement-r5,

UL-ChannelRequirementWithCPCH-SetID,


UL-ChannelRequirementWithCPCH-SetID-r4,


UL-ChannelRequirementWithCPCH-SetID-r5,


UL-CLTD-InfoFDD,


UL-MIMO-InfoFDD,


UL-DPCH-Info,


UL-DPCH-Info-r4, 


UL-DPCH-Info-r5,


UL-DPCH-Info-r6,


UL-DPCH-Info-r7,

UL-DPCH-Info-r11,


UL-DPCH-InfoPostFDD,


UL-DPCH-InfoPostTDD,


UL-DPCH-InfoPostTDD-LCR-r4,


UL-EDCH-Information-ext,

UL-EDCH-Information-r6,


UL-EDCH-Information-r7,


UL-EDCH-Information-r8,


UL-EDCH-Information-r9,


UL-EDCH-Information-r11,


UL-MulticarrierEDCHInfo-TDD128,


UL-OLTD-InfoFDD,

UL-OtherTTIConfiguration-Information,

UL-SecondaryCellInfoFDD,

UL-SecondaryCellInfoFDD-r12,

UL-SynchronisationParameters-r4,


UL-TimingAdvance,


UL-TimingAdvanceControl,


UL-TimingAdvanceControl-r4,


UL-TimingAdvanceControl-r7,

UpPCHposition-LCR,

/*partially omitted */
ActiveSetUpdate ::= CHOICE {


r3







SEQUENCE {



activeSetUpdate-r3



ActiveSetUpdate-r3-IEs,



laterNonCriticalExtensions

SEQUENCE {




-- Container for additional R99 extensions




activeSetUpdate-r3-add-ext

BIT STRING

OPTIONAL,




v4b0NonCriticalExtensions

SEQUENCE {





activeSetUpdate-v4b0ext

ActiveSetUpdate-v4b0ext-IEs,





v590NonCriticalExtensions

SEQUENCE {






activeSetUpdate-v590ext


ActiveSetUpdate-v590ext-IEs,






v690NonCriticalExtensions

SEQUENCE {







activeSetUpdate-v690ext


ActiveSetUpdate-v690ext-IEs,







nonCriticalExtensions


SEQUENCE {} OPTIONAL






}
OPTIONAL





}
OPTIONAL




} OPTIONAL



} OPTIONAL


},


later-than-r3




SEQUENCE {



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



CHOICE {




r6







SEQUENCE {





activeSetUpdate-r6



ActiveSetUpdate-r6-IEs,





activeSetUpdate-r6-add-ext

BIT STRING

OPTIONAL,





v6b0NonCriticalExtensions

SEQUENCE {






activeSetUpdate-v6b0ext


ActiveSetUpdate-v6b0ext-IEs,






nonCriticalExtensions


SEQUENCE {}

OPTIONAL





}
OPTIONAL




},




criticalExtensions



CHOICE {





r7







SEQUENCE {






activeSetUpdate-r7



ActiveSetUpdate-r7-IEs,






activeSetUpdate-r7-add-ext

BIT STRING

OPTIONAL,






v780NonCriticalExtensions

SEQUENCE {







activeSetUpdate-v780ext


ActiveSetUpdate-v780ext-IEs,







v7f0NonCriticalExtensions
SEQUENCE {








activeSetUdpate-v7f0ext

ActiveSetUpdate-v7f0ext-IEs,








v7g0NonCriticalExtensions
SEQUENCE {









activeSetUdpate-v7g0ext

ActiveSetUpdate-v7g0ext-IEs,









nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}
OPTIONAL







}
OPTIONAL






}
OPTIONAL





},





criticalExtensions



CHOICE {






r8







SEQUENCE {







activeSetUpdate-r8



ActiveSetUpdate-r8-IEs,







-- Container for adding non critical extensions after freezing REL-9







activeSetUpdate-r8-add-ext

BIT STRING

OPTIONAL,







v890NonCriticalExtensions

SEQUENCE {








activeSetUpdate-v890ext


ActiveSetUpdate-v890ext-IEs,








v7g0NonCriticalExtensions

SEQUENCE {









activeSetUpdate-v7g0ext


ActiveSetUpdate-v7g0ext-IEs,









nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}
OPTIONAL







}
OPTIONAL






},






criticalExtensions



CHOICE {







r9







SEQUENCE {








activeSetUpdate-r9



ActiveSetUpdate-r9-IEs,








-- Container for adding non critical extensions after freezing REL-10








activeSetUpdate-r9-add-ext

BIT STRING

OPTIONAL,








v950NonCriticalExtensions

SEQUENCE {









activeSetUpdate-v950ext


ActiveSetUpdate-v950ext-IEs,









nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}
OPTIONAL







},






criticalExtensions



CHOICE {








r10







SEQUENCE {









activeSetUpdate-r10



ActiveSetUpdate-r10-IEs,









-- Container for adding non critical extensions after freezing 









-- REL-11









activeSetUpdate-r10-add-ext

BIT STRING

OPTIONAL,









vb50NonCriticalExtensions

SEQUENCE {










activeSetUpdate-vb50ext


ActiveSetUpdate-vb50ext-IEs,









nonCriticalExtensions


SEQUENCE {}

OPTIONAL









}
OPTIONAL







},








criticalExtensions



CHOICE {









r11







SEQUENCE {










activeSetUpdate-r11



ActiveSetUpdate-r11-IEs,










-- Container for adding non critical extensions after freezing 










-- REL-12










activeSetUpdate-r11-add-ext

BIT STRING

OPTIONAL,










nonCriticalExtensions


SEQUENCE {}

OPTIONAL









}, 








criticalExtensions



CHOICE {










r12







SEQUENCE {











activeSetUpdate-r12



ActiveSetUpdate-r12-IEs,











-- Container for adding non critical extensions after freezing 











-- REL-13










activeSetUpdate-r12-add-ext

BIT STRING

OPTIONAL,











nonCriticalExtensions


SEQUENCE {}

OPTIONAL










},









criticalExtensions



CHOICE {











r13







SEQUENCE {












activeSetUpdate-r13



ActiveSetUpdate-r13-IEs,












-- Container for adding non critical extensions after freezing 












-- REL-14











activeSetUpdate-r13-add-ext

BIT STRING

OPTIONAL,












nonCriticalExtensions


SEQUENCE {}

OPTIONAL











},










criticalExtensions



SEQUENCE {}









}








}







}







}






}





}




}



}

}

}

<Next modification>
ActiveSetUpdate-r12-IEs ::= SEQUENCE {


-- User equipment IEs



activationTime





ActivationTime





OPTIONAL,



newU-RNTI






U-RNTI







OPTIONAL,



newH-RNTI






H-RNTI







OPTIONAL,



newPrimary-E-RNTI




E-RNTI







OPTIONAL,



newSecondary-E-RNTI




E-RNTI







OPTIONAL,


-- Core network IEs



cn-InformationInfo




CN-InformationInfo-r6



OPTIONAL,


-- Physical channel IEs



dtx-drx-TimingInfo




DTX-DRX-TimingInfo-r7



OPTIONAL,



dtx-drx-Info





DTX-DRX-Info-r12




OPTIONAL,



hs-scch-LessInfo




HS-SCCH-LessInfo-r7




OPTIONAL,



mimoParameters





MIMO-Parameters-r9




OPTIONAL,



mimo4x4Parameters




MIMO4x4-Parameters




OPTIONAL,



dch-Enhancements-Info-FDD


DCH-Enhancements-Info-FDD


OPTIONAL,


maxAllowedUL-TX-Power



MaxAllowedUL-TX-Power



OPTIONAL,



ul-SecondaryCellInfoFDD


UL-SecondaryCellInfoFDD-r12


OPTIONAL,



e-dch-ReconfigurationInfo-SecULFrequency











E-DCH-ReconfigurationInfo-SecULFrequency
OPTIONAL,



ul-CLTD-InfoFDD





UL-CLTD-InfoFDD





OPTIONAL,



f-tpich-ReconfigurationInfo


F-TPICH-ReconfigurationInfo


OPTIONAL,



ul-OLTD-InfoFDD





UL-OLTD-InfoFDD





OPTIONAL,



rl-AdditionInformationList


RL-AdditionInformationList-r12

OPTIONAL,



rl-AdditionInformationList-SecULFreq 










RL-AdditionInformationList-SecULFreq-r12

OPTIONAL,



servingCellChangeParameters


ServingCellChangeParameters-r12


OPTIONAL,



rl-RemovalInformationList


RL-RemovalInformationList


OPTIONAL,



rl-RemovalInformationList-SecULFreq 










RL-RemovalInformationList-SecULFreq


OPTIONAL,



tx-DiversityMode




TX-DiversityMode




OPTIONAL,



dpc-Mode






DPC-Mode






OPTIONAL,



serving-HSDSCH-CellInformation

Serving-HSDSCH-CellInformation-r12
OPTIONAL,



e-dch-ReconfigurationInfo


E-DCH-ReconfigurationInfo-r11

OPTIONAL,



ul-16QAM-Config





UL-16QAM-Config





OPTIONAL,



ul-64QAM-Config





UL-64QAM-Config





OPTIONAL,



ul-MIMO-InfoFDD





UL-MIMO-InfoFDD





OPTIONAL,



e-dch-ReconfInfoSameCell


E-DCH-RL-InfoSameServingCell

OPTIONAL,



e-TFC-Boost-Info




E-TFC-Boost-Info-r7




OPTIONAL,



e-DPDCH-PowerInterpolation


E-DPDCH-PowerInterpolation


OPTIONAL,



dl-SecondaryCellInfoFDD



DL-SecondaryCellInfoFDD-r11

OPTIONAL,



additionalDLSecCellInfoListFDD

AdditionalDLSecCellInfoListFDD-r11
OPTIONAL,



additionalDLSecCellInfoListFDD2

AdditionalDLSecCellInfoListFDD2

OPTIONAL,



dPCCH2InfoFDD





DPCCH2InfoFDD





OPTIONAL
}

ActiveSetUpdate-r13-IEs ::= SEQUENCE {


-- User equipment IEs



activationTime





ActivationTime





OPTIONAL,



newU-RNTI






U-RNTI







OPTIONAL,



newH-RNTI






H-RNTI







OPTIONAL,



newPrimary-E-RNTI




E-RNTI







OPTIONAL,



newSecondary-E-RNTI




E-RNTI







OPTIONAL,


-- Core network IEs



cn-InformationInfo




CN-InformationInfo-r6



OPTIONAL,


-- Physical channel IEs



dtx-drx-TimingInfo




DTX-DRX-TimingInfo-r7



OPTIONAL,



dtx-drx-Info





DTX-DRX-Info-r12




OPTIONAL,



hs-scch-LessInfo




HS-SCCH-LessInfo-r7




OPTIONAL,



mimoParameters





MIMO-Parameters-r9




OPTIONAL,



mimo4x4Parameters




MIMO4x4-Parameters




OPTIONAL,



dch-Enhancements-Info-FDD


DCH-Enhancements-Info-FDD


OPTIONAL,


maxAllowedUL-TX-Power



MaxAllowedUL-TX-Power



OPTIONAL,



ul-SecondaryCellInfoFDD


UL-SecondaryCellInfoFDD-r12



OPTIONAL,



e-dch-ReconfigurationInfo-SecULFrequency











E-DCH-ReconfigurationInfo-SecULFrequency

OPTIONAL,



ul-CLTD-InfoFDD





UL-CLTD-InfoFDD





OPTIONAL,



f-tpich-ReconfigurationInfo


F-TPICH-ReconfigurationInfo


OPTIONAL,



ul-OLTD-InfoFDD





UL-OLTD-InfoFDD





OPTIONAL,



rl-AdditionInformationList


RL-AdditionInformationList-r13

OPTIONAL,



rl-AdditionInformationList-SecULFreq 










RL-AdditionInformationList-SecULFreq-r12

OPTIONAL,



servingCellChangeParameters


ServingCellChangeParameters-r12

OPTIONAL,



rl-RemovalInformationList


RL-RemovalInformationList


OPTIONAL,



rl-RemovalInformationList-SecULFreq 










RL-RemovalInformationList-SecULFreq


OPTIONAL,



tx-DiversityMode




TX-DiversityMode




OPTIONAL,



dpc-Mode






DPC-Mode






OPTIONAL,



serving-HSDSCH-CellInformation

Serving-HSDSCH-CellInformation-r12
OPTIONAL,



e-dch-ReconfigurationInfo


E-DCH-ReconfigurationInfo-r11

OPTIONAL,



ul-16QAM-Config





UL-16QAM-Config





OPTIONAL,



ul-64QAM-Config





UL-64QAM-Config





OPTIONAL,



ul-MIMO-InfoFDD





UL-MIMO-InfoFDD





OPTIONAL,



e-dch-ReconfInfoSameCell


E-DCH-RL-InfoSameServingCell


OPTIONAL,



e-TFC-Boost-Info




E-TFC-Boost-Info-r7




OPTIONAL,



e-DPDCH-PowerInterpolation


E-DPDCH-PowerInterpolation


OPTIONAL,



dl-SecondaryCellInfoFDD



DL-SecondaryCellInfoFDD-r13


OPTIONAL,



additionalDLSecCellInfoListFDD

AdditionalDLSecCellInfoListFDD-r13
OPTIONAL,



additionalDLSecCellInfoListFDD2

AdditionalDLSecCellInfoListFDD2-r13
OPTIONAL,



dPCCH2InfoFDD





DPCCH2InfoFDD





OPTIONAL
}

<Next modification>

CellUpdateConfirm ::= CHOICE {


r3







SEQUENCE {



cellUpdateConfirm-r3


CellUpdateConfirm-r3-IEs,



v3a0NonCriticalExtensions

SEQUENCE {




cellUpdateConfirm-v3a0ext

CellUpdateConfirm-v3a0ext,




laterNonCriticalExtensions

SEQUENCE {





-- Container for additional R99 extensions





cellUpdateConfirm-r3-add-ext
BIT STRING
OPTIONAL,





v4b0NonCriticalExtensions

SEQUENCE {






cellUpdateConfirm-v4b0ext

CellUpdateConfirm-v4b0ext-IEs,






v590NonCriticalExtenstions

SEQUENCE {







cellUpdateConfirm-v590ext

CellUpdateConfirm-v590ext-IEs,







v5d0NonCriticalExtenstions

SEQUENCE {








cellUpdateConfirm-v5d0ext

CellUpdateConfirm-v5d0ext-IEs,








v690NonCriticalExtensions

SEQUENCE {









cellUpdateConfirm-v690ext

CellUpdateConfirm-v690ext-IEs,









nonCriticalExtensions


SEQUENCE {} OPTIONAL








}

OPTIONAL







}

OPTIONAL






}

OPTIONAL





}

OPTIONAL




}

OPTIONAL



}

OPTIONAL


},


later-than-r3




SEQUENCE {



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



CHOICE {




r4







SEQUENCE {





cellUpdateConfirm-r4


CellUpdateConfirm-r4-IEs,





v4d0NonCriticalExtensions

SEQUENCE {






-- Container for adding non critical extensions after freezing REL-5






cellUpdateConfirm-r4-add-ext
BIT STRING

OPTIONAL,






v590NonCriticalExtenstions

SEQUENCE {







cellUpdateConfirm-v590ext

CellUpdateConfirm-v590ext-IEs,







v5d0NonCriticalExtenstions

SEQUENCE {








cellUpdateConfirm-v5d0ext

CellUpdateConfirm-v5d0ext-IEs,








v690NonCriticalExtensions

SEQUENCE {









cellUpdateConfirm-v690ext

CellUpdateConfirm-v690ext-IEs,









nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}
OPTIONAL







}
OPTIONAL






}
OPTIONAL





}
OPTIONAL




},




criticalExtensions



CHOICE {





r5







SEQUENCE {






cellUpdateConfirm-r5


CellUpdateConfirm-r5-IEs,






-- Container for adding non critical extensions after freezing REL-6






cellUpdateConfirm-r5-add-ext
BIT STRING

OPTIONAL,






v5d0NonCriticalExtenstions

SEQUENCE {







cellUpdateConfirm-v5d0ext

CellUpdateConfirm-v5d0ext-IEs,







v690NonCriticalExtensions

SEQUENCE {








cellUpdateConfirm-v690ext

CellUpdateConfirm-v690ext-IEs,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL






}
OPTIONAL





},





criticalExtensions



CHOICE {






r6







SEQUENCE {







cellUpdateConfirm-r6


CellUpdateConfirm-r6-IEs,







-- Container for adding non critical extensions after freezing REL-7







cellUpdateConfirm-r6-add-ext
BIT STRING

OPTIONAL,







v6b0NonCriticalExtensions

SEQUENCE {








cellUpdateConfirm-v6b0ext

CellUpdateConfirm-v6b0ext-IEs,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL






},






criticalExtensions



CHOICE {







r7







SEQUENCE {








cellUpdateConfirm-r7


CellUpdateConfirm-r7-IEs,








-- Container for adding non critical extensions after freezing REL-8








cellUpdateConfirm-r7-add-ext
BIT STRING











(CONTAINING CellUpdateConfirm-r7-add-ext-IEs)
OPTIONAL,







v780NonCriticalExtensions

SEQUENCE {









cellUpdateConfirm-v780ext

CellUpdateConfirm-v780ext-IEs,









v860NonCriticalExtensions

SEQUENCE {










cellUpdateConfirm-v860ext

CellUpdateConfirm-v860ext-IEs,










nonCriticalExtensions


SEQUENCE {}

OPTIONAL









}
OPTIONAL








}
OPTIONAL







},







criticalExtensions



CHOICE {








r8







SEQUENCE {









cellUpdateConfirm-r8


CellUpdateConfirm-r8-IEs,









-- Container for adding non critical extensions after freezing REL-9









cellUpdateConfirm-r8-add-ext
BIT STRING

OPTIONAL,









v7d0NonCriticalExtensions

SEQUENCE {










cellUpdateConfirm-v7d0ext

CellUpdateConfirm-v7d0ext-IEs,










v7f0NonCriticalExtensions

SEQUENCE {











cellUpdateConfirm-v7f0ext
CellUpdateConfirm-v7f0ext-IEs,











v890NonCriticalExtensions

SEQUENCE {












cellUpdateConfirm-v890ext
















CellUpdateConfirm-v890ext-IEs,












v7g0NonCriticalExtensions

SEQUENCE {













cellUpdateConfirm-v7g0ext
















CellUpdateConfirm-v7g0ext-IEs,













v8a0NonCriticalExtensions

SEQUENCE {














cellUpdateConfirm-v8a0ext

















CellUpdateConfirm-v8a0ext-IEs,














nonCriticalExtensions


SEQUENCE {}

OPTIONAL












}
OPTIONAL












}
OPTIONAL











}
OPTIONAL










}
OPTIONAL









}
OPTIONAL







},








criticalExtensions



CHOICE {









r9







SEQUENCE {










cellUpdateConfirm-r9


CellUpdateConfirm-r9-IEs,










-- Container for adding non critical extensions after 










-- freezing REL-10










cellUpdateConfirm-r9-add-ext
BIT STRING

OPTIONAL,










v950NonCriticalExtensions

SEQUENCE {











cellUpdateConfirm-v950ext

CellUpdateConfirm-v950ext-IEs,











v9c0NonCriticalExtensions

SEQUENCE {












cellUpdateConfirm-v9c0ext

CellUpdateConfirm-v9c0ext-IEs,












nonCriticalExtensions


SEQUENCE {}

OPTIONAL











}
OPTIONAL










}
OPTIONAL









},









criticalExtensions



CHOICE {










r10







SEQUENCE {











cellUpdateConfirm-r10


CellUpdateConfirm-r10-IEs,











-- Container for adding non critical extensions after 











-- freezing REL-11











cellUpdateConfirm-r10-add-ext
BIT STRING

OPTIONAL,











v9c0NonCriticalExtensions

SEQUENCE {












cellUpdateConfirm-v9c0ext

CellUpdateConfirm-v9c0ext-IEs,












vb50NonCriticalExtensions

SEQUENCE {













cellUpdateConfirm-vb50ext


















CellUpdateConfirm-vb50ext-IEs,













nonCriticalExtensions

SEQUENCE {}

OPTIONAL












}
OPTIONAL











}
OPTIONAL










},










criticalExtensions



CHOICE {











r11







SEQUENCE {












cellUpdateConfirm-r11


CellUpdateConfirm-r11-IEs,












-- Container for adding non critical extensions after 












-- freezing REL-12












cellUpdateConfirm-r11-add-ext





















BIT STRING
OPTIONAL,












nonCriticalExtensions


SEQUENCE {}

OPTIONAL










},










criticalExtensions



CHOICE {












r12







SEQUENCE {













cellUpdateConfirm-r12
CellUpdateConfirm-r12-IEs,













-- Container for adding non critical extensions 













-- after freezing REL-13













cellUpdateConfirm-r12-add-ext





















BIT STRING
OPTIONAL,













nonCriticalExtensions

SEQUENCE {}

OPTIONAL












},











criticalExtensions



CHOICE {













r13







SEQUENCE {














cellUpdateConfirm-r13
CellUpdateConfirm-r13-IEs,














-- Container for adding non critical extensions 














-- after freezing REL-14













cellUpdateConfirm-r13-add-ext





















BIT STRING
OPTIONAL,














nonCriticalExtensions

SEQUENCE {}

OPTIONAL













},












criticalExtensions



SEQUENCE {}











}










}










}









}








}







}






}





}




}



}


}

}

<Next modification>
CellUpdateConfirm-r12-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo-r7

OPTIONAL,



cipheringModeInfo



CipheringModeInfo-r7



OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE "new-DSCH-RNTI" should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient-r7
OPTIONAL,



waitTime





WaitTime






OPTIONAL,



rlc-Re-establishIndicatorRb2-3or4

BOOLEAN,



rlc-Re-establishIndicatorRb5orAbove

BOOLEAN,


-- CN information elements



cn-InformationInfo



CN-InformationInfo-r6



OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,



supportForChangeOfUE-Capability
BOOLEAN







OPTIONAL,


-- Specification mode information


-- Radio bearer IEs



rab-InformationSetup


RAB-InformationSetup-r8



OPTIONAL,



rb-InformationReleaseList

RB-InformationReleaseList


OPTIONAL,



rb-InformationReconfigList

RB-InformationReconfigList-r11

OPTIONAL,



rb-InformationAffectedList

RB-InformationAffectedList-r8

OPTIONAL,



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,



pdcp-ROHC-TargetMode


PDCP-ROHC-TargetMode



OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r12



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList-r6

OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r8

OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList-r7

OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r11

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



multi-frequencyInfo



Multi-frequencyInfo-LCR-r7


OPTIONAL,



dtx-drx-TimingInfo



DTX-DRX-TimingInfo-r7



OPTIONAL,



dtx-drx-Info




DTX-DRX-Info-r12





OPTIONAL,



hs-scch-LessInfo



HS-SCCH-LessInfo-r7




OPTIONAL,



mimoParameters




MIMO-Parameters-r9




OPTIONAL,



mimo4x4Parameters



MIMO4x4-Parameters




OPTIONAL,



dch-Enhancements-Info-FDD

DCH-Enhancements-Info-FDD


OPTIONAL,


maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r11




OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r11



OPTIONAL,



ul-SecondaryCellInfoFDD


UL-SecondaryCellInfoFDD-r12


OPTIONAL,



ul-MulticarrierEDCHInfo-TDD128
UL-MulticarrierEDCHInfo-TDD128

OPTIONAL,



ul-CLTD-InfoFDD




UL-CLTD-InfoFDD





OPTIONAL,



ul-OLTD-InfoFDD




UL-OLTD-InfoFDD

OPTIONAL,


ul-OtherTTIConfiguration-Info
UL-OtherTTIConfiguration-Information
OPTIONAL,



filteredUPHReportInfo


FilteredUEPowerHeadroomReportInfo
OPTIONAL,


dl-HSPDSCH-Information


DL-HSPDSCH-Information-r12


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r12


OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r12

OPTIONAL,



dl-SecondaryCellInfoFDD


DL-SecondaryCellInfoFDD-r11


OPTIONAL,



additionalDLSecCellInfoListFDD
AdditionalDLSecCellInfoListFDD-r11
OPTIONAL,



additionalDLSecCellInfoListFDD2
AdditionalDLSecCellInfoListFDD2

OPTIONAL,



commonERGCHInfoFDD



CommonERGCHInfoFDD




OPTIONAL,



controlChannelDRXInfo-TDD128
ControlChannelDRXInfo-TDD128-r8

OPTIONAL,



sps-Information-TDD128


SPS-Information-TDD128-r8


OPTIONAL,



mu-MIMO-Info-TDD128



MU-MIMO-Info-TDD128




OPTIONAL,



nonrectResAllocInd-TDD128

Non-rectResAllocInd-TDD128


OPTIONAL,



nonrectResSpecTSset-TDD128

Non-rectResSpecTSset-TDD128


OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL,


-- Measurement IEs for LCR



cellDCHMeasOccasionInfo-TDD128
CellDCHMeasOccasionInfo-TDD128-r9
OPTIONAL,


-- WLAN IEs


dedicatedWLANOffloadInformation
DedicatedWLANOffloadInformation

OPTIONAL
}
CellUpdateConfirm-r13-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo-r7

OPTIONAL,



cipheringModeInfo



CipheringModeInfo-r7



OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE "new-DSCH-RNTI" should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient-r7
OPTIONAL,



waitTime





WaitTime






OPTIONAL,



rlc-Re-establishIndicatorRb2-3or4

BOOLEAN,



rlc-Re-establishIndicatorRb5orAbove

BOOLEAN,


-- CN information elements



cn-InformationInfo



CN-InformationInfo-r6



OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,



supportForChangeOfUE-Capability
BOOLEAN







OPTIONAL,


-- Specification mode information


-- Radio bearer IEs



rab-InformationSetup


RAB-InformationSetup-r8



OPTIONAL,



rb-InformationReleaseList

RB-InformationReleaseList


OPTIONAL,



rb-InformationReconfigList

RB-InformationReconfigList-r11

OPTIONAL,



rb-InformationAffectedList

RB-InformationAffectedList-r8

OPTIONAL,



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,



pdcp-ROHC-TargetMode


PDCP-ROHC-TargetMode



OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r12



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList-r6

OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r8

OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList-r7

OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r11

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



multi-frequencyInfo



Multi-frequencyInfo-LCR-r7


OPTIONAL,



dtx-drx-TimingInfo



DTX-DRX-TimingInfo-r7



OPTIONAL,



dtx-drx-Info




DTX-DRX-Info-r12





OPTIONAL,



hs-scch-LessInfo



HS-SCCH-LessInfo-r7




OPTIONAL,



mimoParameters




MIMO-Parameters-r9




OPTIONAL,



mimo4x4Parameters



MIMO4x4-Parameters




OPTIONAL,



dch-Enhancements-Info-FDD

DCH-Enhancements-Info-FDD


OPTIONAL,


maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r11




OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r11



OPTIONAL,



ul-SecondaryCellInfoFDD


UL-SecondaryCellInfoFDD-r12


OPTIONAL,



ul-MulticarrierEDCHInfo-TDD128
UL-MulticarrierEDCHInfo-TDD128

OPTIONAL,



ul-CLTD-InfoFDD




UL-CLTD-InfoFDD





OPTIONAL,



ul-OLTD-InfoFDD




UL-OLTD-InfoFDD

OPTIONAL,


ul-OtherTTIConfiguration-Info
UL-OtherTTIConfiguration-Information
OPTIONAL,



filteredUPHReportInfo


FilteredUEPowerHeadroomReportInfo
OPTIONAL,


dl-HSPDSCH-Information


DL-HSPDSCH-Information-r12


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r12


OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r12

OPTIONAL,



dl-SecondaryCellInfoFDD


DL-SecondaryCellInfoFDD-r13


OPTIONAL,



additionalDLSecCellInfoListFDD
AdditionalDLSecCellInfoListFDD-r13
OPTIONAL,



additionalDLSecCellInfoListFDD2
AdditionalDLSecCellInfoListFDD2-r13
OPTIONAL,



commonERGCHInfoFDD



CommonERGCHInfoFDD




OPTIONAL,



controlChannelDRXInfo-TDD128
ControlChannelDRXInfo-TDD128-r8

OPTIONAL,



sps-Information-TDD128


SPS-Information-TDD128-r8


OPTIONAL,



mu-MIMO-Info-TDD128



MU-MIMO-Info-TDD128




OPTIONAL,



nonrectResAllocInd-TDD128

Non-rectResAllocInd-TDD128


OPTIONAL,



nonrectResSpecTSset-TDD128

Non-rectResSpecTSset-TDD128


OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL,


-- Measurement IEs for LCR



cellDCHMeasOccasionInfo-TDD128
CellDCHMeasOccasionInfo-TDD128-r9
OPTIONAL,


-- WLAN IEs


dedicatedWLANOffloadInformation
DedicatedWLANOffloadInformation

OPTIONAL
}
<Next modification>

PhysicalChannelReconfiguration ::= CHOICE {


r3







SEQUENCE {



physicalChannelReconfiguration-r3











PhysicalChannelReconfiguration-r3-IEs,



v3a0NonCriticalExtensions


SEQUENCE {




physicalChannelReconfiguration-v3a0ext

PhysicalChannelReconfiguration-v3a0ext,




laterNonCriticalExtensions

SEQUENCE {





-- Container for additional R99 extensions





physicalChannelReconfiguration-r3-add-ext


BIT STRING

OPTIONAL,





v4b0NonCriticalExtenstions


SEQUENCE {






physicalChannelReconfiguration-v4b0ext













PhysicalChannelReconfiguration-v4b0ext-IEs,






v590NonCriticalExtenstions


SEQUENCE {







physicalChannelReconfiguration-v590ext














PhysicalChannelReconfiguration-v590ext-IEs,







v690NonCriticalExtensions

SEQUENCE {







physicalChannelReconfiguration-v690ext

















PhysicalChannelReconfiguration-v690ext-IEs,







v770NonCriticalExtensions

SEQUENCE {









physicalChannelReconfiguration-v770ext















PhysicalChannelReconfiguration-v770ext-IEs,









nonCriticalExtensions




SEQUENCE {} OPTIONAL








}
OPTIONAL






}
OPTIONAL





}
OPTIONAL





}
OPTIONAL




}
OPTIONAL



}
OPTIONAL


},


later-than-r3




SEQUENCE {



rrc-TransactionIdentifier

RRC-TransactionIdentifier,




criticalExtensions



CHOICE {




r4







SEQUENCE {





physicalChannelReconfiguration-r4













PhysicalChannelReconfiguration-r4-IEs,





v4d0NonCriticalExtensions


SEQUENCE {






-- Container for adding non critical extensions after freezing REL-5






physicalChannelReconfiguration-r4-add-ext

BIT STRING

OPTIONAL,






v590NonCriticalExtenstions


SEQUENCE {







physicalChannelReconfiguration-v590ext













PhysicalChannelReconfiguration-v590ext-IEs,







v690NonCriticalExtensions

SEQUENCE {







physicalChannelReconfiguration-v690ext

















PhysicalChannelReconfiguration-v690ext-IEs,







v770NonCriticalExtensions

SEQUENCE {









physicalChannelReconfiguration-v770ext















PhysicalChannelReconfiguration-v770ext-IEs,









nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}
OPTIONAL






}
OPTIONAL





}
OPTIONAL





}
OPTIONAL




},




criticalExtensions



CHOICE {





r5







SEQUENCE {






physicalChannelReconfiguration-r5














PhysicalChannelReconfiguration-r5-IEs,






-- Container for adding non critical extensions after freezing REL-6






physicalChannelReconfiguration-r5-add-ext

BIT STRING

OPTIONAL,






v690NonCriticalExtensions

SEQUENCE {






physicalChannelReconfiguration-v690ext

















PhysicalChannelReconfiguration-v690ext-IEs,






v770NonCriticalExtensions

SEQUENCE {








physicalChannelReconfiguration-v770ext















PhysicalChannelReconfiguration-v770ext-IEs,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL





}
OPTIONAL




},





criticalExtensions



CHOICE {






r6







SEQUENCE {







physicalChannelReconfiguration-r6















PhysicalChannelReconfiguration-r6-IEs,







-- Container for adding non critical extensions after freezing REL-7







physicalChannelReconfiguration-r6-add-ext

BIT STRING

OPTIONAL,







v6b0NonCriticalExtensions

SEQUENCE {








physicalChannelReconfiguration-v6b0ext














PhysicalChannelReconfiguration-v6b0ext-IEs,








v770NonCriticalExtensions

SEQUENCE {









physicalChannelReconfiguration-v770ext














PhysicalChannelReconfiguration-v770ext-IEs,









nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}
OPTIONAL






}
OPTIONAL





},






criticalExtensions



CHOICE {







r7







SEQUENCE {








physicalChannelReconfiguration-r7















PhysicalChannelReconfiguration-r7-IEs,








-- Container for adding non critical extensions after freezing REL-7








physicalChannelReconfiguration-r7-add-ext
BIT STRING
OPTIONAL,







v780NonCriticalExtensions

SEQUENCE {









physicalChannelReconfiguration-v780ext














PhysicalChannelReconfiguration-v780ext-IEs,









v7d0NonCriticalExtensions

SEQUENCE {









physicalChannelReconfiguration-v7d0ext














PhysicalChannelReconfiguration-v7d0ext-IEs,









v7f0NonCriticalExtensions

SEQUENCE {











physicalChannelReconfiguration-v7f0ext















PhysicalChannelReconfiguration-v7f0ext-IEs,











v7g0NonCriticalExtensions

SEQUENCE {












physicalChannelReconfiguration-v7g0ext















PhysicalChannelReconfiguration-v7g0ext-IEs,












nonCriticalExtensions


SEQUENCE {}

OPTIONAL










}
OPTIONAL










}
OPTIONAL









}
OPTIONAL







}
OPTIONAL






},







criticalExtensions



CHOICE {








r8







SEQUENCE {









physicalChannelReconfiguration-r8
















PhysicalChannelReconfiguration-r8-IEs,









-- Container for adding non critical extensions after freezing REL-9









physicalChannelReconfiguration-r8-add-ext
BIT STRING
OPTIONAL,









v7d0NonCriticalExtensions

SEQUENCE {









physicalChannelReconfiguration-v7d0ext














PhysicalChannelReconfiguration-v7d0ext-IEs,









v7f0NonCriticalExtensions

SEQUENCE {











physicalChannelReconfiguration-v7f0ext















PhysicalChannelReconfiguration-v7f0ext-IEs,











v890NonCriticalExtensions

SEQUENCE {












physicalChannelReconfiguration-v890ext















PhysicalChannelReconfiguration-v890ext-IEs,












v7g0NonCriticalExtensions

SEQUENCE {













physicalChannelReconfiguration-v7g0ext















PhysicalChannelReconfiguration-v7g0ext-IEs,













v8a0NonCriticalExtensions

SEQUENCE {














physicalChannelReconfiguration-v8a0ext















PhysicalChannelReconfiguration-v8a0ext-IEs,














nonCriticalExtensions


SEQUENCE {}

OPTIONAL












}
OPTIONAL












}
OPTIONAL











}
OPTIONAL










}
OPTIONAL









}
OPTIONAL







},








criticalExtensions



CHOICE {









r9







SEQUENCE {










physicalChannelReconfiguration-r9
















PhysicalChannelReconfiguration-r9-IEs,










-- Container for adding non critical extensions after 










-- freezing REL-10










physicalChannelReconfiguration-r9-add-ext




















BIT STRING
OPTIONAL,










v950NonCriticalExtensions

SEQUENCE {











physicalChannelReconfiguration-v950ext















PhysicalChannelReconfiguration-v950ext-IEs,











nonCriticalExtensions


SEQUENCE {}


OPTIONAL









}
OPTIONAL









},









criticalExtensions



CHOICE {










r10







SEQUENCE {











physicalChannelReconfiguration-r10
















PhysicalChannelReconfiguration-r10-IEs,











-- Container for adding non critical extensions after 











-- freezing REL-11











physicalChannelReconfiguration-r10-add-ext




















BIT STRING
OPTIONAL,











vb50NonCriticalExtensions

SEQUENCE {












physicalChannelReconfiguration-vb50ext















PhysicalChannelReconfiguration-vb50ext-IEs,












nonCriticalExtensions


SEQUENCE {}

























OPTIONAL











}
OPTIONAL










},










criticalExtensions



CHOICE {











r11







SEQUENCE {












physicalChannelReconfiguration-r11
















PhysicalChannelReconfiguration-r11-IEs,












-- Container for adding non critical extensions after 












-- freezing REL-12












physicalChannelReconfiguration-r11-add-ext




















BIT STRING
OPTIONAL,












nonCriticalExtensions























SEQUENCE {}

OPTIONAL










},










criticalExtensions



CHOICE {












r12







SEQUENCE {













physicalChannelReconfiguration-r12
















PhysicalChannelReconfiguration-r12-IEs,













-- Container for adding non critical extensions 













-- after freezing REL-13













physicalChannelReconfiguration-r12-add-ext




















BIT STRING
OPTIONAL,













nonCriticalExtensions

SEQUENCE {}

OPTIONAL












},











criticalExtensions



CHOICE {













r13







SEQUENCE {














physicalChannelReconfiguration-r13
















PhysicalChannelReconfiguration-r13-IEs,














-- Container for adding non critical extensions 














-- after freezing REL-14














physicalChannelReconfiguration-r13-add-ext




















BIT STRING
OPTIONAL,














nonCriticalExtensions

SEQUENCE {}

OPTIONAL













},












criticalExtensions



SEQUENCE {}











}










}










}









}








}







}






}





}




}



}


}

}

<Next modification>

PhysicalChannelReconfiguration-r12-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo-r7

OPTIONAL,



cipheringModeInfo



CipheringModeInfo-r7



OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



delayRestrictionFlag


DelayRestrictionFlag



OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE "new-DSCH-RNTI" should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



ueMobilityStateIndicator

High-MobilityDetected



OPTIONAL,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient-r7
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo-r6



OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,



supportForChangeOfUE-Capability
BOOLEAN







OPTIONAL,



responseToChangeOfUE-Capability
ENUMERATED { true }




OPTIONAL,


-- Radio bearer IEs



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,


-- Transport channel IEs



harqInfo





HARQ-Info-r11





OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



multi-frequencyInfo



Multi-frequencyInfo-LCR-r7


OPTIONAL,



dtx-drx-TimingInfo



DTX-DRX-TimingInfo-r7



OPTIONAL,



dtx-drx-Info




DTX-DRX-Info-r12





OPTIONAL,



hs-scch-LessInfo



HS-SCCH-LessInfo-r7




OPTIONAL,



mimoParameters




MIMO-Parameters-r9




OPTIONAL,



mimo4x4Parameters



MIMO4x4-Parameters




OPTIONAL,



dch-Enhancements-Info-FDD

DCH-Enhancements-Info-FDD


OPTIONAL,


controlChannelDRXInfo-TDD128
ControlChannelDRXInfo-TDD128-r8

OPTIONAL,



sps-Information-TDD128


SPS-Information-TDD128-r8


OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r11




OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r11



OPTIONAL,



ul-SecondaryCellInfoFDD


UL-SecondaryCellInfoFDD-r12


OPTIONAL,



ul-MulticarrierEDCHInfo-TDD128
UL-MulticarrierEDCHInfo-TDD128

OPTIONAL,



ul-CLTD-InfoFDD




UL-CLTD-InfoFDD





OPTIONAL,



ul-OLTD-InfoFDD




UL-OLTD-InfoFDD





OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r12


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r12


OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r12

OPTIONAL,



dl-SecondaryCellInfoFDD


DL-SecondaryCellInfoFDD-r11


OPTIONAL,


additionalDLSecCellInfoListFDD
AdditionalDLSecCellInfoListFDD-r11
OPTIONAL,



additionalDLSecCellInfoListFDD2 AdditionalDLSecCellInfoListFDD2

OPTIONAL,



commonERGCHInfoFDD



CommonERGCHInfoFDD




OPTIONAL,



dPCCH2InfoFDD




DPCCH2InfoFDD





OPTIONAL,


mu-MIMO-Info-TDD128



MU-MIMO-Info-TDD128




OPTIONAL,



nonrectResAllocInd-TDD128

Non-rectResAllocInd-TDD128


OPTIONAL,



nonrectResSpecTSset-TDD128

Non-rectResSpecTSset-TDD128


OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL,


-- Measurement IEs for LCR



cellDCHMeasOccasionInfo-TDD128
CellDCHMeasOccasionInfo-TDD128-r9
OPTIONAL

}

PhysicalChannelReconfiguration-r13-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo-r7

OPTIONAL,



cipheringModeInfo



CipheringModeInfo-r7



OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



delayRestrictionFlag


DelayRestrictionFlag



OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE "new-DSCH-RNTI" should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



ueMobilityStateIndicator

High-MobilityDetected



OPTIONAL,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient-r7
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo-r6



OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,



supportForChangeOfUE-Capability
BOOLEAN







OPTIONAL,



responseToChangeOfUE-Capability
ENUMERATED { true }




OPTIONAL,


-- Radio bearer IEs



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,


-- Transport channel IEs



harqInfo





HARQ-Info-r11





OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



multi-frequencyInfo



Multi-frequencyInfo-LCR-r7


OPTIONAL,



dtx-drx-TimingInfo



DTX-DRX-TimingInfo-r7



OPTIONAL,



dtx-drx-Info




DTX-DRX-Info-r12




OPTIONAL,



hs-scch-LessInfo



HS-SCCH-LessInfo-r7




OPTIONAL,



mimoParameters




MIMO-Parameters-r9




OPTIONAL,



mimo4x4Parameters



MIMO4x4-Parameters




OPTIONAL,



dch-Enhancements-Info-FDD

DCH-Enhancements-Info-FDD


OPTIONAL,


controlChannelDRXInfo-TDD128
ControlChannelDRXInfo-TDD128-r8

OPTIONAL,



sps-Information-TDD128


SPS-Information-TDD128-r8


OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r11




OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r11



OPTIONAL,



ul-SecondaryCellInfoFDD


UL-SecondaryCellInfoFDD-r12


OPTIONAL,



ul-MulticarrierEDCHInfo-TDD128
UL-MulticarrierEDCHInfo-TDD128

OPTIONAL,



ul-CLTD-InfoFDD




UL-CLTD-InfoFDD





OPTIONAL,



ul-OLTD-InfoFDD




UL-OLTD-InfoFDD





OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r12


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r12


OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r12


OPTIONAL,



dl-SecondaryCellInfoFDD


DL-SecondaryCellInfoFDD-r13


OPTIONAL,


additionalDLSecCellInfoListFDD
AdditionalDLSecCellInfoListFDD-r13
OPTIONAL,



additionalDLSecCellInfoListFDD2 AdditionalDLSecCellInfoListFDD2-r13
OPTIONAL,



commonERGCHInfoFDD



CommonERGCHInfoFDD




OPTIONAL,



dPCCH2InfoFDD




DPCCH2InfoFDD





OPTIONAL,


mu-MIMO-Info-TDD128



MU-MIMO-Info-TDD128




OPTIONAL,



nonrectResAllocInd-TDD128

Non-rectResAllocInd-TDD128


OPTIONAL,



nonrectResSpecTSset-TDD128

Non-rectResSpecTSset-TDD128


OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL,


-- Measurement IEs for LCR



cellDCHMeasOccasionInfo-TDD128
CellDCHMeasOccasionInfo-TDD128-r9
OPTIONAL

}

<Next modification>

RadioBearerReconfiguration ::= CHOICE {


r3







SEQUENCE {



radioBearerReconfiguration-r3
RadioBearerReconfiguration-r3-IEs,



-- Prefix "v3ao" is used (in one instance) to keep alignment with R99



v3aoNonCriticalExtensions

SEQUENCE {




radioBearerReconfiguration-v3a0ext
RadioBearerReconfiguration-v3a0ext,




laterNonCriticalExtensions

SEQUENCE {





-- Container for additional R99 extensions





radioBearerReconfiguration-r3-add-ext

BIT STRING

OPTIONAL,





v4b0NonCriticalExtensions


SEQUENCE {






radioBearerReconfiguration-v4b0ext















RadioBearerReconfiguration-v4b0ext-IEs,






v590NonCriticalExtensions


SEQUENCE {







radioBearerReconfiguration-v590ext
















RadioBearerReconfiguration-v590ext-IEs,







v5d0NonCriticalExtenstions


SEQUENCE {








radioBearerReconfiguration-v5d0ext
















RadioBearerReconfiguration-v5d0ext-IEs,








v690NonCriticalExtensions

SEQUENCE {








radioBearerReconfiguration-v690ext
















RadioBearerReconfiguration-v690ext-IEs,








v770NonCriticalExtensions

SEQUENCE {










radioBearerReconfiguration-v770ext
















RadioBearerReconfiguration-v770ext-IEs,










nonCriticalExtensions


SEQUENCE {} OPTIONAL









}
OPTIONAL







}
OPTIONAL






}
OPTIONAL





}
OPTIONAL





}
OPTIONAL




}
OPTIONAL



}
OPTIONAL


},


later-than-r3




SEQUENCE {



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



CHOICE {




r4







SEQUENCE {





radioBearerReconfiguration-r4
RadioBearerReconfiguration-r4-IEs,





v4d0NonCriticalExtensions


SEQUENCE {






-- Container for adding non critical extensions after freezing REL-5






radioBearerReconfiguration-r4-add-ext

BIT STRING

OPTIONAL,






v590NonCriticalExtensions


SEQUENCE {







radioBearerReconfiguration-v590ext















RadioBearerReconfiguration-v590ext-IEs,







v5d0NonCriticalExtenstions


SEQUENCE {








radioBearerReconfiguration-v5d0ext
















RadioBearerReconfiguration-v5d0ext-IEs,








v690NonCriticalExtensions

SEQUENCE {








radioBearerReconfiguration-v690ext
















RadioBearerReconfiguration-v690ext-IEs,








v770NonCriticalExtensions

SEQUENCE {










radioBearerReconfiguration-v770ext
















RadioBearerReconfiguration-v770ext-IEs,










nonCriticalExtensions


SEQUENCE {}

OPTIONAL









}
OPTIONAL








}
OPTIONAL






}
OPTIONAL





}
OPTIONAL





}
OPTIONAL




},




criticalExtensions



CHOICE {





r5








SEQUENCE {






radioBearerReconfiguration-r5

RadioBearerReconfiguration-r5-IEs,






-- Container for adding non critical extensions after freezing REL-6






radioBearerReconfiguration-r5-add-ext

BIT STRING

OPTIONAL,






v5d0NonCriticalExtenstions


SEQUENCE {







radioBearerReconfiguration-v5d0ext
RadioBearerReconfiguration-v5d0ext-IEs,







v690NonCriticalExtensions


SEQUENCE {







radioBearerReconfiguration-v690ext
















RadioBearerReconfiguration-v690ext-IEs,







v770NonCriticalExtensions


SEQUENCE {









radioBearerReconfiguration-v770ext
















RadioBearerReconfiguration-v770ext-IEs,









nonCriticalExtensions



SEQUENCE {}

OPTIONAL








}
OPTIONAL






}
OPTIONAL





}
OPTIONAL




},





criticalExtensions



CHOICE {






r6








SEQUENCE {







radioBearerReconfiguration-r6

RadioBearerReconfiguration-r6-IEs,







-- Container for adding non critical extensions after freezing REL-7







radioBearerReconfiguration-r6-add-ext

BIT STRING

OPTIONAL,







v6b0NonCriticalExtensions


SEQUENCE {








radioBearerReconfiguration-v6b0ext















RadioBearerReconfiguration-v6b0ext-IEs,








v6f0NonCriticalExtensions


SEQUENCE {









radioBearerRconfiguration-v6f0ext
















RadioBearerReconfiguration-v6f0ext-IEs,









v770NonCriticalExtensions


SEQUENCE {










radioBearerReconfiguration-v770ext
















RadioBearerReconfiguration-v770ext-IEs,










nonCriticalExtensions



SEQUENCE {}

OPTIONAL









}
OPTIONAL








}
OPTIONAL






}
OPTIONAL





},






criticalExtensions



CHOICE {







r7








SEQUENCE {








radioBearerReconfiguration-r7

RadioBearerReconfiguration-r7-IEs,








v780NonCriticalExtensions

SEQUENCE {









radioBearerReconfiguration-v780ext
















RadioBearerReconfiguration-v780ext-IEs,









v790NonCriticalExtensions

SEQUENCE {










radioBearerReconfiguration-v790ext
















RadioBearerReconfiguration-v790ext-IEs,










v7d0NonCriticalExtensions

SEQUENCE {










radioBearerReconfiguration-v7d0ext
















RadioBearerReconfiguration-v7d0ext-IEs,











v7f0NonCriticalExtensions

SEQUENCE {












radioBearerReconfiguration-v7f0ext
















RadioBearerReconfiguration-v7f0ext-IEs,












v7g0NonCriticalExtensions

SEQUENCE {













radioBearerReconfiguration-v7g0ext
















RadioBearerReconfiguration-v7g0ext-IEs,













nonCriticalExtensions

SEQUENCE {}

OPTIONAL











}
OPTIONAL











}
OPTIONAL










}
OPTIONAL








}
OPTIONAL








}
OPTIONAL







},







criticalExtensions



CHOICE {








r8







SEQUENCE {









radioBearerReconfiguration-r8
RadioBearerReconfiguration-r8-IEs,









-- Container for adding non critical extensions after freezing REL-9









radioBearerReconfiguration-r8-add-ext
BIT STRING

OPTIONAL,









v7d0NonCriticalExtensions

SEQUENCE {









radioBearerReconfiguration-v7d0ext
















RadioBearerReconfiguration-v7d0ext-IEs,










v7f0NonCriticalExtensions

SEQUENCE {











radioBearerReconfiguration-v7f0ext
















RadioBearerReconfiguration-v7f0ext-IEs,











v890NonCriticalExtensions

SEQUENCE {












radioBearerReconfiguration-v890ext
















RadioBearerReconfiguration-v890ext-IEs,












v7g0NonCriticalExtensions

SEQUENCE {













radioBearerReconfiguration-v7g0ext
















RadioBearerReconfiguration-v7g0ext-IEs,













v8a0NonCriticalExtensions

SEQUENCE {














radioBearerReconfiguration-v8a0ext
















RadioBearerReconfiguration-v8a0ext-IEs,














nonCriticalExtensions

SEQUENCE {}

OPTIONAL













}
OPTIONAL












}
OPTIONAL











}
OPTIONAL










}
OPTIONAL









}
OPTIONAL







},








criticalExtensions



CHOICE {









r9







SEQUENCE {










radioBearerReconfiguration-r9

















RadioBearerReconfiguration-r9-IEs,










-- Container for adding non critical extensions after 










-- freezing REL-10










radioBearerReconfiguration-r9-add-ext


















BIT STRING

OPTIONAL,










v950NonCriticalExtensions

SEQUENCE {











radioBearerReconfiguration-v950ext

















RadioBearerReconfiguration-v950ext-IEs,











v9c0NonCriticalExtensions

SEQUENCE {












radioBearerReconfiguration-v9c0ext

















RadioBearerReconfiguration-v9c0ext-IEs,












nonCriticalExtensions


SEQUENCE {}

OPTIONAL











}
OPTIONAL










}
OPTIONAL









},









criticalExtensions



CHOICE {










r10







SEQUENCE {











radioBearerReconfiguration-r10

















RadioBearerReconfiguration-r10-IEs,











-- Container for adding non critical extensions after 











-- freezing REL-11











radioBearerReconfiguration-r10-add-ext



















BIT STRING

OPTIONAL,











v9c0NonCriticalExtensions

SEQUENCE {












radioBearerReconfiguration-v9c0ext

















RadioBearerReconfiguration-v9c0ext-IEs,












vaa0NonCriticalExtensions

SEQUENCE {













radioBearerReconfiguration-vaa0ext
















RadioBearerReconfiguration-vaa0ext-IEs,













vb50NonCriticalExtensions

SEQUENCE {














radioBearerReconfiguration-vb50ext
















RadioBearerReconfiguration-vb50ext-IEs,














nonCriticalExtensions
SEQUENCE {}

OPTIONAL













}
OPTIONAL












}
OPTIONAL











}
OPTIONAL










},










criticalExtensions



CHOICE {











r11







SEQUENCE {












radioBearerReconfiguration-r11

















RadioBearerReconfiguration-r11-IEs,












-- Container for adding non critical extensions after 












-- freezing REL-12












radioBearerReconfiguration-r11-add-ext



















BIT STRING

OPTIONAL,












nonCriticalExtensions

SEQUENCE {}

OPTIONAL










},










criticalExtensions



CHOICE {












r12







SEQUENCE {













radioBearerReconfiguration-r12

















RadioBearerReconfiguration-r12-IEs,













-- Container for adding non critical extensions 













-- after freezing REL-13













radioBearerReconfiguration-r12-add-ext



















BIT STRING

OPTIONAL,













nonCriticalExtensions

SEQUENCE {}

OPTIONAL












},











criticalExtensions



CHOICE {













r13







SEQUENCE {














radioBearerReconfiguration-r13

















RadioBearerReconfiguration-r13-IEs,














-- Container for adding non critical extensions 














-- after freezing REL-14














radioBearerReconfiguration-r13-add-ext



















BIT STRING

OPTIONAL,














nonCriticalExtensions

SEQUENCE {}

OPTIONAL













},












criticalExtensions



SEQUENCE {}











}










}










}









}








}







}






}





}




}



}


}

}

<Next modification>

RadioBearerReconfiguration-r12-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo-r7



OPTIONAL,



cipheringModeInfo



CipheringModeInfo-r7





OPTIONAL,



activationTime




ActivationTime







OPTIONAL,



delayRestrictionFlag


DelayRestrictionFlag





OPTIONAL,



new-U-RNTI





U-RNTI









OPTIONAL,



new-C-RNTI





C-RNTI









OPTIONAL,



-- The IE "new-DSCH-RNTI" should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI








OPTIONAL,



new-H-RNTI





H-RNTI









OPTIONAL,



newPrimary-E-RNTI



E-RNTI









OPTIONAL,



newSecondary-E-RNTI



E-RNTI









OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



ueMobilityStateIndicator

High-MobilityDetected





OPTIONAL,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient-r7


OPTIONAL,


accessGroupIdentity



AccessGroupIdentity






OPTIONAL,

-- Core network IEs



cn-InformationInfo



CN-InformationInfo-r6





OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity







OPTIONAL,



supportForChangeOfUE-Capability
BOOLEAN









OPTIONAL,



responseToChangeOfUE-Capability
ENUMERATED { true }






OPTIONAL,


-- Specification mode information



defaultConfigForCellFACH

DefaultConfigForCellFACH




OPTIONAL,



specificationMode



CHOICE {




complete





SEQUENCE {




-- Radio bearer IEs





rab-InformationReconfigList

RAB-InformationReconfigList-r8

OPTIONAL,





rab-InformationMBMSPtpList

RAB-InformationMBMSPtpList


OPTIONAL,





rb-InformationReconfigList

RB-InformationReconfigList-r11

OPTIONAL,





rb-InformationAffectedList

RB-InformationAffectedList-r8

OPTIONAL,





rb-PDCPContextRelocationList
RB-PDCPContextRelocationList

OPTIONAL,





pdcp-ROHC-TargetMode


PDCP-ROHC-TargetMode



OPTIONAL,





umRlc-ReEstablishmentRBList

RB-IdentityList





OPTIONAL,




-- Transport channel IEs





ul-CommonTransChInfo


UL-CommonTransChInfo-r12



OPTIONAL,





ul-deletedTransChInfoList

UL-DeletedTransChInfoList-r6

OPTIONAL,





ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r8

OPTIONAL,





dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,





dl-DeletedTransChInfoList

DL-DeletedTransChInfoList-r7

OPTIONAL,





dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r11

OPTIONAL




},




preconfiguration



SEQUENCE {




-- All IEs that include an FDD/TDD choice are split in two IEs for this message,




-- one for the FDD only elements and one for the TDD only elements, so that one




-- FDD/TDD choice in this level is sufficient.





preConfigMode




CHOICE {






predefinedConfigIdentity

PredefinedConfigIdentity,






defaultConfig




SEQUENCE {







defaultConfigMode



DefaultConfigMode,







defaultConfigIdentity 


DefaultConfigIdentity-r6






}





}




}



},


-- Physical channel IEs



frequencyInfo




FrequencyInfo







OPTIONAL,



multi-frequencyInfo



Multi-frequencyInfo-LCR-r7




OPTIONAL,



dtx-drx-TimingInfo



DTX-DRX-TimingInfo-r7





OPTIONAL,



dtx-drx-Info




DTX-DRX-Info-r12







OPTIONAL,



hs-scch-LessInfo



HS-SCCH-LessInfo-r7






OPTIONAL,



mimoParameters




MIMO-Parameters-r9






OPTIONAL,



mimo4x4Parameters



MIMO4x4-Parameters






OPTIONAL,



dch-Enhancements-Info-FDD

DCH-Enhancements-Info-FDD




OPTIONAL,


maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power





OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r11






OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r11





OPTIONAL,



ul-SecondaryCellInfoFDD


UL-SecondaryCellInfoFDD-r12




OPTIONAL,



ul-MulticarrierEDCHInfo-TDD128
UL-MulticarrierEDCHInfo-TDD128



OPTIONAL,



ul-CLTD-InfoFDD




UL-CLTD-InfoFDD







OPTIONAL,



ul-OLTD-InfoFDD




UL-OLTD-InfoFDD







OPTIONAL,


ul-OtherTTIConfiguration-Info
UL-OtherTTIConfiguration-Information

OPTIONAL,


filteredUPHReportInfo


FilteredUEPowerHeadroomReportInfo


OPTIONAL,


dl-HSPDSCH-Information


DL-HSPDSCH-Information-r12




OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r12




OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r12



OPTIONAL,



dl-SecondaryCellInfoFDD


DL-SecondaryCellInfoFDD-r11




OPTIONAL,



additionalDLSecCellInfoListFDD
AdditionalDLSecCellInfoListFDD-r11


OPTIONAL,



additionalDLSecCellInfoListFDD2
AdditionalDLSecCellInfoListFDD2



OPTIONAL,



commonERGCHInfoFDD



CommonERGCHInfoFDD






OPTIONAL,


dPCCH2InfoFDD




DPCCH2InfoFDD







OPTIONAL,


controlChannelDRXInfo-TDD128
ControlChannelDRXInfo-TDD128-r8



OPTIONAL,



sps-Information-TDD128


SPS-Information-TDD128-r8




OPTIONAL,



mu-MIMO-Info-TDD128



MU-MIMO-Info-TDD128






OPTIONAL,



nonrectResAllocInd-TDD128

Non-rectResAllocInd-TDD128




OPTIONAL,



nonrectResSpecTSset-TDD128

Non-rectResSpecTSset-TDD128




OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6



OPTIONAL,


-- Measurement IEs for LCR



cellDCHMeasOccasionInfo-TDD128
CellDCHMeasOccasionInfo-TDD128-r9


OPTIONAL

}

RadioBearerReconfiguration-r13-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo-r7



OPTIONAL,



cipheringModeInfo



CipheringModeInfo-r7





OPTIONAL,



activationTime




ActivationTime







OPTIONAL,



delayRestrictionFlag


DelayRestrictionFlag





OPTIONAL,



new-U-RNTI





U-RNTI









OPTIONAL,



new-C-RNTI





C-RNTI









OPTIONAL,



-- The IE "new-DSCH-RNTI" should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI








OPTIONAL,



new-H-RNTI





H-RNTI









OPTIONAL,



newPrimary-E-RNTI



E-RNTI









OPTIONAL,



newSecondary-E-RNTI



E-RNTI









OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



ueMobilityStateIndicator

High-MobilityDetected





OPTIONAL,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient-r7


OPTIONAL,


accessGroupIdentity



AccessGroupIdentity






OPTIONAL,

-- Core network IEs



cn-InformationInfo



CN-InformationInfo-r6





OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity







OPTIONAL,



supportForChangeOfUE-Capability
BOOLEAN









OPTIONAL,



responseToChangeOfUE-Capability
ENUMERATED { true }






OPTIONAL,


-- Specification mode information



defaultConfigForCellFACH

DefaultConfigForCellFACH




OPTIONAL,



specificationMode



CHOICE {




complete





SEQUENCE {




-- Radio bearer IEs





rab-InformationReconfigList

RAB-InformationReconfigList-r8

OPTIONAL,





rab-InformationMBMSPtpList

RAB-InformationMBMSPtpList


OPTIONAL,





rb-InformationReconfigList

RB-InformationReconfigList-r11

OPTIONAL,





rb-InformationAffectedList

RB-InformationAffectedList-r8

OPTIONAL,





rb-PDCPContextRelocationList
RB-PDCPContextRelocationList

OPTIONAL,





pdcp-ROHC-TargetMode


PDCP-ROHC-TargetMode



OPTIONAL,





umRlc-ReEstablishmentRBList

RB-IdentityList





OPTIONAL,




-- Transport channel IEs





ul-CommonTransChInfo


UL-CommonTransChInfo-r12



OPTIONAL,





ul-deletedTransChInfoList

UL-DeletedTransChInfoList-r6

OPTIONAL,





ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r8

OPTIONAL,





dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,





dl-DeletedTransChInfoList

DL-DeletedTransChInfoList-r7

OPTIONAL,





dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r11

OPTIONAL




},




preconfiguration



SEQUENCE {




-- All IEs that include an FDD/TDD choice are split in two IEs for this message,




-- one for the FDD only elements and one for the TDD only elements, so that one




-- FDD/TDD choice in this level is sufficient.





preConfigMode




CHOICE {






predefinedConfigIdentity

PredefinedConfigIdentity,






defaultConfig




SEQUENCE {







defaultConfigMode



DefaultConfigMode,







defaultConfigIdentity 


DefaultConfigIdentity-r6






}





}




}



},


-- Physical channel IEs



frequencyInfo




FrequencyInfo







OPTIONAL,



multi-frequencyInfo



Multi-frequencyInfo-LCR-r7




OPTIONAL,



dtx-drx-TimingInfo



DTX-DRX-TimingInfo-r7





OPTIONAL,



dtx-drx-Info




DTX-DRX-Info-r12






OPTIONAL,



hs-scch-LessInfo



HS-SCCH-LessInfo-r7






OPTIONAL,



mimoParameters




MIMO-Parameters-r9






OPTIONAL,



mimo4x4Parameters



MIMO4x4-Parameters






OPTIONAL,



dch-Enhancements-Info-FDD

DCH-Enhancements-Info-FDD




OPTIONAL,


maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power





OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r11






OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r11





OPTIONAL,



ul-SecondaryCellInfoFDD


UL-SecondaryCellInfoFDD-r12




OPTIONAL,



ul-MulticarrierEDCHInfo-TDD128
UL-MulticarrierEDCHInfo-TDD128



OPTIONAL,



ul-CLTD-InfoFDD




UL-CLTD-InfoFDD







OPTIONAL,



ul-OLTD-InfoFDD




UL-OLTD-InfoFDD







OPTIONAL,


ul-OtherTTIConfiguration-Info
UL-OtherTTIConfiguration-Information


OPTIONAL,


filteredUPHReportInfo


FilteredUEPowerHeadroomReportInfo


OPTIONAL,


dl-HSPDSCH-Information


DL-HSPDSCH-Information-r12




OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r12




OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r12




OPTIONAL,



dl-SecondaryCellInfoFDD


DL-SecondaryCellInfoFDD-r13




OPTIONAL,



additionalDLSecCellInfoListFDD
AdditionalDLSecCellInfoListFDD-r13


OPTIONAL,



additionalDLSecCellInfoListFDD2
AdditionalDLSecCellInfoListFDD2-r13


OPTIONAL,



commonERGCHInfoFDD



CommonERGCHInfoFDD






OPTIONAL,


dPCCH2InfoFDD




DPCCH2InfoFDD







OPTIONAL,


controlChannelDRXInfo-TDD128
ControlChannelDRXInfo-TDD128-r8



OPTIONAL,



sps-Information-TDD128


SPS-Information-TDD128-r8




OPTIONAL,



mu-MIMO-Info-TDD128



MU-MIMO-Info-TDD128






OPTIONAL,



nonrectResAllocInd-TDD128

Non-rectResAllocInd-TDD128




OPTIONAL,



nonrectResSpecTSset-TDD128

Non-rectResSpecTSset-TDD128




OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6



OPTIONAL,


-- Measurement IEs for LCR



cellDCHMeasOccasionInfo-TDD128
CellDCHMeasOccasionInfo-TDD128-r9


OPTIONAL

}

<Next modification>

RadioBearerRelease ::= CHOICE {


r3







SEQUENCE {



radioBearerRelease-r3


RadioBearerRelease-r3-IEs,



v3a0NonCriticalExtensions

SEQUENCE {




radioBearerRelease-v3a0ext

RadioBearerRelease-v3a0ext,



laterNonCriticalExtensions

SEQUENCE {




-- Container for additional R99 extensions




radioBearerRelease-r3-add-ext

BIT STRING

OPTIONAL,





v4b0NonCriticalExtensions

SEQUENCE {






radioBearerRelease-v4b0ext

RadioBearerRelease-v4b0ext-IEs,






v590NonCriticalExtensions

SEQUENCE {







radioBearerRelease-v590ext

RadioBearerRelease-v590ext-IEs,







v690NonCriticalExtensions

SEQUENCE {







radioBearerRelease-v690ext

RadioBearerRelease-v690ext-IEs,







v770NonCriticalExtensions

SEQUENCE {









radioBearerRelease-v770ext

RadioBearerRelease-v770ext-IEs,









nonCriticalExtensions


SEQUENCE {} OPTIONAL








}
OPTIONAL






}
OPTIONAL





}
OPTIONAL





}
OPTIONAL




}
OPTIONAL



}
OPTIONAL


},


later-than-r3




SEQUENCE {



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



CHOICE {




r4







SEQUENCE {





radioBearerRelease-r4


RadioBearerRelease-r4-IEs,





v4d0NonCriticalExtensions


SEQUENCE {






-- Container for adding non critical extensions after freezing REL-5






radioBearerRelease-r4-add-ext

BIT STRING

OPTIONAL,






v590NonCriticalExtensions

SEQUENCE {







radioBearerRelease-v590ext

RadioBearerRelease-v590ext-IEs,







v690NonCriticalExtensions

SEQUENCE {







radioBearerRelease-v690ext

RadioBearerRelease-v690ext-IEs,







v770NonCriticalExtensions

SEQUENCE {









radioBearerRelease-v770ext

RadioBearerRelease-v770ext-IEs,









nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}
OPTIONAL






}
OPTIONAL





}
OPTIONAL





}
OPTIONAL




},




criticalExtensions



CHOICE {





r5







SEQUENCE {






radioBearerRelease-r5


RadioBearerRelease-r5-IEs,






-- Container for adding non critical extensions after freezing REL-6






radioBearerRelease-r5-add-ext
BIT STRING

OPTIONAL,






v690NonCriticalExtensions

SEQUENCE {






radioBearerRelease-v690ext

RadioBearerRelease-v690ext-IEs,






v770NonCriticalExtensions

SEQUENCE {








radioBearerRelease-v770ext

RadioBearerRelease-v770ext-IEs,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL





}
OPTIONAL




},





criticalExtensions



CHOICE {






r6







SEQUENCE {







radioBearerRelease-r6


RadioBearerRelease-r6-IEs,







-- Container for adding non critical extensions after freezing REL-7







radioBearerRelease-r6-add-ext
BIT STRING

OPTIONAL,







v6b0NonCriticalExtensions

SEQUENCE {








radioBearerRelease-v6b0ext

RadioBearerRelease-v6b0ext-IEs,








v770NonCriticalExtensions

SEQUENCE {









radioBearerRelease-v770ext

RadioBearerRelease-v770ext-IEs,









nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}
OPTIONAL







}
OPTIONAL






},






criticalExtensions



CHOICE {







r7







SEQUENCE {








radioBearerRelease-r7


RadioBearerRelease-r7-IEs,








-- Container for adding non critical extensions after freezing REL-8








radioBearerRelease-r7-add-ext
BIT STRING

OPTIONAL,








v780NonCriticalExtensions

SEQUENCE {









radioBearerRelease-v780ext

RadioBearerRelease-v780ext-IEs,









v7d0NonCriticalExtensions

SEQUENCE {









radioBearerRelease-v7d0ext

RadioBearerRelease-v7d0ext-IEs,










v7f0NonCriticalExtensions

SEQUENCE {











radioBearerRelease-v7f0ext
RadioBearerRelease-v7f0ext-IEs,











v7g0NonCriticalExtensions

SEQUENCE {












radioBearerRelease-v7g0ext



















RadioBearerRelease-v7g0ext-IEs,












nonCriticalExtensions
SEQUENCE {}

OPTIONAL










}
OPTIONAL










}
OPTIONAL









}
OPTIONAL







}
OPTIONAL







},







criticalExtensions



CHOICE {








r8







SEQUENCE {









radioBearerRelease-r8


RadioBearerRelease-r8-IEs,









-- Container for adding non critical extensions after freezing REL-9









radioBearerRelease-r8-add-ext
BIT STRING

OPTIONAL,









v7d0NonCriticalExtensions

SEQUENCE {









radioBearerRelease-v7d0ext

RadioBearerRelease-v7d0ext-IEs,










v7f0NonCriticalExtensions

SEQUENCE {











radioBearerRelease-v7f0ext
RadioBearerRelease-v7f0ext-IEs,











v890NonCriticalExtensions

SEQUENCE {












radioBearerRelease-v890ext


















RadioBearerRelease-v890ext-IEs,












v7g0NonCriticalExtensions

SEQUENCE {













radioBearerRelease-v7g0ext



















RadioBearerRelease-v7g0ext-IEs,













v8a0NonCriticalExtensions

SEQUENCE {














radioBearerRelease-v8a0ext


















RadioBearerRelease-v8a0ext-IEs,














nonCriticalExtensions



















SEQUENCE {}

OPTIONAL












}
OPTIONAL












}
OPTIONAL











}
OPTIONAL









}
OPTIONAL









}
OPTIONAL







},








criticalExtensions



CHOICE {









r9







SEQUENCE {










radioBearerRelease-r9


RadioBearerRelease-r9-IEs,










-- Container for adding non critical extensions after 










-- freezing REL-10










radioBearerRelease-r9-add-ext
BIT STRING

OPTIONAL,










v950NonCriticalExtensions

SEQUENCE {











radioBearerRelease-v950ext
RadioBearerRelease-v950ext-IEs,











v970NonCriticalExtensions

SEQUENCE {












radioBearerRelease-v970ext
RadioBearerRelease-v970ext-IEs,












v9c0NonCriticalExtensions

SEQUENCE {













radioBearerRelease-v9c0ext
RadioBearerRelease-v9c0ext-IEs,













nonCriticalExtensions

SEQUENCE {}

OPTIONAL












}
OPTIONAL











}
OPTIONAL










}
OPTIONAL









},









criticalExtensions



CHOICE {










r10







SEQUENCE {











radioBearerRelease-r10


RadioBearerRelease-r10-IEs,











-- Container for adding non critical extensions after 











-- freezing REL-11











radioBearerRelease-r10-add-ext
BIT STRING

OPTIONAL,











v9c0NonCriticalExtensions

SEQUENCE {













radioBearerRelease-v9c0ext
RadioBearerRelease-v9c0ext-IEs,












vb50NonCriticalExtensions

SEQUENCE {













radioBearerRelease-vb50ext


















RadioBearerRelease-vb50ext-IEs,













nonCriticalExtensions

SEQUENCE {}

OPTIONAL












}
OPTIONAL











}
OPTIONAL










},










criticalExtensions



CHOICE {











r11







SEQUENCE {












radioBearerRelease-r11






















RadioBearerRelease-r11-IEs,












-- Container for adding non critical extensions after 












-- freezing REL-12












radioBearerRelease-r11-add-ext




















BIT STRING

OPTIONAL,












nonCriticalExtensions

SEQUENCE {}

OPTIONAL










},










criticalExtensions



CHOICE {












r12







SEQUENCE {













radioBearerRelease-r12






















RadioBearerRelease-r12-IEs,













-- Container for adding non critical extensions 













-- after freezing REL-13













radioBearerRelease-r11-add-ext




















BIT STRING

OPTIONAL,













nonCriticalExtensions

SEQUENCE {}

OPTIONAL












},











criticalExtensions



CHOICE {













r13







SEQUENCE {














radioBearerRelease-r13






















RadioBearerRelease-r13-IEs,














-- Container for adding non critical extensions 














-- after freezing REL-14













radioBearerRelease-r13-add-ext




















BIT STRING

OPTIONAL,














nonCriticalExtensions

SEQUENCE {}

OPTIONAL













},












criticalExtensions



SEQUENCE {}











}










}










}









}








}







}






}





}




}



}


}

}

<Next modification>

RadioBearerRelease-r12-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo-r7

OPTIONAL,



cipheringModeInfo



CipheringModeInfo-r7



OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE "new-DSCH-RNTI" should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



ueMobilityStateIndicator

High-MobilityDetected



OPTIONAL,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient-r7
OPTIONAL,


accessGroupIdentity



AccessGroupIdentity




OPTIONAL,

-- Core network IEs



cn-InformationInfo



CN-InformationInfo-r6



OPTIONAL,



signallingConnectionRelIndication
CN-DomainIdentity



OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,



supportForChangeOfUE-Capability
BOOLEAN







OPTIONAL,


-- Radio bearer IEs



rab-InformationReconfigList

RAB-InformationReconfigList-r8

OPTIONAL,



rb-InformationReleaseList

RB-InformationReleaseList,



rb-InformationReconfigList

RB-InformationReconfigList-r11

OPTIONAL,



rb-InformationAffectedList

RB-InformationAffectedList-r8

OPTIONAL,



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r12



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList-r6

OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r8

OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList-r7

OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r11

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



multi-frequencyInfo



Multi-frequencyInfo-LCR-r7


OPTIONAL,



dtx-drx-TimingInfo



DTX-DRX-TimingInfo-r7



OPTIONAL,



dtx-drx-Info




DTX-DRX-Info-r12





OPTIONAL,



hs-scch-LessInfo



HS-SCCH-LessInfo-r7




OPTIONAL,



mimoParameters




MIMO-Parameters-r9




OPTIONAL,



mimo4x4Parameters



MIMO4x4-Parameters




OPTIONAL,



dch-Enhancements-Info-FDD

DCH-Enhancements-Info-FDD


OPTIONAL,


maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r11




OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r11



OPTIONAL,



ul-SecondaryCellInfoFDD


UL-SecondaryCellInfoFDD-r12


OPTIONAL,



ul-MulticarrierEDCHInfo-TDD128
UL-MulticarrierEDCHInfo-TDD128

OPTIONAL,



ul-CLTD-InfoFDD




UL-CLTD-InfoFDD





OPTIONAL,



ul-OLTD-InfoFDD




UL-OLTD-InfoFDD





OPTIONAL,



ul-OtherTTIConfiguration-Info
UL-OtherTTIConfiguration-Information
OPTIONAL,


filteredUPHReportInfo


FilteredUEPowerHeadroomReportInfo
OPTIONAL,


dl-HSPDSCH-Information


DL-HSPDSCH-Information-r12


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r12


OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r12

OPTIONAL,



dl-SecondaryCellInfoFDD


DL-SecondaryCellInfoFDD-r11


OPTIONAL,



additionalDLSecCellInfoListFDD
AdditionalDLSecCellInfoListFDD-r11
OPTIONAL,



additionalDLSecCellInfoListFDD2
AdditionalDLSecCellInfoListFDD2

OPTIONAL,



commonERGCHInfoFDD



CommonERGCHInfoFDD




OPTIONAL,



controlChannelDRXInfo-TDD128
ControlChannelDRXInfo-TDD128-r8

OPTIONAL,



sps-Information-TDD128


SPS-Information-TDD128-r8


OPTIONAL,



mu-MIMO-Info-TDD128



MU-MIMO-Info-TDD128




OPTIONAL,



non-rectResAllocInd-TDD128

Non-rectResAllocInd-TDD128


OPTIONAL,



non-rectResSpecTSset-TDD128

Non-rectResSpecTSset-TDD128


OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL,



mbms-RB-ListReleasedToChangeTransferMode











RB-InformationReleaseList


OPTIONAL,


-- Measurement IEs for LCR



cellDCHMeasOccasionInfo-TDD128
CellDCHMeasOccasionInfo-TDD128-r9
OPTIONAL

}

RadioBearerRelease-r13-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo-r7

OPTIONAL,



cipheringModeInfo



CipheringModeInfo-r7



OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE "new-DSCH-RNTI" should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



ueMobilityStateIndicator

High-MobilityDetected



OPTIONAL,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient-r7
OPTIONAL,


accessGroupIdentity



AccessGroupIdentity




OPTIONAL,

-- Core network IEs



cn-InformationInfo



CN-InformationInfo-r6



OPTIONAL,



signallingConnectionRelIndication
CN-DomainIdentity



OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,



supportForChangeOfUE-Capability
BOOLEAN







OPTIONAL,


-- Radio bearer IEs



rab-InformationReconfigList

RAB-InformationReconfigList-r8

OPTIONAL,



rb-InformationReleaseList

RB-InformationReleaseList,



rb-InformationReconfigList

RB-InformationReconfigList-r11

OPTIONAL,



rb-InformationAffectedList

RB-InformationAffectedList-r8

OPTIONAL,



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5

OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r12


OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList-r6


OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r8

OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList-r7


OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r11

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



multi-frequencyInfo



Multi-frequencyInfo-LCR-r7


OPTIONAL,



dtx-drx-TimingInfo



DTX-DRX-TimingInfo-r7



OPTIONAL,



dtx-drx-Info




DTX-DRX-Info-r12




OPTIONAL,



hs-scch-LessInfo



HS-SCCH-LessInfo-r7




OPTIONAL,



mimoParameters




MIMO-Parameters-r9




OPTIONAL,



mimo4x4Parameters



MIMO4x4-Parameters




OPTIONAL,



dch-Enhancements-Info-FDD

DCH-Enhancements-Info-FDD


OPTIONAL,


maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r11




OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r11



OPTIONAL,



ul-SecondaryCellInfoFDD


UL-SecondaryCellInfoFDD-r12


OPTIONAL,



ul-MulticarrierEDCHInfo-TDD128
UL-MulticarrierEDCHInfo-TDD128

OPTIONAL,



ul-CLTD-InfoFDD




UL-CLTD-InfoFDD





OPTIONAL,



ul-OLTD-InfoFDD




UL-OLTD-InfoFDD





OPTIONAL,



ul-OtherTTIConfiguration-Info
UL-OtherTTIConfiguration-Information
OPTIONAL,


filteredUPHReportInfo


FilteredUEPowerHeadroomReportInfo
OPTIONAL,


dl-HSPDSCH-Information


DL-HSPDSCH-Information-r12


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r12


OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r12


OPTIONAL,



dl-SecondaryCellInfoFDD


DL-SecondaryCellInfoFDD-r13


OPTIONAL,



additionalDLSecCellInfoListFDD
AdditionalDLSecCellInfoListFDD-r13
OPTIONAL,



additionalDLSecCellInfoListFDD2
AdditionalDLSecCellInfoListFDD2-r13
OPTIONAL,



commonERGCHInfoFDD



CommonERGCHInfoFDD




OPTIONAL,



controlChannelDRXInfo-TDD128
ControlChannelDRXInfo-TDD128-r8

OPTIONAL,



sps-Information-TDD128


SPS-Information-TDD128-r8


OPTIONAL,



mu-MIMO-Info-TDD128



MU-MIMO-Info-TDD128




OPTIONAL,



non-rectResAllocInd-TDD128

Non-rectResAllocInd-TDD128


OPTIONAL,



non-rectResSpecTSset-TDD128

Non-rectResSpecTSset-TDD128


OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL,



mbms-RB-ListReleasedToChangeTransferMode











RB-InformationReleaseList


OPTIONAL,


-- Measurement IEs for LCR



cellDCHMeasOccasionInfo-TDD128
CellDCHMeasOccasionInfo-TDD128-r9
OPTIONAL

}

<Next modification>

RadioBearerSetup ::= CHOICE {


r3







SEQUENCE {



radioBearerSetup-r3



RadioBearerSetup-r3-IEs,



v3a0NonCriticalExtensions

SEQUENCE {




radioBearerSetup-v3a0ext

RadioBearerSetup-v3a0ext,




laterNonCriticalExtensions

SEQUENCE {





-- Container for additional R99 extensions





radioBearerSetup-r3-add-ext

BIT STRING

OPTIONAL,





v4b0NonCriticalExtensions

SEQUENCE {






radioBearerSetup-v4b0ext

RadioBearerSetup-v4b0ext-IEs,






v590NonCriticalExtensions

SEQUENCE {







radioBearerSetup-v590ext

RadioBearerSetup-v590ext-IEs,







v5d0NonCriticalExtenstions

SEQUENCE {








radioBearerSetup-v5d0ext

RadioBearerSetup-v5d0ext-IEs,








v690NonCriticalExtensions

SEQUENCE {








radioBearerSetup-v690ext

RadioBearerSetup-v690ext-IEs,








nonCriticalExtensions


SEQUENCE {} OPTIONAL








}
OPTIONAL






}
OPTIONAL





}
OPTIONAL





}
OPTIONAL




}
OPTIONAL



}
OPTIONAL


},


later-than-r3




SEQUENCE {



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



CHOICE {




r4







SEQUENCE {





radioBearerSetup-r4



RadioBearerSetup-r4-IEs,





v4d0NonCriticalExtensions


SEQUENCE {






-- Container for adding non critical extensions after freezing REL-5






radioBearerSetup-r4-add-ext

BIT STRING

OPTIONAL,






v590NonCriticalExtensions

SEQUENCE {







radioBearerSetup-v590ext

RadioBearerSetup-v590ext-IEs,







v5d0NonCriticalExtenstions

SEQUENCE {








radioBearerSetup-v5d0ext

RadioBearerSetup-v5d0ext-IEs,








v690NonCriticalExtensions

SEQUENCE {








radioBearerSetup-v690ext

RadioBearerSetup-v690ext-IEs,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}
OPTIONAL






}
OPTIONAL





}
OPTIONAL





}
OPTIONAL




},




criticalExtensions



CHOICE {





r5







SEQUENCE {






radioBearerSetup-r5



RadioBearerSetup-r5-IEs,






-- Container for adding non critical extensions after freezing REL-6






radioBearerSetup-r5-add-ext

BIT STRING

OPTIONAL,






v5d0NonCriticalExtenstions

SEQUENCE {







radioBearerSetup-v5d0ext

RadioBearerSetup-v5d0ext-IEs,







v690NonCriticalExtensions

SEQUENCE {







radioBearerSetup-v690ext

RadioBearerSetup-v690ext-IEs,







nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL





}
OPTIONAL




},





criticalExtensions



CHOICE {






r6







SEQUENCE {







radioBearerSetup-r6



RadioBearerSetup-r6-IEs,







-- Container for adding non critical extensions after freezing REL-7







radioBearerSetup-r6-add-ext

BIT STRING

OPTIONAL,







v6b0NonCriticalExtensions

SEQUENCE {







radioBearerSetup-v6b0ext

RadioBearerSetup-v6b0ext-IEs,







nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL





},






criticalExtensions



CHOICE {







r7







SEQUENCE {








radioBearerSetup-r7



RadioBearerSetup-r7-IEs,








-- Container for adding non critical extensions after freezing REL-8








radioBearerSetup-r7-add-ext

BIT STRING











(CONTAINING RadioBearerSetup-r7-add-ext-IEs)
OPTIONAL,







v780NonCriticalExtensions

SEQUENCE {









radioBearerSetup-v780ext

RadioBearerSetup-v780ext-IEs,









v820NonCriticalExtensions

SEQUENCE {










radioBearerSetup-v820ext

RadioBearerSetup-v820ext-IEs,










nonCriticalExtensions


SEQUENCE {}

OPTIONAL









}
OPTIONAL








}
OPTIONAL







},







criticalExtensions



CHOICE {








r8







SEQUENCE {









radioBearerSetup-r8



RadioBearerSetup-r8-IEs,









-- Container for adding non critical extensions after freezing REL-9









radioBearerSetup-r8-add-ext

BIT STRING

OPTIONAL,









v7d0NonCriticalExtensions

SEQUENCE {









radioBearerSetup-v7d0ext

RadioBearerSetup-v7d0ext-IEs,










v7f0NonCriticalExtensions

SEQUENCE {











radioBearerSetup-v7f0ext
RadioBearerSetup-v7f0ext-IEs,











v890NonCriticalExtensions

SEQUENCE {












radioBearerSetup-v890ext


















RadioBearerSetup-v890ext-IEs,












v7g0NonCriticalExtensions

SEQUENCE {













radioBearerSetup-v7g0ext


















RadioBearerSetup-v7g0ext-IEs,













v8a0NonCriticalExtensions

SEQUENCE {














radioBearerSetup-v8a0ext


















RadioBearerSetup-v8a0ext-IEs,














nonCriticalExtensions


















SEQUENCE {}

OPTIONAL












}
OPTIONAL












}
OPTIONAL










}
OPTIONAL










}
OPTIONAL









}
OPTIONAL







},








criticalExtensions



CHOICE {









r9







SEQUENCE {










radioBearerSetup-r9



RadioBearerSetup-r9-IEs,










-- Container for adding non critical extensions after 










-- freezing REL-10










radioBearerSetup-r9-add-ext

BIT STRING

OPTIONAL,










v950NonCriticalExtensions

SEQUENCE {











radioBearerSetup-v950ext

RadioBearerSetup-v950ext-IEs,











v9c0NonCriticalExtensions

SEQUENCE {












radioBearerSetup-v9c0ext

RadioBearerSetup-v9c0ext-IEs,












nonCriticalExtensions


SEQUENCE {}

OPTIONAL











}
OPTIONAL










}
OPTIONAL









},









criticalExtensions



CHOICE {










r10







SEQUENCE {











radioBearerSetup-r10


RadioBearerSetup-r10-IEs,











-- Container for adding non critical extensions after 











-- freezing REL-11











radioBearerSetup-r10-add-ext
BIT STRING

OPTIONAL,











v9c0NonCriticalExtensions

SEQUENCE {












radioBearerSetup-v9c0ext

RadioBearerSetup-v9c0ext-IEs,












vb50NonCriticalExtensions

SEQUENCE {













radioBearerSetup-vb50ext


















RadioBearerSetup-vb50ext-IEs,













nonCriticalExtensions

SEQUENCE {}

OPTIONAL












}
OPTIONAL











}
OPTIONAL










},










criticalExtensions



CHOICE {











r11







SEQUENCE {











radioBearerSetup-r11


RadioBearerSetup-r11-IEs,











-- Container for adding non critical extensions after 











-- freezing REL-12











radioBearerSetup-r11-add-ext
BIT STRING

OPTIONAL,











nonCriticalExtensions


SEQUENCE {}

OPTIONAL










},










criticalExtensions



CHOICE {












r12







SEQUENCE {












radioBearerSetup-r12

RadioBearerSetup-r12-IEs,












-- Container for adding non critical extensions after 












-- freezing REL-13












radioBearerSetup-r13-add-ext



















BIT STRING

OPTIONAL,












nonCriticalExtensions


SEQUENCE {}

OPTIONAL












},











criticalExtensions



CHOICE {













r13







SEQUENCE {













radioBearerSetup-r13

RadioBearerSetup-r13-IEs,













-- Container for adding non critical extensions after 













-- freezing REL-14













radioBearerSetup-r13-add-ext



















BIT STRING

OPTIONAL,













nonCriticalExtensions


SEQUENCE {}

OPTIONAL













},












criticalExtensions



SEQUENCE {}











}










}










}









}








}







}






}





}




}



}


}

}

<Next modification>

RadioBearerSetup-r12-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo-r7

OPTIONAL,



cipheringModeInfo



CipheringModeInfo-r7



OPTIONAL,



sr-vcc-Info





SR-VCC-Info






OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE "new-DSCH-RNTI" should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient-r7
OPTIONAL,


accessGroupIdentity



AccessGroupIdentity




OPTIONAL,

-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,



supportForChangeOfUE-Capability
BOOLEAN







OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo-r6



OPTIONAL,


-- Radio bearer IEs



srb-InformationSetupList

SRB-InformationSetupList-r11

OPTIONAL,



rab-InformationSetupList

RAB-InformationSetupList-r11

OPTIONAL,



rab-InformationReconfigList

RAB-InformationReconfigList-r8

OPTIONAL,



rb-InformationReconfigList

RB-InformationReconfigList-r11

OPTIONAL,



rb-InformationAffectedList

RB-InformationAffectedList-r8

OPTIONAL,



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,



pdcp-ROHC-TargetMode


PDCP-ROHC-TargetMode



OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r12



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList-r6

OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r8

OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList-r7

OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r11

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



multi-frequencyInfo



Multi-frequencyInfo-LCR-r7


OPTIONAL,



dtx-drx-TimingInfo



DTX-DRX-TimingInfo-r7



OPTIONAL,



dtx-drx-Info




DTX-DRX-Info-r12





OPTIONAL,



hs-scch-LessInfo



HS-SCCH-LessInfo-r7




OPTIONAL,



mimoParameters




MIMO-Parameters-r9




OPTIONAL,



mimo4x4Parameters



MIMO4x4-Parameters




OPTIONAL,



dch-Enhancements-Info-FDD

DCH-Enhancements-Info-FDD


OPTIONAL,


maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r11




OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r11



OPTIONAL,



ul-SecondaryCellInfoFDD


UL-SecondaryCellInfoFDD-r12


OPTIONAL,



ul-MulticarrierEDCHInfo-TDD128
UL-MulticarrierEDCHInfo-TDD128

OPTIONAL,



ul-CLTD-InfoFDD




UL-CLTD-InfoFDD





OPTIONAL,



ul-OLTD-InfoFDD




UL-OLTD-InfoFDD





OPTIONAL,



ul-OtherTTIConfiguration-Info
UL-OtherTTIConfiguration-Information
OPTIONAL,


filteredUPHReportInfo


FilteredUEPowerHeadroomReportInfo
OPTIONAL,


dl-HSPDSCH-Information


DL-HSPDSCH-Information-r12


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r12


OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r12

OPTIONAL,



dl-SecondaryCellInfoFDD


DL-SecondaryCellInfoFDD-r11


OPTIONAL,



additionalDLSecCellInfoListFDD
AdditionalDLSecCellInfoListFDD-r11
OPTIONAL,



additionalDLSecCellInfoListFDD2
AdditionalDLSecCellInfoListFDD2

OPTIONAL,



commonERGCHInfoFDD



CommonERGCHInfoFDD




OPTIONAL,



controlChannelDRXInfo-TDD128
ControlChannelDRXInfo-TDD128-r8

OPTIONAL,



sps-Information-TDD128


SPS-Information-TDD128-r8


OPTIONAL,



mu-MIMO-Info-TDD128



MU-MIMO-Info-TDD128




OPTIONAL,



non-rectResAllocInd-TDD128

Non-rectResAllocInd-TDD128


OPTIONAL,



non-rectResSpecTSset-TDD128

Non-rectResSpecTSset-TDD128


OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL,


-- Measurement IEs for LCR



cellDCHMeasOccasionInfo-TDD128
CellDCHMeasOccasionInfo-TDD128-r9
OPTIONAL

}

RadioBearerSetup-r13-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo-r7

OPTIONAL,



cipheringModeInfo



CipheringModeInfo-r7



OPTIONAL,



sr-vcc-Info





SR-VCC-Info






OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE "new-DSCH-RNTI" should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient-r7
OPTIONAL,


accessGroupIdentity



AccessGroupIdentity




OPTIONAL,

-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,



supportForChangeOfUE-Capability
BOOLEAN







OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo-r6



OPTIONAL,


-- Radio bearer IEs



srb-InformationSetupList

SRB-InformationSetupList-r11


OPTIONAL,



rab-InformationSetupList

RAB-InformationSetupList-r11


OPTIONAL,



rab-InformationReconfigList

RAB-InformationReconfigList-r8

OPTIONAL,



rb-InformationReconfigList

RB-InformationReconfigList-r11

OPTIONAL,



rb-InformationAffectedList

RB-InformationAffectedList-r8

OPTIONAL,



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5

OPTIONAL,



pdcp-ROHC-TargetMode


PDCP-ROHC-TargetMode



OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r12


OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList-r6


OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r8

OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList-r7


OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r11

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



multi-frequencyInfo



Multi-frequencyInfo-LCR-r7


OPTIONAL,



dtx-drx-TimingInfo



DTX-DRX-TimingInfo-r7



OPTIONAL,



dtx-drx-Info




DTX-DRX-Info-r12




OPTIONAL,



hs-scch-LessInfo



HS-SCCH-LessInfo-r7




OPTIONAL,



mimoParameters




MIMO-Parameters-r9




OPTIONAL,



mimo4x4Parameters



MIMO4x4-Parameters




OPTIONAL,



dch-Enhancements-Info-FDD

DCH-Enhancements-Info-FDD


OPTIONAL,


maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r11




OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r11



OPTIONAL,



ul-SecondaryCellInfoFDD


UL-SecondaryCellInfoFDD-r12


OPTIONAL,



ul-MulticarrierEDCHInfo-TDD128
UL-MulticarrierEDCHInfo-TDD128

OPTIONAL,



ul-CLTD-InfoFDD




UL-CLTD-InfoFDD





OPTIONAL,



ul-OLTD-InfoFDD




UL-OLTD-InfoFDD





OPTIONAL,



ul-OtherTTIConfiguration-Info
UL-OtherTTIConfiguration-Information
OPTIONAL,


filteredUPHReportInfo


FilteredUEPowerHeadroomReportInfo
OPTIONAL,


dl-HSPDSCH-Information


DL-HSPDSCH-Information-r12


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r12


OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r12


OPTIONAL,



dl-SecondaryCellInfoFDD


DL-SecondaryCellInfoFDD-r13


OPTIONAL,



additionalDLSecCellInfoListFDD
AdditionalDLSecCellInfoListFDD-r13
OPTIONAL,



additionalDLSecCellInfoListFDD2
AdditionalDLSecCellInfoListFDD2-r13
OPTIONAL,



commonERGCHInfoFDD



CommonERGCHInfoFDD




OPTIONAL,



controlChannelDRXInfo-TDD128
ControlChannelDRXInfo-TDD128-r8

OPTIONAL,



sps-Information-TDD128


SPS-Information-TDD128-r8


OPTIONAL,



mu-MIMO-Info-TDD128



MU-MIMO-Info-TDD128




OPTIONAL,



non-rectResAllocInd-TDD128

Non-rectResAllocInd-TDD128


OPTIONAL,



non-rectResSpecTSset-TDD128

Non-rectResSpecTSset-TDD128


OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL,


-- Measurement IEs for LCR



cellDCHMeasOccasionInfo-TDD128
CellDCHMeasOccasionInfo-TDD128-r9
OPTIONAL

}

<Next modification>

RRCConnectionSetup ::= CHOICE {


r3







SEQUENCE {



rrcConnectionSetup-r3


RRCConnectionSetup-r3-IEs,



laterNonCriticalExtensions

SEQUENCE {




-- Container for additional R99 extensions




rrcConnectionSetup-r3-add-ext
BIT STRING

OPTIONAL,




v4b0NonCriticalExtensions

SEQUENCE { 





rrcConnectionSetup-v4b0ext

RRCConnectionSetup-v4b0ext-IEs,





v590NonCriticalExtensions

SEQUENCE { 






rrcConnectionSetup-v590ext

RRCConnectionSetup-v590ext-IEs,






v690NonCriticalExtensions

SEQUENCE {







rrcConnectionSetup-v690ext

RRCConnectionSetup-v690ext-IEs,







nonCriticalExtensions


SEQUENCE {}

OPTIONAL






}
OPTIONAL





}
OPTIONAL




}
OPTIONAL



}
OPTIONAL


},


later-than-r3




SEQUENCE {



initialUE-Identity



InitialUE-Identity,



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



CHOICE {




r4







SEQUENCE {





rrcConnectionSetup-r4


RRCConnectionSetup-r4-IEs,





v4d0NonCriticalExtensions


SEQUENCE {






-- Container for adding non critical extensions after freezing REL-5






rrcConnectionSetup-r4-add-ext
BIT STRING

OPTIONAL,






v590NonCriticalExtensions

SEQUENCE { 







rrcConnectionSetup-v590ext

RRCConnectionSetup-v590ext-IEs,







v690NonCriticalExtensions

SEQUENCE {








rrcConnectionSetup-v690ext

RRCConnectionSetup-v690ext-IEs,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL






}
OPTIONAL





}
OPTIONAL




},




criticalExtensions




CHOICE {





r5







SEQUENCE {






rrcConnectionSetup-r5


RRCConnectionSetup-r5-IEs,






-- Container for adding non critical extensions after freezing REL-6






rrcConnectionSetup-r5-add-ext
BIT STRING

OPTIONAL,






v690NonCriticalExtensions

SEQUENCE {







rrcConnectionSetup-v690ext

RRCConnectionSetup-v690ext-IEs,







nonCriticalExtensions


SEQUENCE {}

OPTIONAL






}
OPTIONAL





},





criticalExtensions



CHOICE {






r6







SEQUENCE {







rrcConnectionSetup-r6


RRCConnectionSetup-r6-IEs,







-- Container for adding non critical extensions after freezing REL-7







rrcConnectionSetup-r6-add-ext
BIT STRING




OPTIONAL,







v6b0NonCriticalExtensions

SEQUENCE {








rrcConnectionSetup-v6b0ext

RRCConnectionSetup-v6b0ext-IEs,








nonCriticalExtensions


SEQUENCE {}



OPTIONAL







}
OPTIONAL





},






criticalExtensions



CHOICE {







r7







SEQUENCE {








rrcConnectionSetup-r7


RRCConnectionSetup-r7-IEs,








-- Container for adding non critical extensions after freezing REL-8








rrcConnectionSetup-r7-add-ext
BIT STRING




OPTIONAL,








v780NonCriticalExtensions

SEQUENCE {









rrcConnectionSetup-v780ext

RRCConnectionSetup-v780ext-IEs,









v7d0NonCriticalExtensions

SEQUENCE {









rrcConnectionSetup-v7d0ext

RRCConnectionSetup-v7d0ext-IEs,









nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}
OPTIONAL







}
OPTIONAL







},







criticalExtensions



CHOICE {








r8







SEQUENCE {









rrcConnectionSetup-r8


RRCConnectionSetup-r8-IEs,









-- Container for adding non critical extensions after freezing REL-9









rrcConnectionSetup-r8-add-ext
BIT STRING



OPTIONAL,









v7d0NonCriticalExtensions

SEQUENCE {









rrcConnectionSetup-v7d0ext

RRCConnectionSetup-v7d0ext-IEs,









v890NonCriticalExtensions

SEQUENCE {











rrcConnectionSetup-v890ext


















RRCConnectionSetup-v890ext-IEs,











v8a0NonCriticalExtensions

SEQUENCE {












rrcConnectionSetup-v8a0ext


















RRCConnectionSetup-v8a0ext-IEs,












nonCriticalExtensions


SEQUENCE {}

OPTIONAL










}
OPTIONAL










}
OPTIONAL









}
OPTIONAL







},








criticalExtensions



CHOICE {









r9







SEQUENCE {










rrcConnectionSetup-r9


RRCConnectionSetup-r9-IEs,










-- Container for adding non critical extensions after 










-- freezing REL-10










rrcConnectionSetup-r9-add-ext


















BIT STRING

OPTIONAL,










v950NonCriticalExtensions

SEQUENCE {











rrcConnectionSetup-v950ext
RRCConnectionSetup-v950ext-IEs,











nonCriticalExtensions


SEQUENCE {}

OPTIONAL









}
OPTIONAL









},









criticalExtensions



CHOICE {










r10







SEQUENCE {











rrcConnectionSetup-r10


RRCConnectionSetup-r10-IEs,











-- Container for adding non critical extensions after 











-- freezing REL-11











rrcConnectionSetup-r10-add-ext




















BIT STRING
OPTIONAL, 










vaj0NonCriticalExtensions

SEQUENCE {











rrcConnectionSetup-vaj0ext
RRCConnectionSetup-vaj0ext-IEs,











nonCriticalExtensions


SEQUENCE {}

OPTIONAL










}
OPTIONAL









},










criticalExtensions



CHOICE {











r11







SEQUENCE {












rrcConnectionSetup-r11






















RRCConnectionSetup-r11-IEs,












-- Container for adding non critical extensions after 












-- freezing REL-12












rrcConnectionSetup-r11-add-ext




















BIT STRING
OPTIONAL, 











vaj0NonCriticalExtensions

SEQUENCE {












rrcConnectionSetup-vaj0ext
RRCConnectionSetup-vaj0ext-IEs,












nonCriticalExtensions


SEQUENCE {}

OPTIONAL











}
OPTIONAL










},










criticalExtensions



CHOICE {












r12







SEQUENCE {













rrcConnectionSetup-r12






















RRCConnectionSetup-r12-IEs,













-- Container for adding non critical extensions 













-- after freezing REL-13













rrcConnectionSetup-r12-add-ext



















BIT STRING
OPTIONAL,













nonCriticalExtensions

SEQUENCE {}

OPTIONAL












},











criticalExtensions



CHOICE {













r13







SEQUENCE {














rrcConnectionSetup-r13






















RRCConnectionSetup-r13-IEs,














-- Container for adding non critical extensions 














-- after freezing REL-14













rrcConnectionSetup-r13-add-ext



















BIT STRING
OPTIONAL,














nonCriticalExtensions

SEQUENCE {}

OPTIONAL













},












criticalExtensions



SEQUENCE {}











}










}










}









}








}







}






}





}




}



}


}

}

<Next modification>

RRCConnectionSetup-r12-IEs ::= SEQUENCE {


-- TABULAR: Integrity protection shall not be performed on this message.



activationTime




ActivationTime







OPTIONAL,



new-U-RNTI





U-RNTI,



new-c-RNTI





C-RNTI









OPTIONAL,



new-H-RNTI





H-RNTI









OPTIONAL,



newPrimary-E-RNTI



E-RNTI









OPTIONAL,



newSecondary-E-RNTI



E-RNTI









OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient-r7,



-- TABULAR: If capabilityUpdateRequirement is not present, the default value



-- defined in 10.3.3.2 shall be used.



capabilityUpdateRequirement

CapabilityUpdateRequirement-r12



OPTIONAL,



supportForChangeOfUE-Capability
BOOLEAN,


-- Specification mode information



defaultConfigForCellFACH

DefaultConfigForCellFACH




OPTIONAL,



specificationMode



CHOICE {




complete





SEQUENCE {





-- Radio bearer IEs





srb-InformationSetupList

SRB-InformationSetupList2-r8,





-- Transport channel IEs





ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,





ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r8

OPTIONAL,





dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,





dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r11

OPTIONAL




},




preconfiguration



SEQUENCE {





-- All IEs that include an FDD/TDD choice are split in two IEs for this message,





-- one for the FDD only elements and one for the TDD only elements, so that one





-- FDD/TDD choice in this level is sufficient.





preConfigMode




CHOICE {






predefinedConfigIdentity

PredefinedConfigIdentity,






defaultConfig




SEQUENCE {







defaultConfigMode



DefaultConfigMode,







defaultConfigIdentity 


DefaultConfigIdentity-r6






}





}




}



},


-- Physical channel IEs



frequencyInfo




FrequencyInfo







OPTIONAL,



multi-frequencyInfo



Multi-frequencyInfo-LCR-r7




OPTIONAL,



dtx-drx-TimingInfo



DTX-DRX-TimingInfo-r7





OPTIONAL,



dtx-drx-Info




DTX-DRX-Info-r12







OPTIONAL,



hs-scch-LessInfo



HS-SCCH-LessInfo-r7






OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power





OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r11






OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r11





OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r12




OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r10




OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r8




OPTIONAL,



dl-SecondaryCellInfoFDD


DL-SecondaryCellInfoFDD-r11




OPTIONAL,



additionalDLSecCellInfoListFDD
AdditionalDLSecCellInfoListFDD-r11


OPTIONAL,



commonERGCHInfoFDD



CommonERGCHInfoFDD






OPTIONAL,



sps-Information-TDD128


SPS-Information-TDD128-r8




OPTIONAL,



mu-MIMO-Info-TDD128



MU-MIMO-Info-TDD128






OPTIONAL,



non-rectResAllocInd-TDD128

Non-rectResAllocInd-TDD128




OPTIONAL,



non-rectResSpecTSset-TDD128

Non-rectResSpecTSset-TDD128




OPTIONAL

}

RRCConnectionSetup-r13-IEs ::= SEQUENCE {


-- TABULAR: Integrity protection shall not be performed on this message.



activationTime




ActivationTime







OPTIONAL,



new-U-RNTI





U-RNTI,



new-c-RNTI





C-RNTI









OPTIONAL,



new-H-RNTI





H-RNTI









OPTIONAL,



newPrimary-E-RNTI



E-RNTI









OPTIONAL,



newSecondary-E-RNTI



E-RNTI









OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient-r7,



-- TABULAR: If capabilityUpdateRequirement is not present, the default value



-- defined in 10.3.3.2 shall be used.



capabilityUpdateRequirement

CapabilityUpdateRequirement-r12



OPTIONAL,



supportForChangeOfUE-Capability
BOOLEAN,


-- Specification mode information



defaultConfigForCellFACH

DefaultConfigForCellFACH




OPTIONAL,



specificationMode



CHOICE {




complete





SEQUENCE {





-- Radio bearer IEs





srb-InformationSetupList

SRB-InformationSetupList2-r8,





-- Transport channel IEs





ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,





ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r8

OPTIONAL,





dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,





dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r11

OPTIONAL




},




preconfiguration



SEQUENCE {





-- All IEs that include an FDD/TDD choice are split in two IEs for this message,





-- one for the FDD only elements and one for the TDD only elements, so that one





-- FDD/TDD choice in this level is sufficient.





preConfigMode




CHOICE {






predefinedConfigIdentity

PredefinedConfigIdentity,






defaultConfig




SEQUENCE {







defaultConfigMode



DefaultConfigMode,







defaultConfigIdentity 


DefaultConfigIdentity-r6






}





}




}



},


-- Physical channel IEs



frequencyInfo




FrequencyInfo







OPTIONAL,



multi-frequencyInfo



Multi-frequencyInfo-LCR-r7




OPTIONAL,



dtx-drx-TimingInfo



DTX-DRX-TimingInfo-r7





OPTIONAL,



dtx-drx-Info




DTX-DRX-Info-r12






OPTIONAL,



hs-scch-LessInfo



HS-SCCH-LessInfo-r7






OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power





OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r11






OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r11





OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r12




OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r10




OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r8




OPTIONAL,



dl-SecondaryCellInfoFDD


DL-SecondaryCellInfoFDD-r13




OPTIONAL,



additionalDLSecCellInfoListFDD
AdditionalDLSecCellInfoListFDD-r13


OPTIONAL,



commonERGCHInfoFDD



CommonERGCHInfoFDD






OPTIONAL,



sps-Information-TDD128


SPS-Information-TDD128-r8




OPTIONAL,



mu-MIMO-Info-TDD128



MU-MIMO-Info-TDD128






OPTIONAL,



non-rectResAllocInd-TDD128

Non-rectResAllocInd-TDD128




OPTIONAL,



non-rectResSpecTSset-TDD128

Non-rectResSpecTSset-TDD128




OPTIONAL

}

<Next modification>

TransportChannelReconfiguration ::= CHOICE {


r3







SEQUENCE {



transportChannelReconfiguration-r3











TransportChannelReconfiguration-r3-IEs,



v3a0NonCriticalExtensions

SEQUENCE {




transportChannelReconfiguration-v3a0ext












TransportChannelReconfiguration-v3a0ext,




laterNonCriticalExtensions


SEQUENCE {





-- Container for additional R99 extensions





transportChannelReconfiguration-r3-add-ext

BIT STRING

OPTIONAL,





v4b0NonCriticalExtensions

SEQUENCE {






transportChannelReconfiguration-v4b0ext















TransportChannelReconfiguration-v4b0ext-IEs,






v590NonCriticalExtensions

SEQUENCE {







transportChannelReconfiguration-v590ext
















TransportChannelReconfiguration-v590ext-IEs,







v690NonCriticalExtensions

SEQUENCE {







transportChannelReconfiguration-v690ext
















TransportChannelReconfiguration-v690ext-IEs,







v770NonCriticalExtensions

SEQUENCE {









transportChannelReconfiguration-v770ext















TransportChannelReconfiguration-v770ext-IEs,









nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}

OPTIONAL






}

OPTIONAL





}

OPTIONAL





}

OPTIONAL




}

OPTIONAL



}

OPTIONAL


},


later-than-r3




SEQUENCE {



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



CHOICE {




r4







SEQUENCE {





transportChannelReconfiguration-r4













TransportChannelReconfiguration-r4-IEs,





v4d0NonCriticalExtensions


SEQUENCE {






-- Container for adding non critical extensions after freezing REL-5






transportChannelReconfiguration-r4-add-ext

BIT STRING

OPTIONAL,






v590NonCriticalExtensions

SEQUENCE {







transportChannelReconfiguration-v590ext















TransportChannelReconfiguration-v590ext-IEs,







v690NonCriticalExtensions

SEQUENCE {







transportChannelReconfiguration-v690ext
















TransportChannelReconfiguration-v690ext-IEs,







v770NonCriticalExtensions

SEQUENCE {









transportChannelReconfiguration-v770ext















TransportChannelReconfiguration-v770ext-IEs,









nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}
OPTIONAL






}
OPTIONAL





}
OPTIONAL





}
OPTIONAL




},




criticalExtensions



CHOICE {





r5







SEQUENCE {






transportChannelReconfiguration-r5














TransportChannelReconfiguration-r5-IEs,






-- Container for adding non critical extensions after freezing REL-6






transportChannelReconfiguration-r5-add-ext

BIT STRING

OPTIONAL,






v690NonCriticalExtensions

SEQUENCE {






transportChannelReconfiguration-v690ext
















TransportChannelReconfiguration-v690ext-IEs,






v770NonCriticalExtensions

SEQUENCE {









transportChannelReconfiguration-v770ext















TransportChannelReconfiguration-v770ext-IEs,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL





}
OPTIONAL




},





criticalExtensions



CHOICE {






r6







SEQUENCE {







transportChannelReconfiguration-r6















TransportChannelReconfiguration-r6-IEs,







-- Container for adding non critical extensions after freezing REL-7







transportChannelReconfiguration-r6-add-ext

BIT STRING

OPTIONAL,







v6b0NonCriticalExtensions

SEQUENCE {








transportChannelReconfiguration-v6b0ext














TransportChannelReconfiguration-v6b0ext-IEs,








v770NonCriticalExtensions

SEQUENCE {









transportChannelReconfiguration-v770ext














TransportChannelReconfiguration-v770ext-IEs,









nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}
OPTIONAL






}
OPTIONAL





},






criticalExtensions



CHOICE {







r7







SEQUENCE {








transportChannelReconfiguration-r7















TransportChannelReconfiguration-r7-IEs,








-- Container for adding non critical extensions after freezing REL-8








transportChannelReconfiguration-r7-add-ext

BIT STRING
OPTIONAL,








v780NonCriticalExtensions

SEQUENCE {









transportChannelReconfiguration-v780ext














TransportChannelReconfiguration-v780ext-IEs,









v7d0NonCriticalExtensions

SEQUENCE {









transportChannelReconfiguration-v7d0ext














TransportChannelReconfiguration-v7d0ext-IEs,









v7f0NonCriticalExtensions

SEQUENCE {











transportChannelReconfiguration-v7f0ext















TransportChannelReconfiguration-v7f0ext-IEs,











v7g0NonCriticalExtensions

SEQUENCE {












transportChannelReconfiguration-v7g0ext















TransportChannelReconfiguration-v7g0ext-IEs,












nonCriticalExtensions


SEQUENCE {}

OPTIONAL










}
OPTIONAL










}
OPTIONAL









}
OPTIONAL







}
OPTIONAL







},







criticalExtensions



CHOICE {








r8







SEQUENCE {









transportChannelReconfiguration-r8
















TransportChannelReconfiguration-r8-IEs,









-- Container for adding non critical extensions after freezing REL-9









transportChannelReconfiguration-r8-add-ext

















BIT STRING

OPTIONAL,









v7d0NonCriticalExtensions

SEQUENCE {









transportChannelReconfiguration-v7d0ext














TransportChannelReconfiguration-v7d0ext-IEs,









v7f0NonCriticalExtensions

SEQUENCE {











transportChannelReconfiguration-v7f0ext















TransportChannelReconfiguration-v7f0ext-IEs,











v890NonCriticalExtensions

SEQUENCE {












transportChannelReconfiguration-v890ext














TransportChannelReconfiguration-v890ext-IEs,












v7g0NonCriticalExtensions

SEQUENCE {













transportChannelReconfiguration-v7g0ext














TransportChannelReconfiguration-v7g0ext-IEs,












v8a0NonCriticalExtensions

SEQUENCE {














transportChannelReconfiguration-v8a0ext















TransportChannelReconfiguration-v8a0ext-IEs,














nonCriticalExtensions


















SEQUENCE {}

OPTIONAL













}
OPTIONAL












}
OPTIONAL











}
OPTIONAL










}
OPTIONAL









}
OPTIONAL







},








criticalExtensions



CHOICE {









r9







SEQUENCE {










transportChannelReconfiguration-r9
















TransportChannelReconfiguration-r9-IEs,










-- Container for adding non critical extensions after 










-- freezing REL-10










transportChannelReconfiguration-r9-add-ext


















BIT STRING

OPTIONAL,










v950NonCriticalExtensions

SEQUENCE {











transportChannelReconfiguration-v950ext















TransportChannelReconfiguration-v950ext-IEs,











v9c0NonCriticalExtensions

SEQUENCE {












transportChannelReconfiguration-v9c0ext















TransportChannelReconfiguration-v9c0ext-IEs,












nonCriticalExtensions


SEQUENCE {}

OPTIONAL











}
OPTIONAL










}
OPTIONAL









},









criticalExtensions



CHOICE {










r10







SEQUENCE {











transportChannelReconfiguration-r10
















TransportChannelReconfiguration-r10-IEs,











-- Container for adding non critical extensions after 











-- freezing REL-11











transportChannelReconfiguration-r10-add-ext



















BIT STRING

OPTIONAL,











v9c0NonCriticalExtensions

SEQUENCE {












transportChannelReconfiguration-v9c0ext















TransportChannelReconfiguration-v9c0ext-IEs,












vb50NonCriticalExtensions

SEQUENCE {













transportChannelReconfiguration-vb50ext















TransportChannelReconfiguration-vb50ext-IEs,












nonCriticalExtensions


SEQUENCE {}

OPTIONAL











}
OPTIONAL











}
OPTIONAL










},










criticalExtensions



CHOICE {











r11







SEQUENCE {












transportChannelReconfiguration-r11
















TransportChannelReconfiguration-r11-IEs,












-- Container for adding non critical extensions after 












-- freezing REL-12












transportChannelReconfiguration-r11-add-ext



















BIT STRING

OPTIONAL,












nonCriticalExtensions


SEQUENCE {}

OPTIONAL










},










criticalExtensions



CHOICE {












r12







SEQUENCE {













transportChannelReconfiguration-r12
















TransportChannelReconfiguration-r12-IEs,













-- Container for adding non critical extensions 













-- after freezing REL-13













transportChannelReconfiguration-r12-add-ext



















BIT STRING

OPTIONAL,













nonCriticalExtensions

SEQUENCE {}

OPTIONAL












},











criticalExtensions



CHOICE {













r13







SEQUENCE {














transportChannelReconfiguration-r13
















TransportChannelReconfiguration-r13-IEs,














-- Container for adding non critical extensions 














-- after freezing REL-14














transportChannelReconfiguration-r13-add-ext



















BIT STRING

OPTIONAL,














nonCriticalExtensions

SEQUENCE {}

OPTIONAL













},












criticalExtensions



SEQUENCE {}











}










}










}









}








}







}






}





}




}



}


}

}

<Next modification>

TransportChannelReconfiguration-r12-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo-r7

OPTIONAL,



cipheringModeInfo



CipheringModeInfo-r7



OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



delayRestrictionFlag


DelayRestrictionFlag



OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE "new-DSCH-RNTI" should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



ueMobilityStateIndicator

High-MobilityDetected



OPTIONAL,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient-r7
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo-r6



OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,



supportForChangeOfUE-Capability
BOOLEAN







OPTIONAL,



responseToChangeOfUE-Capability
ENUMERATED { true }




OPTIONAL,


-- Radio bearer IEs



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r12



OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r8

OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r11

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



multi-frequencyInfo



Multi-frequencyInfo-LCR-r7


OPTIONAL,



dtx-drx-TimingInfo



DTX-DRX-TimingInfo-r7



OPTIONAL,



dtx-drx-Info




DTX-DRX-Info-r12





OPTIONAL,



hs-scch-LessInfo



HS-SCCH-LessInfo-r7




OPTIONAL,



mimoParameters




MIMO-Parameters-r9




OPTIONAL,



mimo4x4Parameters



MIMO4x4-Parameters




OPTIONAL,



dch-Enhancements-Info-FDD

DCH-Enhancements-Info-FDD


OPTIONAL,


maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r11




OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r11



OPTIONAL,



ul-SecondaryCellInfoFDD


UL-SecondaryCellInfoFDD-r12


OPTIONAL,



ul-MulticarrierEDCHInfo-TDD128
UL-MulticarrierEDCHInfo-TDD128

OPTIONAL,



ul-CLTD-InfoFDD




UL-CLTD-InfoFDD





OPTIONAL,



ul-OLTD-InfoFDD




UL-OLTD-InfoFDD





OPTIONAL,



ul-OtherTTIConfiguration-Info
UL-OtherTTIConfiguration-Information
OPTIONAL,


filteredUPHReportInfo


FilteredUEPowerHeadroomReportInfo
OPTIONAL,


dl-HSPDSCH-Information


DL-HSPDSCH-Information-r12


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r12


OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r12

OPTIONAL,



dl-SecondaryCellInfoFDD


DL-SecondaryCellInfoFDD-r11


OPTIONAL,



additionalDLSecCellInfoListFDD
AdditionalDLSecCellInfoListFDD-r11
OPTIONAL,



additionalDLSecCellInfoListFDD2
AdditionalDLSecCellInfoListFDD2

OPTIONAL,



commonERGCHInfoFDD



CommonERGCHInfoFDD




OPTIONAL,



dPCCH2InfoFDD




DPCCH2InfoFDD





OPTIONAL,


controlChannelDRXInfo-TDD128
ControlChannelDRXInfo-TDD128-r8

OPTIONAL,



sps-Information-TDD128


SPS-Information-TDD128-r8


OPTIONAL,



mu-MIMO-Info-TDD128



MU-MIMO-Info-TDD128




OPTIONAL,



non-rectResAllocInd-TDD128

Non-rectResAllocInd-TDD128


OPTIONAL,



non-rectResSpecTSset-TDD128

Non-rectResSpecTSset-TDD128


OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL,


-- Measurement IEs for LCR



cellDCHMeasOccasionInfo-TDD128
CellDCHMeasOccasionInfo-TDD128-r9
OPTIONAL

}

TransportChannelReconfiguration-r13-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo-r7

OPTIONAL,



cipheringModeInfo



CipheringModeInfo-r7



OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



delayRestrictionFlag


DelayRestrictionFlag



OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE "new-DSCH-RNTI" should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



ueMobilityStateIndicator

High-MobilityDetected



OPTIONAL,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient-r7
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo-r6



OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,



supportForChangeOfUE-Capability
BOOLEAN







OPTIONAL,



responseToChangeOfUE-Capability
ENUMERATED { true }




OPTIONAL,


-- Radio bearer IEs



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r12


OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r8

OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r11

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



multi-frequencyInfo



Multi-frequencyInfo-LCR-r7


OPTIONAL,



dtx-drx-TimingInfo



DTX-DRX-TimingInfo-r7



OPTIONAL,



dtx-drx-Info




DTX-DRX-Info-r12




OPTIONAL,



hs-scch-LessInfo



HS-SCCH-LessInfo-r7




OPTIONAL,



mimoParameters




MIMO-Parameters-r9




OPTIONAL,



mimo4x4Parameters



MIMO4x4-Parameters




OPTIONAL,



dch-Enhancements-Info-FDD

DCH-Enhancements-Info-FDD


OPTIONAL,


maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r11




OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r11



OPTIONAL,



ul-SecondaryCellInfoFDD


UL-SecondaryCellInfoFDD-r12


OPTIONAL,



ul-MulticarrierEDCHInfo-TDD128
UL-MulticarrierEDCHInfo-TDD128

OPTIONAL,



ul-CLTD-InfoFDD




UL-CLTD-InfoFDD





OPTIONAL,



ul-OLTD-InfoFDD




UL-OLTD-InfoFDD





OPTIONAL,



ul-OtherTTIConfiguration-Info
UL-OtherTTIConfiguration-Information
OPTIONAL,


filteredUPHReportInfo


FilteredUEPowerHeadroomReportInfo
OPTIONAL,


dl-HSPDSCH-Information


DL-HSPDSCH-Information-r12


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r12


OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r12


OPTIONAL,



dl-SecondaryCellInfoFDD


DL-SecondaryCellInfoFDD-r13


OPTIONAL,



additionalDLSecCellInfoListFDD
AdditionalDLSecCellInfoListFDD-r13
OPTIONAL,



additionalDLSecCellInfoListFDD2
AdditionalDLSecCellInfoListFDD2-r13
OPTIONAL,



commonERGCHInfoFDD



CommonERGCHInfoFDD




OPTIONAL,



dPCCH2InfoFDD




DPCCH2InfoFDD





OPTIONAL,


controlChannelDRXInfo-TDD128
ControlChannelDRXInfo-TDD128-r8

OPTIONAL,



sps-Information-TDD128


SPS-Information-TDD128-r8


OPTIONAL,



mu-MIMO-Info-TDD128



MU-MIMO-Info-TDD128




OPTIONAL,



non-rectResAllocInd-TDD128

Non-rectResAllocInd-TDD128


OPTIONAL,



non-rectResSpecTSset-TDD128

Non-rectResSpecTSset-TDD128


OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL,


-- Measurement IEs for LCR



cellDCHMeasOccasionInfo-TDD128
CellDCHMeasOccasionInfo-TDD128-r9
OPTIONAL

}

<Next modification>

11.3
Information element definitions

InformationElements DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS

<Partially omitted>

UE-RadioAccessCapability-LaterNonCriticalExtensions ::= SEQUENCE {


v9c0NonCriticalExtensions


SEQUENCE {



ue-RadioAccessCapability-v9c0ext


UE-RadioAccessCapability-v9c0ext-IEs,



vaa0NonCriticalExtensions

SEQUENCE
{




ue-RadioAccessCapability-vaa0ext

UE-RadioAccessCapability-vaa0ext-IEs,




vb50NonCriticalExtensions

SEQUENCE {





ue-RadioAccessCapability-vb50ext

UE-RadioAccessCapability-vb50ext-IEs,





vb70NonCriticalExtensions

SEQUENCE {






ue-RadioAccessCapability-vb70ext

UE-RadioAccessCapability-vb70ext-IEs,






vae0NonCriticalExtensions



SEQUENCE {







ue-RadioAccessCapability-vae0ext
UE-RadioAccessCapability-vae0ext-IEs,







vb80NonCriticalExtensions

SEQUENCE {








ue-RadioAccessCapability-vb80ext
UE-RadioAccessCapability-vb80ext-IEs,








vc50NonCriticalExtensions

SEQUENCE {









ue-RadioAccessCapability-vc50ext












UE-RadioAccessCapability-vc50ext-IEs,








vdxyNonCriticalExtensions

SEQUENCE {









ue-RadioAccessCapability-vdxyext











UE-RadioAccessCapability-vdxyext-IEs,









nonCriticalExtensions


SEQUENCE {} OPTIONAL








}

OPTIONAL







}

OPTIONAL






}

OPTIONAL






}

OPTIONAL





}

OPTIONAL




}

OPTIONAL



}

OPTIONAL


}

}

UE-RadioAccessCapability-va40ext-IEs ::= SEQUENCE {


-- UE physical channel capability

ue-RadioAccessCapabBandCombList-va40ext
UE-RadioAccessCapabBandCombList-va40ext

OPTIONAL,

physicalChannelCapability



PhysicalChannelCapability-va40ext,


rlc-Capability






RLC-Capability-va40ext,


measurementCapability




MeasurementCapability-va40ext



OPTIONAL,


supportOfMUMIMO






ENUMERATED { uplink, uplink-and-downlink }
OPTIONAL,


supportForDualCellMimoInDifferentBands
ENUMERATED { true }






OPTIONAL,


ue-BasedNetworkPerformanceMeasurementsParameters










UE-BasedNetworkPerformanceMeasurementsParameters

OPTIONAL,


supportOfUTRANANR





ENUMERATED { true }






OPTIONAL,

-- UE radio access capability extension


ue-RadioAccessCapabBandFDDList4


UE-RadioAccessCapabBandFDDList4



OPTIONAL

}
UE-RadioAccessCapability-va60ext-IEs ::= SEQUENCE {

ue-RadioAccessCapabBandFDDList4


UE-RadioAccessCapabBandFDDList4-va60ext


OPTIONAL

}
UE-RadioAccessCapability-va80ext-IEs ::= SEQUENCE {


ue-RadioAccessCapabBandFDDList4


UE-RadioAccessCapabBandFDDList4-va80ext

OPTIONAL

}

UE-RadioAccessCapability-vaa0ext-IEs ::= SEQUENCE {


supportOfUMRLCre-establish-via-reconfig
ENUMERATED { true }






OPTIONAL,


rf-capability






RF-Capability-vaa0ext





OPTIONAL

}

UE-RadioAccessCapability-vae0ext-IEs ::= SEQUENCE {


-- UE radio access capability



multiModeRAT-Capability



MultiModeRAT-Capability-vae0ext


OPTIONAL

}

UE-RadioAccessCapability-vb50ext-IEs ::= SEQUENCE {


multiModeRAT-Capability






MultiModeRAT-Capability-vb50ext,


supportOfCommonERGCHBasedInterferenceControl
ENUMERATED { true }

OPTIONAL,


supportOfFallbackToR99PRACH





ENUMERATED { true }

OPTIONAL,


supportOfConcurrentDeployment




ENUMERATED { true }

OPTIONAL,


supportOfTTIalignmentAndPerHARQProcess


ENUMERATED { true }

OPTIONAL,


-- UE physical channel capability

ue-RadioAccessCapabBandCombList-vb50ext
UE-RadioAccessCapabBandCombList-vb50ext

OPTIONAL,

multiflowCapabBandCombList



MultiflowCapabBandCombList




OPTIONAL,


physicalChannelCapability



PhysicalChannelCapability-vb50ext,


rlc-Capability






RLC-Capability-vb50ext,


multiflowCapability





MultiflowCapability






OPTIONAL,


-- UE radio access capability extension


ue-RadioAccessCapabBandFDDList6


UE-RadioAccessCapabBandFDDList6

OPTIONAL,


-- Measurement capability

measurementCapability




MeasurementCapability-vb50ext



OPTIONAL,


measurementCapabilityTDD



MeasurementCapabilityTDD-vb50ext


OPTIONAL,


-- UE voice over IMS related capability


rsrvcc-SupportFromUTRA-CS-to-EUTRA-FDD
ENUMERATED { true }


OPTIONAL,


rsrvcc-SupportFromUTRA-CS-to-EUTRA-TDD
ENUMERATED { true }


OPTIONAL,


supportOfHSDPCCHPowerOffsetExtension

ENUMERATED { true }


OPTIONAL,


supportOfSTTDOnDLControlChannelsWhenMultiflowOperationIsActive

ENUMERATED { true }


OPTIONAL

}
UE-RadioAccessCapability-vb70ext-IEs ::= SEQUENCE {


measurementCapability




MeasurementCapability-vb70ext

OPTIONAL,

ue-RadioAccessCapabBandFDDList7


UE-RadioAccessCapabBandFDDList7

OPTIONAL

}

UE-RadioAccessCapability-vb80ext-IEs ::= SEQUENCE {


-- UE physical channel capability


physicalChannelCapability



PhysicalChannelCapability-vb80ext

}

UE-RadioAccessCapability-vc50ext-IEs ::= SEQUENCE {


--the capability is for FDD only


measurementCapability






MeasurementCapability-vc50ext

OPTIONAL,


supportofDsacAndPpacInCellDch



ENUMERATED { true }



OPTIONAL,


supportOfMultiflowWithFTPICHFromAssisting
ENUMERATED { true }



OPTIONAL,

multiModeRAT-Capability





MultiModeRAT-Capability-vc50ext
OPTIONAL,

-- UE physical channel capability

    physicalChannelCapability




PhysicalChannelCapability-vc50ext
OPTIONAL
}

UE-RadioAccessCapability-vdxyext-IEs ::= SEQUENCE {

--the capability is for FDD only

supportofNAICSOffloading




ENUMERATED { true }
OPTIONAL
}
<Next modification>

AdditionalDLSecCellInfoListFDD ::=
SEQUENCE (SIZE (2)) OF











AdditionalDLSecCellInfoFDD

AdditionalDLSecCellInfoListFDD-r11 ::=
SEQUENCE (SIZE (2)) OF











AdditionalDLSecCellInfoFDD-r11

AdditionalDLSecCellInfoListFDD-r13 ::=
SEQUENCE (SIZE (2)) OF











AdditionalDLSecCellInfoFDD-r13

AdditionalDLSecCellInfoListFDD2 ::=
SEQUENCE (SIZE (4)) OF











AdditionalDLSecCellInfoFDD-r11
AdditionalDLSecCellInfoListFDD2-r13 ::=
SEQUENCE (SIZE (4)) OF











AdditionalDLSecCellInfoFDD-r13
AdditionalDLSecCellInfoHandoverToUtranListFDD ::=
SEQUENCE (SIZE (2)) OF











AdditionalDLSecCellInfoFDD-HandoverToUtran
-- AdditionalDLSecCellInfoFDD is introduced to avoid a SEQUENCE of SEQUENCE, a convention in RAN2.

AdditionalDLSecCellInfoFDD ::=
SEQUENCE {


dl-SecondaryCellInfoFDD




DL-SecondaryCellInfoFDD-r10



OPTIONAL

}

AdditionalDLSecCellInfoFDD-r11 ::=
SEQUENCE {


dl-SecondaryCellInfoFDD




DL-SecondaryCellInfoFDD-r11



OPTIONAL

}

AdditionalDLSecCellInfoFDD-r13 ::=
SEQUENCE {


dl-SecondaryCellInfoFDD




DL-SecondaryCellInfoFDD-r13



OPTIONAL

}

AdditionalDLSecCellInfoFDD-HandoverToUtran::=
SEQUENCE {


dl-SecondaryCellInfoFDD




DL-SecondaryCellInfoFDD-HandoverToUtran



OPTIONAL

}

<Next modification>

DL-SecondaryCellInfoFDD-r11 ::=

SEQUENCE {


configurationInfo




CHOICE {



continue






NULL,



newConfiguration




SEQUENCE {




new-H-RNTI






H-RNTI,




dl-64QAM-Configured




ENUMERATED { true }



OPTIONAL,




hs-DSCH-TBSizeTable




HS-DSCH-TBSizeTable



OPTIONAL,




primaryCPICH-Info




PrimaryCPICH-Info,




dl-ScramblingCode




SecondaryScramblingCode


OPTIONAL,




hS-SCCHChannelisationCodeInfo

SEQUENCE (SIZE (1..maxHSSCCHs)) OF














HS-SCCH-Codes,




measurementPowerOffset



MeasurementPowerOffset,




measurementPowerOffset1



MeasurementPowerOffset


OPTIONAL,




uarfcn-DL






UARFCN,




differentTxModeFromServingHS-DSCHCell
ENUMERATED { different }
OPTIONAL,




multiflowConfigurationInfo


MultiflowConfigurationInfo

OPTIONAL



}


},


secondaryCellMIMOparameters


SecondaryCellMIMOparametersFDD-r10
OPTIONAL,


secondaryCell4x4MIMOparameters

SecondaryCell4x4MIMOparametersFDD
OPTIONAL

}

DL-SecondaryCellInfoFDD-r13 ::=

SEQUENCE {


configurationInfo




CHOICE {



continue






NULL,



newConfiguration




SEQUENCE {




new-H-RNTI






H-RNTI,




dl-64QAM-Configured




ENUMERATED { true }



OPTIONAL,




hs-DSCH-TBSizeTable




HS-DSCH-TBSizeTable



OPTIONAL,




primaryCPICH-Info




PrimaryCPICH-Info,




dl-ScramblingCode




SecondaryScramblingCode


OPTIONAL,




hS-SCCHChannelisationCodeInfo

SEQUENCE (SIZE (1..maxHSSCCHs)) OF














HS-SCCH-Codes,




measurementPowerOffset



MeasurementPowerOffset,




measurementPowerOffset1



MeasurementPowerOffset


OPTIONAL,




uarfcn-DL






UARFCN,




differentTxModeFromServingHS-DSCHCell
ENUMERATED { different }

OPTIONAL,




multiflowConfigurationInfo


MultiflowConfigurationInfo-r13
OPTIONAL



}


},


secondaryCellMIMOparameters


SecondaryCellMIMOparametersFDD-r10
OPTIONAL,


secondaryCell4x4MIMOparameters

SecondaryCell4x4MIMOparametersFDD
OPTIONAL

}

<Next modification>

MultiflowConfigurationInfo ::=

SEQUENCE {


cellType






MultiflowCellType,


timeReferenceCell




ENUMERATED { true }



OPTIONAL

}

MultiflowConfigurationInfo-r13 ::=

SEQUENCE {


cellType






MultiflowCellType,


timeReferenceCell




ENUMERATED { true }



OPTIONAL,


naicsOffloadingIndication


ENUMERATED { true }



OPTIONAL
}

<Next modification>

RL-AdditionInformation-r12 ::=

SEQUENCE {


primaryCPICH-Info




PrimaryCPICH-Info,


cell-Id







CellIdentity





OPTIONAL,


dl-dpchInfo






CHOICE {



dl-DPCH-InfoPerRL




DL-DPCH-InfoPerRL-ASU,


dl-FDPCH-InfoPerRL




DL-FDPCH-InfoPerRL-r7,



radioLinkswithoutDPCHFDPCHInfo

RadioLinkswithoutDPCHFDPCHInfo

},


e-HICH-Information




E-HICH-Information-r11



OPTIONAL,


e-RGCH-Information




E-RGCH-Information




OPTIONAL,


f-TPICH-Information




F-TPICH-Information




OPTIONAL,


targetCellPreconfigInfo



TargetCellPreconfigInfo-r12


OPTIONAL
}

RL-AdditionInformation-r13 ::=

SEQUENCE {


primaryCPICH-Info




PrimaryCPICH-Info,


cell-Id







CellIdentity





OPTIONAL,


dl-dpchInfo






CHOICE {



dl-DPCH-InfoPerRL




DL-DPCH-InfoPerRL-ASU,


dl-FDPCH-InfoPerRL




DL-FDPCH-InfoPerRL-r7,



radioLinkswithoutDPCHFDPCHInfo

RadioLinkswithoutDPCHFDPCHInfo

},


e-HICH-Information




E-HICH-Information-r11



OPTIONAL,


e-RGCH-Information




E-RGCH-Information




OPTIONAL,


f-TPICH-Information




F-TPICH-Information




OPTIONAL,


targetCellPreconfigInfo



TargetCellPreconfigInfo-r13


OPTIONAL
}

RL-AdditionInformation-v6b0ext ::=
SEQUENCE {


sttdIndication




STTDIndication





OPTIONAL

}

RL-AdditionInformation-v890ext ::=
SEQUENCE {


targetCellPreconfigInfo



TargetCellPreconfigInfo-v890ext

OPTIONAL

}

RL-AdditionInformation-v950ext ::=
SEQUENCE {


targetCellPreconfigInfo



TargetCellPreconfigInfo-v950ext

OPTIONAL

}

RL-AdditionInformationList ::=

SEQUENCE (SIZE (1..maxRL-1)) OF











RL-AdditionInformation

RL-AdditionInformationList-r6 ::=
SEQUENCE (SIZE (1..maxRL-1)) OF











RL-AdditionInformation-r6

RL-AdditionInformationList-r7 ::=
SEQUENCE (SIZE (1..maxRL-1)) OF











RL-AdditionInformation-r7

RL-AdditionInformation-list-v6b0ext ::= SEQUENCE (SIZE (1..maxRL)) OF











RL-AdditionInformation-v6b0ext

RL-AdditionInformationList-r8 ::=
SEQUENCE (SIZE(1..maxRL-1)) OF











RL-AdditionInformation-r8

RL-AdditionInformationList-v890ext ::=
SEQUENCE (SIZE (1..maxRL-1)) OF












RL-AdditionInformation-v890ext

RL-AdditionInformationList-r9 ::=
SEQUENCE (SIZE(1..maxRL-1)) OF











RL-AdditionInformation-r9

RL-AdditionInformationList-v950ext ::=
SEQUENCE (SIZE(1..maxRL-1)) OF












RL-AdditionInformation-v950ext

RL-AdditionInformationList-r10 ::=
SEQUENCE (SIZE(1..maxRL-1)) OF











RL-AdditionInformation-r10

RL-AdditionInformationList-vb50ext ::=
SEQUENCE (SIZE(1..maxRL-1)) OF











RL-AdditionInformation-vb50ext

RL-AdditionInformationList-r11 ::=
SEQUENCE (SIZE(1..maxRL-1)) OF











RL-AdditionInformation-r11

RL-AdditionInformationList-r12 ::=
SEQUENCE (SIZE(1..maxRL-1)) OF











RL-AdditionInformation-r12

RL-AdditionInformationList-r13 ::=
SEQUENCE (SIZE(1..maxRL-1)) OF











RL-AdditionInformation-r13
RL-AdditionInformationList-SecULFreq ::=
SEQUENCE (SIZE(1..maxEDCHRL-1)) OF











RL-AdditionInformation-SecULFreq

RL-AdditionInformationList-SecULFreq-r12 ::=
SEQUENCE (SIZE(1..maxEDCHRL-1)) OF











RL-AdditionInformation-SecULFreq-r12
<Next modification>

TargetCellPreconfigInfo-r12 ::=


SEQUENCE {


activationTimeOffset



ActivationTimeOffset



OPTIONAL,

new-H-RNTI






H-RNTI,


newPrimary-E-RNTI




E-RNTI







OPTIONAL,


newSecondary-E-RNTI




E-RNTI







OPTIONAL,


serving-HSDSCH-CellInformation

Serving-HSDSCH-CellInformation-r12,


e-dch-ReconfigurationInfo


E-DCH-ReconfigurationInfo-r11,


dtx-drx-TimingInfo




DTX-DRX-TimingInfo-r7



OPTIONAL,


dtx-drx-Info





DTX-DRX-Info-r12





OPTIONAL,


hs-scch-LessInfo




HS-SCCH-LessInfo-r7




OPTIONAL,


mimoParameters





MIMO-Parameters-r9




OPTIONAL,


mimo4x4Parameters




MIMO4x4-Parameters




OPTIONAL,


dl-SecondaryCellInfoFDD



DL-SecondaryCellInfoFDD-r11


OPTIONAL,


additionalDLSecCellInfoListFDD

AdditionalDLSecCellInfoListFDD-r11
OPTIONAL,


additionalDLSecCellInfoListFDD2

AdditionalDLSecCellInfoListFDD2

OPTIONAL,


ul-SecondaryCellInfoFDD



UL-SecondaryCellInfoFDD-r12


OPTIONAL,


e-dch-ReconfigurationInfo-SecULFrequency










E-DCH-ReconfigurationInfo-SecULFrequency
OPTIONAL,


ul-CLTD-InfoFDD





UL-CLTD-InfoFDD





OPTIONAL,


f-tpich-ReconfigurationInfo


F-TPICH-ReconfigurationInfo


OPTIONAL,


uL-OLTD-InfoFDD





UL-OLTD-InfoFDD





OPTIONAL,


ul-16QAM-Config





UL-16QAM-Config





OPTIONAL,


ul-64QAM-Config





UL-64QAM-Config





OPTIONAL,


ul-MIMO-Info





UL-MIMO-InfoFDD





OPTIONAL,


dPCCH2InfoFDD





DPCCH2InfoFDD





OPTIONAL
}
TargetCellPreconfigInfo-r13 ::=


SEQUENCE {


activationTimeOffset



ActivationTimeOffset





OPTIONAL,

new-H-RNTI






H-RNTI,


newPrimary-E-RNTI




E-RNTI







OPTIONAL,


newSecondary-E-RNTI




E-RNTI







OPTIONAL,


serving-HSDSCH-CellInformation

Serving-HSDSCH-CellInformation-r12,


e-dch-ReconfigurationInfo


E-DCH-ReconfigurationInfo-r11,


dtx-drx-TimingInfo




DTX-DRX-TimingInfo-r7



OPTIONAL,


dtx-drx-Info





DTX-DRX-Info-r12




OPTIONAL,


hs-scch-LessInfo




HS-SCCH-LessInfo-r7




OPTIONAL,


mimoParameters





MIMO-Parameters-r9




OPTIONAL,


mimo4x4Parameters




MIMO4x4-Parameters




OPTIONAL,


dl-SecondaryCellInfoFDD



DL-SecondaryCellInfoFDD-r13


OPTIONAL,


additionalDLSecCellInfoListFDD

AdditionalDLSecCellInfoListFDD-r13
OPTIONAL,


additionalDLSecCellInfoListFDD2

AdditionalDLSecCellInfoListFDD2-r13
OPTIONAL,


ul-SecondaryCellInfoFDD



UL-SecondaryCellInfoFDD-r12


OPTIONAL,


e-dch-ReconfigurationInfo-SecULFrequency










E-DCH-ReconfigurationInfo-SecULFrequency

OPTIONAL,


ul-CLTD-InfoFDD





UL-CLTD-InfoFDD





OPTIONAL,


f-tpich-ReconfigurationInfo


F-TPICH-ReconfigurationInfo


OPTIONAL,


uL-OLTD-InfoFDD





UL-OLTD-InfoFDD





OPTIONAL,


ul-16QAM-Config





UL-16QAM-Config





OPTIONAL,


ul-64QAM-Config





UL-64QAM-Config





OPTIONAL,


ul-MIMO-Info





UL-MIMO-InfoFDD





OPTIONAL,


dPCCH2InfoFDD





DPCCH2InfoFDD





OPTIONAL
}
