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	*********First change**********


6.2.x
PDCP Control PDU for LWA PDCP status report

Figure 6.2.x.1 shows the format of the PDCP Control PDU carrying one LWA PDCP status report. This format is applicable for LWA DRBs.
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Figure 6.2.x.1: PDCP Control PDU format for LWA PDCP status report
	*********Next change**********


6.3.y
WLAN data rate
Length: 16 bits
WLAN data rate.
Editor’s note: WLAN data rate calculation, e.g. averaging window and length are FFS.
	*********Next change**********


5.3.x
LWA PDCP status report
When instructed, the UE shall:

- compile a status report as indicated below, by:

-
setting the FMS field to the PDCP SN of the first missing PDCP SDU;

-
setting the WLAN rate field. 

Editor’s note: WLAN data rate calculation, e.g. averaging window is FFS.
Editor’s note: report triggeringis FFS.
	*********Next change**********


6.3.8
PDU type

Length: 3 bits

Table 6.3.8.1: PDU type

	Bit
	Description

	000
	PDCP status report

	001
	Interspersed ROHC feedback packet

	010
	LWA PDCP status report

	011-111
	reserved


_1508228979.vsd
WLAN data rate


D/C


PDU Type


FMS (cont.)


FMS


Oct 3


Oct 1


Oct 2


WLAN data rate (cont)


Oct 4



