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8.1.6.2
Initiation
The UE shall initiate the UE capability update procedure in the following situations:

1>
the UE receives a UE CAPABILITY ENQUIRY message from the UTRAN;

1>
while in CELL_DCH or CELL_FACH state, the UE capabilities change compared to those stored in the variable UE_CAPABILITY_TRANSFERRED, and the variable RNC_CAPABILITY_CHANGE_SUPPORT is set to TRUE.

If the UE CAPABILITY INFORMATION message is sent in response to a UE CAPABILITY ENQUIRY message, the UE shall:

1>
include the IE "RRC transaction identifier"; and

1>
set it to the value of "RRC transaction identifier" in the entry for the UE CAPABILITY ENQUIRY message in the table "Accepted transactions" in the variable TRANSACTIONS; 

1>
for the UE capabilities defined prior to REL-6:

2>
retrieve its UTRA UE radio access capability information elements from variable UE_CAPABILITY_REQUESTED; and

2>
include this in IE "UE radio access capability" and in IE "UE radio access capability extension", provided this IE is included in variable UE_CAPABILITY_REQUESTED;

2>
retrieve its inter-RAT-specific UE radio access capability information elements from variable UE_CAPABILITY_REQUESTED; and

2>
include this in IE "UE system specific capability".

1>
for the UE capabilities defined in REL-6 or later:

2>
include the information elements associated with the capabilities included in the variable UE_CAPABILITY_REQUESTED and the variable UE_CAPABILITY_TRANSFERRED.
If the UE CAPABILITY INFORMATION message is sent because one or more of the UE capabilities change compared to those stored in the variable UE_CAPABILITY_TRANSFERRED while in connected state, the UE shall:

1>
for the UE capabilities defined prior to REL-6, include the information elements associated with the capabilities that have changed in the UE CAPABILITY INFORMATION message; and

1>
for the UE capabilities defined in REL-6 or later, include the information elements associated with the capabilities included in the variable UE_CAPABILITY_TRANSFERRED.

If the UE is in CELL_PCH or URA_PCH state, the UE shall:

1>
if variable READY_FOR_COMMON_EDCH is set to TRUE:

2>
move to CELL_FACH state and continue as below.

1>
else:

2>
if variable HSPA_RNTI_STORED_CELL_PCH is set to TRUE:

3>
move to CELL_FACH state and continue as below.

2>
else:

3>
if variable H_RNTI and variable C_RNTI are set:

4>
continue as below.

3>
else:

4>
first perform a cell update procedure using the cause "uplink data transmission", see subclause 8.3.1.

The UE RRC shall submit the UE CAPABILITY INFORMATION message to the lower layers for transmission on the uplink DCCH using AM RLC. When the message has been delivered to lower layers for transmission the UE RRC shall start timer T304 and set counter V304 to 1.

A UE in connected mode should only indicate changes of capability in the IEs "DL capability with simultaneous HS-DSCH configuration", "Transport channel capability", "Physical channel capability", "Device type", and the IE "UE power class extension" within "RF capability extension".

The UE should not request a changed capability that would render an existing CS configuration invalid.

A UE with HS-PDSCH configured should not request a changed capability that removes support for HSDPA or HSUPA entirely; it may request reduction of its capabilities to the lowest category, but not to "DCH only".

If the UE is MAC-ehs capable or supports dual cell operation on adjacent or non-contiguous frequencies or in different bands, the UE shall signal a value in the "HS-DSCH physical layer category extension" IE.

If the UE supports dual cell operation on adjacent frequencies, then the UE shall support this feature on all the frequency bands supported by the UE.

If the UE signals an "HS-DSCH physical layer category extension" of 13, 15, 17 or 19, it shall signal an "HS-DSCH physical layer category" of 9. 

If the UE signals an "HS-DSCH physical layer category extension" of 14, 16, 18 or 20, it shall signal an "HS-DSCH physical layer category" of 10.

If the UE supports dual cell operation on adjacent or non-contiguous frequencies or in different bands, the UE shall signal a value in the "HS-DSCH physical layer category extension 2" IE.

If the UE supports dual cell with MIMO operation on adjacent or non-contiguous frequencies or in different bands, the UE shall signal a value in the "HS-DSCH physical layer category extension 3" IE.

If the UE supports dual cell with MIMO operation in different bands, or multi-cell operation on three cells with MIMO in different bands, or multi-cell operation on four cells with MIMO in different bands, the UE shall include the IE "Support for dual cell with MIMO operation in different bands" and set it to TRUE.

If the UE supports non-contiguous multi-cell operation on two, three or four cells with single gap in one band with MIMO, the UE shall include the IE "Non-contiguous multi-cell with MIMO" and set it to TRUE.

If the UE supports multi-cell operation on three cells, the UE shall signal a value in the "HS-DSCH physical layer category extension 4" IE.

If the UE supports multi-cell operation on four cells, the UE shall signal a value in the "HS-DSCH physical layer category extension 5" IE.

If the UE supports multi-cell operation on six cells, the UE shall signal a value in the "HS-DSCH physical layer category extension 6" IE.

If the UE supports multi-cell operation on eight cells, the UE shall signal a value in the "HS-DSCH physical layer category extension 7" IE.

If the UE supports Multiflow operation on two cells, the UE shall signal a value in the "HS-DSCH physical layer category extension 2" IE.

If the UE supports Multiflow operation on three cells, the UE shall signal a value in the "HS-DSCH physical layer category extension 4" IE.

If the UE supports Multiflow operation on four cells, the UE shall signal a value in the "HS-DSCH physical layer category extension 5" IE.

If the UE supports MIMO mode with four transmit antennas operation, the UE shall signal a value in the "HS-DSCH physical layer category extension 8" IE.

If the UE signals an "HS-DSCH physical layer category extension 2" of 21, it shall signal an "HS-DSCH physical layer category extension" of 9, 10, 13, 14, 15, 16, 17 or 18.

If the UE signals an "HS-DSCH physical layer category extension 2" of 22, it shall signal an "HS-DSCH physical layer category extension" of 10, 14, 16 or 18.

If the UE signals an "HS-DSCH physical layer category extension 2" of 23, it shall signal an "HS-DSCH physical layer category extension" of 13, 14, 17, 18, 19 or 20.

If the UE signals an "HS-DSCH physical layer category extension 2" of 24, it shall signal an "HS-DSCH physical layer category extension" of 14, 18 or 20.

If the UE signals an "HS-DSCH physical layer category extension 4" of 29 or an "HS-DSCH physical layer category extension 5" of 31, it shall signal an "HS-DSCH physical layer category extension 2" of 24.

If the UE signals an "HS-DSCH physical layer category extension 4" of 30, it shall signal an "HS-DSCH physical layer category extension 3" of 28.

If the UE signals an "HS-DSCH physical layer category extension 5" of 32, it shall signal an "HS-DSCH physical layer category extension 4" of 30.

If the UE signals an "HS-DSCH physical layer category extension 6" of 33, it shall either signal an "HS-DSCH physical layer category extension 5" of 32 or an "HS-DSCH physical layer category extension 5" of 31.

If the UE signals an "HS-DSCH physical layer category extension 6" of 34, it shall signal an "HS-DSCH physical layer category extension 5" of 32.

If the UE signals an "HS-DSCH physical layer category extension 7" of 35, it shall either signal an "HS-DSCH physical layer category extension 5" of 32 or an "HS-DSCH physical layer category extension 5" of 31.

If the UE signals an "HS-DSCH physical layer category extension 7" of 36, it shall signal an "HS-DSCH physical layer category extension 6" of 34.

If the UE signals an "HS-DSCH physical layer category extension 8" of 37, it shall signal an "HS-DSCH physical layer category extension 3" of 28.

If the UE signals an "HS-DSCH physical layer category extension 8" of 38, it shall signal an "HS-DSCH physical layer category extension 5" of 32.

The UE shall use the "Total number of soft channel bits" (defined in Table 5.1a of [35]) for the category it has signalled, as follows:

1>
If MAC-hs is configured, the UE uses the category it has signalled in the IE "HS-DSCH physical layer category";

1>
If MAC-ehs is configured without dual cell operation, the UE uses the category it has signalled in the IE "HS-DSCH physical layer category extension";

1>
If dual cell operation is configured, the UE uses the category it has signalled in the IE "HS-DSCH physical layer category extension 2".

1>
If dual cell with MIMO operation is configured, the UE uses the category it has signalled in the IE "HS-DSCH physical layer category extension 3".

1>
If multi-cell operation on three cells is configured, the UE uses the category it has signalled in the IE "HS-DSCH physical layer category extension 4".

1>
If multi-cell operation on four cells is configured, the UE uses the category it has signalled in the IE "HS-DSCH physical layer category extension 5".

1>
If multi-cell operation on five or six cells is configured, the UE uses the category it has signalled in the IE "HS-DSCH physical layer category extension 6".

1>
If multi-cell operation on seven or eight cells is configured, the UE uses the category it has signalled in the IE "HS-DSCH physical layer category extension 7".

1>
If MIMO mode with four transmit antennas operation is configured, the UE uses the category it has signalled in the IE "HS-DSCH physical layer category extension 8".

If the UE supports 16QAM in the uplink, the UE shall signal a value in the "E-DCH physical layer category extension" IE.

If the UE supports Dual Cell E-DCH operation, the UE shall signal a value in the "E-DCH physical layer category extension 2" IE.
If the UE signals a value in the "E-DCH physical layer category extension 2" IE, it shall signal an "E-DCH physical layer category" of 6.

If the UE supports 64QAM in the uplink, the UE shall signal a value of 10 in the "E-DCH physical layer category extension 3" IE.

If the UE supports UL MIMO, the UE shall signal a value of 11 in the "E-DCH physical layer category extension 3" IE.

If the UE supports 64QAM in the uplink and UL MIMO, the UE shall signal a value of 12 in the "E-DCH physical layer category extension 3" IE 

If the UE signals a value in the "E-DCH physical layer category extension 3", it shall signal an "E-DCH physical layer category" of 7.
If the UE supports Dual Cell E-DCH transmission with the DPDCH channel, the UE shall include the IE "Dual cell E-DCH transmission with DPDCH" and set it to TRUE. 
******************* NEXT CHANGED SECTION *******************
8.5.58
Actions related to SECONDARY_CELL_E_DCH_TRANSMISSION variable (FDD only)

The variable SECONDARY_CELL_E_DCH_TRANSMISSION shall be set to TRUE only when all the following conditions are met:

1>
the UE is in CELL_DCH state;
1>
the UE has stored IE "Secondary serving E-DCH cell info" and IE "Secondary E-DCH info common";
1>
one of the radio links in the secondary E-DCH active set is configured as the secondary serving E-DCH radio link, and for this radio link the UTRAN has configured the IE "E-HICH configuration" and the IE "E-AGCH info".

1>
either the Primary E-RNTI or the Secondary E-RNTI or both the Primary and the Secondary E-RNTI are included in the stored IE "Secondary serving E-DCH cell info";

1>
if the UE does not support dual cell E-DCH transmission with the DPDCH channel:
2>
the IE "Number of DPDCH" in the IE "Uplink DPCH info" is set to 0.
1>
the variable E_DCH_TRANSMISSION is set to TRUE;
1>
the i-th entry in the variable SECONDARY_CELL_HS_DSCH_RECEPTION is set to TRUE, where the i-th entry is the position of the first non-empty entry in the variable DOWNLINK_SECONDARY_CELL_INFO;

If any of the above conditions are not met and the variable SECONDARY_CELL_E_DCH_TRANSMISSION is set to TRUE, the UE shall:
1>
set the variable SECONDARY_CELL_E_DCH_TRANSMISSION to FALSE;

1>
stop any F-DPCH, E-AGCH, E-HICH and E-RGCH reception procedures on the downlink frequency associated with the secondary uplink frequency;

1>
stop any DPCCH, E-DPCCH and E-DPDCH transmission procedures on the secondary uplink frequency;

1>
release all E-DCH HARQ resources for the secondary uplink frequency;
1>
do not configure "TSN field extension" for the MAC-i/is entity;

1>
reset the MAC-i/is entity [15];
1>
clear any stored IE "Secondary serving E-DCH cell info" and IE "Secondary E-DCH info common";

1>
remove all the radio links associated to the secondary E-DCH active set.

1>
for FDD, if the IE "Uplink CLTD info FDD" is stored in the UE:

2>
determine the value for the UPLINK_CLTD_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.69.

1>
for FDD, if the IE "Uplink OLTD info FDD" is stored in the UE:

2>
determine the value for the UPLINK_OLTD_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.70.

If all of the above conditions are met and the variable SECONDARY_CELL_E_DCH_TRANSMISSION is set to FALSE, the UE shall:
1>
set the variable SECONDARY_CELL_E_DCH_TRANSMISSION to TRUE;

1>
configure "TSN field extension" for the MAC-i/is entity;

1>
reset the MAC-i/is entity [15].

1>
for FDD, if the IE "Uplink CLTD info FDD" is stored in the UE:

2>
determine the value for the UPLINK_CLTD_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.69.

1>
for FDD, if the IE "Uplink OLTD info FDD" is stored in the UE:

2>
determine the value for the UPLINK_OLTD_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.70.

Whenever the variable SECONDARY_CELL_E_DCH_TRANSMISSION is set to TRUE, and the secondary uplink frequency is an activated uplink frequency, the UE shall:

1>
perform E_AGCH reception procedures on the secondary serving E-DCH cell according to the stored E_AGCH configuration as stated in:

2>
subclause 8.6.3.14 for the IE "Primary E-RNTI" and the IE "Secondary E-RNTI" for secondary serving E-DCH cell.

1>
perform E-HICH reception procedures for all radio links in the secondary E-DCH active set;

1>
perform E-RGCH reception procedures for all radio links in the secondary E-DCH active set for which an E-RGCH configuration has been provided;

1>
perform uplink DPCCH transmission on the secondary uplink frequency according to the stored uplink DPCH info configuration as stated in:

2>
subclause 8.6.6.6 for the IE "Uplink DPCH info";

2>
subclause 8.6.6.49 for the IE "Uplink Secondary Cell Info FDD".

1>
perform E-DPCCH transmission procedures on the secondary uplink frequency according to the stored E-DPCCH configuration as stated in:

2>
subclause 8.6.6.37 for the IE "E-DPCCH Info";

2>
subclause 8.6.6.49 for the IE "Uplink Secondary Cell Info FDD".

1>
perform E-DPDCH transmission procedures on the secondary uplink frequency according to the stored E-DPDCH configuration as stated in:

2>
subclause 8.6.5.16 for the IE "E-DCH Transmission Time Interval";

2>
subclause 8.6.5.17 for the IE "HARQ info for E-DCH";

2>
subclause 8.6.6.37 for the IE "E-DPDCH Info";

2>
subclause 8.6.6.49 for the IE "Uplink Secondary Cell Info FDD".

1>
inclusion of MAC-d PDU's in a MAC-i PDU for logical channels on the secondary uplink frequency shall:

2>
be performed in accordance with the received scheduling grant on E-AGCH/E-RGCH (see [15]) on the downlink frequency associated with the secondary uplink frequency; and

2>
obey the scheduling restrictions as specified for scheduled transmissions (see subclause 8.6.6.37).

Whenever the variable SECONDARY_CELL_E_DCH_TRANSMISSION is set to FALSE, or the secondary uplink frequency is not an activated uplink frequency, the UE shall:

1>
not perform F-DPCH, E-AGCH, E-HICH and E-RGCH reception procedures on the downlink frequency associated with the secondary uplink frequency;
1>
not perform DPCCH, E-DPCCH and E-DPDCH transmission procedures on the secondary uplink frequency.

******************* NEXT CHANGED SECTION *******************
10.3.3.25
Physical channel capability
	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description
	Version

	Downlink physical channel capability information elements
	
	
	
	
	

	FDD downlink physical channel capability
	CH-fdd_req_sup
	
	
	
	

	>Max no DPCH codes
	MP
	
	Integer

(1..8)
	Maximum number of DPCH codes to be simultaneously received
	

	>Max no physical channel bits received
	MP
	
	Integer

(1200, 2400, 3600, 4800, 7200, 9600, 14400, 19200, 28800, 38400, 48000, 57600, 67200, 76800)
	Maximum number of physical channel bits received in any 10 ms interval (DPCH, S-CCPCH)
	

	>Support for SF 512 and 80 ms TTI for DPCH
	MP
	
	Boolean
	TRUE means supported
	

	>Support for DCH Enhancements
	CV-not_iRAT_HoInfo2
	
	Enumerated (Basic, Full)
	The absence of this IE indicates that the UE does not support DCH Enhancements
	REL-12

	>Simultaneous support for DCH Enhancements and Compressed Mode operation
	CV-not_iRAT_HoInfo2
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support simultaneous operation of DCH Enhancements and Compressed Mode.
	REL-12

	>Simultaneous support for DCH Enhancements and DPCCH Discontinuous Transmission
	CV-not_iRAT_HoInfo2
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support simultaneous operation of DCH Enhancements and DPCCH Discontinuous Transmission.
	REL-12

	>Support of Enhanced Serving Cell Change for Event 1c
	CV-not_iRAT_HoInfo2
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support Enhanced Serving Cell Change for Event 1c operation.
	REL-12

	>Support of DPCCH2
	CV-not_iRAT_HoInfo2
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support DPCCH2 transmission.
	REL-12

	>CHOICE Support of HS-PDSCH
	CV-not_iRAT_HoInfo
	
	
	
	REL-5

	>>Supported
	
	
	
	
	REL-5

	>>>HS-DSCH physical layer category
	MP
	
	Integer

(1..64)
	As defined in [35]. 

Values 13...64 are spares.

See Note 5.
	REL-5

	>>>HS-DSCH physical layer category extension
	OP
	
	Integer (1..20)
	As defined in [35].

See Note 6.
	REL-7

	>>>HS-DSCH physical layer category extension 2
	OP
	
	Integer

(21..24)
	As defined in [35].

See Note 12. Absence of this IE means that dual cell operation is not supported.
	REL-8

	>>>HS-DSCH physical layer category extension 3
	OP
	
	Integer

(25..28)
	As defined in [35].

See Note 13. Absence of this IE means that dual cell operation is not supported with MIMO.
	REL-9

	>>>HS-DSCH physical layer category extension 4
	OP
	
	Integer (29,30)
	As defined in [35].

See Note 16.

Absence of this IE means the multi-cell operation on three cells is not supported.
	REL-10

	>>>HS-DSCH physical layer category extension 5
	OP
	
	Integer (31,32)
	As defined in [35].

See Note 17.

Absence of this IE means the multi-cell operation on four cells is not supported.
	REL-10

	>>>HS-DSCH physical layer category extension 6
	OP
	
	Integer (33,34)
	As defined in [35].

See Note 18.

Absence of this IE means the multi-cell operation on five and /or six cells is not supported.
	REL-11

	>>>HS-DSCH physical layer category extension 7
	OP
	
	Integer (35,36)
	As defined in [35].

See Note 19.

Absence of this IE means the multi-cell operation on seven and/or eight cells is not supported.
	REL-11

	>>>HS-DSCH physical layer category extension 8
	OP
	
	Integer (37,38)
	As defined in [35].

See Note 20.

Absence of this IE means the MIMO mode with four transmit antennas operation is not supported.
	REL-11

	>>>HS-SCCHless HS-DSCH operation support
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support HS-SCCHless HS-DSCH operation.
	REL-7

	>>>Enhanced F-DPCH support
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support enhanced F-DPCH
	REL-7

	>>>HS-PDSCH in CELL_FACH
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support HS-PDSCH reception in CELL_FACH
	REL-7

	>>>HS-PDSCH in CELL_PCH and URA_PCH
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support HS-PDSCH in neither CELL_PCH nor URA_PCH states.
	REL-7

	>>>Target Cell Pre-Configuration
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support HS-SCCH reception in target cell
	REL-8

	>>>Support of HS-DSCH DRX operation
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support HS-DSCH DRX operation
	REL-8

	>>>Support of MIMO only with single stream restriction
	OP
	
	Enumerated (TRUE)
	The presence of this IE means that the UE supports MIMO only with single stream restriction.
	REL-9

	>>> Non-contiguous multi-cell with MIMO
	OP
	
	Enumerated (TRUE)
	The presence of this IE means that the UE supports non-contiguous multi-cell with MIMO in the frequency bands where it supports non-contiguous multi-cell operation.
	REL-11

	>>>Support of MIMO mode with four transmit antennas only with dual stream restriction
	OP
	
	Enumerated (TRUE)
	The presence of this IE means that the UE supports MIMO mode with four transmit antennas operation only with dual stream restriction.
	REL-11

	>>>Support of NodeB triggered HS-DPCCH transmission
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support NodeB triggered HS-DPCCH transmission
	REL-11

	>>>Support of HS-DSCH DRX operation with second DRX cycle
	OP 
	
	Enumerated (TRUE) 
	The absence of this IE indicates that the UE does not support HS-DSCH DRX operation with second DRX cycle in CELL_FACH state. 
	REL-11 

	>>Unsupported
	
	
	
	(no data)
	REL-5

	>DRX enhancements
	CV-not_iRAT_HoInfo2
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support DRX enhancements.
	REL-12

	>HS-DPCCH overhead reduction
	CV-not_iRAT_HoInfo2
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support HS-DPCCH overhead reduction for multi-RAB with DCH.
	REL-12

	3.84 Mcps TDD downlink physical channel capability
	CH-3.84_Mcps_tdd_req_sup
	
	
	
	Name changed in REL-4

	>Maximum number of timeslots per frame
	MP
	
	Integer

(1..14)
	
	

	>Maximum number of physical channels per frame
	MP
	
	Integer

(1..224)
	
	

	>Minimum SF
	MP
	
	Integer (1, 16)
	
	

	>Support of PDSCH
	MP
	
	Boolean
	TRUE means supported
	

	>CHOICE Support of HS-PDSCH
	CV-not_iRAT_HoInfo
	
	
	
	REL-5

	>>Supported
	
	
	
	
	REL-5

	>>>HS-DSCH physical layer category
	MP
	
	Integer

(1..64)
	As defined in [35]
	REL-5

	>>Unsupported
	
	
	
	(no data)
	REL-5

	>Maximum number of physical channels per timeslot
	MP
	
	Integer (5..16)
	
	

	7.68 Mcps TDD downlink physical channel capability
	CH-7.68_Mcps_tdd_req_sup
	
	
	
	REL-7

	>Maximum number of timeslots per frame
	MP
	
	Integer

(1..14)
	
	REL-7

	>Maximum number of physical channels per frame
	MP
	
	Integer

(1..448)
	
	REL-7

	>Minimum SF
	MP
	
	Integer (1, 32)
	
	REL-7

	>Support of PDSCH
	MP
	
	Boolean
	TRUE means supported
	REL-7

	>CHOICE Support of HS-PDSCH
	CV-not_iRAT_HoInfo
	
	
	
	REL-7

	>>Supported
	
	
	
	
	REL-7

	>>>HS-DSCH physical layer category
	MP
	
	Integer

(1..64)
	As defined in [35]
	REL-7

	>>Unsupported
	
	
	
	(no data)
	REL-7

	>Maximum number of physical channels per timeslot
	MP
	
	Integer (1..32)
	
	REL-7

	1.28 Mcps TDD downlink physical channel capability
	CH-1.28_Mcps_tdd_req_sup
	
	
	
	REL-4

	>Maximum number of timeslots per subframe
	MP
	
	Integer (1..6)
	
	REL-4

	>Maximum number of physical channels per subframe
	MP
	
	Integer (1..96)
	
	REL-4

	>Minimum SF
	MP
	
	Integer (1, 16)
	
	REL-4

	>Support of PDSCH
	MP
	
	Boolean
	TRUE means supported
	REL-4

	>CHOICE Support of HS-PDSCH
	CV-not_iRAT_HoInfo
	
	
	
	REL-5

	>>Supported
	
	
	
	
	REL-5

	>>>HS-DSCH physical layer category
	MP
	
	Integer

(1..64)
	As defined in [35]. Values 16...64 are spares.

See Note 8.
	REL-5

	>>>HS-DSCH physical layer category extension
	OP
	
	Integer (1..64)
	As defined in [35].

See Note 6.
	REL-8

	>>>Multi-carrier HS-DSCH physical layer category
	OP
	
	Integer

(1..64)
	As defined in [35].

Absent if downlink multiple carrier is not supported. Values 45...64 are spares.

See Note 10.
	REL-7

	>>>Multi-carrier HS-DSCH physical layer category extension
	OP
	
	Integer (1..36)
	As defined in [35].

Absent if downlink multiple carrier is not supported. 

See Note 11.
	REL-8

	>>>Multi-carrier HS-DSCH physical layer category extension2
	OP
	
	Integer (37..64)
	This IE shall be used if the Multi-carrier HS-DSCH physical layer category is larger than 36. 
Values 45...64 are spares.
See Note 11.
	REL-10

	>>>Support of SF Mode For HS-PDSCH dual stream
	OP
	
	Enumerated (SF1, SF1/SF16)
	For,1.28 Mcps TDD only

The absence of this IE indicates that the UE does not support MIMO.
	REL-8

	>>Unsupported
	
	
	
	(no data)
	REL-5

	>Maximum number of physical channels per timeslot
	MP
	
	Integer (1..16)
	
	REL-4

	>Support of 8PSK
	MP
	
	Boolean
	TRUE means supported
	REL-4

	>Support of non-rectangular resource allocation
	CV-not_iRAT_HoInfo2
	
	Enumerated (TRUE)
	For 1.28 Mcps TDD only.The absence of this IE indicates that the UE does not support the non-rectangular resource allocation.
	REL-12

	Uplink physical channel capability information elements
	
	
	
	
	

	FDD uplink physical channel capability
	CH-fdd_req_sup
	
	
	
	

	>Maximum number of DPDCH bits transmitted per 10 ms
	MP
	
	Integer (600, 1200, 2400, 4800. 9600, 19200. 28800, 38400, 48000, 57600)
	
	

	>Support of cell reselection indication reporting
	CV-not_iRAT_HoInfo2
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support the report of Cell Reselection Indication during common E-DCH transmission.
	REL-12

	>Support of Serving E-DCH cell decoupling
	CV-not_iRAT_HoInfo2
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support Serving E-DCH cell decoupling operation.
	REL-12

	>Support of Radio Links without DPCH/F-DPCH
	CV-not_iRAT_HoInfo2
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support Radio Links without DPCH/F-DPCH.
	REL-12

	>CHOICE Support of E-DCH
	CV-not_iRAT_HoInfo
	
	
	
	REL-6

	>>Supported
	
	
	
	
	REL-6

	>>>E-DCH physical layer category
	MP
	
	Integer (1..16)
	As defined in [35] in Rel-6

Values 7 to 16 are spares.

See Note 4.
	REL-6

	>>>E-DCH physical layer category extension
	OP
	
	Integer (7)
	As defined in [35].
	REL-7

	>>>E-DCH physical layer category extension 2
	OP
	
	Integer

(8..9)
	As defined in [35].

See Note 14. Absence of this IE means that Dual Cell E-DCH operation is not supported.
	REL-9

	>>>E-DCH physical layer category extension 3
	OP
	
	Integer

(10..12)
	As defined in [35]. See Note 21.

Absence of this IE means that neither 64 QAM in the uplink nor UL MIMO operation is supported.
	REL-11

	>>>DPCCH Discontinuous Transmission support
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support DPCCH Discontinuous Transmission
	REL-7

	>>>Slot Format #4 support
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support Slot Format #4
	REL-7

	>>Unsupported
	
	
	
	(no data)
	REL-6

	>Access Groups based access control
	CV-not_iRAT_HoInfo2
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support control of DTCH transmissions in CELL_FACH and CELL_PCH.
	REL-12

	>Enhanced TTI switching
	CV-not_iRAT_HoInfo2
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support Enhanced TTI switching.
	REL-12

	>Implicit Grant handling
	CV-not_iRAT_HoInfo2
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support Implicit Grants on the Secondary Uplink frequency.
	REL-12

	>DTX enhancements
	CV-not_iRAT_HoInfo2
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support DTX enhancements.
	REL-12

	>Support of dual cell E-DCH transmission with DPDCH
	CV-not_iRAT_HoInfo2
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support dual cell E-DCH transmission with DPDCH.
	REL-13

	3.84 Mcps TDD uplink physical channel capability
	CH-3.84_Mcps_tdd_req_sup
	
	
	
	Name changed in REL-4

	>Maximum Number of timeslots per frame
	MP
	
	Integer

(1..14)
	
	

	>Maximum number of physical channels per timeslot
	MP
	
	Integer

(1, 2)
	
	

	>Minimum SF
	MP
	
	Integer

(1, 2, 4, 8)
	
	

	>Support of PUSCH
	MP
	
	Boolean
	TRUE means supported
	

	>CHOICE Support of E-DCH
	CV-not_iRAT_HoInfo
	
	
	
	REL-7

	>>Supported
	
	
	
	
	REL-7

	>>>E-DCH physical layer category
	MP
	
	Integer (1..16)
	As defined in [35]
	REL-7

	>>Unsupported
	
	
	
	(no data)
	REL-7

	7.68 Mcps TDD uplink physical channel capability
	CH-7.68_Mcps_tdd_req_sup
	
	
	
	REL-7

	>Maximum Number of timeslots per frame
	MP
	
	Integer

(1..14)
	
	REL-7

	>Maximum number of physical channels per timeslot
	MP
	
	Integer

(1, 2)
	
	REL-7

	>Minimum SF
	MP
	
	Integer

(1, 2, 4, 8)
	
	REL-7

	>Support of PUSCH
	MP
	
	Boolean
	TRUE means supported
	REL-7

	>CHOICE Support of E-DCH
	CV-not_iRAT_HoInfo
	
	
	
	REL-7

	>>Supported
	
	
	
	
	REL-7

	>>>E-DCH physical layer category
	MP
	
	Integer (1..16)
	As defined in [35]
	REL-7

	>>Unsupported
	
	
	
	(no data)
	REL-7

	1.28 Mcps TDD uplink physical channel capability
	CH-1.28_Mcps_tdd_req_sup
	
	
	
	REL-4

	>Maximum Number of timeslots per subframe
	MP
	
	Integer

(1..6)
	
	REL-4

	>Maximum number of physical channels per timeslot
	MP
	
	Integer

(1, 2,
	
	REL-4

	
	
	
	3, 4)
	
	REL-7

	>Minimum SF
	MP
	
	Integer

(1, 2, 4, 8, 16)
	
	REL-4

	>Support of PUSCH
	MP
	
	Boolean
	TRUE means supported
	REL-4

	>Support of 8PSK
	MP
	
	Boolean
	TRUE means supported
	REL-4

	>CHOICE Support of E-DCH
	CV-not_iRAT_HoInfo
	
	
	
	REL-7

	>>Supported
	
	
	
	
	REL-7

	>>>E-DCH physical layer category
	MP
	
	Integer (1..6)
	As defined in [35]

In case of multi-carrier E-DCH, this IE indicates the capability for each single carrier.
	REL-7

	>>>Multi-carrier E-DCH physical layer category
	OP
	
	Integer (1..8)
	As defined in [35]
Absent if multiple carrier E-DCH is not supported.

See Note 15.
	REL-10

	>>>Maximum number of Carriers for Multi-carrier E-DCH 
	OP
	
	Enumerated (nf-2, nf-3, nf-6)
	One spare value is needed.
	REL-10

	>>Unsupported
	
	
	
	(no data)
	REL-7

	NOTE 1: 
Void.

	NOTE 2: 
Void.

	NOTE 3: 
Void.

	NOTE 4: 
All UEs supporting E-DCH should signal a category between 1 and 6 for this IE even if the UE physical capability category is above 6.

	NOTE 5:
All UEs supporting HS-DSCH should signal a category between 1 and 12 for this IE even if the UE physical capability category is above 12. This IE corresponds to the HS-DSCH category supported by the UE when MAC-ehs is not configured.

	NOTE 6:
This IE corresponds to the HS-DSCH category supported by the UE when MAC-ehs is configured.

	NOTE 7:
Void

	NOTE 8:
All UEs supporting HS-DSCH should signal a category between 1 and 15 for this IE even if the UE physical capability category is above 15. This IE corresponds to the HS-DSCH category supported by the UE when MAC-ehs is not configured.

	NOTE 9:
Void.

	NOTE 10:
All UEs supporting multi-carrier HS-DSCH should signal a category between 1 and 18 or 39, 40, 43, 44 for this IE. This IE corresponds to the multi-carrier HS-DSCH category supported by the UE when MAC-ehs is not configured.

	NOTE 11:
This IE corresponds to the multi-carrier HS-DSCH category supported by the UE when MAC-ehs is configured.

	NOTE 12:
This IE corresponds to the HS-DSCH category supported by the UE when dual cell operation is configured.

	NOTE 13:
This IE corresponds to the HS-DSCH category supported by the UE when dual cell operation is configured with MIMO.

	NOTE 14:
This IE corresponds to the E-DCH category supported by the UE when Dual Cell E-DCH operation is configured.

	NOTE 15:
This IE corresponds to the E-DCH category supported by the UE when Multi-carrier E-DCH operation is configured.

	NOTE 16: This IE corresponds to the HS-DSCH category supported by the UE when it is configured with multi-cell operation on three cells.

	NOTE 17: This IE corresponds to the HS-DSCH category supported by the UE when it is configured with multi-cell operation on four cells.

	NOTE 18:
This IE corresponds to the HS-DSCH category supported by the UE when it is configured with multi-cell operation on five and/or six cells.

	NOTE 19:
This IE corresponds to the HS-DSCH category supported by the UE when it is configured with multi-cell operation on seven and/or eight cells.

	NOTE 20:
This IE corresponds to the HS-DSCH category supported by the UE when MIMO mode with four transmit antennas operation is configured.

	NOTE 21:
This IE corresponds to the E-DCH category supported by the UE when MIMO mode and/or 64QAM is configured.


	Condition
	Explanation

	3.84_Mcps_tdd_req_sup
	The IE is mandatory present if the IE "TDD RF capability" is present with the IE "Chip rate capability" set to "3.84 Mcps" and a 3.84 Mcps TDD capability update has been requested in a previous message. Otherwise this field is not needed in the message.

	7.68_Mcps_tdd_req_sup
	The IE is mandatory present if the IE "TDD RF capability" is present with the IE "Chip rate capability" set to "7.68 Mcps" and a 7.68 Mcps TDD capability update has been requested in a previous message. Otherwise this field is not needed in the message.

	1.28_Mcps_tdd_req_sup
	The IE is mandatory present if the IE "TDD RF capability" is present with the IE "Chip rate capability" set to "1.28 Mcps" and a 1.28 Mcps TDD capability update has been requested in a previous message. Otherwise this field is not needed in the message.

	fdd_req_sup
	The IE is mandatory present if the IE "Multi-mode capability" has the value "FDD" or "FDD/TDD" and a FDD capability update has been requested in a previous message. Otherwise this field is not needed in the message.

	not_iRAT_HoInfo
	The CHOICE Support of HS-PDSCH is not needed in the INTER RAT HANDOVER INFO message. Otherwise, it is mandatory present.

	not_iRAT_HoInfo
	The CHOICE Support of E-DCH is not needed in the INTER RAT HANDOVER INFO message. 

Otherwise, it is mandatory present.

	not_iRAT_HoInfo2
	The IE is not needed in the INTER RAT HANDOVER INFO message. Otherwise, it is optional.


******************* NEXT CHANGED SECTION *******************
10.3.3.42oa
UE radio access capability comp 2
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	FDD physical channel capability for HS-PDSCH/E-DCH
	OP
	
	
	Absent if HS-PDSCH and E-DCH are not supported
	REL-6

	>DL capability with simultaneous HS-DSCH configuration
	OP
	
	Enumerated (32, 64, 128, 384)
	Unit: kbps.

This IE is always required, but the need is set to OP to align with ASN.1
	REL-6

	>HS-DSCH physical layer category
	MP
	
	Integer (1..64)
	As defined in [35]

Values 13...64 are spare.
	REL-6

	>HS-DSCH physical layer category extension
	OP
	
	Integer (1..20)
	As defined in [35].
See Note 1.
	REL-7

	>HS-DSCH physical layer category extension 2
	OP
	
	Integer (21..24)
	As defined in [35].
See Note 2.
	REL-8

	>HS-DSCH physical layer category extension 3
	OP
	
	Integer (25..28)
	As defined in [35].

See Note 3.
	REL-9

	>HS-DSCH physical layer category extension 4
	OP
	
	Integer (29,30)
	As defined in [35].

See Note 4.
	REL-10

	>HS-DSCH physical layer category extension 5
	OP
	
	Integer (31,32)
	As defined in [35].

See Note 5.
	REL-10

	>HS-DSCH physical layer category extension 6
	OP
	
	Integer (33,34)
	As defined in [35].

See Note 6.
	REL-11

	>HS-DSCH physical layer category extension 7
	OP
	
	Integer (35,36)
	As defined in [35].

See Note 7.
	REL-11

	>HS-DSCH physical layer category extension 8
	OP
	
	Integer (37,38)
	As defined in [35].

See Note 8.
	REL-11

	>CHOICE Support of E-DCH
	MP
	
	
	
	REL-6

	>>Supported
	
	
	
	
	REL-6

	>>>E-DCH physical layer category
	MP
	
	Integer (1..16)
	As defined in [35]
	REL-6

	>>>E-DCH physical layer category extension
	OP
	
	Integer (7)
	As defined in [35].
	REL-7

	>>>E-DCH physical layer category extension 2
	OP
	
	Integer

(8..9)
	As defined in [35].
	REL-9

	>>>E-DCH physical layer category extension 3
	OP
	
	Integer(10..12)
	As defined in [35].
	REL-11

	>>Unsupported
	
	
	
	(no data)
	REL-6

	Support for F-DPCH
	CV-SupportForHS
	
	Enumerated (TRUE)
	
	REL-6

	
	
	
	
	Presence of this information element indicates that F-DPCH is supported by the UE.

Absence of this information element indicates that F-DPCH is not supported
	REL-7

	HS-SCCHless HS-DSCH operation support
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support HS-SCCHless HS-DSCH operation.
	REL-7

	Enhanced F-DPCH support
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support enhanced F-DPCH
	REL-7

	HS-PDSCH in CELL_FACH
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support HS-PDSCH reception in CELL_FACH
	REL-7

	HS-PDSCH in CELL_PCH and URA_PCH
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support HS-PDSCH in neither CELL_PCH nor URA_PCH states.
	REL-7

	DPCCH Discontinuous Transmission support
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support DPCCH Discontinuous Transmission
	REL-7

	Slot Format #4 support
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support Slot Format #4
	REL-7

	Support for CS Voice over HSPA
	OP
	
	Enumerated (TRUE)
	The IE indicates the UE’s support for CS Voice over HSPA, if set.
	REL-8

	Support for E-DPCCH Power Boosting
	OP
	
	Enumerated

(TRUE)
	The

absence of this IE indicates that the E-DPCCH Power Boosting is not supported. The presence of this IE indicates that the E-DPCCH Power Boosting is supported by the UE.
	REL-7

	Support of MAC-i/is
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support MAC-i/is operation. 
	REL-8

	Support of TX Diversity on DL Control Channels by MIMO Capable UE when MIMO operation is active
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the MIMO capable UE does not support TX diversity on DL Control Channels (HS-SCCH, F-DPCH, E-AGCH, E-HICH, E-RGCH) when MIMO is active, P-CPICH is configured on antenna 1, and S-CPICH on antenna 2.
	REL-7

	
	
	
	
	The absence of this IE indicates that the MIMO capable UE does not support TX diversity on DL Control Channels (HS-SCCH, F-DPCH, E-AGCH, E-HICH, E-RGCH, F-TPICH) when MIMO is active, P-CPICH is configured on antenna 1, and S-CPICH on antenna 2.
	REL-11

	Support of HS-DPCCH power offset extension
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support the HS-DPCCH power offset extension.
	REL-11

	Support of DSAC and PPAC update in CELL_DCH
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support DSAC and PPAC update in CELL_DCH.
	REL-12

	Support for DCH Enhancements
	OP
	
	Enumerated (Basic, Full)
	The absence of this IE indicates that the UE does not support DCH Enhancements
	REL-12

	Simultaneous support for DCH Enhancements and Compressed Mode operation
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support simultaneous operation of DCH Enhancements and Compressed Mode.
	REL-12

	Simultaneous support for DCH Enhancements and DPCCH Discontinuous Transmission
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support simultaneous operation of DCH Enhancements and DPCCH Discontinuous Transmission.
	REL-12

	Support of dual cell E-DCH transmission with DPDCH
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support dual cell E-DCH transmission with DPDCH.
	REL-13


NOTE 1:
This IE corresponds to the HS-DSCH category supported by the UE when MAC-ehs is configured.

NOTE 2:
This IE corresponds to the HS-DSCH category supported by the UE when dual cell operation is configured.

NOTE 3:
This IE corresponds to the HS-DSCH category supported by the UE when dual cell operation with MIMO on adjacent frequencies or in different bands is configured.

NOTE 4:
This IE corresponds to the HS-DSCH category supported by the UE when it is configured with multi-cell operation on three cells.

NOTE 5:
This IE corresponds to the HS-DSCH category supported by the UE when it is configured with multi-cell operation on four cells.

NOTE 6:
This IE corresponds to the HS-DSCH category supported by the UE when it is configured with multi-cell operation on five or six cells.

NOTE 7:
This IE corresponds to the HS-DSCH category supported by the UE when it is configured with multi-cell operation on seven or eight cells.

NOTE 8:
This IE corresponds to the HS-DSCH category supported by the UE when MIMO mode with four transmit antennas operation is configured.

	Condition
	Explanation

	not_iRAT_HoInfo
	The IE is not needed in the INTER RAT HANDOVER INFO message. Otherwise, it is optional.

	SupportForHS
	This IE is mandatory present if the UE supports HS-PDSCH, otherwise it is not needed. The IE is not needed in the INTER RAT HANDOVER INFO message.


******************* NEXT CHANGED SECTION *******************
11.2
PDU definitions

--**************************************************************

--

-- TABULAR: The message type and integrity check info are not

-- visible in this module as they are defined in the class module. 

-- Also, all FDD/TDD specific choices have the FDD option first 

-- and TDD second, just for consistency.

--

--**************************************************************

PDU-definitions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

--**************************************************************

--

-- IE parameter types from other modules

--

--**************************************************************

IMPORTS

-- Core Network IEs :


CN-DomainIdentity,


CN-InformationInfo,


CN-InformationInfo-r6,


CN-InformationInfoFull,

DomainSpecificAccessRestrictionParam-v670ext,


NAS-Message,


PagingRecordTypeID,

PagingPermissionWithAccessControlParameters,


PLMN-Identity,

-- UTRAN Mobility IEs :


CellIdentity,


CellIdentity-PerRL-List,


DedicatedPriorityInformation,


DedicatedPriorityInformation-r11,

DedicatedWLANOffloadInformation,

URA-Identity,

-- User Equipment IEs :

AccessGroupIdentity,

AccessStratumReleaseIndicator,


ActivationTime,


C-RNTI,


CapabilityUpdateRequirement,


CapabilityUpdateRequirement-r4,


CapabilityUpdateRequirement-r4-ext,


CapabilityUpdateRequirement-r5,


CapabilityUpdateRequirement-v770ext,


CapabilityUpdateRequirement-v860ext,

CapabilityUpdateRequirement-vaj0ext,

CapabilityUpdateRequirement-r7,


CapabilityUpdateRequirement-r8,

CapabilityUpdateRequirement-r12,

CellUpdateCause,


CellUpdateCause-ext,


CipheringAlgorithm,


CipheringAlgorithm-r7,


CipheringModeInfo,


CipheringModeInfo-r7,


DelayRestrictionFlag,


DL-PhysChCapabilityFDD-v380ext,


DSCH-RNTI,


E-RNTI,


EstablishmentCause,


ExtendedWaitTime,


FailureCauseWithProtErr,


FailureCauseWithProtErrTrId,


FrequencyBandsIndicatorSupport,


GroupReleaseInformation,


H-RNTI,


High-MobilityDetected,

InitialUE-Identity,


IntegrityProtActivationInfo,


IntegrityProtectionModeInfo,


IntegrityProtectionModeInfo-r7,


N-308,


PagingCause,


PagingRecordList,


PagingRecord2List-r5,


PDCP-Capability-r4-ext,


PDCP-Capability-v770ext,

Pre-RedirectionInfo,


ProtocolErrorIndicator,


ProtocolErrorIndicatorWithMoreInfo,


RadioFrequencyBandTDDList,


Rb-timer-indicator,


RedirectionInfo,


RedirectionInfo-r6,


RedirectionInfo-v860ext,


RejectionCause,


ReleaseCause,


RF-CapabBandListFDDComp-ext2,


RF-CapabilityComp,


RRC-StateIndicator,


RRC-TransactionIdentifier,


RSR-VCC-Info,


SecurityCapability,


SR-VCC-Info,


SR-VCC-SecurityRABInfo-v860ext,


START-Value,


STARTList,


SystemSpecificCapUpdateReq-v590ext,


U-RNTI,


U-RNTI-Short,


UESpecificBehaviourInformation1idle,


UESpecificBehaviourInformation1interRAT,


UE-CapabilityContainer-IEs,


UE-ConnTimersAndConstants,


UE-ConnTimersAndConstants-v3a0ext,


UE-ConnTimersAndConstants-v860ext,


UE-ConnTimersAndConstants-r5,


UE-ConnTimersAndConstants-r11,


UE-HSPA-Identities-r6,

UE-RadioAccessCapabBandFDDList2,


UE-RadioAccessCapabBandFDDList-ext,


UE-RadioAccessCapabBand-va40ext,

UE-RadioAccessCapability,


UE-RadioAccessCapability-v370ext,


UE-RadioAccessCapability-v380ext,


UE-RadioAccessCapability-v3a0ext,


UE-RadioAccessCapability-v3g0ext,

UE-RadioAccessCapability-v4b0ext,

UE-RadioAccessCapability-v590ext,

UE-RadioAccessCapability-v5c0ext,

UE-RadioAccessCapability-v650ext,


UE-RadioAccessCapability-v680ext,


UE-RadioAccessCapability-v7e0ext,

UE-RadioAccessCapability-v7f0ext,


UE-RadioAccessCapability-v860ext,


UE-RadioAccessCapability-v880ext,


UE-RadioAccessCapability-v890ext,


UE-RadioAccessCapability-v920ext,


UE-RadioAccessCapability-va40ext,


UE-RadioAccessCapability-va80ext,


UE-RadioAccessCapability-va60ext,

UE-RadioAccessCapability-vb50ext,


UE-RadioAccessCapability-vb70ext,


UE-RadioAccessCapability-vbc0ext,


UE-RadioAccessCapabilityComp,


UE-RadioAccessCapabilityComp-ext,

UE-RadioAccessCapabilityComp-v770ext,

UE-RadioAccessCapabilityComp2,

UE-RadioAccessCapabilityComp2-v770ext,


UE-RadioAccessCapabilityComp2-v7f0ext,


UE-RadioAccessCapabilityComp2-v860ext,


UE-RadioAccessCapabilityComp2-v920ext,


UE-RadioAccessCapabilityComp2-va40ext, 


UE-RadioAccessCapabilityComp2-vb50ext,

UE-RadioAccessCapabilityComp2-vc50ext,

UE-RadioAccessCapabilityComp2-vdxyext,

UE-RadioAccessCapabilityComp-TDD128,


UE-RadioAccessCapabilityInfo-v770ext,


UE-RadioAccessCapabilityInfo-TDD128-v8b0ext,

UE-RadioAccessCapabilityInfo-TDD128-vb50ext,


UE-SecurityInformation,


UE-SecurityInformation2,

UE-SpecificCapabilityInformation-LCRTDD,

URA-UpdateCause,


UTRAN-DRX-CycleLengthCoefficient,


UTRAN-DRX-CycleLengthCoefficient-r7,


WaitTime,

-- Radio Bearer IEs :


DefaultConfigIdentity,


DefaultConfigIdentity-r4,


DefaultConfigIdentity-r5,


DefaultConfigIdentity-r6,


DefaultConfigForCellFACH,


DefaultConfigMode,


DL-CounterSynchronisationInfo,


DL-CounterSynchronisationInfo-r5,


PDCP-ROHC-TargetMode,


PredefinedConfigIdentity,


PredefinedConfigStatusList,


PredefinedConfigStatusListComp,


PredefinedConfigSetWithDifferentValueTag,


RAB-Info,


RAB-Info-r6,


RAB-Info-r7,

RAB-Info-Post,


RAB-InformationList,


RAB-InformationList-r6,


RAB-InformationReconfigList,


RAB-InformationReconfigList-r8,


RAB-InformationMBMSPtpList,


RAB-InformationSetup-r7,


RAB-InformationSetup-r8,


RAB-InformationSetup-v820ext,

RAB-InformationSetup-r11,


RAB-InformationSetupList,


RAB-InformationSetupList-r4,


RAB-InformationSetupList-r5,


RAB-InformationSetupList-r6-ext,

RAB-InformationSetupList-r6,


RAB-InformationSetupList-v6b0ext,

RAB-InformationSetupList-r7,


RAB-InformationSetupList-r8,


RAB-InformationSetupList-v820ext,


RAB-InformationSetupList-r11,


RB-ActivationTimeInfoList,


RB-COUNT-C-InformationList,


RB-COUNT-C-MSB-InformationList,


RB-IdentityList,


RB-InformationAffectedList,


RB-InformationAffectedList-r5,


RB-InformationAffectedList-r6,


RB-InformationAffectedList-r7,


RB-InformationAffectedList-r8,


RB-InformationChangedList-r6,


RB-InformationReconfigList,


RB-InformationReconfigList-r4,


RB-InformationReconfigList-r5,


RB-InformationReconfigList-r6,


RB-InformationReconfigList-r7,


RB-InformationReconfigList-r8,


RB-InformationReconfigList-r11,


RB-InformationReleaseList,


RB-PDCPContextRelocationList,

SRB-InformationSetupList,


SRB-InformationSetupList-r5,


SRB-InformationSetupList-r6,


SRB-InformationSetupList-r7,


SRB-InformationSetupList-r8,


SRB-InformationSetupList-r11,


SRB-InformationSetupList2,


SRB-InformationSetupList2-r6,


SRB-InformationSetupList2-r7,


SRB-InformationSetupList2-r8,


UL-AMR-Rate,


UL-CounterSynchronisationInfo,

-- Transport Channel IEs:


CPCH-SetID,


DL-AddReconfTransChInfo2List,


DL-AddReconfTransChInfoList,


DL-AddReconfTransChInfoList-r4,


DL-AddReconfTransChInfoList-r5,


DL-AddReconfTransChInfoList-r7,


DL-AddReconfTransChInfoList-r9,


DL-AddReconfTransChInfoList-TDD128-v9c0ext,


DL-AddReconfTransChInfoList-r11,


DL-CommonTransChInfo,


DL-CommonTransChInfo-r4,


DL-DeletedTransChInfoList,


DL-DeletedTransChInfoList-r5,


DL-DeletedTransChInfoList-r7,


DRAC-StaticInformationList,


HARQ-Info-r7,


HARQ-Info-r11,


PowerOffsetInfoShort,

TFC-Subset,


TFCS-Identity,


UL-AddReconfTransChInfoList,


UL-AddReconfTransChInfoList-r6,


UL-AddReconfTransChInfoList-r7,


UL-AddReconfTransChInfoList-r8,


UL-CommonTransChInfo,


UL-CommonTransChInfo-r4,


UL-CommonTransChInfo-r12,


UL-DeletedTransChInfoList,


UL-DeletedTransChInfoList-r6,

-- Physical Channel IEs :


AdditionalDLSecCellInfoListFDD,


AdditionalDLSecCellInfoListFDD-r11,


AdditionalDLSecCellInfoListFDD2,


AdditionalDLSecCellInfoHandoverToUtranListFDD,


Alpha,


BEACON-PL-Est,


CCTrCH-PowerControlInfo,


CCTrCH-PowerControlInfo-r4,

CCTrCH-PowerControlInfo-r5,

CCTrCH-PowerControlInfo-r7,


CommonERGCHInfoFDD,


ConstantValue,


ConstantValueTdd,


ControlChannelDRXInfo-TDD128-r8,


CPCH-SetInfo,


DCH-Enhancements-Info-FDD,


DHS-Sync,


DL-CommonInformation,


DL-CommonInformation-r4,


DL-CommonInformation-r5,

DL-CommonInformation-r6,


DL-CommonInformation-r7,


DL-CommonInformation-r8,


DL-CommonInformation-r10,


DL-CommonInformation-r11,


DL-CommonInformation-r12,


DL-CommonInformationPost,


DL-HSPDSCH-Information,


DL-HSPDSCH-Information-r6,

DL-HSPDSCH-Information-r7,


DL-HSPDSCH-Information-r8,


DL-HSPDSCH-Information-r8-ext,


DL-HSPDSCH-Information-r9,


DL-HSPDSCH-Information-r8-ext2,


DL-HSPDSCH-Information-r11,

DL-HSPDSCH-Information-r12,


DL-HSPDSCH-MultiCarrier-Information,


DL-InformationPerRL-List,


DL-InformationPerRL-List-r4,


DL-InformationPerRL-List-r5,

DL-InformationPerRL-List-r5bis,

DL-InformationPerRL-List-r6, 


DL-InformationPerRL-List-r7,


DL-InformationPerRL-List-r8,


DL-InformationPerRL-List-v6b0ext,

DL-InformationPerRL-List-r11,

DL-InformationPerRL-List-r12,


DL-InformationPerRL-ListPostFDD,


DL-InformationPerRL-PostTDD,


DL-InformationPerRL-PostTDD-LCR-r4,

DL-MultiCarrier-Information,


DL-PDSCH-Information,


DL-SecondaryCellInfoFDD,


DL-SecondaryCellInfoFDD-v890ext,


DL-SecondaryCellInfoFDD-r9,


DL-SecondaryCellInfoFDD-r10,


DL-SecondaryCellInfoFDD-r11,


DL-SecondaryCellInfoFDD-HandoverToUtran,

DL-TPC-PowerOffsetPerRL-List,


DLUL-HSPA-Information-r8,


DLUL-HSPA-Information-r9,


DLUL-HSPA-Information-r10,


DPC-Mode,

DPCCH2InfoFDD,

DPCH-CompressedModeStatusInfo,


DPCH-CompressedModeStatusInfo-r10,


DTX-DRX-TimingInfo-r7,


DTX-DRX-Info-r7,


DTX-DRX-Info-r12,


DynamicPersistenceLevel,


E-DCH-ReconfigurationInfo,


E-DCH-ReconfigurationInfo-SecULFrequency,


E-DCH-ReconfigurationInfo-r7,


E-DCH-ReconfigurationInfo-r11,


E-DCH-RL-InfoSameServingCell,


E-TFC-Boost-Info-r7,

E-DPDCH-PowerInterpolation,

EUTRA-TargetFreqInfoList-vb50ext,


EXT-UL-TimingAdvance,


Feedback-cycle-r7,

FilteredUEPowerHeadroomReportInfo,

FrequencyInfo,


FrequencyInfoFDD,


FrequencyInfoTDD,


F-TPICH-ReconfigurationInfo,


HARQ-Preamble-Mode,

HS-DSCH-TBSizeTable,


HS-SCCH-LessInfo-r7,


HS-SICH-Power-Control-Info-TDD384,

HS-SICH-Power-Control-Info-TDD768,


MaxAllowedUL-TX-Power,


MIMO-Parameters-r7,


MIMO-Parameters-v7f0ext,


MIMO-Parameters-v7g0ext,


MIMO-Parameters-r8,


MIMO-Parameters-r9,


MIMO4x4-Parameters,


Multi-frequencyInfo-LCR-r7,


MU-MIMO-Info-TDD128,

Non-rectResAllocInd-TDD128,


Non-rectResSpecTSset-TDD128,

OpenLoopPowerControl-IPDL-TDD-r4,


PDSCH-CapacityAllocationInfo,


PDSCH-CapacityAllocationInfo-r4,

PDSCH-CapacityAllocationInfo-r7,


PDSCH-Identity,


PrimaryCPICH-Info,


PrimaryCCPCH-TX-Power,


PUSCH-CapacityAllocationInfo,


PUSCH-CapacityAllocationInfo-r4, 


PUSCH-CapacityAllocationInfo-r7,


PUSCH-Identity,


PUSCH-SysInfoList-HCR-r5,


PDSCH-SysInfoList-HCR-r5,


RL-AdditionInformationList,


RL-AdditionInformationList-r6,


RL-AdditionInformation-list-v6b0ext,


RL-AdditionInformationList-r7,


RL-AdditionInformationList-r8,


RL-AdditionInformationList-v890ext,


RL-AdditionInformationList-r9,


RL-AdditionInformationList-v950ext,


RL-AdditionInformationList-r10,


RL-AdditionInformationList-vb50ext,

RL-AdditionInformationList-r11,

RL-AdditionInformationList-r12,

RL-AdditionInformationList-SecULFreq,

RL-AdditionInformationList-SecULFreq-r12,

RL-RemovalInformationList,


RL-RemovalInformationList-SecULFreq,


SecondaryCellMIMOparametersFDD-v950ext,


Serving-HSDSCH-CellInformation,


Serving-HSDSCH-CellInformation-r7,


Serving-HSDSCH-CellInformation-r8,


Serving-HSDSCH-CellInformation-r9,


Serving-HSDSCH-CellInformation-r11,


Serving-HSDSCH-CellInformation-r12,


ServingCellChangeParameters,

ServingCellChangeParameters-r12,

SpecialBurstScheduling,


SPS-Information-TDD128-r8,


SSDT-Information,


SSDT-Information-r4,

SSDT-UL,


StandaloneMidambleInfo-TDD128,


TFC-ControlDuration,


TimeslotList,


TimeslotList-r4,


TimingMaintainedSynchInd,

TX-DiversityMode,


UL-16QAM-Config,


UL-64QAM-Config,


UL-ChannelRequirement,


UL-ChannelRequirement-r4,


UL-ChannelRequirement-r5,

UL-ChannelRequirementWithCPCH-SetID,


UL-ChannelRequirementWithCPCH-SetID-r4,


UL-ChannelRequirementWithCPCH-SetID-r5,


UL-CLTD-InfoFDD,


UL-MIMO-InfoFDD,


UL-DPCH-Info,


UL-DPCH-Info-r4, 


UL-DPCH-Info-r5,


UL-DPCH-Info-r6,


UL-DPCH-Info-r7,

UL-DPCH-Info-r11,


UL-DPCH-InfoPostFDD,


UL-DPCH-InfoPostTDD,


UL-DPCH-InfoPostTDD-LCR-r4,


UL-EDCH-Information-ext,

UL-EDCH-Information-r6,


UL-EDCH-Information-r7,


UL-EDCH-Information-r8,


UL-EDCH-Information-r9,


UL-EDCH-Information-r11,


UL-MulticarrierEDCHInfo-TDD128,


UL-OLTD-InfoFDD,

UL-OtherTTIConfiguration-Information,

UL-SecondaryCellInfoFDD,

UL-SecondaryCellInfoFDD-r12,

UL-SynchronisationParameters-r4,


UL-TimingAdvance,


UL-TimingAdvanceControl,


UL-TimingAdvanceControl-r4,


UL-TimingAdvanceControl-r7,

UpPCHposition-LCR,

-- Measurement IEs :


AdditionalMeasurementID-List,


AdditionalMeasurementID-List-r9,


CellDCHMeasOccasionInfo-TDD128-r9,


CSGProximityIndication,

CSGProximityIndication-vb50ext,


DeltaRSCP,


Frequency-Band,


EventResults,


EventResults-v770ext,


EventResults-v860ext,


EventResults-va40ext,


EventResultsOnSecUlFreq,


EUTRA-EventResults,


EUTRA-EventResults-vb50ext,


EUTRA-EventResults-vc50ext,


EUTRA-MeasuredResults,


EUTRA-MeasuredResults-v920ext,


EUTRA-MeasuredResults-vb50ext,

EUTRA-MeasuredResults-vc50ext,


EUTRA-EventResultsForCELLFACH,


EUTRA-EventResultsForCELLFACH-vc50ext,


Inter-FreqEventCriteriaList-v590ext,


Intra-FreqEventCriteriaList-v590ext,

IntraFreqReportingCriteria-1b-r5,


IntraFreqEvent-1d-r5,

IntraFreqCellID,

InterFreqEventResults-LCR-r4-ext,

InterRATCellInfoIndication,


InterRATMeasurement-r11,

InterRATMeasurement-r12,

InterRAT-TargetCellDescription,


MeasuredResults,


MeasuredResults-v390ext,


MeasuredResults-v590ext,

MeasuredResults-v770ext,


MeasuredResults-v860ext,


MeasuredResults-v920ext,

MeasuredResults-vc50ext,


MeasuredResultsOnSecUlFreq,


MeasuredResultsOnSecUlFreq-vc50ext,


MeasuredResultsListOnSecUlFreq,


MeasuredResultsListOnSecUlFreq-vc50ext,


MeasuredResultsList,


MeasuredResultsList-LCR-r4-ext,


MeasuredResultsList-v770xet,

MeasuredResultsList-v860ext,

MeasuredResultsList-v920ext,

MeasuredResultsList-vc50ext,


MeasuredResultsOnRACH,


MeasuredResultsOnRACHFDD-r11,


MeasuredResultsOnRACH-v7g0ext,


MeasuredResultsOnRACHinterFreq,


MeasuredResultsOnRACH-vc50ext,


MeasuredResultsOnRACH-EUTRAFreq,


MeasurementCommand,


MeasurementCommand-r4,

MeasurementCommand-r6,

MeasurementCommand-r7,

MeasurementCommand-r8,


MeasurementCommand-r9,


MeasurementCommand-r10,


MeasurementCommand-r11,

MeasurementReleaseEnhancement,

MeasurementCommand-r12,


MeasurementIdentity,


MeasurementIdentity-r9,


MeasurementIdentityExt,


MeasurementReportingMode,

MeasurementScalingFactor,

NewInterFreqCellList-v7b0ext,


NewInterFreqCellList-LCR-v8a0ext,


NewIntraFreqCellList-LCR-v8a0ext,


PeriodicalWithReportingCellStatusOnSecULFreq,


PrimaryCCPCH-RSCP,


SFN-Offset-Validity,

TimeslotListWithISCP,


TrafficVolumeMeasuredResultsList,


UE-Positioning-GPS-AssistanceData,


UE-Positioning-GPS-AssistanceData-v770ext,


UE-Positioning-GPS-AssistanceData-v920ext,


UE-Positioning-GPS-AssistanceData-va40ext, 


UE-Positioning-GPS-AssistanceData-vc50ext,


UE-Positioning-GPS-ReferenceTimeUncertainty,

UE-Positioning-Measurement-v390ext,


UE-Positioning-OTDOA-AssistanceData,


UE-Positioning-OTDOA-AssistanceData-r4ext,


UE-Positioning-OTDOA-AssistanceData-UEB,


UE-Positioning-OTDOA-AssistanceData-UEB-ext,


UE-Positioning-OTDOA-MeasuredResultsTDD-ext,


UE-Positioning-GANSS-AssistanceData,


UE-Positioning-GANSS-AssistanceData-v860ext,


UE-Positioning-GANSS-AssistanceData-v920ext,


UE-Positioning-GANSS-AssistanceData-va40ext,

UE-Positioning-GANSS-AssistanceData-vc50ext,

-- Other IEs :


BCCH-ModificationInfo,

BCCH-ModificationInfo-vc50ext,


CDMA2000-MessageList,


CellValueTag2,


ETWS-Information,


ETWS-WarningSecurityInfo,


GSM-TargetCellInfoList,

GERANIu-MessageList,


GERAN-SystemInformation,


GSM-MessageList,


InterRAT-ChangeFailureCause,


InterRAT-HO-FailureCause,


InterRAT-UE-RadioAccessCapabilityList,


InterRAT-UE-RadioAccessCapability-v590ext,


InterRAT-UE-SecurityCapList,


IntraDomainNasNodeSelector,


MasterInformationBlock,


MIB-ValueTag,


ProtocolErrorMoreInformation,


RMP-Frequency-List,

Rplmn-Information,


Rplmn-Information-r4,

SegCount,


SegmentIndex,


SFN-Prime,


SIB-Data-fixed,


SIB-Data2-fixed,


SIB-Data-variable,


SIB-Data2-variable,


SIB-Type,


SIB-Type2,


SysInfoType1,


SysInfoType3,


SysInfoType5,


SysInfoType7,


SysInfoType11,


SysInfoType11bis,


SysInfoType11ter,


SysInfoType12,


SysInfoTypeSB1,


SysInfoTypeSB2,


SysInfoType22,

-- MBMS IEs:


MBMS-CellGroupIdentity-r6,


MBMS-CommonRBInformationList-r6,


MBMS-CurrentCell-SCCPCHList-r6,


MBMS-JoinedInformation-r6,

MBMS-MICHConfigurationInfo-r6,


MBMS-MICHConfigurationInfo-v770ext,


MBMS-MICHConfigurationInfo-v890ext,


MBMS-ModifedServiceList-r6,


MBMS-ModifiedServiceList-LCR-v7c0ext,


MBMS-ModifiedServiceList-v770ext,


MBMS-MSCH-ConfigurationInfo-r6,


MBMS-NeighbouringCellSCCPCHList-r6,


MBMS-NeighbouringCellSCCPCHList-v770ext,


MBMS-NumberOfNeighbourCells-r6,

MBMS-PhyChInformationList-r6,


MBMS-PhyChInformationList-r7,


MBMS-PhyChInformationList-IMB384,


MBMS-PL-ServiceRestrictInfo-r6,


MBMS-PreferredFrequencyList-r6,


MBMS-PTMActivationTime-r6,


MBMS-SelectedServiceInfo,


MBMS-SelectedServicesShort,


MBMS-ServiceAccessInfoList-r6,


MBMS-ServiceIdentity-r6,


MBMS-ServiceSchedulingInfoList-r6,


MBMS-SIBType5-SCCPCHList-r6,


MBMS-TimersAndCounters-r6,


MBMS-TranspChInfoForEachCCTrCh-r6,


MBMS-TranspChInfoForEachTrCh-r6,


MBMS-UnmodifiedServiceList-r6,


MBMS-UnmodifiedServiceList-v770ext,

MBSFN-ClusterFrequency-r7,


MBSFN-InterFrequencyNeighbourList-r7,


MBSFN-InterFrequencyNeighbourList-v860ext,


MBMS-NetworkStandardTimeInformation-LCR-v890ext,


MBSFN-TDDInformation-LCR,


MBSFN-TDM-Info-List,

-- MDT IEs


LoggedMeasurementsConfigurationInfo,


LoggedMeasurementsConfigurationInfo-r11,


LoggedMeasReport,


LoggedMeasReport-vb50ext,

LoggedMeasReport-vc50ext,

ConnectionEstablishmentFailureReport,

ConnectionEstablishmentFailureReport-r11,

ConnectionEstablishmentFailureReport-vc50ext,

RsrqType,
-- UTRAN ANR IEs


LoggedANRConfigurationInfo,


LoggedANRReportInfoList,


LoggedANRReportInfoList-vb50ext,

-- WLAN Offload IEs


WLANOffloadConfig,


WLANOffloadInformation

********** CONTENT IS PARTIALLY OMITTED **********
InterRATHandoverInfo-NonCriticalExtension-v6b0-IEs ::=
SEQUENCE {


interRATHandoverInfo-v6b0ext

InterRATHandoverInfo-v6b0ext-IEs,


v6e0NonCriticalExtensions


SEQUENCE {



interRATHandoverInfo-v6e0ext

InterRATHandoverInfo-v6e0ext-IEs,



v770NonCriticalExtensions


SEQUENCE {




interRATHandoverInfo-v770ext

InterRATHandoverInfo-v770ext-IEs,




v790nonCriticalExtensions


SEQUENCE {





interRATHandoverInfo-v790ext

InterRATHandoverInfo-v790ext-IEs,





v860NonCriticalExtensions


SEQUENCE {






interRATHandoverInfo-v860ext

InterRATHandoverInfo-v860ext-IEs,






v880NonCriticalExtensions


SEQUENCE {







interRATHandoverInfo-v880ext

InterRATHandoverInfo-v880ext-IEs,







v920NonCriticalExtensions


SEQUENCE {








interRATHandoverInfo-v920ext

InterRATHandoverInfo-v920ext-IEs,








v8b0NonCriticalExtensions


SEQUENCE {









interRATHandoverInfo-v8b0ext
















InterRATHandoverInfo-v8b0ext-IEs,









v950NonCriticalExtensions


SEQUENCE {










interRATHandoverInfo-v950ext

















InterRATHandoverInfo-v950ext-IEs,










va40NonCriticalExtensions


SEQUENCE {











interRATHandoverInfo-va40ext
















InterRATHandoverInfo-va40ext-IEs,











va80NonCriticalExtensions


SEQUENCE {












interRATHandoverInfo-va80ext

















InterRATHandoverInfo-va80ext-IEs,












vb50NonCriticalExtensions


SEQUENCE {













interRATHandoverInfo-vb50ext
















InterRATHandoverInfo-vb50ext-IEs,













vb70NonCriticalExtensions


SEQUENCE {














interRATHandoverInfo-vb70ext

















InterRATHandoverInfo-vb70ext-IEs,













vbc0NonCriticalExtensions


SEQUENCE {















interRATHandoverInfo-vbc0ext

















InterRATHandoverInfo-vbc0ext-IEs,















vc50NonCriticalExtensions
SEQUENCE {

















interRATHandoverInfo-vc50ext


















InterRATHandoverInfo-vc50ext-IEs,
















vdxyCriticalExtensions
SEQUENCE {


















interRATHandoverInfo-vdxyext


















InterRATHandoverInfo-vdxyext-IEs,



















nonCriticalExtensions
SEQUENCE {}
OPTIONAL
















} OPTIONAL














}
OPTIONAL













} 
OPTIONAL












}
OPTIONAL












}
OPTIONAL











}
OPTIONAL










}
OPTIONAL









}
OPTIONAL








}
OPTIONAL







}
OPTIONAL






}
OPTIONAL





}
OPTIONAL




}
OPTIONAL



}
OPTIONAL


}
OPTIONAL

}

InterRATHandoverInfo-v6b0ext-IEs ::= SEQUENCE {


-- User equipment IEs



supportForSIB11bis




ENUMERATED { true }


OPTIONAL

}

InterRATHandoverInfo-v6e0ext-IEs ::= SEQUENCE {


-- User equipment IEs



supportForFDPCH





ENUMERATED { true }


OPTIONAL

}

InterRATHandoverInfo-v770ext-IEs ::= SEQUENCE {



ue-RadioAccessCapabilityInfo

UE-RadioAccessCapabilityInfo-v770ext
OPTIONAL,



ue-RadioAccessCapabilityComp

UE-RadioAccessCapabilityComp-v770ext
OPTIONAL,


ue-RadioAccessCapabilityComp2

UE-RadioAccessCapabilityComp2-v770ext
OPTIONAL
}

InterRATHandoverInfo-v790ext-IEs ::= SEQUENCE {


-- User equipment IEs



supportForEDPCCHPowerBoosting

ENUMERATED { true }





OPTIONAL

}

InterRATHandoverInfo-v7e0ext-IEs ::=
SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability


UE-RadioAccessCapability-v7e0ext

OPTIONAL

}

InterRATHandoverInfo-v7f0ext-IEs ::=
SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability


UE-RadioAccessCapability-v7f0ext

OPTIONAL,



ue-RadioAccessCapabilityComp2

UE-RadioAccessCapabilityComp2-v7f0ext
OPTIONAL

}

InterRATHandoverInfo-v860ext-IEs ::=
SEQUENCE {



ue-RadioAccessCapabilityInfo

UE-RadioAccessCapability-v860ext

OPTIONAL,



ue-RadioAccessCapabilityComp2

UE-RadioAccessCapabilityComp2-v860ext
OPTIONAL

}

InterRATHandoverInfo-v880ext-IEs ::=
SEQUENCE {


-- UE radio access capability



ue-RadioAccessCapabilityInfo


UE-RadioAccessCapability-v880ext

OPTIONAL,



ue-RadioAccessCapabilityInfo-TDD128

UE-RadioAccessCapabilityComp-TDD128

OPTIONAL

}

InterRATHandoverInfo-v920ext-IEs ::=
SEQUENCE {



ue-RadioAccessCapabilityInfo

UE-RadioAccessCapability-v920ext

OPTIONAL,



ue-RadioAccessCapabilityComp2

UE-RadioAccessCapabilityComp2-v920ext
OPTIONAL

}

InterRATHandoverInfo-v8b0ext-IEs ::=
SEQUENCE {


-- UE radio access capability



ue-RadioAccessCapabilityInfo

UE-RadioAccessCapabilityInfo-TDD128-v8b0ext
OPTIONAL
}

InterRATHandoverInfo-v950ext-IEs ::=
SEQUENCE {


-- User equipment IEs



pdcp-Capability





PDCP-Capability-r4-ext




OPTIONAL

}

InterRATHandoverInfo-va40ext-IEs ::=
SEQUENCE {



ue-RadioAccessCapabilityInfo

UE-RadioAccessCapability-va40ext

OPTIONAL,



ue-RadioAccessCapabilityComp2

UE-RadioAccessCapabilityComp2-va40ext
OPTIONAL

}

InterRATHandoverInfoBand-va40ext-IEs ::=
SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapabBand



UE-RadioAccessCapabBand-va40ext 

OPTIONAL,



rf-CapabilityFDDComp



RF-CapabBandListFDDComp-ext2 


OPTIONAL

}

InterRATHandoverInfo-va80ext-IEs ::=
SEQUENCE {



ue-RadioAccessCapabilityInfo-va80ext
UE-RadioAccessCapability-va80ext
OPTIONAL

}

InterRATHandoverInfo-vb50ext-IEs ::=
SEQUENCE {



ue-RadioAccessCapabilityInfo-vb50ext
UE-RadioAccessCapability-vb50ext
OPTIONAL,



ue-RadioAccessCapabilityComp2

UE-RadioAccessCapabilityComp2-vb50ext
OPTIONAL,



ue-RadioAccessCapabilityInfo-TDD128
UE-RadioAccessCapabilityInfo-TDD128-vb50ext
OPTIONAL

}
InterRATHandoverInfo-vb70ext-IEs ::=
SEQUENCE {



ue-RadioAccessCapabilityInfo-vb70ext
UE-RadioAccessCapability-vb70ext
OPTIONAL

}

InterRATHandoverInfo-vbc0ext-IEs ::= SEQUENCE {



ue-RadioAccessCapabilityInfo-vbc0ext
UE-RadioAccessCapability-vbc0ext
OPTIONAL

}

InterRATHandoverInfo-vc50ext-IEs ::=
SEQUENCE {



ue-RadioAccessCapabilityComp2

UE-RadioAccessCapabilityComp2-vc50ext
OPTIONAL

}
InterRATHandoverInfo-vdxyext-IEs ::=
SEQUENCE {



ue-RadioAccessCapabilityComp2

UE-RadioAccessCapabilityComp2-vdxyext
OPTIONAL

}
******************* NEXT CHANGED SECTION *******************
11.3
Information element definitions
********** CONTENT IS PARTIALLY OMITTED **********
PhysicalChannelCapability ::=

SEQUENCE {



fddPhysChCapability




SEQUENCE {




downlinkPhysChCapability


DL-PhysChCapabilityFDD,




uplinkPhysChCapability



UL-PhysChCapabilityFDD



}










OPTIONAL,



-- tddPhysChCapability describes the 3.84Mcps TDD physical channel capability



tddPhysChCapability




SEQUENCE {




downlinkPhysChCapability


DL-PhysChCapabilityTDD,




uplinkPhysChCapability



UL-PhysChCapabilityTDD



}










OPTIONAL

}

PhysicalChannelCapability-v770ext ::=
SEQUENCE {


fddPhysChCapability





SEQUENCE {



downlinkPhysChCapability



DL-PhysChCapabilityFDD-v770ext,



uplinkPhysChCapability




UL-PhysChCapabilityFDD-v770ext


}

OPTIONAL,


tddPhysChCapability-384




SEQUENCE {



-- No TDD384 DL physical channel capability extension



uplinkPhysChCapability




UL-PhysChCapabilityTDD-384-v770ext


}

OPTIONAL,


tddPhysChCapability-768




SEQUENCE {



downlinkPhysChCapability



DL-PhysChCapabilityTDD-768,



uplinkPhysChCapability




UL-PhysChCapabilityTDD-768


}

OPTIONAL,


tddPhysChCapability-128




SEQUENCE {



downlinkPhysChCapability



DL-PhysChCapabilityTDD-128-v770ext,



uplinkPhysChCapability




UL-PhysChCapabilityTDD-128-v770ext


}

OPTIONAL

}

PhysicalChannelCapability-v860ext ::=
SEQUENCE {


fddPhysChCapability





SEQUENCE {



downlinkPhysChCapability



DL-PhysChCapabilityFDD-v860ext


}

OPTIONAL,


tddPhysChCapability-128




SEQUENCE {



downlinkPhysChCapability



DL-PhysChCapabilityTDD-128-v860ext


}

OPTIONAL

}

PhysicalChannelCapability-v920ext ::=
SEQUENCE {


fddPhysChCapability





SEQUENCE {



downlinkPhysChCapability



DL-PhysChCapabilityFDD-v920ext,



uplinkPhysChCapability




UL-PhysChCapabilityFDD-v920ext

}

OPTIONAL

}

PhysicalChannelCapability-va40ext ::=
SEQUENCE {


fddPhysChCapability





SEQUENCE {



downlinkPhysChCapability



DL-PhysChCapabilityFDD-va40ext


}

OPTIONAL,


tddPhysChCapability-128




SEQUENCE {



downlinkPhysChCapability



DL-PhysChCapabilityInfoTDD-128-va40ext,



uplinkPhysChCapability




UL-PhysChCapabilityInfoTDD-128-va40ext


}

OPTIONAL

}

PhysicalChannelCapability-vb50ext ::=
SEQUENCE {


fddPhysChCapability





SEQUENCE {



downlinkPhysChCapability



DL-PhysChCapabilityFDD-vb50ext,



uplinkPhysChCapability




UL-PhysChCapabilityFDD-vb50ext


}

OPTIONAL

}
PhysicalChannelCapability-vb80ext ::=
SEQUENCE {


fddPhysChCapability





SEQUENCE {



downlinkPhysChCapability



DL-PhysChCapabilityFDD-vb80ext

}

OPTIONAL

}

PhysicalChannelCapability-vc50ext ::=
SEQUENCE {


fddPhysChCapability





SEQUENCE {



downlinkPhysChCapability


DL-PhysChCapabilityFDD-vc50ext


OPTIONAL,



uplinkPhysChCapability


UL-PhysChCapabilityFDD-vc50ext


OPTIONAL


}

OPTIONAL,


tddPhysChCapability





SEQUENCE {



downlinkPhysChCapability


DL-PhysChCapabilityInfoTDD-128-vc50ext


}

OPTIONAL
}
PhysicalChannelCapability-vdxyext ::=
SEQUENCE {


fddPhysChCapability





SEQUENCE {



uplinkPhysChCapability


UL-PhysChCapabilityFDD-vdxyext

OPTIONAL

}

OPTIONAL
}
********** CONTENT IS PARTIALLY OMITTED **********
UE-RadioAccessCapability-LaterNonCriticalExtensions ::= SEQUENCE {


v9c0NonCriticalExtensions


SEQUENCE {



ue-RadioAccessCapability-v9c0ext


UE-RadioAccessCapability-v9c0ext-IEs,



vaa0NonCriticalExtensions

SEQUENCE
{




ue-RadioAccessCapability-vaa0ext

UE-RadioAccessCapability-vaa0ext-IEs,




vb50NonCriticalExtensions

SEQUENCE {





ue-RadioAccessCapability-vb50ext

UE-RadioAccessCapability-vb50ext-IEs,





vb70NonCriticalExtensions

SEQUENCE {






ue-RadioAccessCapability-vb70ext

UE-RadioAccessCapability-vb70ext-IEs,






vae0NonCriticalExtensions



SEQUENCE {







ue-RadioAccessCapability-vae0ext
UE-RadioAccessCapability-vae0ext-IEs,







vb80NonCriticalExtensions

SEQUENCE {








ue-RadioAccessCapability-vb80ext
UE-RadioAccessCapability-vb80ext-IEs,








vc50NonCriticalExtensions

SEQUENCE {









ue-RadioAccessCapability-vc50ext












UE-RadioAccessCapability-vc50ext-IEs,









vdxyNonCriticalExtensions


SEQUENCE {









ue-RadioAccessCapability-vdxyext 












UE-RadioAccessCapability-vdxyext-IEs,









nonCriticalExtensions


SEQUENCE {} OPTIONAL









} OPTIONAL







}

OPTIONAL






}

OPTIONAL






}

OPTIONAL





}

OPTIONAL




}

OPTIONAL



}

OPTIONAL


}

}

UE-RadioAccessCapability-va40ext-IEs ::= SEQUENCE {


-- UE physical channel capability

ue-RadioAccessCapabBandCombList-va40ext
UE-RadioAccessCapabBandCombList-va40ext

OPTIONAL,

physicalChannelCapability



PhysicalChannelCapability-va40ext,


rlc-Capability






RLC-Capability-va40ext,


measurementCapability




MeasurementCapability-va40ext



OPTIONAL,


supportOfMUMIMO






ENUMERATED { uplink, uplink-and-downlink }
OPTIONAL,


supportForDualCellMimoInDifferentBands
ENUMERATED { true }






OPTIONAL,


ue-BasedNetworkPerformanceMeasurementsParameters










UE-BasedNetworkPerformanceMeasurementsParameters

OPTIONAL,


supportOfUTRANANR





ENUMERATED { true }






OPTIONAL,

-- UE radio access capability extension


ue-RadioAccessCapabBandFDDList4


UE-RadioAccessCapabBandFDDList4



OPTIONAL

}
UE-RadioAccessCapability-va60ext-IEs ::= SEQUENCE {

ue-RadioAccessCapabBandFDDList4


UE-RadioAccessCapabBandFDDList4-va60ext


OPTIONAL

}
UE-RadioAccessCapability-va80ext-IEs ::= SEQUENCE {


ue-RadioAccessCapabBandFDDList4


UE-RadioAccessCapabBandFDDList4-va80ext

OPTIONAL

}

UE-RadioAccessCapability-vaa0ext-IEs ::= SEQUENCE {


supportOfUMRLCre-establish-via-reconfig
ENUMERATED { true }






OPTIONAL,


rf-capability






RF-Capability-vaa0ext





OPTIONAL

}

UE-RadioAccessCapability-vae0ext-IEs ::= SEQUENCE {


-- UE radio access capability



multiModeRAT-Capability



MultiModeRAT-Capability-vae0ext


OPTIONAL

}

UE-RadioAccessCapability-vb50ext-IEs ::= SEQUENCE {


multiModeRAT-Capability






MultiModeRAT-Capability-vb50ext,


supportOfCommonERGCHBasedInterferenceControl
ENUMERATED { true }

OPTIONAL,


supportOfFallbackToR99PRACH





ENUMERATED { true }

OPTIONAL,


supportOfConcurrentDeployment




ENUMERATED { true }

OPTIONAL,


supportOfTTIalignmentAndPerHARQProcess


ENUMERATED { true }

OPTIONAL,


-- UE physical channel capability

ue-RadioAccessCapabBandCombList-vb50ext
UE-RadioAccessCapabBandCombList-vb50ext

OPTIONAL,

multiflowCapabBandCombList



MultiflowCapabBandCombList




OPTIONAL,


physicalChannelCapability



PhysicalChannelCapability-vb50ext,


rlc-Capability






RLC-Capability-vb50ext,


multiflowCapability





MultiflowCapability






OPTIONAL,


-- UE radio access capability extension


ue-RadioAccessCapabBandFDDList6


UE-RadioAccessCapabBandFDDList6

OPTIONAL,


-- Measurement capability

measurementCapability




MeasurementCapability-vb50ext



OPTIONAL,


measurementCapabilityTDD



MeasurementCapabilityTDD-vb50ext


OPTIONAL,


-- UE voice over IMS related capability


rsrvcc-SupportFromUTRA-CS-to-EUTRA-FDD
ENUMERATED { true }


OPTIONAL,


rsrvcc-SupportFromUTRA-CS-to-EUTRA-TDD
ENUMERATED { true }


OPTIONAL,


supportOfHSDPCCHPowerOffsetExtension

ENUMERATED { true }


OPTIONAL,


supportOfSTTDOnDLControlChannelsWhenMultiflowOperationIsActive

ENUMERATED { true }


OPTIONAL

}
UE-RadioAccessCapability-vb70ext-IEs ::= SEQUENCE {


measurementCapability




MeasurementCapability-vb70ext

OPTIONAL,

ue-RadioAccessCapabBandFDDList7


UE-RadioAccessCapabBandFDDList7

OPTIONAL

}

UE-RadioAccessCapability-vb80ext-IEs ::= SEQUENCE {


-- UE physical channel capability


physicalChannelCapability



PhysicalChannelCapability-vb80ext

}

UE-RadioAccessCapability-vc50ext-IEs ::= SEQUENCE {


--the capability is for FDD only


measurementCapability






MeasurementCapability-vc50ext

OPTIONAL,


supportofDsacAndPpacInCellDch



ENUMERATED { true }



OPTIONAL,


supportOfMultiflowWithFTPICHFromAssisting
ENUMERATED { true }



OPTIONAL,

multiModeRAT-Capability





MultiModeRAT-Capability-vc50ext
OPTIONAL,

-- UE physical channel capability

    physicalChannelCapability




PhysicalChannelCapability-vc50ext
OPTIONAL
}

UE-RadioAccessCapability-vdxyext-IEs ::= SEQUENCE {


-- UE physical channel capability

    physicalChannelCapability




PhysicalChannelCapability-vdxyext
OPTIONAL
}

********** CONTENT IS PARTIALLY OMITTED **********
UE-RadioAccessCapabilityComp2-v770ext ::= SEQUENCE {

hsdsch-physical-layer-category-ext

HSDSCH-physical-layer-category-ext

OPTIONAL,


edch-PhysicalLayerCategory-extension
INTEGER (7)







OPTIONAL,


hsscchlessHsdschOperation



ENUMERATED { true }





OPTIONAL,


enhancedFdpch






ENUMERATED { true }





OPTIONAL,


hsdschReception-CellFach



ENUMERATED { true }





OPTIONAL,


hsdschReception-CellUraPch



ENUMERATED { true }





OPTIONAL,


discontinuousDpcchTransmission


ENUMERATED { true }





OPTIONAL,


slotFormat4







ENUMERATED { true }





OPTIONAL,


pdcp-Capability






PDCP-Capability-v770ext




OPTIONAL

}

UE-RadioAccessCapabilityComp2-v7f0ext ::= SEQUENCE {



supportofTxDivOnNonMIMOChannel

ENUMERATED { true }





OPTIONAL

}

UE-RadioAccessCapabilityComp2-v860ext ::= SEQUENCE {

hsdsch-physical-layer-category-ext2

HSDSCH-physical-layer-category-ext2

OPTIONAL,


supportOfMACiis






ENUMERATED { true }





OPTIONAL

}

UE-RadioAccessCapabilityComp2-v920ext ::= SEQUENCE {

hsdsch-physical-layer-category-ext3

HSDSCH-physical-layer-category-ext3

OPTIONAL,


edch-PhysicalLayerCategory-extension2
INTEGER (8..9)






OPTIONAL

}

UE-RadioAccessCapabilityComp2-va40ext ::= SEQUENCE {

hsdsch-physical-layer-category-ext4

HSDSCH-physical-layer-category-ext4

OPTIONAL,


hsdsch-physical-layer-category-ext5

HSDSCH-physical-layer-category-ext5

OPTIONAL

}

UE-RadioAccessCapabilityComp2-vb50ext ::= SEQUENCE {

hsdsch-physical-layer-category-ext6

HSDSCH-physical-layer-category-ext6

OPTIONAL,


hsdsch-physical-layer-category-ext7

HSDSCH-physical-layer-category-ext7

OPTIONAL,


hsdsch-physical-layer-category-ext8

HSDSCH-physical-layer-category-ext8

OPTIONAL,


edch-PhysicalLayerCategory-extension3
INTEGER (10..12)





OPTIONAL,


supportOfHSDPCCHPowerOffsetExtension
ENUMERATED { true }





OPTIONAL

}

UE-RadioAccessCapabilityComp2-vc50ext ::= SEQUENCE {


supportofDsacAndPpacInCellDch




ENUMERATED { true }



OPTIONAL,


supportforDCHEnhancements





ENUMERATED { basic, full }

OPTIONAL,


simultaneousSupportforDCHEnhancementsAndCM

ENUMERATED { true }



OPTIONAL,


simultaneousSupportforDCHEnhancementsAndDPCCHDiscntTx
ENUMERATED { true }

OPTIONAL
}

UE-RadioAccessCapabilityComp2-vdxyext ::= SEQUENCE {


supportOfDualCellEDCHwithDPDCH





ENUMERATED { true }

OPTIONAL
}

********** CONTENT IS PARTIALLY OMITTED **********
UL-PhysChCapabilityFDD ::=


SEQUENCE {


maxNoDPDCH-BitsTransmitted


MaxNoDPDCH-BitsTransmitted,


-- dummy is not used in this version of the specification and


-- it should be ignored by the receiver.


dummy







BOOLEAN


}

UL-PhysChCapabilityFDD-r6 ::=


SEQUENCE {


maxNoDPDCH-BitsTransmitted



MaxNoDPDCH-BitsTransmitted,


physicalchannelcapability-edch


PhysicalChannelCapability-edch-r6
}

UL-PhysChCapabilityFDD-v770ext ::=

SEQUENCE {


edch-PhysicalLayerCategory-extension
INTEGER (7)






OPTIONAL,


discontinuousDpcchTransmission


ENUMERATED { true }




OPTIONAL,


slotFormat4







ENUMERATED { true }




OPTIONAL

}

UL-PhysChCapabilityFDD-v920ext ::=

SEQUENCE {


edch-PhysicalLayerCategory-extension2
INTEGER (8..9)





OPTIONAL

}

UL-PhysChCapabilityFDD-vb50ext ::=

SEQUENCE {


edch-PhysicalLayerCategory-extension3
INTEGER (10..12)




OPTIONAL

}

UL-PhysChCapabilityFDD-vc50ext ::=

SEQUENCE {


supportofCellReselectionIndicationReporting

ENUMERATED { true }

OPTIONAL,


supportofRadioLinkswithoutDPCHFDPCH



ENUMERATED { true }

OPTIONAL,


supportofServingE-DCHCellDecoupling



ENUMERATED { true }

OPTIONAL,


accessGroupsAccessControl






ENUMERATED { true }

OPTIONAL,


enhancedTTISwitching







ENUMERATED { true }

OPTIONAL,


implicitGrantHandling







ENUMERATED { true }

OPTIONAL,


dtx-enhancements








ENUMERATED { true }

OPTIONAL
}
UL-PhysChCapabilityFDD-vdxyext ::=

SEQUENCE {


supportOfDualCellEDCHwithDPDCH





ENUMERATED { true }

OPTIONAL
}
