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	Reason for change:
	It is not clear what the UE capability field tdd-FDD-CA-PCellDuplex implies for certain band combinations with FDD and TDD band(s) but UL capability only in one duplex mode. In addition, if DC is supported, it is unclear that the field is included to indicate capability of FDD and TDD band(s) within the same CG.


	
	

	Summary of change:
	The 2nd Change:

The text in the field description for tdd-FDD-CA-PCellDuplex in 36.331 CR is copy-pasted to 36.306 without any change.
The 1st change:

The following clarifications are added:
1)  For CA, the field tdd-FDD-CA-PCellDuplex is applicable only if the supported band combination contains at least one FDD band with bandParametersUL and at least one TDD band with bandParametersUL.
2)  For DC, the field tdd-FDD-CA-PCellDuplex indicates if the same CG can support at least one FDD band and at least one TDD band.
Impacted functionality: 
TDD-FDD DC and CA capability
Inter-operability:
None


	
	

	Consequences if not approved:
	It is not clear when the field tdd-FDD-CA-PCellDuplex is applicable for DC and CA.


	
	

	Clauses affected:
	4.3.4.28

	
	

	
	Y
	N
	
	

	Other specs
	
	x
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	x
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


4.3.4.28
tdd-FDD-CA-PCellDuplex-r12
The presence of this field indicates that the UE supports TDD/FDD CA in any supported band combination including at least one FDD band with bandParametersUL and at least one TDD band with bandParametersUL. The first bit is set to "1" if UE supports the TDD PCell. The second bit is set to “1” if UE supports FDD PCell. This field is included only if the UE supports band combination including at least one FDD band with bandParametersUL and at least one TDD band with bandParametersUL. If this field is included, the UE shall set at least one of the bits as “1”. If this field is included with DC, then it is applicable within a CG, and the presence of this field indicates the capability of the UE to support TDD/FDD CA with at least one FDD band and at least one TDD band in the same CG, with the value indicating the support for TDD/FDD PCell (PSCell).
