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1. Introduction

In this contribution we propose how to define the UE capability for connected mode eDRX.

2. Discussion

2.1. eDRX capability
Rel13 LTE will introduce two new values for extended DRX in connected mode: 5.12s and 10.24s.

The simplest way to define eDRX capability for connected mode is to add the indication as part of the UE-EUTRA-Capability within a newly defined container for the Rel13 MAC parameters. 
MAC-Parameters-r13 ::=



SEQUENCE {


extendedLongDRX-r13



ENUMERATED {supported}




OPTIONAL
}

There is no need to define separate capabilities for eDRX cycles of 5.12s and 10.24s. A UE indicating support for extendedLongDRX-r13 shall support both eDRX values.
Proposal 1: Define extended DRX capability in connected mode as a new IE extendedLongDRX-r13.

Proposal 2: A UE indicating support for extendedLongDRX-r13 shall support both eDRX values of 5.12s and 10.24s.

3. Conclusion

In this contribution, we provided our views on the UE capability for connected mode eDRX in LTE. We made the following proposal:
Proposal 1: Define extended DRX capability in connected mode as a new IE extendedLongDRX-r13.

Proposal 2: A UE indicating support for extendedLongDRX-r13 shall support both eDRX values of 5.12s and 10.24s.
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