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1. Overall Description:

RAN2 thanks CT1 for their reply LS on extended DRX in idle mode in UTRA. CT1 indicated to work on the extended DRX in Idle mode parameters for UTRA in 24.008.

To complete their work RAN2 would like to ask CT1 to include the following values and range in 24.008 for UTRA:

UTRAN eDRX cycle length duration

10,24 seconds

20,48 seconds

40,96 seconds

81,92 seconds

163,84 seconds

327,68 seconds

655,36 seconds

1310,72 seconds

1966,08 seconds

2621,44 seconds

Paging Time Window length

0 seconds (PTW not used)

1 second

2 seconds

3 seconds

4 seconds

5 seconds

6 seconds

7 seconds

8 seconds

9 seconds

10 seconds

12 seconds

14 seconds

16 seconds

18 seconds

20 seconds

2. Actions:

To CT1
ACTION: 
RAN2 kindly asks CT1 to take into account the suggested values and range of the extended DRX in idle mode in UTRA for their work in 24.008. 
3. Date of Next TSG-RAN2 Meetings:

TSG RAN2 Meeting #93

15-19 February, 2016 
St. Julian's, Malta

TSG RAN2 Meeting #93bis
11-15 April, 2016
Dubrovnik, Croatia


