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	Reason for change:
	Currently in TS 36.331 includes capability having field name rsrq-OnAllSymbols-r12. In TS 36.306 and well as in parts of 36.331, this is named as rsrqOnAllSymbols. As a result, there is inconsistency between the specifications which makes finding of the parameters more difficult.


	
	

	Summary of change:
	Field name rsrqOnAllSymbols-r12 is changed to rsrq-OnAllSymbols-r12.
Impact Analysis
Impacted functionality:

RSRQ meaurements. 

Inter-operability:

No UE-eNB inter-operability issues. 
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	Specifications are incosistent and the capability signalling cannot be found from the RRC specification
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	Other comments:
	


RSRQ-Range
The IE RSRQ-Range specifies the value range used in RSRQ measurements and thresholds. Integer value for RSRQ measurements is according to mapping table in TS 36.133 [16]. A given field using RSRQ-Range-v1250 shall only be signalled if the corresponding original field (using RSRQ-Range i.e. without suffix) is set to value 0 or 34. Only a UE indicating support of extendedRSRQ-LowerRange-r12 or rsrq-OnAllSymbols-r12 may report RSRQ-Range-v1250, and this may be done without explicit configuration from the E-UTRAN. If received, the UE shall use the value indicated by the RSRQ-Range-v1250 and ignore the value signalled by RSRQ-Range (without the suffix).
RSRQ-Range information element
-- ASN1START

RSRQ-Range ::=





INTEGER(0..34)
RSRQ-Range-v1250 ::=



INTEGER(-30..46)

-- ASN1STOP

