3GPP TSG RAN WG2 Meeting #93

R2-161018
St. Julian's, Malta, 15–19 February 2016

3GPP TSG-RAN WG4 Meeting #77


R4-158226
Anaheim, USA, 16th – 20th November 2015
Title:
LS on distinction of intra-band non-contiguous CA types
Release:
Rel-11
Work Item:
TEI11
Source:
TSG-RAN WG4
To:
TSG-RAN WG2
Cc:

Contact Person:


Name:
Kei Ando
E-mail Address:
kei.andou.ye[at]nttdocomo.com
Attachments:
None
1. Overall Description:

RAN4 would like to inform RAN2 about the following RAN4’s understandings for the ongoing work on UE signaling capability for intra-band non-contiguous CA. 
RAN4 observed that the existing CA band combination signalling in the UE capability defined in TS 36.331 [1] cannot distinguish the intra-band non-contiguous CA band combination one from another, e.g., CA_xA-xC and CA_xC-xA.
Nevertheless, RAN4 is of opinion that these band combinations do not have to be distinguished from both UE implementation and RAN4 specification [2] perspectives so far. In other words, the UE can support all of them, e.g, both CA_xA-xC and CA_xC-xA altogether.

It is also applicable to support of PCell in an intra-band non-contiguous CA band combination. For instance, CA_xA-xA with UL in lower CC and CA_xA-xA with UL in upper CC do not have to be distinguished from both UE implementation and RAN4 specification [2] perspectives as well.
2. Actions:

To RAN2
ACTION: 
RAN4 respectfully requests RAN2 to take the above information into account and update their specification accordingly.

3. Reference:
[1] 3GPP TS 36.331 V12.7.0, “Radio Resource Control (RRC); Protocol specification”
[2] 3GPP TS 36.101 V13.1.0, “User Equipment (UE) radio transmission and reception”
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