
3GPP TSG-RAN WG2 Meeting #93 
R2-161121
St. Julian's, Malta, 15th – 19th February 2016
	CR-Form-v11

	CHANGE REQUEST

	

	
	36.331
	CR
	CRNum
	rev
	-
	Current version:
	13.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	X
	Core Network
	


	

	Title:

	Discussion on SC-PTM counting

	
	

	Source to WG:
	ZTE Corporation, ZTE Trunking Technology Corporation

	Source to TSG:
	R2

	
	

	Work item code:
	LTE_SC_PTM-Core
	
	Date:
	2016-01-26

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-13

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)

	
	

	Reason for change:
	The current MBMS counting procedure does not distinguish the SC-PTM UE from the legacy MBMS UE. As such the MCE cannot know how many UEs are capable of SC-PTM while triggering the service transmission via SC-PTM.

	
	

	Summary of change:
	The changes are listed as follows:
1. In section 5.8.4.3, the UE capable of SC-PTM shall indicate its SC-PTM capability in the MBMSCountingResponse message while the MBMSCountingRequest message requests the UE to report its SC-PTM capability.
2. In section 6.2.2, the field scptm-CapabilityRequest and corresponding field descriptions are added in MBMSCountingRequest message.

3. In section 6.2.2, the field scptm-Support and corresponding field descriptions are added in MBMSCountingResponse message.

	
	

	Consequences if not approved:
	The MBMS couting procedure cannot support the transmission of MBMS service via SC-PTM..

	
	

	Clauses affected:
	5.8.4.3, 6.2.2

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


Next Modified Subclause
5.8.4
MBMS Counting Procedure

5.8.4.1
General
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Figure 5.8.4.1-1: MBMS Counting procedure

The MBMS Counting procedure is used by the E-UTRAN to count the number of RRC_CONNECTED mode UEs which are receiving via an MRB or interested to receive via an MRB the specified MBMS services. 
The UE determines interest in an MBMS service, that is identified by the TMGI, by interaction with upper layers.

5.8.4.2
Initiation

E-UTRAN initiates the procedure by sending an MBMSCountingRequest message.
5.8.4.3
Reception of the MBMSCountingRequest message by the UE

Upon receiving the MBMSCountingRequest message, the UE in RRC_CONNECTED mode shall:

1>
if the SystemInformationBlockType1, that provided the scheduling information for the systemInformationBlockType13 that included the configuration of the MCCH via which the MBMSCountingRequest message was received, contained the identity of the Registered PLMN; and

1>
if the UE is receiving via an MRB or interested to receive via an MRB at least one of the services in the received countingRequestList:
2>
if more than one entry is included in the mbsfn-AreaInfoList received in the SystemInformationBlockType13 that included the configuration of the MCCH via which the MBMSCountingRequest message was received:

3>
include the mbsfn-AreaIndex in the MBMSCountingResponse message and set it to the index of the entry in the mbsfn-AreaInfoList within the received SystemInformationBlockType13 that corresponds with the MBSFN area used to transfer the received MBMSCountingRequest message;
2>
for each MBMS service included in the received countingRequestList:
3>
if the UE is receiving via an MRB or interested to receive via an MRB this MBMS service:

4>
include an entry in the countingResponseList within the MBMSCountingResponse message with countingResponseService set it to the index of the entry in the countingRequestList within the received MBMSCountingRequest that corresponds with the MBMS service the UE is receiving or interested to receive;

2>
if the MBMSCountingRequest message includes scptm-CapabilityRequest and the UE supports SC-PTM:
3>
include the scptm-Support in the MBMSCountingResponse message;
2>
submit the MBMSCountingResponse message to lower layers for transmission upon which the procedure ends;
NOTE 1:
UEs that are receiving an MBMS User Service [56] by means of a Unicast Bearer Service [57] (i.e. via a DRB), but are interested to receive the concerned MBMS User Service [56] via an MBMS Bearer Service (i.e. via an MRB), respond to the counting request.

NOTE 2:
If ciphering is used at upper layers, the UE does not respond to the counting request if it can not decipher the MBMS service for which counting is performed (see TS 22.146 [62, 5.3]).

NOTE 3:
The UE treats the MBMSCountingRequest messages received in each modification period independently. In the unlikely case E-UTRAN would repeat an MBMSCountingRequest (i.e. including the same services) in a subsequent modification period, the UE responds again. The UE provides at most one MBMSCountingResponse message to multiple transmission attempts of an MBMSCountingRequest messages in a given modification period.
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–
MBMSCountingRequest

The MBMSCountingRequest message is used by E-UTRAN to count the UEs that are receiving or interested to receive specific MBMS services.

Signalling radio bearer: N/A

RLC-SAP: UM

Logical channel: MCCH

Direction: E‑UTRAN to UE

MBMSCountingRequest message
-- ASN1START

MBMSCountingRequest-r10 ::=

SEQUENCE {


countingRequestList-r10


CountingRequestList-r10,


lateNonCriticalExtension

OCTET STRING





OPTIONAL,


nonCriticalExtension


MBMSCountingRequest-v13x0-IEs






OPTIONAL

}

CountingRequestList-r10 ::=
SEQUENCE (SIZE (1..maxServiceCount)) OF CountingRequestInfo-r10

CountingRequestInfo-r10 ::=

SEQUENCE {


tmgi-r10






TMGI-r9,


...

}
MBMSCountingRequest-v13x0-IEs ::=

SEQUENCE {


scptm-CapabilityRequest-r13

ENUMERATED {true}



OPTIONAL,

nonCriticalExtension



SEQUENCE {}





OPTIONAL
}
-- ASN1STOP

	MBMSCountingRequest field descriptions

	scptm-CapabilityRequest
Indicates that the UE is requested to provide its capability of supporting SC-PTM.


–
MBMSCountingResponse

The MBMSCountingResponse message is used by the UE to respond to an MBMSCountingRequest message.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: UE to E‑UTRAN

MBMSCountingResponse message
-- ASN1START

MBMSCountingResponse-r10 ::=


SEQUENCE {


criticalExtensions




CHOICE {



c1








CHOICE {



countingResponse-r10



MBMSCountingResponse-r10-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

MBMSCountingResponse-r10-IEs ::=
SEQUENCE {


mbsfn-AreaIndex-r10



INTEGER (0..maxMBSFN-Area-1) 





OPTIONAL,

countingResponseList-r10

CountingResponseList-r10


OPTIONAL,


lateNonCriticalExtension

OCTET STRING





OPTIONAL,


nonCriticalExtension


MBMSCountingResponse-v13x0-IEs






OPTIONAL

}

CountingResponseList-r10 ::=

SEQUENCE (SIZE (1..maxServiceCount)) OF CountingResponseInfo-r10

CountingResponseInfo-r10 ::=

SEQUENCE {

countingResponseService-r10
INTEGER (0..maxServiceCount-1),

...

}

MBMSCountingResponse-v13x0-IEs ::=

SEQUENCE {


scptm-Support-r13



ENUMERATED {supported}


OPTIONAL,

nonCriticalExtension



SEQUENCE {}





OPTIONAL

}
-- ASN1STOP
	MBMSCountingResponse field descriptions

	countingResponseList

List of MBMS services which the UE is receiving or interested to receive. Value 0 for field countingResponseService corresponds to the first entry in countingRequestList within MBMSCountingRequest, value 1 corresponds to the second entry in this list and so on.

	mbsfn-AreaIndex
Index of the entry in field mbsfn-AreaInfoList within SystemInformationBlockType13. Value 0 corresponds to the first entry in mbsfn-AreaInfoList within SystemInformationBlockType13, value 1 corresponds to the second entry in this list and so on.

	scptm-Supported
Indicates whether the UE supports SC-PTM.
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